FLOOR IN ROOF SPACE CONSTRUCTION:

* Fire Resistance Measures:
- Ensure the first floor achieves modified half-hour fire resistance.
Chipboard Flooring:
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- Use a minimum 20mm floor-grade T&G chipboard, with a 2.3 grade 202 Havant Road
in bathrooms. Drayton
- Place it on 50mm x 175mm joists spaced at 400mm intervals. Pﬂ:ﬁg;%‘f:g
- Joist Configuration: PO6 1HJ

- Double joists under and parallel to partitions.

7,

- Strut joists at mid-span for spans over 2.5m, using 38 x 38mm I\T/legf):: %27?;5%(;%175;02
A herringbone or solid strutting (at least %5 of joist depth).
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Q *  Finish and Flooring: _ _ _ This architectural drawing and the information
\E . ﬁﬁzlﬁ/ 12.5mm foil-backed plasterboard with a 3mm skim plaster within it is the property of The Loft Conversion
N . Company (Portsmouth) Ltd, and is protected
- [P - Floor remaining roof spaces similarly to the main area when joists by copyright law. All rights reserved. No part
Q —1 extend out to outer walls. of this drawing may be reproduced,
\-\\ \\\ - Lateral Restraint and Strapping: distributed, or tran_smitted in any .form or by
N\ N\ - Provide lateral restraint where joists run parallel to walls. any means, including photocopying,
N hy - Strap floors to walls with 1000mm x 30mm x 5mm galvanised mild recording, or other electronic or mechanical
L 7 N\ P . . g methods, without the prior written permission
R : = steel straps at a maximum of 2.0m intervals. o . of The Loft Conversion Company
N | N\ | - Ensure straps are taken across a minimum of 3no. joists and built (Portsmouth) Ltd.
[ | ¥ | into walls.
o é - Noggins and Connections:
| 24 | : : , . .
% | WA A T AN N W A T M YW 7 A | ) Inst_a}t[l 38mm wide x % depth solid noggins between joists at strap Client
N ; 72 - s s s 12— :\ pOS| I0NS.
N\ | 9/ T T FUV T § § WTF FTO7 7 T (f ~ | - Use 'Simpson Strong-Tie' or similar galvanised joist hanger Mr & Mrs Molloy
N\ SO = \ mp g _ g ) g
S e “ - {7, | connections to steelwork where applicable.
\Q Wi \ | - Employ purpose-made M.S. shoe/hanger where flitch beams join to
AH \ | steelwork or other flitch beams. Address
<1, . - Fire Resistance and Sound Insulation Upgrade: 48 Ferndale
Nlimk \ | - Upgrade to half-hour fire resistance and provide adequate sound Waterlooville
=i | 2/ \72 \ | insulation. PO7 7PA
N /3 AN - Lay a minimum 150mm 'Rockwool’ insulating material or equivalent
\ | /'e = AN Y™ ‘ y . . . .
\ E E \ on chicken wire between joists and extend to eaves.
[, | / b % \ N, ‘ . . . . . . . . .
1L, \/ : - : \, HIE - Fix chicken wire to joists with nails or staples, penetrating the joists
N ! I | \ ; Zi618e1t88% minimum depth of 20mm, in accordance with BRE-Digest Date JULY 2024
™\ .
\Q ? :[ﬁ]— N | - Joist Placement from Chimney Breasts:
§ N | - Ensure joists are a minimum of 50mm from chimney breasts. DESCRIPTION OF WORKS
\\ b= {0 i MODERNISE EXISTING LOFT CONVERSION.
N \\ WP7/ EXTEND EXISITNG DORMERS.
\§ L M CREATE 1 ADDITIONAL ROOM.
R % | INSTALLATION OF NEW ROOF TILES.
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N = \ | Steelwork and Timbers Installation:
N N « Structural Elements:
| »7 R | : . .
?f” : \ | - Supply and install new structural elements, including new beams,
|/ / < '. 2 \ \ roof structure, floor structure, bearings, and pad stones.
j / N ' : 3 \ { X - Installation Compliance:
| N 4 E \ | - Ensure installation aligns with the attached structural calculations
| \ AN 5 ; | and details.
| N ~ i \ | +  Minimum Bearing Requirements:
| N 4 ' | - Provide a minimum bearing of 100mm on concrete pad stones,
Q" = I prestressed concrete lintels, or metal bearing plates.
| \: = | | - Encasement and Fire Resistance:
| N St 1 e | \ | - Encase new steel beams in 12.5mm 'Gyproc FireLine' board with
| N | i\ | staggered joints.
| § : | - Alternatively, use 'Gyproc FireCase' or apply 'Nullifire S' or similar
. | s | intumescent paint for 1/2-hour fire resistance at floor levels, as
| S T agreed with Building Control.
| E | s | - Fire Protection Installation:
| \\\ | \ | - Install all fire protection as detailed by the specialist manufacturer.
| N\ | \ | - Site Measurement and Fabrication:
| \ | i :‘ | - Site measure lengths of steels to include bearings.
| \ \| | - Provide fabrication details if required by Building Control.
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