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Inspection of Tree Protection Fencing at Camp Field, Havant 
Further to our visit on 24th June we are pleased to be able to present our findings within this Technical Note. 
Plans referenced throughout this note are as follows: 

1. JSL3850_710D & 711C Tree Protection & Removal Plans 
2. JSL3850_715A Cycleway Tree Protection & Removal Plans 

1.1 Southern Boundary – T19 going westward to G4# 
Trees in this section are relatively low quality and located on the southside of a pre-existing bund. Therefore, 
rooting activity to the north is likely to be restricted.  

The Tree Protection Fencing (TPF) looks to be slightly closer to the tree stems than specified on the Tree 
Protection and Removal Plan i.e., not in accordance with the approved plan. 

However, given the quality of trees (Category C) and their situation – on the southside of an existing bund, 
retaining the TPF in its current location is low risk and similarly, adequate to protect the likely rooting area of 
the relevant trees. 

 
Figure 1. View looking westwards. Bartons Rd to the left. 
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Figure 2. View looking eastwards. Bartons Rd to the right. 

1.2 South-western boundary corner – G4# westwards/northwards to 
T22 

G4# and H1# is a continuation of the southern boundary tree line and is of no particular merit. T22, Oak, on 
the other hand is a high-quality tree with a large RPA located on the western boundary. TPF is currently 
positioned incorrectly and a materials storage compound has been erected in this area with “pilling mat” 
surfacing, a concreate slab supporting 3 mortar silos and an external wooden fence.  

In the figure below,  

1) Yellow line represents the current location of TPF. 
2) Pink/Magenta (dash dot) line represents the approved location of TPF. 
3) Purple line represents the approximate extent of the existing compound.  

 
Figure 3. Snapshot of approved Tree Protection Plan with approximate current compound location added.  
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Figure 4. View looking westwards. T22 on the right side of the picture. 
 

The construction of the compound does not align with the approved TPP and any damage resulting 
from its development has already occurred. Fortunately, the impacted trees are situated behind an 
established drainage ditch, constraining potential root interference to the East and, consequently, 
mitigating the extent of potential damage.  
 

Recommendation 
1) Area should be returned to soft landscaping immediately after the construction yard is removed.  
2) Monitor the ongoing health of T22. June 2024 photograph shown below. 

 

 

1.3 Western boundary 
The western boundary is populated by large, mature Oak trees that are protect by a Tree Preservation Order 
(TPO) administered by Havant Borough Council.  

TPF is currently located in an adjusted location to that found on site previously and is now nearer to the 
approved location as detailed on the Tree Protection Plan. The TPF broadly follows the canopy extent or ‘drip 
line’ of the mature Oak trees.  

There is an existing ditch within the RPA on the eastern side of the stem which may limit shallow rooting to the 
east somewhat. However, given the age and stature of these trees it is highly likely that roots have occupied 
the land east of the existing ditch.  

Stored topsoil within the RPA has been removed back to the existing fencing line. Some minor levels of spoil 
/ sub-soil still lie inside of the newly established CEZ, however the depth and extent of these materials would 
not appear to be significant.   
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Figure 5. Tree Protection Plan showing trees along western boundary 

 

Figure 6. View looking south and north. Western site boundary of the development.  
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1.4 Central Part of Site – T1 Oak 
A large mature (TPO’d) Oak located within the central part of the site. TPF looks to be adequate to protect the 
RPA.  

Proposed footway to the east of the tree stem will require TPF to be re-configured in accordance with the 
“second stage” fencing location (in blue) on the Tree Protection Plan. On completion of the footpath, “first 
stage” fencing should then be re-erected or, alternatively, ground protection be laid within the area of removed 
fencing. Any ground protection being laid must be adequate for the anticipated load – in this case it would 
seem appropriate to lay 150mm of woodchip (or similar compressible layer) with ground protection boards 
pinned down on top.  

 

 

Figure 7. T22 - view looking south 

1.5 Southern Boundary – T14 – H1# 
A section of H1# has been removed and an access road has been installed in its place. This detail was not 
included within the Tree Protection Plan however, the impact to existing trees is likely negligible. Exact impact 
to the east end of G1# is however unknown – tree roots could have been severed and/or negatively impacted 
without prior consideration due to the excavation and installation of a subbase.  
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Figure 8. Section of H1 removed highlighted in Yellow and approximate location of installed access road shown with red lines.  

TPF has not been installed in accordance with the Tree Protection Plan however, it is generally adequate for 
the same reason expressed within section 1.1 of this note. 

1.6 Southern Boundary – Cycle Path 
As shown in figure 8 above, Drawing JSL3850_710D & 711C shows a section of proposed “No-Dig” cycle path 
adjacent to T18 & T19, however, the need for this “No-Dig” has been reassessed following Utilities work carried 
out along Barton’s Road verge, shown below:  
 

 
 

Figure 9. Image taken from Google Streetview showing previous utility works. 
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This work will have severed the roots of T18 & T19 back from the proposed cycle path negating the need for 
“No-Dig” construction, additionally T18 was highlighted for removal following the works, due to concerns over 
its future stability with the utility works having affected a large amount of its southern RPA, and has now been 
felled. These changes to the design and construction of the cycle path were picked up in a separate, cycleway 
specific, AIA (JSL3850_781A) and shown on its accompanying Tree Protection Plan (JSL3850_715A), as 
shown below: 
 

 
Figure 10. Extract of JSL3850_715A showing revised tree protection/ removals proposed for cycle path construction. 
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