STAIRCASE DESIGN GUIDELINES (if new staircase is being fitted):

- Rise and Going Specifications:
- Set a maximum rise of 220mm and a minimum going of 220mm for the staircase design.
- Ensure that two risers plus one going fall within the range of 550mm to 700mm.
- Tapered Treads Considerations:
- Design tapered treads with a central going equal to the straight portion.
- Guarantee a minimum 50mm going at the narrow end of the tapered treads.
+ Clear Width and Pitch:
- Maintain a minimum clear width of 700mm for the staircase.
- Limit the pitch to not exceed 42 degrees for optimal user comfort.
- Landing Dimensions and Door Clearance:
- Ensure landing dimensions equal to or greater than the smallest width of the flight.

- Doors swinging across a landing at the flight's bottom should provide a clear space of at least 400mm across the full width.

- Headroom Requirements:

- Establish a minimum headroom of 2.0m measured vertically above the pitch line of stairs and landings.
- If space is limited, acceptable headroom is achieved with a height of 1.9m at the center, reducing to 1.8m on one side of the stair.

- Handrail Specifications:
- Place the handrail on the staircase at 900mm above the pitch line.

- Have the handrail on at least one side for stairs less than 1m wide and on both sides for wider stairs.

- Maintain a clear width between handrails of at least 600mm.
- Balustrade Design:

- Design the balustrade to be unclimbable and without gaps through which a 100mm sphere could pass.

* Fire Resistance Measures:

- Upgrade any wall or door glazing in the stair enclosure to achieve a 30-minute fire resistance.
- On-Site Verification:

- Verify all dimensions and clearances on-site for precision and adherence to the design specifications.

SAFETY GLAZING REQUIREMENTS:
Critical Areas:

- Ensure all glazing in areas positioned 1.5m above floor level in doors and side panels within
300mm of the door opening and glazing located within 800mm above floor level in windows
to be toughened or laminated safety glass standards such as BS 6206, BS EN 14179, or BS
EN ISO 12543-1:2011 and Part K of the current building regulations.

Safety Glass Compliance:

Verify that safety glass used meets the specified standards for enhanced safety and
compliance

NEW UPVC WINDOWS/DOORS

Glazed Areas:
- Double glaze glazed areas with a 16-20mm argon gap and soft low-E glass.

Glass Safety Standards:
Use toughened or laminated safety glass conforming to BS 6206, BS EN 14179, or BS
EN ISO 12543-1 and Part K of the current Building Regulations.

« Opening Limitations:

Limit door and window openings to 25% of the extension floor area plus the area of any
existing openings covered by the extension.

Insulated Plasterboard and Cavity Closers:
Use insulated plasterboard in reveals abutting jambs and consider it within reveal soffits.
Employ fully insulated and continuous cavity closers around reveals.

Air Sealing:
Tape windows and door frames to surrounding openings using air sealing tape.

Background Ventilation:
Fit windows with trickle vents to provide adequate background ventilation, complying
with Approved Document F.

SAP Calculation Consideration:

- Be prepared for a potential SAP calculation if the local authority requires it, especially for

areas with a large amount of glazing. Additional fees may apply if needed.

Performance Objective:
Aim to achieve a U-value of 1.4W/m?K for optimal thermal efficiency.

Existing Side Elevation (S) 1 : 100

FIRE ESCAPE WINDOWS

- Openable Area Standards:
Ensure windows have an unobstructed openable area that complies with:
Minimum height of 450mm.
Minimum width of 450mm.
Minimum area of 0.33m?2.
Positioning Criteria:

Place the bottom of the openable area above 800mm but no more than 1100mm above the floor.

Alternatively, provide suitable guarding and/or safety glass as appropriate.
Safety Consideration:

Design the window to enable a person to reach a place free from danger in the event of a fire.

Proposed Side Elevation (S) 1 : 100
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DESCRIPTION OF WORKS

MODERNISE EXISTING LOFT CONVERSION.
EXTEND EXISITNG DORMERS.

CREATE 1 ADDITIONAL ROOM.
INSTALLATION OF NEW ROOF TILES.
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