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Phoenix 2 Duo (P2-15W with Elite 6x4 chassis)
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Phoenix 2 Duo (P2-15W with Elite 6x4 chassis)
Overall Length 11.200m
Overall Width 2.530m
Overall Body Height 3.751m
Min Body Ground Clearance 0.304m
Track Width 2.500m
Lock to lock time 4.00s
Kerb to Kerb Turning Radius 9.500m
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GENERAL NOTES

1. THIS DRAWING IS INTENDED TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECTS, ENGINEERS, SERVICES AND
SPECIALIST DRAWINGS, DETAILS AND SPECIFICATIONS.

2. ANY VARIATIONS OR DISCREPANCIES BETWEEN THESE
DRAWINGS IN TERMS OF DIMENSIONS OR DETAILS SHOULD BE
DRAWN TO THE ATTENTION OF THE ARCHITECT AND/OR THE
ENGINEER FOR CLARIFICATION.

3. ALL FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE TO
SCALED DIMENSIONS. DO NOT SCALE THIS DRAWING.

4. PAUL BASHAM ASSOCIATES ACCEPTS NO RESPONSIBILITY FOR
THE ACCURACY OF BACKGROUND INFORMATION PRODUCED BY
THIRD PARTIES – THIS MUST BE TREATED AS INDICATIVE ONLY.

5. THIS DRAWING SHOULD ONLY BE USED FOR CONSTRUCTION IF
THE PROJECT PHASE IN THE TITLE FRAME BELOW IS SHOWN AS
“CONSTRUCTION”. PAUL BASHAM ASSOCIATES TAKE NO
RESPONSIBILITY FOR CONSTRUCTION WORKS UNDERTAKEN TO
DRAWINGS WHICH ARE NOT MARKED UNDER THIS PHASE.

6. BIN COLLECTION POINT TO BE LOCATED WITHIN 25.0M OF THE
ROADSIDE  IN LINE WITH MFS GUIDANCE. THE MAXIMUM CARRY
DISTANCE FOR RESIDENTS WOULD BE C.40.5M. THIS APPROACH
WAS CONSIDERED ACCEPTABLE BY HCC HIGHWAYS AT THE
PRE-APPLICATION STAGE.
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