
Flood Risk Assessment 

The following flood risk assessment has been prepared using information from the Environmental 
Agency and a self-assessment of the flood risk.  

The flood zones refer to the probability of river and sea flooding, ignoring the presence of defences. 
shows the extent of flood risk and is to be read in conjunction with table 1 below.  

Table 1) Environmental Agency Flood Risk Assessment – Map  

FLOOD ZONE DEFINITIONS:  Zone 1 (Low Probability) Land having a less than 1 in 1000 annual 
probability of river or sea flooding. (Shown as ‘clear’ on the Flood Map – all land outside Zones 2 and 
3.) 

Zone 2 (Medium Probability) Land having between a 1 in 100 and 1 in 1000 annual probability of 
river flooding; or land having between a 1 in 200 and 1 in 1000 annual probability of sea flooding 
(Land shown in light blue on the Flood Map.)  

Zone 3a High Probability Land having a 1 in 100 or greater annual probability of river flooding; or 
Land having a 1 in 200 or greater annual probability of sea flooding. (Land shown in dark blue on the 
Flood Map)  

Zone 3b The Functional Floodplain This zone comprises land where water has to flow or be stored in 
times of flood. Local planning authorities should identify in their Strategic Flood Risk Assessments 
areas of functional floodplain and its boundaries accordingly, in agreement with the Environment 
Agency. (Not separately distinguished from Zone 3a on the Flood Map)  



The site is located in Flood Zone 2&3, which is defined as having a ‘high probability of flooding’. 

Analysis of Flood Risk  

It is considered that the proposals do not increase the risk of flooding and for the following reasons:  

 No change is proposed to the existing ground levels of the dwelling.  
 The proposed ground floor level of the proposed porch is to match the existing ground floor 

level and therefore is not at any greater risk of flooding.  
 There is no additional area added to the roof from the loft conversion, therefore, no 

additional surface water to dispose over and above the existing.  

 Mitigation of Existing Flood Risk  

The proposals have been designed to mitigate any existing flood risks by:  

 All wall mounted electrical fittings throughout the ground floor will be raised to the highest 
practicable level recommended by Building Control and installed from above to avoid 
damage in the event of a flood.  

 Durable hard floor finishes throughout the ground floor would not need replacing in the 
event of a flood.  

 Temporary flood barriers could be installed in the threshold of any new external doors in the 
event of any significant flooding event is predicted to surround the property. Further to this 
Ground floor doors to have a flood seal.  

 Any new drains will be fitted with one-way values to ensure water cannot back up into the 
property. To ensure there is no increased risk in safety to those using the building;  

 all sleeping accommodation remains located at first and second floor levels to ensure there 
is no increased flood risk to occupants at night when asleep.  
 


