
-VISIBILITY KEY-

Visibility Splay (Junction/Access)
2.4m x as shown

HORIZONTAL/VERTICAL VISIBILITY TAKEN NEARSIDE
CHANNEL OF THE RUNNING LANE EITHERSIDE.

-KEY-

Highway Boundary

Dimension Annotation5m

2.4m x 17m Visibility Splay
2.4m x 47m Visibility Splay

Vegetation to be removed
within visibility splay.

Vegetation to be removed
within visibility splay.
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Porch post. Porch post. Porch post.

Existing BT pole to be
retained.Footway crossover to

HCC11/c/130 section B-B
vehicular verge crossing

detail.

BN kerb 25mm upstand

CS Square block channel laid
flush, demarcation

Porch post.

50-100mm Concrete
topping to garage

slab.

S.S.L.= 24.925
F.F.L.  = 25.000

S.S.L.= 24.925
F.F.L.  = 25.150

Denotes internal
load-bearing walls.

Electric entry
via hockey stick.

Porch post.

50-100mm Concrete
topping to garage

slab.

S.S.L.= 24.475
F.F.L.  = 24.550

S.S.L.= 24.475
F.F.L.  = 24.700

Porch post.

S.S.L.= 24.325
F.F.L.  = 24.550
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Private drainage to fall away
from public highway
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Porch post.

50-100mm Concrete
topping to garage

slab.

S.S.L.= 24.925
F.F.L.  = 25.000

S.S.L.= 24.925
F.F.L.  = 25.150

Denotes internal
load-bearing walls.

Electric entry
via hockey stick.

Porch post.

50-100mm Concrete
topping to garage

slab.

S.S.L.= 24.475
F.F.L.  = 24.550

S.S.L.= 24.475
F.F.L.  = 24.700

Porch post.

S.S.L.= 24.325
F.F.L.  = 24.550
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-SURFACE FINISHES, KERBING AND EDGING KEY-

Timber Edging, flush

Channel Block, laid flush (Conservation)

EF Edging/Timber edging, laid flush

BN Kerb 0-6mm upstand (pedestrian)
25mm upstand (vehicular)

Vehicular Verge Crossing Detail

Transition Kerb

All surfacing works to be in accordance with
Specification for Highway Works (SHW).

All areas regarded as 'soft spots' are to be
excavated and replaced with suitable material
within the extents of new PRIVATE Access.

The contractor must assess areas of former
roads, foundations and trees to ensure and
'soft spots' are dealt with satisfactorily.

THIS DRAWING TO BE READ IN
CONJUNCTION WITH CONSTRUCTION
DETAILS

Extents of carriageway resurfacing/overlay
will vary dependant on existing construction
make-up depths.

Contractor shall undertake core testing within
existing carriageway at tie-in locations in
order to determine extents of planing,
regulating and full depth construction.

DESIGN CBR = 3% (CONFIRMED)

GEOTECHNICAL SUMMARY

The ground investigation report indicates that the CLAY ground
and bedrock at variable depths across the site.

Shallow groundwater was encountered as high as 0.8mbgl.

DESIGN CBR

CBR of 3% is considered for the design value.

Geo-Environmental - TRL LR1132 and assuming a ‘thin’ pavement
construction , CBR of 3.0% is recommended for the near surface
soils which are likely to comprise the sub-grade formation.

ROAD FOUNDATION REQUIREMENTS

In light of the above the following specification is advised as per
the contraction detail sheets.

Should CBR values of less than these quoted above be
encountered then to improve the CBR value of the material at
formation level, the contractor could, subject to the extent of the
area, dig and replace the soft material, increase the capping (if
CBR>2%) or undertake lime stabilisation of the made ground in
accordance with clause 615 of the specification for highway works.
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 Transport Planning and Infrastructure Design Consultants
 2 West Barn, Norton Lane, Chichester, West Sussex PO20 3AF

 Tel: 01243 210418
www.bpcivils.co.uk   enquiries@bpcivils.co.uk

This map is based on or reproduced from Ordnance Survey
material with the permission of Ordnance Survey on behalf of

the controller of Her Majesty's Stationary Office (c) Crown
Copyright. This drawing is based upon Ordnance Survey

mapping - BPC accept no liability for any inaccuracies with the
data. (c) Crown Copyright 2018. All rights reserved. Licence

number 100022432

1. This drawing is to be read in conjunction with all other Bright Plan
Civils drawings, and with all relevant Architect's and Engineer's
drawings and specification. Any discrepancies found are to be
reported immediately to the Engineer.

2. Bright Plan Civils accepts no responsibility for inaccuracies in data
provided by third parties such as topographic surveys or
Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions are
in millimeters unless noted otherwise and all levels are in metres
from the topographic survey datum.

4. Any information given regarding existing underground services is
given in good faith after consultation with the relevant authority,
however accuracy is not certain. The main contractor is
responsible for checking all information on site prior to work
commencing and taking due care whilst undertaking the works.

5. All dimensions to be checked on site.  All details and dimensions
relating to sub-contractors work must be checked and agreed
between the sub-contractor or supplier and the general
contractor.

6. The electronic information from this drawing can not be
guaranteed as dimensionally drawn exact. Figured dimensions
must be used for setting out and detailing.  Bright Plan Civils logos
and company information must be removed from copies if
information is re-used.
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