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Executive Summary

Proposed Development

The proposed development comprises residential use at Palk Road, Havant PO9 1NL.
Investigation

Site works were undertaken by Enzygo Geoenvironmental Ltd. in November and December 2021.
Ground Conditions

Ground conditions comprise Made Ground over soft becoming firm and stiff with depth silty clay
varying to medium dense clayey sand. Soft clays were encountered locally to over 3m bgl.
Groundwater was encountered at depths of between 1.5m 2.9m bgl.

Contamination
Contamination has been identified and clean cover soils are recommended.
Foundations

Piled foundations re recommended due to deep soft soils. It maybe possible to zone the extent
of piling if additional investigation is undertaken once site possession has been taken.

Waste Classification

Two part WAC tests indicate soils should be classified as stable non reactive waste.
Pavement Construction

An equilibrium CBR value of 4% is recommended.

Ground Gas

Radon and ground gas risks have been identified. Gas protection measures are recommended.
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Background

Enzygo Geoenvironmental Limited has been commissioned to prepare a Geo-Environmental
Report for a proposed development at Palk Road, Havant PO9 1NL.

Proposed Development

The proposed development comprises residential properties with domestic gardens and
associated infrastructure.

Objectives

The objectives of the study are to:

Obtain a desk study, a copy of which is included in Appendix 1;
e Undertake a targeted ground investigation;

e Assess the implications of any potential environmental risks, liabilities and development
constraints associated with the site in relation to the future use of the site and in relation to
off-site receptors;

e Provide a factual and interpretative report relating to the desk study and site investigations.
Provide a revised conceptual model and recommendations on any potential development
issues and mitigation measures, where appropriate; and.

Risk Classification

Enzygo Geoenvironmental has utilised the available information, together with our experience
to assess the likely risks to development from land quality issues. Definitions of the risk terms
used are provided on the following table.

CRM.1668.023.GE.R.001.B Page 1 December 2021
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Table 1.4.1 Risk Classification

Risk Description

Negligible No contamination risk has been identified which is likely to affect development.

Low No significant contaminated land risks have been encountered affecting
development and a low risk that remediation will be required.

Low-Moderate There are unlikely to be significant contaminated land issue associated with the
site which will adversely affect its re-development. However, minor or localised
contamination may be present requiring remediation. Remediation should be
possible under a discovery strategy and with a call out service.

Moderate Some potential contaminated land risks have been encountered or identified
which may affect re- development. The risks identified are unlikely to affect the
entire site or preclude development. Remediation is considered feasible as
part of the development process and no further investigation is considered
necessary.

Moderate-High Some potentially significant contaminated land risks have been identified at the
property that requires remediation. It is recommended that a separate remedial
methodology is prepared supported by a site-specific risk assessment

High Significant potential contaminated land risks have been identified and
remediation is required supported by further intrusive ground investigation, risk
assessment and remedial design.

1.4.2 Where adverse risks from ground instability are identified these are discussed within the report.

CRM.1668.023.GE.R.001.B Page 2 December 2021
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2.0 SITE SETTING

Table 2.0 Site Description

Item Description

Site Address Palk Road, Havant PO9 1NL

National Grid Reference 1.2 Ha

2.1 Current Site Description

2.1.1 The following site description has been compiled from the site inspection undertaken by Enzygo
Geoenvironmental Ltd, together with current maps and aerial photographs.

2.1.2 The site comprises a rectangular parcel of land used for storage. Palk Road is present extending
in to the eastern area of the site.

2.1.3 The site is predominantly covered by tarmac hardstanding and is used for storage. The south
east the site is used for the storage of pallets. Within the southern area is a builders merchants
with the storage of pipes and bagged aggregate. The western area of the site is used by
Portsmouth Water for storage of pipes.

2.1.4 Small temporary office buildings and containers are present.

2.1.5 Within the north east of the site is an area of scrub land with over grown vegetation.
2.1.6 No evidence of fuel storage, leakage or spillage was noted.

2.2 Surrounding Area

2.2.1 Land uses surrounding the site are summarised as follows:

Table 2.2.1 Land Use Surrounding the Area

Direction Land Use

North East Residential use

North West Railway line with residential use beyond

South West Field with solar panels

South East Watercourse with residential use, public open space and a substation beyond

2.2.2 No significant contamination sources are identified on or adjacent to the site.

CRM.1668.023.GE.R.001.B Page 3 December 2021
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3.0 DESK STUDY

3.1 Historical Maps

3.1.1 Areview of historical Ordnance Survey maps and information pertinent to the site and within a
250m radius is summarised below:

. Table 3.1.1 Historical Maps

Potentially Contaminative Historical Land Use

Map Edition Site Surrounding Area

Railway line 10m NW. Bedhampton Stream Om
. L SE. Mill Pond Om SW. Fields Om NW,20m SW
1868 F'e'd's?tidr,‘\jmgon”dsi:‘;awmc‘g’ﬂ!: SEOf | 0 NE & 20m SE. Fields 20m Spring 100m W
' ' feeding mill pond. Pond 30m NW. Residential
development 50m N.
Water works 100m SW. Residential
1897 Palk Road shown. development 50m NE & 100m SW.
Bedhampton Stream no longer shown.
1909 Palk Road extended along NE Residential development 70m SE.
boundary
1932 Mill Pond no longer shown. Mill pond Om SW partly infilled. Station Om NE.
1940 No significant change. No significant change.
Bedhampton Stream re-aligned along SE
) . boundary. Pump house 40m E. Residential
1951 Earthworks in NW f sit
arthworks in cornerotsite development 20m NW. Pond 30m NW no
longer shown.
1959 Allotments in NE. Pond in N. No significant change.
1961 No significant change. Office Om NE.
1969 Pond no longer shown. No significant change.
1973 No significant change. No significant change.
Building in E on former Palk Road.
1987 Allotments no longer shown. No significant change.
Remainder of site is a pipe store.
1993 No significant change. No significant change.
2001 No significant change. No significant change.
2003 No significant change. No significant change.
2010 No significant change. Residential development Om E.
2021 No significant change. No significant change.

3.2 Historical Maps

3.2.1 The Bedhampton Stream appears to have been infilled and culverted between 1909 and 1951
and then re-engineered along the south eastern boundary.

3.2.2 Potential Made Ground is identified on site from infilled Bedhampton Stream, Mill Pond, pond
and earthworks. These potential sources will be assessed during the investigation.

3.2.3 There is a very low risk of metals associated with the former allotments.

CRM.1668.023.GE.R.001.B Page 4 December 2021
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3.2.4 No other significant risks are identified.
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4.0 Environmental Setting

4.1 Ground Conditions

4.1.1 The British Geological Survey (BGS) indicates that the site is underlain by the following
geological sequence:

Table 4.3.1 Geological Sequence

Geological Type Descriptions Aquifer Classification
Alluvium (south) Clay, Silt, Sand and Gravel Secondary A
Drift River Terrace Deposits (centre) Clay, Silt, Sand and Gravel Secondary A
Head (north) Clay, Silt, Sand and Gravel Secondary Undifferentiated
) Lambeth Beds (north) Silty and Sandy Clay, Secondary A
solid Lewes Formation (south) Chalk Principal

4.1.2 BGS records indicate no Made Ground on or adjacent to the site.
4.1.3 There are no records of landslips on or near the site.

4.1.4 Published records of background soil chemistry for the site show no exceedances of residential
GAC values.

4.1.5 BGS boreholes present close to the site show soft becoming stiff with depth clay.
4.2 Groundwater

4.2.1 The permeability of the drift geology is recorded as high to very low. The permeability of the
solid geology is recorded as very high to very low.

4.2.2 The Ground Sure Report shows the site is not located within a Source Protection Zone.

4.2.3 Groundwater abstraction licences for potable water supply are identified 108m west and 230m
east. Abstractions are from the Chalk Aquifer.

4.3 Coal Mining

4.3.1 The groundsure report has identified that the site is not within an area of potential coal mining.
4.4 Non Coal Mining and Cavities

4.4.1 No cavities are identified close to the site.

4.4.2 No significant risks have been identified.

4.5 Ground Workings

4.5.1 Ground workings identified within 250m of the site are limited to the infilled ponds and
identified in Section 3 and a railway cutting.

4.5.2 No new risks are identified from the ground workings.
4.6 Natural Cavities

4.6.1 No natural cavities are identified within 250m of the site.

CRM.1668.023.GE.R.001.B Page 6 December 2021
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4.7 Hydrology

4.7.1 There are no surface water courses on the site but the Bedhampton Stream is present along the
south eastern boundary.

4.7.2 The site south east boundary of the site is shown to be within Flood Risk Zone 3.
4.7.3 There is a moderate to high risk of groundwater flooding at the site.
4.8 Radon Risk Potential

4.8.1 The Groundsure Geolnsight Report indicates that the site is situated within an area where basic
radon protection measures are required.

4.9 Natural Hazards Finding

4.9.1 BGS information presented within the Groundsure report identified the following ground
conditions:

Table 4.9.1 Natural Hazards

Hazard Risk Designation (Groundsure)
Collapsible Ground Negligible/Low.
Compressible Ground Moderate/Negligible.
Ground Dissolution Moderate/Negligible.
Landslide Very Low.
Running Sand Low/Very Low.
Swelling / Shrinking Clay Moderate/Low.

4.9.2 A moderate risk of clay heave is identified from the Lambeth Beds Formation, a moderate risk
of compressible ground from the Alluvium and a moderate risk from the Chalk solution features
is identified. These risks will be assessed as part of the site investigation. No other significant
geotechnical risks are identified

4.10 Sensitive Land Uses

4.10.1The site comprises a storge area and so is considered to be of low sensitivity.
4.10.2No historical features are identified on the site.

4.11 Environmental Sensitivity

4.11.1 Overall the site is currently considered to be of High environmental sensitivity due to the
following:

e The underlying stratum are designated as a Secondary A Aquifer over a Principal Aquifer;
e There are surface water features adjacent to the site;

e The site is located within a source protection zone.

e There are potable groundwater abstractions within 250m of the site.

4.11.2The proposed end use of the site is residential and as such future sensitivity will be high for end
users.

CRM.1668.023.GE.R.001.B Page 7 December 2021
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4.12 Industrial Land Uses

4.12.1No significant Industrial uses are identified within 250m of the site. No significant risks are
identified.

4.12.2The Groundsure Report indicates that there is one fuel stations within 250m of the site. This is
an obsolete fuel filling station and is identified 120m north west and the risk is dismissed based
on distance.

4.12.3Records indicate no high pressure underground oil or gas pipelines within 250m of the site.
4.12.4No new risks are identified from the register of industrial land uses.
4.13 Regulatory Database

4.13.1The following information has been obtained from a commercially available environmental
database.

Table 4.13.1 Regulatory Database

Environmental Permits, Incidents and Registers 0-250m 250-500m Details
Site determined as contaminated land 0 0 Not applicable.
Authorised industrial processes 0 2 Landfill 82m W.
Registered radioactive substances 0 0 Not applicable.
Enforcements, prohibitions or prosecutions 0 0 Not applicable.
Pollution Incidents 2 2 Nearest is Category 2 (Significant) impact

to water from soil 21m NW. Not
considered a risk to the site.

Consents issued under the Planning (Hazardous Substances) 0 0 Not applicable.
Act 1990
Control of Major Accident Hazard (COMAH)/ Notification of 0 0 Not applicable.

Installations Handling Hazardous Substances (NIHHS) sites

Records of Licensed Discharge Consents 3 14 Treated sewage discharges. Nearest is
97m W and not considered a risk.

4.13.2The risk from landfill operations will be assessed later in the report. No other significant risks
are identified from the regulatory data base.

4.14 Landfill Sites

4.14.1A recently closed landfill is identified 2m west of the site associated with the water works. The
landfill was licenced to accept Inert Waste.

4.14.2No other significant waste activities are identified within250m of the site.
4.14.3Ground gas monitoring will be undertaken as part of the investigation.
4.15 Planning Information

4.15.1A review of Havant District Council planning portal shows redevelopment of the training centre
to residential apartments in 2002. No other relevant information or ground investigation
information is provided pertaining to the site.

CRM.1668.023.GE.R.001.B Page 8 December 2021
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5.0 PRELIMINARY ASSESSMENT

5.1 Preliminary Conceptual Model

5.1.1 Based on the information obtained the following Preliminary Conceptual Model has been

prepared:

Table 5.1.1 Preliminary Conceptual Model

Source

Location

Exposure Pathway

Potential Receptor

Probability of

Exposure

Details

Human Health

Construction

pipework.

Low. Management practices to be implemented.
Workers. 8 P P
Asbestos, metals and Made G d Ingestion dermal
hydrocarbons. ade Groun and inhalation. Likely Made Ground and if present remediation can
Site users. Low. easily be incorporated in to the proposed
development.
Construction Dismissed Normal construction PPE will address risk under
Asbestos, metals and Unforeseen Ingestion dermal Workers. Ismissed. CDM.
hydrocarbons. Contamination. and inhalation.
Site users. Very Low. No significant source identified.
Construction
Hydrocarbon and Migration from Ingestion dermal
v gA & X . Workers. Dismissed. No significant sources identified.
metals. off-site sources. and inhalation.
Site users.
Construction I . .
] Inhalation & Workers. Dismissed No confined space access anticipated.
Landfill. .
Explosive.
Site users. Very Low Off-site landfill which was licensed for Inert Waste.
Ground Gas.
Construction
. Dismissed No confined space access anticipated.
Inhalation &
Made Ground |4 Workers.
Explosive.
Site users. Very Low No significant putrescible material likely.
Radon Natural Inhalation Site users. Very Low Basic Radon measures required.
Groundwater
Hydrocarbon and Unforeseen . N - . — .
v S Vertical Migration. Groundwater. Moderate Low permeability clay soils over Principal Aquifer.
metals. Contamination.
Surface Water
Hydrocarbon and Unforeseen Horizontal . .
v - X . River Network. Moderate. Water course adjacent to the site.
metals. Contamination. Migration.
Environmental Receptors
Ingestion dermal A . .
. . Ecology. Dismissed. No source identified.
and inhalation.
Direct. Archaeology. Dismissed. None present.
Direct. Geology. Dismissed. None present.
On site contaminants
Phytotoxic. Woodland. Dismissed. None present.
Phytotoxic. Crops. Dismissed. None present.
Ingestion dermal
8 . . Livestock. Dismissed. No receptor.
and inhalation.
Building Services
Direct. Historic Buildings. Dismissed. No receptors.
D. X B H H . D I . .
On site contaminants irect Proposed Buildings. ismissed No receptor
Permeate into
Water Pipes. Very Low. Requirements of Water Authority to be followed.

CRM.1668.023.GE.R.001.B
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5.1.2 The ground investigation will include a standard suite of contamination tests including
hydrocarbons and will include ground gas monitoring.

CRM.1668.023.GE.R.001.B Page 10 December 2021



Palk Road, Havant PO9 1NL FRY b Z
Bellway Homes Ltd 4 ‘@

6.0

SITE INVESTIGATION

6.1

6.1.1

6.1.2

6.1.3

6.2

6.2.1

6.2.2

6.2.3

6.2.4

6.3

6.3.1

6.3.2

6.3.3

General

A site investigation was undertaken by Enzygo Geoenvironmental Limited on 25% and 26
November 2021 and comprised eight window sampler boreholes.

Locations of exploratory holes advanced by Enzygo Geoenvironmental Limited are presented
on Drawing CRM.1668.023.GE.D.001 and were located to target potential contamination
sources identified from the desk study and also to provide coverage.

Some of the locations were restricted on site due to storage of pallets and also time constraints
imposed on site works by the tenants who provided access.

Site Works

Representative soil samples were collected for chemical and geotechnical testing. Soil samples
destined for chemical analysis were collected in appropriate containers provided by the
analytical laboratory. Samples were stored in cool boxes prior to dispatch to the laboratory for
analysis. All samples were collected using appropriate sampling equipment that was cleaned at
each sampling location.

Generally samples were collected from Made Ground, which may contain potential inclusions
of contaminating materials and also materials displaying evidence of potential contamination.

In the absence of any evidence of contamination samples were collected near surface as this
material is more likely to be contaminated by surface spillages and also will potentially be in
contact with future residents.

Selected samples were also collected from underlying natural soils.
Laboratory Testing

Samples for geotechnical testing were sent to the laboratories of 12 Ltd, which is UKAS
accredited, for the following analysis:

e Laboratory CBR tests;

e Moisture Content;

e Atterberg Limits Determinations; and
e Soluble sulphate and pH.

Soil samples for chemical analysis were sent to 12 Itd who are UKAS and MCERTS accredited.
Samples were tested for the CLEA metal suite, pH, sulphate, cyanide, phenols, speciated
Polycyclic Aromatic Hydrocarbons (PAH), organic carbon, Total Petroleum Hydrocarbon
(TPH:CWG), and asbestos screen.

Two stage Waste Acceptance Criteria (WAC) tests were undertaken to assist with waste
classification.
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7.0 GROUND AND GROUNDWATER CONDITIONS

7.1 Summary of Ground and Groundwater Conditions

7.1.1 Ground and groundwater conditions have been assessed by Enzygo Geoenvironmental Limited
investigation. The investigation undertaken identify the following strata:

Table 7.1.1 Ground and groundwater conditions

Strata Summary Description Thickness (m)
Made Ground (Pavement | Tarmac over sub base. 0.45
Construction)
Made Ground (General) | Brown sandy gravely clay with fragments of brick, concrete and flint. 0.3to 1.4
Drift Deposits Soft becoming firm and stiff with depth sandy gravelly clay varying to >2.9

clayey sand and flint gravel.

Groundwater. Seepages WS7 only. 2.25m bgl

7.1.2 Details of the ground and groundwater conditions encountered are given on the exploratory
hole records included in Appendix 2 and are summarised in the sections below:

7.2 Made Ground

7.2.1 Within areas of hardstanding Made Ground was encountered comprising tarmac over sub base
consistent with pavement construction.

7.2.2 Below the pavement construction and also within the area of soft landscaping Made Ground
was noted to comprise brown sandy gravely clay with fragments of brick, concrete and flint.
Deeper Made Ground was encountered in Borehole WS1 associated with the area of earthworks
and Borehole WS7 associated with the historic infilled Bedhampton Stream.

7.2.3 Groundwater seepage was also only encountered in Borehole WS7 and is likely to be associated
with the infilled Bedhampton Stream.

7.3 Drift Deposits

7.3.1 Natural Soils encountered below the Made Ground were noted to comprise soft becoming firm
and stiff with depth sandy gravelly clay varying to clayey sand and flint gravel. Within Borehole
WS1 and WS8 the soils were noted to be soft to depths of 3m below ground level (bgl).

7.3.2 ltis not feasible to differentiate between the Alluvium, River Terrace Deposits and Head as the
material are similar.

7.4 Soil Strength

7.4.1 Undrained shear strength of cohesive soils were calculated using the correlations of Stroud and
Butler. These show the undrained shear strength values to generally increase from 30kN/m? at
1m bgl to 75kN/m? at 4m bgl.

7.4.2 Within Borehole WS1 and WSS the soils were noted to be soft to depths of 3m below ground
level (bgl).

7.5 Visual and Olfactory Evidence of Contamination

7.5.1 No visual or olfactory evidence of contamination was encountered during the site works
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7.6 Groundwater
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7.6.1 Groundwater was encountered as a seepage in Borehole WS7 at 2.25m bgl only during the site
works. The depth to groundwater measured during the monitoring visit is summarised on the

table below:

Table 7.6.1 Groundwater Depths

Exploratory Depth m(bgl) ‘
Hole 3.12.21 10.12.21 17.12.21 21.12.21 6.1.22 13.1.22 ‘

WS1 3.1 2.95 2.18 3.01 2.57 2.66

WS3 Dry Dry 1.79 1.81 1.44 1.21

WS8 1.9 1.55 1.25 1.92 Dry 1.97

7.7 Ground Gas

7.7.1 Ground gas was monitored during the return visit to monitor groundwater levels and the results
are summarised on the table below:

Table 7.7.1 Gas Monitoring Results

RO Atmos Flow CH4 co2 (07
pressure (I/hr) Concentration GSV Concentration GSV Concentration
Hole

(I/hr) (I/hr) (%)
3.12.21
WS1 1013 <0.1 7.6 <0.0076 6.8 <0.0068 4.1
WS3 1009 <0.1 <0.1 <0.0001 14 <0.0014 19.7
WS8 1009 <0.1 <0.1 <0.0001 2.2 <0.0022 18.7
10.12.21
WS1 999 <0.1 9.9 <0.0099 8.4 <0.0006 0.1
WS3 999 <0.1 <0.1 <0.0001 2.0 <0.0020 18.9
WS8 999 <0.1 <0.1 <0.0001 0.9 <0.0009 18.4
17.12.21
WS1 1027 <0.1 1.0 <0.0010 8.4 <0.0084 4.4
WS3 1027 <0.1 <0.1 <0.0001 2.3 <0.0023 19.3
WS8 1027 <0.1 <0.1 <0.0001 2.1 <0.0021 18.2
21.12.21
WS1 1024 <0.1 1.1 <0.0011 8.8 <0.0088 4.1
WS3 1024 <0.1 <0.1 <0.0001 15 <0.0015 19.4
WS8 1024 <0.1 <0.1 <0.0001 2.4 <0.0024 17.9
6.1.22
WS1 1015 <0.1 1.0 <0.0010 9.4 <0.0094 33
WS3 1015 <0.1 <0.1 <0.0001 11 <0.0011 20.4
WS8 1015 <0.1 <0.1 <0.0001 3.2 <0.0032 15.7
13.1.22
WS1 1010 <0.1 1.0 <0.0010 8.7 <0.0087 3.9
WS3 1010 <0.1 <0.1 <0.0001 13 <0.0013 19.8
WS8 1010 <0.1 <0.1 <0.0001 2.7 <0.0027 16.2
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8.0

SIVAY®

CONTAMINATION ASSESSMENT

8.1

8.11

8.1.2
8.2

8.2.1

8.2.2

8.2.3

8.2.4

General

A Tier | risk assessment has been undertaken using available and current screening values for a
residential end use. The risk assessment is undertaken based on the findings of the ground
investigation. Based on the contamination testing and Tier | assessment a Conceptual Model
has been prepared, which is presented later in this section.

Where significant risks are identified remedial measures are recommended.
Human Health

Assessment of the risks to human health has been undertaken by comparing the soil quality
data with reference values obtained from the Contaminated Land Exposure Assessment (CLEA),
Soil Guideline Values (SGV) and General Acceptance Criteria (GAC) published by LOM/CIEH. The
LQM/CIEH S4ULs values are used and summary tables of the reference values are included in
Appendix 5.

Where an exceedance is identified the risk is assessed by considering the sensitivity of the
proposed development and the potential pathway. The proposed development is for residential
comprising including domestic houses and therefore the GAC values for Residential Use with
plant uptake are considered suitable.

Results of the chemical testing from the investigation is included in Appendix 3.

The soil quality analysis shows exceedances of the GAC values in the following samples only:

Table 8.2.4 GAC Exceedances

8.2.5

8.3

8.3.1

8.3.2
8.4

8.4.1

CRM.1668.023.GE.R.001.B

Concentration (mg/kg)

Exploratory Hole

Determinant

Soil

GAC

Dibenz(a,h)anthracene 0.81 0.24

Benzo(a)Pyrene 6.0 2.2

WS10 @ 0.9m Benzo(b)Flouranthene 5.7 2.6
Chrysotile <0.001% Absent

Dibenz(a,h)anthracene 0.43 0.24

WS9 @ 1.0m Lead 440 200

It is considered that the PAH and Lead is associated with ash material within the Made Ground
which is present in a vitrified form.

Controlled Waters

No significant concentrations of potentially mobile contaminants were identified. The
underlying soils are identified as low permeability clay and clayey sand and gravel.

In the absence of a significant mobile source the risks to controlled waters is dismissed.
Ground Gas

Following the guidance provided in Section 3 of CIRIA C665 an initial assessment is undertaken
to determine if there are any significant sources of potential ground gas. Such sources include
landfills, organic clays and made ground incorporating putrescible materials such as rags, paper
and wood. Where no significant source is identified no further assessment is necessary.
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8.4.2

8.4.3

8.4.4

8.4.5

8.4.6

8.4.7

8.5

8.5.1

This approach is further supported by supplementary guidance given in RB17, published by
CL:AIRE which confirms that gas monitoring is not generally required on sites where Made
Ground is less than 5m thick and with low organic matter content or on natural soils such as
alluvial clays and Chalk as the ground gas sources are not considered significant. The
supplementary guidance given in RB17 also takes account of the current requirements for
sealing of floor slabs and substructures to meet air tightness requirements under Part L of the
Building Regulations which were not considered in CIRIA C665. The advice given in RB17 is
consistent with CIRIA C665 and the Local Authority Guide to Ground Gas published by CIEH.

Where significant potential risk from ground gas is identified from the Initial Conceptual Model
and the intrusive ground investigation works ground gas monitoring is undertaken and the
results of the monitoring are compared against the Gas Screening Values given in CIRIA Report
665. From this the Characteristic Situation is identified and remedial measures proposed.

When assessing the risk and type of remedial measures appropriate consideration is given to
the likely construction of the development, the nature of the gas posing a risk and the nature
of the likely source. The use of engineering judgement when determining risk from ground gas
is consistent with the recommendations given in CIRIA C665 using a pollutant linkage model.

Gas monitoring was undertaken during return visits which has recorded -elevated
concentrations of Methane which are likely to be arising from the off-site landfill. As Methane
is explosive it is recommended that the ground gas regime is increased to Characteristic
Situation 2 (CS2).

It maybe possible to zone the site and identify areas where no ground gas protection is required
if further investigation and monitoring were undertaken once site possession has been taken.

Additional ground gas monitoring is being undertaken.
Conceptual Model

A Conceptual Model is presented below based on the findings of the ground investigation.
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Table 8.5.1 Conceptual Model

. Exposure Potential Probability of .
Source Location Details
LEE Receptor Exposure
Human Health
Construction Low Management practices to be
PAH, Asbestos and Ingestion dermal Workers. implemented.
Lead Made Ground. d inhalati
eac. and inhafation. . Exceedances of GAC identified and
Site users. Low. .
remediation recommended.
Construction
Hydrocarbon and Migration from off- Ingestion dermal
v 8 . i . R Workers. Dismissed. No significant sources identified.
metals. site sources. and inhalation.
Site users.
Construction
Dismissed No confined space access anticipated.
Inhalation & Workers.
Ground Gas. Landfill. Explosi
Xplosive. . Minimum gas protection measures to
Site users Very Low
CS2 recommended.
Radon Natural Inhalation Site users. Very Low Basic Radon measures required.
Groundwater
Hydrocarbon and Potential spillage on . . . I No mobile source identified and soils are
v R pilag Vertical Migration. Groundwater. Dismissed. - .
metals. site. low permeability soils.
Surface Water
Hydrocarbon and Potential spillage on Horizontal . I No mobile source identified and soils are
. L River Network. Dismissed. . K
metals. site. Migration. low permeability soils.
Environmental Receptors
Ingestion dermal Ecolo; Dismissed No receptor.
and inhalation. gy: ’ ptor.
Direct. Archaeology. Dismissed. No receptor.
Direct. Geology. Dismissed. No receptor.
On site contaminants.
Phytotoxic. Woodland. Dismissed. No receptor.
Phytotoxic. Crops. Dismissed. No receptor.
Ingestion dermal . I
. . Livestock. Dismissed. No receptor.
and inhalation.
Building Services
Direct. Historic Buildings. Dismissed. No receptor.
On site contaminants. Direct. Proposed Buildings. Dismissed. No receptor.
Permeate into . Requirements of Water Authority to be
. Water Pipes. Low.
pipework. followed.

8.6 Remediation and Verification Strategy

8.6.1 Made Ground identified across the site is not considered to be suitable to be retained within
soft landscape areas as it will not provide a suitable rooting material. It is therefore
recommended that the risks to future site users is mitigated through the use of clean cover soils
to soft landscape areas.

8.6.2 This should comprise 400mm in communal areas and 600mm in domestic gardens placed over
a geotextile no dig barrier. Appropriate verification of the cover soils and presence of the
geotextile should be validated with hand pits and appropriate testing to be agreed with the
Local Planning Authority.

8.6.3 Gas protection measures are recommended which are discussed in Section 9.

December 2021
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8.6.4

8.6.5

8.6.6

8.7

8.7.1

8.7.2

8.7.3

If unforeseen contamination is encountered during construction works such as localised spillage
outside the areas investigated an Environmental consultant will be available on a ‘call out’ basis
to undertake an assessment of risk. If ‘unforeseen contamination’ is encountered the discovery
strategy will be to remove the source as it is likely to be very limited in extent and the Local
Planning Authority advised.

Asbestos contaminated material has been identified during the ground investigation and it is
possible that further material could be encountered during construction works. Measures
should to be incorporated in to the Contractors Construction Stage Health and Safety Plan as
required under the Construction Design and Management (CDM) Regulations to mitigate risk to
construction works. Measures may include

e Designing temporary works to minimise disturbance of the Back fill material;
e Separating material and disposal of soils containing asbestos;

e Wetting down during excavation;

e Sheeting of stockpiles where asbestos is suspected;

e Testing of soils and off-site disposal of any soils found or suspected of containing
asbestos;

e Preventing access to the construction site by members of the public;
e Use of good hygiene measures, including washing down of plant; and
Use of appropriate PPE, including face masks
Waste Classification

Two part WAC tests undertaken from the site identified exceedance of leachable Fluoride
concentrations above the Inert threshold. No elevated PAH, TOC or TPH concentrations were
recorded above the Inert Waste thresholds. Asbestos speciation has been scheduled and will
be reported once the results have been received.

It is considered that the soils will generally be classified as Stable Non Reactive Waste.

The Waste Management paper 3 requires the landfill to make an appropriate assessment of the
waste classification. As such final assessment will be undertaken by the receiving landfill based
on the requirements of their permit.
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9.0 GEOTECHNICAL ASSESSMENT

9.1 Proposed Development

9.1.1 The proposed development comprises residential houses. Structural loads are not known and
so typical wall load of 75kN/m has been used for preliminary assessment purposes.

9.1.2 Itis considered that the scheme meets the criteria of Geotechnical Category 1 of Eurocode 7.
9.2 Ground Conditions

9.2.1 Ground conditions comprise Made Ground over soft becoming firm and stiff with depth silty
clay varying to medium dense clayey sand. Soft clays were encountered locally to over 3m bgl.

9.2.2 Groundwater was encountered at depths of between 1.5m 2.9m bgl.
9.3 Preparation

9.3.1 The site should be cleared and any vegetation below areas of proposed development stripped
in accordance with Series 200 of the Specification for Highway Works. This should include:

e Any redundant services should be sealed off and grubbed out and replaced with suitable
compacted engineered fill;

e All buried structures and old foundations should be excavated from below the proposed
structures with the resulting void backfilled prior to foundation works; and

e Any root balls associated with existing trees should be grubbed out.
9.4 Foundations

9.4.1 Due to the presence of soft and very soft clays to depths of greater than 3m bgl it is considered
that piled foundations will be required. As an alternative consideration maybe given to
controlled modulas columns. Vibro granular columns are not generally considered suitable due
to the soft nature of the Alluvial soils.

9.4.2 It may be possible to zone the site and identify areas where conventional strip foundations may
be used if further investigation is undertaken once site possession has been taken.

9.4.3 Final foundation depths should also take account of NHBC requirements for building near trees.
An assessment of the soils modified plasticity index confirms that the shallow soils are of high
volume change potential in accordance with Chapter 4.2 of NHBC Standards.

9.4.4 The risk of potential Chalk solution features has been re-assessed based on the ground
investigation information. Solution features generally form where granular soils overly Chalk
adjacent to a clay soil, which allows the concentration of surface water flow into the chalk,
thereby creating dissolution of fissures. At this site the Alluvium has been shown to be clay of
significant thickness. In addition, shallow groundwater was encountered. This will mitigate the
potential for the creation of Chalk solution features and as such the risk is no longer considered
significant.

9.5 Floor Slab

9.5.1 Given the depth of Made Ground it is recommended that suspended floor slabs are used.
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9.5.2 Gas protection measures are recommended to meet the requirement of Characteristic Situation
2 is incorporated into ground floor slabs. This should also address the risks from Radon.
Measures are likely to comprise:

e Use of a vented under slab void; and

e Use of a gas membrane on the ground floor slab and below the screed. The membrane
should be jointed, sealed to the cavity tray and sealed around service entry points.

9.5.3 Validation of the ground gas measures should be undertaken.
9.6 Pavement Construction

9.6.1 An assessment of the likely California Bearing Ratio (CBR) has been assessed from the following
sources:

e Laboratory CBR tests;
e  Description of the materials encountered in the exploratory holes;
e  Guidance given in HD25/94 and 73/06; and

9.6.2 Based on this it is recommended that an equilibrium CBR of 4% is used.

9.6.3 If roadways are to be adopted by Hampshire Highways they may require soaked CBR testing to
be undertaken.

9.7 Drainage

9.7.1 Soakaway drainage is not considered feasible.

9.7.2 The report should be submitted to the Water Authority.

9.8 Aggressive Soils

9.8.1 ltis considered that buried concrete may be designed in accordance with ACEC Class AC-1s.
9.9 Excavation

9.9.1 Based on the various site observations it is considered that excavations should be feasible with
normal plant. Assistance from a breaker will be required for excavation of hardstanding.

9.9.2 Excavations where access is required should be supported in accordance with CIRIA RR97.

9.9.3 Significant dewatering is not anticipated.
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Drawings
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Appendix 1 — Desk Study Information
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LOCATION INTELLIGENCE Grid ref: 470728 106449
14.4 Landslip (10k) 0 0 0 0
14.5 Bedrock geology (10k 2 1 1 1
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Section Geology 1:50,000 scale On site 0-50m 50-250m 250-500m
15.1 50k Availability Identified (within 500m)

15.2 Artificial and made ground (50k) 0 0 0 0

15.3 Artificial ground permeability (50k) 0 0 - -

15.4 Superficial geology (50k 3 1 1 2

15.5 Superficial permeability (50k Identified (within 50m)

15.6 Landslip (50k) 0 0 0 0

15.7 Landslip permeability (50k) None (within 50m)

15.8 Bedrock geology (50k 2 1 1 1

15.9 Bedrock permeability (50k) Identified (within 50m)

15.10 Bedrock faults and other linear features (50k) 0 0 0 2

Section Boreholes On site 0-50m 50-250m 250-500m

16.1 BGS Boreholes 0 2 13 -

Section Natural ground subsidence

17.1 Shrink swell clays Moderate (within 50m)

17.2 Running sands Low (within 50m)

17.3 Compressible deposits Moderate (within 50m)

174 Collapsible deposits Low (within 50m)

17.5 Landslides Very low (within 50m)

17.6 Ground dissolution of soluble rocks Moderate (within 50m)

Section Mining, ground workings and natural cavities On site 0-50m 50-250m 250-500m

18.1 Natural cavities 0 0 0 0

18.2 BritPits 0 0 0 0

18.3 Surface ground workings 0 6 10 -

18.4 Underground workings 0 0 0 0

18.5 Historical Mineral Planning Areas 0 0 0 0
Contact us with any questions at: Date: 1 November 2021

info@groundsure.com
08444 159 000

500-2000m

500-2000m

500-2000m
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Groundsure

470728 106449

LOCATION INTELLIGENCE

18.10

18.11

18.12

18.13

Section

Non-coal mining
Mining cavities
JPB mining areas
Coal mining
Brine areas
Gypsum areas
Tin mining

Clay mining
Radon

Radon

Soil chemistry

BGS Estimated Background Soil Chemistry

BGS Estimated Urban Soil Chemistry
BGS Measured Urban Soil Chemistry
Railway infrastructure and projects
Underground railways (London)
Underground railways (Non-London)
Railway tunnels

Historical railway and tunnel features
Royal Mail tunnels

Historical railways

Railways

Crossrail 1

Crossrail 2

HS2

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

1 0 0 0

0 0 0 0

None (within Om)
None (within Om)
None (within Om)
None (within Om)
None (within Om)

None (within Om)

Between 3% and 5% (within Om)

On site 0-50m 50-250m 250-500m
6 3 - -
0 0 - -
0 0 - -
On site 0-50m 50-250m 250-500m
0 0 0 -
0 0 0 -
0 0 0 -
0 0 17 -
0 0 0 -
0 0 0 -
0 6 11 -
0 0 0 0
0 0 0 0
0 0 0 0

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021

500-2000m

500-2000m
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470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Recent aerial photograph

I'r. = I-"-T‘-_'?_"'r .- ~ .5"_._#]\1‘*...\_- = A .
Aerial photography supplied by Getmapping REC. GiCopyrightiGetmapping PLC-2021. AllRights Reserved.

Capture Date: 05/04/2020
Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000




470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Recent site history - 2017 aerial photograph

'r: = « '

i&.

- X "?“. “i" B .I‘"

Capture Date: 21/06/2017
Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000




470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Recent site history - 2006 aerial photograph

Capture Date: 22/04/2006
Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000




470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Recent site history - 2005 aerial photograph

Capture Date: 15/05/2005
Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000




470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Recent site history - 1999 aerial photograph

N e

3 . " - _:' . l'.
Fane, * ::"."':-.', z
i g "ot

Aerial photography supplied by Getmapping PLC. © Copyright Getmapping RLCFZOZ~1 "Rigbts_ e st €d..

- w
=

Capture Date: 04/09/1999
Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000




470728 106449 Ref: EMS-734687_955964
Grounds ure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

OS MasterMap site plan

#O:Crown copyright and database rights'2021: Qrdiance Survey it

Site Area: 1.26ha

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com
08444 159 000




Groun dsure 470728 106449 Ref: EMS-734687_955964
Your ref: EMS_734687_955964
LOCATION INTELLIGENCE Grid ref: 470728 106449

1 Past land use

== Site Outline

s Search buffers in metres (m)
i k ; Historical industrial land uses

Historical tanks

: =
a :-'_T -.,_-"'"- D Historical energy features
s P

=2 =y ety Historical garages
- ¥ B L
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{
IT. | [t . .'
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o
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et =L e
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© Crown copyright and database rights 2021. Ordnance Survey licence 100035207
1.1 Historical industrial land uses

Records within 500m 73

Potentially contaminative land use features digitised from historical Ordnance Survey mapping at 1:10,000
and 1:10,560 scale, intelligently grouped into contiguous features. To prevent misrepresentation of the size
of historical features at any given time, features are only grouped if they have similar geometries within
immediately preceding or succeeding map editions. See section 2 for a breakdown of grouping if required.
Grouped and the original un-grouped features can be cross-referenced across sections 1 and 2 using the

'Group ID'.

Features are displayed on the Past land use map on page 14

ID  Location Land use Dates present Group ID

A On site Unspecified Works 1963 1860769

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Groundsure

470728 106449

LOCATION INTELLIGENCE

Location
On site
On site
On site
On site
On site
On site
3m NW
44m SW
44m SW
49m S
65m SW
66m S
71m S
169m S
170m S
208m E
208m E
208m E
212m SW
219m W
221m W
221m W
221m W
232m SE
234m SE
244m SE
250m W

257m SE

Land use Dates present
Water Works 1973
Water Works 1938
Water Works 1991
Railway Building 1963
Railway Station 1991
Railway Station 1973
Cuttings 1866

Water Works 1907

Water Works 1931
Unspecified Hole 1931
Water Works 1931
Nurseries 1898 - 1907
Nurseries 1895
Industrial Estate 1991
Nursery 1907
Unspecified Works 1963

Water Works 1973

Water Works 1991
Unspecified Mill 1895
Railway Sidings 1907 - 1931
Railway Sidings 1938
Railway Sidings 1963
Railway Sidings 1931
Nursery 1931-1938
Water Works 1866
Tannery 1866 - 1896
Railway Sidings 1895 - 1898
Water Works 1898

Contact us with any questions at:
info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
1899379
1958161
1965237
1867023
1890002
1890365
1882779
1943157
1947029
1853527
1906752
1967564
1963130
1866220
1935746
1903729
1920800
1946345
1892526
1956574
1943687
1967344
1922820
1913515
1900842
1952668
1953479

1955833

Date: 1 November 2021

()



Groundsure

470728 106449

LOCATION INTELLIGENCE

Location
258m SW
261m SW
268m SE
269m SW
269m SE
270m W
271m SE
273m W
275m E
275m SE
287m S
301m NE
310m SE
335m NE
35Im W
360m SE
360m SE
360m SE
397m SW
397m SW
401m S
401m S
408m S
408m S
427m NE
427m NE
428m NE

453m S

Land use Dates present
Unspecified Disused Mill 1907
Unspecified Mill 1898
Water Works 1931

Corn Mill 1866
Water Works 1907 - 1942
Pumping Station 1931
Engine House 1866
Pumping Station 1938
Unspecified Tank 1942
Tannery 1898
Nursery 1931
Cuttings 1866
Water Works 1896

Brick Works 1907
Nursery 1991
Unspecified Tank 1973
Unspecified Tank 1991
Unspecified Tank 1963
Unspecified Heap 1963
Unspecified Heap 1907 - 1938
Watercress Beds 1931
Watercress Beds 1898
Unspecified Depot 1991
Unspecified Depot 1973

Old Brick Works 1914

Old Brick Field 1896

Old Brick Field 1898
Unspecified Works 1991

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
1872781
1912941
1897648
1861866
1935518
1922417
1859437
1928523
1859079
1887399
1893011
1882777
1929475
1967551
1867628
1935713
1950542
1951962
1888786
1963773
1930128
1891364
1932212
1945641
1863455
1910134
1895602

1887145

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location Land use Dates present Group ID
W  453mS Unspecified Works 1973 1940819
X 454m SW  Unspecified Mill 1895 - 1898 1937656
X 462m SW Unspecified Disused Mill 1907 1872780
N 467m SE Leather Works 1896 1895634
N 467m SE Leather Works 1914 1919205
N 468m SE Unspecified Works 1963 1943702
N 471m SE Leather Works 1931 1890729
N 471m SE Leather Works 1942 1897063
N 471m SE Leather Works 1907 1936675
N 471m SE Leather Works 1931 1965004
N 472m SE Washing Factory 1866 1872043
N 474m SE Leather Works 1898 1902030
N 475m SE Leather Works 1932 1902146
N 487m SE Railway Sidings 1907 - 1914 1926373
X 492m SW  Corn Mill 1866 1861878
13 496mE Unspecified Workhouse 1896 1933376

This data is sourced from Ordnance Survey / Groundsure.

1.2 Historical tanks

Records within 500m 13

Tank features digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale,
intelligently grouped into contiguous features. To prevent misrepresentation of the size of historical features
at any given time, features are only grouped if they have similar geometries within immediately preceding
or succeeding map editions. See section 2 for a breakdown of grouping if required. Grouped and the
original un-grouped features can be cross-referenced across sections 1 and 2 using the 'Group ID".

Features are displayed on the Past land use map on page 14

ID Location Land use Dates present Group ID
E 63m S Unspecified Tank 1939 308212
A 107m W Unspecified Tank 1939 -1951 325095

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location Land use Dates present Group ID
H 112m SW Unspecified Tank 1953 -1973 322142
H 113m SW Unspecified Tank 1993 326784
L 226m W Unspecified Tank 1939 308214
L 232m W Unspecified Tank 1939 308215
4 237mE Tanks 1952 311362
L 244m SW Unspecified Tank 1939 -1951 326412
L 290m W Unspecified Tank 1939 308216
M 295m SE Unspecified Tank 1989 - 1997 316888
N 471m SE Unspecified Tank 1973 - 1989 317179
N 471m SE Unspecified Tank 1997 321893
X 495m SW Unspecified Tank 1909 308222

This data is sourced from Ordnance Survey / Groundsure.

1.3 Historical energy features

Records within 500m 18

Energy features digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale,
intelligently grouped into contiguous features. To prevent misrepresentation of the size of historical features
at any given time, features are only grouped if they have similar geometries within immediately preceding
or succeeding map editions. See section 2 for a breakdown of grouping if required. Grouped and the
original un-grouped features can be cross-referenced across sections 1 and 2 using the 'Group ID".

Features are displayed on the Past land use map on page 14

ID  Location Land use Dates present Group ID
C 14m SE Electricity Substation 1987 210639
C 49m E Electricity Substation 1969 - 1993 211387
D 71m NE Electricity Substation 1973 - 1991 208688
2 163mE Electricity Substation 1969 - 1993 210275
I 277m 'S Electricity Substation 1987 - 1993 203722
7 294m S Electricity Substation 1993 191124
P 388m NW  Electricity Substation 1951 - 1953 205295

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location Land use Dates present Group ID
P 388m NW  Electricity Substation 1973 - 1995 209597
P 399m NW  Gas Governor 1995 191961
S 399m SE Electricity Substation 1969 - 1987 211345
10 412mE Electricity Substation 1969 - 1997 203397
11  426m NE Electricity Substation 1973 - 1991 211937
S 427m SE Electricity Substation 1997 192637
S 427m SE Electricity Substation 1973 194567
S 427m SE Electricity Substation 1969 194642
S 427m SE Electricity Substation 1989 192858
0] 461m NE Electricity Substation 1969 - 1993 196039
12 471mW Electricity Substation 1973 - 1993 207960

This data is sourced from Ordnance Survey / Groundsure.

1.4 Historical petrol stations

Records within 500m 0

Petrol stations digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale,
intelligently grouped into contiguous features. To prevent misrepresentation of the size of historical features
at any given time, features are only grouped if they have similar geometries within immediately preceding
or succeeding map editions. See section 2 for a breakdown of grouping if required. Grouped and the
original un-grouped features can be cross-referenced across sections 1 and 2 using the 'Group ID".

This data is sourced from Ordnance Survey / Groundsure.

1.5 Historical garages

Records within 500m 13

Garages digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale,
intelligently grouped into contiguous features. To prevent misrepresentation of the size of historical features
at any given time, features are only grouped if they have similar geometries within immediately preceding
or succeeding map editions. See section 2 for a breakdown of grouping if required. Grouped and the
original un-grouped features can be cross-referenced across sections 1 and 2 using the 'Group ID".

Features are displayed on the Past land use map on page 14

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Groundsure

LOCATION INTELLIGENCE

Location
46m NE
72m NE
72m NE
72m NE
94m NW
94m NW
95m NW
96m NW
187m NW
187m NW
395m NE
395m NE

408m NE

Land use
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage

Garage

470728 106449

Dates present
1991

1959
1963 - 1973
1960

1973
1959 - 1963
1991

1960
1959 - 1963
1960

1960
1960 - 1973

1993

This data is sourced from Ordnance Survey / Groundsure.

1.6 Historical military land

Records within 500m

Areas of military land digitised from multiple sources including the National Archives, local records, MOD

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
62480
63017
65249
61807
62988
65319
61700
63094
64294
62455
62055
63418

61852

records and verified other sources, intelligently grouped into contiguous features.

This data is sourced from Ordnance Survey / Groundsure / other sources.

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groun dsure 470728 106449 Ref: EMS-734687_955964
Your ref: EMS_734687_955964
LOCATION INTELLIGENCE Grid ref: 470728 106449

2 Past land use - un-grouped

== Site Outline

e —— _ Search buffers in metres (m)
- ; [l » : ; - : Historical industrial land uses
I:‘ Historical tanks
D Historical energy features
[

Historical garages

e DV

et =L e

e T LL1

e

© Crown copyright and database rights 2021. Ordnance Survey licence 100035207
2.1 Historical industrial land uses

Records within 500m 89

Potentially contaminative land use features digitised from historical Ordnance Survey mapping at 1:10,000
and 10,560 scale. Any records shown are available intelligently grouped in section 1. Grouped and the
original un-grouped features can be cross-referenced across sections 1 and 2 using the 'Group ID".

Features are displayed on the Past land use - un-grouped map on page 21

ID  Location Land Use Date Group ID
A On site Water Works 1938 1958161
A On site Water Works 1991 1965237
A On site Water Works 1973 1899379

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



Groundsure

470728 106449

LOCATION INTELLIGENCE

ID  Location

A On site
B On site
B On site
B On site
1 3m NW
A 44m SW
A 44m SW
E 49m S

A 65m SW
F 66m S

F 71m S

2 110m SE
J 169m S
J 170m S
L 208m E
L 208m E
L 208m E
M 212m SW
M 219m W
M 219m W
M 221m W
M 221m W
M 221m W
J 232m SE
L 234m SE
N 244m SE
M 250m W
M 255mW

Land Use Date
Unspecified Works 1963
Railway Station 1991
Railway Station 1973
Railway Building 1963
Cuttings 1866
Water Works 1907
Water Works 1931
Unspecified Hole 1931
Water Works 1931
Nurseries 1907
Nurseries 1895
Nurseries 1898
Industrial Estate 1991
Nursery 1907
Unspecified Works 1963
Water Works 1991
Water Works 1973
Unspecified Mill 1895
Railway Sidings 1931
Railway Sidings 1907
Railway Sidings 1938
Railway Sidings 1963
Railway Sidings 1931
Nursery 1938
Water Works 1866
Tannery 1866
Railway Sidings 1895
Railway Sidings 1898

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
1860769
1890002
1890365
1867023
1882779
1943157
1947029
1853527
1906752
1967564
1963130
1967564
1866220
1935746
1903729
1946345
1920800
1892526
1956574
1956574
1943687
1967344
1922820
1913515
1900842
1952668
1953479

1953479

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groundsure

470728 106449

LOCATION INTELLIGENCE

ID  Location

N 257m SE

M 258m SW
M 261m SW
N 268m SE

M 269m SW
N 269m SE

N 269m SE

N 269m SE

M 270m W

N 271m SE

M 271m W

0] 272mE

J 272m SE

M 273m W

N 274m SE

N 275m SE

0] 275m E

J 287m S

5 301m NE
P 310m SE

Q 335m NE
Q 335m NE
6 351ImW

L 360m SE

L 360m SE

L 360m SE

T 397m SW

T 397m SW

Land Use Date
Water Works 1898
Unspecified Disused Mill 1907
Unspecified Mill 1898
Water Works 1931
Corn Mill 1866
Water Works 1942
Water Works 1931
Water Works 1907
Pumping Station 1931
Engine House 1866
Pumping Station 1931
Unspecified Works 1963
Nursery 1931
Pumping Station 1938
Tannery 1896
Tannery 1898
Unspecified Tank 1942
Nursery 1931
Cuttings 1866
Water Works 1896
Brick Works 1907
Brick Works 1907
Nursery 1991
Unspecified Tank 1991
Unspecified Tank 1973
Unspecified Tank 1963
Unspecified Heap 1963
Unspecified Heap 1938

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
1955833
1872781
1912941
1897648
1861866
1935518
1935518
1935518
1922417
1859437
1922417
1903729
1913515
1928523
1952668
1887399
1859079
1893011
1882777
1929475
1967551
1967551
1867628
1950542
1935713
1951962
1888786

1963773

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groundsure

470728 106449

LOCATION INTELLIGENCE

Location
397m SW
397m SW
401m S
401m S
408m S
408m S
427m NE
427m NE
428m NE
428m NE
453m S
453m S
454m SW
459m SW
462m SW
467m SE
467m SE
468m SE
471m SE
471m SE
471m SE
471m SE
472m SE
474m SE
474m SE
475m SE
487m SE

490m SE

Land Use
Unspecified Heap
Unspecified Heap
Watercress Beds
Watercress Beds
Unspecified Depot
Unspecified Depot
Old Brick Works
Old Brick Field

Old Brick Field

Old Brick Field
Unspecified Works
Unspecified Works
Unspecified Mill
Unspecified Mill
Unspecified Disused Mill
Leather Works
Leather Works
Unspecified Works
Leather Works
Leather Works
Leather Works
Leather Works
Washing Factory
Leather Works
Leather Works
Leather Works
Railway Sidings

Railway Sidings

Date
1931
1907
1931
1898
1991
1973
1914
1896
1898
1898
1991
1973
1895
1898
1907
1914
1896
1963
1942
1931
1907
1931
1866
1898
1896
1932
1907

1914

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
1963773
1963773
1930128
1891364
1932212
1945641
1863455
1910134
1895602
1895602
1887145
1940819
1937656
1937656
1872780
1919205
1895634
1943702
1897063
1965004
1936675
1890729
1872043
1902030
1895634
1902146
1926373

1926373

Contact us with any questions at:
info@groundsure.com

08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location Land Use Date Group ID
AB  492m SW Corn Mill 1866 1861878
7 496m E Unspecified Workhouse 1896 1933376

This data is sourced from Ordnance Survey / Groundsure.

2.2 Historical tanks

Records within 500m 21

Tank features digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale.
Any records shown are available intelligently grouped in section 1. Grouped and the original un-grouped
features can be cross-referenced across sections 1 and 2 using the 'Group ID'.

Features are displayed on the Past land use - un-grouped map on page 21

ID Location Land Use Date Group ID
E 63m S Unspecified Tank 1939 308212
A 107m W Unspecified Tank 1951 325095
A 107m W Unspecified Tank 1939 325095
H 112m SW Unspecified Tank 1969 322142
H 112m SW Unspecified Tank 1973 322142
H 112m SW Unspecified Tank 1959 322142
H 112m SW Unspecified Tank 1960 322142
H 112m SW  Unspecified Tank 1953 322142
H 113m SW Unspecified Tank 1993 326784
M 226m W Unspecified Tank 1939 308214
M 232m W Unspecified Tank 1939 308215
3 237mE Tanks 1952 311362
M 244m SW Unspecified Tank 1951 326412
M 245m SW  Unspecified Tank 1939 326412
M 290m W Unspecified Tank 1939 308216
N 295m SE Unspecified Tank 1997 316888
N 296m SE Unspecified Tank 1989 316888
P 471m SE Unspecified Tank 1989 317179

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449

Groundsure

LOCATION INTELLIGENCE

ID Location Land Use

P 471m SE Unspecified Tank
P 472m SE Unspecified Tank

AB  495m SW Unspecified Tank

This data is sourced from Ordnance Survey / Groundsure.

2.3 Historical energy features

Records within 500m

Date

1997

1973

1909

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Group ID
321893
317179

308222

36

Energy features digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale.

Any records shown are available intelligently grouped in section 1. Grouped and the original un-grouped

features can be cross-referenced across sections 1 and 2 using the 'Group ID'.

Features are displayed on the Past land use - un-grouped map on page 21

ID Location Land Use

C 14m SE Electricity Substation
C 49m E Electricity Substation
C 49m E Electricity Substation
C 49m E Electricity Substation
D 71m NE Electricity Substation
D 71m NE Electricity Substation
I 163mE Electricity Substation
I 163mE Electricity Substation
I 163mE Electricity Substation
I 163mE Electricity Substation
J 277m S Electricity Substation
J 279m S Electricity Substation
4 294m S Electricity Substation

R 388m NW  Electricity Substation
R 388m NW  Electricity Substation
R 388m NW  Electricity Substation

R 393m NW  Electricity Substation

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Date

1987

1969

1993

1973

1991

1973

1987

1973

1993

1969

1987

1993

1993

1953

1951

1973

1995

Group ID
210639
211387
211387
211387
208688
208688
210275
210275
210275
210275
203722
203722
191124
205295
205295
209597

209597

Date: 1 November 2021
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Groundsure

LOCATION INTELLIGENCE

Location
399m NW
399m SE
400m SE
400m SE
412m E
413m E
414m E
414m E
426m NE
427m NE
427m SE
427m SE
427m SE
427m SE
461m NE
462m NE
462m NE
471m W

472m W

Land Use

Gas Governor
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation
Electricity Substation

Electricity Substation

470728 106449

This data is sourced from Ordnance Survey / Groundsure.

2.4 Historical petrol stations

Records within 500m

Petrol stations digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale.
Any records shown are available intelligently grouped in section 1. Grouped and the original un-grouped

Date

1995

1987

1969

1973

1989

1997

1969

1973

1991

1973

1997

1969

1973

1989

1993

1969

1973

1973

1993

Ref: EMS-734687_955964
Your ref: EMS_734687_955964

Grid ref: 470728 106449

Group ID
191961
211345
211345
211345
203397
203397
203397
203397
211937
211937
192637
194642
194567
192858
196039
196039
196039
207960

207960

features can be cross-referenced across sections 1 and 2 using the 'Group ID'.

This data is sourced from Ordnance Survey / Groundsure.

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groundsure

LOCATION INTELLIGENCE

2.5 Historical garages

Records within 500m

Garages digitised from historical Ordnance Survey mapping at high-detail 1:1,250 and 1:2,500 scale. Any
records shown are available intelligently grouped in section 1. Grouped and the original un-grouped

470728 106449

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

features can be cross-referenced across sections 1 and 2 using the 'Group ID".

Features are displayed on the Past land use - un-grouped map on page 21

ID

D

S

Location

46m NE

72m NE

72m NE

72m NE

72m NE

94m NW

94m NW

94m NW

95m NW

96m NW

187m NW

187m NW

187m NW

395m NE

395m NE

395m NE

395m NE

408m NE

Land Use
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage
Garage

Garage

This data is sourced from Ordnance Survey / Groundsure.

Contact us with any questions at:
info@groundsure.com

08444 159 000

Date

1991

1973

1963

1959

1960

1973

1963

1959

1991

1960

1963

1959

1960

1960

1969

1960

1973

1993

Group ID
62480
65249
65249
63017
61807
62988
65319
65319
61700
63094
64294
64294
62455
62055
63418
63418
63418

61852

Date: 1 November 2021
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Ref: EMS-734687_955964

470728 106449
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

3 Waste and landfill

== Site Outline
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© Crown copyright.and d.a'tabase rights 2021. Ordnance Survey licence 100035207
3.1 Active or recent landfill
Records within 500m 1

Active or recently closed landfill sites under Environment Agency/Natural Resources Wales regulation.

Features are displayed on the Waste and landfill map on page 29

ID Location Details

A 2mS Operator: Portsmouth Water Ltd WML Number: 210123
Site Address: Bedhampton Waterworks, Meyrick EPR Reference: POR044
Road, Bedhampton, Hampshire, PO9 1NN Landfill type: LO5: Inert LF

Status: Issued
IPPC Reference: -
EPR Number: EA/EPR/NP3439PN/A001

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

3.2 Historical landfill (BGS records)

Records within 500m 0

Landfill sites identified on a survey carried out on behalf of the DoE in 1973. These sites may have been
closed or operational at this time.

This data is sourced from the British Geological Survey.

3.3 Historical landfill (LA/mapping records)

Records within 500m 0
Landfill sites identified from Local Authority records and high detail historical mapping.

This data is sourced from the Ordnance Survey/Groundsure and Local Authority records.

3.4 Historical landfill (EA/NRW records)

Records within 500m 0

Known historical (closed) landfill sites (e.g. sites where there is no PPC permit or waste management licence
currently in force). This includes sites that existed before the waste licensing regime and sites that have
been licensed in the past but where a licence has been revoked, ceased to exist or surrendered and a
certificate of completion has been issued.

This data is sourced from the Environment Agency and Natural Resources Wales.

3.5 Historical waste sites

Records within 500m 2

Waste site records derived from Local Authority planning records and high detail historical mapping.

Features are displayed on the Waste and landfill map on page 29

ID Location  Address Further Details Date
E 452m S Site Address:  Type of Site: Incinerator 1987
N/A Planning application reference: N/A

Description: N/A
Data source: Historic Mapping
Data Type: Polygon

E 453m S Site Address:  Type of Site: Incinerator 1993
N/A Planning application reference: N/A
Description: N/A
Data source: Historic Mapping
Data Type: Polygon

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Groundsure

LOCATION INTELLIGENCE

470728 106449

Ref: EMS-734687_955964

Your ref: EMS_734687_955964
Grid ref: 470728 106449

This data is sourced from Ordnance Survey/Groundsure and Local Authority records.

3.6 Licensed waste sites

Records within 500m

Active or recently closed waste sites under Environment Agency/Natural Resources Wales regulation.

Features are displayed on the Waste and landfill map on page 29

ID

B

B

A

Location

12m SW

12m SW

832m W

Details

Site Name: Bedhampton Waste
Works

Site Address: Bedhampton Waste
Works, Meyrick Road, Havant,
Hampshire, PO9 1NN
Correspondence Address: -

Site Name: Bedhampton Water
Works

Site Address: Bedhampton Water
Works, Meyrick Road, Havant,
Hampshire, PO9 1NN
Correspondence Address: -

Site Name: Bedhampton
Waterworks Landfill

Site Address: Bedhampton
Waterworks, Meyrick Road,
Havant, Hampshire, PO9 1NN
Correspondence Address: P O Box
8, West Street, Havant, Hampshire,
PO9 1LG

Type of Site: Transfer Station taking
Non-Biodegradable Wastes

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: POR022

EPR reference:
EA/EPR/BP3998HK/A001
Operator: Portsmouth Water Ltd
Waste Management licence No:
10279

Annual Tonnage: 23000

Type of Site: Transfer Station taking
Non-Biodegradable Wastes
Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: POR022

EPR reference:
EA/EPR/BP3998HK/V002
Operator: Portsmouth Water
Limited

Waste Management licence No:
10279

Annual Tonnage: 23000

Type of Site: Inert LF

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: POR0O08

EPR reference:
EA/EPR/NP3439SN/A001
Operator: Portsmouth Water Ltd
Waste Management licence No:
19988

Annual Tonnage: 1126

Issue Date: 29/06/2007
Effective Date: -
Modified: -
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: Issued

Issue Date: 29/06/2007
Effective Date: -
Modified: 18/07/2016
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: Modified

Issue Date: 2/18/1992
Effective Date: -
Modified: -
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: IPPC

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021



Groundsure

LOCATION INTELLIGENCE

Location

82m W

82mW

93m W

Details

Site Name: Bedhampton Landfill
Site Address: Bedhampton
Waterworks, Meyrick Road,

Bedhampton, Hampshire, PO9 1NN

Correspondence Address: -

Site Name: Bedhampton
Waterworks Landfill

Site Address: Bedhampton
Waterworks, Meyrick Road,
Havant, Hampshire, PO9 1NN
Correspondence Address: -

Site Name: Bedhampton
Waterworks

Site Address: Bedhampton
Waterworks, Meyrick Road,
Havant, Hampshire
Correspondence Address: P O Box

8, West Street, Havant, Hampshire,

PO9 1LG

470728 106449

Ref: EMS-734687_955964

Your ref: EMS_734687_955964
Grid ref: 470728 106449

Type of Site: Inert LF

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: POR044

EPR reference:
EA/EPR/NP3439PN/A001
Operator: Portsmouth Water Ltd
Waste Management licence No:
210123

Annual Tonnage: 1126

Type of Site: Landfill taking Non-
Biodegradeable Wastes

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: POR008

EPR reference:
EA/EPR/WP3192HB/A001
Operator: Portsmouth Water Ltd
Waste Management licence No:
19988

Annual Tonnage: 1126

Type of Site: Landfill taking Non-
Biodegradeable Wastes

Size: >= 25000 tonnes 75000
tonnes

Environmental Permitting
Regulations (Waste) Licence
Number: POR0O08

EPR reference: -

Operator: Portsmouth Water
Company Ltd

Waste Management licence No:
19988

Annual Tonnage: 0

Issue Date: 21/04/2005
Effective Date: -
Modified: -
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: Issued

Issue Date: 18/02/1992
Effective Date: -
Modified: -
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: To PPC

Issue Date: 18/02/1992
Effective Date: -
Modified: -
Surrendered Date: -
Expiry Date: -
Cancelled Date: -
Status: Issued

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groundsure

LOCATION INTELLIGENCE

ID  Location

F 491m S
F 491m S
F 491m S

Details

Site Name: Recycling Storage Bays
Site Address: Havant Incinerator,
Harts Farm Way, Havant,
Hampshire

Correspondence Address: -

Site Name: Recycling Storage Bays
Site Address: Havant Incinerator,
Harts Farm Way, Havant, Hampshir
Correspondence Address: -

Site Name: Recycling Storage Bays
Site Address: Havant Incinerator,
Harts Farm Way, Havant, Hampshir
Correspondence Address: -

470728 106449

Ref: EMS-734687_955964

Your ref: EMS_734687_955964
Grid ref: 470728 106449

Type of Site: Household,
Commercial & Industrial Waste T
Stn

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: ASS002

EPR reference:
EA/EPR/WP3792HZ/S002
Operator: Associated
Environmental Projects
(hampshire) Ltd

Waste Management licence No:
19989

Annual Tonnage: 25000

Type of Site: Household,
Commercial & Industrial Waste T
Stn

Size: 25000 tonnes
Environmental Permitting
Regulations (Waste) Licence
Number: ASS002

EPR reference:
EA/EPR/WP3792HZ/S002
Operator: Associated
Environmental Projects (
Hampshire ) Ltd

Waste Management licence No:
19989

Annual Tonnage: 25000

Type of Site: Household,
Commercial & Industrial Waste T
Stn

Size: >= 25000 tonnes 75000
tonnes

Environmental Permitting
Regulations (Waste) Licence
Number: ASS002

EPR reference:
EA/EPR/WP3792HZ/S002
Operator: Associated
Environmental Projects (
Hampshire ) Ltd

Waste Management licence No:
19989

Annual Tonnage: 25000

This data is sourced from the Environment Agency and Natural Resources Wales.

Issue Date: 21/06/1993
Effective Date: -

Modified: -

Surrendered Date: 26/11/2001
Expiry Date: -

Cancelled Date: -

Status: Surrendered

Issue Date: 21/06/1993
Effective Date: -

Modified: -

Surrendered Date: Nov 26 2001
12:00AM

Expiry Date: -

Cancelled Date: -

Status: Surrendered

Issue Date: 21/06/1993
Effective Date: -

Modified: -

Surrendered Date: Nov 26 2001
12:00AM

Expiry Date: -

Cancelled Date: -

Status: Surrendered

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021
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Groundsure

LOCATION INTELLIGENCE

3.7 Waste exemptions

Records within 500m

470728 106449

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

8

Activities involving the storage, treatment, use or disposal of waste that are exempt from needing a permit.
Exemptions have specific limits and conditions that must be adhered to.

Features are displayed on the Waste and landfill map on page 29

ID Location

1 On site
C 28m NE
C 28m NE
2 156m NE
D 245m SE
D 266m SE
D 268m SE
3 427m S

Site

Pallet Yard Palk Road
Havant Hampshire PO9
INL

Pallet Yard, Palk Road,
Havant, PO9 1NL

Pallet Yard, Palk Road,
Havant, PO9 1NL

Springplot, Brockhampton
Road, Havant, PO9 1NU

Spring Plot Brockhampton
Road Havant Hampshire
PO9 1NU

spring plot, Brockhampton
road, havant, po9 1nu

Keltbray Remediation Site
Harts Farm Way Hampshire
PO9 1HS

Reference
EPR/AFO536EF
/A001

WEX228020

WEX082843

WEX194723

WEX200122

EPR/KE5181UL
/A001

WEX047818

EPR/WF0200U
M/A001

Category

Using waste
exemption

Using waste
exemption

Using waste
exemption

Storing waste
exemption

Storing waste
exemption

Storing waste
exemption

Storing waste
exemption

Treating waste
exemption

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at:

info@groundsure.com

08444 159 000

Sub-Category
Non-Agricultural

Waste Only

Not on a farm

Not on a farm

Not on a farm

Not on a farm

Non-Agricultural
Waste Only

Not on a farm

Non-Agricultural
Waste Only

Date: 1 November 2021

Description

Use of waste to
manufacture finished
goods

Use of waste to
manufacture finished
goods

Use of waste to
manufacture finished
goods

Storage of waste in a
secure place

Storage of waste in a
secure place

Storage of waste in a
secure place

Storage of waste in a
secure place

Screening and blending of
waste



GrOUndsure 470728 106449

LOCATION INTELLIGENCE

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

4 Current industrial land use
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== Site Outline

Search buffers in metres (m)

Recent industrial land uses

© Crown copyright and database rights 2021. Ordnance Survey licence 100035207

4.1 Recent industrial land uses

Records within 250m

Current potentially contaminative industrial sites.

Features are displayed on the Current industrial land use map on page 35

ID Location Company  Address

A On site Premier Palk Road, Havant, Hampshire, PO9 1NL
Pallet
Supplies Ltd

A On site JDP Palk Road, Havant, Hampshire, PO9 1NL

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

/\  Current or recent petrol stations

Q Part A(1) industrial activities

' Licensed pollutant release (Part A(2)/B)

] Licensed Discharges to controlled waters

o Pollution Incidents (EA/NRW)

15

Activity Category
Packaging Industrial Products
General Industrial Products
Construction
Supplies

Date: 1 November 2021 @



Groundsure

LOCATION INTELLIGENCE

ID  Location

1 4m NW
A 7m NE

B 36m W
C 86m NE
C 88m NE
B 97m SW
C 112m NE
4 128m SE

D 149m NW

5 169m E

D 173m NW

D 198m NW

7 213m S

Company

Bedhampto
n Rail
Station

Electricity
Sub Station

Solar Panels

Accident
Repair
Centre
Havant

Electricity
Sub Station

Works

Hendy
Group

Electricity
Sub Station

Cambridge
Garage
Portsmouth

Electricity
Sub Station

National
Tyres and
Autocare

Bedhampto

n Garage

Wartsila UK
Ltd

470728 106449

Address

Hampshire, PO9

Hampshire, PO9

Hampshire, PO9

West Street, Havant, Hampshire, PO9 1LR

Hampshire, PO9

Hampshire, PO9

West Street, Havant, Hampshire, PO9 1LT

Hampshire, PO9

23, Bedhampton Road, Havant, Hampshire,
P09 3ES

Hampshire, PO9

27, Bedhampton Road, Havant, Hampshire,
PO9 3ES

60-62, Bedhampton Road, Havant, Hampshire,
PO9 3EY

4, Marples Way, Havant, Hampshire, PO9 1NX

This data is sourced from Ordnance Survey.

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Activity

Railway Stations,
Junctions and Halts

Electrical Features

Energy Production

Vehicle Repair,
Testing and
Servicing

Electrical Features

Unspecified Works
Or Factories

New Vehicles

Electrical Features

New Vehicles

Electrical Features

Vehicle Repair,
Testing and
Servicing

Vehicle Repair,
Testing and
Servicing

Seals, Tapes, Taps
and Valves

Category

Public Transport,
Stations and
Infrastructure

Infrastructure and
Facilities

Industrial Features

Repair and Servicing

Infrastructure and
Facilities

Industrial Features
Motoring
Infrastructure and
Facilities

Motoring

Infrastructure and
Facilities

Repair and Servicing

Repair and Servicing

Industrial Products

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

4.2 Current or recent petrol stations

Records within 500m 2

Open, closed, under development and obsolete petrol stations.

Features are displayed on the Current industrial land use map on page 35

ID Location Company  Address LPG Status

3 120m NW  OBSOLETE 23, Bedhampton Road, Havant, Hampshire, Not Applicable Obsolete
PO9 3ES

G 443m NE OBSOLETE New Road, Havant, Hampshire, PO9 1DE Not Applicable Obsolete

This data is sourced from Experian.

4.3 Electricity cables

Records within 500m 0

High voltage underground electricity transmission cables.

This data is sourced from National Grid.

4.4 Gas pipelines

Records within 500m 0
High pressure underground gas transmission pipelines.

This data is sourced from National Grid.

4.5 Sites determined as Contaminated Land

Records within 500m 0

Contaminated Land Register of sites designated under Part 2a of the Environmental Protection Act 1990.

This data is sourced from Local Authority records.

4.6 Control of Major Accident Hazards (COMAH)

Records within 500m 0

Control of Major Accident Hazards (COMAH) sites. This data includes upper and lower tier sites, and
includes a historical archive of COMAH sites and Notification of Installations Handling Hazardous Substances
(NIHHS) records.

This data is sourced from the Health and Safety Executive.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

4.7 Regulated explosive sites

Records within 500m 0

Sites registered and licensed by the Health and Safety Executive under the Manufacture and Storage of
Explosives Regulations 2005 (MSER). The last update to this data was in April 2011.

This data is sourced from the Health and Safety Executive.

4.8 Hazardous substance storage/usage

Records within 500m 0

Consents granted for a site to hold certain quantities of hazardous substances at or above defined limits in
accordance with the Planning (Hazardous Substances) Regulations 2015.

This data is sourced from Local Authority records.

4.9 Historical licensed industrial activities (IPC)

Records within 500m 0

Integrated Pollution Control (IPC) records of substance releases to air, land and water. This data represents a
historical archive as the IPC regime has been superseded.

This data is sourced from the Environment Agency and Natural Resources Wales.

4.10 Licensed industrial activities (Part A(1))

Records within 500m 2

Records of Part A(1) installations regulated under the Environmental Permitting (England and Wales)
Regulations 2016 for the release of substances to the environment.

Features are displayed on the Current industrial land use map on page 35

ID Location Details

B 82m W Operator: PORTSMOUTH WATER LTD EPR Reference: -
Installation Name: BEDHAMPTON LANDFILL Issue Date: 06/09/2007
Process: WASTE LANDFILLING; ANY OTHER LANDFILL Effective Date: 31/03/2008
TO WHICH THE 2002 LANDFILL REGULATIONS APPLY Last date noted as effective: 01/04/2009
Permit Number: BP3635UL Status: REVOKED
Original Permit Number: NP3439PN

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

ID Location Details

B 82m W Operator: PORTSMOUTH WATER LTD EPR Reference: -
Installation Name: BEDHAMPTON LANDFILL Issue Date: 21/04/2005
Process: WASTE LANDFILLING; ANY OTHER LANDFILL Effective Date: 21/04/2005
TO WHICH THE 2002 LANDFILL REGULATIONS APPLY Last date noted as effective: 01/07/2021
Permit Number: NP3439PN Status: SUPERCEDED
Original Permit Number: NP3439PN

This data is sourced from the Environment Agency and Natural Resources Wales.

4.11 Licensed pollutant release (Part A(2)/B)

Records within 500m 1

Records of Part A(2) and Part B installations regulated under the Environmental Permitting (England and
Wales) Regulations 2016 for the release of substances to the environment.

Features are displayed on the Current industrial land use map on page 35

ID Location  Address Details
G 447m NE Hendy Lennox, KWIK-FIT (formerly Process: Petrol Vapour Enforcement: No Enforcement Notified
Hendy Ford), New Road, Havant, PO9  Recovery Date of enforcement: No Enforcement
1DE (Revoked 18/07/2003) Status: Revoked Notified
Permit Type: Part B Comment: No Enforcement Notified

This data is sourced from Local Authority records.

4.12 Radioactive Substance Authorisations

Records within 500m 0

Records of the storage, use, accumulation and disposal of radioactive substances regulated under the
Radioactive Substances Act 1993.

This data is sourced from the Environment Agency and Natural Resources Wales.

4.13 Licensed Discharges to controlled waters

Records within 500m 17

Discharges of treated or untreated effluent to controlled waters under the Water Resources Act 1991.

Features are displayed on the Current industrial land use map on page 35

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Groundsure

LOCATION INTELLIGENCE

Location

97m W

115m NE

179m SE

344m S

361m SE

362m S

365m SE

Address

PARK LANE, PARK LANE,
BEDHAMPTON HAMPSHIRE

MILLINGTON FIELDS SITE,
MILLINGTON FIELDS SITE, WEST
STREET, HAVANT, HAMPSHIRE

SEVEN SPRINGS LTD, SEVEN
SPRINGS LTD, THE BOTTLING
PLANT, RANELAGH ROAD,
BEDHAMPTON, HAVANT

KINGSCROFT COURT, MARPLES
WAY, KINGSCROFT COURT,
MARPLES WAY, HAVANT,
HAMPSHIRE, PO9 1LS

MANOR COURT, MANOR COURT,
BROCKHAMPTON ROAD, HAVANT
HAMPSHIRE

KINGSCROFT COURT, MARPLES
WAY, KINGSCROFT COURT,
MARPLES WAY, HAVANT,
HAMPSHIRE, PO9 1LS

MANOR COURT, MANOR COURT,
BROCKHAMPTON ROAD, HAVANT
HAMPSHIRE

470728 106449

Ref: EMS-734687_955964

Your ref: EMS_734687_955964
Grid ref: 470728 106449

Details

Effluent Type: SEWAGE
DISCHARGES - SEWER STORM
OVERFLOW - WATER COMPANY
Permit Number: A0O0316
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: MISCELLANEOUS
DISCHARGES - SURFACE WATER
Permit Number: NO1098
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: TRADE DISCHARGES -
PROCESS EFFLUENT - NOT WATER
COMPANY

Permit Number: P07982

Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: MISCELLANEOUS
DISCHARGES - SURFACE WATER
Permit Number: PO0398
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: MISCELLANEOUS
DISCHARGES - SURFACE WATER
Permit Number: P02242
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: MISCELLANEOUS
DISCHARGES - SURFACE WATER
Permit Number: PO0398
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Effluent Type: MISCELLANEOUS
DISCHARGES - SURFACE WATER
Permit Number: P02242
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

Status: POST NRA LEGISLATION
WHERE ISSUE DATE > 31-AUG-89
(HISTORIC ONLY)

Issue date: 01/04/1991

Effective Date: 01/04/1991
Revocation Date: 14/01/1993

Status: REVOKED UNDER EPR 2010
Issue date: 18/05/1983

Effective Date: 18/05/1983
Revocation Date: 14/04/2021

Status: REVOKED (WRA 91, S88 &
SCHED 10 AS AMENDED BY ENV
ACT 1995)

Issue date: 02/06/2000

Effective Date: 02/06/2000
Revocation Date: 14/11/2003

Status: PRE NRA LEGISLATION
WHERE ISSUE DATE 01-SEP-89
(HISTORIC ONLY)

Issue date: 20/02/1986
Effective Date: 20/02/1986
Revocation Date: -

Status: LAPSED UNDER SCHEDULE
23 ENVIRONMENT ACT 1995
Issue date: 31/07/1989

Effective Date: 31/07/1989
Revocation Date: 31/03/1997

Status: PRE NRA LEGISLATION
WHERE ISSUE DATE 01-SEP-89
(HISTORIC ONLY)

Issue date: 20/02/1986
Effective Date: 20/02/1986
Revocation Date: -

Status: LAPSED UNDER SCHEDULE
23 ENVIRONMENT ACT 1995
Issue date: 31/07/1989

Effective Date: 31/07/1989
Revocation Date: 31/03/1997

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964

Your ref: EMS_734687_955964
Grid ref: 470728 106449

Groundsure

LOCATION INTELLIGENCE

Location  Address Details
365m SE MANOR COURT, MANOR COURT, Effluent Type: MISCELLANEOUS Status: LAPSED UNDER SCHEDULE
BROCKHAMPTON ROAD, HAVANT DISCHARGES - SURFACE WATER 23 ENVIRONMENT ACT 1995
HAMPSHIRE Permit Number: P02242 Issue date: 31/07/1989
Permit Version: 1 Effective Date: 31/07/1989
Receiving Water: FRESHWATER Revocation Date: 31/03/1997
RIVER
366m SE MANOR COURT, MANOR COURT, Effluent Type: MISCELLANEOUS Status: LAPSED UNDER SCHEDULE
BROCKHAMPTON ROAD, HAVANT DISCHARGES - SURFACE WATER 23 ENVIRONMENT ACT 1995
HAMPSHIRE Permit Number: P02242 Issue date: 31/07/1989
Permit Version: 1 Effective Date: 31/07/1989
Receiving Water: FRESHWATER Revocation Date: 31/03/1997
RIVER
392m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION
TECHNOLOGY CAMPUS, DISCHARGES - SURFACE WATER WHERE ISSUE DATE 01-SEP-89
LANGSTONE GATE, SOLENT ROAD, Permit Number: P00174 (HISTORIC ONLY)
HAVANT HAMPSHIRE Permit Version: 1 Issue date: 07/08/1985
Receiving Water: FRESHWATER Effective Date: 07/08/1985
RIVER Revocation Date: -
399m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION
TECHNOLOGY CAMPUS, DISCHARGES - SURFACE WATER WHERE ISSUE DATE 01-SEP-89
LANGSTONE GATE, SOLENT ROAD, Permit Number: P00174 (HISTORIC ONLY)
HAVANT HAMPSHIRE Permit Version: 1 Issue date: 07/08/1985
Receiving Water: FRESHWATER Effective Date: 07/08/1985
RIVER Revocation Date: -
421m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION
TECHNOLOGY CAMPUS, DISCHARGES - SURFACE WATER WHERE ISSUE DATE 01-SEP-89
LANGSTONE GATE, SOLENT ROAD, Permit Number: P00174 (HISTORIC ONLY)
HAVANT HAMPSHIRE Permit Version: 1 Issue date: 07/08/1985
Receiving Water: FRESHWATER Effective Date: 07/08/1985
RIVER Revocation Date: -
433m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION
TECHNOLOGY CAMPUS, DISCHARGES - SURFACE WATER WHERE ISSUE DATE 01-SEP-89
LANGSTONE GATE, SOLENT ROAD, Permit Number: P00174 (HISTORIC ONLY)
HAVANT HAMPSHIRE Permit Version: 1 Issue date: 07/08/1985
Receiving Water: FRESHWATER Effective Date: 07/08/1985
RIVER Revocation Date: -
449m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION

TECHNOLOGY CAMPUS,
LANGSTONE GATE, SOLENT ROAD,
HAVANT HAMPSHIRE

DISCHARGES - SURFACE WATER
Permit Number: P00174
Permit Version: 1

Receiving Water: FRESHWATER
RIVER

WHERE ISSUE DATE 01-SEP-89
(HISTORIC ONLY)

Issue date: 07/08/1985
Effective Date: 07/08/1985
Revocation Date: -

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID Location  Address Details
F 465m S HIGH TECHNOLOGY CAMPUS, HIGH Effluent Type: MISCELLANEOUS Status: PRE NRA LEGISLATION
TECHNOLOGY CAMPUS, DISCHARGES - SURFACE WATER WHERE ISSUE DATE 01-SEP-89
LANGSTONE GATE, SOLENT ROAD, Permit Number: P00174 (HISTORIC ONLY)
HAVANT HAMPSHIRE Permit Version: 1 Issue date: 07/08/1985
Receiving Water: FRESHWATER Effective Date: 07/08/1985
RIVER Revocation Date: -
14  469m S BROCKHAMPTON INCINERATOR, Effluent Type: MISCELLANEOUS Status: POST NRA LEGISLATION
BROCKHAMPTON INCINERATOR, DISCHARGES - SURFACE WATER WHERE ISSUE DATE > 31-AUG-89
HARTS FARM WAY, HAVANT, Permit Number: AG8276 (HISTORIC ONLY)
HAMPSHIRE, PO9 1JN Permit Version: 1 Issue date: 13/05/1993
Receiving Water: FRESHWATER Effective Date: 13/05/1993
RIVER Revocation Date: 06/03/1998
15 480m SW THE OLD MILL HOUSE, THE OLD Effluent Type: SEWAGE Status: PRE NRA LEGISLATION
MILL HOUSE, MILL LANE, DISCHARGES - FINAL/TREATED WHERE ISSUE DATE 01-SEP-89
BEDHAMPTON, HAVANT, EFFLUENT - NOT WATER COMPANY  (HISTORIC ONLY)
HAMPSHIRE, PO9 3JH Permit Number: D01551 Issue date: 02/07/1987
Permit Version: 1 Effective Date: 02/07/1987

Receiving Water: SALINE ESTUARY Revocation Date: 18/04/1996

This data is sourced from the Environment Agency and Natural Resources Wales.

4.14 Pollutant release to surface waters (Red List)

Records within 500m 0

Discharges of specified substances under the Environmental Protection (Prescribed Processes and
Substances) Regulations 1991.

This data is sourced from the Environment Agency and Natural Resources Wales.

4.15 Pollutant release to public sewer

Records within 500m 0
Discharges of Special Category Effluents to the public sewer.

This data is sourced from the Environment Agency and Natural Resources Wales.

4.16 List 1 Dangerous Substances

Records within 500m 0

Discharges of substances identified on List | of European Directive E 2006/11/EC, and regulated under the
Environmental Damage (Prevention and Remediation) Regulations 2015.

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Groundsure

470728 106449

LOCATION INTELLIGENCE

4.17 List 2 Dangerous Substances

Records within 500m

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

0

Discharges of substances identified on List Il of European Directive E 2006/11/EC, and regulated under the
Environmental Damage (Prevention and Remediation) Regulations 2015.

This data is sourced from the Environment Agency and Natural Resources Wales.

4.18 Pollution Incidents (EA/NRW)

Records within 500m

4

Records of substantiated pollution incidents. Since 2006 this data has only included category 1 (major) and
2 (significant) pollution incidents.

Features are displayed on the Current industrial land use map on page 35

ID

2

13

Location

21m NW

233m NW

286m S

376m SE

Details

Incident Date: 03/12/2012

Incident Identification: 1064967
Pollutant: Inert Materials and Wastes
Pollutant Description: Soils and Clay

Incident Date: 29/08/2003
Incident Identification: 186111
Pollutant: Oils and Fuel
Pollutant Description: Diesel

Incident Date: 12/09/2003

Incident Identification: 189281

Pollutant: Atmospheric Pollutants and
Effects:Contaminated Water

Pollutant Description: Smoke:Firefighting Run-Off

Incident Date: 22/11/2001
Incident Identification: 44445
Pollutant: Oils and Fuel
Pollutant Description: Diesel

Water Impact: Category 2 (Significant)
Land Impact: Category 4 (No Impact)
Air Impact: Category 4 (No Impact)

Water Impact: Category 4 (No Impact)
Land Impact: Category 3 (Minor)
Air Impact: Category 4 (No Impact)

Water Impact: Category 3 (Minor)
Land Impact: Category 4 (No Impact)
Air Impact: Category 3 (Minor)

Water Impact: Category 3 (Minor)
Land Impact: Category 4 (No Impact)
Air Impact: Category 4 (No Impact)

This data is sourced from the Environment Agency and Natural Resources Wales.

4.19 Pollution inventory substances

Records within 500m

0

The pollution inventory (substances) includes reporting on annual emissions of certain regulated substances
to air, controlled waters and land. A reporting threshold for each substance is also included. Where
emissions fall below the reporting threshold, no value will be given. The data is given for the most recent
complete year available.

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

This data is sourced from the Environment Agency and the Scottish Environment Protection Agency.

4.20 Pollution inventory waste transfers

Records within 500m 0

The pollution inventory (waste transfers) includes reporting on annual transfers and recovery/disposal of
controlled wastes from a site. A reporting threshold for each waste type is also included. Where releases
fall below the reporting threshold, no value will be given. The data is given for the most recent complete
year available.

This data is sourced from the Environment Agency and the Scottish Environment Protection Agency.

4.21 Pollution inventory radioactive waste

Records within 500m 0

The pollution inventory (radioactive wastes) includes reporting on annual releases of radioactive substances
from a site, including the means of release. Where releases fall below the reporting threshold, no value will
be given. The data is given for the most recent complete year available.

This data is sourced from the Environment Agency and the Scottish Environment Protection Agency.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

5 Hydrogeology - Superficial aquifer

== Site Outline

Search buffers in metres (m)

Principal

Secondary A
Secondary B
Secondary Undifferentiated

OO0O0E

Unproductive
Unknown
5.1 Superficial aquifer
Records within 500m 2

Aquifer status of groundwater held within superficial geology.
Features are displayed on the Hydrogeology map on page 45

ID  Location Designation Description

1 On site Secondary A Permeable layers capable of supporting water supplies at a local rather than

strategic scale, and in some cases forming an important source of base flow to rivers.
These are generally aquifers formerly classified as minor aquifers

2 On site Secondary Assigned where it is not possible to attribute either category A or B to a rock type.
Undifferentiated In general these layers have previously been designated as both minor and non-
aquifer in different locations due to the variable characteristics of the rock type

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

This data is sourced from the British Geological Survey, the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Bedrock aquifer

== Site Outline

Search buffers in metres (m)

Principal

Secondary A
Secondary B

Secondary Undifferentiated

O0OO8E

Unproductive
5.2 Bedrock aquifer
Records within 500m 5
Aquifer status of groundwater held within bedrock geology.
Features are displayed on the Bedrock aquifer map on page 47
ID  Location Designation Description
1 On site Principal Geology of high intergranular and/or fracture permeability, usually providing a high

level of water storage and may support water supply/river base flow on a strategic
scale. Generally principal aquifers were previously major aquifers

2 On site Secondary A Permeable layers capable of supporting water supplies at a local rather than
strategic scale, and in some cases forming an important source of base flow to rivers.
These are generally aquifers formerly classified as minor aquifers

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



Ref: EMS-734687_955964

470728 106449
Groundsure A I

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location Designation Description
3 17m N Unproductive These are rock layers or drift deposits with low permeability that have negligible

significance for water supply or river base flow

4 227m N Secondary A Permeable layers capable of supporting water supplies at a local rather than strategic
scale, and in some cases forming an important source of base flow to rivers. These are
generally aquifers formerly classified as minor aquifers

5 476m N Secondary A Permeable layers capable of supporting water supplies at a local rather than strategic
scale, and in some cases forming an important source of base flow to rivers. These are
generally aquifers formerly classified as minor aquifers

This data is sourced from the British Geological Survey, the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Groundwater vulnerability

== Site Outline

Search buffers in metres (m)

Superficial vulnerability

D Principal superficial aquifer, high vulnerability
Secondary superficial aquifer, high vulnerability
Principal superficial aquifer, medium vulnerability
Secondary superficial aquifer, medium vulnerability

Principal superficial aquifer, low vulnerability

OOoonon

Secondary superficial aquifer, low vulnerability
Bedrock vulnerability

Principal bedrock aquifer, high vulnerability
Secondary bedrock aquifer, high vulnerability
Principal bedrock aquifer, medium vulnerability
Secondary bedrock aquifer, medium vulnerability
Principal bedrock aquifer, low vulnerability

Secondary bedrock aquifer, low vulnerability

OEOOOn

Other information

I:' Unproductive aquifer
Soluble rock risk
LF N Local information
Surtey licencé 100035207,/
5.3 Groundwater vulnerability
Records within 50m 4

An assessment of the vulnerability of groundwater to a pollutant discharged at ground level based on the
hydrological, geological, hydrogeological and soil properties within a one kilometre square grid.
Groundwater vulnerability is described as High, Medium or Low as follows:

® High - Areas able to easily transmit pollution to groundwater. They are likely to be characterised by high
leaching soils and the absence of low permeability superficial deposits.

® Medium - Intermediate between high and low vulnerability.

® Low - Areas that provide the greatest protection from pollution. They are likely to be characterised by
low leaching soils and/or the presence of superficial deposits characterised by a low permeability.

Features are displayed on the Groundwater vulnerability map on page 49

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Groundsure

LOCATION INTELLIGENCE

ID  Location

1 On site
2 On site
3 On site
4 16m N

Summary

Summary Classification:
Secondary superficial
aquifer - High Vulnerability
Combined classification:
Productive Bedrock Aquifer,
Productive Superficial
Aquifer

Summary Classification:
Secondary superficial
aquifer - High Vulnerability
Combined classification:
Productive Bedrock Aquifer,
Productive Superficial
Aquifer

Summary Classification:
Secondary superficial
aquifer - High Vulnerability
Combined classification:
Productive Bedrock Aquifer,
Productive Superficial
Aquifer

Summary Classification:
Secondary superficial
aquifer - High Vulnerability
Combined classification:
Unproductive Bedrock
Aquifer, Productive
Superficial Aquifer

470728 106449

Soil / surface

Leaching class: High
Infiltration value:
>70%

Dilution value: 300-
550mm/year

Leaching class: High
Infiltration value:
>70%

Dilution value: 300-
550mm/year

Leaching class: High
Infiltration value:
>70%

Dilution value: 300-
550mm/year

Leaching class: High
Infiltration value:
>70%

Dilution value: 300-
550mm/year

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Superficial geology

Vulnerability: High

Aquifer type: Secondary
Thickness: <3m

Patchiness value: <90%
Recharge potential: No Data

Vulnerability: High

Aquifer type: Secondary
Thickness: <3m

Patchiness value: <90%
Recharge potential: No Data

Vulnerability: High

Aquifer type: Secondary
Thickness: <3m

Patchiness value: <90%
Recharge potential: No Data

Vulnerability: High

Aquifer type: Secondary
Thickness: <3m

Patchiness value: <90%
Recharge potential: No Data

Bedrock geology

Vulnerability: High
Aquifer type: Principal
Flow mechanism: Well
connected fractures

Vulnerability: High
Aquifer type: Secondary
Flow mechanism: Well
connected fractures

Vulnerability: High
Aquifer type: Secondary
Flow mechanism: Well
connected fractures

Vulnerability:
Unproductive

Aquifer type:
Unproductive

Flow mechanism: Well
connected fractures

This data is sourced from the British Geological Survey, the Environment Agency and Natural Resources Wales.

5.4 Groundwater vulnerability- soluble rock risk

Records on site

1

This dataset identifies areas where solution features that enable rapid movement of a pollutant may be
present within a 1km grid square.

ID Maximum soluble risk category

A Very significant soluble rocks are likely to be present with a high possibility of

Percentage of grid square covered
by maximum risk

2.0%

localised subsidence or dissolution-related degradation of bedrock occurring
naturally, especially in adverse conditions such as concentrated surface or

subsurface water flow.

This data is sourced from the British Geological Survey and the Environment Agency.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

5.5 Groundwater vulnerability- local information

Records on site 1

This dataset identifies areas where additional local information affecting vulnerability is held by the
Environment Agency. Further information can be obtained by contacting the Environment Agency local Area
groundwater team through the Environment Agency National Customer Call Centre on 03798 506 506 or by
email on enquiries@environment-agency.gov.uk.

ID Summary Additional information
A Increased vulnerability of aquifers due to rapid flow Local studies confirm presence of swallow holes in the
pathways area

This data is sourced from the British Geological Survey and the Environment Agency.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
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5.6 Groundwater abstractions

Records within 2000m 3

Licensed groundwater abstractions for sites extracting more than 20 cubic metres of water a day and
includes active and historical records. The data may be for a single abstraction point, between two points
(line data) or a larger area.

Features are displayed on the Abstractions and Source Protection Zones map on page 52

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

470728 106449

Groundsure

LOCATION INTELLIGENCE

ID  Location

A 108m W
B 230m E
C 240m SW

Details

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: BEDHAMPTON PS SPRING NO 1

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 470580

Northing: 106370

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: BEDHAMPTON PS SPRING NO 2

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 471020

Northing: 106370

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: HAVANT PS

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 470480

Northing: 106270

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

This data is sourced from the Environment Agency and Natural Resources Wales.

5.7 Surface water abstractions

Records within 2000m 0

Licensed surface water abstractions for sites extracting more than 20 cubic metres of water a day and
includes active and historical records. The data may be for a single abstraction point, a stretch of
watercourse or a larger area.

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



Groundsure 470728 106449

LOCATION INTELLIGENCE

5.8 Potable abstractions

Records within 2000m

Licensed potable water abstractions for sites extracting more than 20 cubic metres of water a day and

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

includes active and historical records. The data may be for a single abstraction point, a stretch of
watercourse or a larger area.

Features are displayed on the Abstractions and Source Protection Zones map on page 52

ID  Location

A 108m W

B 230m E

C 240m SW

Details

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: BEDHAMPTON PS SPRING NO 1

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 470580

Northing: 106370

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: BEDHAMPTON PS SPRING NO 2

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 471020

Northing: 106370

Status: Active

Licence No: 11/42/36.2/1

Details: Potable Water Supply - Direct

Direct Source: Southern Region Groundwater
Point: HAVANT PS

Data Type: Point

Name: Portsmouth Water Ltd

Easting: 470480

Northing: 106270

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

Annual Volume (m?3): 35,770,000
Max Daily Volume (m?®): 137,000
Original Application No: -
Original Start Date: 23/12/1965
Expiry Date: -

Issue No: 102

Version Start Date: 09/06/2009
Version End Date: -

This data is sourced from the Environment Agency and Natural Resources Wales.

5.9 Source Protection Zones

Records within 500m

Source Protection Zones define the sensitivity of an area around a potable abstraction site to

contamination.

Features are displayed on the Abstractions and Source Protection Zones map on page 52

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021

3



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID Location  Type Description
1 On site 1 Inner catchment

This data is sourced from the Environment Agency and Natural Resources Wales.

5.10 Source Protection Zones (confined aquifer)

Records within 500m 1

Source Protection Zones in the confined aquifer define the sensitivity around a deep groundwater
abstraction to contamination. A confined aquifer would normally be protected from contamination by

overlying geology and is only considered a sensitive resource if deep excavation/drilling is taking place.

Features are displayed on the Abstractions and Source Protection Zones map on page 52

ID Location  Type Description
2 On site 1c Inner catchment within confined aquifer

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

6 Hydrology

== Site Outline

Search buffers in metres (m)

Water Network (OS MasterMap)

Surface water features
(wider than 5m)

Surface water features
(narrower than 5m)

WEFD River, canal and surface water
transfer water bodies

WEFD Lake water bodies

WED Transitional and coastal water
bodies

D WEFD Surface water body
catchments boundaries

E:! WEFD Groundwater body boundaries

— T

Braatuegnn |

tabase rights 2021. Ordnance Survey licence 1000352

6.1 Water Network (OS MasterMap)

Records within 250m 13

Detailed water network of Great Britain showing the flow and precise central course of every river, stream,
lake and canal.

Features are displayed on the Hydrology map on page 56

ID Location  Type of water feature Ground level Permanence Name
A 6m SE Inland river not influenced by normal tidal On ground surface Watercourse contains Hermitage
action. water year round (in Stream

normal circumstances)

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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Location

47m SE

144m NE

167m NE

174m NE

175m NE

178m W

186m NE

189m SW

197m NE

203m NE

206m SW

217m W

Type of water feature
Inland river not influenced by normal tidal

action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

Inland river not influenced by normal tidal
action.

This data is sourced from the Ordnance Survey.

Ground level

Underground

On ground surface

On ground surface

On ground surface

On ground surface

On ground surface

Underground

On ground surface

On ground surface

On ground surface

On ground surface

On ground surface

Ref: EMS-734687_955964

Your ref: EMS_734687_955964

Grid ref: 470728 106449

Permanence

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Watercourse contains
water year round (in
normal circumstances)

Name

Hermitage
Stream

Hermitage
Stream

Hermitage
Stream

Hermitage
Stream

Hermitage
Stream

Hermitage
Stream

Hermitage
Stream

Contact us with any questions at:
info@groundsure.com

08444 159 000

Date: 1 November 2021
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6.2 Surface water features

Records within 250m 6

Covering rivers, streams and lakes (some overlap with OS MasterMap Water Network data in previous
section) but additionally covers smaller features such as ponds. Rivers and streams narrower than 5m are
represented as a single line. Lakes, ponds and rivers or streams wider than 5m are represented as polygons.

Features are displayed on the Hydrology map on page 56

This data is sourced from the Ordnance Survey.

6.3 WFD Surface water body catchments

Records on site 2

The Water Framework Directive is an EU-led framework for the protection of inland surface waters,
estuaries, coastal waters and groundwater through river basin-level management planning. In terms of
surface water, these basins are broken down into smaller units known as management, operational and
water body catchments.

Features are displayed on the Hydrology map on page 56

ID Location Type Water body catchment  Water body ID Operational Management
catchment catchment
1 On site Coastal Not part of a river WB 216 East Hampshire East Hampshire
Catchment catchment Rivers
2 On site River WB Hermitage Stream GB107042016370 East Hampshire East Hampshire
catchment Rivers

This data is sourced from the Environment Agency and Natural Resources Wales.

6.4 WFD Surface water bodies

Records identified 1

Surface water bodies under the Directive may be rivers, lakes, estuary or coastal. To achieve the purpose of
the Directive, environmental objectives have been set and are reported on for each water body. The
progress towards delivery of the objectives is then reported on by the relevant competent authorities at the
end of each six-year cycle. The river water body directly associated with the catchment listed in the
previous section is detailed below, along with any lake, canal, coastal or artificial water body within 250m of
the site. Click on the water body ID in the table to visit the EA Catchment Explorer to find out more about
each water body listed.

Features are displayed on the Hydrology map on page 56

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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ID Location Type Name Water body ID Overall Chemical Ecological Year
rating rating rating

4 4m SE River  Hermitage Stream GB107042016370 Moderate Good Moderate 2016

This data is sourced from the Environment Agency and Natural Resources Wales.

6.5 WFD Groundwater bodies

Records on site 1

Groundwater bodies are also covered by the Directive and the same regime of objectives and reporting
detailed in the previous section is in place. Click on the water body ID in the table to visit the EA Catchment
Explorer to find out more about each groundwater body listed.

Features are displayed on the Hydrology map on page 56

ID Location  Name Water body ID Overall rating Chemical rating Quantitative Year

3 On site South Hants GB40702G503700 Good Good Good 2015
Lambeth Group

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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7 River and coastal flooding

== Site Outline

-\ Search buffers in metres (m)
4 \\ ; River and coastal flooding:
i Y S [ High
\ d , I:' Medium
r J s " [0 Low
\ | I:' Very Low
Historical Flood Events
a
a : i 2 Areas Used for Flood Storage
i F,
F— | [m] Areas Benefiting from Flood
LN Defences
]
~ —  Flood Defences
© Crown copyright and database rights 2021. Ordnange Survey licence*100035207
7.1 Risk of flooding from rivers and the sea
Records within 50m 7

The chance of flooding from rivers and/or the sea in any given year, based on cells of 50m within the Risk
of Flooding from Rivers and Sea (RoFRaS)/Flood Risk Assessment Wales (FRAW) models. Each cell is
allocated one of four flood risk categories, taking into account flood defences and their condition. The risk
categories for RoFRaS for rivers and the sea and FRAW for rivers are; Very low (less than 1 in 1000 chance
in any given year), Low (less than 1 in 100 but greater than or equal to 1 in 1000 chance), Medium (less
than 1 in 30 but greater than or equal to 1 in 100 chance) or High (greater than or equal to 1 in 30
chance). The risk categories for FRAW for the sea are; Very low (less than 1 in 1000 chance in any given
year), Low (less than 1 in 200 but greater than or equal to 1 in 1000 chance), Medium (less than 1 in 30
but greater than or equal to 1 in 200 chance) or High (greater than or equal to 1 in 30 chance).

Features are displayed on the River and coastal flooding map on page 60

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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Distance  Flood risk category
On site Medium
0-50m High

This data is sourced from the Environment Agency and Natural Resources Wales.

7.2 Historical Flood Events

Records within 250m 0

Records of historic flooding from rivers, the sea, groundwater and surface water. Records began in 1946
when predecessor bodies started collecting detailed information about flooding incidents, although limited
details may be included on flooding incidents prior to this date. Takes into account the presence of
defences, structures, and other infrastructure where they existed at the time of flooding, and includes flood
extents that may have been affected by overtopping, breaches or blockages.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.3 Flood Defences

Records within 250m 0

Records of flood defences owned, managed or inspected by the Environment Agency and Natural Resources
Wales. Flood defences can be structures, buildings or parts of buildings. Typically these are earth banks,
stone and concrete walls, or sheet-piling that is used to prevent or control the extent of flooding.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.4 Areas Benefiting from Flood Defences

Records within 250m 0

Areas that would benefit from the presence of flood defences in a 1 in 100 (1%) chance of flooding each
year from rivers or 1 in 200 (0.5%) chance of flooding each year from the sea.

This data is sourced from the Environment Agency and Natural Resources Wales.

7.5 Flood Storage Areas

Records within 250m 0

Areas that act as a balancing reservoir, storage basin or balancing pond to attenuate an incoming flood peak
to a flow level that can be accepted by the downstream channel or to delay the timing of a flood peak so
that its volume is discharged over a longer period.

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

River and coastal flooding - Flood Zones

== Site Outline

Search buffers in metres (m)

|:| Flood zone 2

. Flood zone 3

7.6 Flood Zone 2

Records within 50m 1

Areas of land at risk of flooding, when the presence of flood defences are ignored. Covering land between
Flood Zone 3 (see next section) and the extent of the flooding from rivers or the sea with a 1 in 1000
(0.1%) chance of flooding each year.

Features are displayed on the River and coastal flooding map on page 60

Location  Type

On site Zone 2 - (Fluvial /Tidal Models)

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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7.7 Flood Zone 3

Records within 50m 1

Areas of land at risk of flooding, when the presence of flood defences are ignored. Covering land witha 1
in 100 (1%) or greater chance of flooding each year from rivers or a 1 in 200 (0.5%) or greater chance of
flooding each year from the sea.

Features are displayed on the River and coastal flooding map on page 60

Location  Type

On site Zone 3 - (Fluvial Models)

This data is sourced from the Environment Agency and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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8 Surface water flooding

=  Site Outline

Search buffers in metres (m)

1in 1000 return period
. Depth between 0.1m - 0.3m
l:l Depth between 0.3m - 1.0m

|:| Depth greater than 1.0m

1in 250 return period
l:l Depth between 0.1m - 0.3m
l:l Depth between 0.3m - 1.0m
l:l Depth greater than 1.0m
1in 100 return period
l:l Depth between 0.1m - 0.3m
|:| Depth between 0.3m - 1.0m

|:| Depth greater than 1.0m

1in 30 return period
l:l Depth between 0.1m - 0.3m
|:| Depth between 0.3m - 1.0m

7 Bl are e . Depth greater than 1.0m
« 4O Crown copyright and database rights 2021. Ordgdnce Survey li€ence 100035207

8.1 Surface water flooding

Highest risk on site 1in 250 year, 0.1m - 0.3m

Highest risk within 50m 1in 30 year, 0.3m - 1.0m

Ambiental Risk Analytics surface water (pluvial) FloodMap identifies areas likely to flood as a result of
extreme rainfall events, i.e. land naturally vulnerable to surface water ponding or flooding. This data set was
produced by simulating 1 in 30 year, 1 in 100 year, 1 in 250 year and 1 in 1,000 year rainfall events. Modern
urban drainage systems are typically built to cope with rainfall events between 1 in 20 and 1 in 30 years,
though some older ones may flood in a 1 in 5 year rainfall event.

Features are displayed on the Surface water flooding map on page 64

The data shown on the map and in the table above shows the highest likelihood of flood events happening
at the site. Lower likelihood events may have greater flood depths and hence a greater potential impact on

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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a site. The table below shows the maximum flood depths for a range of return periods for the site.

Return period
1in 1000 year
1in 250 year
1in 100 year

1in 30 year

This data is sourced from Ambiental Risk Analytics.

Maximum modelled depth
Greater than 1.0m

Greater than 1.0m

Between 0.3m and 1.0m

Between 0.1m and 0.3m

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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9 Groundwater flooding

== Site Outline

Search buffers in metres (m)

[] Hieh
|:| Moderate - High
[[] Moderate
|:| Low
[] Negligible
e Lt BE e
own copyright and database rights 2021. Ord urveyli
9.1 Groundwater flooding
Highest risk on site High
Highest risk within 50m High

Groundwater flooding is caused by unusually high groundwater levels. It occurs when the water table rises
above the ground surface or within underground structures such as basements or cellars. Groundwater
flooding tends to exhibit a longer duration than surface water flooding, possibly lasting for weeks or
months, and as a result it can cause significant damage to property. This risk assessment is based ona 1 in
100 year return period and a 5m Digital Terrain Model (DTM).

Features are displayed on the Groundwater flooding map on page 66

This data is sourced from Ambiental Risk Analytics.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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10 Environmental designations

== Site Outline

LA, : Search buffers in metres (m)
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10.1 Sites of Special Scientific Interest (SSSI)

Records within 2000m 3

Sites providing statutory protection for the best examples of UK flora, fauna, or geological or
physiographical features. Originally notified under the National Parks and Access to the Countryside Act
1949, SSSlIs were re-notified under the Wildlife and Countryside Act 1981. Improved provisions for the
protection and management of SSSlIs were introduced by the Countryside and Rights of Way Act 2000 (in
England and Wales) and (in Scotland) by the Nature Conservation (Scotland) Act 2004 and the Wildlife and
Natural Environment (Scotland) Act 2010.

Features are displayed on the Environmental designations map on page 67

ID  Location Name Data source

A 1046m S Langstone Harbour Natural England

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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ID Location Name
- 1843m SE Chichester Harbour

- 1945m SW  Langstone Harbour

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Data source
Natural England

Natural England

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.2 Conserved wetland sites (Ramsar sites)

Records within 2000m

3

Ramsar sites are designated under the Convention on Wetlands of International Importance, agreed in
Ramesar, Iran, in 1971. They cover all aspects of wetland conservation and wise use, recognizing wetlands as
ecosystems that are extremely important for biodiversity conservation in general and for the well-being of
human communities. These sites cover a broad definition of wetland; marsh, fen, peatland or water,
whether natural or artificial, permanent or temporary, with water that is static or flowing, fresh, brackish or

salt, and even some marine areas.

Features are displayed on the Environmental designations map on page 67

ID Location Site

A 1046m S Name: Chichester and Langstone Harbours
Site status: Listed

Data source: Natural England

- 1843m SE Name: Chichester and Langstone Harbours
Site status: Listed
Data source: Natural England

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Details

Overview: Chichester and Langstone Harbours are large,
sheltered estuarine basins comprising extensive mud and
sand flats exposed at low tide. The site is of particular
significance for over-wintering wildfowl and waders and
also a wide range of coastal and transitional habitats
supporting important plant and animal communities.
Ramsar criteria: Ramsar criterion 1 Two large estuarine
basins linked by the channel which divides Hayling Island
from the main Hampshire coastline. The site includes
intertidal mudflats, saltmarsh, sand and shingle spits and
sand dunes.

Overview: Chichester and Langstone Harbours are large,
sheltered estuarine basins comprising extensive mud and
sand flats exposed at low tide. The site is of particular
significance for over-wintering wildfowl and waders and
also a wide range of coastal and transitional habitats
supporting important plant and animal communities.
Ramsar criteria: Ramsar criterion 1 Two large estuarine
basins linked by the channel which divides Hayling Island
from the main Hampshire coastline. The site includes
intertidal mudflats, saltmarsh, sand and shingle spits and
sand dunes.

Date: 1 November 2021
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ID Location Site Details

- 1944m SW Name: Chichester and Langstone Harbours
Site status: Listed

Data source: Natural England

Overview: Chichester and Langstone Harbours are large,
sheltered estuarine basins comprising extensive mud and
sand flats exposed at low tide. The site is of particular
significance for over-wintering wildfowl and waders and
also a wide range of coastal and transitional habitats
supporting important plant and animal communities.
Ramsar criteria: Ramsar criterion 1 Two large estuarine
basins linked by the channel which divides Hayling Island
from the main Hampshire coastline. The site includes
intertidal mudflats, saltmarsh, sand and shingle spits and
sand dunes.

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.3 Special Areas of Conservation (SAC)

Records within 2000m 1

Areas which have been identified as best representing the range and variety within the European Union of
habitats and (non-bird) species listed on Annexes | and Il to the Directive. SACs are designated under the EC
Habitats Directive.

Features are displayed on the Environmental designations map on page 67

ID Location Name  Features of interest Habitat description Data
source
2 1046m S Solent Subtidal sandbanks; Estuaries; Intertidal Broad-leaved deciduous woodland; Shingle, Natural
Maritim mudflats and sandflats; Lagoons; Annual Sea cliffs, Islets; Coastal sand dunes, Sand England
e vegetation of drift lines; Coastal shingle beaches, Machair; Salt marshes, Salt

vegetation outside the reach of waves;
Glasswort and other annuals colonising
mud and sand; Cord-grass swards; Atlantic
salt meadows; Shifting dunes with marram;
Dune grassland; Desmoulin’s whorl snail;
Otter; Common seal.

pastures, Salt steppes; Tidal rivers,
Estuaries, Mud flats, Sand flats, Lagoons
(including saltwork basins); Marine areas,
Seainlets

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.4 Special Protection Areas (SPA)

Records within 2000m

Sites classified by the UK Government under the EC Birds Directive, SPAs are areas of the most important
habitat for rare (listed on Annex | to the Directive) and migratory birds within the European Union.

Features are displayed on the Environmental designations map on page 67

Contact us with any questions at:

info@groundsure.com
08444 159 000

Date: 1 November 2021
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Location

1046m S

1206m S

1277m S

1843m SE

1857m SE

1945m SW

Name

Chichester
and Langstone
Harbours

Chichester
and Langstone
Harbours

Chichester
and Langstone
Harbours

Chichester
and Langstone
Harbours

Chichester
and Langstone
Harbours

Chichester
and Langstone
Harbours

470728 106449

Species of interest

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Common shelduck; Eurasian wigeon;
Eurasian teal; Northern pintail; Northern
shoveler; Red-breasted merganser;
Ringed plover; Grey plover; Sanderling;
Bar-tailed godwit; Eurasian curlew;
Common redshank; Ruddy turnstone;
Sandwich tern; Common tern; Little

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Habitat description

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Maquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Magquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Maquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Maquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Magquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

Other land (including Towns, Villages,
Roads, Waste places, Mines, Industrial
sites); Inland water bodies (Standing
water, Running water); Heath, Scrub,
Maquis and Garrigue, Phygrana; Humid
grassland, Mesophile grassland; Coastal
sand dunes, Sand beaches

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

Data
source

Natural
Englan
d

Natural
Englan
d

Natural
Englan
d

Natural
Englan

Natural
Englan
d

Natural
Englan

Contact us with any questions at:
info@groundsure.com
08444 159 000
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10.5 National Nature Reserves (NNR)

Records within 2000m 0

Sites containing examples of some of the most important natural and semi-natural terrestrial and coastal
ecosystems in Great Britain. They are managed to conserve their habitats, provide special opportunities for
scientific study or to provide public recreation compatible with natural heritage interests.

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.6 Local Nature Reserves (LNR)

Records within 2000m 1

Sites managed for nature conservation, and to provide opportunities for research and education, or simply
enjoying and having contact with nature. They are declared by local authorities under the National Parks
and Access to the Countryside Act 1949 after consultation with the relevant statutory nature conservation
agency.

Features are displayed on the Environmental designations map on page 67

ID Location Name Data source

- 1945m SW  Farlington Marshes Natural England

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.7 Designated Ancient Woodland

Records within 2000m 8

Ancient woodlands are classified as areas which have been wooded continuously since at least 1600 AD.
This includes semi-natural woodland and plantations on ancient woodland sites. 'Wooded continuously'
does not mean there is or has previously been continuous tree cover across the whole site, and not all
trees within the woodland have to be old.

Features are displayed on the Environmental designations map on page 67

ID Location  Name Woodland Type

4 1231m NW Unknown Ancient Replanted Woodland

6 1298m NW Unknown Ancient & Semi-Natural Woodland
7 1415m NW  Unknown Ancient & Semi-Natural Woodland
- 1575m NW  Unknown Ancient & Semi-Natural Woodland
- 1831m NW Unknown Ancient & Semi-Natural Woodland

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID Location  Name Woodland Type
- 1880m NW Unknown Ancient Replanted Woodland
- 1907m N Unknown Ancient & Semi-Natural Woodland
- 1993m NE  Great Copse Ancient & Semi-Natural Woodland

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.8 Biosphere Reserves

Records within 2000m 0

Biosphere Reserves are internationally recognised by UNESCO as sites of excellence to balance conservation
and socioeconomic development between nature and people. They are recognised under the Man and the
Biosphere (MAB) Programme with the aim of promoting sustainable development founded on the work of
the local community.

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.9 Forest Parks

Records within 2000m 0

These are areas managed by the Forestry Commission designated on the basis of recreational, conservation
or scenic interest.

This data is sourced from the Forestry Commission.

10.10 Marine Conservation Zones

Records within 2000m 0

A type of marine nature reserve in UK waters established under the Marine and Coastal Access Act (2009).
They are designated with the aim to protect nationally important, rare or threatened habitats and species.

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

10.11 Green Belt

Records within 2000m 0

Areas designated to prevent urban sprawl by keeping land permanently open.

This data is sourced from the Ministry of Housing, Communities and Local Government.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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10.12 Proposed Ramsar sites

Records within 2000m 0

Ramsar sites are areas listed as a Wetland of International Importance under the Convention on Wetlands
of International Importance especially as Waterfowl Habitat (the Ramsar Convention) 1971. The sites here
supplied have a status of 'Proposed' having been identified for potential adoption under the framework.

This data is sourced from Natural England.

10.13 Possible Special Areas of Conservation (pSAC)

Records within 2000m 0

Special Areas of Conservation are areas which have been identified as best representing the range and
variety within the European Union of habitats and (non-bird) species listed on Annexes | and Il to the
Directive. SACs are designated under the EC Habitats Directive. Those sites supplied here are those with a
status of 'Possible’ having been identified for potential adoption under the framework.

This data is sourced from Natural England and Natural Resources Wales.

10.14 Potential Special Protection Areas (pSPA)

Records within 2000m 0

Special Protection Areas (SPAs) are areas designated (or ‘classified’) under the European Union Wild Birds
Directive for the protection of nationally and internationally important populations of wild birds. Those sites
supplied here are those with a status of 'Potential' having been identified for potential adoption under the
framework.

This data is sourced from Natural England.

10.15 Nitrate Sensitive Areas

Records within 2000m 0

Areas where nitrate concentrations in drinking water sources exceeded or was at risk of exceeding the limit
of 50 mg/I set by the 1980 EC Drinking Water Directive. Voluntary agricultural measures as a means of
reducing the levels of nitrate were introduced by DEFRA as MAFF, with payments being made to farmers
who complied. The scheme was started as a pilot in 1990 in ten areas, later implemented within 32 areas.
The scheme was closed to further new entrants in 1998, although existing agreements continued for their
full term. All Nitrate Sensitive Areas fell within the areas designated as Nitrate Vulnerable Zones (NVZs) in
1996 under the EC Nitrate Directive (91/676/EEC).

This data is sourced from Natural England.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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10.16 Nitrate Vulnerable Zones

Records within 2000m 4

Areas at risk from agricultural nitrate pollution designated under the EC Nitrate Directive (91/676/EEC).
These are areas of land that drain into waters polluted by nitrates. Farmers operating within these areas
have to follow mandatory rules to tackle nitrate loss from agriculture.

Location Name Type NVZID Status

On site Chichester,Langstone and Portsmouth Harbours Eutrophic NVZ (TraC) Eutrophic Water ET2 Existing
402m SW Chichester,Langstone and Portsmouth Harbours Eutrophic NVZ (TraC) Eutrophic Water ET2 Existing
1645m E WARBLINGTON STREAM - NO.2 NVZ Surface Water S667 Existing
1857mE WARBLINGTON STREAM - NO.2 NVZ Surface Water S667 Existing

This data is sourced from Natural England and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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SSSI Impact Zones and Units
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10.17 SSSI Impact Risk Zones
Records on site 1

Developed to allow rapid initial assessment of the potential risks to SSSIs posed by development proposals.
They define zones around each SSSI which reflect the particular sensitivities of the features for which it is
notified and indicate the types of development proposal which could potentially have adverse impacts.

Features are displayed on the SSSI Impact Zones and Units map on page 75

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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ID Location  Type of developments requiring consultation

1 On site All applications - All Planning Applications - Except Householder Applications.
Notes: For new residential development in this area financial contributions are required to mitigate
increased recreational disturbance on coastal SPAs and Ramsar Sites. Check with Local Planning
Authority.SOLENT NUTRIENT IMPACT AREA. For new development with overnight accommodation Reg 63 of
the Conservation of Habitats and Species Regulations 2017 must be applied. LPA to refer to Natural England’s
Solent Nutrient Neutrality Advice Note June 2019.

This data is sourced from Natural England.

10.18 SSSI Units

Records within 2000m 5

Divisions of SSSls used to record management and condition details. Units are the smallest areas for which
Natural England gives a condition assessment, however, the size of units varies greatly depending on the
types of management and the conservation interest.

Features are displayed on the SSSI Impact Zones and Units map on page 75

ID: 14

Location: 1046m S

SSSI name: Langstone Harbour

Unit name: Langstone Hbr East

Broad habitat: Littoral Sediment
Condition: Unfavourable - Recovering

Reportable features:

Feature name Feature condition Date of assessment
H1110 Sandbanks which are slightly covered by sea water all the time Favourable 29/11/2010
H1130 Estuaries Unfavourable - Recovering  21/09/2018
H1140 Mudflats and sandflats not covered by seawater at low tide Unfavourable - Recovering  29/11/2010
H1210 Annual vegetation of drift lines Favourable 29/11/2010
H1220 Perennial vegetation of stony banks Favourable 29/11/2010
H1310 Salicornia and other annuals colonising mud and sand Unfavourable - Recovering  29/11/2010
H1320 Spartina swards (Spartinion maritimae) Unfavourable - Recovering  29/11/2010
H1330 Atlantic salt meadows (Glauco-Puccinellietalia maritimae) Unfavourable - Recovering  29/11/2010
SM4-28 - Saltmarsh Unfavourable - Recovering  29/11/2010

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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ID: 16

Location: 1215m SW

SSSI name: Langstone Harbour

Unit name: North Binness Island
Broad habitat: Littoral Sediment
Condition: Unfavourable - Recovering

Reportable features:

Feature name

H1110 Sandbanks which are slightly covered by sea water all the time
H1130 Estuaries

H1140 Mudflats and sandflats not covered by seawater at low tide
H1210 Annual vegetation of drift lines

H1220 Perennial vegetation of stony banks

H1310 Salicornia and other annuals colonising mud and sand

H1320 Spartina swards (Spartinion maritimae)

H1330 Atlantic salt meadows (Glauco-Puccinellietalia maritimae)

SM4-28 - Saltmarsh

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Feature condition

Unfavourable - Recovering
Unfavourable - Recovering
Unfavourable - Recovering
Unfavourable - Recovering
Unfavourable - Recovering
Unfavourable - Recovering
Unfavourable - Recovering

Unfavourable - Recovering

Date of assessment
29/10/2010
21/09/2018
29/10/2010
29/10/2010
29/10/2010
29/10/2010
29/10/2010

29/10/2010

ID: 17

Location: 1277m S

SSSI name: Langstone Harbour

Unit name: South Moor

Broad habitat: Neutral Grassland - Lowland
Condition: Unfavourable - No change

Reportable features:

Feature name

Aggregations of non-breeding birds - Curlew, Numenius arquata

Feature condition

Date of assessment

ID: -

Location: 1843m SE

SSSI name: Chichester Harbour

Unit name: Warblington / Emsworth Foreshore
Broad habitat: Littoral Sediment

Condition: Unfavourable - No change

Reportable features:

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Date: 1 November 2021 @
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Feature name Feature condition Date of assessment
H1130 Estuaries Unfavourable - No change  26/09/2018
H1140 Mudflats and sandflats not covered by seawater at low tide Unfavourable - Recovering  29/11/2010
H1210 Annual vegetation of drift lines Unfavourable - Recovering  29/11/2010
H1220 Perennial vegetation of stony banks Favourable 29/11/2010
H1310 Salicornia and other annuals colonising mud and sand Unfavourable - Recovering  29/11/2010
H1320 Spartina swards (Spartinion maritimae) Unfavourable - Recovering  29/11/2010
H1330 Atlantic salt meadows (Glauco-Puccinellietalia maritimae) Unfavourable - Recovering  29/11/2010
Littoral sediment Unfavourable - Recovering  13/08/2014
SM4-28 - Saltmarsh Unfavourable - Recovering  29/11/2010

ID: -

Location: 1945m SW

SSSI name: Langstone Harbour

Unit name: Farlington Marshes Lnr (North)

Broad habitat: Neutral Grassland - Lowland

Condition: Favourable

Reportable features:

Feature name Feature condition Date of assessment

SM4-28 - Saltmarsh Favourable 01/10/2010

This data is sourced from Natural England and Natural Resources Wales.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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11 Visual and cultural designations

== Site Outline

o

Search buffers in metres (m)

Listed buildings
Conservation areas

Conservation areas - no data

National Parks

Areas of Outstanding Natural
Beauty

Registered parks and gardens
Scheduled Monuments

World Heritage Sites

NmoOopggeo d B

© Crown copyright and database righ't's!P21(')21. Ordnance Survey licence100035207

11.1 World Heritage Sites

Records within 250m 0

Sites designated for their globally important cultural or natural interest requiring appropriate management
and protection measures. World Heritage Sites are designated to meet the UK's commitments under the
World Heritage Convention.

This data is sourced from Historic England, Cadw and Historic Environment Scotland.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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11.2 Area of Outstanding Natural Beauty

Records within 250m 0

Areas of Outstanding Natural Beauty (AONB) are conservation areas, chosen because they represent 18% of
the finest countryside. Each AONB has been designated for special attention because of the quality of their
flora, fauna, historical and cultural associations, and/or scenic views. The National Parks and Access to the
Countryside Act of 1949 created AONBs and the Countryside and Rights of Way Act, 2000 added further
regulation and protection. There are likely to be restrictions to some developments within these areas.

This data is sourced from Natural England, Natural Resources Wales and Scottish Natural Heritage.

11.3 National Parks

Records within 250m 0

In England and Wales, the purpose of National Parks is to conserve and enhance landscapes within the
countryside whilst promoting public enjoyment of them and having regard for the social and economic well-
being of those living within them. In Scotland National Parks have the additional purpose of promoting the
sustainable use of the natural resources of the area and the sustainable social and economic development
of its communities. The National Parks and Access to the Countryside Act 1949 established the National
Park designation in England and Wales, and The National Parks (Scotland) Act 2000 in Scotland.

This data is sourced from Natural England, Natural Resources Wales and the Scottish Government.

11.4 Listed Buildings

Records within 250m 2

Buildings listed for their special architectural or historical interest. Building control in the form of 'listed
building consent' is required in order to make any changes to that building which might affect its special
interest. Listed buildings are graded to indicate their relative importance, however building controls apply to
all buildings equally, irrespective of their grade, and apply to the interior and exterior of the building in its
entirety, together with any curtilage structures.

Features are displayed on the Visual and cultural designations map on page 79

ID Location Name Grade Reference Number Listed date
1 163m NW  The Golden Lion, Bedhampton, Havant, Hampshire, PO9 Il 1091646 21/07/1975
3 203m NW  Bedhampton Arts Centre (The Old School), Bedhampton, Il 1393209 11/03/2009

Havant, Hampshire, PO9

This data is sourced from Historic England, Cadw and Historic Environment Scotland.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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11.5 Conservation Areas

Records within 250m 1

Local planning authorities are obliged to designate as conservation areas any parts of their own area that
are of special architectural or historic interest, the character and appearance of which it is desirable to
preserve or enhance. Designation of a conservation area gives broader protection than the listing of
individual buildings. All the features within the area, listed or otherwise, are recognised as part of its
character. Conservation area designation is the means of recognising the importance of all factors and of
ensuring that planning decisions address the quality of the landscape in its broadest sense.

Features are displayed on the Visual and cultural designations map on page 79

ID Location Name District Date of designation

2 164m NE Brockhampton, Havant Havant 13/04/2005

This data is sourced from Historic England, Cadw and Historic Environment Scotland.

11.6 Scheduled Ancient Monuments

Records within 250m 0

A scheduled monument is an historic building or site that is included in the Schedule of Monuments kept by

the Secretary of State for Digital, Culture, Media and Sport. The regime is set out in the Ancient
Monuments and Archaeological Areas Act 1979. The Schedule of Monuments has ¢.20,000 entries and
includes sites such as Roman remains, burial mounds, castles, bridges, earthworks, the remains of deserte
villages and industrial sites. Monuments are not graded, but all are, by definition, considered to be of
national importance.

This data is sourced from Historic England, Cadw and Historic Environment Scotland.

11.7 Registered Parks and Gardens

Records within 250m 0

Parks and gardens assessed to be of particular interest and of special historic interest. The emphasis being
on 'designed' landscapes, rather than on planting or botanical importance. Registration is a 'material
consideration' in the planning process, meaning that planning authorities must consider the impact of any
proposed development on the special character of the landscape.

This data is sourced from Historic England, Cadw and Historic Environment Scotland.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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12 Agricultural designations

== Site Outline
Search buffers in metres (m)

Grade 1 - excellent quality

Grade 2 - very good quality

Grade 3 - good to moderate quality
Grade 3a - good quality

Grade 3b - moderate quality

Grade 4 - poor quality

Grade 5 - very poor quality

Non-agricultural land

Urban land

Exclusion land

BEREO0OO000OO0E .

Tree felling licences

Open Access land

N

12.1 Agricultural Land Classification

Records within 250m 2

Classification of the quality of agricultural land taking into consideration multiple factors including climate,
physical geography and soil properties. It should be noted that the categories for the grading of agricultural
land are not consistent across England, Wales and Scotland.

Features are displayed on the Agricultural designations map on page 82

ID Location Classification Description
1 On site Urban -

2 247m S Grade 1 Excellent quality agricultural land. Land with no or very minor limitations to agricultural use. A
very wide range of agricultural and horticultural crops can be grown and commonly includes
top fruit, soft fruit, salad crops and winter harvested vegetables. Yields are high and less
variable than on land of lower quality.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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This data is sourced from Natural England.

12.2 Open Access Land

Records within 250m 0

The Countryside and Rights of Way Act 2000 (CROW Act) gives a public right of access to land without
having to use paths. Access land includes mountains, moors, heaths and downs that are privately owned. It
also includes common land registered with the local council and some land around the England Coast Path.
Generally permitted activities on access land are walking, running, watching wildlife and climbing.

This data is sourced from Natural England and Natural Resources Wales.

12.3 Tree Felling Licences

Records within 250m 0

Felling Licence Application (FLA) areas approved by Forestry Commission England. Anyone wishing to fell
trees must ensure that a licence or permission under a grant scheme has been issued by the Forestry
Commission before any felling is carried out or that one of the exceptions apply.

This data is sourced from the Forestry Commission.

12.4 Environmental Stewardship Schemes

Records within 250m 0

Environmental Stewardship covers a range of schemes that provide financial incentives to farmers, foresters
and land managers to look after and improve the environment. The schemes identified may be historical
schemes that have now expired, or may still be active.

This data is sourced from Natural England.

12.5 Countryside Stewardship Schemes

Records within 250m 0

Countryside Stewardship covers a range of schemes that provide financial incentives to farmers, foresters
and land managers to look after and improve the environment. Main objectives are to improve the farmed
environment for wildlife and to reduce diffuse water pollution.

This data is sourced from Natural England.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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13 Habitat designations

== Site Outline
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13.1 Priority Habitat Inventory
Records within 250m 19

Habitats of principal importance as named under Natural Environment and Rural Communities Act (2006)
Section 41.

Features are displayed on the Habitat designations map on page 84

ID Location  Main Habitat Other habitats

1 On site Coastal and floodplain grazing marsh Main habitat: CFPGM (INV > 50%)
2 5mW No main habitat but additional habitats present Additional: CFPGM (INV 50%)

3 11m SE Coastal and floodplain grazing marsh Main habitat: CFPGM (INV > 50%)

4 23m NW Good quality semi-improved grassland Main habitat: LMEAD (INV > 50%)

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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Location
66m S
69m S
70m S
72m S
77m SW
81mS
109m SW
159m SE
182m NE
198m SW
208m SW
215m W
216m W
218m W

227m SW

Main Habitat

Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh
Coastal and floodplain grazing marsh

Coastal and floodplain grazing marsh

This data is sourced from Natural England.

13.2 Habitat Networks

Records within 250m

Habitat networks for 18 priority habitat networks (based primarily, but not exclusively, on the priority
habitat inventory) and areas suitable for the expansion of networks through restoration and habitat

creation.

This data is sourced from Natural England.

13.3 Open Mosaic Habitat

Records within 250m

470728 106449

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Other habitats

Main habitat:

Main habitat

Main habitat:

Main habitat:

Main habitat:

Main habitat:

Main habitat

Main habitat:

Main habitat:

Main habitat:

Main habitat:

Main habitat:

Main habitat

Main habitat:

Main habitat:

CFPGM (INV > 50%)

: CFPGM (INV > 50%)

CFPGM (INV > 50%)
CFPGM (INV > 50%)
CFPGM (INV > 50%)

CFPGM (INV > 50%)

: CFPGM (INV > 50%)

CFPGM (INV > 50%)
CFPGM (INV > 50%)
CFPGM (INV > 50%)
CFPGM (INV > 50%)

CFPGM (INV > 50%)

: CFPGM (INV > 50%)

CFPGM (INV > 50%)

CFPGM (INV > 50%)

0

Sites verified as Open Mosaic Habitat. Mosaic habitats are brownfield sites that are identified under the UK

Biodiversity Action Plan as a priority habitat due to the habitat variation within a single site, supporting an

array of invertebrates.

This data is sourced from Natural England.

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021
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13.4 Limestone Pavement Orders

Records within 250m 0

Limestone pavements are outcrops of limestone where the surface has been worn away by natural means
over millennia. These rocks have the appearance of paving blocks, hence their name. Not only do they have
geological interest, they also provide valuable habitats for wildlife. These habitats are threatened due to
their removal for use in gardens and water features. Many limestone pavements have been designated as
SSSls which affords them some protection. In addition, Section 34 of the Wildlife and Countryside Act 1981
gave them additional protection via the creation of Limestone Pavement Orders, which made it a criminal
offence to remove any part of the outcrop. The associated Limestone Pavement Priority Habitat is part of
the UK Biodiversity Action Plan priority habitat in England.

This data is sourced from Natural England.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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14 Geology 1:10,000 scale - Availability

== Site Outline

Search buffers in metres (m)

[] Full coverage
[] Partial coverage

[ ] No coverage

14.1 10k Availability

An indication on the coverage of 1:10,000 scale geology data for the site, the most detailed dataset
provided by the British Geological Survey. Either 'Full’, 'Partial' or 'No coverage' for each geological theme.

Features are displayed on the Geology 1:10,000 scale - Availability map on page 87

1 On site Full Full Full No coverage SU70NW

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Geology 1:10,000 scale - Artificial and made ground

14.2 Artificial and made ground (10k)

Records within 500m 0

Details of made, worked, infilled, disturbed and landscaped ground at 1:10,000 scale. Artificial ground can
be associated with potentially contaminated material, unpredictable engineering conditions and instability.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com 88

08444 159 000
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Geology 1:10,000 scale - Superficial

== Site Outline

Search buffers in metres (m)

Landslip (10k)

Superficial geology (10k)
Please see table for more details.

4 |
© Crown .!-.,,__ ahd database rights 2031. Ordnangg Survey licence 10003520

14.3 Superficial geology (10k)

Records within 500m 7

Superficial geological deposits at 1:10,000 scale. Also known as 'drift’', these are the youngest geological
deposits, formed during the Quaternary. They rest on older deposits or rocks referred to as bedrock.

Features are displayed on the Geology 1:10,000 scale - Superficial map on page 89

ID Location LEX Code Description Rock description
1 On site HEAD- Head - Clay, Silt, Sand And Gravel Clay, Silt, Sand And Gravel
XCzsv
2 On site ALV-XCZSV  Alluvium - Clay, Silt, Sand And Gravel Clay, Silt, Sand And Gravel
3 On site RTDU-XSZC River Terrace Deposits (undifferentiated) - Sand, Silt And Sand, Silt And Clay
Clay

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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ID Location LEX Code Description Rock description

4 45m SE HEAD- Head - Clay, Silt, Sand And Gravel Clay, Silt, Sand And Gravel
XCZSV

5 56m SE RTDU-XSZC  River Terrace Deposits (undifferentiated) - Sand, Silt And Sand, Silt And Clay

Clay

6 278m SE HEAD- Head - Clay, Silt, Sand And Gravel Clay, Silt, Sand And Gravel

XCZSV

7 457m SE RTDU-XSZC  River Terrace Deposits (undifferentiated) - Sand, Silt And Sand, Silt And Clay
Clay

This data is sourced from the British Geological Survey.

14.4 Landslip (10k)

Records within 500m 0

Mass movement deposits on BGS geological maps at 1:10,000 scale. Primarily superficial deposits that have
moved down slope under gravity to form landslips. These affect bedrock, other superficial deposits and
artificial ground.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Geology 1:10,000 scale - Bedrock
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14.5 Bedrock geology (10k)

Records within 500m 5

Bedrock geology at 1:10,000 scale. The main mass of rocks forming the Earth and present everywhere,
whether exposed at the surface in outcrops or concealed beneath superficial deposits or water.

Features are displayed on the Geology 1:10,000 scale - Bedrock map on page 91

ID Location LEX Code Description Rock age
1 On site LMBE-CLAY Lambeth Group - Clay Paleocene Epoch
2 On site LPCK-CHLK  Lewes Nodular Chalk Formation, Seaford Chalk Campanian Age - Turonian Age

Formation, Newhaven Chalk Formation, Culver Chalk
Formation And Portsdown Chalk Formation
(undifferentiated) - Chalk

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID Location LEX Code Description Rock age
3 13mN LC-CLSISA London Clay Formation - Clay, Silt And Sand Eocene Epoch
4 224m N BOSA- Bognor Sand Member - Sand Eocene Epoch
SANDU
6 474m N LC-SANDU London Clay Formation - Sand Eocene Epoch

This data is sourced from the British Geological Survey.

14.6 Bedrock faults and other linear features (10k)

Records within 500m 2

Linear features at the ground or bedrock surface at 1:10,000 scale of six main types; rock, fault, fold axis,
mineral vein, alteration area or landform. Features are either observed or inferred, and relate primarily to
bedrock.

Features are displayed on the Geology 1:10,000 scale - Bedrock map on page 91

ID Location  Category Description
5 466m N FOLD_AXIS Axial plane trace of major syncline
7 495m S FOLD_AXIS Axial plane trace of major anticline

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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15 Geology 1:50,000 scale - Availability
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15.1 50k Availability

Records within 500m 1

An indication on the coverage of 1:50,000 scale geology data for the site. Either 'Full' or 'No coverage' for
each geological theme.

Features are displayed on the Geology 1:50,000 scale - Availability map on page 93

ID Location Artificial Superficial Bedrock Mass movement Sheet No.

1 On site Full Full Full Full EW316_fareham_v4

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Geology 1:50,000 scale - Artificial and made ground

15.2 Artificial and made ground (50k)

Records within 500m 0

Details of made, worked, infilled, disturbed and landscaped ground at 1:50,000 scale. Artificial ground can
be associated with potentially contaminated material, unpredictable engineering conditions and instability.

This data is sourced from the British Geological Survey.

15.3 Artificial ground permeability (50k)

Records within 50m 0

A qualitative classification of estimated rates of vertical movement of water from the ground surface
through the unsaturated zone of any artificial deposits (the zone between the land surface and the water
table).

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Geology 1:50,000 scale - Superficial

== Site Outline

Search buffers in metres (m)

Landslip (50k)

Superficial geology (50k)
Please see table for more details.
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15.4 Superficial geology (50k)

Records within 500m 7

Superficial geological deposits at 1:50,000 scale. Also known as 'drift’', these are the youngest geological
deposits, formed during the Quaternary. They rest on older deposits or rocks referred to as bedrock.

Features are displayed on the Geology 1:50,000 scale - Superficial map on page 95

ID Location LEX Code Description Rock description

1 On site RTDU-XSZC RIVER TERRACE DEPOSITS (UNDIFFERENTIATED) SAND, SILT AND CLAY

2 On site HEAD- HEAD CLAY, SILT, SAND AND GRAVEL
XCzsv

3 On site ALV-XCZSV ALLUVIUM CLAY, SILT, SAND AND GRAVEL

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID Location LEX Code Description Rock description
4 43m SE HEAD-XCV HEAD CLAY AND GRAVEL
5 52m SE RTDU-XSZC RIVER TERRACE DEPOSITS (UNDIFFERENTIATED) SAND, SILT AND CLAY
6 276m SE HEAD-XCV HEAD CLAY AND GRAVEL
7 455m SE RTDU-XSzC RIVER TERRACE DEPOSITS (UNDIFFERENTIATED) SAND, SILT AND CLAY

This data is sourced from the British Geological Survey.

15.5 Superficial permeability (50k)

Records within 50m 4

A qualitative classification of estimated rates of vertical movement of water from the ground surface
through the unsaturated zone of any superficial deposits (the zone between the land surface and the water
table).

Location Flow type Maximum permeability Minimum permeability
On site Intergranular High Low

On site Intergranular High Very Low

On site Mixed High Very Low

42m NE Mixed High Low

This data is sourced from the British Geological Survey.

15.6 Landslip (50k)

Records within 500m 0

Mass movement deposits on BGS geological maps at 1:50,000 scale. Primarily superficial deposits that have
moved down slope under gravity to form landslips. These affect bedrock, other superficial deposits and
artificial ground.

This data is sourced from the British Geological Survey.

15.7 Landslip permeability (50k)

Records within 50m 0

A qualitative classification of estimated rates of vertical movement of water from the ground surface
through the unsaturated zone of any landslip deposits (the zone between the land surface and the water
table).

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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This data is sourced from the British Geological Survey.

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Date: 1 November 2021
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Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

Geology 1:50,000 scale - Bedrock
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15.8 Bedrock geology (50k)

Records within 500m 5

Bedrock geology at 1:50,000 scale. The main mass of rocks forming the Earth and present everywhere,
whether exposed at the surface in outcrops or concealed beneath superficial deposits or water.

Features are displayed on the Geology 1:50,000 scale - Bedrock map on page 98

ID Location LEX Code Description Rock age

1 On site LPCK-CHLK  LEWES NODULAR CHALK FORMATION, SEAFORD CHALK TURONIAN
FORMATION, NEWHAVEN CHALK FORMATION, CULVER
CHALK FORMATION AND PORTSDOWN CHALK
FORMATION (UNDIFFERENTIATED) - CHALK

2 On site LMBE-XCZS LAMBETH GROUP - CLAY, SILT AND SAND THANETIAN

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
ID  Location LEX Code Description Rock age
3 17m N LC-XCZS LONDON CLAY FORMATION - CLAY, SILT AND SAND YPRESIAN
4 227m N BOSA-S BOGNOR SAND MEMBER - SAND -
6 476m N LC-S LONDON CLAY FORMATION - SAND YPRESIAN

This data is sourced from the British Geological Survey.

15.9 Bedrock permeability (50k)

Records within 50m 3

A qualitative classification of estimated rates of vertical movement of water from the ground surface
through the unsaturated zone of bedrock (the zone between the land surface and the water table).

Location Flow type Maximum permeability Minimum permeability
On site Fracture Very High Very High
On site Mixed Moderate Very Low
17m NE Mixed Moderate Very Low

This data is sourced from the British Geological Survey.

15.10 Bedrock faults and other linear features (50k)

Records within 500m 2

Linear features at the ground or bedrock surface at 1:50,000 scale of six main types; rock, fault, fold axis,
mineral vein, alteration area or landform. Features are either observed or inferred, and relate primarily to
bedrock.

Features are displayed on the Geology 1:50,000 scale - Bedrock map on page 98

ID Location  Category Description
5 468m N FOLD_AXIS Axial plane trace of major syncline
7 495m S FOLD_AXIS Axial plane trace of major anticline

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

16 Boreholes
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16.1 BGS Boreholes
Records within 250m 15

The Single Onshore Boreholes Index (SOBI); an index of over one million records of boreholes, shafts and
wells from all forms of drilling and site investigation work held by the British Geological Survey. Covering
onshore and nearshore boreholes dating back to at least 1790 and ranging from one to several thousand
metres deep.

Features are displayed on the Boreholes map on page 100

ID Location  Grid reference  Name Length Confidential Web link
1 32m NW 470640 106500 BARNCROFT WAY-BUDDS FARM SEWER BH108 4.87 N 425458
2 45m N 470750 106570 BARNCROFT WAY-BUDDS FARM SEWER BH105 5.5 N 425456

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Location
55m S
70m NW
85m NE
91m NE
141mE
147m NE
160m E
175m E
189m NE
192m S
203m W
209m W

215m S

Grid reference
470750 106330
470710 106580
470840 106550
470830 106580
470940 106490
470940 106510
470960 106490
470970 106510
470830 106700
470800 106200
470460 106420
470460 106400

470750 106170

470728 106449

Name

BARNCROFT WAY-BUDDS FARM SEWER BH106
BARNCROFT WAY-BUDDS FARM SEWER BH107
BARNCROFT WAY-BUDDS FARM SEWER BH109
BARNCROFT WAY-BUDDS FARM SEWER BH104
WEST STREET HAVANT

LAUNDRY 316/63B

WEST STREET HAVANT

BREWERY 316/63A HAVANT BEDHAMPTON
BARNCROFT WAY-BUDDS FARM SEWER BH103
BROCKHAMPTON ROAD DEVELOPMENT BH7
WATERWORKS 316/120 HAVANT BEDHAMPTON
BEDHAMPTON

BARNCROFT WAY-BUDDS FARM SEWER BH110

This data is sourced from the British Geological Survey.

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Length Confidential

7.3 N
5.5 N
6.4 N
7.0 N
76.2 N
76.2 N
45.72 N
45.72 N
9.44 N
12.5 N
35.96 N
35.77 N
6.7 N

Web link

Contact us with any questions at:
info@groundsure.com
08444 159 000

Date: 1 November 2021
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17 Natural ground subsidence - Shrink swell clays
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17.1 Shrink swell clays

Records within 50m

The potential hazard presented by soils that absorb water when wet (making them swell), and lose water as

they dry (making them shrink). This shrink-swell behaviour is controlled by the type and amount of clay in

the soil, and by seasonal changes in the soil moisture content (related to rainfall and local drainage).

Features are displayed on the Natural ground subsidence - Shrink swell clays map on page 102

Location  Hazard rating Details

On site Very low Ground conditions predominantly low plasticity.

On site Low Ground conditions predominantly medium plasticity.
On site Moderate Ground conditions predominantly high plasticity.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE

Location Hazard rating

17m N Low

This data is sourced from the British Geological Survey.

Grid ref: 470728 106449

Details

Ground conditions predominantly medium plasticity.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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LOCATION INTELLIGENCE Grid ref: 470728 106449

Natural ground subsidence - Running sands
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17.2 Running sands

Records within 50m 3

The potential hazard presented by rocks that can contain loosely-packed sandy layers that can become
fluidised by water flowing through them. Such sands can 'run’, removing support from overlying buildings
and causing potential damage.

Features are displayed on the Natural ground subsidence - Running sands map on page 104

Location  Hazard Details
rating
On site Very low Running sand conditions are unlikely. No identified constraints on land use due to running

conditions unless water table rises rapidly.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
Location  Hazard Details
rating
On site Low Running sand conditions may be present. Constraints may apply to land uses involving excavation

or the addition or removal of water.

43m SE Negligible Running sand conditions are not thought to occur whatever the position of the water table. No
identified constraints on lands use due to running conditions.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Natural ground subsidence - Compressible deposits
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17.3 Compressible deposits
Records within 50m 2

The potential hazard presented by types of ground that may contain layers of very soft materials like clay or
peat and may compress if loaded by overlying structures, or if the groundwater level changes, potentially
resulting in depression of the ground and disturbance of foundations.

Features are displayed on the Natural ground subsidence - Compressible deposits map on page 106

Location  Hazard Details
rating
On site Negligible Compressible strata are not thought to occur.
On site Moderate Compressibility and uneven settlement hazards are probably present. Land use should consider

specifically the compressibility and variability of the site.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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This data is sourced from the British Geological Survey.

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Date: 1 November 2021
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Natural ground subsidence - Collapsible deposits
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17.4 Collapsible deposits

Records within 50m 3

The potential hazard presented by natural deposits that could collapse when a load (such as a building) is
placed on them or they become saturated with water.

Features are displayed on the Natural ground subsidence - Collapsible deposits map on page 108

Location  Hazard Details
rating
On site Negligible Deposits with potential to collapse when loaded and saturated are believed not to be present.
On site Very low Deposits with potential to collapse when loaded and saturated are unlikely to be present.
On site Low Deposits with potential to collapse when loaded and saturated are possibly present in places.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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This data is sourced from the British Geological Survey.

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Date: 1 November 2021
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Natural ground subsidence - Landslides
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17.5 Landslides
Records within 50m 1

The potential for landsliding (slope instability) to be a hazard assessed using 1:50,000 scale digital maps of
superficial and bedrock deposits, combined with information from the BGS National Landslide Database and
scientific and engineering reports.

Features are displayed on the Natural ground subsidence - Landslides map on page 110

Location  Hazard Details
rating
On site Very low Slope instability problems are not likely to occur but consideration to potential problems of

adjacent areas impacting on the site should always be considered.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Natural ground subsidence - Ground dissolution of soluble rocks
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17.6 Ground dissolution of soluble rocks
Records within 50m 3

The potential hazard presented by ground dissolution, which occurs when water passing through soluble
rocks produces underground cavities and cave systems. These cavities reduce support to the ground above
and can cause localised collapse of the overlying rocks and deposits.

Features are displayed on the Natural ground subsidence - Ground dissolution of soluble rocks map on page
111

Location  Hazard Details
rating
On site Negligible Soluble rocks are either not thought to be present within the ground, or not prone to dissolution.

Dissolution features are unlikely to be present.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000



Ref: EMS-734687_955964

470728 106449
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449
Location  Hazard Details
rating
On site Low Soluble rocks are present within the ground. Some dissolution features may be present. Potential

for difficult ground conditions are at a level where they may be considered, localised subsidence
need not be considered except in exceptional circumstances.

On site Moderate Soluble rocks are present within the ground. Many dissolution features may be present. Potential
for difficult ground conditions are at a level where they should be considered. Potential for
subsidence is at a level where it may need to be considered.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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18 Mining, ground workings and natural cavities
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18.1 Natural cavities

Records within 500m 0

Industry recognised national database of natural cavities. Sinkholes and caves are formed by the dissolution
of soluble rock, such as chalk and limestone, gulls and fissures by cambering. Ground instability can result
from movement of loose material contained within these cavities, often triggered by water.

This data is sourced from Stantec UK Ltd.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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18.2 BritPits

Records within 500m

BritPits (an abbreviation of British Pits) is a database maintained by the British Geological Survey of
currently active and closed surface and underground mineral workings. Details of major mineral handling
sites, such as wharfs and rail depots are also held in the database.

470728 106449

This data is sourced from the British Geological Survey.

18.3 Surface ground workings

Records within 250m

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

16

Historical land uses identified from Ordnance Survey mapping that involved ground excavation at the

surface. These features may or may not have been subsequently backfilled.

Features are displayed on the Mining, ground workings and natural cavities map on page 113

ID Location

A 3m NW
B 9m S

B 9m S

B 9m S

A 26m NW
2 49m S

C 210m W
D 211m W
E 212m W
C 212m W
C 230m W
C 230m W
C 230m W
D 238m W
D 238m W
D 238m W

Land Use
Cuttings
Ponds
Reservoirs
Reservoirs
Pond
Unspecified Hole
Pond

Pond
Water Body
Water Body
Pond

Pond

Pond

Pond

Pond

Pond

This is data is sourced from Ordnance Survey/Groundsure.

Year of mapping
1866
1963
1991
1973
1866
1931
1895
1866
1898
1866
1963
1991
1973
1938
1930

1907

Contact us with any questions at:
info@groundsure.com

08444 159 000

Mapping scale
1:10560
1:10560
1:10000
1:10000
1:10560
1:10560
1:10560
1:10560
1:10560
1:10560
1:10560
1:10000
1:10000
1:10560
1:10560

1:10560

Date: 1 November 2021



470728 106449 Ref: EMS-734687_955964
Groundsure Your ref: EMS_734687_955964

LOCATION INTELLIGENCE Grid ref: 470728 106449

18.4 Underground workings

Records within 1000m 0

Historical land uses identified from Ordnance Survey mapping that indicate the presence of underground
workings e.g. mine shafts.

This is data is sourced from Ordnance Survey/Groundsure.

18.5 Historical Mineral Planning Areas

Records within 500m 0

Boundaries of mineral planning permissions for England and Wales. This data was collated between the
1940s (and retrospectively to the 1930s) and the mid 1980s. The data includes permitted, withdrawn and
refused permissions.

This data is sourced from the British Geological Survey.

18.6 Non-coal mining

Records within 1000m 3

The potential for historical non-coal mining to have affected an area. The assessment is drawn from expert
knowledge and literature in addition to the digital geological map of Britain. Mineral commodities may be
divided into seven general categories - vein minerals, chalk, oil shale, building stone, bedded ores,
evaporites and 'other' commodities (including ball clay, jet, black marble, graphite and chert).

Features are displayed on the Mining, ground workings and natural cavities map on page 113

ID Location Name Commodity Class  Likelihood

1 On site Not available  Chalk A Sporadic underground mining of restricted extent may have
occurred. Potential for difficult ground conditions are
unlikely and localised and are at a level where they need not
be considered

13 636mWwW Not available Chalk A Sporadic underground mining of restricted extent may have
occurred. Potential for difficult ground conditions are unlikely
and localised and are at a level where they need not be
considered

- 656m W Not available Chalk A Sporadic underground mining of restricted extent may have
occurred. Potential for difficult ground conditions are unlikely
and localised and are at a level where they need not be
considered

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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18.7 Mining cavities

Records within 1000m 0

Industry recognised national database of mining cavities. Degraded mines may result in hazardous
subsidence (crown holes). Climatic conditions and water escape can also trigger subsidence over mine
entrances and workings.

This data is sourced from Stantec UK Ltd.

18.8 JPB mining areas

Records on site 0

Areas which could be affected by former coal and other mining. This data includes some mine plans
unavailable to the Coal Authority.

This data is sourced from Johnson Poole and Bloomer.

18.9 Coal mining

Records on site 0

Areas which could be affected by past, current or future coal mining.

This data is sourced from the Coal Authority.

18.10 Brine areas

Records on site 0

The Cheshire Brine Compensation District indicates areas that may be affected by salt and brine extraction
in Cheshire and where compensation would be available where damage from this mining has occurred.
Damage from salt and brine mining can still occur outside this district, but no compensation will be
available.

This data is sourced from the Cheshire Brine Subsidence Compensation Board.

18.11 Gypsum areas

Records on site 0

Generalised areas that may be affected by gypsum extraction.

This data is sourced from British Gypsum.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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18.12 Tin mining

Records on site

Generalised areas that may be affected by historical tin mining.

This data is sourced from Groundsure.

18.13 Clay mining

Records on site

Generalised areas that may be affected by kaolin and ball clay extraction.

This data is sourced from the Kaolin and Ball Clay Association (UK).

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Date: 1 November 2021
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19 Radon
= Site Outline
f,——F—_ o Search buffers in metres (m)
i \
= N
.-'"‘F’-f-
; ) - Greater than 30%
g s o

/ f,f* i
A e \\ Between 10% and 30%
f -~

/ - \

Between 5% and 10%

Between 3% and 5%

Between 1% and 3%

N I R I 0 I

Less than 1%

© Crown copyright and database rights 2021. Ordnance Survey licence 100035207

19.1 Radon

Records on site 2

Estimated percentage of dwellings exceeding the Radon Action Level. This data is the highest resolution
radon dataset available for the UK and is produced to a 75m level of accuracy to allow for geological data
accuracy and a 'residential property' buffer. The findings of this section should supersede any estimations
derived from the Indicative Atlas of Radon in Great Britain. The data was derived from both geological
assessments and long term measurements of radon in more than 479,000 households.

Features are displayed on the Radon map on page 118

Location  Estimated properties affected Radon Protection Measures required
On site Between 3% and 5% Basic
On site Less than 1% None**

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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This data is sourced from the British Geological Survey and Public Health England.

Contact us with any questions at:
@ info@groundsure.com
08444 159 000

Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

Date: 1 November 2021
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Ref: EMS-734687_955964
Your ref: EMS_734687_955964
Grid ref: 470728 106449

20 Soil chemistry

20.1 BGS Estimated Background Soil Chemistry

Records within 50m

9

The estimated values provide the likely background concentration of the potentially harmful elements
Arsenic, Cadmium, Chromium, Lead and Nickel in topsoil. The values are estimated primarily from rural
topsoil data collected at a sample density of approximately 1 per 2 km?. In areas where rural soil samples
are not available, estimation is based on stream sediment data collected from small streams at a sampling
density of 1 per 2.5 km?; this is the case for most of Scotland, Wales and southern England. The stream
sediment data are converted to soil-equivalent concentrations prior to the estimation.

Location  Arsenic Bioaccessible Lead Bioaccessible Cadmium Chromium Nickel
Arsenic Lead
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8mg/kg 60-90mg/kg 15-30 mg/kg
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8 mg/kg 60-90mg/kg 15-30 mg/kg
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8mg/kg 60-90mg/kg 15-30 mg/kg
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8 mg/kg 60-90mg/kg 15-30 mg/kg
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8mg/kg 60-90mg/kg 15-30 mg/kg
On site 15mg/kg No data 100 mg/kg 60 mg/kg 1.8 mg/kg 60-90mg/kg 15-30 mg/kg
17m N 15 mg/kg No data 100 mg/kg 60 mg/kg 1.8mg/kg 60-90mg/kg 15-30 mg/kg
30m NE 15mg/kg No data 100 mg/kg 60 mg/kg 1.8 mg/kg 60-90mg/kg 15-30 mg/kg
42mE 15mg/kg No data 100 mg/kg 60 mg/kg 1.8mg/kg 60-90mg/kg 15-30 mg/kg
This data is sourced from the British Geological Survey.
20.2 BGS Estimated Urban Soil Chemistry
Records within 50m 0

Estimated topsoil chemistry of Arsenic, Cadmium, Chromium, Copper, Nickel, Lead, Tin and Zinc and
bioaccessible Arsenic and Lead in 23 urban centres across Great Britain. These estimates are derived from
interpolation of the measured urban topsoil data referred to above and provide information across each city
between the measured sample locations (4 per km?).

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021

info@groundsure.com
08444 159 000
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20.3 BGS Measured Urban Soil Chemistry

Records within 50m 0

The locations and measured total concentrations (mg/kg) of Arsenic, Cadmium, Chromium, Copper, Nickel,
Lead, Tin and Zinc in urban topsoil samples from 23 urban centres across Great Britain. These are collected
at a sample density of 4 per km”.

This data is sourced from the British Geological Survey.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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21 Railway infrastructure and projects

=== Site Outline

Search buffers in metres (m)

Crossrail 1 Stations

b
1

" Crossrail 1 Route
Crossrail 1 Worksites
Crossrail 2 Stations
Crossrail 2 Route
Crossrail 2 Worksites
Crossrail 2 Safeguarding
Crossrail 2 Headhouses

Railway stations

oo ©e

Active railways

Active tunnels
Abandoned railways
Historic railways
Historic tunnels
Underground stations
Underground Lines
Royal Mail tunnels

HS2 optimised route

HS2 Stations
HS2 Depots

HS2 Surface Safeguarding

Oooo | m i Dom

© Crown copyright and database rights 2021. Ordnance Survey licence 100035207 HS2 Subsurface Safeguarding

21.1 Underground railways (London)

Records within 250m 0

Details of all active London Underground lines, including approximate tunnel roof depth and operational
hours.

This data is sourced from publicly available information by Groundsure.

21.2 Underground railways (Non-London)

Records within 250m 0

Details of the Merseyrail system, the Tyne and Wear Metro and the Glasgow Subway. Not all parts of all
systems are located underground. The data contains location information only and does not include a depth
assessment.

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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This data is sourced from publicly available information by Groundsure.

21.3 Railway tunnels

Records within 250m 0
Railway tunnels taken from contemporary Ordnance Survey mapping.

This data is sourced from the Ordnance Survey.

21.4 Historical railway and tunnel features

Records within 250m 17

Railways and tunnels digitised from historical Ordnance Survey mapping as scales of 1:1,250, 1:2,500,
1:10,000 and 1:10,560.

Features are displayed on the Railway infrastructure and projects map on page 122

Location  Land Use Year of mapping Mapping scale
102m SW Railway Sidings 1932 2500
219m W Railway Sidings 1931 10560
219m W Railway Sidings 1907 10560
221m W Railway Sidings 1938 10560
221m W Railway Sidings 1963 10560
221m W Railway Sidings 1931 10560
222m W Railway Sidings 1909 2500
223m W Railway Sidings 1973 1250
223m W Railway Sidings 1959 1250
223m W Railway Sidings 1960 2500
223m W Railway Sidings 1953 2500
223m W Railway Sidings 1951 2500
224m NE Railway 1942 -
225m W Railway Sidings 1932 2500
225m W Railway Sidings 1939 2500
226m NE Railway 1909 -
250m W Railway Sidings 1895 10560

Contact us with any questions at: Date: 1 November 2021
@ info@groundsure.com
08444 159 000
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This data is sourced from Ordnance Survey/Groundsure.

21.5 Royal Mail tunnels

Records within 250m 0

The Post Office Railway, otherwise known as the Mail Rail, is an underground railway running through
Central London from Paddington Head District Sorting Office to Whitechapel Eastern Head Sorting Office.
The line is 10.5km long. The data includes details of the full extent of the tunnels, the depth of the tunnel,
and the depth to track level.

This data is sourced from Groundsure/the Postal Museum.

21.6 Historical railways

Records within 250m 0

Former railway lines, including dismantled lines, abandoned lines, disused lines, historic railways and razed
lines.

This data is sourced from OpenStreetMap.

21.7 Railways

Records within 250m 17

Currently existing railway lines, including standard railways, narrow gauge, funicular, trams and light
railways.

Features are displayed on the Railway infrastructure and projects map on page 122

Location Name Type

8m NW West Coastway Line rail

8m NW Not given Multi Track
9m NW Not given Multi Track
12m NW West Coastway Line rail

14m NE Not given Multi Track
50m NE Not given Multi Track
100m NE Not given Multi Track
174m NE West Coastway Line rail

174m NE West Coastway Line rail

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Location Name Type

181m NE Not given Multi Track

185m NE West Coastway Line rail

186m NE West Coastway Line rail

205m W Not given Multi Track

217m W West Coastway Line rail

217m W West Coastway Line rail

240m NE Not given Multi Track

250m NE Not given Multi Track

This data is sourced from Ordnance Survey and OpenStreetMap.

21.8 Crossrail 1

Records within 500m 0

The Crossrail railway project links 41 stations over 100 kilometres from Reading and Heathrow in the west,
through underground sections in central London, to Shenfield and Abbey Wood in the east.

This data is sourced from publicly available information by Groundsure.

21.9 Crossrail 2

Records within 500m 0

Crossrail 2 is a proposed railway linking the national rail networks in Surrey and Hertfordshire via an
underground tunnel through London.

This data is sourced from publicly available information by Groundsure.

21.10 HS2

Records within 500m 0

HS2 is a proposed high speed rail network running from London to Manchester and Leeds via Birmingham.
Main civils construction on Phase 1 (London to Birmingham) of the project began in 2019, and it is currently
anticipated that this phase will be fully operational by 2026. Construction on Phase 2a (Birmingham to
Crewe) is anticipated to commence in 2021, with the service fully operational by 2027. Construction on
Phase 2b (Crewe to Manchester and Birmingham to Leeds) is scheduled to begin in 2023 and be operational
by 2033.

This data is sourced from HS2 Itd.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Data providers

Groundsure works with respected data providers to bring you the most relevant and accurate information.
To find out who they are and their areas of expertise see https://www.groundsure.com/sources-reference.

Terms and conditions

Groundsure's Terms and Conditions can be accessed at this link: https://www.groundsure.com/terms-and-
conditions-jan-2020/.

Contact us with any questions at: Date: 1 November 2021
info@groundsure.com

08444 159 000
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Palk Road, Havant PO9 1INL A ( WZ
Bellway Homes Ltd I

Appendix 2 — Exploratory Hole Logs

CRM.1668.023.GE.R.001.B Page 22 December 2021



Enzygo Ltd

Tel: 01454 269237

Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS1
Job No Dates Ground Level (m Co-Ordinates
Start 25-11-21 (m)
CRM.1668.023 Finish 25-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level o
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . P
0.10 \MADE GROUND: TARMACADAM. i
0.45 MADE GROUND: Type 1 subbase of sandy GRAVEL. C
0.60 ES 0.70 MADE GROUND: (Soft) green sandy gravelly CLAY. Gravel is angular to C
’ \ rounded fine to coarse brick, chert, and concrete. in
1.00 ES MADE GROUND: (Firm) brown gravelly slightly sandy CLAY. Gravel is angular [
1.20-1.65 SPTLSIN 8 yo subangular fine to coarse brick. C
1.30 \ 1.20 - 1.65 Soft to firm, low strength. s
1.60 ES MADE GROUND: (Soft) black sandy gravelly CLAY. Gravel is angular to C
1.70 20006, rounded fine to coarse brick, concrete and chert. T
2.00 D N6 = = 7 (Firm) brown mottled light greenish grey slightly sandy CLAY. r
2.00-2.45 ES - —— - 2.00 - 2.45 Soft, low strength. N
SPTLS = —.— L
3.00 D |N6 [~ — - C
3.00 - 3.45 SPTLS| == 7] 3.00 - 3.45 Soft, low strength. C
—:—:—: 3.50 - 5.45 Becoming red and light greenish grey. C
4.00 D N 15 el C
4.00-4.45 SPTLS [—= — - 4.00 - 4.45 Firm to stiff, medium strength. C
5.00 D N 17 - — C
5.00-5.45 SPTLS - | 5.00 - 5.45 Stiff, medium strength. N
5.45 S E
Borehole completed at 5.45m. -
{8.00} B

General Remarks

EQUIPMENT: Premier 110 compact window sampling tracked rig.

METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-5.00m beg].

CASING: Not used.

GROUNDWATER: Groundwater not encountered.

BACKFILL: On completion, a slotted pipe (50mm) was installed to 5.00m begl, granular response zone (5.00m-1.00m), bentonite seal 1.00m-0.15m, 0.15m-0.00m
flush steel cover.

1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Groundwater : - Depth After
Date Strike Depth Casing Depth ObIs) ervation
(m) (m) (m)
All dimensions in metres Logged By
Scale 1:50 E




Enzygo Ltd

Tel: 01454 269237
Fax: 01454 269760
Web: www.enzygo.com

1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Site
Park Road, Havant PO91NL WS2
Job No Dates Ground Level (m] Co-Ordinates
Start 25-11-21 (m)
CRM.1668.023 Finish 25-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level L
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et
0.15 \MADE GROUND: TARMACADAM. T
0.50 ES 0.40 MADE GROUND: Type 1 subbase of sandy GRAVEL. jn
' 0.60 XXXXXXE MADE GROUND: Green very clayey gravelly coarse SAND. Gravel us angular |-
—_.—_.—f\to rounded fine to coarse flint and brick. [ C
1.00 D 1.00 -: __: (Firm) brown mottled light greenish grey slightly sandy gravelly CLAY. Gravel is [
1.20-1.65 SPTLS| N 23 —_— .—|\subrounded to rounded fine to coarse flint. C
[~ == (Firm) brown mottled light greenish grey slightly sandy CLAY. C
|— -— -+ 1.20 - 1.65 Stiff, high strength. L
2.00 D [N24 — — .
2.00-245 SPTLS |-~ 7 2.00 - 2.45 Stiff, high strength. N
‘:—:-—: 2.50 - 3.00 Becoming (very stiff). C
3.00 D [N50 - ol
3.00 - 3.44 SPTLS| :—:—:— 3.00 - 3.44 Very stiff, very high strength. Refused at 3.435m begl|. C
344 —— C
Borehole completed at 3.44m. C
{8.00} B

General Remarks

EQUIPMENT: Premier 110 compact window sampling tracked rig.
METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-3.00m beg].

CASING: Not used.

GROUNDWATER: Groundwater not encountered.
BACKFILL: On completion, the borehole was backfilled with arisings.

Groundwater

Date

Strike Depth
(m)

Depth After
Observation

Casing Depth
(m) (m)

All dimensions in metres
Scale 1:50

Logged By
ES




1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Enzygo Ltd

Tel: 01454 269237

Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS3
Job No Dates Start 25-11-21 Ground Level (m) Co-Ordinates
CRM.1668.023 Finish 25-11-21
Client Sheet
1of1
Bellway Homes 0
Water Samples & In Situ Testing Depth Level o
L d
Levels Depth (m) _|NoType| Results| (M) (MAD) egen Stratum Description
MADE GROUND: Wild growth over dark brown slightly clayey gravelly medium [
0.30 ES SAND with a low cobble content of angular concrete. Gravel is angular to L
0.50 rounded fine to coarse brick concrete and chert. C
_____? (Firm) brown mottled light greenish grey slightly sandy gravelly CLAY. Gravel is [
0.90 D [—_—%_~ | subrounded to rounded fine to coarse flint. C
1.00 ES o —" -
1.20 - 1.65 SPTLS|N 7 ‘;_6;‘: C
1.40 I~ 7] 1.20 - 1.65 Soft, low strength. C
———-= (Firm) brown mottled light greenish grey slightly sandy CLAY. C
2.00 D N 10 - — C
2.00-245 SPTLS r———_——| 2.00 - 2.45 Firm, medium strength. r
20 | e :
—_——.—| (Very) stiff red and light gret slightly sandy CLAY. r
3.00 D [N50 - -
3.00-3.45 SPTLS [—= —— - 3.00 - 3.45 Very stiff, very high strength. Refused at 3.445m begl. C
3.45 - — C
Borehole completed at 3.45m. C
{8.00} B
General Remarks
EQUIPMENT: Premier 110 compact window sampling tracked rig.
METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-3.00m beg].
CASING: Not used.
GROUNDWATER: Groundwater not encountered.
BACKFILL: On completion, a slotted pipe (S0mm) was installed to 3.00m begl, granular response zone (3.00m-1.00m), bentonite seal 1.00m-0.00m, plain pipe
0.00m-1.00m agl (above ground level).
Groundwater . - Depth After
Date Strike Depth Casing Depth Obgervati on
(m) (m) (m)
All dimensions in metres Logged By
Scale 1:50 E




Enzygo Ltd

Tel: 01454 269237
Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS7
Job No Dates Ground Level (m] Co-Ordinates
Start 26-11-21 (@)
CRM.1668.023 Finish 26-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level L
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et
MADE GROUND: Black slightly gravelly slightly sandy CLAY. Gravel is angular [
0.30 \to subangular fine to coarse brick and concrete +
MADE GROUND: (Soft) green slightly sandy slightly gravelly CLAY. Gravelis
angular to subaagular brick and concrete. C
0.80 D C
1.00 ES 1.00 N
1.20-1.65 SPT |N14 1.00 Plywood sheets encountered. C
MADE GROUND: (Stiff) red and brown slightly sandy gravelly CLAY. Gravel is
1.40 ES ) L
1.50 angular fine to coarse chert and concrete. C
[Fo-_— - 9\ 1.20 - 1.65 Firm, medium stength. [E
1.90 ES [——< | 1.50 Cobble encountered. -
2:00 D N5 [ — & (Soft) green slightly gravelly CLAY. Gravel is angular coarse flint. r
v 2.00-2.45 SPT [— — 1 2.00 - 2.45 Soft, low strength. C
o :
3.00 D N6 -o— -9 C
3.00 - 3.45 SPT I~ —o —| 3.00 - 3.45 Soft, low strength. r
o :
3.80 - 4.00 D 3.80 = — —]| 3.60 - 4.00 Borehole collapsed. C
o— 0 —
4.00 - 4.30 D N 4 | @ =2 < Brown clayey sandy GRAVEL of angular to subangular flint. r
4.00 - 4.45 SPT 04 0 g C
430-445 | D 4.30 20 0. C
4.45 =——1 Brown mottled light greenish grey and red slightly sandy CLAY. I
Borehole completed at 4.45m. C
{8.00} B

General Remarks
EQUIPMENT: Premier 110 compact window sampling tracked rig.

METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-4.00m beg].

CASING: Not used.
GROUNDWATER: Groundwater encountered at 2.25m begl after completion.
BACKFILL: On completion, the borehole was backfilled with arisings.

Groundwater Date Strike Depth
(m)

26/11/21 2.25

Casing Depth
(m)

Depth After
Observation
(m)

1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

All dimensions in metres
Scale 1:50

Logged By
ES




1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Enzygo Ltd

Tel: 01454 269237

Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS8
Job No Dates Ground Level (m] Co-Ordinates
Start 26-11-21 (m)
CRM.1668.023 Finish 26-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level L
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et
0.15 \MADE GROUND: TARMACADAM. o
0.50 ES 0.45 MADE GROUND: Type 1 subbase of sandy GRAVEL. .
MADE GROUND: (Firm) brown sligjtly sandy gravelly CLAY. Gravel is angular |-
0.80 to subamgular fine to coarse chert and brick. C
1.00 D N3 _____? (Soft) green slightly gravelly CLAY. Gravel is angular coarse flint. r
1.00 - 1.45 SPTLS [— 2— 1 1.00 - 1.45 Very soft, very low strength. C
2.00 D NO - — —] C
2.00-245 SPTLS —_—— —| 2.00 - 2.45 Very soft, extremely low strength. C
3.00 D |[N4 3.00 — C
3.00-3.45 SPTLS |7 =2 4 3.00 - 3.45 Loose. C
-4 0 A1 Brown clayey sandy GRAVEL of angular to subangular flint. L
lo =~ o= -
o 0:-S L
o . 8- -
éé' o O— r
-0 o4 4 C
4.00 D N 26 075 0/ L
4.00-4.45 SPTLS| ®0-eCp:d 4.00 - 4.45 Medium dense. C
0 A - -
4.45 L0779 -
Borehole completed at 4.45m. L
{8.00} B

General Remarks

EQUIPMENT: Premier 110 compact window sampling tracked rig.

METHOD: Hand dug inspection pit 0.00m-1.00m begl. Dynamic sampled 1.00m-4.00m beg].

CASING: Not used.

GROUNDWATER: Groundwater not encountered.

BACKFILL: On completion, a slotted pipe (50mm) was installed to 4.00m begl, granular response zone (4.00m-1.00m), bentonite seal 1.00m-0.15m, 0.15m-0.00m
flush steel cover.

Groundwater : - Depth After
Date Strike Depth Casing Depth ObIs) ervation
(m) (m) (m)
All dimensions in metres Logged By
Scale 1:50 E




1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Enzygo Ltd

Tel: 01454 269237
Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS10
Job No Dates Ground Level (m] Co-Ordinates
Start 26-11-21 (@)
CRM.1668.023 Finish 26-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level o
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et
0.15 \MADE GROUND: TARMACADAM. T
0.40 MADE GROUND: Type 1 subbase of sandy GRAVEL. jn
MADE GROUND: Black sandy gravelly CLAY. Gavel is angular fine to coarse [
0.80 ES brick, concrete, chalk and flint. C
1.00 D N3 1.00 6%%% %% N
1.00 - 1.45 SPTLS| —9— .—4 1.00 - 1.45 Very soft, very low strength. C
~_—o —| (Soft) green and brown slightly sandy slightly gravelly CLAY. Gravel is angular |-
- — —| fine to coarse chert. r
- C
2.00 D (N7 o — = C
2.00-245 SPTLS| |~ 7 2.00 - 2.45 Soft, low strength. r
2.70 ;_ O_-—_ 2.50 - 3.00 Borehole collapsed. C
| @ = 2 o Brown clayey sandy GRAVEL of angular to subangular flint. C
3.00 D N7 04 0 a4 r
3.00-3.45 SPTLS °0 =¥5. 3.00 - 3.45 Loose. r
H 04 -
3.50 o——o, O—_ '
———— -—| Soft light brown slightly sandy gravelly CLAY. Gravel is subangular fine to C
[—_—¢ _——| coarse chalk. -
4.00 D N 13 . -
4.00-4.45 SPTLS [—= — 1 4.00 - 4.45 Firm, medium strength. C
4.45 C -
Borehole completed at 4.45m. L
{8.00} B

General Remarks

EQUIPMENT: Premier 110 compact window sampling tracked rig.
METHOD: Hand dug inspection pit 0.00m-1.00m begl. Dynamic sampled 1.00m-4.00m beg].

CASING: Not used.

GROUNDWATER: Groundwater not encountered.
BACKFILL: On completion, the borehole was backfilled with arisings.

Groundwater

Date

Strike Depth
(m)

Casing Depth
(m)

Depth After
Observation
(m)

All dimensions in metres
Scale 1:50

Logged By
ES




Enzygo Ltd

Tel: 01454 269237
Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS11
Job No Dates Ground Level (m] Co-Ordinates
Start 26-11-21 (@)
CRM.1668.023 Finish 26-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level o
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et
0.10 \MADE GROUND: TARMACADAM. i
0.50 ES 0.40 MADE GROUND: Type 1 subbase of sandy GRAVEL. jn
' MADE GROUND: Black sandy gravelly CLAY. Gavel is angular fine to coarse [
brick, concrete, chalk and flint. C
1.10 . -
1.20 D N 4 [5-— g\ 1-00 Brick cobble encountered. in
1.20-1.65 SPTLS = —5 —| (Soft) green and brown slightly sandy gravelly CLAY. Gravel is angular fine to [
— — —| coarse chert. B
—9— .—4 1.20 - 1.65 Soft, very low strength. C
2.00 D N6 - — ] C
2.00 - 2.45 SPTLS| —°— .—9 2.00 - 2.45 Soft, low strength. C
2.50 ;_ —o—_ C
"0 =_2 < Brown clayey sandy GRAVEL of angular to subangular flint. C
0'5 06‘ L
3.00 D N7 °2 =0 C
3.00-3.45 | SPTLS K 044 3.00 - 3.45 Loose. C
5o d ;
Lyel¥e) C
-c's@—esv;'-e -
0 A 6 -
4.00 D N 11 4.00 640_0‘ -
4.00 - 4.45 SPTLS =9~ =9 (Soft) light brown slightly sandy gravelly CLAY. Gravel is subangular fine to C
= _—o —| coarse chalk. -
4.45 S . . -
\4.00 - 4.45 Firm, medium strength. Ir
Borehole completed at 4.45m. C
{8.00} B

General Remarks
EQUIPMENT: Premier 110 compact window sampling tracked rig.

METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-4.00m beg].

CASING: Not used.
GROUNDWATER: Groundwater not encountered.
BACKFILL: On completion, the borehole was backfilled with arisings.

Groundwater

Strike Depth
Date (m)

Casing Depth
(m)

Depth After
Observation
(m)

1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

All dimensions in metres
Scale 1:50

Logged By
ES




1.0 ENZYGO WS LOG CRM.1668.023 HAVANT.GPJ GINT STD AGS 3_1 ENZYGO.GPJ 3/12/21

Enzygo Ltd

Tel: 01454 269237
Fax: 01454 269760
Web: www.enzygo.com

Site
Park Road, Havant PO91NL WS12
Job No Dates Ground Level (m] Co-Ordinates
Start 25-11-21 (m)
CRM.1668.023 Finish 25-11-21
Client Sheet
1of1
Bellway Homes
Water Samples & In Situ Testing Depth Level L
Well Legend Stratum Description
Levels Depth (m)  |No/Type|Results| (m) | (mAD) 9 . et 0
0.15 \MADE GROUND: TARMACADAM. T
0.45 MADE GROUND: Type 1 subbase of sandy GRAVEL. C
MADE GROUND: Green very clayey gravelly coarse SAND. Gravel us angular [
to rounded fine to coarse flint and brick C
1.00 ES C
1.20 - 1.65 SPTLS| N 13 1.20 _
1.20 - 1.65 Firm, medium strength. r
(Firm) brown mottled light greenish grey slightly sandy gravelly CLAY. Gravel is
subrounded to rounded fine to coarse flint. r
2.00 D N 27 39 -
: 2.00 - i — 2
200-245 SPTLS i _\Brown clayey sandy GRAVEL of angular to subangular flint. i
- — — 2.00 - 2.45 Stiff, high strength. r
: -| (Firm) brown mottled light greenish grey and red slightly sandy CLAY. C
-1 2.50 - 3.00 Borehole collapsed. C
3.00 D N 23 3.00 . L3
3.00 - 3.45 SPT - — .—]| 12.90 Subrounded cobble of fint. _ s
— — —| (Firm) brown mottled light greenish grey and red slightly sandy CLAY. C
3.45 F———==1\3.00 - 3.45 Stiff, high strength. Tt
Borehole completed at 3.45m. -
- 4
-5
-6
-7
(8.00} 8

General Remarks

EQUIPMENT: Premier 110 compact window sampling tracked rig.
METHOD: Hand dug inspection pit 0.00m-1.20m begl. Dynamic sampled 1.20m-3.00m beg].

CASING: Not used.

GROUNDWATER: Groundwater not encountered.
BACKFILL: On completion, the borehole was backfilled with arisings.

Groundwater

Date

Strike Depth
(m)

Casing Depth
(m)

Depth After
Observation
(m)

All dimensions in metres
Scale 1:50

Logged By
ES
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Appendix 3 — Chemical Testing
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MCERTS

Steve Rhodes

Enzygo Geoenvironmental Ltd
The Byre

Woodend Lane

Cromhall

Gloucestershire

GL12 8AA

: steve.rhodes@enzygo.com

Bt

i2 Analytical Ltd.

7 Woodshots Meadow,
Croxley Green
Business Park,

Watford,
Herts,
WD18 8YS

-~

+ 01923 225404
01923 237404

e: reception@i2analytical.com

Analytical Report Number : 21-26456

Project / Site name:

Your job number:

Your order number:

Report Issue Number:

Samples Analysed:

Park Road Havant

CRM 1668 023

CRM 1668 022

11 soil samples

Samples received on:
Samples instructed on/
Analysis started on:

Analysis completed by:

Report issued on:

Signed:

01/12/2021

01/12/2021

13/12/2021

13/12/2021

Karolina Marek

PL Head of Reporting Team

For & on behalf of i2 Analytical Ltd.

Standard Geotechnical, Asbestos and Chemical Testing Laboratory located at: ul. Pionierdw 39, 41 -711 Ruda élaska, Poland.

Accredited tests are defined within the report, opinions and interpretations expressed herein are outside the scope of accreditation.

Standard sample disposal times, unless otherwise agreed with the laboratory, are :

Excel copies of reports are only valid when accompanied by this PDF certificate.

soils - 4 weeks from reporting
leachates - 2 weeks from reporting
waters - 2 weeks from reporting
asbestos - 6 months from reporting

Any assessments of compliance with specifications are based on actual analytical results with no contribution from uncertainty of measurement.

Application of uncertainty of measurement would provide a range within which the true result lies.
An estimate of measurement uncertaintv can be provided on reauest.

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.

Iss No 21-26456-1 Park Road Havant CRM 1668 023
Page 1 of 11



UKAS .
TESTING

4041

#7ICERTS

Analytical Report Number: 21-26456
Project / Site name: Park Road Havant
Your Order No: CRM 1668 022

Lab Sample Number 2102416 2102417 2102418 2102419 2102420
Sample Reference WS1 WS1 WS1 WS1 WS3
| k None Supplied None Supplied None Supplied None Supplied None Supplied
Depth (m) 0.90 1.00 1.60 2.00 0.30
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied None Supplied
N
- o
Analytical Parameter g z': g;r’ g
(Soil Analysis) @ % £ g
2 g
S
Stone Content % 0.1 NONE <0.1 <0.1 <0.1 <0.1 33
Moisture Content % 0.01 NONE 12 19 21 17 16
Total mass of sample received kg 0.001 NONE 0.50 1.0 1.1 1.0 1.5
Asbestos in Soil Type N/A 10 17025 Not-detected - - - Not-detected
Asbestos Analyst ID N/A N/A N/A SFS SFS
General Inorganics
pH - Automated pH Units N/A MCERTS 8.1 - - - 8.2
Organic Matter (automated) % 0.1 MCERTS 2.4 - - - 5.2
Total Organic Carbon (TOC) - Automated % 0.1 MCERTS 1.4 - - - 3.0
Total Phenols
[Total Phenols (monohyric) | makg |1 MCERTS | B <1.0 R R N
Speciated PAHs
Naphthalene mg/kg 0.05 MCERTS < 0.05 - - - < 0.05
Acenaphthylene mg/kg 0.05 MCERTS < 0.05 - - R < 0.05
Acenaphthene mg/kg 0.05 MCERTS < 0.05 - - - < 0.05
Fluorene mg/kg 0.05 MCERTS < 0.05 - - - < 0.05
Phenanthrene mg/kg 0.05 MCERTS 1.4 - - - 0.18
Anthracene mg/kg 0.05 MCERTS 0.28 - - - < 0.05
Fluoranthene mg/kg 0.05 MCERTS 2.0 - - - 0.39
Pyrene mg/kg 0.05 MCERTS 1.7 - - - 0.38
Benzo(a)anthracene mg/kg 0.05 MCERTS 0.96 - - - 0.23
Chrysene mg/kg 0.05 MCERTS 0.93 - - B 0.23
Benzo(b)fluoranthene mg/kg 0.05 MCERTS 1.1 - - - 0.23
Benzo(k)fluoranthene mg/kg 0.05 MCERTS 0.53 - - - 0.27
Benzo(a)pyrene mg/kg 0.05 MCERTS 0.95 - - - 0.27
Indeno(1,2,3-cd)pyrene mg/kg 0.05 MCERTS 0.61 - - - < 0.05
Dibenz(a,h)anthracene mg/kg 0.05 MCERTS 0.19 - - - < 0.05
Benzo(ghi)perylene mg/kg 0.05 MCERTS 0.67 B B _ <005
Total PAH
[Speciated Total EPA-16 PAHS | maka ] 08 ] MCERTS | 11.4 - - - 2.18
Heavy Metals / Metalloids
Arsenic (aqua regia extractable) ma/kg 1 MCERTS 11 - - - 11
Boron (water soluble) mg/kg 0.2 MCERTS 0.7 - - - 0.7
Cadmium (aqua regia extractable) ma/kg 0.2 MCERTS <0.2 - - - 5.5
Chromium (hexavalent) mg/kg 4 MCERTS <4.0 - - - < 4.0
Chromium (aqua regia extractable) mg/kg 1 MCERTS 26 - - - 51
Copper (aqua regia extractable) mg/kg 1 MCERTS 31 - - - 54
Lead (aqua regia extractable) mg/kg 1 MCERTS 120 - - - 120
Mercury (aqua regia extractable) mg/kg 0.3 MCERTS <03 - - - 1.4
Nickel (aqua regia extractable) ma/kg 1 MCERTS 19 - B _ 14
Selenium (aqua regia extractable) mg/kg 1 MCERTS <1.0 - - - <1.0
Zinc (aqua regia extractable) mag/kg 1 MCERTS 100 B B _ 180

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Iss No 21-26456-1 Park Road Havant CRM 1668 023




UKAS .
TESTING

wi 7772CERTS

Analytical Report Number: 21-26456
Project / Site name: Park Road Havant

Your Order No: CRM 1668 022

Science

Lab Sample Number 2102416 2102417 2102418 2102419 2102420
Sample Reference WS1 WS1 WS1 WS1 WS3
| k None Supplied None Supplied None Supplied None Supplied None Supplied

Depth (m) 0.90 1.00 1.60 2.00 0.30
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied None Supplied

N

-~ o
Analytical Parameter g z': % g
(Soil Analysis) & g g g_

Q =]

5 3

3
Monoaromatics & Oxygenates
Benzene Hg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
Toluene Hg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
Ethylbenzene ug/kg 1 MCERTS - <1.0 <1.0 <1.0 -
p & m-xylene ug/kg 1 MCERTS - <1.0 <1.0 <1.0 -
o-xylene ug/kg 1 MCERTS - <1.0 <1.0 <1.0 -
MTBE (Methyl Tertiary Butyl Ether) Ha/kg L MCERTS - <1.0 <1.0 <1.0 -
Petroleum Hydrocarbons
[TPH-CWG - Aliphatic >ECS5 - EC6 us 1p a_ mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aliphatic >EC6 - EC8 s 1p a mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aliphatic >EC8 - EC10 ys 1p AL mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aliphatic >EC10 - EC12 gy cy 1p AL mg/kg 1 MCERTS <1.0 <1.0 <1.0 <1.0 <1.0
[TPH-CWG - Aliphatic >EC12 - EC16 gy oy 1p aL mg/kg 2 MCERTS <20 <20 <20 <20 <20
[ TPH-CWG - Aliphatic >EC16 - EC21 gy cy 1p AL mg/kg 8 MCERTS <8.0 <8.0 <8.0 <8.0 <8.0
[TPH-CWG - Aliphatic >EC21 - EC35 gy oy 1p aL mg/kg 8 MCERTS <8.0 <8.0 <8.0 <8.0 <8.0
[ TPH-CWG - Aliphatic > EC35 - EC44 ey oy 1p oL mg/kg 8.4 NONE <8.4 - - - <8.4
TPH-CWG - Aliphatic (EC5 - EC35) ey custs. ip_aL mg/kg 10 MCERTS <10 <10 <10 <10 <10
[TPH-CWG - Aliphatic (EC5 - EC44) g1 cyris. 1o AL mafkg | 10 NONE <10 B B B <10
[ TPH-CWG - Aromatic >EC5 - EC7 s 1p ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aromatic >EC7 - EC8 s 1p ar mg/kg 0.001 MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aromatic >EC8 - EC10 s 1p ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[TPH-CWG - Aromatic >EC10 - EC12 gy oy 1p ar mg/kg 1 MCERTS <1.0 <1.0 <1.0 <1.0 <10
 TPH-CWG - Aromatic >EC12 - EC16 g cy 10 ar mg/kg 2 MCERTS 3.0 <2.0 <2.0 <2.0 <2.0
[TPH-CWG - Aromatic >EC16 - EC21 gy oy 1p ar mg/kg 10 MCERTS <10 <10 11 <10 <10
[ TPH-CWG - Aromatic >EC21 - EC35 gy oy 1p ar mg/kg 10 MCERTS <10 <10 24 <10 <10
TPH-CWG - Aromatic > EC35 - EC44 gy oy 1p ar mg/kg 8.4 NONE <84 - - - <84
[ TPH-CWG - Aromatic (EC5 - EC35) gy custs 1p A mg/kg 10 MCERTS 11 <10 35 <10 <10
TPH-CWG - Aromatic (EC5 - EC44) e cy+hs_1p_ar mg/kg 10 NONE 11 - - - <10
[TPH (>C5 - C7) us 1p ToraL mg/kg 1 MCERTS <1.0 - - - <1.0
TPH (>C7 - C8) 15 10 ToAL mg/kg 1 MCERTS <1.0 - - - <1.0
[TPH (C8 - C10) 15 1p ToTAL mg/kg 0.1 MCERTS <0.1 - - - <0.1
[TPH (C10 - C12) gy <y 10 ToTAL mg/kg 2 MCERTS <2.0 - - - <2.0
[TPH (C12 - C16) ey cy 10 ToTAL mg/kg 4 MCERTS <40 - - - <40
[TPH (C16 - C21) &4 cy 1. ToTAL mg/kg 1 MCERTS 4.0 - - - <1.0
TPH (C21 - C35) e cy 1p ToTAL mg/kg 1 MCERTS 4.0 - - - <1.0
TPH (C35 - C44) g4 cu_1p ToTAL mg/kg 10 NONE <10 - - - <10
TPH Total C5 - C44 gy _cu+hs_1p_ToTaL mg/kg 10 NONE 11 - - - <10

U/S = Unsuitable Sample  1/S = Insufficient Sample

Iss No 21-26456-1 Park Road Havant CRM 1668 023
Page 3 of 11

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.



UKAS .
TESTING

4041

#7ICERTS

Analytical Report Number: 21-26456
Project / Site name: Park Road Havant
Your Order No: CRM 1668 022

Lab Sample Number 2102421 2102422 2102423 2102424 2102425
Sample Reference WS3 WS2 WS12 WS9 WS9
| k None Supplied None Supplied None Supplied None Supplied None Supplied
Depth (m) 1.00 0.50 1.00 1.00 1.40
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied None Supplied
5 2
-~ o
Analytical Parameter s z': f;" g
(Soil Analysis) @ % g g
2 g
S
Stone Content % 0.1 NONE <0.1 <0.1 <0.1 <0.1 <0.1
Moisture Content % 0.01 NONE 13 14 12 28 22
Total mass of sample received kg 0.001 NONE 1.5 1.0 1.0 1.5 1.5
Asbestos in Soil Type N/A 150 17025 - Not-detected Not-detected Not-detected -
Asbestos Analyst ID N/A N/A N/A SFS SFS SFS
General Inorganics
pH - Automated pH Units] ~ N/A MCERTS - 7.9 8.0 7.6 -
Organic Matter (automated) % 0.1 MCERTS - 2.7 2.5 1.8 -
Total Organic Carbon (TOC) - Automated % 0.1 MCERTS - 1.6 1.4 1.0 -
Total Phenols
[Total Phenols (monohyric) | makg |1 MCERTS | <1.0 - - - -
Speciated PAHs
Naphthalene mg/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Acenaphthylene ma/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Acenaphthene mg/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Fluorene mg/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Phenanthrene mg/kg 0.05 MCERTS - < 0.05 0.60 < 0.05 -
Anthracene mg/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Fluoranthene mg/kg 0.05 MCERTS - 0.39 1.3 < 0.05 -
Pyrene mg/kg 0.05 MCERTS - 0.38 1.1 < 0.05 -
Benzo(a)anthracene mg/kg 0.05 MCERTS - 0.21 0.80 < 0.05 -
Chrysene mg/kg 0.05 MCERTS - 0.23 0.62 < 0.05 -
Benzo(b)fluoranthene mg/kg 0.05 MCERTS - 0.28 0.79 < 0.05 -
Benzo(k)fluoranthene mg/kg 0.05 MCERTS - 0.18 0.47 < 0.05 -
Benzo(a)pyrene mg/kg 0.05 MCERTS - 0.27 0.68 < 0.05 -
Indeno(1,2,3-cd)pyrene mg/kg 0.05 MCERTS - < 0.05 0.41 < 0.05 -
Dibenz(a,h)anthracene mg/kg 0.05 MCERTS - < 0.05 < 0.05 < 0.05 -
Benzo(ghi)perylene mg/kg | 0.05 MCERTS - < 0.05 0.47 < 0.05 -
Total PAH
[Speciated Total EPA-16 PAHS | marka |08 ] MCERTS | - 1.94 7.24 < 0.80 -
Heavy Metals / Metalloids
Arsenic (aqua regia extractable) ma/kg 1 MCERTS - 13 9.8 6.9 -
Boron (water soluble) mg/kg 0.2 MCERTS - 0.2 0.6 0.4 -
Cadmium (aqua regia extractable) ma/kg 0.2 MCERTS - <0.2 <0.2 <0.2 -
Chromium (hexavalent) mg/kg 4 MCERTS - <4.0 <4.0 <4.0 -
Chromium (aqua regia extractable) ma/kg 1 MCERTS - 21 23 19 -
Copper (aqua regia extractable) mg/kg 1 MCERTS - 22 25 13 -
Lead (aqua regia extractable) mg/kg 1 MCERTS - 39 61 440 -
Mercury (aqua regia extractable) mg/kg 0.3 MCERTS - <03 <03 <03 -
Nickel (aqua regia extractable) mg/kg 1 MCERTS - 14 19 14 -
Selenium (aqua regia extractable) mg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
Zinc (aqua regia extractable) mg/kg 1 MCERTS - 60 73 66 -

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Science

Iss No 21-26456-1 Park Road Havant CRM 1668 023
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Analytical Report Number: 21-26456
Project / Site name: Park Road Havant
Your Order No: CRM 1668 022

Lab Sample Number 2102421 2102422 2102423 2102424 2102425
Sample Reference WS3 WS2 WS12 WS9 WS9
| k None Supplied None Supplied None Supplied None Supplied None Supplied

Depth (m) 1.00 0.50 1.00 1.00 1.40
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied None Supplied

N

-~ o
Analytical Parameter g z': % g
(Soil Analysis) & g g g_

Q =]

5 3

3
Monoaromatics & Oxygenates
Benzene Hg/kg 1 MCERTS <1.0 - - - <1.0
Toluene ug/kg 1 MCERTS <1.0 - - - <1.0
Ethylbenzene ug/kg 1 MCERTS <1.0 - - - <1.0
p & m-xylene ug/kg 1 MCERTS <1.0 - - - <1.0
o-xylene ug/kg 1 MCERTS <1.0 - - - <1.0
MTBE (Methyl Tertiary Butyl Ether) Ha/kg L MCERTS <1.0 - - - <1.0
Petroleum Hydrocarbons
[TPH-CWG - Aliphatic >ECS5 - EC6 us 1p a_ mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aliphatic >EC6 - EC8 s 1p a mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aliphatic >EC8 - EC10 ys 1p A mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aliphatic >EC10 - EC12 gy cy 1p AL mg/kg 1 MCERTS 3.0 3.1 <1.0 2.7 <1.0
[TPH-CWG - Aliphatic >EC12 - EC16 gy oy 1p aL mg/kg 2 MCERTS 2.9 2.9 <20 2.1 <20
[ TPH-CWG - Aliphatic >EC16 - EC21 gy cy 1p AL mg/kg 8 MCERTS <8.0 <8.0 <8.0 <8.0 <8.0
[TPH-CWG - Aliphatic >EC21 - EC35 gy oy 1p aL mg/kg 8 MCERTS <8.0 <8.0 <8.0 <8.0 <8.0
[ TPH-CWG - Aliphatic > EC35 - EC44 ey oy 1p o mg/kg 8.4 NONE - <8.4 <8.4 <8.4 -
TPH-CWG - Aliphatic (EC5 - EC35) ey custs 1p_aL mg/kg 10 MCERTS <10 <10 <10 <10 <10
[TPH-CWG - Aliphatic (EC5 - EC#4) en_cusrs 1o mofkg | 10| NONE - <10 <10 <10 -
[ TPH-CWG - Aromatic >EC5 - EC7 us 1p ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aromatic >EC7 - EC8 s 1p ar mg/kg 0.001 MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aromatic >EC8 - EC10 s 1 ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001 < 0.001
[TPH-CWG - Aromatic >EC10 - EC12 gy oy 1p ar mg/kg 1 MCERTS <1.0 <1.0 <1.0 <1.0 <10
 TPH-CWG - Aromatic >EC12 - EC16 g cy 10 ar mg/kg 2 MCERTS <2.0 <2.0 <20 <20 <20
[TPH-CWG - Aromatic >EC16 - EC21 gy oy 1p ar mg/kg 10 MCERTS <10 <10 <10 <10 <10
[ TPH-CWG - Aromatic >EC21 - EC35 gy oy 1p ar mg/kg 10 MCERTS <10 <10 <10 <10 <10
TPH-CWG - Aromatic > EC35 - EC44 gy oy 1p ar mg/kg 8.4 NONE - <84 <84 <84 -
[ TPH-CWG - Aromatic (EC5 - EC35) gy custs 1p A mg/kg 10 MCERTS <10 <10 <10 <10 <10
TPH-CWG - Aromatic (EC5 - EC44) e cy+hs_1p_ar mg/kg 10 NONE - <10 <10 <10 -
[TPH (>C5 - C7) us 1p ToraL mg/kg 1 MCERTS - <1.0 <1.0 <10 -
TPH (>C7 - C8) 15 10 TotaL mg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
[TPH (C8 - C10) 15 1p ToTAL mg/kg 0.1 MCERTS - <0.1 <0.1 <0.1 -
[TPH (C10 - C12) gy <y 10 ToTAL mg/kg 2 MCERTS - 3.1 <2.0 2.7 -
[TPH (C12 - C16) ey cy 10 ToTAL mg/kg 4 MCERTS - <40 <40 <4.0 -
[TPH (C16 - C21) &4 cy 1. ToTAL mg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
TPH (C21 - C35) gy cy_1p_ToTAL mg/kg 1 MCERTS - <1.0 <1.0 <1.0 -
TPH (C35 - C44) g4 cu_1p TotaL mg/kg 10 NONE - <10 <10 <10 -
TPH Total C5 - C44 gy _cu+hs_1p_ToTaL mg/kg 10 NONE - <10 <10 <10 -

U/S = Unsuitable Sample

1/S = Insufficient Sample

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Science

Iss No 21-26456-1 Park Road Havant CRM 1668 023
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Analytical Report Number: 21-26456
Project / Site name: Park Road Havant
Your Order No: CRM 1668 022

Lab Sample Number 2102426
Sample Reference WS9
I k None Supplied
Depth (m) 1.90
Date Sampled 25/11/2021
Time Taken None Supplied
c
3 »
[ 3
Analytical Parameter s oy g8
(Soil Analysis) & [ £g
S
Stone Content % 0.1 NONE <0.1
Moisture Content % 0.01 NONE 20
Total mass of sample received kg 0.001 NONE 1.5
Asbestos in Soil Type N/A 1SO 17025 -
Asbestos Analyst ID N/A N/A N/A
General Inorganics
pH - Automated pH Units N/A MCERTS -
Organic Matter (automated) % 0.1 MCERTS -
Total Organic Carbon (TOC) - Automated % 0.1 MCERTS -
Total Phenols
[Total Phenols (monohyric) | makg |1 MCERTS | R
Speciated PAHs
Naphthalene mg/kg 0.05 MCERTS -
Acenaphthylene mg/kg 0.05 MCERTS -
Acenaphthene mg/kg 0.05 MCERTS -
Fluorene mg/kg 0.05 MCERTS -
Phenanthrene mg/kg 0.05 MCERTS -
Anthracene mg/kg 0.05 MCERTS -
Fluoranthene mg/kg 0.05 MCERTS -
Pyrene ma/kg 0.05 MCERTS -
Benzo(a)anthracene mg/kg 0.05 MCERTS -
Chrysene mg/kg 0.05 MCERTS -
Benzo(b)fluoranthene mg/kg 0.05 MCERTS -
Benzo(k)fluoranthene mg/kg 0.05 MCERTS -
Benzo(a)pyrene ma/kg 0.05 MCERTS -
Indeno(1,2,3-cd)pyrene mg/kg 0.05 MCERTS -
Dibenz(a,h)anthracene ma/kg 0.05 MCERTS -
Benzo(ghi)perylene ma/kg 0.05 MCERTS B
Total PAH
|Speciated Total EPA-16 PAHs | ma/kg | 0.8 MCERTS | -
Heavy Metals / Metalloids
Arsenic (aqua regia extractable) ma/kg 1 MCERTS -
Boron (water soluble) mg/kg 0.2 MCERTS -
Cadmium (aqua regia extractable) ma/kg 0.2 MCERTS -
Chromium (hexavalent) mg/kg 4 MCERTS -
Chromium (aqua regia extractable) ma/kg 1 MCERTS -
Copper (aqua regia extractable) mg/kg 1 MCERTS -
Lead (aqua regia extractable) mg/kg 1 MCERTS -
Mercury (aqua regia extractable) mg/kg 0.3 MCERTS -
Nickel (aqua regia extractable) mg/kg 1 MCERTS -
Selenium (aqua regia extractable) mg/kg 1 MCERTS -
Zinc (aqua regia extractable) mg/kg 1 MCERTS -

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Science

Iss No 21-26456-1 Park Road Havant CRM 1668 023
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Analytical Report Number: 21-26456
Project / Site name: Park Road Havant
Your Order No: CRM 1668 022

Lab Sample Number 2102426
Sample Reference WS9
I k None Supplied

Depth (m) 1.90
Date Sampled 25/11/2021
Time Taken None Supplied

=4

2 2

- o
Analytical Parameter s oy g %
(Soil Analysis) & % g g

Q =]

5 3

3
Monoaromatics & Oxygenates
Benzene Hg/kg 1 MCERTS <1.0
Toluene Hg/kg 1 MCERTS <1.0
Ethylbenzene Hg/kg 1 MCERTS < 1.0
p & m-xylene Hg/kg 1 MCERTS <1.0
o-xylene ug/kg 1 MCERTS < 1.0
MTBE (Methyl Tertiary Butyl Ether) ua/kg 1 MCERTS <1.0
Petroleum Hydrocarbons
TPH-CWG - Aliphatic >EC5 - EC6 s 1p a mg/kg 0.001 MCERTS < 0.001
[ TPH-CWG - Aliphatic >EC6 - EC8 s 1p a mg/kg | 0.001 | MCERTS < 0.001
TPH-CWG - Aliphatic >EC8 - EC10 ys 1p A mg/kg | 0.001 | MCERTS < 0.001
[ TPH-CWG - Aliphatic >EC10 - EC12 gy cy 1p AL mg/kg 1 MCERTS <1.0
[TPH-CWG - Aliphatic >EC12 - EC16 gy oy 1p aL mg/kg 2 MCERTS <20
[ TPH-CWG - Aliphatic >EC16 - EC21 gy cy 1p AL mg/kg 8 MCERTS <8.0
[TPH-CWG - Aliphatic >EC21 - EC35 gy oy 1p aL mg/kg 8 MCERTS <8.0
TPH-CWG - Aliphatic > EC35 - EC44 gy ¢y 1p aL mg/kg 8.4 NONE -
TPH-CWG - Aliphatic (EC5 - EC35) ex cushs 1 AL mg/kg 10 MCERTS <10
[TPH-CWG - Aliphatic (EC5 - EC44) g1 cyris. 10 AL mafkg | 10 NONE B
[ TPH-CWG - Aromatic >EC5 - EC7 us 1p ar mg/kg | 0.001 | MCERTS < 0.001
TPH-CWG - Aromatic >EC7 - EC8 s 1p ar mg/kg 0.001 MCERTS < 0.001
[ TPH-CWG - Aromatic >EC8 - EC10 s 1 ar mg/kg | 0.001 | MCERTS < 0.001
[TPH-CWG - Aromatic >EC10 - EC12 gy oy 1p ar mg/kg 1 MCERTS <1.0
 TPH-CWG - Aromatic >EC12 - EC16 g cy 10 ar mg/kg 2 MCERTS <20
[TPH-CWG - Aromatic >EC16 - EC21 gy oy 1p ar mg/kg 10 MCERTS <10
[ TPH-CWG - Aromatic >EC21 - EC35 gy oy 1p ar mg/kg 10 MCERTS <10
TPH-CWG - Aromatic > EC35 - EC44 gy oy 1p ar mg/kg | 84 NONE -
[ TPH-CWG - Aromatic (EC5 - EC35) gy custs 1p A mg/kg 10 MCERTS <10
TPH-CWG - Aromatic (EC5 - EC44) e cy+hs_1p_ar mg/kg 10 NONE -
TPH (>C5 - C7) s 1p ToTAL mg/kg 1 MCERTS -
TPH (>C7 - C8) ws_1p_totaL mg/kg L MCERTS -
[TPH (C8 - C10) 15 1p ToTAL mokg | 01 MCERTS .
TPH (C10 - C12) gy cy_1p_ToTAL mg/kg 2 MCERTS -
[ TPH (C12 - C16) e cu 10 Tora mg/kg 4 MCERTS -
TPH (C16 - C21) g cy_1p_ToTAL mg/kg L MCERTS -
TPH (C21 - C35) e oy 1p ToTAL ma/kg 1 MCERTS .
TPH (C35 - C44) e cu_1o_TotAL mg/kg 10 NONE -
TPH Total C5 - C44 g cyshs_1p_ToTAL mg/kg 10 NONE -

U/S = Unsuitable Sample  1/S = Insufficient Sample

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Science

Iss No 21-26456-1 Park Road Havant CRM 1668 023
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Analytical Report Number : 21-26456
Project / Site name: Park Road Havant

* These descriptions are only intended to act as a cross check if sample identities are questioned. The major constituent of the sample is intended to act with respect to MCERTS
validation. The laboratory is accredited for sand, clay and loam (MCERTS) soil types. Data for unaccredited types of solid should be interpreted with care.

Stone content of a sample is calculated as the % weight of the stones not passing a 10 mm sieve. Results are not corrected for stone content.

vt | o, | gampe | oestn ) [sample Descrption *
2102416 WS1 None Supplied 0.9 Brown loam and clay with gravel.
2102417 WS1 None Supplied 1 Brown clay and sand.
2102418 WS1 None Supplied 1.6 Brown clay and loam with gravel.
2102419 WS1 None Supplied 2 Brown clay.
2102420 WS3 None Supplied 0.3 Brown loam and clay with gravel and vegetation.
2102421 WS3 None Supplied 1 Brown clay and sand with gravel.
2102422 WS2 None Supplied 0.5 Brown loam and clay with gravel and vegetation.
2102423 WS12 None Supplied 1 Brown loam and clay with gravel and vegetation.
2102424 WS9 None Supplied 1 Brown clay and loam with gravel and vegetation.
2102425 WSs9 None Supplied 1.4 Brown clay and loam with gravel.
2102426 Ws9 None Supplied 1.9 Brown clay and sand.

Iss No 21-26456-1 Park Road Havant CRM 1668 023
Page 8 of 11



UKAS .
TESTING

wi 7772CERTS

Science

Analytical Report Number : 21-26456
Project / Site name: Park Road Havant

Water matrix abbreviations:
Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

- - P - Method Wet / D A ditati
Analytical Test Name Analytical Method Description Analytical Method Reference etho et/ Ty | Accrecitation
number Analysis Status
Metals in soil by ICP-OES Determination of metals in soil by aqua-regia digestion JIn-house method based on MEWAM 2006 L038-PL D MCERTS
followed by ICP-OES. Methods for the Determination of Metals in Soil.
Asbestos identification in soil Asbestos Identification with the use of polarised light In house method based on HSG 248 A001-PL D IS0 17025
microscopy in conjunction with disperion staining
techniques.
Boron, water soluble, in soil Determination of water soluble boron in soil by hot water |In-house method based on Second Site Properties L038-PL D MCERTS
extract followed by ICP-OES. version 3
Hexavalent chromium in soil Determination of hexavalent chromium in soil by In-house method L080-PL w MCERTS
extraction in water then by acidification, addition of 1,5
diphenylcarbazide followed by colorimetry.
Moisture Content Moisture content, determined gravimetrically. (30 oC) In house method. L019-UK/PL w NONE
Monohydric phenols in soil Determination of phenols in soil by extraction with In-house method based on Examination of Water L080-PL w MCERTS
sodium hydroxide followed by distillation followed by and Wastewater 20th Edition: Clesceri,
colorimetry. Greenberg & Eaton (skalar)
Speciated EPA-16 PAHSs in soil Determination of PAH compounds in soil by extraction in JIn-house method based on USEPA 8270 L064-PL D MCERTS
dichloromethane and hexane followed by GC-MS with
the use of surrogate and internal standards.
pH in soil (automated) Determination of pH in soil by addition of water followed JIn house method. L099-PL D MCERTS
by automated electrometric measurement.
Stones content of soil Standard preparation for all samples unless otherwise In-house method based on British Standard L019-UK/PL D NONE
detailed. Gravimetric determination of stone > 10 mm as [Methods and MCERTS requirements.
% dry weight.
Total organic carbon (Automated) in soil | Determination of organic matter in soil by oxidising with JIn house method. L009-PL D MCERTS
potassium dichromate followed by titration with iron (II)
sulphate.
BTEX and MTBE in soil (Monoaromatics) |Determination of BTEX in soil by headspace GC-MS. In-house method based on USEPA8260 L073B-PL w MCERTS
TPHCWG (Soil) Determination of hexane extractable hydrocarbons in soil [In-house method with silica gel split/clean up. L088/76-PL w MCERTS
by GC-MS/GC-FID.
TPH in (Soil) Determination of TPH bands by HS-GC-MS/GC-FID In-house method, TPH with carbon banding and L076-PL D NONE
silica gel split/cleanup.
Organic matter (Automated) in soil Determination of organic matter in soil by oxidising with JIn house method. L009-PL D MCERTS
potassium dichromate followed by titration with iron (II)
sulphate.
For method bers ending in 'UK' lysis have been carried out in our laboratory in the United Kingdom.
For method bers ending in 'PL' lysis have been carried out in our laboratory in Poland.

Soil analytical results are expressed on a dry weight basis. Where analysis is carried out on as-received the results obtained are multiplied by a moisture
correction factor that is determined gravimetrically using the moisture content which is carried out at a maximum of 300C.

Unless otherwise indicated, site information, order , project ber, ing date, time, ple reference and depth are provided by
the client. The instructed on date indicates the date on which this information was provided to the laboratory.

h,

Iss No 21-26456-1 Park Road Havant CRM 1668 023
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Analytical Report Number : 21-26456
Project / Site name: Park Road Havant

Water matrix abbreviations:
Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

Method Wet / Dry | Accreditation

Analytical Test Name Analytical Method Description Analytical Method Reference number Analysis Status

Information in Support of Analytical Results

List of HWOL Acronyms and Operators

Acronym Descriptions

HS Headspace Analysis
MS Mass spectrometry
FID Flame lonisation Detector
GC Gas Chromatography
EH Extractable Hydrocarbons (i.e. everything extracted by the solvent(s))
cu Clean-up - e.g. by Florisil®, silica gel
1D GC - Single coil/column gas chromatography
2D GC-GC - Double coil/column gas chromatography
Total Aliphatics & Aromatics
AL Aliphatics
AR Aromatics
#1 EH_2D_Total but with humics mathematically subtracted
#2 EH_2D_Total but with fatty acids mathematically subtracted
_ Operator - understore to separate acronyms (exception for +)
+ Operator to indicate cumulative e.g. EH+HS_Total or EH_CU+HS_Total

Iss No 21-26456-1 Park Road Havant CRM 1668 023
Page 10 of 11



Steve Rhodes

Enzygo Geoenvironmental Ltd

HWICERTY

i2 Analytical Ltd.

The Byre 7 Woodshots Meadow,
Woodend Lane Croxley Green
Crombhall Business Park,
Gloucestershire Watford,
GL12 8AA Herts,

WD18 8YS

e: steve.rhodes@enzygo.com

t: 01923 225404
f: 01923 237404
e: reception@i2analytical.com

Analytical Report Number : 21-26717

Project / Site name: Park Road Havant Samples received on: 01/12/2021

Your job number: CRM.1668,023 Samples instructed on/ 02/12/2021
Analysis started on:

Your order number: CRM.1688.022 Analysis completed by: 14/12/2021

Report Issue Number: 1 Report issued on: 14/12/2021

Samples Analysed: 4 soil samples

Beincn

Signed:

Karolina Marek
PL Head of Reporting Team
For & on behalf of i2 Analytical Ltd.

Standard Geotechnical, Asbestos and Chemical Testing Laboratory located at: ul. Pionieréw 39, 41 -711 Ruda Slgska, Poland.
Accredited tests are defined within the report, opinions and interpretations expressed herein are outside the scope of accreditation.

Standard sample disposal times, unless otherwise agreed with the laboratory, are : soils - 4 weeks from reporting
leachates - 2 weeks from reporting
waters - 2 weeks from reporting
asbestos - 6 months from reporting

Excel copies of reports are only valid when accompanied by this PDF certificate.

Any assessments of compliance with specifications are based on actual analytical results with no contribution from uncertainty of measurement.
Application of uncertainty of measurement would provide a range within which the true result lies.
An estimate of measurement uncertaintv can be provided on reauest.

Iss No 21-26717-1 Park Road Havant CRM.1668,023
Page 1 of 7

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.
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Analytical Report Number: 21-26717
Project / Site name: Park Road Havant

Your Order No: CRM.1688.022

Lab Sample Number 2103884 2103885 2103886 2103887
le Reference WS8 WS1 WS9 WS10
Sample Number None Supplied None Supplied None Supplied None Supplied
Depth (m) 0.50 0.60 0.90 0.90
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied
-
Analytical Parameter EC, i § g
(Soil Analysis) @ % g g
2 ]
S
Stone Content % 0.1 NONE <0.1 <0.1 <0.1 32
Moisture Content % 0.01 NONE 15 13 19 8.7
Total mass of sample received kg 0.001 NONE 0.40 1.5 1.5 1.5
Asbestos in Soil Screen / Identification Name Type N/A 1SO 17025 - - - Chrysc’):ti!;e—sLoose
Asbestos in Soil Type N/A 150 17025 - - Not-detected Detected
Asbestos Analyst ID N/A N/A N/A DSA DSA
General Inorganics
pH - Automated pH Units|  N/A MCERTS - - 7.5 8.3
Organic Matter (automated) % 0.1 MCERTS - - 0.9 0.8
Total Organic Carbon (TOC) - Automated % 0.1 MCERTS - - 0.5 0.4
Total Phenols
ITotaI Phenols (monohydric) I mg/kg I 1 MCERTS I <1.0 - I - -
Speciated PAHs
Naphthalene ma/kg 0.05 MCERTS - - <0.05 < 0.05
Acenaphthylene mg/kg 0.05 MCERTS - - < 0.05 < 0.05
Acenaphthene mg/kg 0.05 MCERTS - - < 0.05 0.52
Fluorene mg/kg 0.05 MCERTS - - < 0.05 0.75
Phenanthrene mg/kg 0.05 MCERTS - - < 0.05 5.3
Anthracene mg/kg 0.05 MCERTS - - < 0.05 1.3
Fluoranthene mg/kg 0.05 MCERTS - - < 0.05 8.9
Pyrene mg/kg 0.05 MCERTS - - < 0.05 8.2
Benzo(a)anthracene mg/kg 0.05 MCERTS - - < 0.05 5.3
Chrysene mg/kg 0.05 MCERTS - - < 0.05 3.6
Benzo(b)fluoranthene mg/kg 0.05 MCERTS - - < 0.05 5.7
Benzo(k)fluoranthene mg/kg 0.05 MCERTS - - < 0.05 2.9
Benzo(a)pyrene mg/kg 0.05 MCERTS - - < 0.05 6.0
Indeno(1,2,3-cd)pyrene mg/kg 0.05 MCERTS - - < 0.05 2.9
Dibenz(a,h)anthracene mg/kg 0.05 MCERTS - - < 0.05 0.81
Benzo(ghi)perylene mg/kg 0.05 MCERTS - - < 0.05 3.2
Total PAH
|speciated Total EPA-16 PAHs | moka | 08 ] MCERTS | - - |  <os0 55.6
Heavy Metals / Metalloids
Arsenic (aqua regia extractable) mg/kg 1 MCERTS - - 5.9 10
Boron (water soluble) ma/kg 0.2 MCERTS - - 0.5 0.7
Cadmium (aqua regia extractable) mg/kg 0.2 MCERTS - - <0.2 0.4
Chromium (hexavalent) mg/kg 4 MCERTS - - <4.0 <4.0
Chromium (aqua regia extractable) mg/kg 1 MCERTS - - 18 24
Copper (aqua regia extractable) mg/kg 1 MCERTS - - 10 18
Lead (aqua regia extractable) mg/kg 1 MCERTS - - 48 110
Mercury (aqua regia extractable) ma/kg 0.3 MCERTS - - <0.3 <0.3
Nickel (aqua regia extractable) mg/kg 1 MCERTS - - 12 14
Selenium (aqua regia extractable) mg/kg 1 MCERTS - - <1.0 <1.0
Zinc (aqua regia extractable) mg/kg 1 MCERTS - - 35 79

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Sciance
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Analytical Report Number: 21-26717
Project / Site name: Park Road Havant
Your Order No: CRM.1688.022

Lab Sample Number 2103884 2103885 2103886 2103887
le Reference WS8 WS1 WS9 WS10
Sample Number None Supplied None Supplied None Supplied None Supplied
Depth (m) 0.50 0.60 0.90 0.90
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied
-
Analytical Parameter EC, i § g
1| H - -
(Soil Analysis) @ E & %
g' =
Monoaromatics & Oxygenates
Benzene ug/kg 1 MCERTS <1.0 <1.0 - -
Toluene Hg/kg 1 MCERTS <1.0 <1.0 - -
Ethylbenzene ug/kg 1 MCERTS <1.0 <1.0 - -
p & m-xylene Hg/kg 1 MCERTS <1.0 <1.0 - -
o-xylene ug/kg 1 MCERTS <1.0 <1.0 - -
MTBE (Methyl Tertiary Butyl Ether) Ha/kg 1 MCERTS <1.0 <1.0 - -
Petroleum Hydrocarbons
'TPH-CWG - Aliphatic >EC5 - EC6 s 1p a mg/kg 0.001 MCERTS < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aliphatic >EC6 - EC8 ys 1p a_ mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aliphatic >EC8 - EC10 s 1p a mg/kg 0.001 MCERTS < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aliphatic >EC10 - EC12 gy oy 1p AL mg/kg 1 MCERTS <1.0 <1.0 <1.0 <1.0
TPH-CWG - Aliphatic >EC12 - EC16 gy cy 1p_ AL mg/kg 2 MCERTS <20 <20 <20 <20
TPH-CWG - Aliphatic >EC16 - EC21 gy oy 1p AL mg/kg 8 MCERTS <8.0 <8.0 <8.0 <8.0
TPH-CWG - Aliphatic >EC21 - EC35 gy ¢y 1p_ aL mg/kg 8 MCERTS < 8.0 < 8.0 < 8.0 < 8.0
TPH-CWG - Aliphatic > EC35 - EC44 gy oy 1p AL ma/kg 8.4 NONE - - <84 <84
TPH-CWG - Aliphatic (EC5 - EC35) ey cu+ts_1p AL mg/kg 10 MCERTS <10 <10 <10 <10
TPH-CWG - Aliphatic (EC5 - EC44) gy cusHs_1p AL mg/kg 10 NONE - - <10 <10
TPH-CWG - Aromatic >EC5 - EC7 s 1 ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001
'TPH-CWG - Aromatic >EC7 - EC8 ys 1p ar mg/kg 0.001 MCERTS < 0.001 < 0.001 < 0.001 < 0.001
[ TPH-CWG - Aromatic >EC8 - EC10 s 1p ar mg/kg | 0.001 | MCERTS < 0.001 < 0.001 < 0.001 < 0.001
TPH-CWG - Aromatic >EC10 - EC12 ¢ cy 1p ar mg/kg 1 MCERTS <1.0 <1.0 <1.0 <1.0
TPH-CWG - Aromatic >EC12 - EC16 gy oy 1p ar mg/kg 2 MCERTS <2.0 <2.0 <2.0 14
TPH-CWG - Aromatic >EC16 - EC21 ¢ oy 1p ar mg/kg 10 MCERTS <10 <10 <10 39
TPH-CWG - Aromatic >EC21 - EC35 gy cy 1 ar mg/kg 10 MCERTS <10 <10 <10 110
TPH-CWG - Aromatic > EC35 - EC44 ¢ oy 10 AR mg/kg 8.4 NONE - - <84 83
TPH-CWG - Aromatic (EC5 - EC35) g custs. 1b AR mg/kg 10 MCERTS <10 <10 <10 160
TPH-CWG - Aromatic (EC5 - EC44) g3, cuas 1047 mo/kg | 10 NONE - - <10 240
TPH (>C5 - C7) us 10 TotaL mg/kg 1 MCERTS - - <1.0 <1.0
TPH (>C7 - C8) ys 1p TotAL mg/kg 1 MCERTS - - <1.0 <1.0
TPH (C8 - C10) 1 1p ToTAL mg/kg 0.1 MCERTS - - <0.1 <0.1
TPH (C10 - C12) e cy 10 ToTAL mg/kg 2 MCERTS - - <20 <2.0
TPH (C12 - C16) £y cu 10 ToTAL mg/kg 4 MCERTS - - <4.0 14
[TPH (C16 - C21) en cy 10 ToTAL mg/kg 1 MCERTS - - <1.0 39
TPH (C21 - C35) £y cu. 10, ToTAL mg/kg 1 MCERTS - - <1.0 110
TPH (C35 - C44) £ cu_10.ToTAL mg/kg 10 NONE - - <10 83
TPH Total C5 - C447EH:CU7+HS_1D_TOTAL mg/kg 10 NONE - - < 10 240

U/S = Unsuitable Sample  I/S = Insufficient Sample

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report relate only to the sample(s) submitted for testing.

Sciance

Iss No 21-26717-1 Park Road Havant CRM.1668,023
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Analytical Report Number: 21-26717
Project / Site name: Park Road Havant
Your Order No: CRM.1688.022

Certificate of Analysis - Asbestos Quantification

Methods:
Qualitative Analysis

The samples were analysed qualitatively for asbestos by polarising light and dispersion staining as described by the Health and Safety
Executive in HSG 248.

Quantitative Analysis

The analysis was carried out using our documented in-house method A006-PL based on HSE Contract Research Report No: 83/1996:
Development and Validation of an analytical method to determine the amount of asbestos in soils and loose aggregates (Davies et al, 1996)
and HSG 248. Our method includes initial examination of the entire representative sample, then fractionation and detailed analysis of each
fraction, with quantification by hand picking and weighing.

The limit of detection (reporting limit) of this method is 0.001 %.

The method has been validated using samples of at least 100 g, results for samples smaller than this should be interpreted with caution.

Both Qualitative and Quantitative Analyses are UKAS accredited.

Sample Sample | Sample | Asbestos Containing Asbestos by hand Total %

Numger Sample ID| Depth | Weight Material Types PLM Results picking/weighing | Asbestos in
(m) (9) Detected (ACM) (%) Sample

2103887 WS10 0.90 136 Loose Fibres Chrysotile < 0.001 < 0.001

Opinions and interpretations expressed herein are outside the scope of UKAS accreditation.

Science

This certificate should not be reproduced, except in full, without the express permission of the laboratory. Iss No 21-26717-2 Park Road Havant CRM.1668,023

The results included within the report are representative of the samples submitted for analysis.

Page 5 of 9
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Analytical Report Number : 21-26717
Project / Site name: Park Road Havant

* These descriptions are only intended to act as a cross check if sample identities are questioned. The major constituent of the sample is intended to act with respect to MCERTS validation.
The laboratory is accredited for sand, clay and loam (MCERTS) soil types. Data for unaccredited types of solid should be interpreted with care.

Stone content of a sample is calculated as the % weight of the stones not passing a 10 mm sieve. Results are not corrected for stone content.

Lab pl I I P
Number Reference Number Depth (m) |Sample Description
2103884 WS8 None Supplied 0.5 Brown clay and sand with gravel.
2103885 Wws1 None Supplied 0.6 Brown clay and sand with gravel.
2103886 WS9 None Supplied 0.9 Brown clay and sand.

2103887 WS10 None Supplied 0.9 Brown loam and clay with stones.

Iss No 21-26717-1 Park Road Havant CRM.1668,023
Page 4 of 7
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Analytical Report Number : 21-26717
Project / Site name: Park Road Havant

Water matrix abbreviations:
Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

. - . e - Method Wet / Dry | Accreditation
Analytical Test Name Analytical Method Description Analytical Method Reference number Analysis Status
Metals in soil by ICP-OES Determination of metals in soil by aqua-regia digestion  |In-house method based on MEWAM 2006 L038-PL D MCERTS
followed by ICP-OES. Methods for the Determination of Metals in Soil.

Asbestos identification in soil Asbestos Identification with the use of polarised light In house method based on HSG 248 A001-PL D 1SO 17025
microscopy in conjunction with disperion staining
techniques.

Boron, water soluble, in soil Determination of water soluble boron in soil by hot water |In-house method based on Second Site Properties L038-PL D MCERTS
extract followed by ICP-OES. version 3

Hexavalent chromium in soil Determination of hexavalent chromium in soil by In-house method L080-PL w MCERTS
extraction in water then by acidification, addition of 1,5
diphenylcarbazide followed by colorimetry.

Moisture Content Moisture content, determined gravimetrically. (30 oC) In house method. L019-UK/PL w NONE
Monohydric phenols in soil Determination of phenols in soil by extraction with sodiumjIn-house method based on Examination of Water L080-PL w MCERTS
hydroxide followed by distillation followed by colorimetry. Jand Wastewater 20th Edition: Clesceri, Greenberg

& Eaton (skalar)

Speciated EPA-16 PAHSs in soil Determination of PAH compounds in soil by extraction in |In-house method based on USEPA 8270 LO64-PL D MCERTS
dichloromethane and hexane followed by GC-MS with the
use of surrogate and internal standards.

pH in soil (automated) Determination of pH in soil by addition of water followed |In house method. L099-PL D MCERTS
by automated electrometric measurement.

Stones content of soil Standard preparation for all samples unless otherwise In-house method based on British Standard L019-UK/PL D NONE
detailed. Gravimetric determination of stone > 10 mm as |Methods and MCERTS requirements.
% dry weight.

Total organic carbon (Automated) in soil Determination of organic matter in soil by oxidising with |In house method. L009-PL D MCERTS
potassium dichromate followed by titration with iron (II)
sulphate.

BTEX and MTBE in soil (Monoaromatics) |Determination of BTEX in soil by headspace GC-MS. In-house method based on USEPA8260 L073B-PL w MCERTS

[TPHCWG (Soil) Determination of hexane extractable hydrocarbons in soil |In-house method with silica gel split/clean up. L088/76-PL w MCERTS
by GC-MS/GC-FID.

TPH in (Soil) Determination of TPH bands by HS-GC-MS/GC-FID In-house method, TPH with carbon banding and L076-PL D NONE

silica gel split/cleanup.

Organic matter (Automated) in soil Determination of organic matter in soil by oxidising with |In house method. L009-PL D MCERTS
potassium dichromate followed by titration with iron (II)
sulphate.

For method numbers ending in 'UK' analysis have been carried out in our laboratory in the United Kingdom.
For method numbers ending in 'PL' analysis have been carried out in our laboratory in Poland.
Soil analytical results are expressed on a dry weight basis. Where analysis is carried out on as-received the results obtained are multiplied by a moisture
correction factor that is determined gravimetrically using the moisture content which is carried out at a maximum of 300C.

Unless otherwise indicated, site information, order number, project number, sampling date, time, sample reference and depth are provided by
the client. The instructed on date indicates the date on which this information was provided to the laboratory.

Iss No 21-26717-1 Park Road Havant CRM.1668,023
Page 5 of 7
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Analytical Report Number : 21-26717
Project / Site name: Park Road Havant

Water matrix abbreviations:

Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

Analytical Test Name

Analytical Method Description

Analytical Method Reference

Method
number

Wet / Dry
Analysis

Accreditation
Status

Information in Support of Analytical Results

List of HWOL Acronyms and Operators

Acronym
HS
MS
FID
GC
EH
cu
1D
2D

Total
AL
AR
#1
#2

+

Descriptions

Headspace Analysis

Mass spectrometry
Flame lonisation Detector
Gas Chromatography

Extractable Hydrocarbons (i.e. everything extracted by the solvent(s))

Clean-up - e.g. by Florisil®, silica gel
GC - Single coil/column gas chromatography

GC-GC - Double coil/column gas chromatography

Aliphatics & Aromatics
Aliphatics
Aromatics

EH_2D_Total but with humics mathematically subtracted
EH_2D_Total but with fatty acids mathematically subtracted
Operator - understore to separate acronyms (exception for +)
Operator to indicate cumulative e.g. EH+HS_Total or EH_CU+HS_Total

tal Science

Iss No 21-26717-1 Park Road Havant CRM.1668,023
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MWCERTS

Steve Rhodes
Enzygo Geoenvironmental Ltd

i2 Analytical Ltd.

The Byre 7 Woodshots Meadow,
Woodend Lane Croxley Green
Cromhall Business Park,
Gloucestershire Watford,
GL12 8AA Herts,
WD18 8YS
t: 01923 225404
f: 01923 237404
e: steve.rhodes@enzygo.com e: reception@i2analytical.com
Analytical Report Number : 21-26457
Project / Site name: Park Road Havant Samples received on: 01/12/2021
Your job number: CRM 1668 023 Samples instructed on/ 01/12/2021
Analysis started on:
Your order number: CRM 1668 022 Analysis completed by: 10/12/2021
Report Issue Number: 1 Report issued on: 10/12/2021
Samples Analysed: 2 wac multi samples

Signed:

Izabela Wojcik
Technical Reviewer (Reporting Team)
For & on behalf of i2 Analytical Ltd.

Standard Geotechnical, Asbestos and Chemical Testing Laboratory located at: ul. Pionieréw 39, 41 -711 Ruda élaska, Poland.
Accredited tests are defined within the report, opinions and interpretations expressed herein are outside the scope of accreditation.

Standard sample disposal times, unless otherwise agreed with the laboratory, are : soils - 4 weeks from reporting
leachates - 2 weeks from reporting
waters - 2 weeks from reporting
asbestos - 6 months from reporting

Excel copies of reports are only valid when accompanied by this PDF certificate.

Any assessments of compliance with specifications are based on actual analytical results with no contribution from uncertainty of measurement.
Application of uncertainty of measurement would provide a range within which the true result lies.
An estimate of measurement uncertaintv can be provided on reauest.

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.

Bt

Iss No 21-26457-1 Park Road Havant CRM 1668 023

Page 1 of 8
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i2 Analytical

7 Woodshots Meadow Telephone: 01923 225404
Croxley Green Business Park Fax: 01923 237404
Watford, WD18 8YS email:reception@i2analytical.com

Waste Acceptance Criteria Analytical Results

Report No: 21-26457
Client: ENZYGOGEO
Location Park Road Havant
Lab Reference (Sample Number) 2102525 Landfill Waste I.\otieptance Criteria
Limits
Date 25/11/2021 Stable Non-
Sample ID WS1 reactive
Inert Waste HAZARDOUS Hazardous
Landfill waste in non- Waste Landfill
Depth (m) 1.00 hazardous
Landfill
Solid Waste Analysis
TOC (%)** 0.2 3% 5% 6%
Loss on Ignition (%) ** 4.1 - - 10%
BTEX (ua/kg) ** <10 6000 _ —
Sum of PCBs (mg/kg) ** < 0.30 1 - -
Mineral Oil (mg/kg) e 10_cua # < 10 500 - -
Total PAH (WAC-17) (mg/kg) < 0.85 100 - -
pH (units)** 8.1 - >6 -
Acid Neutralisation Capacity (mol / kg) 4.3 - To be evaluated | To be evaluated
Eluate Analysis 21 8:1 Cumulative 10:1 Limit values for compliance leaching test
(BS EN 12457 - 3 preparation utilising end over end leaching using BS EN 124573 at L/S 10 I/kg (mg/kg)
procedure) mg/| mg/I mg/kg
Arsenic * < 0.010 < 0.010 < 0.050 0.5 2 25
Barium * 0.032 0.025 0.25 20 100 300
Cadmium * < 0.0005 < 0.0005 < 0.0020 0.04 1 5
Chromium * < 0.0010 0.0029 0.026 0.5 10 70
Copper * 0.019 0.011 0.12 2 50 100
Mercury * < 0.0015 < 0.0015 < 0.010 0.01 0.2 2
Molybdenum * < 0.0030 < 0.0030 0.025 0.5 10 30
Nickel * 0.0033 0.0061 0.058 0.4 10 40
Lead * < 0.0050 0.0056 0.053 0.5 10 50
Antimony * < 0.0050 < 0.0050 < 0.020 0.06 0.7 5
Selenium * < 0.010 < 0.010 < 0.040 0.1 0.5 7
Zinc * 0.018 0.0087 0.097 4 50 200
Chloride * 7.0 < 4.0 B 800 15000 25000
Fluoride 1.3 1.2 12 10 150 500
Sulphate * 3.0 2.3 24 1000 20000 50000
TDS* 110 66 700 4000 60000 100000
Phenol Index (Monohydric Phenols) * <0.13 <0.13 < 0.50 1 - -
DOC 19 10 110 500 800 1000
Leach Test Information
Stone Content (%) <0.1
Sample Mass (kg) 1.0
Dry Matter (%) 81
Moisture (%) 19
Stage 1
Volume Eluate L2 (litres) 0.29
Filtered Eluate VE1 (litres) 0.18
Results are expressed on a dry weight basis, after correction for moisture content where applicable. *= UKAS accredited (liquid eluate analysis only)
Stated limits are for guidance only and i2 cannot be held responsible for any discrepancies with current legislation ** = MCERTS accredited

Landfill WAC analysis (specifically leaching test results) must not be used for hazardous waste classification purposes as defined by the Waste (England and Wales) Regulations 2011 (as
amended) and EA Guidance WM3.
This analysis is only applicable for landfill acceptance criteria (The Environmental Permitting (England and Wales) Regulations) and does not give any indication as to whether a waste may
be hazardous or non-hazardous.

Iss No 21-26457-1 Park Road Havant CRM 1668 023
This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis. Page 2 of 8
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i2 Analytical

7 Woodshots Meadow Telephone: 01923 225404
Croxley Green Business Park Fax: 01923 237404
Watford, WD18 8YS email:reception@i2analytical.com

Waste Acceptance Criteria Analytical Results

Report No: 21-26457
Client: ENZYGOGEO
Location Park Road Havant
Lab Reference (Sample Number) 2102526 Landfill Waste I.\otieptance Criteria
Limits
Date 25/11/2021 Stable Non-
Sample ID WS11 reactive
Inert Waste HAZARDOUS Hazardous
Landfill waste in non- Waste Landfill
Depth (m) 0.50 hazardous
Landfill
Solid Waste Analysis
TOC (%)** 1.3 3% 5% 6%
Loss on Ignition (%) ** 3.7 - - 10%
BTEX (ua/kg) ** <10 6000 _ —
Sum of PCBs (mg/kg) ** < 0.30 1 - -
Mineral Oil (mg/kg) e 10_cua # < 10 500 - -
Total PAH (WAC-17) (mg/kg) 5.78 100 - -
pH (units)** 7.8 - >6 -
Acid Neutralisation Capacity (mol / kg) 6.5 - To be evaluated | To be evaluated
Eluate Analysis 21 8:1 Cumulative 10:1 Limit values for compliance leaching test
(BS EN 12457 - 3 preparation utilising end over end leaching using BS EN 124573 at L/S 10 I/kg (mg/kg)
procedure) mg/| mg/I mg/kg
Arsenic * < 0.010 < 0.010 < 0.050 0.5 2 25
Barium * 0.046 0.029 0.31 20 100 300
Cadmium * < 0.0005 < 0.0005 < 0.0020 0.04 1 5
Chromium * < 0.0010 < 0.0010 0.0053 0.5 10 70
Copper * 0.021 0.012 0.13 2 50 100
Mercury * < 0.0015 < 0.0015 < 0.010 0.01 0.2 2
Molybdenum * 0.043 0.017 0.20 0.5 10 30
Nickel * 0.0040 0.0043 0.043 0.4 10 40
Lead * < 0.0050 < 0.0050 0.020 0.5 10 50
Antimony * < 0.0050 < 0.0050 < 0.020 0.06 0.7 5
Selenium * < 0.010 < 0.010 < 0.040 0.1 0.5 7
Zinc * 0.022 0.0111 0.12 4 50 200
Chloride * 7.0 < 4.0 40 800 15000 25000
Fluoride 0.24 0.19 2.0 10 150 500
Sulphate * 29 19 200 1000 20000 50000
TDS* 170 110 1200 4000 60000 100000
Phenol Index (Monohydric Phenols) * <0.13 <0.13 < 0.50 1 - -
DOC 33 33 330 500 800 1000
Leach Test Information
Stone Content (%) <0.1
Sample Mass (kg) 1.0
Dry Matter (%) 83
Moisture (%) 17
Stage 1
Volume Eluate L2 (litres) 0.32
Filtered Eluate VE1 (litres) 0.20
Results are expressed on a dry weight basis, after correction for moisture content where applicable. *= UKAS accredited (liquid eluate analysis only)
Stated limits are for guidance only and i2 cannot be held responsible for any discrepencies with current legislation ** = MCERTS accredited

Landfill WAC analysis (specifically leaching test results) must not be used for hazardous waste classification purposes as defined by the Waste (England and Wales) Regulations 2011 (as
amended) and EA Guidance WM3.
This analysis is only applicable for landfill acceptance criteria (The Environmental Permitting (England and Wales) Regulations) and does not give any indication as to whether a waste may
be hazardous or non-hazardous.

Iss No 21-26457-1 Park Road Havant CRM 1668 023
This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis. Page 3 of 8
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* These descriptions are only intended to act as a cross check if sample identities are questioned. The major constituent of the sample is intended to act with resp;act ta MCERTS ! S{'H E I‘I-l.'.-' a8
validation. The laboratory is accredited for sand, clay and loam (MCERTS) soil types. Data for unaccredited types of solid should be interpreted with care.

Stone content of a sample is calculated as the % weight of the stones not passing a 10 mm sieve. Results are not corrected for stone content.

Lab Sa{nple Samplec Samgle Depth (m) le Description *
2102525 WS1 None Supplied 1 Brown clay and sand.
2102526 WS11 None Supplied 0.5 Brown clay and loam with gravel and vegetation.

Iss No 21-26457-1 Park Road Havant CRM 1668 023

This certificate should not be reproduced, except in full, without the express permission of the laboratory.

The results included within the report are representative of the samples submitted for analysis.

Page 4 of 8
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Water matrix abbreviations:

eport Number : 21-26:
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Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

- - P - Method Wet / D
Analytical Test Name Analytical Method Description Analytical Method Reference / Dry
number Analysis
Moisture Content Moisture content, determined gravimetrically. (30 oC) In house method. L019-UK/PL w
Stones content of soil Standard preparation for all samples unless otherwise In-house method based on British Standard L019-UK/PL D
detailed. Gravimetric determination of stone > 10 mm as [Methods and MCERTS requirements.
% dry weight.
Preparation WAC leachate In-house method L043-PL w
Speciated WAC-17 PAHSs in soil Determination of PAH compounds in soil by extraction in JIn-house method based on USEPA 8270. MCERTS L064-PL D
dichloromethane and hexane followed by GC-MS with accredited except Coronene.
the use of surrogate and internal standards.
Chloride in WAC leachate (BS EN 12457-3 |Determination of Chloride colorimetrically by discrete In house based on MEWAM Method ISBN L082-PL w
Prep) analyser. 0117516260.
Fluoride in WAC leachate (BS EN 12457-3 |Determination of fluoride in leachate by 1:1ratio with a |In-house method based on Standard Methods for L033-PL w
Prep) buffer solution followed by Ion Selective Electrode. the Examination of Water and Waste Water, 21st
Ed.
Phenol Index in WAC leachate (BS EN Determination of monohydric phenols in leachate by In-house method based on Examination of Water L080-PL w
12457-3 Prep) continuous flow analyser. and Wastewater 20th Edition: Clesceri,
Greenberg & Eaton (skalar)
Sulphate in WAC leachate (BS EN 12457-3 |Determination of sulphate in leachate by acidification In-house method based on Standard Methods for L039-PL w
Prep) followed by ICP-OES. the Examination of Water and Waste Water, 21st
Ed.
TDS in WAC leachate (BS EN 12457-3 Determination of total dissolved solids in leachate by In-house method based on Standard Methods for L031-PL w
Prep) electrometric measurement. the Examination of Water and Waste Water, 21st
Ed.
DOC in WAC leachate (BS EN 12457-3 Determination of dissolved organic carbon in leachate by JIn-house method based on Standard Methods for L037-PL w
Prep) [TOC/DOC NDIR analyser. the Examination of Water and Waste Water, 21st
Ed.
PCB's by GC-MS in soil Determination of PCB by extraction with acetone and In-house method based on USEPA 8082 L027-PL D
hexane followed by GC-MS.
BTEX (Sum of BTEX compounds) in soil Determination of BTEX in soil by headspace GC-MS. In-house method based on USEPA8260 L073B-PL w
Individual components MCERTS accredited
Acid neutralisation capacity of soil Determination of acid neutralisation capacity by addition |In-house method based on Guidance an Sampling L046-PL w
of acid or alkali followed by electronic probe. and Testing of Wastes to Meet Landfill Waste
[Acceptance
Loss on ignition of soil @ 4500C Determination of loss on ignition in soil by gravimetrically|In house method. L047-PL D
with the sample being ignited in a muffle furnace.
Mineral Qil in Soil C10 - C40 Determination of dichloromethane/hexane extractable In-house method based on USEPA 8270 L076-PL D
hydrocarbons in soil by GC-MS.
pH in soil Determination of pH in soil by addition of water followed |In house method. L005-PL w
by electrometric measurement.
Total organic carbon in soil Determination of organic matter in soil by oxidising with JIn house method. L023-PL D
potassium dichromate followed by titration with iron (II)
sulphate.

Iss No 21-26457-1 Park Road Havant CRM 1668 023
This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.
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Analytical Report Number : 21-26
s 2 CERTS
-
Water matrix abbreviations:
Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)

Analytical Test Name Analytical Method Description Analytical Method Reference Method - | Wet / Dry
number Analysis
Metals in WAC leachate (BS EN 12457-3 Determination of metals in leachate by acidification In-house method based on Standard Methods for L039-PL w
Prep) followed by ICP-OES. the Examination of Water and Waste Water, 21st
Ed.
For method bers ending in 'UK' lysis have been carried out in our laboratory in the United Kingdom.
For method bers ending in 'PL’ ysis have been carried out in our laboratory in Poland.

Soil analytical results are expressed on a dry weight basis. Where analysis is carried out on as-received the results obtained are multiplied by a
correction factor that is determined gravimetrically using the moisture content which is carried out at a maximum of 300C.

Unless otherwise indicated, site information, order , project ber, p date, time, ple reference and depth are provided by
the client. The instructed on date indicates the date on which this information was provided to the laboratory.

b 1

Iss No 21-26457-1 Park Road Havant CRM 1668 023
This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.
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TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Brackmils Industnal

Northampton NN4 7EB

Unit & Harrowden Road

Estate

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104837 Depth Top [m]: 2.00

Hole No.: WS1 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Orangish brown slightly sandy CLAY with fragments of rootlet

Sample Preparation:  Tested in natural condition

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
20 47 18 29 100
80
O inal
70 Uline
60
Clv /
s
50 Aline|
&
[a]
Z 40 ol e
> /
=
E / S|V
g 30 - -
z CIm /
20 ~ Sin
CIL //
10 ~
~ .
CIL-SIC e SiM
SiL
0
0 10 20 30 40 50 60 70 80 90 100
LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:

Signed:

Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA

Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12




TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104838 Depth Top [m]: 2.00

Hole No.: WS3 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description: ~ Multicolour CLAY

Sample Preparation:  Tested in natural condition

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
25 64 24 40 100
80
O inal
70 Uline
60
C ,_/
50 Aline|
&
[a]
Z 40 ol e
> -~
=
= / S
g 30 -
z CIm /
20 ~ Sin
CIL //
10 ~
~ .
CIL-SIC e SiM
SiL
0
0 10 20 30 40 50 60 70 80 90 100
LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104839 Depth Top [m]: 1.00

Hole No.: WS2 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Multicolour sandy CLAY

Sample Preparation:  Tested in natural condition

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104840 Depth Top [m]: 2.00

Hole No.: WS2 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Multicolour slightly sandy CLAY

Sample Preparation:  Tested in natural condition

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 13/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104841 Depth Top [m]: 0.90

Hole No.: WSs9 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description: ~ Brown sandy CLAY

Sample Preparation:  Tested in natural condition

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 17/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104842 Depth Top [m]: 2.00

Hole No.: WSs9 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Brown slightly gravelly sandy CLAY

Sample Preparation:  Tested after >425um removed by hand

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104843 Depth Top [m]: 1.00

Hole No.: Ws8 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Brown slightly gravelly slightly sandy CLAY

Sample Preparation:  Tested after washing to remove >425um

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104844 Depth Top [m]: 2.00

Hole No.: Ws8 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Brownish grey slightly gravelly slightly sandy CLAY

Sample Preparation:  Tested after washing to remove >425um

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 16/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104845 Depth Top [m]: 1.00

Hole No.: WS10 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Multicolour slightly gravelly slightly sandy CLAY

Sample Preparation:  Tested after washing to remove >425um

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed:
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH'
report may not be reproduced other than in full without the prior written approval of the issuing i :'-:--I:':
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1

Monika Janoszek

PL Deputy Geotechnical Laboratory Manager
for and on behalf of i2 Analytical Ltd

Date Reported: 22/12/2021

GF 232.12



TEST CERTIFICATE

DETERMINATION OF LIQUID AND PLASTIC LIMITS
Tested in Accordance with:BS 1377-2:1990:Clause 4.4 and 5

12 Analytical Lid

Unit & Harrowden Road
Brackmills Industnal Estate
Northampton NN4 7EB

Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane,[] Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8BAA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 17/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104846 Depth Top [m]: 2.00

Hole No.: WS10 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description:  Brown slightly gravelly slightly organic CLAY

Sample Preparation:  Tested after washing to remove >425um

As Received Water Liquid Limit Plastic Limit Plasticity Index % Passing 425um
Content [ W] % [WL] % [Wp 1% [Ip] % BS Test Sieve
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LIQUID LIMIT
Legend, based on BS EN ISO 14688 2:2018 Geotechnical investigation and testing — Identification and classification of soil
Plasticity Liquid Limit
Cl Clay L Low below 35
Si Silt M Medium 35t0 50
H High 50 to 70
\Y Very high exceeding 70
(0] Organic append to classification for organic material (eg CIHO )

Note: Water Content by BS 1377-2: 1990: Clause 3.2

Remarks:
Signed: Monika Janoszek
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH' PL Deputy GeOte‘-"hm?al Laborgtory Manager
report may not be reproduced other than in full without the prior written approval of the issuing e :'-:--I:': for and on behalf of i2 Analytical Ltd
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1 Date Reported: 22/12/2021 GF 232.12



SUMMARY REPORT

12 Analytical Lid

SUMMARY OF CLASSIFICATION TEST RESULTS Unit 8 Harrowden Road
Brackmiis Industnal Estate
Tested in Accordance with: Northampton NN4 7EB
4041 Schnce
Client: Enzygo Geoenvironmental Ltd Water Content by'BS 1377-2:1990: Clause 3.2; Atterberg by BS 1377-2: 1990: Client Reference: CRM.1668.022
Client Address: The Byre, Woodend Lane, ] Clause 4.3 (4 Point Test), Clatizzé.d(,:l(;uF;Zn;t.zTest) and 5; PD by BS 1377-2: Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8AA Date Received: 01/12/2021
Contact: Steve Rhodes Date Tested: 13/12 - 17/12/2021
Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test results

-
Sample Rl P Atterberg Density
s3]z 8 =
a5 3 « 52
Laboratory Hole Depth | Depth - °Rlcg3 * s 8
Reference No ept ept Type Description Remarks Rl g Passing| WL Wp Ip bulk dry PD . 8
. Top Base S S &G
Reference =215 425um
-]
m m % % % % % % Mg/m3| Mg/m3| Mg/m3 %
2104837 ws1 NotGiven | 200 | N p | Crangishbrownslightly sandy CLAY with fragments | pyoperq 1 point 20 100 | 47 | 18 | 20
Given of rootlet
2104845 WS10 Not Given 1.00 G’;lv(gn D Multicolour slightly gravelly slightly sandy CLAY Atterberg 1 Point 9.0 69 45 22 23
2104846 WS10 Not Given 2.00 G'?v?etn D Brown slightly gravelly slightly organic CLAY Atterberg 1 Point 65 96 111 57 54
2104839 WS2 Not Given 1.00 Gl;lvc;tn D Multicolour sandy CLAY Atterberg 1 Point 19 100 36 17 19
2104840 WS2 Not Given 2.00 G'?v?etn D Multicolour slightly sandy CLAY Atterberg 1 Point 19 100 50 20 30
2104838 WS3 Not Given 2.00 Gl;lvc;tn D Multicolour CLAY Atterberg 1 Point 25 100 64 24 40
2104843 WS8 Not Given 1.00 G';lvoetn D Brown slightly gravelly slightly sandy CLAY Atterberg 1 Point 30 75 51 23 28
2104844 WS8 Not Given 2.00 G'?v?stn D Brownish grey slightly gravelly slightly sandy CLAY Atterberg 1 Point 50 96 54 24 30
2104841 WSs9 Not Given 0.90 G';lvoetn D Brown sandy CLAY Atterberg 1 Point 24 100 41 20 21
2104842 WS9 Not Given 2.00 G'?voetn D Brown slightly gravelly sandy CLAY Atterberg 1 Point 28 99 37 18 19
Note: # Non accredited; NP - Non plastic
Comments:
Signed: Monika Janoszek
[ - PL Deputy Geotechnical Laboratory Manager
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This report may not be reproduced other than in full without the prior written -\'Fl"':l-' for and on behalf of i2 Analytical Ltd
approval of the issuing laboratory. The results included within the report relate only to the sample(s) submitted for testing. s ._":-M'-'ﬂ:'.-

Page 1 of 1 Date Reported: 22/12/2021 GF 234.14



SUMMARY REPORT

12 Analytical Lid

DETERMINATION OF WATER CONTENT Unit 8 Harrowden Road
Brackmiis Industnal Estate
Tested in Accordance with: BS 1377-2: 1990: Clause 3.2 Northampton NN4 7EB
4041 Schnce
Client: Enzygo Geoenvironmental Ltd Client Reference: CRM.1668.022
Client Address: The Byre’ Woodend Lane’D Job Number: 21-26908
Cromhall, Gloucestershire, Date Sampled: 25/11/2021
GL12 8AA Date Received: 01/12/2021
Contact: Steve Rhodes Date Tested: 13/12 - 17/12/2021
Site Address: Havant Sampled By: Client
Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland
Test results
Sample
wc
L
aboratory Hole No. Depth | Depth Type Description Remarks Sample preparation / Oven temperature at the time of testing
Reference To Base yp
Reference P
m m %
2104837 Ws1 Not Given 2.00 NOt D Orangish brown slightly sandy CLAY with fragments 20 Sample was quartered, oven dried at 106.9 °C
Given of rootlet
2104845 WS10 Not Given 1.00 G’;lv(;tn D Multicolour slightly gravelly slightly sandy CLAY 9.0 Sample was quartered, oven dried at 108.9 °C
2104846 WS10 Not Given 2.00 G'?v?etn D Brown slightly gravelly slightly organic CLAY 65 Sample was quartered, oven dried at 108.9 °C
2104839 WS2 Not Given 1.00 Gl;lvc;tn D Multicolour sandy CLAY 19 Sample was quartered, oven dried at 106.9 °C
2104840 WS2 Not Given 2.00 G'?v?etn D Multicolour slightly sandy CLAY 19 Sample was quartered, oven dried at 106.9 °C
2104838 WS3 Not Given 2.00 Gl;lvc;tn D Multicolour CLAY 25 Sample was quartered, oven dried at 106.9 °C
2104843 WS8 Not Given 1.00 G';lvoetn D Brown slightly gravelly slightly sandy CLAY 30 Sample was quartered, oven dried at 106.9 °C
2104844 WS8 Not Given 2.00 G'?v?stn D Brownish grey slightly gravelly slightly sandy CLAY 50 Sample was quartered, oven dried at 106.9 °C
2104841 WS9 Not Given 0.90 G';lvoetn D Brown sandy CLAY 24 Sample was quartered, oven dried at 106.3 °C
2104842 WS9 Not Given 2.00 G'?voetn D Brown slightly gravelly sandy CLAY 28 Sample was quartered, oven dried at 108.9 °C
Comments:
Monika Janoszek
[ - PL Deputy Geotechnical Laboratory Manager
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This report may not be reproduced other than in full without the prior written -\'Fl"':l-' for and on behalf of i2 Analytical Ltd
approval of the issuing laboratory. The results included within the report relate only to the sample(s) submitted for testing. s ._":-M'-'ﬂ:'.-

Page 1 of 1 Date Reported: 22/12/2021 GF 099.16



TEST CERTIFICATE

California Bearing Ratio Top Only

UKAS

TESTING

4041

Client: Enzygo Geoenvironmental Ltd

12 Analytical Lid

Unit 8 Harrowden Road
Brackmils Industnal Estate
Northampton NN4 7EB

Tested in Accordance with: BS 1377-4: 1990: Clause 7

Client Reference: CRM.1668.022

Client Address: The Byre, Woodend Lane, Job Number: 21-26908
Crombhall, Gloucestershire,[ Date Sampled: 25/11/2021
GL12 8AA Date Received: 01/12/2021

Contact: Steve Rhodes Date Tested: 20/12/2021

Site Address: Havant Sampled By: Client

Testing carried out at i2 Analytical Limited, ul. Pionierow 39, 41-711 Ruda Slaska, Poland

Test Results:

Laboratory Reference: 2104841 Depth Top [m]: 0.90

Hole No.: WS9 Depth Base [m]: Not Given

Sample Reference: Not Given Sample Type: D

Sample Description: ~ Brown sandy CLAY

Specimen Preparation:

Condition Remoulded Soaking details Not soaked

Details Recompacted with specified standard effort using 2.5kg rammer Pgrlod of soaking days

Time to surface days
Amount of swell recorded mm
Material retained on 20mm sieve removed 9 % Dry density after soaking Mg/m3
Initial Specimen details Bulk density 1.96 Mg/m3 Surcharge applied 8 kg
Dry density 1.59 Mg/m3 4.8 kPa
Moisture content 23 %

Force v Penetration Plots

2.00
1.80
1.60 ,,/
1.40
—»— Top data
P 1,20 ¥s======o o e ===
- /
o
2 100 2
s / --%---Top values
g 0.80 —
() /’i
L
0.60 FF=======s === ;-/_: Top correction
]
0.40 / / :
]
]
0.20 e !
i
0.00 * X
0 1 2 3 4 5 6 7 8
Penetration mm
Results Curve CBR Values, % Moisture
correction . Content
applied 2.5mm 5mm Highest | Average %
TOP No 4.7 6.1 6.1 N/A 25
Test/ Specimen
Remarks: v P )
specific remarks:
Signed: Monika Janoszek
Opinions and interpretations expressed herein are outside of the scope of the UKAS Accreditation. This -'|I:F|IH' PL Deputy GeOte‘-"hm?al Labor{:\tory Manager
report may not be reproduced other than in full without the prior written approval of the issuing e :'-:--I:': for and on behalf of i2 Analytical Ltd
laboratory. The results included within the report relate only to the sample(s) submitted for testing. LA
Page 1 of 1 Date Reported: 22/12/2021 GF 277.8



IHCERTS

B
Steve Rhodes
Enzygo Geoenvironmental Ltd i2 Analytical Ltd.
The Byre 7 Woodshots Meadow,
Woodend Lane Croxley Green
Cromhall Business Park,
Gloucestershire Watford,
GL12 8AA Herts,
WD18 8YS
t: 01923 225404
f: 01923 237404
e: steve.rhodes@enzygo.com e: reception@i2analytical.com
Analytical Report Number : 21-26910
Project / Site name: Havant Samples received on: 01/12/2021
Your job number: CRM.1668.022 Samples instructed on/ 01/12/2021
Analysis started on:
Your order number: Analysis completed by: 15/12/2021
Report Issue Number: 1 Report issued on: 21/12/2021
Samples Analysed: 6 soil samples
Signed: =
Karolina Marek
PL Head of Reporting Team
For & on behalf of i2 Analytical Ltd.
Standard Geotechnical, Asbestos and Chemical Testing Laboratory located at: ul. Pionierdw 39, 41 -711 Ruda élaska, Poland.
Accredited tests are defined within the report, opinions and interpretations expressed herein are outside the scope of accreditation.
Standard sample disposal times, unless otherwise agreed with the laboratory, are : soils - 4 weeks from reporting
leachates - 2 weeks from reporting
waters - 2 weeks from reporting
asbestos - 6 months from reporting
Excel copies of reports are only valid when accompanied by this PDF certificate.
Any assessments of compliance with specifications are based on actual analytical results with no contribution from uncertainty of measurement.
Application of uncertainty of measurement would provide a range within which the true result lies.
An estimate of measurement uncertaintv can be provided on reauest.
This certificate should not be reproduced, except in full, without the express permission of the laboratory. Iss No 21-26910-1 Havant CRM.1668.022
The results included within the report are representative of the samples submitted for analysis. Page 1 of 6
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wi 7CERTS

Analytical Report Number: 21-26910
Project / Site name: Havant

Equivalent)

Lab Sample Number 2104850 2104851 2104852 2104853 2104854
Sample Reference WS3 WS8 WS8 WS8 WS11
| k None Supplied None Supplied None Supplied None Supplied None Supplied

Depth (m) 2.00 1.00 2.00 3.00 2.00
Date Sampled 25/11/2021 25/11/2021 25/11/2021 25/11/2021 25/11/2021
Time Taken None Supplied None Supplied None Supplied None Supplied None Supplied

c

3 >

[ 2

- =] w =

Analytical Parameter g = g8
(Soil Analysis) @ ) g

® -

2 g

5 3

3
Stone Content % 0.1 NONE <0.1 <0.1 <0.1 35 <0.1
Moisture Content % 0.01 NONE 18 20 26 29 19
Total mass of sample received kg 0.001 NONE 0.50 0.50 0.50 1.1 1.1
General Inorganics
pH - Automated pH Units] ~ N/A MCERTS 8.5 7.9 7.3 6.8 8.1
Water Soluble Sulphate as SO4 16hr extraction (2:1) mg/kg 2.5 MCERTS 610 240 91 87 320
Water Soluble SO4 16hr extraction (2:1 Leachate
Equivalent) (¢ g/l 0.00125 | McErTS 0.31 0.12 0.046 0.044 0.16
Water Soluble SO4 16hr extraction (2:1 Leachate mg/l 125 MCERTS 306 121 455 436 160

U/S = Unsuitable Sample  I/S = Insufficient Sample

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.

Science

Iss No 21-26910-1 Havant CRM.1668.022

Page 2 of 6
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Analytical Report Number: 21-26910
Project / Site name: Havant

Equivalent)

Lab Sample Number 2105598
Sample Reference WS11
| k None Supplied
Depth (m) 1.20
Date Sampled Deviating
Time Taken None Supplied
c
3 >
[ 2
- =] w =
Analytical Parameter g = g8
(Soil Analysis) @ o I
® -
2 g
o 3
3
Stone Content % 0.1 NONE <0.1
Moisture Content % 0.01 NONE 11
Total mass of sample received kg 0.001 NONE 1.1
General Inorganics
pH - Automated pH Units] ~ N/A MCERTS 8.5
Water Soluble Sulphate as SO4 16hr extraction (2:1) mg/kg 2.5 MCERTS -
Water Soluble SO4 16hr extraction (2:1 Leachate
Equivalent) g/l 0.00125 MCERTS -
Water Soluble SO4 16hr extraction (2:1 Leachate
mg/| 1.25 MCERTS -

U/S = Unsuitable Sample  I/S = Insufficient Sample

This certificate should not be reproduced, except in full, without the express permission of the laboratory.

The results included within the report are representative of the samples submitted for analysis.

Science

Iss No 21-26910-1 Havant CRM.1668.022
Page 3 of 6
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Sciance
Analytical Report Number : 21-26910
Project / Site name: Havant
* These descriptions are only intended to act as a cross check if sample identities are questioned. The major constituent of the sample is intended to act with respect to MCERTS
validation. The laboratory is accredited for sand, clay and loam (MCERTS) soil types. Data for unaccredited types of solid should be interpreted with care.
Stone content of a sample is calculated as the % weight of the stones not passing a 10 mm sieve. Results are not corrected for stone content.
Lab Sample Sample Sample 1 P *
Number Reference Number Depth (m) Description
2104850 WS3 None Supplied 2 Brown clay.
2104851 Ws8 None Supplied 1 Brown clay and sand with gravel.
2104852 WS8 None Supplied 2 Brown clay and loam with gravel and vegetation.
2104853 Ws8 None Supplied 3 Brown clay and loam with gravel and stones.
2104854 WS11 None Supplied 2 Brown clay and loam with gravel.
2105598 WS11 None Supplied 1.2 Brown loam and clay with gravel and vegetation.
This certificate should not be reproduced, except in full, without the express permission of the laboratory. Iss No 21-26910-1 Havant CRM.1668.022

The results included within the report are representative of the samples submitted for analysis. Page 4 of 6



wit  722CERTS

Sciance
Analytical Report Number : 21-26910
Project / Site name: Havant
Water matrix abbreviations:
Surface Water (SW) Potable Water (PW) Ground Water (GW) Process Waters (PrW) Final Sewage Effluent (FSE) Landfill Leachate (LL)
Analytical Test Name Analytical Method Description Analytical Method Reference Method - | Wet / Dry | Accreditation
number Analysis Status
Sulphate, water soluble, in soil (16hr Determination of water soluble sulphate by ICP-OES. In house method. L038-PL D MCERTS
extraction) Results reported directly (leachate equivalent) and
corrected for extraction ratio (soil equivalent).
Moisture Content Moisture content, determined gravimetrically. (30 oC) In house method. L019-UK/PL W NONE
pH in soil (automated) Determination of pH in soil by addition of water followed JIn house method. L099-PL D MCERTS
by automated electrometric measurement.
Stones content of soil Standard preparation for all samples unless otherwise In-house method based on British Standard L019-UK/PL D NONE
detailed. Gravimetric determination of stone > 10 mm as [Methods and MCERTS requirements.
% dry weight.
Sulphate, water soluble, in soil Determination of water soluble sulphate by ICP-OES. In house method. L038-PL D MCERTS
Results reported directly (leachate equivalent) and
corrected for extraction ratio (soil equivalent).
For method bers ending in 'UK’ lysis have been carried out in our laboratory in the United Kingdom.
For method bers ending in 'PL' lysis have been carried out in our laboratory in Poland.
Soil analytical results are expressed on a dry weight basis. Where analysis is carried out on as-received the results obtained are multiplied by a moisture
correction factor that is determined gravimetrically using the moisture content which is carried out at a maximum of 300C.
Unless otherwise indicated, site information, order ber, project ber, ing date, time, ple reference and depth are provided by
the client. The instructed on date indicates the date on which this information was provided to the laboratory.
This certificate should not be reproduced, except in full, without the express permission of the laboratory. Iss No 21-26910-1 Havant CRM.1668.022

The results included within the report are representative of the samples submitted for analysis. Page 5 of 6



Analytical Report Number : 21-26910
Project / Site name: Havant

S, le|]Lab Sample S, | Test
le ID|Other ID N o Test Name |Test Ref .
v Type Number Deviation Deviation
Ws11 None Supplied S 2105598 a None Supplied [None Supplied None Supplied

This certificate should not be reproduced, except in full, without the express permission of the laboratory.
The results included within the report are representative of the samples submitted for analysis.

Science

Iss No 21-26910-1 Havant CRM.1668.022
Page 6 of 6



Palk Road, Havant PO9 1INL A [ WZ
Bellway Homes Ltd \/

Appendix 5 - Human Health Assessment Reference Values

GAC Value Residential

Determinant

With Plant Uptake Without Plant Uptake
Arsenic mg/kg 37 40
Cadmium mg/kg 11 85
Chromium mg/kg 910 910
Chromium VI mg/kg 6 6
Lead mg/kg 200 310
Mercury mg/kg 40 56
Nickel mg/kg 130 180
Selenium mg/kg 250 430
Copper mg/kg 2400 7100
Zinc mg/kg 3700 40000
Cyanide mg/kg 791 800

[ T T ———

SOM % 1 2.5 6 1 2.5 6
Phenol mg/kg 120 200 380 440 690 1200
Napthalene me/ke 23 56 13 23 56 13
Acenaphtylene me/ke 170 420 920 2900 4600 6000
Acenaphthene me/ke 210 510 1100 3000 4700 6000
Flourene me/ke 170 400 860 2800 3800 4500
Phenanthrene me/ke % 220 440 1300 1500 1500
Anthracene me/ke 2400 | 5400 11000 | 31000 | 35000 37000
Fuoranthene me/ke 280 560 890 1500 1600 1600
Pyrene mg/kg 620 1200 2000 3700 3800 3800
Benzo(a)Anthracene mg/kg 7.2 1 13 11 14 15
Chrysene mg/kg 15 22 27 30 31 32
Benzo(b)Flouranthene mg/kg 26 33 3.7 3.9 4.0 4.0
Benzo(k)Flouranthene mg/kg 77 93 100 110 110 110
Benzo(alPyrene me/ke 22 27 3.0 32 32 32
Indeno(123-cd)Pyrene mg/kg 27 36 a 45 46 46
Dibenzo(a,h)Anthracene mg/kg 0.24 0.28 03 0.31 0.32 0.32
Benzo(ghi)Perylene me/ke 320 340 350 360 360 360
TPH Cs-C; Aliphatic mg/kg 42 78 160 42 78 160
TPH C¢-Cg Aliphatic mg/kg 100 230 530 100 230 530
TPH Cg-Cy Aliphatic mg/kg 27 65 150 27 65 150
TPH Cy0-Cy; Aliphatic mg/kg 130 330 760 130 330 770
TPH Cy,-Cy6 Aliphatic mg/kg 1100 2400 4300 1100 2400 4400
TPH Cy6-C3s Aliphatic mg/kg 65000 92000 110000 65000 92000 110000
TPH C35-Cq4 Aliphatic mg/kg 65000 92000 110000 65000 92000 110000
TPH Cs-C; Aromatic mg/kg 70 140 300 370 690 1400
TPH C;-Cg Aromatic mg/kg 130 290 660 860 1800 3900
TPH Cg-C10 Aromatic mg/kg 34 83 190 47 110 270
TPH Cy0-C1, Aromatic mg/kg 74 180 380 250 590 1200
TPH Cy,-C16 Aromatic mg/kg 140 330 660 1800 2300 2500
TPH Cy6-C5; Aromatic mg/kg 260 540 930 1900 1900 1900
TPH C,;-C35 Aromatic mg/kg 1100 1500 1700 1900 1900 1900
TPH C35-C44 Aromatic mg/kg 1100 1500 1700 1900 1900 1900
Benzene me/kg 0.087 0.17 037 0.38 0.70 14
Toluene me/ke 130 290 660 880 1900 3900
Ethylebenzene me/ke 47 110 260 83 190 440
Xylene me/ke 56 130 310 79 180 430

CRM.1668.023.GE.R.001.B Page 25 December 2021



Palk Road, Havant PO9 1NL
Bellway Homes Ltd

Determinant GAGHGINE
Residential POS Commercial
Arsenic mg/kg 79 640
Cadmium mg/kg 120 190
Chromium mg/kg 1500 8600
Chromium VI mg/kg 7.7 33
Lead mg/kg 630 2330
Mercury mg/kg 120 1100
Nickel mg/kg 230 980
Selenium mg/kg 1100 12000
Copper mg/kg 12000 68000
Zinc me/ke 81000 730000
Cyanide mg/kg N/A 16200
0 S |
soM % 1 25 6 1 25 6
Phenol mg/kg 440 690 1300 440 690 1300
Napthalene mg/kg 4900 4900 4900 190 460 1100
Acenaphtylene mg/ke 15000 15000 15000 83000 97000 100000
Acenaphthene mg/kg 15000 15000 15000 84000 97000 100000
Flourene mg/kg 9900 9900 9900 63000 68000 71000
Phenanthrene mg/kg 3100 3100 3100 22000 22000 23000
Anthracene mg/kg 74000 74000 74000 520000 540000 540000
Fuoranthene me/ke 3100 | 3100 3100 23000 | 23000 23000
Pyrene me/ke 7400 | 7400 7400 54000 | 54000 54000
Benzo(a)Anthracene mg/kg 29 29 29 170 170 180
Chrysene me/ke 57 57 57 350 350 350
Benzo(b)Flouranthene mg/kg 7.1 7.2 7.2 44 44 45
Benzo(k)Flouranthene mg/kg 190 190 190 1200 1200 1200
Benzo(a)Pyrene mg/kg 5.7 5.7 5.7 35 35 36
Indeno(123-cd)Pyrene mg/kg 82 82 82 500 510 510
Dibenzo(a,h)Anthracene mg/kg 0.57 0.57 0.58 3.5 3.6 3.6
Benzo(ghi)Perylene mg/ke 640 640 640 3900 4000 4000
TPH Cs-Cg Aliphatic mg/kg 570000 590000 600000 3200 5900 12000
TPH Ce-Cg Aliphatic mg/kg 600000 610000 620000 7800 17000 40000
TPH Cg-Cyo Aliphatic mg/kg 13000 13000 13000 2000 4800 11000
TPH Cy0-Cy, Aliphatic mg/kg 13000 13000 13000 9700 23000 47000
TPH Cy,-Cy6 Aliphatic mg/kg 13000 13000 13000 59000 82000 90000
TPH Cy6-Css Aliphatic mg/kg 250000 250000 250000 1600000 1700000 1800000
TPH C35-Cy4 Aliphatic mg/kg 250000 250000 250000 1600000 1700000 1800000
TPH Cs-C, Aromatic me/kg 56000 | 56000 | 56000 | 26000 | 46000 86000
TPH C-Cy Aromatic me/ke 56000 | 56000 | 56000 56000 | 110000 180000
TPH Co-Cyo Aromatic me/ke 5000 | 5000 5000 3500 8100 17000
TPH Cag-Cay Aromatic me/ke 5000 | 5000 5000 16000 | 28000 34000
TPH C1,-C16 Aromatic mg/kg 5100 5100 5000 36000 37000 38000
TPH C16-C», Aromatic mg/kg 3800 3800 3800 28000 28000 28000
TPH Cy;-C35 Aromatic mg/kg 3800 3800 3800 28000 28000 28000
TPH C35-C4s Aromatic mg/kg 3800 3800 3800 28000 28000 28000
Benzene mg/kg 72 72 73 27 47 90
Toluene me/ke 56000 | 56000 | 56000 | 56000 | 110000 180000
Ethylebenzene me/ke 24000 | 24000 | 25000 5700 13000 27000
Xylene me/ke 41000 | 42000 | 43000 5900 14000 30000

Copyright Land Quality Management Ltd reproduced with permission Publication No S4UL3250. All rights reserved
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Palk Road, Havant PO9 1NL
Bellway Homes Ltd

Determinant GAGHGINE
Park POS Allotments
Arsenic mg/kg 170 43
Cadmium mg/kg 532 19
Chromium mg/kg 33000 18000
Chromium VI mg/kg 220 18
Lead mg/kg 1300 80
Mercury mg/kg 240 19
Nickel mg/kg 3400 230
Selenium mg/kg 1800 88
Copper me/ke 44000 520
Zinc me/ke 170000 620
Cyanide mg/kg
0 S |
SOM % 1 25 6 1 2.5 6
Phenol mg/kg 440 690 1300 23 4 83
Napthalene me/ke 1200 | 1900 3000 a1 10 2
Acenaphtylene me/ke 29000 | 30000 | 30000 28 69 160
Acenaphthene me/ke 29000 | 30000 | 30000 34 85 200
Hourene me/ke 20000 | 20000 | 20000 27 &7 160
Phenanthrene me/ke 6200 | 6200 6300 15 38 90
Anthracene mg/kg 150000 150000 150000 380 950 2200
Fluoranthene mg/kg 6300 6300 6400 52 130 290
Pyrene mg/kg 15000 15000 15000 110 270 620
Benzo(a)Anthracene mg/kg 49 56 62 29 6.5 13
Chrysene mg/kg 93 110 120 4.1 9.4 19
Benzo(b)Flouranthene mg/kg 13 15 16 0.99 2.1 3.9
Benzo(k)Flouranthene mg/kg 370 410 440 37 75 130
Benzo(a)Pyrene me/ke 11 n 13 0.97 20 35
Indeno(123-cd)Pyrene mg/kg 150 170 180 95 21 39
Dibenzo(a,h)Anthracene mg/kg 11 13 14 0.14 0.27 0.43
Benzo(ghi)Perylene me/ke 1400 1500 1600 290 470 640
TPH Cs-Cg Aliphatic mg/kg 95000 130000 180000 730 1700 3900
TPH Ce-Cg Aliphatic mg/kg 150000 220000 320000 2300 5600 13000
TPH Cg-Cyo Aliphatic mg/kg 14000 18000 21000 320 770 1700
TPH Cy0-Cy, Aliphatic mg/kg 21000 23000 24000 2200 4400 7300
TPH Cy,-Cy6 Aliphatic mg/kg 25000 25000 26000 11000 13000 13000
TPH Cy6-Css Aliphatic mg/kg 450000 480000 490000 260000 270000 270000
TPH C35-Cy4 Aliphatic mg/kg 450000 480000 490000 260000 270000 270000
TPH Cs-C, Aromatic me/kg 76000 | 84000 | 92000 13 27 57
TPH C-Cs Aromatic me/ke 87000 | 95000 | 100000 2 51 120
TPH Ca-Cag Aromatic me/ke 7200 | 8500 9300 3.6 2 51
S —— me/ke 9200 | 9700 | 10000 13 31 74
TPH C1,-Cys Aromatic mg/kg 10000 | 10000 | 10000 23 57 130
TPH C16-Cyy Aromatic mg/kg 7600 7700 7800 46 110 260
TPH Cy1-Cas Aromatic mg/kg 7800 7800 7900 370 820 1600
TPH Ca5-Caq Aromatic mg/kg 7800 7800 7900 370 820 1600
Benzene me/ke 90 100 110 0.017 0.034 0.075
Toluene me/ke 87000 | 95000 | 100000 2 51 120
Ethylebenzene me/ke 17000 | 22000 | 27000 16 39 91
Xylene me/ke 17000 | 23000 | 31000 28 67 160
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Enzygo specialise in a wide range of technical services:

Property and Sites

Waste and Mineral Planning
Flooding, Drainage and Hydrology
Landscape Architeclure
Arboriculture

Permitting and Reguiation

Wastle Technologies and Renawables
Waste Contract Procurement

Molse and Vibration

Ecology Services

Contaminated Land and Geolechnical
Traffic and Transportation

Planning Services

BRISTOL OFFICE SHEFFIELD OFFICE
The Byra Samual House
Woodend Lane 5 Fox Valley Way
Cromhall Stockshridpge
Gloucestarshire GL12 BAA Sheffisld 536 284

Tal: 01454 268 237 Tet: 0114 321 5151

MANCHESTER OFFICE

Dwucie House
Ducie Street
Manchester

M1 20w

Tel: 0167 413 6444

Plegse visil our webede for mone indarmation.

eNZVYO@COIM



