BAYNHAM MEIKLE

Consulting Structural & Civil Engineers

Appendix B — Proposed Information

B.1 Indicative Masterplan — (Reference 11392_PL005)
B.2 Impermeable & Permeable Areas
B.3 Indicative Drainage Strategy

Project: Langstone Park
Project No: 13023 / Date: 12 August 2022
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Figured dimensions only are to be used. All dimensions to be checked onsite.
Differences between drawings and between drawings and specification or bills

of quantites to be reported to the PRC Group.

The copyright of the drawings and designs contained therein remains

vested in the PRC Group
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General:
1. NO PART OF THIS DOCUMENT MAY BE REPRODUCED OR TRANSMITTED IN ANY

FORM OR STORED IN ANY RETRIEVAL SYSTEM OF ANY NATURE WITHOUT THE
WRITTEN PERMISSION OF THE BAYNHAM MEIKLE PARTNERSHIP LIMITED AS

COPYRIGHT HOLDER EXCEPT AS AGREED FOR USE ON THE PROJECT FOR WHICH

THE DOCUMENT WAS ORIGINALLY ISSUED.
2. This drawing is to be read in conjunction with all relevant Architects, Engineers and

Specialists drawings and specifications.
3. All dimensions in millimetres unless noted otherwise. All levels in metres unless

noted otherwise.
4. The contractor is to check and verify all dimensions and levels before commencing

work.

5. Any discrepancies noted on site are to be reported to the Engineer immediately.

6. Background plan based on topographic survey data created by others and supplied
for the purpose of carrying our engineering works. We cannot be held responsible
for the content, completeness and accuracy provided to us by others. Topographical
survey taken from Greenhatch Group plan reference:

- Topographical Survey - 38869_T (January 2021).

6. Architectural layout taken from PRC plan reference:

Feasibility Layout - 11319 _FE_019 (MAR 2021).
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