
N Michael Forfar
Proposed Extension
5 Westgrove Gardens

61 South Street, Havant, Hampshire  PO9 1BZ 
t: 023 9248 2494                                                            f: 023 9248 1152                                                       
e: design@pwp-architects.com                          w: www.pwp-architects.com

revisions & notes:

100mm @A10
Note:  A l l  d imensions to  be checked on s i te  by the contractor  before fabr icat ion and erect ion.  F igured d imensions to  be taken in  preference to  scaled d imensions.  This  drawing is  the copyr ight  o f  the arch i tects  and must  not  be reproduced or  used wi thout  the i r  express consent ,  except  for  the purposes of  a  p lanning appl icat ion.  E lect ron ic  issue of  th is  drawing to  be conf i rmed by paper  hard copy only .

revdrawing 
No.

Project 
No.

status:

date:

scale:

drawn:

drawing
name:

project:

Building Control Application
May 2022

JS 57571:50

1100    D

Plans

Bedroom 1

Bedroom 2

Hall

Bathroom Kitchen

Sitting/Dining

Balcony Roof 
Void

3,528

80
0

80
0

1,950

3,
57

0

2,
40

0

4,7801,100

Bedroom 1

Bedroom 2

Hall

Bathroom

N
or

th
 W

es
t

FD
30

FD
30

FD30

Fire Rated Door

FD30

FD
30

N
or

th
 W

es
t

Fire Rated Doors 

Kitchen

Sitting/Dining

Lounge Balcony

Proposed roof build up:
- Fully adhered single-ply membrane
- 120mm Kingspan Thermaroof TR27
- 3mm Vapour Control Layer
- 18mm Plywood Deck
- Timber Firrings laid to a minimum pitch of 1:60
- 150mm Ventilated Timber Joist Cavity
- 12.5mm Plasterboard
- 3mm Plaster Skim Coat

To achieve a min U-value of 0.18W/m2K

Proposed External Wall Build Up:
- Timber Cladding
- Ventilated Batten Cavity
- Breathable Membrane
- OSB Sheathing
- 100mm Kingspan Kooltherm K112 between timbers
- 40mm Cavity
- Vapour Control Layer
- 12.5mm Plasterboard
- 3mm Plaster Skim Coat

To achieve a min U-value of 0.23W/m2K

Proposed Floor Build Up

- Floor Finish (TBC by client)
- 18mm T&G Board
- 200mm Insulation between joists
- 12mm Promat Supalux
- Paint Finish (paint spec TBC by client)

To achieve a min U-value of 0.28W/m2K
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A    ¦    JS      ¦    20-08-2021    ¦    Revised for Planning Application
B    ¦    JS      ¦    11-02-2021    ¦    Notes added
C    ¦    SAB   ¦    21-09-2022    ¦    Dormer shown larger to match as partially constructed on site
D    ¦    JS      ¦    03-10-2022    ¦    Ground Floor Extension Revision


