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Flow control currently on site in north car park.

The following photos were taken after the CCTV survey was undertaken to identify the
previously unknown flow control devices. The restriction on the flow is currently unknown
and will be required to be established in detailed design for full hydraulic modelling.
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SEWER RECORDS PAGE 2 OF 2

Node Cover Invert Size Material ~ Shape Node Cover Invert Size Material ~ Shape Node Cover Invert Size Material ~ Shape Node Cover Invert Size Material ~ Shape
0300X 4.118 1.693 150 vC CIRC 5501X 5.05 3.41 150 VvC CIRC 7650X 7.23 6.55 225 VvC CIRC
030AX 900 UNK CIRC 5503X UNK UNK CIRC 7700X 7.09 3.94 150 vC CIRC
0600X 4.04 1.19 600 CP CIRC 550DX UNK UNK CIRC 7701X 7.34 525 CP CIRC
0601X 3.95 600 CP CIRC 5550X 5.03 4.26 225 CcpP CIRC 7702X 7.92 4.02 525 CP CIRC
0602X 3.9 0.94 600 CP CIRC 5551X 4.91 225 VvC CIRC 7704Y 8.767 525 UNK CIRC
0603X 3.89 600 CP CIRC 5552X 5.15 4.37 375 CcP CIRC 7750X 7.8 225 CcP CIRC
0604X UNK UNK CIRC 5553X 6.12 5.23 225 VvC CIRC 7751X 8.01 6.44 225 CP CIRC
0650X 750 co CIRC 5601X 100 PF CIRC 7752X 7.87 6.27 225 CcP CIRC
0651X 750 co CIRC 5602X 100 PF CIRC 7753X 7.6 225 CcP CIRC
0652X 750 co CIRC 5650X 5.37 4.62 300 CcP CIRC 7754X 7.47 6.2 225 CcP CIRC
065ZX 4.346 750 co CIRC 5651X 5.77 4.98 225 VvC CIRC 7755X 7.36 6.38 225 CcP CIRC
0700X 4.64 600 CcP CIRC 5652X 6.57 5.71 225 VvC CIRC 7756X 6.852 5.972 UNK UNK CIRC
0702X 4.41 1.26 600 CP CIRC 5800X 5.02 2.52 600 CP CIRC 7800X 8.2 3.7 525 CcP CIRC
0750X 5.1 3.7 UNK UNK CIRC 5901X 7.48 3.228 375 UNK CIRC 7801Y 8.12 525 cP CIRC *
0800X 4.51 150 vC CIRC 5902X 7.583 3.124 375 UNK CIRC 7801Y 8.12 375 UNK CIRC *
0801X 4.8 150 VvC CIRC 6300X 5.37 200 VvC CIRC 7801X 8.12 3.47 UNK UNK CIRC *
0802X 4.75 3.44 150 vC CIRC 6301X 5.52 3.78 200 VvC CIRC 7802X 8.53 525 CcP CIRC
1300X 4.232 0.803 150 vC CIRC 6400X 6.05 200 vC CIRC 7803X 8.274 UNK UNK CIRC
1301X 4.244 0.309 150 vC CIRC 6401X 6.12 4.73 225 vC CIRC 7804X 8.172 4.107 525 UNK CIRC
130PX 125 PE CIRC 6402X 5.62 200 VvC CIRC 8702X 4.51 0.36 600 CP CIRC
1600X 5.09 1.14 600 CP CIRC 6403X 5.76 4.37 225 vC CIRC 9351X 3.04 1.54 900 CcP CIRC
1650X 5.416 3.516 UNK UNK CIRC 6404X UNK UNK CIRC 9401X 3.14 1.96 225 VvC CIRC
1651X 5.426 700 UNK CIRC 6405X 225 VvC CIRC 9402X 3.04 1.94 225 VvC CIRC
1750X 675 UNK CIRC 6501X 6.486 5.557 200 UNK CIRC * 9451X 2.84 1.69 900 CcP CIRC
1800X 5.54 1.61 600 CcP CIRC 6501Y 6.486 5.078 200 UNK CIRC * 9501X 3.4 1.61 225 vC CIRC
1801X 5.35 1.45 600 CP CIRC 6501Y 6.486 UNK UNK CIRC * 9502X 3.39 1.88 225 vC CIRC
1802X 5.3 1.7 600 CP CIRC 6550X 6.3 4.5 375 CcP CIRC 9551X 3.59 1.98 750 CcP CIRC
1803X 4.96 21 600 CP CIRC 6600X 7.02 5.59 225 VvC CIRC 9552X 3.33 1.76 900 CcP CIRC
1804X 5.39 1.79 600 CP CIRC 6601X 6.94 5.29 225 VvC CIRC 9601X 3.81 225 VC CIRC
1850X UNK UNK CIRC 6602X 300 CP CIRC 9602X UNK UNK CIRC
1852X 5.528 3.958 UNK UNK CIRC 6603X 100 PF CIRC 9603X 4.42 0.64 600 cP CIRC
1853X 5.415 3.975 UNK UNK CIRC 6650X 7.02 450 CP CIRC 9604X 3.49 1.54 225 vC CIRC
1854X 6.59 3.905 675 UNK CIRC 6651X 7.1 6.4 225 VC CIRC 961AX 3.99 1.56 900 Cl CIRC
185I1X -1 UNK UNK CIRC 6652X 6.842 5.322 UNK UNK CIRC 9651X 3.95 2.26 750 CP CIRC
2300X 4.149 1.549 150 VC CIRC 6700Y 7.12 4.52 UNK UNK CIRC * 9652X 3.76 2.11 750 cP CIRC
2301X 4.165 1.456 150 vC CIRC 6700X 7.12 150 CP CIRC * 9702X 4.14 0.57 600 CP CIRC
2401X 4.057 1.981 150 vC CIRC 6701X 7.23 3.28 525 CcpP CIRC 9703X 4.73 0.85 600 CP CIRC
2402X 3.976 1.7 150 vC CIRC 6702X 7.07 600 CP CIRC 9704X 3.96 0.52 600 CcP CIRC
2600X 4.72 1.48 600 CP CIRC 6703X 7.84 3.58 525 UNK CIRC 9705X 4.54 0.87 600 CP CIRC
2601X 5.64 600 CP CIRC 6750X 7.88 5.5 300 CpP CIRC 9750X 4.59 750 CcP CIRC
2800X 5.69 600 CP CIRC 6751X 7.97 300 CcpP CIRC 9851X 600 CP CIRC
295IX -1 600 UNK CIRC 6752X 8.31 6.71 225 CcP CIRC 9852X 600 CcP CIRC
3301X 4.2 1.816 150 vC CIRC 6753X 7.98 6.05 225 CpP CIRC 9853X 675 CP CIRC
3600X 4.701 1.711 UNK UNK CIRC 6754X 7.92 5.31 300 CcP CIRC 9854X 750 CcP CIRC
3601X 6.13 600 CP CIRC 6755X 7.429 450 CP CIRC
3800X 6.1 2.7 750 CP CIRC 6756X 7.64 6.795 300 UNK CIRC
3801Y 5.383 UNK UNK CIRC * 6757X 7.354 6.869 UNK UNK CIRC
3801X 5.383 1.939 375 UNK CIRC * 6800X 8.23 3.18 900 CcP CIRC
3803X 5913 2.161 375 UNK CIRC 6804X 9.101 3.514 UNK UNK CIRC
4500X 4.6 2.43 300 CcP CIRC 6805X 6.53 2.58 600 CcpP CIRC
4550X 4.78 4.03 225 CP CIRC 7400X 6.01 5.01 225 VvC CIRC
4551X 4.95 4.34 375 CcpP CIRC 7401X 5.92 5.12 225 VC CIRC
4700X 5.18 2.18 600 CP CIRC 7402X 5.694 4.499 UNK UNK CIRC
4800X 5.84 750 CcP CIRC 7450X 5.48 4.56 150 VvC CIRC
5300X 5.15 4.61 150 vC CIRC 7451X 5.26 225 vC CIRC
5301X 5.42 150 vC CIRC 7452X 5.45 4.18 225 VvC CIRC
5350X 5.58 3.78 450 CP CIRC 7453X 5.17 4.42 150 vC CIRC
5351X 5.43 450 CP CIRC 7500X 6.16 5.2 225 VvC CIRC
5352X 5.19 4.34 225 CP CIRC 7501X UNK UNK CIRC
5353X 5.56 3.67 375 CP CIRC 7502X UNK UNK CIRC
5354X 5.42 300 CP CIRC 750DX 225 VvC CIRC
5401X UNK UNK CIRC 751DX UNK UNK CIRC
5450X 4.86 4.29 225 vC CIRC 7600X 6.72 5.71 225 vC CIRC
5451X 6.33 4.27 375 CP CIRC 7601X 7.15 5.9 225 VvC CIRC
5500X 4.6 3.71 150 vC CIRC 7602X 7.01 S5.11 150 vC CIRC
LINE STYLES / COLOURS MATERIALS LEGEND - SEWERS
Brown = Foul AK  Alkathene —(O— Manhole (SW) —(O"— Washout (SW) —{F— other(s) —6:]% Wastewater treatment works
55— Foul Syphon Sewer :Qg :zgse(g:‘;lr’ne::)’s Coment @ Manhole (F&C) — @~ Washout (F&C) —— omer —{ ™ Marine treatment works
¥ Foul Vacuum Msin BRE Brick (Engineering) — P~ Lamp hole (SW) —(OX—  Rodding Eye (SW) __ 2 Changein sewer (s) —fw:] Outfall headworks
Saasa_ Foul Rising Main cCrI; gon::lreie Box Culvert —f~—  Lamp hole (F&C) —@~— Rodding Eye (F&C) ——8§——  Changein sewer _.T xen: ‘
ast Iron —/\—— Pumping Station (SW) —(O=—  Gauging point (SW) ——  Refluxvalve ;m ent column . H
et s s s 2::;:23 Syphon Sewer 22 SZ:ZZ:Z t;‘:&:’s‘) —A——  Pumping Station (F&C) —@=—  Gauging point (F&C) ———— Flapvalve E—D_ ;:::‘ks;:r:ge tank D raWn by . g h o S h rl
ASaaAAL_ Gombined Rising Main g:ﬁ goncre:e :egmen:s :bo\;e:) N @ sideentry manhole (SW) —{F~—  Intercept chamber (SW) —HH<— Cascade »O————  Head of Public Sewer
- Latoral Drain o Dzz;’:[fme ments (unbolted) @ side entry Manhole (F&C) —<—  Intercept chamber (F&C) __ 9™ Anode 55 vt Pumping Sta Sou thern
s Blind shaft (SW) ST Storm Tank (SW) Valve icro Pumping Station . .
Orange Buling Over Agreoment Area 2L Zs8 Berorcet Tontee _D_—.L Blind shaft (F&C) _D_—.L Storm Tank (F&C) +—®— Closed Valve SHAPES (S) T Itl e. La ngstone Tech nOIOgy Park 2B ‘»*'
- — - e e 8 el el e S e - Water
oo 1 L AT et T8 ™ T nn f gD, b
Section 104 Area PP Polypropylene o Watertight door (F&C) e DummyiS24 menihale Directon arrow lorseshoe er .
ot o S Tt ooE REFERENCING SYSTEM Date: 12/10/2015
Surface Water Rising Main Sl Spun lron + Flushing ch. Mn-e (F&C) —{F*“~  Penstock chamber —()L Catchpit 2nd digit: hundred metre northing identifier
Yellow Private ST Steel —E[T}—  Flushing ch. No-e (SW) [T Damboards —(O%—  Ssoakaway sewer type identifier
Green  AS_AS A5 Access Shaft ;;Cx g‘(‘;g@“ Clay —<fR—  Flushing ch. No-e (F&C) —{ 12~ Storm Overflow {T Inlet 3rd digit: g:g z ;ﬁﬂ;ﬁzw;:f:j
L0 Decommissioned 777 Unknown —@=— Demarcation Chamber ————& Backdrop manhole —(O— Balancing Pond 4th digit: next sequential node
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clancy

consulting
Clancy Consulting Ltd
19 Upper King Street,
Norwich,
NR3 1RB.

Project Job no.
LANGSTONE TECHNOLOGY PARK 8-1982
Calcs for Start page no./Revision
AREA 1-1IN1YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period =1 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350

5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62

Rainfall for 15min storm with 5 year return period

Factor Z2 (Wallingford procedure) Z2 =0.61
Rainfall for 15min storm with 1 year return period  M1_15min = Z2 x M5_15min; = 7.2 mm

Design rainfall intensity

Imax = M1_15min / D = 28.7 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 2044 m?

Percentage of area that is impermeable p=46%

Maximum surface water runoff

Qmax = Acatch X p x Imax = 7.5 I/s

M5_15mini = Z1 x M5_60min = 11.7 mm

Tedds calculation version 2.0.01
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consulting
Clancy Consulting Ltd
19 Upper King Street,
Norwich,
NR3 1RB.

Project

LANGSTONE TECHNOLOGY PARK

Job no.

8-1982

Calcs for Start page no./Revision
AREA 1-1IN 30 YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period = 30 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350
5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62
Rainfall for 15min storm with 5 year return period  M5_15mini = Z1 x M5_60min = 11.7 mm
Factor Z2 (Wallingford procedure) Z2 =1.50

Rainfall for 15min storm with 30 year return period M30_15min = Z2 x M5_15min; = 17.6 mm

Design rainfall intensity

Imax = M30_15min / D = 70.4 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 2044 m?

Percentage of area that is impermeable p=46%

Maximum surface water runoff

Qmax = Acatch X p x Imax = 18.4 I/s

Tedds calculation version 2.0.01
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consulting
Clancy Consulting Ltd
19 Upper King Street,
Norwich,
NR3 1RB.

Project Job no.
LANGSTONE TECHNOLOGY PARK 8-1982
Calcs for Start page no./Revision
AREA 1-11IN 100 YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period =100 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350

5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62

Rainfall for 15min storm with 5 year return period

Factor Z2 (Wallingford procedure) 72 =1.94

Rainfall for 15min storm with 100 year return period M100_15min = Z2 x M5_15min; = 22.7 mm

Design rainfall intensity

Imax = M100_15min / D = 90.8 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 2044 m?

Percentage of area that is impermeable p=46%

Maximum surface water runoff

Qmax = Acatch X p x Imax = 23.7 I/s

M5_15mini = Z1 x M5_60min = 11.7 mm

Tedds calculation version 2.0.01
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consulting
Clancy Consulting Ltd
19 Upper King Street,
Norwich,
NR3 1RB.

Project Job no.
LANGSTONE TECHNOLOGY PARK 8-1982
Calcs for Start page no./Revision
AREA 2-1IN1YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period =1 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350

5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62

Rainfall for 15min storm with 5 year return period

Factor Z2 (Wallingford procedure) Z2 =0.61
Rainfall for 15min storm with 1 year return period  M1_15min = Z2 x M5_15min; = 7.2 mm

Design rainfall intensity

Imax = M1_15min / D = 28.7 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 25439 m?

Percentage of area that is impermeable p =100 %

Maximum surface water runoff

Qmax = Acatch X p x Imax = 203.2 I/s

M5_15mini = Z1 x M5_60min = 11.7 mm

Tedds calculation version 2.0.01
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Clancy Consulting Ltd
19 Upper King Street,
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NR3 1RB.

Project

LANGSTONE TECHNOLOGY PARK

Job no.

8-1982

Calcs for Start page no./Revision
AREA 2 -1 1IN 30 YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period = 30 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350

5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62

Rainfall for 15min storm with 5 year return period

Factor Z2 (Wallingford procedure) Z2 =1.50

Rainfall for 15min storm with 30 year return period

Design rainfall intensity

Imax = M30_15min / D = 70.4 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 25439 m?

Percentage of area that is impermeable p =100 %

Maximum surface water runoff

Qmax = Acatch X p x Imax = 497.6 /s

M5_15mini = Z1 x M5_60min = 11.7 mm

M30_15min = Z2 x M5_15min; = 17.6 mm

Tedds calculation version 2.0.01
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Clancy Consulting Ltd
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NR3 1RB.

Project Job no.
LANGSTONE TECHNOLOGY PARK 8-1982
Calcs for Start page no./Revision
AREA 2 -11IN 100 YEAR 1
Calcs by Calcs date Checked by Checked date Approved by Approved date
CH 27/06/2019

DESIGN RAINFALL

In accordance with the Wallingford Procedure

Design rainfall intensity
Location of catchment area
Storm duration

Return period

Bournemouth
D =15 min
Period =100 yr

Ratio 60 min to 2 day rainfall of 5 yr return period r = 0.350

5-year return period rainfall of 60 minutes duration M5_60min = 19.0 mm
Increase of rainfall intensity due to global warming pcimate = 0 %

Factor Z1 (Wallingford procedure) Z1=0.62

Rainfall for 15min storm with 5 year return period

Factor Z2 (Wallingford procedure) 72 =1.94

Rainfall for 15min storm with 100 year return period M100_15min = Z2 x M5_15min; = 22.7 mm

Design rainfall intensity

Imax = M100_15min / D = 90.8 mm/hr

Maximum surface water runoff

Catchment area

Acatch = 25439 m?

Percentage of area that is impermeable p =100 %

Maximum surface water runoff

Qmax = Acatch X p x Imax = 641.6 I/s

M5_15mini = Z1 x M5_60min = 11.7 mm

Tedds calculation version 2.0.01




Greenfield runoff
estimation for sites

www.uksuds.com | Greenfield runoff tool

ZHR Wallingford

Working with water

Calculated by: Site coordinates

Site name: Langstone Technology Park (Area 3) Latitude:  50.84623° N
Site location: Havant Longitude: 0.98899° W

This is an estimation of the greenfield runoff rate limits that are needed to meet normal

best practice criteria in line with Environment Agency guidance “Preliminary rainfall runoff Reference:

management for developments”, W5-074/A/TR1/1 rev. E (2012) and the SuDS Manual, :

C753 (Ciria, 2015). This information on greenfield runoff rates may be the basis for setting Date: 2019-06-17 10:02

consents for the drainage of surface water runoff from sites.

Methodology IH124
Site characteristics Notes:

Total site area (ha) 0.1822 (1) Is Qg < 2.0 l/s/ha?
Methodology

Qbar estimation method Calculate from SPR and SAAR

SPR estimation method Calculate from SOIL type

Befanit Ediied (2) Are flow rates < 5.0 I/s?

SOIL type 3 g Where flow rates are less than 5.0 I/s consents are usually set at
HOST class --- 5.0l/s if blockage from vegetation and other materials is possible.
SPR/SPRHOST 0.37 0.37 Lower consent flow rates may be set in which case blockage
Hydrological characteristics Detaut e work must be addressed by using appropriate drainage elements
SAAR (mm) 719 719 (3) Is SPR/SPRHOST = 0.3?

Hydrological region 7 7

Growth curve factor: 1 year 0.85 0.85

Growth curve factor: 30 year 2.3 2.3

Growth curve factor: 100 year 3.19 3.19
Greenfield runoff rates Default Edited

Qbar (I/s) 0.54 0.54

11in 1 year (I/s) 0.46 0.46

11in 30 years (I/s) 1.24 1.24

11in 100 years (I/s) 1.72 1.72

—————————————————————————————————————————————
This report was produced using the greenfield runoff tool developed by HR Wallingford and available at www.uksuds.com. The use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which can both be

found at http://uksuds.com/terms-and-conditions.htm. The outputs from this tool have been used to estimate storage volume requirements. The use of these results is the responsibility of the users of this tool. No liability will be accepted

by HR Wallingford, the Environment Agency, CEH, Hydrosolutions or any other organisation for use of this data in the design or operational characteristics of any drainage scheme.
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