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No. 39 Oyster Cottage

Porch

BB

A

A

Existing Chimney Blocked Up

Steps relocated to
create bigger
entrance

Existing walls removed
and glass wall installed

Section of lowered
ceiling to be raised to
match the rest of the

house

Rising damp on internal
walls. DPM to be introduced

The rear wall, particularly in the
dining room, is suffering from

severe damp at low level. This is
largely due to the height of the

external ground levels and
flower beds. External ground

levels
should be reduced in height at

least 150mm below the internal
finished floor level

Existing walls have signs of damp, all
existing plasterboard, cork, or
expanded polystyrene to be removed
from the external walls for
inspection. Existing walls to then be
inspected and dry lined.

Utility

Wall to be tapered into the
window mullion.

N

Hall Bathroom

Bedroom 1

Bedroom 2

Ensuite

Stairs

Stairs

Stairs

B

A

A

B

Dormer
Window
Enlarged

Existing walls have signs of damp, all
existing plasterboard, cork, or
expanded polystyrene to be removed
from the external walls for
inspection. Existing walls to then be
inspected and dry lined.

Existing walls have signs of damp, all
existing plasterboard, cork, or
expanded polystyrene to be removed
from the external walls for
inspection. Existing walls to then be
inspected and dry lined.

2 x GPL 2570H /
Top Hung /
Conservation Rooflight

2 x GPL 2570H /
Top Hung /
Conservation Rooflight

Existing
cupboard
removed.

Chimney
removed

BB

A

A

Lead cap to
top of gables

Lead cap to
top of gables

No. 39 Oyster CottageNo. 41 Trinity CottageEmsworth Harbour Master

All existing doors and windows
replaced with conservation double

glazing. Style to match.

Chimney Height Reduced

Porch canopy replaced. Replaced
canopy raised by 200mm.

All fenestration to east
elevation revised.

Rainwater goods consist of cast-iron
gutters and downpipes along the front

and rear
elevations. These are heavily

corroded. This is another main cause
of penetrating damp to the

building. All guttering to be replaced
with deep flow aluminum

Door and side panel to be replaced.
Side panel to have glass inserts. Style
to match the existing.

Existing roof: roof tiles to be removed
and stored for re-use. Felt and
battens removed. Roof to be
re-felted and new battens and
existing tiles reinstated.
Proposed insulation between the
rafters.

All masonry paint is completely stripped to expose the
brickwork. Care should be taken during these works to

avoid damaging the masonry. Mortar
joints should then be raked out and repointed using

natural hydraulic lime mortar. Spalled and
friable brickwork will need to be replaced by a

competent bricklayer. Following this, the
elevations should be redecorated using a lime wash or

silicate paint which is breathable.

Lead cap to
top of gables

Upstands removed

Chimney removed

Window replaced - Style and material
to match the existing.

Proposed Dormer in Distance

Chimney Height Reduced

Porch canopy replaced. Replaced
canopy raised by 200mm.

All masonry paint is completely stripped to expose the
brickwork. Care should be taken during these works to

avoid damaging the masonry. Mortar
joints should then be raked out and repointed using

natural hydraulic lime mortar. Spalled and
friable brickwork will need to be replaced by a

competent bricklayer. Following this, the
elevations should be redecorated using a lime wash or

silicate paint which is breathable. T

Window replaced - Style and material
to match the existing.

Window replaced - Style and material
to match the existing.

Window replaced - Style and material
to match the existing.

Upstands removed

Chimney removed

All existing doors and windows
replaced.

Proposed Dormer in Distance

Chimney Height Reduced

Existing
Window
Enlarged

All masonry paint is completely stripped to expose the
brickwork. Care should be taken during these works to

avoid damaging the masonry. Mortar
joints should then be raked out and repointed using

natural hydraulic lime mortar. Spalled and
friable brickwork will need to be replaced by a

competent bricklayer. Following this, the
elevations should be redecorated using a lime wash or

silicate paint which is breathable.

Porch canopy replaced. Replaced
canopy raised by 200mm.

Upstands removed

Chimney removed

3m Datum line

Bi - Fold Doors in existing
opening

Dormer Replaced
and Enlarged

Chimney Height Reduced

All existing doors and windows
replaced with conservation double

glazing. Style to match.

Doors replaced with Aluminum

All guttering to be
replaced with deep flow

aluminum

Existing roof: roof tiles to be removed
and stored for re-use. Felt and
battens removed. Roof to be
re-felted and new battens and
existing tiles reinstated.
Proposed insulation between the
rafters.

All masonry paint is completely stripped to expose the
brickwork. Care should be taken during these works to
avoid damaging the masonry. Mortar
joints should then be raked out and repointed using
natural hydraulic lime mortar. Spalled and
friable brickwork will need to be replaced by a
competent bricklayer. Following this, the
elevations should be redecorated using a lime wash or
silicate paint which is breathable.

Upstands removed

2 x GPL 2570H /
Top Hung /
Conservation Rooflight

2 x GPL 2570H /
Top Hung /
Conservation Rooflight

Chimney removed
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Boiler

Bedroom 4

Bedroom 5

Stairs

Stairs

BB

A

A

Hall

Existing
Window
Enlarged

All existing chipboard
ceiling and skillings
removed. and replaced
with insulation and
plasterboard

Existing roof: roof tiles to be removed
and stored for re-use. Felt and
battens removed. Roof to be
re-felted and new battens and
existing tiles reinstated.
Proposed insulation between the
rafters.

Chimney
removed

Hall

HallBathroom

HallHallPorch

All existing chipboard
ceiling and skillings
removed. and replaced
with insulation and
plasterboard

Existing roof: roof tiles to be removed
and stored for re-use. Felt and
battens removed. Roof to be
re-felted and new battens and
existing tiles reinstated.
Proposed insulation between the
rafters.

Rainwater goods consist of cast-iron
gutters and downpipes along the front

and rear
elevations. These are heavily

corroded. This is another main cause
of penetrating damp to the

building. All guttering to be replaced
with deep flow aluminum

2 x GPL 2570H /
Top Hung /
Conservation Rooflight

Chimney removed
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South Elevation windows revised. THGD

E

B 31
.8

.2
1

Upstands Removed THGD

C 9.
9.

21

Conservation rooflights and
dormer window revised.
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D 9.
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Utility room and windows
revised.
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Central Chimney Removed TD
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