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Do not scale off drawing - refer to the tree data schedule Téehe P!’otelgtlon Plac? ——
for accurate crown spread measurements. win r

Depictions of tree canopies are based on measurements o g Opcl)se NO-DIG TREE PROTECTION SYSTEM

taken to four cardinal compass points. Scheme and Arboricultural

No liability of any kind is accepted for any omissions or

inaccuracies in respect of this plan. Controls

All rights reserved.

N

Hc—— —— )

T2-B1

Tree Protective Fencing

Location of tree protective fencing.
Fencing to be BS5837:2012 default
specification.

Key
Tree
Showing Canopy extents, category
colour, tag number (with category)
and RPA circle.

-l
~

Materials Storage Area

m I Ground Protection g
I Facilitation Pruning Required PLEASE NOTE:
T3- U () I ::fg:: o be faced back to Before installing a decorative gravel surface different to 25 mm Overfil
Y the clean angular infill, first overfill the Geoweb by 20mm. 75-200 mm Geoweb® + clean angular stone (4-20 mm)
I Complete 4 passes with a smooth roller not exceeding 4t Non-woven geotextilr (TRP4000,300 g/m2)
to ensure settlement of the infill has occurred. Refill and Sub-grade
I No dia cellular confinement solution continue passes as necessary. Ensure the material has
o dld ceruar confinement sofion completely infilled the Geoweb to its top after all passages
T 4_U I have taken place.

Adjacent Geoweb® units to be joined with Atra-keys.

Trees for Removal
-

Tree Numbering: T1-T8, H1-H2.
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Distributor: Greenfix soil stabilisation and erosion control

# \ > i LIMITATIONS OF USE
\ The Evaluation is copyrighted and based on the use of Geoweb® manufactured by Presto Products. PRESTO®, GEOWEB® AND ATRA® ARE REGISTERED TRADEMARKS OF
. . i i is stri ibi i ion invali PRESTO PRODUCTS.
Al‘bOl’- ECO Con bu" an (/y All rights reserved. Any use of the Evaluation for any geocell product other than that manufactured by Presto Products is strictly prohibited and makes this Evaluation invalid.

Presto Products assumes no liability resulting from the unauthorized use of this Evaluation. The recommendations in this Evaluation are based on the specific characteristics, DATE 20.10.2015 |

3.3m

structural values and specifications of Geoweb® manufactured by Presto Products.

SCALE NTS l SHEET 1

2 Daisy Lane, Locks Heath,
Hants. SO31 6RA.

Email: arborecoconsultancy@gmail.com

‘m‘ Tree Protective Telephone: 07542 093882
Fencing to follow

canopy + 1meter.

No dig cellular
confinement solution 3.3m=

Arboricultural Consultant
Marco Bartolini
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Laetare, 3 e i
Selsmore Road, Hayling Island. Soil Stabilisation and

Erosion Control Specialists
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This document is for reference on generic site conditions of CBR 3% and for guidance only. For tree root
/q protection, site specific solutions are always recommended. For an engineered calculation, relevant to both CBR
| #iz.m and soil bulk density, please contact Greenfix who will provide assistance and a full technical recommendation.
| [ eere
Ho.col 0 cancy it Geoweb Depth Application
il Works Sorage JH1-C2 # 1t Gross

GW30V3 75mm Geoweb Weight Ideal for pedestrian foot traffic and cycle paths.

6t Gross For light vehicle traffic applications, such as cars and transit
Weight vans.
For increased vehicle weight applications, such as public

GW30V6 150mm Geoweb Weight carparks, refuse collection vehicles and emergency access

Tree
Protective -
Fencing.

GW30V4 100mm Geoweb

T7-B1 8Am

30t Gross

o
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— routes.
T8.01 vty GW30V8 200mm Geoweb 60t Gross For requirement of high level weight distribution, such as
) 1.8m Weight H.G.V and construction traffic
| T9-C1 A control measure to increase ground levels within tree
Footway & Verge No\dig __ éxisﬁng ___ rooting areas, whilst maintaining existing soil bulk densities
ﬁ e rovonnd “lorioopatiars I‘fd"ép“;.h?l GW40V12 300mm Geoweb - for tree root health. For information on how Geoweb
R — f:"‘“?bi“’ — distributes the weight of its own porous infill, and for site

specific recommendations, please contact Greenfix.
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Greenfix, Old Manor Farm, Beckford Road, Ashton-under-Hill, Evesham, Worcestershire WR11 7SU

The specification presented above is to the best of our knowledge, true and accurate. Greenfix Soil Stabilisation and Erosion Control Limited (GSSEC) reserve the right to change any specification
without prior notice. GSSEC cannot guarantee or offer warranty on products, unless agreed to in writing for specific conditions or for performance as the manner of handling, use and installation are
beyond our control. We will not be liable for damages or losses, direct or indirect, of our GSSEC Range of Products due to the above reasons. All comparative data was correct at time of print. E&OE.
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Job Title 074/LS/SR
Drawing
Tree Protection
Scale: As Shown @ A1
Drg.No: HOPA-009
Drawn by: LMW
Issued to: Client
\ Status:
to match existing bung::vt f]e'fg\ _______________
Date: 12.11.20
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. . . Driveway level to be raised to match existing
Yellow area driveway W!th 100mrp geoweb with ground levels to ensure no dig compliance Ground Igvel around property to
permeable clean angular filling material for footpath be raised to match new level -
and driveway allowed for GEOWEB arenitects
Existing concrete driveway to be retained if
necessary with geotextile membrane over
Blue area driveway with 100mm geoweb with
—— permeable clean angular filling material for
footpath and driveway
HOP Architects Ltd
e o8
Company reg. 12021383
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