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Appendix Il



Project Title: Langstone Technology Park, Havant

BH1

q cla ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
T consultlng
GL (mAOD): N Coord: 50.845214 E Coord: -0.987924
Date: 15/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
0.20 ES MADE GROUND: Grass over brown silty sandy I
0.40 gravelly clay. Gravel is angular to sub-rounded I
0.60 ES fine to coarse of flint with fragments of slate and T
brick. Occasional roots and abundant rootlets T
1.00-1.10 |SPT |[sb50/85mm 1.00 {owards the top of the unit I
1 - 1.10 MADE GROUND: Greyish white clayey sandy T
E - angular to sub-rounded fine to coarse gravel of +
] [ chalk and flint with fragments of brick. I
] [ MADE GROUND: Concrete obstruction. I
= C 2.00 End Of Borehole At 1.10 m T
- [ 3.00 I
- [ 4.00 I
. [ 5.00 I
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample No Groundwater Encountered ] } )
B - Bulk Sample Borehole terminated due Date Strike | Level [Minutes| Casing | Sealed
U - Undisturbed concrete obstruction. Borehole
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH1A

M‘ Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 4
Y consulting
GL (mAOD): N Coord: 50.845214 E Coord: -0.987924
Date: 15/07/2019-17/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
MADE GROUND: Grass over brown silty sandy I
0.40 gravelly clay. Gravel is angular to sub-rounded I
fine to coarse of flint with fragments of slate and T
brick. Occasional roots and abundant rootlets T
1.00 towards the top of the unit. +
120-165 |sPT |sb50/85mm 1.15 MADE GROUND: Greyish white clayey sandy T
1.40 ES 1.30 angular to sub-rounded fine to coarse gravel of +
’ ] [ chalk and flint with fragments of brick. I
: [ MADE GROUND: Concrete. F
2.00-245 |SPT [N=45 J " 2.00 MADE GROUND: Void. I
h B MADE GROUND: Brown sandy gravelly clay. T
] C Gravel is sub-rounded to rounded fine to coarse I
E - 260 of flint and concrete with a low cobble content T
-_?-_.p.- - of concrete. Becoming increasingly gravelly 1
1" .. F with fragments of brick and a medium cobble I
3.00-345 |SPT (pp 50/230mm e "o 3.00 content towards the base of the unit. o
1 =~ Very dense becoming medium dense light I
3.50 ES 11— I brown sandy very cleyey sub-angular to sub- T
1. '_->- - rounded fine to coarse GRAVEL of flint and YT
Je_ =L chalk. I
4.00-4.45 |[SPT [N=10 J- =~ [ 4.00 I
Kl I 430 VI
] : [ Firm light brown sandy gravelly CLAY. Gravel is I
1. :—= fine to coarse sub-rounded to rounded of flint I
=T and chalk. T
5.00-545 |SPT [N=13 - *_F5.00 ..
- = P -,
1's . [ I
I ==l 540 +
: C Structureless CHALK composed of uncompact I
] TF light brownish cream sandy gravelly SILT. I
6.00 - 6.45 U A " 6.00 Gravel is sub-angular to sub-rounded white. T
1 r (Grade Dm). T
L !
kL [ 7.00 +
1 [T T
750-7.95 |SPT [N=13 ] I L 7.50 I
] C Structureless CHALK composed of uncompact I
] Il C 8.00 light brownish cream sandy gravelly SILT with I
’ low cobble content. Gravel and cobbles are T
sub-angular to sub-rounded white. Occasional
black flecks and flint cobbles. (Grade Dm).
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 4.3m rising to 3.7m. Borehole 17/07/2019 | 4.3 3.7
W - Water Sample installed with monitoring well.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH1A

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 2 Of 4
consulting
GL (mAOD): N Coord: 50.845214 E Coord: -0.987924
Date: 15/07/2019-17/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. t light brownish cream sandy gravelly SILT with T
- - low cobble content. Gravel and cobbles are -+
] C sub-angular to sub-rounded white. Occasional I
000-945 lspT INe13 ] I 5 0.00 black flecks and flint cobbles. (Grade Dm). T
. . . T : T
J7 N I
1 [TF I
- [ 10.00 ..
LI T
10.50-10.95 (U ] T C I
- I [ 11.00 T
It T
LI T
12.00 - 12.45 |SPT |N=9 J [l E 1200 I
I C I
] I I
- | [ 13.00 I
13.50 - 13.95 [SPT [N=16 ] | |I [ 13.50 I
: C Structureless CHALK composed of uncompact I
] | C 14.00 light brownish cream gravelly sandy SILT. I
] — Gravel is sub-angular to sub-rounded light I
| C brownish cream with occasional black flecks. T
14.50 - 14.95 |U : - (Grade Dm). I
1 [T I
15.00 - 15.45 [SPT [N=16 i 15.00 I
] C Structureless CHALK comprised of uncompact I
] F whitish cream slightly sandy slightly gravelly I
] N SILT. Gravel is sub-angular to sub-rounded I
17 C whitish cream with very rare black flecks. T
- - 16.00 (Grade Dm). <
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 4.3m rising to 3.7m. Borehole 17/07/2019 | 4.3 3.7
W - Water Sample installed with monitoring well.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike @ Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH1

A

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 3 Of 4
consulting
GL (mAOD): N Coord: 50.845214 E Coord: -0.987924
Date: 15/07/2019-17/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK comprised of uncompact T
. C whitish cream slightly sandy slightly gravelly T
16.50 - 16.95 [SPT | N=22 . It SILT. Gravel is sub-angular to sub-rounded I
] C whitish cream with very rare black flecks. I
] I C 17.00 (Grade Dm). T
1 |TE I
I C I
] I C I
18.00 - 18.45 | SPT | N=26 - [ 18.00 I
| [ I
Tt T
' E19.00 il
] I I
19.50-19.95 |SPT |N=28 ] C I
1 19.50 - 21.00 Gravel of subangular black flint. T
J [l 2000 I
Tt T
] I [ I
21.00 - 21.45 | SPT | pp 50/195mm ] i [ 21.00 I
: C Structureless CHALK comprised of uncompact I
] F whitish cream slightly sandy gravelly SILT. I
] N Gravel is sub-angular black flint. (Grade Dm). T
I L I
22.00 - 22.45 | SPT | pp 50/220mm ' [ 22.00 I
] F I
JT L I
1 [TF I
] [ 23.00 .
LI T
23.50 - 23.95 [ SPT | pp 50/210mm ] | r—{ 23.50 I
] C Structureless CHALK comprised of uncompact I
] Il C 24.00 whitish cream slightly sandy slightly gravelly I
' SILT. Gravel is sub-angular to sub-rounded T
white with common black flecks. (Grade Dm)./
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 4.3m rising to 3.7m. Borehole 17/07/2019 | 4.3 3.7
W - Water Sample installed with monitoring well.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH1A

! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 4 Of 4
consultlng
GL (mAOD): N Coord: 50.845214 E Coord: -0.987924
Date: 15/07/2019-17/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK comprised of uncompact T
. t whitish cream slightly sandy slightly gravelly T
24.50 - 24.85 | SPT [ pp 50/225mm . [ SILT. Gravel is sub-angular to sub-rounded I
] I C white with common black flecks. (Grade Dm). I
J [ 25.00 I
R 5 End Of Borehole At 24.95 m =+
- [ 26.00 I
A [ 27.00 I
- [ 28.00 I
- [ 29.00 I
J [ 30.00 I
- [ 31.00 I
A [ 32.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample - ; "
B - Bulk Sample Groundwater encountered at Date Strke {Level |Minutes|Casing | Sealed
U - Undisturbed 4.3m rising to 3.7m. Borehole 17/07/2019 | 4.3 3.7
W - Water Sample installed with monitoring well.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH2

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 4
consulting
GL (mAOD): N Coord: 50.845665 E Coord: -0.989051
Date: 17/07/2019-18/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
= 0.10 T
L 0.25 MADE GROUND: Tarmac. 4
. - MADE GROUND: Greyish brown sandy angular T
E - to sub-angular fine to coarse gravel of +
] C limestone. I
- [ 1.00 MADE GROUND: Brown sandy sub-rounded to £
1.20-165 |C N=16 ] C 1.20 rounded fine to coarse gravel of flint. I
:"i"'p_} [ medium dense brown becoming light brown I
] P F clayey very sandy sub-rounded fine to coarse to I
1 rounded GRAVEL of flint with a low cobble T
2.00-245 |C N=10 . - 2.00 content of flint. T
.'ql—';_" L 4
1" .. F I
Ja_ =T y I
= [ I
3.00-345 |C N=2 1. * T 3.00 I
- = b= ——
T - Very soft white gravelly CLAY. Gravel is -+
1. —F angular to sub-rounded fine to coarse of flint I
— and chalk. T
1l =" I
4.00-445 |C N=4 d = [ 4.00 I
1¢ -f T
I F I
] = —F I
1 = [ 4.70 I
500-545 |U ] : [ 5.00 Brown sandy gravelly CLAY. Gravel is sub- I
' ' 1. = angular to sub-rounded fine to coarse of flint. T
L I
I —-F I
. I T 550 I
: C Structureless CHALK composed of uncompact I
i B ] F yellowish cream gravelly sandy SILT with a low I
6.00-6.45 |SPT |N=17 ] — 6.00 cobble content. Gravel and cobbles are X
1T C subangular to sub-rounded greyish white chalk T
- - and sub-angular black flint. (Grade Dm). +
1 |TF T
T [ 7.00 I
1 [TE I
750-795 |U ] C I
LI T
T—r1r7 8.00 I
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.5m rising to 2.3m. Borehole 29/07/2019 | 2.5 2.3
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH2

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 2 Of 4
consulting
GL (mAOD): N Coord: 50.845665 E Coord: -0.989051
Date: 17/07/2019-18/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. I C yellowish cream gravelly sandy SILT with a low T
- - cobble content. Gravel and cobbles are -+
] C subangular to sub-rounded greyish white chalk I
000-945 lspT INei3 ] I 5 0.00 and sub-angular black flint. (Grade Dm). T
o T F3
I1 N I
1 |TE T
- [ 10.00 ..
L T
10.50 - 10.95 [SPT [N=13 ] | C I
I X 10.50 - 14.00 No cobble content. I
41 Eito0 I
] I'E I
1t T
3 ' 12.00 ol
1t I
12.50 - 12.95 [SPT [N=15 ] C 1
] I I
- | [ 13.00 I
] I E I
1! : I
14.00 - 14.45 [SPT [N=15 ] | [ 14.00 I
: C Structureless CHALK composed of uncompact I
] TF whitish cream gravelly sandy SILT. Gravel is I
] [ sub-angular to sub-rounded greyish white with T
1 C occasional black flecks. (Grade Dm). T
- [ 15.00 I
1 |TE I
15.50 - 15.95 [SPT [N=17 i 15.50 I
] C Structureless CHALK composed of uncompact I
] Il C 16.00 light brownish cream gravelly sandy SILT. I
' Gravel is sub-angular to sub-rounded light T
brownish cream with occasional black flecks.
(Grade Dm).
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.5m rising to 2.3m. Borehole 29/07/2019 | 2.5 2.3
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike @ Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH2

d clancy

consulting

Project Number: 10/1425

Client: AG Langstone B.V. Sheet 3 Of 4

GL (mAOD):

N Coord: 50.845665

E Coord: -0.989051

Date: 17/07/2019-18/07/2019

Method: Cable Percussion

Driller: WB Dirilling Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. It light brownish cream gravelly sandy SILT. T
E - Gravel is sub-angular to sub-rounded light <+
] I C brownish cream with occasional black flecks. I
] [ Grade Dm). T
17.00-17.45 (U ] 17.00 ( ) I
] F 1
J7 N I
1 [T I
- [ 18.00 ..
LI T
18.50 - 18.95 [ SPT [pp 50/215mm ] | r— 18.50 I
] C Structureless CHALK composed of uncompact I
] TF 19.00 light greyish white gravelly sightly sandy SILT. I
- — Gravel is sub-angular to sub-rounded light I
0 r greyish white with occasional black flecks. T
- - (Grade Dm). -+
1 [T I
20.00 - 20.45 | SPT | pp 50/190mm T [ 20.00 I
T T
1 1
- I [ 21.00 I
21.50 -21.95 [ SPT | pp 50/195mm ; l - 21.50 I
: C Structureless CHALK composed of uncompact I
] C ight greyish white gravelly sightly sandy . I
[ 29,00 ligh ish whi lly sightl dy SILT I
] — Gravel is sub-angular to sub-rounded light I
| C greyish white chalk and subangular black flint. T
- - (Grade Dm). +
1 (1L I
23.00 - 23.45 | SPT | pp 50/180mm T [ 23.00 I
Tt I
LI T
T—T171 24.00 I
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.5m rising to 2.3m. Borehole 29/07/2019 | 2.5 2.3
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike @ Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH2

! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 4 Of 4
consultlng
GL (mAOD): N Coord: 50.845665 E Coord: -0.989051

Date: 17/07/2019-18/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. It light greyish white gravelly sightly sandy SILT. T

24.50 - 24.70 | SPT [pp 50/215mm ] N Gravel is sub-angular to sub-rounded light I
] [ 24.70 greyish white chalk and subangular black flint. I
] [ \(Grade Dm). T
- [ 25.00 .
i L End Of Borehole At 24.70 m 1
- [ 26.00 I
A [ 27.00 I
- [ 28.00 I
- [ 29.00 I
J [ 30.00 I
- [ 31.00 I
A [ 32.00 I

KEY REMARKS Water Strikes

D - Disturbed Sample - ; "

B - Bulk Sample Groundwater encountered at Date Strke {Level |Minutes|Casing | Sealed

U - Undisturbed 2.5m rising to 2.3m. Borehole 29/07/2019 | 2.5 2.3

W - Water Sample backfilled with arisings.

S - Standard Penetration Test

C - Cone Penetration Test

N - Penetration Test 'N' Value

V - Hand Shear Vane kPa Daily Log Of Depths Chiselling

- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

BH3

M‘ Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 3
BN consulting
GL (mAOD): N Coord: 50.844665 E Coord: -0.991222
Date: 22/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
Teigr 015 MADE GROUND: Tarmac. ¥
0.50 ES . - MADE GROUND: Brown slightly clayey sandy T
0.60 angular to sub-angular fine to coarse gravel of I
] C \Iimestone (sandy base). / I
1-88 145 EST - [ 1.00 MADE GROUND: Greyish brown gravelly £
: ’ N=25 ] *r 1.20 sandy silty clay. Gravel is angular to sub- I
:-;.—‘F“ 3 rounded fine to coarse of flint and brick with T
1. _“‘"j C fragments of slate. T
] _o‘—‘_-—.: Medium dense brown clayey sandy sub- I
200-245 |SPT |N=21 _-'v'—'?' C 2.00 rounded fine to coarse GRAVEL of flint. YT ]
1" .. F I .-.":
sPLE: T
11— 250 I I,-.,'l,
L Medium dense light brown clayey sandy sub- I h:
1" .. F . 1 4
1. 7. F angular to sub-rounded fine to coarse GRAVEL I
- — [=
3.00-3.45 [SPT [N=20 - @ - __3.00 of flint and chalk. —+
:-q—'? C I
R 1
Jo_ = I
1. = [ T
4.00-4.45 |[SPT |[N=28 4. [ 4.00 I
__?_-p.-- L 4
L 1
Jo_ =T I
1~ I
:-.;.—‘? C I
5.00-545 |SPT [N=17 Jd. * [E5.00 I
i 21 510 1
: C Structureless CHALK composed of uncompact I
] F greyish white gravelly slightly sandy SILT. I
] 5 Gravel is sub-angular to sub-rounded white with T
| rare black specks. (Grade Dm). T
6.00-6.45 |SPT [N=13 J [ 6.00 I
T T
1 1
3 I'E7.00 I
| C I
750-7.95 |D N=12 ] C I
] I I
T 8.00 i
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.0m. Borehole installed with 25/07/2019 |2
W - Water Sample monitoring well.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH3

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 2 Of 3
consulting
GL (mAOD): N Coord: 50.844665 E Coord: -0.991222

Date: 22/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. t greyish white gravelly slightly sandy SILT. T
E - Gravel is sub-angular to sub-rounded white with <+
] I C rare black specks. (Grade Dm). I
] [ 9.00 I
1 (1L I
J7 N I
1 [TF I
- [ 10.00 ..
LI T

10.50 - 10.95 [ SPT [N=21 ] T C I
- I [ 11.00 T
It T
LI T

12.00 - 12.45 [SPT [N=18 . I [ 12.00 I
I C I
] I I
- | [ 13.00 I
: [ 13.00 Flint cobble. T

13.50 - 13.95 [SPT [N=18 ] | || [ 13.50 I
: C Structureless CHALK composed of uncompact I
] | C 14.00 greyish white very gravelly slightly sandy SILT. I
- — Gravel is sub-angular to sub-rounded white. I
] I " (Grade Dm). T
1 [T I

15.00 - 15.45 [ SPT [N=26 i 15.00 I
] C Structureless CHALK composed of uncompact I
] F greyish white gravelly sandy SILT. Gravel is I
] N sub-angular to sub-rounded white with rare T
1 [ black flecks. (Grade Dm). T
] [ 16.00 I

Borehole Continues

KEY REMARKS Water Strikes

D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed

B - Bulk Sample Groundwater encountered at

U - Undisturbed 2.0m. Borehole installed with 25/07/2019 |2

W - Water Sample monitoring well.

S - Standard Penetration Test

C - Cone Penetration Test

N - Penetration Test 'N' Value

V - Hand Shear Vane kPa Daily Log Of Depths Chiselling

- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH3

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 3 Of 3
consulting
GL (mAOD): N Coord: 50.844665 E Coord: -0.991222

Date: 22/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. It greyish white gravelly sandy SILT. Gravel is T

16.50 - 16.93 [SPT | pp 50/275mm . [ sub-angular to sub-rounded white with rare I
] I C black flecks. (Grade Dm). I
2 1700 16.00 Flint cobble. 1
1 |1k T
J1 N I
1 (1L I

18.00 - 18.28 [ SPT [ pp 50/130mm - [ 18.00 ..
J1 N I
T T

19.00 D A" E 1900 I
1 [V I

19.50 - 19.66 | SPT | pp 50/85mm ] C I
1 F T
J |1 E 2000 I
| C I
] I'E I

21.00-21.22 | SPT |pp 50/65mm T [ 21.00 I
Tt T
1t I
J I [ 22.00 I

22.50-22.73 | SPT | pp 50/75mm 1l X T
I——T 2273 I
E - 53.00 End Of Borehole At 22.73 m 1
- [ 24.00 I

KEY REMARKS Water Strikes

D - Disturbed Sample - ; "

B - Bulk Sample Groundwater encountered at Date Strke {Level |Minutes|Casing | Sealed

U - Undisturbed 2.0m. Borehole installed with 25/07/2019 |2

W - Water Sample monitoring well.

S - Standard Penetration Test

C - Cone Penetration Test

N - Penetration Test 'N' Value

V - Hand Shear Vane kPa Daily Log Of Depths Chiselling

- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

BH4

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 3
consulting
GL (mAOD): N Coord: 50.847282 E Coord: -0.98699
Date: 24/07/2019-25/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
0.10 1
0.30 MADE GROUND: Tarmac. T
0.40 ES . MADE GROUND: Brown sandy sub-rounded T
- fine to coarse gravel of flint on a geotextile +
] membrane. I
110 Es N 1.00 MADE GROUND: Brown very gravelly sandy £
120-1.65 |[SPT [N=2 ] -.‘wl'lll" [ clay. Gravel is angular to sub-rounded fine to I
h e 3 coarse of flint and brick with fragments of wood, T
b C 1.60 slate and metal. T
] :‘ [ Very soft plastic brown amorphous very silty I
2.00-245 |[SPT [N=50 g, 200 PEAT. ol
2.10 ES :—'T " 5 Firm becoming very stiff brown very sandy T
I—T 30 gravelly CLAY. Gravel is sub-rounded to Y1
:T‘?_}_ - rounded fine to coarse of flint with a low cobble T
. rof content of flint. 1
o L - - 1
3.00-345 |SPT |N=33 1- = [ 300 Medium dense brown clayey fine to coarse T
4 F SAND and sub-rounded fine to coarse GRAVEL 1
. f of flint T
T . 1
Ja_ =L I
1 =~ T
4.00-445 |SPT [N=28 I, B 400 I
Ja_ =T I
1 — 1
- = b= ——
= [ I
1" .. F 1
1. o F 1
5.00-5.45 |SPT |N=23 3= 5.00 I
:-‘.—'? C I
1% .. F 1
da "oL 1
1. =T 580 I
6.00-6.45 |[SPT [N=12 "rl-'—'*' [ 6.00 Light brown clayey sandy sub-angular to sub- Y T
] C rounded fine to coarse GRAVEL of chalk and I
] [ flint. T
6.50 D 1 [TE I
] L Structureless CHALK composed of uncompact 1
I [ brownish cream slightly sandy slightly gravelly I
. C 7.00 SILT. Gravel is sub-angular to sub-rounded T
E Tt white. (Grade Dm). +
750-7.95 |SPT |[N=15 I C I
] | IF I
8.00 ..
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 6.0m rising to 2.4m. Borehole 24/07/2019 | 6 2.4
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH4

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 2 Of 3
consulting
GL (mAOD): N Coord: 50.847282 E Coord: -0.98699
Date: 24/07/2019-25/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
] It brownish cream slightly sandy slightly gravelly T
- - SILT. Gravel is sub-angular to sub-rounded +
] I C white. (Grade Dm). I
8(1)8 -9.45 |SPT |N=8 ] | [ 9.00 I
’ : C Structureless CHALK composed of uncompact I
] TF greyish cream slightly sandy gravelly SILT. I
] 5 Gravel is sub-angular to sub-rounded white. T
] I " (Grade Dm). T
- [ 10.00 I
1 |TE I
10.50 - 10.95 [ SPT [N=6 i 10.50 I
] C Structureless CHALK composed of uncompact I
] TF 11.00 light greyish white slightly sandy very gravelly I
- — SILT. Gravel is sub-angular to sub-rounded I
I C white. (Grade Dm). T
11.50 D ] C I
1 [TF I
12.00 - 12.45 | SPT [N=7 T [ 12.00 I
Tt T
1 1
- I [ 13.00 I
1350 - 13.95 | SPT |N=15 1t I
] [ I
] [ 14.00 I
1 T
It T
1 T
15.00 - 15.45 | SPT | N=22 I 15.00 ..
] C Structureless CHALK composed of uncompact I
] F light greyish cream sandy silty subangular to I
] N subrounded medium to coarse GRAVEL. Clasts T
17 C are white. Matrix is light greyish cream. (Grade T
. " 16.00 De). I
Borehole Continues
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 6.0m rising to 2.4m. Borehole 24/07/2019 | 6 2.4
W - Water Sample backfilled with arisings.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike @ Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

BH4

Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 3 Of 3
consulting
GL (mAOD): N Coord: 50.847282 E Coord: -0.98699

Date: 24/07/2019-25/07/2019 Method: Cable Percussion Driller: WB Dirilling Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] | N Structureless CHALK composed of uncompact T
. r light greyish cream sandy silty subangular to T

16.50- 16.95 | SPT [N=22 | L1 [ 16.50 subrounded medium to coarse GRAVEL. Clasts I
] C are white. Matrix is light greyish cream. (Grade I
1 TTE17.00 De). I
] N Structureless CHALK composed of uncompact 1
1T 5 whitish cream gravelly sandy SILT. Gravel is T
b - whitish cream sub-rounded to sub-angular fine T
. | F to coarse. (Grade Dm). +
T [ 18.00 I
Tt I
I1 N I

18. D ] C I

18381945 [8  |pp 50/265mm = 19.00 I
] C Structureless CHALK composed of uncompact I
] F whitish cream slightly sandy gravelly SILT. I
] N Gravel is whitish cream sub-angular to sub- T
1 C rounded fine to coarse with rare black specks. T
- - 20.00 (Grade Dm). -+
1 [Tt T

20.50 - 20.95 [ C N=23 JT C I
1 [T I
- [ 21.00 ..
J1 N I
Tt T

22.00-22.45 |C pp 50/150mm - I [ 22.00 I
Tt T
1 1
J [T E23.00 I
I [ I

23.50-23.65 |C pp 50/80mm ] C I
T—_IT T 23.65 I
- - End Of Borehole At 23.65 m +
- [ 24.00 I

KEY REMARKS Water Strikes

D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed

B - Bulk Sample Groundwater encountered at

U - Undisturbed 6.0m rising to 2.4m. Borehole 24/07/2019 | 6 2.4

W - Water Sample backfilled with arisings.

S - Standard Penetration Test

C - Cone Penetration Test

N - Penetration Test 'N' Value

V - Hand Shear Vane kPa Daily Log Of Depths Chiselling

- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

WST

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consulting
GL (mAOD): N Coord: 50.845884 E Coord: -0.988569
Date: 16/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
0.30 ES ] C MADE GROUND: Grass over brown gravelly I
' ] C clayey fine to medium sand. Gravel is sub- I
] N angular to rounded fine to coarse of flint with T
. C fragments of pottery. Rootlets towards the top T
- F 1.00 of the unit. T
1.20-1.65 |SPT |[N=15 ] C I
1.30 1
160 ES —=F Soft and very soft light brown becoming I
' 1. :—f brownish white slightly sandy very gravelly v I
:—':"T [ CLAY. Gravel is sub-angular to rounded fine to T
2.00-245 |SPT |N=4 - = 2.00 coarse of flint and chalk. AV
J - F 1
1= . [ I
J. = 1
2.50 ES 1a " 1
1. = T
4 =" F -,
3.00-3.45 [SPT |N=3 J-= . [3.00 I
- - :_\'-:'. -
1= E 1
1- =_TF I
1..7F 1
1 " 3.70 ::
- = b= ——
4.00-445 |spT [N=15 T - 4.00 Firm white gravelly CLAY. Gravel is sub- 4
' ' T —F angular to sub-rounded fine to medium of chalk T
— (weathered bedrock). T
1l =" I
4.80 D 1. — I
5.00-5.45 |[SPT [N=13 J—= E5.00 I
] ="F I
il P i
R - End Of Borehole At 5.45 m -+
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.0m rising to 1.8m bgl. 17/07/2019 |2 1.8
W - Water Sample Borehole backfilled with
S - Standard Penetration Test arisings.
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

WS2

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consulting
GL (mAOD): N Coord: 50.846009 E Coord: -0.990914
Date: 17/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] [ MADE GROUND: Grass over brown slightly I
0.50 ES ] C clayey very sandy angular to sub-rounded fine I
080-080 |B N - 0.55 to coarse gravel of flint and concrete with a low T
:%: cobble content of concrete. Occasional rootlets T
100-1.45 |spT Inz1s E F 1.00 towards the top of the unit. +
1.10 ES . L {05 MADE GROUND: Brown slightly clayey very T
1= F gravelly fine to medium sand. Gravel is angular +
I—=  F 1.60 to sub-rounded fine to coarse of flint. I
1=t MADE GROUND: Dark blackish grey becoming I
200-245 |spT |Nz2 1" .. F 200 brown very sandy slightly gravelly clay with I
’ ’ B Ta "2 590 fragments of wood and grass. Gravel is sub- I
— T rounded fine to coarse of flint. Strong olfactory T
240 ES . :-‘{ —r evidence of hydrocarbons. T
T _': Firm brown very sandy slightly gravelly CLAY T
] N '_—: with fragments of wood and grass. Strong T
3.00-345 |[SPT |N=8 _T [ 3.00 olfactory evidence of hydrocarbons. +
1° "7 Brown clayey sandy sub-angular to sub- T
1 F 350 rounded fine to coarse GRAVEL of flint. 1
= T Very soft becoming soft grey becoming brown T
4. "= F sandy silty CLAY. Slightly gravelly towards the 4
4.00-445 |SPT |N=12 Je_" =T 400 top of the unit. Gravel is sub-rounded fine to I
1- ='C coarse of flint. T
[ edium dense light brown clayey sandy I
I Med d light b | d
1. _""j I angular to sub-rounded fine to coarse GRAVEL T
10—t of flint and chalk (wet). T
500-545 |SPT [N=22 d...- [£500 il
= [ I
- - o ——
1ot 545 1
R - End Of Borehole At 5.45 m =+
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
g‘ gijsllt(ugt;ergp?jmple ’::Hﬁl:qoﬁggg?:z \Iig(;ountered Date Strike |[Level [Minutes | Casing | Sealed
U - Undisturbed undertaken in the borehole.
W - Water Sample Borehole backfilled with
S - Standard Penetration Test arisings.
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

WS3

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consulting
GL (mAOD): N Coord: 50.845676 E Coord: -0.990613
Date: 16/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
- 0.15 . 1
0.25 ES 0.35 MADE GROUND: Tarmac. 1
0.45 MADE GROUND: Orangish brown very sandy T
- - 0.65 sub-rounded fine to coarse gravel of flint with a -+
:_‘,'_-p- F low cobble content of flint. I
4. '_'*6 [ 1.00 MADE GROUND: Tarmac. £
120-165 [SPT |N=12 10—t MADE GROUND: Concrete. I
1.50 D 1—7t 145 Brown slightly clayey slightly sandy angular to T
™ T \rounded fine to coarse GRAVEL of flint. / T
o
1: "= f Medium dense brown clayey very sandy sub- T
2.00-245 |SPT |N=19 9. = 2.00 angular to rounded fine to coarse GRAVEL of T
1...-F flint with bands of sandy gravel and gravelly T
:":'_l;.h_}_ C clay. I
1—2r T
- e ‘. s ——
3.00-3.45 |SPT [N=13 ___?_-;» - 3.00 \ 4 -+
5
e ‘:‘_': I
4. 5B -
I I
4.00-4.45 |SPT |[N=28 - "o 400 I
- "—!__- ——
4. 5k +4
™ I
- N b= ——
== I
5.00-5.45 |SPT [N=27 3 * Es500 I
T [ I
- ok -
= 545 I
R - End Of Borehole At 5.45 m =+
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample - ; "
B - Bulk Sample Groundwater encountered at Date Strke {Level |Minutes|Casing | Sealed
U - Undisturbed 3.0m bgl. Borehole unstable 25/07/2019 | 3
W - Water Sample and collapsed in to 3m bgl.
S - Standard Penetration Test Borehole installed with gas
C - Cone Penetration Test monitoring well.
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

WS4

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consulting
GL (mAOD): N Coord: 50.844701 E Coord: -0.989103
Date: 16/07/2019 Method: Window Sampler Driller: WB Drilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] F 015 MADE GROUND: Tarmac. T
818 -0.65 ES ] C MADE GROUND: Light orangish brown clayey T
’ - - 0.65 sandy angular fine to coarse gravel of -+
1= limestone. I
J." '_.?'_ 1.00 Firm to stiff brown sandy very gravelly CLAY. £
1.20-1.65 |SPT [N=15 .F T
1= I
-l o . b= ——
1.80 ES — 1.70 : ) ' I
200-245 |sPT [No15 T F 200 Medium dense greyish brown slightly clayey I
' ' 1. LFT slightly sandy angular to sub-rounded fine to YT
1*—¢ coarse GRAVEL of flint with a medium cobble T
1. F 250 content of flint. T
] }{ [ Soft greenish grey sandy SILT. I
2.90 1~ T I
3.00-3.45 |SPT |N=5 .. }{-_ 3.00 T
1. - .F 340 T
:— [ Firm greenish grey sandy CLAY with widely I
1. :—f spaced coarse sand partings. I
4.00-4.45 |SPT [N=9 S . 4.00 I
+—t T
5.00-545 |[SPT |N=16 d - [500 I
T 545 T
R - End Of Borehole At 5.45 m =+
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample Date Strike | Level [Minutes| Casing | Sealed
B - Bulk Sample Groundwater encountered at
U - Undisturbed 2.1m bgl. Borehole unstable 25/07/2019 | 2.1
W - Water Sample and collapsed in to 2.0m bgl.
S - Standard Penetration Test Borehole installed with gas
C - Cone Penetration Test monitoring well.
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

WS5

Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
GL (mAOD): N Coord: 50.845351 E Coord: -0.991569
Date: 18/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
0.10 1
8%% MADE GROUND: Tarmac. =+
] r 0.40 MADE GROUND: Concrete. T
0.70 ES ] " MADE GROUND: Brown sandy gravelly clay. T
. C Gravel is sub-angular fine to coarse to sub- T
- [ 1.00 rounded of flint, brick, limestone and chalk. .
1.20-1.65 |SPT N=9 ] - MADE GROUND: Tarmac, 1
] N MADE GROUND: Brown sandy gravelly clay I
i 1.60 with a low cobble content of brick. Gravel is T
-"i"?_:__ - sub-angular to sub-rounded fine to coarse of A A
2.00-2.45 |SPT [N=5 - P E2.00 flint, brick, limestone and chalk. .
1. =°F Loose becoming very loose brown clayey sandy T+
:_v-_.?. [ angular fine to coarse to sub-rounded GRAVEL I
2.60 ES 1" .. F of flint. I
Je_2T 2.50 - 3.45 Stained dark grey. I
3.00-3.45 [SPT [N=1 1. = n 3.00 2.50 - 4.00 Visual and olfactory evedence of T
= [ hydrocarbons. -+
R 1
Ja_ =L I
]
1- =" 3.45 Becoming white. T
3.90 ES I F I
Tt 400 il
] [ End Of Borehole At 4.00 m T
- [ 5.00 I
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample - ; "
B - Bulk Sample Groundwater encountered at Date Strke {Level |Minutes|Casing | Sealed
U - Undisturbed 1.9m bgl. Borehole unstable 25/07/2019 [ 1.9
W - Water Sample and collapsed in to 1.9m bgl.
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

WS6

| Cl a ncy Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consulting
GL (mAOD): N Coord: 50.847089 E Coord: -0.986694
Date: 18/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] C MADE GROUND: Grass over brown very sandy I
] C slightly gravelly clay with fragments of brick and I
] N clinker. Gravel is angular to sub-rounded fine to T
0.80 ES . C coarse of flint, concrete and brick. Occasional T
L F 1.00 rootlets towards the top of the unit. +
1.20-1.65 |SPT |[N=14 ] C I
] L 1.50 I
1.70 ES ] C MADE GROUND: Dark grey sandy gravelly I
[ clay. Gravel is angular to sub-rounded fine to I
2.00-245 |SPT |N=8 - ~ 2.00 coarse of flint, chalk, clinker, brick, mudstone _I
] C and coal with fragments of wood and decaying T
E - rootlets. 1
3.00-3.45 [SPT [N=10 - C_3.00 I
ol 3.10 1
= F Medium dense light orangish brown very clayey I
1.7+ gravelly fine to coarse SAND. Gravel is sub- I
] ':'.*—: rounded to rounded fine to coarse of flint and T
3.90 ES s chalk. ¥
400-4.45 |SPT |N=11 _-—:“- " 4.00 4
Tor =T T
17 8L I
- - T
o T - -
5.00-5.45 |SPT |N=21 T - 5.00 4.80 - 5.45 Wet. T
- = * . o3 -
= e f
R - End Of Borehole At 5.45 m -+
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample No Groundwater Encountered ] } )
B - Bulk Sample Borehole backfilled with Date Strike | Level [Minutes| Casing | Sealed
U - Undisturbed arisings.
W - Water Sample
S - Standard Penetration Test
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

clancy

consulting

Project Number: 10/1425

Client: AG Langstone B.V.

WS7

Sheet 1 Of 1

GL (mAOD):

N Coord: 50.847365

E Coord: -0.987382

Date: 18/07/2019

Method: Window Sampler

Driller: WB Drilling

Logged By: SHP

Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
] C MADE GROUND: Grass over brown clayey I
0.40 ES ] C gravelly fine to coarse sand with a low cobble I
] N content of flint and brick. Gravel is angular to T
] C sub-rounded fine to coarse of flint. Occasional T
L F 1.00 rootlets towards the top of the unit. +
1.20-1.65 |[SPT [N=20 ] C I
1.40 ES ] C I
2.00-2.45 |[SPT [N=40 . [ 2.00 i
PO 245 i
- - End Of Borehole At 2.45 m 4
. [ 3.00 i
. [ 4.00 i
. [ 5.00 i
J [ 6.00 I
. [ 7.00 i
. [ 8.00 i
KEY REMARKS Water Strikes
D - Disturbed Sample No Groundwater Encountered . . .
B - Bulk Sample Borehole terminated in Made Date Strke {Level |Minutes|Casing | Sealed
U - Undisturbed Ground due to cobble
W - Water Sample cqnstrqqtion.Borehole backfilled
S - Standard Penetration Test with arisings.
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant

WS8

! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.848019 E Coord: -0.987472
Date: 18/07/2019 Method: Window Sampler Driller: WB Dirilling Logged By: SHP
Depth (m) Type | Test Result Level |Legend | Depth (m)| Description Water | Standpipe
MADE GROUND: Brown sandy gravelly slightly I
silty clay. Gravel is angular to sub-rounded fine I
0.60 ES to coarse of brick, concrete and flint. T
1 3
1.20-1.21 SPT [sb 50/5mm 129 I
4 5 MADE GROUND: Concrete cobbles +
] C obstruction. I
] [ End Of Borehole At 1.21 m I
- [ 2.00 I
- [ 3.00 I
- [ 4.00 I
. [ 5.00 I
J [ 6.00 I
- [ 7.00 I
- [ 8.00 I
KEY REMARKS Water Strikes
D - Disturbed Sample No Groundwater Encountered ] } )
B - Bulk Sample Borehole terminated in Made Date Strke {Level |Minutes|Casing | Sealed
U - Undisturbed Ground due to concrete
W - Water Sample obstruction. Borehole backfilled
S - Standard Penetration Test with arisings.
C - Cone Penetration Test
N - Penetration Test 'N' Value
V - Hand Shear Vane kPa Daily Log Of Depths Chiselling
- Groundwater Strike Date Casing | Water |From |To Hours
- Groundwater Level
Scale: 1:50

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant H I P 1
! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.843224 E Coord: -0.988262
Date: 21/07/2019 Method: Hand Excavated Logged By: SHP Scale: 1:50

Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water

0.24 MADE GROUND: Red tarmac. [

0.50 ES ] F MADE GROUND: Black tarmac. F

] N MADE GROUND: Concrete with 8 mm rebar towards top of / [

] N unit. N

] o 1.00 MADE GROUND: Orangish brown mottled dark grey in part [~

N very sandy slightly gravelly clay with a low cobble content of [

1.40 granite. Gravel is fine to coarse angular to sub-rounded of ~ f

] [ flint with fragments of metal, polystyrene and wood. [

] X 1.00 - 1.40 Becoming increasingly gravelly. X

—_ - 200 End Of Trial Pit At 1.40 m —

_' [ 3.00 [

_' [ 4.00 [

- [ 5.00 [

_' [ 6.00 [

_' [ 7.00 [

_' [ 8.00 [

_' [ 9.00 [

_' [ 10.00 [

KEY REMARKS

D - Disturbed Sample

B - Bulk Sample

W - Water Sample

V - Hand Shear Vane kPa

Y - Groundwater Strike @

Y - Groundwater Level

No Groundwater Encountered
Trial pit backfilled with arisings.

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant H I P 2
! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.844518 E Coord: -0.988413
Date: 21/07/2019 Method: Hand Excavated Logged By: SHP Scale: 1:50
Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water
0.25 MADE GROUND: Red tarmac. [
0.35 MADE GROUND: Black tarmac. -

] MADE GROUND: Concrete with 8 mm rebar towards /[[
] middle of unit. N
- 1.00 MADE GROUND: Grey gravelly fine to coarse sand witha [ [
] N 1.20 low cobble content of brick. Gravel is fine to coarse angular [ f
E - to sub-angular of concrete. -
] r MADE GROUND: Brown very clayey gravelly fine to coarse [ [
E - sand with a low cobble content of concrete and flint. Gravel / |
- [ 2.00 is fine to coarse sub-angular to rounded of flint. [
] X End Of Trial Pit At 1.20 m X
- [ 3.00 [
- [ 4.00 [
- [ 5.00 [
_' [ 6.00 [
- [ 7.00 [
- [ 8.00 [
- [ 9.00 [
- [ 10.00 [

KEY REMARKS

D - Disturbed Sample No Groundwater Encountered

\?\/—_?’L\;Lﬁgasn;%l]%le Y7 - Groundwater Strike Trial pit backfilled with arisings.

V- Hand Shear Vane kPa ¥ - Groundwater Level

Printed By GeolLogs (www.GeolLogs.com)



Project Title: Langstone Technology Park, Havant H I P 3
! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.845147 E Coord: -0.989939
Date: 21/07/2019 Method: Hand Excavated Logged By: SHP Scale: 1:50
Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water
0.15-020 B 813 MADE GROUND: Tarmac. Z
0.40 ES MADE GROUND: Fine to coarse sandy angular gravel of /
0.60-0.75 (B 0.75 limestone. -
0.80 MADE GROUND: Orangish brown becoming greyish brown 4
1.00 sandy gravelly clay with fragments of coal and wood. Gravel
is fine to coarse angular to sub-rounded of chalk, flint and
brick.
MADE GROUND: Concrete obstruction.
End Of Trial Pit At 0.80 m
2.00
3.00
4.00
5.00
6.00
7.00
8.00
9.00
10.00
KEY REMARKS
D - Disturbed Sample No Groundwater Encountered
B - Bulk Sample Y7 - Groundwater Strike Trial pit backfilled with arisings.

W - Water Sample
V - Hand Shear Vane kPa

Y - Groundwater Level

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant

@ clancy

Project Number: 10/1425

Client: AG Langstone B.V.

HTP4

Sheet 1 Of 1

GL (mAOD): N Coord: 50.84722 E Coord: -0.98755
Date: 21/07/2019 Method: Hand Excavated Logged By: SHP Scale: 1:50
Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water
0.20 ES MADE GROUND: Grass over gravelly fine to medium sand |
0.35 with fragments of brick and concrete. Gravel is fine to A
] \coarse angular to sub-rounded of flint and concrete. /:
] MADE GROUND: Brown sandy gravelly clay with a low [
_' —_1.00 cobble content of flint. Gravel is fine to coarse angularto [
] 1.20 sub-rounded of flint. -
] N End Of Trial Pit At 1.20 m N
_' [ 2.00 [
_' [ 3.00 [
_' [ 4.00 [
- [ 5.00 [
_' [ 6.00 [
_' [ 7.00 [
_' [ 8.00 [
_' [ 9.00 [
_' [ 10.00 [
KEY REMARKS
D - Disturbed Sample No Groundwater Encountered
B - Bulk Sample Y7 - Groundwater Strike Trial pit backfilled with arisings.

W - Water Sample
V - Hand Shear Vane kPa A 4

- Groundwater Level

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant S A 1
! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.848068 E Coord: -0.987702
Date: 19/07/2019 Method: JCB Logged By: SHP Scale: 1:50
Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water
0.30 ES MADE GROUND: Grass over brown very clayey gravelly |
' 0.45 fine to medium sand. Abundant rootlets towards the top of [
0.60 ES ] 0.65 the unit. Gravel is angular to sub-rounded fine to coarse of /[
0.70 B 1T | ‘ flint. Rare fragments of plastic. -
1 "+ [1.00 MADE GROUND: Brownish grey sandy gravelly cobbles of /[
12 2T 120 brick and concrete with fragments of tarmac, shells and / |
1.30 ES - b metal. N
N & 1.60 Brown clayey very sandy angular to sub-rounded fine to /
LI coarse GRAVEL of of flint. -
] n: = 2.00 Firm dark brownish grey sandy CLAY with fragments of / |
E - wood. -
] [ Firm light grey sandy slightly gravelly CLAY with rare /[
] - fragments of wood. Gravel is sub-rounded fine to coarse of / I
] L flint. -
E F 300 End Of Trial Pit At 2.05 m -
_' [ 4.00 [
- [ 5.00 [
_' [ 6.00 [
_' [ 7.00 C
_' [ 8.00 [
_' [ 9.00 [
_' [ 10.00 [
KEY REMARKS

D - Disturbed Sample
B - Bulk Sample

W - Water Sample

V - Hand Shear Vane kPa ¥ - Groundwater Level

Y - Groundwater Strike

hGs

No Groundwater Encountered

Trial Pit used for soakaway testing. Trial pit backfilled with arisings.

Printed By GeolLogs (www.GeolLogs.com)




Project Title: Langstone Technology Park, Havant S A 2

! Cla nC Project Number: 10/1425 Client: AG Langstone B.V. Sheet 1 Of 1
consultlng
GL (mAOD): N Coord: 50.845255 E Coord: -0.987848
Date: 19/07/2019 Method: JCB Logged By: SHP Scale: 1:50
Depth (m) Type | Test Result Level |Legend | Depth (m) | Description Water
0.10 N
- MADE GROUND: Grass over brown clayey gravelly sand. /¢
C Gravel is angular to sub-rounded fine to coarse of flint with / [
0.60 B [ fragments of brick and cement. N
0.70 ES C MADE GROUND: Brown slightly clayey gravelly fine to [
- [ 1.00 coarse sand with a medium cobble and boulder content of [
r brick, concrete and pottery. Gravel is angular to sub- |
- rounded fine to coarse of brick, flint, concrete, pottery and -
[ 1.50 slate. C
1.80 B ] X MADE GROUND: Firm brown sandy slightly gravelly CLAY. [
] [ Gravel is sub-rounded fine to coarse of flint. Masonry [
- [ 2.00 : ) . -
510 structure in east of the trial pit. N
] [ End Of Trial Pit At2.10 m [
- [ 3.00 [
- [ 4.00 [
- [ 5.00 [
_' [ 6.00 [
- [ 7.00 [
- [ 8.00 [
- [ 9.00 [
- [ 10.00 [
KEY REMARKS
D - Disturbed Sample No Groundwater Encountered
\?\/—_?’L\;Lﬁgasn;%l]%le Y7 - Groundwater Strike Trial pit used for soakaway testing. Trial pit backfilled with arisings.
V- Hand Shear Vane kPa ¥ - Groundwater Level

Printed By GeolLogs (www.GeolLogs.com)




