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KEY TO EXTERNAL MATERIALS
EXISTING MATERIALS PROPOSED MATERIALS WINDOWS KEY

WG Winding Gear to top opener min. 2000mm
above ground level.

@ Existing timber doors.
@ Existing canopy

= (3  New canopy Proposed repl t PPC aluminium f d
T Existing facing brickwork. p replacemen aluminium frame an
=== Xisting facing brickw Proposed aluminium powder coated external PPC aluminium solid insulated spandrel panels.

doors and frames with level access, low Frame Colour: Mid-Grey
Spandrel Colour: Light Grey

FB  Folding Bar restricting opener to low level

thresholds and anti finger trap stiles/frames. windows.
Existing concrete panels Proposed aluminium powder coated louvered
ser\‘/:;ce doors. P Proposed replacement PPC aluminium doors FG Fixed Glazing.

and windows with double glazing.
Proposed continuous plinth perimeter Ancon SP  Solid Insulated Aluminium Panel.
4mm stainless steel base angle fixed into

existing brickwork/plinth. Plinth render below
DPC. Through colour render down to existing

ground level.

éi Existing metal frame (Crittall) doors and

windows with metal spandrel panels.
Proposed new external render coat directly

applied to existing brickwork at first floor level.
Colour - Off-white

Obscure Glass.
Red dotted line denotes existing items to C Self-Cleaning glass coating
be demolished and removed.

@ @ @ ®

Proposed new external light fittings to fire exits

Polyester Powder Coated Door Hoop and general circulation

o Existing external light fittings to fire exits
and general circulation

P:20/08/2021 EM DM 1800mm+ modules split down, brise
soleil omitted.
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