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Geotextile Layer
(optional)

Granular Sub-Base Layer
150mm minimum well compacted Type 3
granular sub-base uor similar approved -

depth dependent on site drainage conditions

Capping Layer
If required, depending on sub-grade

condition

Eco Path Surfacing
35mm minimum depth of RonaDeck EcoPath UV
vulcanised rubber granules and natural aggregate
bound with RonaDeck EcoPath UV Resin

Impermeable Membrane
(optional) Impermeable membrane to carry water
to infiltration/storage system or soakaway when
drainage is poor

Sub-Grade Layer

RonaDeck EcoPath Surfacing

All information is from www.RonaDeck.co.uk and should be verified on site.

Topsoil Layer
Minimum of 450mm good quality

Multi-Purpose Topsoil, as supplied from
Compost Direct or similar approved

Sub-Grade Layer

Subsoil Layer
600mm Good quality soil mixed with
Garden Bark Mulch, as supplied from
Compost Direct or similar approved

Allotment Soil Profile
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A0
J. West

A. SETTING OUT.

1. PLANTING SHALL BE SET OUT AS INDICATED ON THE DRAWING. ALL BEDS TO BE A MINIMUM OF 1 METRE WIDE AND
MEASURED FROM EXISTING FIXED POINTS.

2. IF THE BED IS SEALED WITH CONCRETE THE CONTRACTOR SHALL INFORM THE SITE MANAGER OR  LANDSCAPE
ARCHITECT TO DETERMINE IF FOOTINGS ARE EXCESSIVE AND CAN BE REDUCED OR PAVED.

B. GROUND PREPARATION.

1. THE FOLLOWING WORKS SHOULD BE CARRIED OUT TO EXISTING TOPSOIL TO ENSURE IT CONFORMS TO BS 3882 1994.
TOPSOIL SHOULD BE FREE FROM ROCKS LARGER THAN 50MM IN DIAMETER, CONCRETE, WIRE, BRICK, ALL ROOTS AND
LESS THAN 20% CLAY.

C. PLANTING.

1. ALL PLANTING TO BE WATERED IN WITH 20 LITRES PER SQUARE METER. TREES SHALL BE WATERED IN WITH 25 LITRES
PER TREE POSITION. TREES TO INCLUDE IRRIGATION PIPES.

2. TREES TO INCLUDE 1.6M CHESTNUT STAKE 600MM ABOVE GROUND AND 100MM BELOW THE GROUND AND 1 NO.
TREE TIE AND SPACER.

3. TURF TO BE PREMIUM GRADE CULTIVATED TURF.

4. ALL CLIMBERS TO INCLUDE PRESSURE TREATED SOFTWOOD TRELLIS WORKS (1.80 X 1.80M) FIXED TO EXISTING WALLS
OR FENCES.

D. MULCH.

FOLLOWING PLANTING SUPPLY & SPREAD 50MM OF ORNAMENTAL BARK MIXED CONIFER MULCH 30-50MM PARTICLE
SIZE TO ALL PLANTED AREAS. FINISHED MULCH LEVELS SHALL BE NO HIGHER THAN 15MM BELOW GRASS OR PAVEMENT
LEVELS TO AVOID ANY SPILLAGE ONTO PAVEMENTS OR LAWNS.
GENERAL NOTES FOR THE DEVELOPER.

ALL SOIL LEVELS FOR SHRUB BEDS AND GRASS AREAS SHOULD HAVE ANY COMPACTED SUB-GRADE THOROUGHLY
BROKEN UP BY MACHINE BEFORE INSTRUCTING THE GROUND WORKER TO SPREAD TOPSOIL OR THE LANDSCAPE
CONTRACTOR TO COMMENCE WORK AS THE BEDS WILL BECOME WATERLOGGED IN WET WEATHER AND THE PLANTS
AND TURF WILL DIE.

TOPSOIL.

TOPSOIL SPREAD FROM ON SITE SHOULD BE TO THE FOLLOWING DEPTHS: SHRUB BEDS - 450MM GRASS AREAS - 150MM
TOPSOIL SHALL BE SPREAD FOR GRASS AREAS FLUSH WITH ANY AREA OF PAVING AND AFTER SETTLEMENT, THE SOIL
LEVEL SHOULD BE NO GREATER THAN 10MM BELOW PAVED AREAS TO ALLOW FOR TURF.

C.D.M. REGULATIONS RISK ASSESSMENT.

IT IS THE DEVELOPERS RESPONSIBILITY TO DESIGN FOUNDATIONS TO ACCOMMODATE THE PROPOSED TREE AND SHRUB
PLANTING. REFERENCE SHOULD BE MADE TO NHBC STANDARDS VOLUME PARTS 4.2 AND 4.3 REGARDING TREES AND
SHRUBS IN RELATION TO FOUNDATIONS.

ALL BARE ROOT PLANTS TO HAVE RABBIT GUARDS

ALL TREES IN CLOSE PROXIMITY TO HARD SURFACES/ SERVICES AND FOOTPATHS ETC ARE TO HAVE GREEN LEAF
EROOT600 ROOT BARRIERS OR SIMILAR APPROVED.

BIRD AND BAT BOXES TO BE LOCATED IN MATURE EXISTING TREES AT LEAST 5M ABOVE GROUND, OR AS DIRECTED BY
AN ECOLOGIST. TYPE TO BE APPROVED.

NORTH IS ASSUMED

1

RonaDeck EcoPath UV (Brittany Bronze colour) - highly permeable aggregate & recycled rubber resin
bound surfacing system, as supplied by Ronacrete or similar, with border edging.

25mm upstand timber edged plots to have a minimum of 250mm topsoil & good quality sub soil layer, as
supplied from Topsoil direct or similar approved.

1

Hartwood 4ft x 6ft Windowless Overlap Pressure Treated Apex Shed (w: 1.32m x D: 1.83m x H: 2.04m), as
supplied by Sheds or similar.

New water standpipe location.

EuroGuard Flatform Welded Mesh Panel (200 x 50mm wire centre with 45mm gap, 1230mm height, Green
RAL 6005 colour), with matching gates with combination code lock, as supplied by Jacksons Fencing or
similar.

Venetian Panels (610mm height, 15mm gap between slats, stainless steel fixtures & fittings), with
matching gates, as supplied by Jacksons Fencing or similar.
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