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Proposed Elevation 4 - West

3.9

Mechanical
fan through

glazing.
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New edge roof trim as 
Garland specification 
contained in Appendix C.

PPC aluminium insulated pressing 
cover trim as clause C90/210A and 
Glazetek specificiation contained in 
Appendix B.
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Repairs to concrete panel 
as clause C90/222C.

Spalling repairs as clause 
C90/222C.
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New edge roof trim as 
Garland specification 
contained in Appendix C.

PPC aluminium insulated pressing 
cover trim as clause C90/210A and 
Glazetek specificiation contained in 
Appendix B.

Allow for perspex sheets to protect wall 
from water fountain as clause C90/311.
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Main contractor to take site dimensions prior 
to the design and fabrication. Any 
discrepancies between Architects and 
Glazetek drawings must be notified to 
Architect before proceeding. 
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L E G E N D   -   E X T E R N A L   M A T E R I A L   F I N I S H E S

Existing concrete panel cladding.

Existing metal framed windows. Colour - White.

Proposed Aluminium PPC finished frame 
window system with glazing and low level 
solid insulated panels as clause C90/210. 
Colour - RAL 7031 Blue Grey.

Proposed new vertical timber cladding - 
Western red cedar as clause C90/315 and 
H21/113.

Allow for emergency lighting above 
external doors as clause C90/208.EM

Demolition line.

! Allow for protection of fibre optic cable at all times 
as clause C90/125.

Expansion joint to coincide with concrete panel substrate 
expansion joints and as clause Appendix G Insulated 
Render Sytem.

Allow to remove PVC low level surface mounted drainage 
waste pipes in preperations for new as clause C90/309.

Allow to decorate existing metal low level surface mounted 
drainage pipes as clause C90/306.

Allow to design, fabricate and install new external signage 
as clause C90/301.
Provide plywood patresses to all reinstated surface 
mounted light, CCTV cameras, alarms etc fixed to external 
cladding as clause C90/302.

Mechanical extract fans as clauses C90/205, C90/206 and 
C90/207.

Proposed new Insulated Render Cladding 
System over existing concrete panels as 
clause C90/316. Colour - Through-White.

Refer to Glazetek information contained in Appendix B for 
further details on windows and doors.

Aluminium insulated column cover pressing as clause 
C90/210B. Colour - RAL 7031 Blue Grey.

Proposed aluminium pressings / strip extruded angle 3mm 
thick with PVDF coating to all corners of Gebrik insulated 
brick slip cladding panels edges as clause C90/313, 
C90/314, H72/485 and H72/475.
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To all concrete panels and intersections with brickwork allow 
for joint sealant replacement as clause C90/222F.
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