SPECIFICATION NOTES .
15. Specimen Shrubs.
1. General. Depth of planting pit to be same as rootball, overall width space 100mm wider than rootball
This plan to be read in conjunction with the following documents: (50m_rr_1 min. fro_m rootball que to sides of pit). Pit to be backfilled with 300mm depth of o Al dimensions in millimetres unless otherwise indicated. All levels in metres relative
Risk register by terra firma specified topsoil over subsoil as per spec. to Ordnance Datum and are positive (AOD) unless otherwise indicated.
Ecologists report by Aluco Ecology . o Figure dimensions only to be taken from this drawing, do not scale. Dimensions to
Arboricultural Report by B. Harverson 16. Shrub and Ground pover Plantlng. . ‘ 3 . be checked on site.
All plants to be planted into cultivated planting beds (with 300mm depth specified topsoil) o For civil and structural matters including existing and proposed services, sub-base
2. General landscaping. at densities shown in plant schedule, backfilled with same topsoil. Apply 50mm depth construction and site structures (including retaining walls over 900mm height) refer
i. Existing levels to be preserved around retained existing trees and vegetation. Existing ornamental grade bark mulch to beds R ?h::);;}:g?:eiiis;hsﬁﬁis drawing was produced in colour - monochrome copies
gg?; ::t?n;e(?oerjztlﬂztifn tz)er ;t?}l(:tzcijle?:lrien t'(l-')reb: Ifrroott:c?ttiﬂ lljr’llaar!](-:cordance with BS5837: 17. Climbers. sh9uld nolt be relied upon to accurately reﬂect all drawing elements.
ii. All landscape works to be undertaken by competent persons, with appropriate training All climbers to be provided with horticultural grade steel line wires attached to the wall (min ° Th'sddfraw'”g T?S btee” tpregared for p'ta””t'.”g purposes only and should not be
and equipment. 3 no.) gt 300rr_1m vertic_al spacing with climbers spread out and tied to wires using used for quantification, tender or construction.
iii. All arisings to be removed from site at contractor's expense unless noted otherwise. appropriate horticultural ties.
(e.g. woodchip, gravel, topsoil). 18. Grass.
3. Services. Turfing and seeding shall be carried out only during appropriate seasons and while soil
The contractor must ascertain for himself/herself the exact location of underground and weather conditions are suitable for the relevant operations. Only machinery and tools
services before commencing work. suitable for the site conditions and the work to be carried out shall be used. Hand tools
shall be used around trees, plants and in confined spaces where it is impractical to use
4. Soil Materials Generally. machinery. The soil shall be weed free prior to turfing and seeding. Contact herbicide as
a. Purity: Soils shall be free from roots, stolons, rhizomes, propagules of perennial or specified .should be applied. to gll areas of weed growth 4_6 weeks before grassing and
invasive weeds couch grass, bindweed, docks, Japanese knotweed, giant hogweed repeated |f necessary to maintain a weed free bed. Whgr(.a deep rooted weer are present
and horsetail/marestail (Equisetum avense). (docks, thistles etc.) approved Glyphosate_based herbicide _shot_JIc_i be applied as a spc_)t
b. Foreign matter: On visual inspection, free from non-soil material, brick and other treatment. Turf or seed shall be laid on prepared, levelled soil (minimum 150mm depth) in
building materials and wastes, sharps, and any other foreign matter or material or the areas indicated on the d_rawmgs in accordance with BS 4428:1989 'Code o_f practice
substance that would render the soil or soil ameliorant unsuitable for use. for general Iar)dscape operations'. All grass areas to be approved landscape quality turf for
c. Contamination: Do not use topsoil, subsoil, sand or compost contaminated with rubbish general amenity areas or lawn turf for garden areas, or equivalent seed.
or other materials that are:
eCorrosive, explosive or flammable; 19. Wildflower meadows / species-rich grassland.
eHazardous to human or animal life; Establish seed mix & soil requirements from supplier to suit soil conditions. Sow on graded
eDetrimental to healthy plant growth. and prepared subsoil. Refer to Ecologist's recommendations.
d. Give notice: If any evidence or symptoms of soil contamination are discovered on the . ) ) . o
site or in topsoil, subsoil, sand or compost or other planting media to be used. 20. Rc_>ot barrier. Root barrier system to be used in locations as |nd|ca_1ted on plan. To _be
e. Management of soils to be in accordance with the Construction Code of Practice for supplied by GreenBlue Urban 01424 717797 or other approved supplier. Thickness, size
the Sustainable Use of Soils on Construction Sites. and depth of installation of root barrier to be to manufacturer's recommendations for
particular circumstances.
5. Subsoil to make up levels for for tree pits i
Existing as-dug subsoil to be stripped and re-used, provided suitable for intended use, or 21. Maintenance. ) ) ]
import subsoil as necessary. Imported natural or manufactured subsoil (from approved Estapllshment maintenance for gll planting shall be for 5 years from ‘P.ractlcal qup}etlgn
source) will be acceptable. Subsoil should be free from contaminants, including asbestos and include weed control, watering and replacement of failures to original specification in
and suitable for intended use.
6. Topsoil.
Existing as-dug topsoil to be stripped and re-used, provided suitable for intended use, or
import topsoil as necessary. Imported natural good quality sandy loam topsoil or
manufactured topsoil (from an approved source) will be acceptable. Topsoil should be free
from contaminants, including asbestos and suitable for intended use.
Structural planting- Site wide
. . ) ) Trees
7. Load-bearing system for trees in hard landscape (pedestrian and / or vehicular areas) Abbreviation Species Specification Qty
Suitable load-bearing system beneath paving depending on LPA requirements and - p
anticipated loads (to be established during detailed design stage) and in line with BS8545 ﬁgg; ggmg ?13-21.(1)21.) ﬁgg:: g:mggzti Sé’l_pfgnmqgtn ,]233/53_£nmh,i BRor CG 187N§6
and 'Trees in Hard Landscapes' (Trees and Design Action Group). Chosen species (Pyrus Acer 'Street. Acer campestre ‘Streetwise’ 12-14cm qirth 3'5_4 mh .BR or CG 5 No *
calleryana) are small-sized and will require approximately 9m3 of uncompacted rooting Aesc X car 'Bri' Aesculus X carnea Briotti’ 14-16cm qirth 4;4 5m ht. BR or CG 1 \JO.
volume per tree. Pedestrian only: Spec for supply and installation of load-bearing growing Alnu_qlut (8-10cm)_|AInus alutinosa 8-10cm qirth 2 3/3'm h * 6 0'
medium to be approved by engineer and landscape architect. Vehicular loading: 'Silva Cell' Alnu_alut (12-14cm) |Alnus alutinosa 12-14cm qirth 3 5-4m ’it BRor CG 9 0'
crate system as supplied by DeepRoot Urban Solutions, Ltd, 0207 969 2739. o g - — Ty 7 * * *
Betu 'Fasc Betula albosinensis 'Fascination 10-12cm girth 3.5-4m ht. BR RB or CG 6 No.
8. Ameliorant: fertilizer and compost. Crat_mono Crataegus monogyna j2-j4cm girth 3.5-4m ht. BR or CG 3 No.
Topsoil amelioration, if required, to be approved (peat free) composts to PAS100 and/or =IO tu.l DI ; = nOde.ndron tm.lplfera ~ 4', 6cm girth 4-4.5m ht. RB or CG 2 No.
fertilizers to be incorporated during cultivation at required rate to full depth of growing Malus_Rud Malus ‘Rudolph 0', 2cm girth 3.5-4m ht. BR or CG 3 No.
medium. Malu_sylv Malus sylvestris 10-12cm girth 3-3.5m ht. BR or RB 2 No.
Malu_trilob Malus trilobata 10-12cm girth 3.5—1 m ht. BR or 88 1 No.
; ; Prun_aviu Prunus avium 12-14cm girth 3.5-4m ht. BR or 7 No.
9. Soil handling and depths. ; . Prun_'Plen.’ Prunus avium ‘Plena’ 12-14cm g rth 3.5-4m ht. BR or CG Colt rootstock|3 No.
a. Topsoil and subsoil to be handled (i.e. excavated and/or imported, stored, spread, 5 5 31 ith 2.3/3m ht Z
cultivated) in accordance with method agreed in writing by Landscape Architect prior to Drun padu AbertiF Drunus padus AbertiF ﬂé > zm al - 3 5 zn .t BRorCG 5 [\O'
work commencing. All topsoil and subsoil areas shall be thoroughly cultivated by hand Drun padu ; De, Il Drunus padus ? n - D cm girtn J.9-4M ni. or 0.
or suitable machinery to the full depth of the topsoil layer, incorporating ameliorants as Drun subh 'A.R. Drunus SUbhlrte"a, AUtu.mna“,s Roseallf 0_, 2cm qirth 3-3.5m ht. BR or CG 1 No.
required. If compaction is suspected in sub-grade, subsoil or topsoil surfaces, these yru .Chan yrus calleryana ‘Chanticleer ] = 4cm girth 3.5-4m ht BR or CG 2 No.
should be ripped as necessary to decompact and ensure adequate drainage. Quer_ilex Quercus ilex 12-14cm girth 3.5-4m ht. CG 2 No.
b. Hand cultivations shall be carried out to achieve the required finish on areas where Quer_robu (14-16cm)iQuercus robur 14-16¢m girth 4-4.5m ht. RB or CG 11 No.
machine cultivation is impossible ie adjacent to kerbs, manholes and footpath Quer_robu (70', 2cm)|Quercus robur ] 0',?Cm girth 3-3.5m ht. RB or CG 3 No.
junctions, around retained trees etc. Surplus plant matter, rubbish and surface stones Quer_robu (12-14cm)|Quercus robur _ 2" 4cm girth 3.5-4m ht. RB or CG 4 No.
having any dimension greater than 25 mm shall be collected and removed from the Sorb togm - SOI’bUS' tormma“_s - 12-14cm girth 3.5-4m ht. BR or CG 6 No.
site. Topsoil and subsoil is to be stored in heaps, maximum of 2m in height, providing Ulmus_'NH Ulmus 'New Horizon 14-16cm girth 4-4.5m ht. BR or CG 2 No.
soil is reasonably dry and friable during stripping ar_]d hgndling - using a tracked Clipped Hedges
excavator. To protec? from wet weather once f|nq| height is achleved., an excavgtor [Abbreviation[Species Specification Density Qty.
should regrade the.S|des and top of stockpile to firm surface by tracking across it to Esca 'lveyi |Escallonia 'Ivevi]60-80cm ht. 10L CG|3/m 106 No.
form a smooth gradient. , Fagu sylv_|Faqus sylvatica [80-100cm ht BR___|0.5Cir Double Staggered at 0.25m offset|890 No.
c. Final topsoil depth (allowing for settlement) to be 300mm for tree pits and general _
planting areas and 150mm for grass. Finished soil levels to be 25mm above/below 1860 Native hedge
adjoining paving or kerbs: not less than 150mm below dpc of adjoining buildings; shrub Number Abbreviation|Species Specification Density
areas to be higher than adjoining grass areas by 25 mm. 145 No. Acer_camp |Acer campestre 80-100cm ht BR 0.5Ctr Double Staggered at 0.25m offset
287 No. Cory_avel [Corylus avellana 80-100cm ht BR 0.5Ctr Double Staggered at 0.25m offset
9. Plant handling and establishment. 855 No. Crat_mono [Crataegus monogyna [80-100cm ht BR 0.5Ctr Double Staggered at 0.25m offset
Plant handling shall be in accordance with 'Handling and establishing landscape plants', 74 No. lex_aqui lex aquifolium 60-80cm ht CG or bagged|0.5Ctr Double Staggered at 0.25m offset
published by the CPSE through the JCLI. 74 No. Loni_peri Lonicera periclymenum|60-80cm ht CG or BR 0.5Ctr Double Staggered at 0.25m offset
(http://www.gohelios.co.uk/nps/handling_establishment.aspx). The contractor shall comply Total :1435 No.
gslir;giirgn?éi.ecommendatlons for plant handling from delivery to site to ensure successful 7860 Native shrub . . - .
Number Abbreviation|Species Specification _ |Density
10. General planting notes. 97 No. Cory_avel |Corylus avellana 80-j 00cm ht B?j/mz
Details for tree, hedge and general planting to be finalised once final site conditions are 240 No. Crat mono Crataequs. monogyna 80', 00cm ht BR - /m2
known (i.e compaction and permeability of ground). General plant stock to conform to BS 50 No. Pru.n Spin Pru.nus Spinosa 80', 00cm ht BR - /m2
3936, advanced nursery stock to BS 8545, and planting to BS 4428. Plants shall be first 50 No. Sali capr Salix caprea 80', 00cm ht BR - /m2
class examples of their species or variety, free from all pests and diseases, with good 50 O_' Samb_nigr _|Sambucus nigra 80-100cm ht BR]1/m
fibrous root systems and materially undamaged. All planting operations to be in general Total :487 No.
compliance with BS4428: 'Code of Practice for general landscape operations'. 1860 Native understorey|
Only carry out all planting while soil and weather conditions are suitable: Number Abbreviation|Species Specification Density
eDo not plant during periods of frost or strong winds. Plant only during the 115 No. Acer camp |Acer campestre 60-80cm ht BR 1/m?
following periods 92 No. Cory_avel [Corylus avellana 60-80cm ht BR 1/m?
eDeciduous and conifer trees: Late October to late March (rootball and bare 115 No. Crat mono [Crataequs monogynal60-80cm ht BR 1/m?2
root) 47 No. lex_aqu lex aquifolium 60-80cm ht CG/bagged[1/m?
eContainer grown plants: At any time if ground and weather conditions are 92 No. Prun spin  |Prunus spinosa 60-80cm ht BR 1/m?
favourable. Ensure that adequate watering is provided Total :461 No.
oSetting out of planting beds to be approved by Landscape Architect before _
work commences. Ensure that plant beds are neatly defined, and rise from 1860 Native hedge 2| — : —— -
adjacent paved areas as specified above. All tree pits, tree circles in lawn and Number Abbreviation|Species Specification Densit _
planting beds are to be mulched with approved bark mulch to 75mm depth after 140 No. Acer_camp [Acer campestre 80-100cm ht BR 0.5Ctr Double Staggered at 0.25m offse
planting. 95 No. Carp_betu [Carpinus betulus 80 - 100cm RB 0.5Ctr Double Staggered at 0.25m offse
95 No. Cory_avel [Corylus avellana 80-100cm ht BR 0.5Ctr Double Staggered at 0.25m offset
11. Tree planting 27 No. llex_aqui _|llex aquifolium 60-80cm ht CG or bagged|0.5Ctr Double Staggered at 0.25m offset
Any proposed substitutions of species shown on plan to be approved by landscape 27 No. Loni_peri Lonicera periclymenum|60-80cm ht CG or BR 0.5Ctr Double Staggered at 0.25m offset
architect prior to planting. Details for tree planting to comply with BS8545. As a guide all 95 No. |l_3run spin |l3runus spinosa 80 - 100cm RB 0.5Ctr Double Staggered at 0.25m offset
trees to be planted in square pits with base undisturbed unless drainage / compaction Total :479 No|
problems known. Plant at a depth where the root flare is clearly visible at.the spil surface. 1860 Native shrub 2|
Where trees have been supplied with the roqt flare too deep excess soil c3r ‘flbrou's root Number Abbreviation|Species Specification Density
_gr_owt_h shoul(_:i be remove(_i before planting. _ All trees tg have 'Piddler' tree 7 No. Corn sang |Cornus sanguineal80-100cm ht BR[1/m?2
irrigation/aeration system installed as supplied by Platipus 01737 762300 7 No Cory avel |Corvlus avellana [80-100cm ht BR[1/m?
www.platipus-anchors.com or similar approved equivalent. Water-in heavily after planting 12 N(.) Prun_spin_|Prunus spinosa 80-100cm ht BRM/m?2
and mulch surface, ensuring mulch is not in contact with trunk of tree. Tree support to 7 No * Samb niar |Sambucus nigra_180-100cm ht BR[1/m2
comply with BS 8545: Bare root trees to have a single upright stake; RB or CG trees to Totall 35 No
have double stake and bridge with adjustable tie; in windy locations or for large trees, * *
install wired guying; tree stakes to be stained black. Any necessary remedial tree works
are to be carried out by an approved tree surgeon to BS 3998. Trees planted within grass
areas to be set in mulched earth circles, 1m diameter around tree trunk, with turf trimmed
neatly to form circle.
i. Trees up to 20cm girth.
Depth of tree pits to be the same as the rootball and with overall width to be 150mm
wider than the diameter of the rootball (75mm min. from rootball edge to tree pit side) .
Pits to be backfilled with 300mm depth of specified topsoil over subsoil as per spec.
12. Clipped Hedges to Gardens. Depth of planting trench to be same as rootball, overall
width150mm wider than rootball (76mm min. from rootball edge to sides of trench).
Trench to be backfilled with 300mm depth of specified topsoil over subsoil as per spec.
50mm depth mulch to base of hedge. Central post and wire supporting to be provided with
two line wires and plants to be tied in using horticultural plastic ties where shown on plan.
On planting, hedges to be trimmed to neat shape where necessary. Instant hedges to be
planted as per supplier's recommendations.
P07 | 27.04.21 | KB | AG | Changes to co-ordinate with external works plan
13. Native hedges. P05 | 21.10.19 | KB | AC | Changes to tree plant?ng on Lower Road
Species to be randomly mixed for natural effect, and planted in groups of 3-5 plants of any Egg :)?5'33'113 ﬁg i‘é g2f‘;r%?:att?o:eﬁit‘r’]'aE”:g:gg‘i’;L°Wer Road
one species (with the exception of Honeysuckle (Lonicera) and Holly (llex) which are to be po2 | 010419 KB | AG | Minor changes to graphics and spec notes
planted individually). Depth of planting trench to be same as root system, overall width Po1| 29319 | KB | AG | Firstissue
space 150mm wider than root system (75mm min. from root system edge to sides of rev. | date by | chk| notes
trench). Trench to be backfilled with 300mm depth of specified topsoil over subsoil as per
spec. Provide and install each plant with an appropriate sized recyclable staked green project Manor Farm, Bedhampton
shrub shelter (available from Tubex Ltd, phone 01621 874201 or similar approved). )
Position shelter stake on windward side of plant, drive vertically into bottom of pit before title Schedule and spec notes (sheet 5 of 5)
planting, to a min. depth of 300mm and consolidate backfill material around stake; attach "
shelter to stake with a minimum of two ties. 50mm depth mulch to base of hedge. status Planning scale @At nis
14. Native tree and shrub mix. g no 1860-TF-00-00-DR-L-1006
All plants to be planted in cultivated planting beds with species randomly mixed for natural references
effect, and planted in groups of 3-5 plants of any one species. Plants to be notch- or

pit-planted. Plant on grid at spacing given in schedule. Provide and install each plant with
an appropriate sized recyclable staked green tree or shrub shelter (available from Tubex -

Ltd phone 01621 874201 or similar approved). Position shelter stake on windward side of t e r r a f I r ' ' ‘ a
plant, drive vertically into bottom of pit before planting, to a min. depth of 300mm and

consolidate backfill material around stake; attach shelter to stake with a minimum of two
ties. 50mm depth mulch to base of hedge.
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