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WARM FLAT ROOF

Ceilings of 12.5mm plasterboard over vapour
barrier with skim plaster finish

125mm Celotex TA4000 insulation

Rubber EPDM membrane on
22mm exterior grade plywood

47 x 220mm grade C24
joists at 400 ctrs
(see engineers details for
sizes)

22mm external quality plywood decking or similar
approved on sw firings to minimum 1 in 80 fall

220

125mm Pir insulation

22mm external quality
plywood decking
or similar on firings, min 1
in 80 fall

Vapour control layer (if required)

welted drip, min
75mm deep

Timber nosing piece

EPDM Membrane on 22mm exterior grade
plywood on firrings to give a 1:40 fall

A continuous 5mm wide
opening or the equivalent
area is required to the
length of the ridge or
provide high level tile
vents as agreed with the
Building Control Officer

LOFT RIDGE DORMER DETAIL
Structural design by suitably qualified
engineer

Treated flat roof joists
fixed to beam with heavy
duty galvanized hangers,
fixed to treated wall
plates bolted to web of
beam

270mm Rockwool insulation

100mm PIR insulation
between and 45mm
under rafters

Joists bolted to rafters.
All connections and
structure to Structural
Engineers details and
calculations

Vapour control layer and 12.5mm
plasterboard ceiling

All lead flashings to be
Code 5 lead and laid
according to Lead
Development Association

Flat and pitched roof
junction to be in
accordance with the Flat
Roofing Alliance
recommendations

150mm min

BRN
19C

Insulation between and over studs 60mm
Celotex FR4000 between plus 37.5mm
Celotex PL4000 insulated plaster board
over

Finish with 3mm plaster skim

External quality plywood
sheathing - 12mm thick
marine plywood (or other
approved)

Peg tiles on 25 x 38mm preservative
treated battens

Breathable membrane -
having a vapour
resistance of not more
than 0.6 MNs/g TILE HUNG TIMBER FRAMED WALL

Treated timber frame constructed using
100mm x 50mm head & sole plates and
vertical studs(to clients detail/spec - TBC)
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ALL DIMS TO BE  CHECKED ON
SITE AND CONFIRMED PRIOR TO
ANY WORKS COMMENCING
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WARM FLAT ROOF

Ceilings of 12.5mm plasterboard over vapour
barrier with skim plaster finish

125mm Celotex TA4000 insulation

Rubber EPDM membrane on
22mm exterior grade plywood

47 x 220mm grade C24
joists at 400 ctrs
(see engineers details for
sizes)

22mm external quality plywood decking or similar
approved on sw firings to minimum 1 in 80 fall

220

Insulation

External quality plywood
decking

Tiling fillet

Roofing felt to BS747

Roofing tiles 

150mm min

EPDM rubber roof membrane
 to specialist suppliers details
22mm exterior grade plywood

125mm Pir insulation

22mm external quality
plywood decking
or similar on firings, min 1
in 80 fall

Vapour control layer (if required)

welted drip, min
75mm deep

Timber nosing piece

EPDM Membrane on 22mm exterior grade
plywood on firrings to give a 1:40 fall
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RESISTANCE
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STR. ENG. TO
DETERMINE NEW RIDGE
BEAM DETAIL
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OF EXISTING

GRD. FLOOR FFL.
(0000)
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LOFT F.C.L
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D

WARM
FLAT
ROOF

ALL DIMENSIONS TO BE CHECKED BY APPOINTED
CONTRACTOR PRIOR TO ORDERING OF ANY
MATERIALS.
ALL DIMS TO BE CHECKED PRIOR TO
COMMENCEMENT OF WORKS, ANY DISCREPANCIES
TO BE REPORTED IMMEDIATELY TO CLIENT

1058
DETAIL

C

63
1

44820
67

Insulation between and over studs: 60mm
Celotex FR4000 between plus 37.5mm
Celotex PL4000 insulated plaster board
over

Finish with 3mm plaster skim

ASHLAR/DWARF WALLS

Treated timber frame constructed using
100mm x 50mm head & sole plates and
vertical studs

INSULATION BETWEEN JOISTS

TRIPLE BEAM TO STR. ENG DETAILS

FLOOR JOISTS 195X47 C16 @ 400 C/C

JOIST HANGER

(TO SUIT STR. ENG. CALCS)
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CHECK - DETAIL 'C'19 1:20
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PROPOSED GRD FLOOR PLAN
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PROPOSED SECTION 'A' - 'A'
1:5022
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LOFT CONVERSION WITH FRONT & REAR DORMER

1 OF 1

BRN
1

DENOTES ATTACHED BUILDING REGULATION NOTES
DENOTES ITEM No.

25.03.2021
VARIES:

DETAILS AND DIMENSIONS OF ALL LEVELS OF PROPOSED
PLANS TO BE CHECKED ON SITE BY APPOINTED
CONTRACTOR PRIOR TO ANY
COMMENCEMENT/ORDERING OF MATERIALS OF WORK,
ANY QUERIES, VARIATIONS OR DISCREPENCIES
DIRECTED TO CLIENT - DM DESIGNS ACCEPTS NO
RESPONSIBILITY IN ANY PART ON DRAWINGS UNLESS
OTHERWISE AGREED PRIOR.

2 LINDA GROVE, COWPLAIN,
WATERLOOVILLE, PO8 8UX

EXISTING FIRST FLOOR PLAN
1:100

7

PROPOSED ROOF PLAN
1:100

14

PROPOSED DORMER ROOF
1:2012

NOTE:
DRAWING:PROCTOR_01A TO BE USED IN CONJUNCTION
WITH ASSOCIATED BUILDING REGULATIONS NOTES
PROCTOR/BRN.
DIRECTIONAL NORTH ARROW SHOWN ON BLOCK &
LOCATION PLANS PROCTOR/BLP.

PROPOSED DORMER CONSTRUCTION
N.T.S

15

PROPOSED REAR ROOF
1:2013

02m 2m 4m 6m 8m 10m
1:100

0 1m 2m 3m 4m 5m1m
1:50

REDUCED REAR DORMER BY 250mm. REDUCED FRONT DORMER WIDTH   B - 12.07.2021
REDUCED REAR DORMER HEIGHTS BY 250mm                                                 C - 14.07.2021

PR
O

D
U

C
ED

 B
Y 

A
N

 A
U

TO
D

ES
K

 S
TU

D
EN

T 
VE

R
SI

O
N

PRODUCED BY AN AUTODESK STUDENT VERSION
PR

O
D

U
C

ED
 B

Y A
N

 A
U

TO
D

ESK
 STU

D
EN

T VER
SIO

N
PRODUCED BY AN AUTODESK STUDENT VERSION

AutoCAD SHX Text
SHOWER


	Sheets and Views
	Layout1


