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— 225mm x 50mm Wall Ledger plate fixed to
wall by 12mm bolts & chemically bonding
See SE's specification & details
for precise instruction.

Sandtoft 20/20 roof tile
25 x 3Bmm tanalised sw treated battens

Breathable felt such as Permavent ECO or similar to BS747
ar relevont BBA Certificate

Membrane to sog at least 10mm over counter

battens (min 38mm x 50mm) UTIlIfy
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Roop/ Roop///

100mm Celotex FR4000 between rafters
and 50mm Celotex FR4000 over
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to structural engineer's specification Ji
Finish with 12.5 plasterboard and skim
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REV DESCRIPTION DRAWN | DATE | Drawing Ref Drawing Title
Copyright is reserved by GBS Designs - Initial design GBS |27.04.15| THOM 03 Mr G Thomas
and is issued on the condition that A Skylight windows added GBS 129.05.15 s o ar a1 | sedle af A3
itis not copie(_ﬁ or disclosed py orfo B Extra details added GBS |22.06.15 42 Park Woy
any unogThO(\sled persons wﬁhquf prior c Drain detail added GBS |01.04.16 1:25 1:50 Havant
consent in writing from GBS Designs. .
D Extension reduced by 500mm GBS |18.10.16 "55ig HClmpShIre
All dimensions to be checked on site E Extension tapered by 500mm GBS |19.10.16| 27 April 2015 PO9 1HH 6 Shillingleg Waterlooville
All structural elements to be specified by a F Extension tapered by an additional 175mm (total 675mm) with drains data based upon survey information from InSewer Surveys GBS |21.10.16 Brawn by Hampshire PO7 5RW
suitably qualified structural engineer. Tel 023 92258315
GBS www.gbsimages.co.uk




