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1.1

1.2

1.3

1.4

1.5

1.6

1.7

1.8

INTRODUCTION

This Tree Survey and Arboricultural Impact Assessment (AlA) has been prepared by RPS
on behalf of Redrow Homes to support development on land at Camp Field, Bartons Road,
Havant PO9 5NA.

A tree survey of the application area was carried out by RPS on the 27th November 2020 in
accordance with the requirements of BS5837:2012. Refer to Tree Constraints Plan
JSL3850 700-701 (Appendix B). The weather was calm with some cloud.

This report has been prepared in broad accordance with the requirements set out in
BS5837:2010 ‘Trees in relation to design, demolition and construction —
Recommendations.’

The purpose of this report is to:

e Provide an assessment of the quality of the surveyed trees with reference to the
categories and sub-categories listed within Table 1 - BS5837:2012.

e Assess and quantify the arboricultural impact of the proposed development within the
survey area, based on the proposed development layout.

e  Provide additional arboricultural information and advice in relation to the protection of
trees throughout the development of the site.

e  Provide a Tree Protection and Removal Plan to detail the proposed protective
measures to be taken in respect of the trees during development of the site.

The Tree Protection and Removal Plan JSL3850 710-711 included at Appendix C identifies
the following:

e Trees to be retained;
e Alignment and design of protective fence;
e  Root Protection Area (RPA) of trees;

The Tree Protection and Removal Plan shall be made available to all relevant site
operatives prior to and throughout the construction process, so they understand the scope
and importance of the tree protection measures.

To minimise the potential for harm to occur to retained trees all works shall be carried out
with regard to the Tree Protection Measures and construction techniques detailed within this
report.

In particular the establishment of a Construction Exclusion Zone (CEZ) by erection of Tree
Protection Fencing will minimise the potential for harm to occur to retained trees.

" British Standards Institute. British Standard (BS5837) Trees in Relation to Design, Demolition and Construction -
Recommendations. 2012.
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2 SITE LOCATION

21 The survey covered trees bordering and within Camp Field, Bartons Road, Havant PO9
5NA. The survey site is centred on OS grid reference SU73300810.

2.2 The applicable area is located adjacent ‘The Oaks Havant Crematorium’ approximately 1.6
miles north of Warblington Station and 1.6 miles east of Staunton Farm. Woodland, open
fields, residential housing and retail stores surround the site.

23 The soilscape of the area typically consists of ‘Slowly permeable, seasonally wet, slightly
acid but base-rich and loamy and clayey soils.2

2 Magic.gov.uk — 11.11.2020
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3.2

3.3

3.4

3.5

3.6

3.7

SURVEY METHOLDOLOGY

This tree survey was completed by Alice Brown of RPS and authorised by David Cox, a
professional member of the Arboricultural Association and Chartered Landscape Architect of
RPS.

The report and survey were carried out in general accordance with the requirements set out
in BS 5837:2012 “Trees in relation to design, demolition and construction —
Recommendations”.

The tree survey involved a visual inspection from the ground of individual specimens and
groups of trees in order to record their amenity value, management recommendations and
dimensions. Where observed, the general condition of all the trees has been noted. The
survey does not constitute a full arboricultural condition assessment involving the detailed
inspection of trees in relation to their structural condition, decay, and any other physical and
pathogenic defects.

The locations of the trees were based upon topographic survey (CUB-IS-RSC-001)
produced by Cube Surveys Ltd in November 2020.

The survey assesses individual trees and groups of trees for quality and benefits within the
context of proposed development. The quality of each tree or group of trees has been
recorded by allocating it to one of four categories as described in table 3.1. These
categories have been differentiated on the Tree Constraints plan (JSL3850_700-701-
Appendix B) by colours.

The survey information was recorded on the attached schedule (Appendix A) in general
accordance with the guidance contained within Section 4 of BS 5837:2012 “Trees in relation
to design, demolition and construction - Recommendations".

The information recorded includes the following-
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Table 3.1 Tree characteristics recorded during survey

Tree Ref No:

Species
Height (m)

Branch
Spread

Stem diameter

Sequential reference number of trees or groups of trees. Avenues, woodlands and hedgerows
were also recorded on the tree constraints plan.

# - denotes inaccessible trees (best estimates are made about the location, physical dimensions
and characteristics.)

Species listed by common name, with scientific names (italic lettering).

Estimated height of canopy to nearest metre.

branch spread, taken as a minimum at the four cardinal points, to derive an accurate
representation of the crown

Estimated diameter of trunk at 1.5 m above ground level in metres unless otherwise indicated,

@ 1.5 m (m) multi-stemmed trees being measured in accordance with Annex C: BS5837
Existing To inform on ground clearance, crown/stem ratio and shading the estimated height of the first
height above significant branch and direction of growth and canopy above ground level.
ground level
Stem No. Number of stems (if necessary) of individual tree.
Y (Young) OM (Over-mature)
SM (Semi- \Y, (Veteran)
. Expressed mature) D (Dead)
Life St
e Stage as:- EM (Early-
mature)
M (Mature)
Good
Physical Apparent condition expressed as the following categories, based  Fair
Condition upon a brief visual inspection from the ground only:- Poor
Dead

Comments /
Management
Recommendat
ions

Estimated
remaining
contribution
(years)

Tree Quality
Assessment
Value:

Category

Tree Quality
Assessment

General observations, particularly of structural and/or physiological condition (e.g. the presence of
any decay and physical defect), and/or preliminary management recommendations and potential
for wildlife habitats (not exhaustive).

Estimated remaining contribution, in years (<10, 10+,20+,40+)

Criteria grading with regards to
Table 1: BS 5837:2012, expressed
as:-

A (Trees/Vegetation of high quality and value)
B (Vegetation of moderate quality and value)
C (Trees/Vegetation of low quality and value)

U* (Those in such a condition that they cannot realistically
be retained as living trees in the context of the current
land use for longer than 10 years)

* Category U trees can have existing or potential conservation value which might be desirable to
preserve.

Criteria grading with regards to
Table 1: BS 5837:2012, expressed

1 (Trees with mainly arboricultural value)
2 (Trees with mainly landscape value)

Value: Sub - as- 3 (Trees with mainly cultural / conservation value)
Category
3.8 It is recommended that further arboricultural assessments be undertaken in order to assess

the full health and safety of all trees which may possess structural or pathogenic conditions.
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Limitations

3.9 The findings of this survey are not valid following adverse or unpredictable weather
conditions or for any failure due to ‘force majeure’ or unpredictable events.

3.10 Trees were not climbed or inspected below ground level and inaccessible trees will have
best estimates made about the location, physical dimensions and characteristics. Where
direct access to trees was difficult a ‘# denotes this within the Tree Survey Schedule
(JSL3850_750-Appenix A).

3.11 Trees and woody vegetation were not assessed for their potential impact upon future
construction issues such as foundation designs (re: NHBC chapter 4.2)'3. Whilst this report
may assist in assessing likely future impacts, it should not be classed as a comprehensive
vegetation survey in relation to impact upon future designs.

3 NHBC. ‘Chapter 4.2- Building Near Trees’. NHBC Standards 2016. 2016.
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4

4.1

4.2
4.3

4.4

4.5

4.6

4.7

4.8

4.9

4.10

4.1

4.12

APPRAISAL AND RECOMMENDATIONS

Generally

In general, trees on the site appear to be in fair to good condition, being largely consistent
with expectation for the age, management and species. 49nr. individual trees, 1nr.
woodland, 8nr. tree groups and 1nr. hedge was recorded.

There was some species diversity with Oak, Ash and Sycamore being abundant.

The majority of trees were located across the borders of the site, with a category A
woodland being located offsite adjacent the western boundary.

There were three high quality prominent Oak trees located within the centre of the field,
which added much landscape value to the area.

A number of young Sweet Chestnut plantings were located to the east of the site, adding
amenity value.

Planning considerations

Trees can offer many benefits, including the provision of visual amenity, softening or
complementing the effect of the built environment, and adding maturity to new
developments by making places more comfortable in tangible ways e.g. contributing
screening and shade, reducing wind speed and turbulence, intercepting snow and rainfall,
and reducing glare.

New tree planting opportunities should be considered as part of any potential
redevelopment; this will help to broaden the age diversity of the tree cover within the area.
Sufficient space should be provided for species with significant stature to grow out into
maturity.

Under the UK planning system, local authorities have a statutory duty to consider the
protection and planting of trees when granting planning permission for proposed
development. The potential effect of development on trees, whether statutorily protected
(e.g. by a tree preservation order or by their inclusion within a conservation area) or not, is a
material consideration that is taken into account in dealing with planning applications.

Trees covered by a Tree Preservation Order are protected under the Town and Country
Planning Act 1990 (Trees Regulation 2012) and the local authority must be consulted and
permission sought for any works that may affect them.

Tree Preservation Orders (TPOs)-An email response from Havant Borough Council
confirmed that there is a TPO onsite: No.0878:1976, Havant BC (Refer to Appendix E).

Conservation Areas- A desktop investigation using the Havant Borough Council Nap
confirmed that the survey site does not form part of a conservation area (Refer to Appendix
F).

Ancient Woodland- A desktop investigation using the magic maps application? confirmed
that there is ancient woodland bordering the north-east boundary of the site.
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4.13

4.14

4.15

4.16

4.17

4.18

4.19

41

4.2

Design and Site Layout Considerations

A tree constraints plan defines the Root Protection Area (RPA) for each tree shown as a
circle. This area may be adjusted should physical constraints or topographical features limit
root activity in a particular area, however the total area should remain the same. Prior to any
adjustment of the trees RPA zones the changes should be assessed by an arboriculturalist.
During any site planning exercises the current and future growth potential of the trees
should be considered.

The RPA for single stem trees broadly equates to a radius 12 times the stem diameter of the
tree at 1.5m above ground level or the extent of canopy spread, whichever is the greater.
For multi-stemmed, low branching trees or those with trunks with an irregular girth the point
of stem diameter measurement is adjusted in consideration of these factors and in
accordance with the illustrations in BS5837:2012 (Annex C).

The RPA should become an exclusion zone during construction works and for any
development. It should be fenced-off and protected in accordance with BS5837:2012. The
canopy is likewise susceptible to damage during construction work and requires similar
protection.

No activities that result in excavations, changes in level or soil compaction should take place
within the RPA of any retained trees, especially older mature trees. This would include the
storage of materials, any construction work, trafficking by vehicles or even excessive
trafficking by pedestrians.

If some form of construction has to take place within the RPA then certain measures need to
be adopted to avoid disturbance or damage to the roots and to maintain moisture infiltration
and gaseous diffusion into the soil.

Services likewise should be routed outside the existing or potential root zone of trees.
Where it is unavoidable, then certain measures should be employed to avoid damage to the
trees larger roots.

The location and siting of new services near trees should consider the potential impact on
and conflict with both tree roots and canopy. This should take into account the ultimate size
of existing young and middle-aged trees at maturity. Conversely the impact of the tree on
the activities should also be considered with regard to obstruction, shading, leaf fall and root
action. These are problems that can be managed provided sufficient space is allowed for.

Services

Services likewise should be routed outside the existing or potential root zone of trees.
Where it is unavoidable, then certain measures should be employed to avoid damage to the
trees larger roots.

The location and siting of new facilities near trees should consider the potential impact on
and conflict with both tree roots and canopy. This should take into account the ultimate size
of existing young and middle-aged trees at maturity. Conversely the impact of the tree on
the activities should also be considered with regard to obstruction, shading, leaf fall and root
action. These are problems that can be managed provided sufficient space is allowed for.
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4.3 Any new services should avoid the RPAs of any retained tree. Where it is unavoidable, then
the route of the services must be designed by an Engineer in consultation with an
Arboriculturalist.

TREE SURVEY AND ARBORICULTURAL IMPACT ASSESSMENT

44 Further advice can be found in NJUG Volume 4- “Guidance for the planning, installation and
maintenance of utility services in proximity of trees”.4

Trees and Management of Health and Safety

4.5 It is recommended that a programme of periodic arboricultural assessments be undertaken
in order to regularly assess the full health and safety of all trees both in full leaf and bare
stemmed. The assessments should prioritize areas based on levels of access and presence
of target (i.e. exposure of people to hazard) and accord with arboricultural advice, taking
account of relevant factors (where known) that affect safety such as the age class,
condition, size and species of the trees.

4N.J.U.G. 4: Guidelines for the Planning, Installation and Maintenance of Utility Apparatus in Proximity to Trees. 2007
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5

5.1

5.2

5.3

5.4

5.5
5.6
5.7
5.8

5.9

5.10

5.11

ARBORICULTURAL IMPACT ASSESSMENT

Introduction

Trees have finite energy reserves, developed each year throughout the growing season,
which are utilised for biological processes such as growth and defence against pests or
diseases throughout the following year.

Any development in proximity to trees has the potential to cause harm to those trees unless
control measures are identified and acted upon; as such it is essential to consider the
relationship between the proposed development and the retained trees to identify what
precautions are necessary, proportionate and appropriate.

Development has the potential to impact upon the above ground and below ground parts of
trees. Whilst some damage that can occur, such as physical damage to the trees stems and
branches from machinery movements, is clearly visible the impact from other aspects of
work common on development sites which can have a significant effect upon the continued
health of trees are not always immediately evident.

Damage that is not immediately evident, but which can cause long term harm to retained
trees includes things such as damage to the soil structure by compaction causing root
damage and levels changes altering the water table and affecting moisture availability.

To minimise the potential for harm to occur to retained trees all works must be carried out
with regard to the Tree Protection measures detailed within this report.

In general, it can be seen that, by adopting appropriate methods of working, precautionary
and protective measures, significant harm to retained trees can be avoided.

In particular the establishment of a Construction Exclusion Zone (CEZ) by erection of Tree
Protection Fencing will minimise the potential for harm to occur to retained trees.

The retention and protection of significant trees and vegetation will assist in assimilating the
proposed development into the wider landscape and offer long term tree cover.

Furthermore, redevelopment of the site may offer an excellent opportunity to actively
manage any retained vegetation and accordingly we recommend restorative tree works be
undertaken as appropriate. This will further improve the amenity value and landscape
setting of the site and increase the useful life of any retained trees.

Brief Description of Proposed Development

This report relates to the following:

- New residential units,
- Associated parking and garages.

Identified Tree Removal and Specific Works

In order for this development to be realised, T5(*3), T13, T21 and partial removal of G3#
require removal.
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5.12

5.13

5.14

5.15

5.16

5.17

5.18

5.19

5.20

5.21

Root Protection Areas

Following the erection of tree protective fencing, the majority of proposed development will
take place outside of the RPA of trees to be retained.

Proposed works within the RPAs of T1, T2 and T22 are to utilise a no-dig specification in
accordance with APN125 utilising a load bearing, permeable cellular confinement system
such as cellweb ® or similar.

Where the RPAs of T15 and T16 overlap with the proposed residential units, excavation is
to be completed by hand in accordance with BS 3998.

It can be noted that the construction of garden fences will require hand dug post holes when
located within the radial RPAs of retained trees.

Outline methodology within Root Protection Areas

All new (and existing re-routed) services shall be routed outside the existing or potential
RPA of retained trees. Where it is unavoidable, then hand excavation shall be employed to
avoid damage to the larger roots and the services slid through or below the root system.
Ducting shall be used to carry cables. Reference shall be made to the recommendations
included within Guidelines for the Planning, Installation and Maintenance of Utility Apparatus
in Proximity to Trees (NJUG 4)8.

Details of Tree Protection Fencing and ground protection are detailed in the following
section of this document.

The RPA should become an exclusion zone during construction works and for any
development. It should be fenced-off and protected in accordance with BS5837:2012. The
canopy is likewise susceptible to damage during construction work and requires similar
protection.

No activities that result in excavations, changes in level or soil compaction should take place
within the RPA of any retained trees, especially older mature trees. This would include the
storage of materials, any construction work, trafficking by vehicles or even excessive
trafficking by pedestrians.

The location and siting of new facilities near trees should consider the potential impact on
and conflict with both tree roots and canopy. This should take into account the ultimate size
of existing young and middle-aged trees at maturity. Conversely the impact of the tree/s on
end user activities should also be considered with regard to obstruction, shading, leaf fall
and root action. These are problems that can be managed provided sufficient space is
allowed for.

Where works within the RPA are unavoidable works must be undertaken by hand and the
soil levels should be carefully reduced by hand to avoid damage to the bark of larger roots
directly beneath and adjacent to the excavation. Where these become exposed, they should
be further protected from drying out. Where root pruning is unavoidable it should be made at

5 Patch, D. Holding B.(2006) Arboricultural Practice Note 12 (APN12), Through the Trees to Development. Arboricultural
Advisory and Information Service (AAIS).

8 http://streetworks.org.uk/wp-content/uploads/V4-Trees-Issue-2-16-11-2007.pdf
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a suitable place within the root system, avoiding damage to surrounding tissue in
accordance with BS 3998:20107. Final pruning cuts shall be made at right angles to the axis
of the root and the final cut wound should be smooth and as small as possible, free from
ragged torn ends.

TREE SURVEY AND ARBORICULTURAL IMPACT ASSESSMENT

5.22 To minimise harm occurring as a result of the works existing hardstanding should be
reused. Any necessary hard surface removal within the Root Protection Area (RPA) shall be
carried out by low impact hand held pneumatic tools. Removal of the surface shall occur in
strips working from the undisturbed surface, working in a retreating manner away from the
retained trees. Subsequent removal of arisings / debris shall also be carried out by hand.

7 British Standards Institute. British Standard (BS3998) Trees Work - Recommendations. 2010.
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6

6.1

6.2

6.3

6.4

6.5

6.6

6.7

TREE WORKS
Standard of Work (If required)

All tree works shall be carried out in accordance with BS3998:2010 and latest arboricultural
best practice.

All tree work shall be carried out by suitably qualified, competent and insured arboricultural
contractors in accordance with Arboricultural Association Standard Conditions of Contract
and Specifications for Tree Works (2008) Edition and BS 3998:2010 Tree Work.

All green and woody waste generated by the tree works shall be removed from site and
disposed of in an environmentally sustainable manner.

When a branch is removed at its point of attachment, injury of the wood and bark of the
parent stem or branch above the cut shall be avoided. If a branch collar is visible, the final
cut shall be just outside it and care shall be taken to avoid tearing retained wood and bark
when the cut is made. Preliminary cuts shall be made, if necessary, so as to remove weight,
before a final cut is made. Care shall be taken to prevent falling branches from harming
other parts of the tree (including its roots), its surroundings, people or property. Heavy
branches shall be removed in sections and, where necessary, shall be lowered with ropes.

Prior to the commencement of any tree works an appropriate risk assessment shall be
produced to describe the measures required to fulfil the statutory safety obligations. It shall
aim to identify and prioritise the necessary control measures and precautions.

Following the works, it is recommended that the trees are monitored on a regular basis to
ensure their ongoing vitality and health. These inspections shall be completed by a suitably
qualified and experienced person.

Timing of Works

Any tree works required shall be completed prior to any construction and enabling works on
the site.
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7

7.1

7.2

7.3

7.4

7.5

7.6

7.7

7.8

7.9

7.10
7.11

7.12

TREE PROTECTION MEASURES

Construction Exclusion Zone

The protective fence line defines the Construction Exclusion Zone (CEZ) and the fencing
shall not be moved or taken down at any time. Within the Construction Exclusion Zone there
must be no mechanical digging or scraping; no alteration to existing ground levels including
soil stripping; no earthworks; and no handling or discharge of any chemical substance,
concrete washings or of any fuels.

Furthermore vehicular or pedestrian access and the storage of any materials is prohibited
within the Construction Exclusion Zone.

Additionally no materials that may contaminate the soil such as concrete mixings, diesel oil
and vehicle washings shall be discharged within 10m of the stem of any tree and no fires
shall be lit within 10m of the maximum extent of a trees crown.

Tree Protection Fencing

The tree protection fence shall be erected as shown on the Tree Protection and Removal
Plan (JSL3850_710-711) included with is report.

The fence line shown is the minimum required and the length of the fence shall be extended
or adjusted on site as agreed with the Arboricultural Consultant to ensure satisfactory
protection of all retained trees and RPAs.

Where proposed (permanent) construction site-hoarding provides the same level of
protection to the retained trees and RPAs as the proposed tree protection fence, subject to
agreement with the Arboricultural Consultant, the hoarding may serve as the tree protection
fence. Notwithstanding, depending on the form and alignment of the construction site-
hoarding it may be necessary to provide additional tree protection fence to ensure adequate
protection of retained trees and RPAs as shown on the Tree Protection and Removal Plan.

Unless otherwise agreed in writing with the Arboricultural Consultant and/or LPA Tree
Officer, the fencing system to be utilised shall be in accordance with Appendix C and
compliant with BS5837:2012.

Once the protective barrier is in place it must remain in situ throughout the course of the
development until the completion of development, other than to facilitate agreed tree
removal; see below.

Where necessary, tree protection fencing may be temporarily re-aligned in order to facilitate
tree removal. Fencing is to be re-instated immediately following removal in a manner that
encompasses the remaining trees and their respective RPAs. During tree removal, no

wheeled or tracked machinery is to enter the area previously encompassed by tree
protective fencing as shown in the Tree Protection and Removal Plan.

Copies of the Tree Protection and Removal Plan shall be placed in the site office for
reference by all site staff.

Signs detailing the purpose of the protective barrier shall be attached to the barriers at 10m
intervals. Such signs should be weatherproof and shall be substantially in the form of the

JSL3850 | Tree Survey and Arboricultural Impact Assessment | 01 | 06 April 2021
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7.13

7.14

7.15

7.16

7.17

specimen provided at Appendix H. Signs must be replaced as necessary should they be
removed or become illegible.

Following erection of the protective barriers and prior to commencement of the development
it is recommended that an inspection of the site, by either the Council’s Tree Officer or the
Arboricultural Consultant, is arranged to confirm fencing has been installed in accordance
with the Tree Protection and Removal Plan and that any relevant arboreal conditions
attached to the planning consent have been met.

Site Compounds and Materials Stores

Activities related to the establishment of a temporary site compound have the potential to
impact upon retained trees by various means. In particular the storage and mixing of
chemicals and materials such as concrete can have a damaging effect on tree health if
precautions are not taken.

To prevent harm occurring to trees, provision for materials storage, deliveries and other
related activities shall be made available in areas away from retained trees.

Under no circumstances shall materials or plant be stored beneath the canopy or within or
abutting the Root Protection Zone of any retained trees/hedges, whether fenced or not.

Reporting

Should any arboricultural issues become apparent during the works the site manager should
immediately contact the Arboricultural Consultant or the Council’s Tree Officer for advice
upon how to proceed.

JSL3850 | Tree Survey and Arboricultural Impact Assessment | 01 | 06 April 2021
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8.2

8.3

8.4

8.5

8.6

CONCLUSION

A comprehensive tree survey has been completed on the site and its immediate surroundings.
The survey was completed in accordance with BS5837:2012.

In order for this development to be realised, T5(*3), T13, T21 and partial removal of G3#
require removal.

‘No-dig’ methods are required where the proposed development overlaps with the RPAs of
Proposed works within the RPAs of T1, T2 and T22.

Where the RPAs of T15 and T16 overlap with the proposed residential units, excavation is to
be completed by hand in accordance with BS 3998.

The construction of garden fences will require hand dug post holes when located within the
radial RPAs of retained trees.

From an arboreal perspective, subject to the satisfactory implementation of the
recommendations contained within report, it is considered that the proposed scheme has no
arboricultural impacts.

JSL3850 | Tree Survey and Arboricultural Impact Assessment | 01 | 06 April 2021
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Tree Survey Schedule JSL3850_750

JSL3850 | Tree Survey and Arboricultural Impact Assessment | 01 | 06 April 2021

rpsgroup.com Page 17



Tree Survey Schedule

MAKING
Camp Field, Havant Surveyor: A Brown F Egg/lfLEx
Project schedule ref:  JSL3850_750 Status:  For Information J
Drawing reference: ~ JSL3850_700 & 701 Revision:
Survey date: 26/11/2020 Notes:

Species

Quercus robur

Crown spread (m
Height P (m)

m N E s w

Stem Stem no.

dia. (m) at1.5m

Height of

crown Dir/

clearance

(m)

Age
height class

Estimated Tree
remaining Quality
contribution Category

(years) (BS5837)

General observations
Management recommendations

Structural
condition

Physiological
condition

Tree located in middle of field which bifurcates at 3m.

m Pedunculate Oak 10 60 70 80 50 1.10 1.00 4.00 S M G G Prominant in landscape. Stem occlusions. 40+ A2
™ Quercus robur 120 7.0 11.0 100 100 1.30 1.00 3.00 s M G G Tree located in middle of field with eastern bias. Prominant in 40+ A2
Pedunculate Oak landscape. Fungus at base.
T3 Quercus robur 120 7.0 12.0 120 90 1.40 1.00 6.00 s M G G Tree located in mldQIe of'fleld with eastern bias. Prominant in 40+ A2
Pedunculate Oak landscape. Impressive wide crown. Deadwood.
T4 Quercus robur 120 50 7.0 100 60 130  1.00 5.00 s M P P Moribund / standing dead tree. Habitat value. <10 U
Pedunculate Oak
T5 32 Castanea sativa 6.0 20 20 20 20 045 1.00 3.00 ) v G G 32No. .attractlve young plantings bordering the site. Stem <10 c2
Sweet Chestnut occlusions.
16 2 g;i;rf]ifgdo"'atanus 70 20 20 20 20 0.15 1.00 2.00 - Y G G 2No. young attractive plantings. Previous pruning. <10 c2
Fraxinus excelsior 0.30.3 .
T7 100 80 70 70 7.0 3.00 1.50 N EM G G Triple-stemmed Ash near fence. Ivy present. 40+ B2
Common Ash 0.4
Quercus robur .
T8 Pedunculate Oak 7.0 1.0 20 10 1.0 0.15 1.00 1.00 EM Y G G Young oak planting. 10+ C2
g Fraxinus excelsior 80 30 30 40 30 020 1.00 1.50 N  SM G G Attractive tree near fence. Southerly bias. Ivy present. 10+ c2
Common Ash
10+ Fraxinus excelsior 120 90 90 80 80 9404 440 1.00 w M G G Prominent offsite tree in oppostie field. Four stems. 10+ A2
Common Ash 0404
T Pinus r.1|gra. 140 60 60 60 60 110 1.00 1.00 W M G G Tall, attractive offsite Pine which bifurcates at 8m. Stands out in 40+ A2
Austrian Pine the landscape.
T2+ Quercus robur 130 100 90 90 90 130 1.00 5.00 s M G G Very impressive offsite Oak. Wide crown which overhangs 40+ A2

Pedunculate Oak

adjacent road.

Note: This survey is based on a brief visual inspection from the ground.
It is not intended as a full arboricultural inspection.

JSL3850_750.xls # - Indicates estimated tree. * - Indicates off site tree.
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Tree Survey Schedule

MAKING
Site  Camp Field, Havant Surveyor: A Brown F Egg/lfLEx
Project schedule ref:  JSL3850_750 Status:  For Information
Drawing reference: ~ JSL3850_700 & 701 Revision:
Survey date: 26/11/2020 Notes:

Crown spread (m) Height of Estimated Tree
Height Stem Stemno. crown Dir/ Age Structural Physiological General observations remaining Quality
(m) N E s W dia. (m) at1.5m clearance height class condition condition Management recommendations contribution Category
(m) (years) (BS5837)

Species

T13 Fraxinus excelsior 80 40 40 50 50 030  1.00 2.00 EM  SM G G Attractive Ash. 10+ c2
Common Ash

T14 Fraxinus excelsior 70 30 30 30 40 025  1.00 1.50 W SM G G Ash in hedge. 10+ c2
Common Ash

T15 Fraxinus excelsior 90 60 50 70 70 9% 200 4.00 N EM G G Prominent Ash on southem boundary. Bifurcates at 0.5m. 40+ B2
Common Ash 0.55

T16 Frcagr':r‘:]so‘;’f::f“’r 100 60 20 60 60 0303 200 4.00 N EM G G Twin-stemmed Ash on southern boundary, adjacent T17. 40+ B2

174 Traxinus excelsior 100 60 60 60 20 92503 349 4.00 N EM G G Ash on southern boundary, adjacent T16. Trifurcates at 0.5m. 40+ B2
Common Ash 0.3

. . 0.25
T1g Fraxinus excelsior 80 40 40 40 40 025  3.00 2.00 E SM G G Ash which trifurcates at 1.5m. Adjacent T19. 20+ c2
Common Ash

0.25

T1g Fraxinus excelsior 80 40 50 50 20 oM 2.00 3.00 S sM F F Ash with southerly bias. Adjacent T18. 10+ c2
Common Ash 0.12

T20 A;‘;;g;i‘ig"p'atanus 110 60 60 60 60 03505 2.00 0.50 W EM G G Twin-stemmed Sycamore on boundary. 40+ B2
Acer pseudoplatanus 025

T21 p P 110 60 60 70 6.0 043 3.00 3.00 w M G G Triple-stemmed Sycamore with wide crown. Ivy present. 40+ A2
Sycamore 045

T22 Acer pseudoplatanus 130 9.0 100 7.0 90 130 1.00 4.00 E M G G Very impressive Sycamore which stands out in the landscape. 40+ A2

Sycamore Some deadwood.
T23 -II_-iI:fesp. 11.0 6.0 6.0 6.0 6.0 0.80 1.00 5.00 w EM G G Attractive tree which bifurcates at 7m. 40+ B2

T4 Quercus robur 100 40 7.0 7.0 40 060  1.00 6.00 S sMm G G Oak leaning south-west in row. Some deadwood. 20+ B2
Pedunculate Oak

Note: This survey is based on a brief visual inspection from the ground.
It is not intended as a full arboricultural inspection.
JSL3850_750.xIs # - Indicates estimated tree. * - Indicates off site tree. Page 2 of 5



Tree Survey Schedule

MAKING
Site  Camp Field, Havant Surveyor: A Brown F Egg/lfLEx
Project schedule ref:  JSL3850_750 Status:  For Information
Drawing reference: ~ JSL3850_700 & 701 Revision:
Survey date: 26/11/2020 Notes:

Crown spread (m) Height of Estimated Tree
Height Stem Stemno. crown Dir/ Age Structural Physiological General observations remaining Quality
(m) N E s W dia. (m) at1.5m clearance height class condition condition Management recommendations contribution Category
(m) (years) (BS5837)

Species

o5 Quercus robur 120 7.0 100 70 90 1.10 1.00 5.00 N M G G Prominent Oak. Some deadwood. 40+ A2
Pedunculate Oak

o6 Quercus robur 120 6.0 100 50 120 1.20 1.00 6.00 N M G G Attractive tree in row. Some deadwood. 40+ A2
Pedunculate Oak

Quercus robur

T2 Pedunculate Oak

120 7.0 10.0 50 6.0 1.30 1.00 4.00 w M G G Impressive oak which stands out in row. 40+ A2

Tog Quercus robur 110 50 90 60 60 100  1.00 5.00 s M G G Attractive tree. Some deadwood. 40+ A2
Pedunculate Oak

Quercus robur

T29 Pedunculate Oak

1.0 70 90 6.0 5.0 0.90 1.00 5.00 N w G G Attractive tree. Some deadwood. 40+ A2

T30 Quercus robur 130 40 80 80 80 0811 1.00 6.00 E OM G G Oak which bifurcates at 1m. Stem occlusions. Some deadwood. 40+ A2
Pedunculate Oak

131 Quercus robur 110 50 7.0 50 60 1.00 1.00 5.00 E M F F Prominent Oak. Stem occlusions. Large branch has fallen off. 40+ B2
Pedunculate Oak

T3p Quercus robur 120 60 80 60 60 130  1.00 7.00 E M G G Oak which bifurcates at 2m. 40+ A2
Pedunculate Oak

T33 Quercus robur 100 50 100 50 50 090  1.00 4.00 E M F F Oak leaning east. 40+ B2
Pedunculate Oak

T34 Quercus robur 00 00 00 00 00 100  1.00 0.00 - M P P Fallen tree <10 u
Pedunculate Oak

Quercus robur

T35 Pedunculate Oak

1.0 70 90 6.0 6.0 1.10 1.00 3.00 N M G G Oak which bifurcates at 3.5m. 40+ A2

T3 Quercus robur 100 10 60 60 10 0208 200 5.00 s M F G Twin-stemmed Oak leaning southwards. 40+ B2
Pedunculate Oak

Note: This survey is based on a brief visual inspection from the ground.
It is not intended as a full arboricultural inspection.
JSL3850_750.xIs # - Indicates estimated tree. * - Indicates off site tree. Page 3 of 5



Tree Survey Schedule

Site  Camp Field, Havant Surveyor:

Project schedule ref:  JSL3850_750 Status:
Drawing reference: ~ JSL3850_700 & 701 Revision:
Survey date: 26/11/2020 Notes:

A Brown

For Information

P o
= 4

MAKING
COMPLEX
EASY

Crown spread (m) Height of Estimated Tree
. Height Stem Stemno. crown Dir/f Age Structural Physiological General observations remaining Quality
Species . . ” A . Y
(m) N E s W dia. (m) at1.5m clearance height class condition condition Management recommendations contribution Category
(m) (years) (BS5837)

37 Quercus robur 120 90 90 90 60 1.10 1.00 6.00 w M G G Impressive tree in row. Some deadwood. Ivy present. 40+ A2
Pedunculate Oak

T3g Quercus robur 100 1.0 110 90 50 070  1.00 4.00 E EM F G Oak leaning to the east. 40+ B2
Pedunculate Oak

139 Quercus robur 110 50 7.0 50 50 1.00 1.00 5.00 E M G G Oak leaning eastwards. Some deadwood. Ivy present. 40+ A2
Pedunculate Oak

49 Quercus robur 120 40 40 40 40 070  1.00 8.00 S EM F G Oak in comner leaning southwards. Lots of ivy. 40+ B2
Pedunculate Oak

41 Quercus robur 110 30 30 60 30 070  1.00 6.00 S EM G F Oak on edge of woodland, leaning southwards. Ivy present. 40+ B2
Pedunculate Oak

Ta2 Quercus robur 120 70 80 110 80 110 1.00 5.00 s M G G Prominent, impressive Oak with southerly bias. Some 40+ A2
Pedunculate Oak deadwood.

T43 Quercus robur 120 6.0 11.0 100 70 110  1.00 6.00 N M F G Impressive tree which stands out. Deadwood. Ivy present. 40+ A2
Pedunculate Oak

T44 Quercus robur 120 50 50 80 7.0 065  1.00 6.00 S EM G G Attractive Oak in row. 40+ B2
Pedunculate Oak

T45 Quercus robur 110 60 7.0 80 100 0.0 1.00 4.00 s M G G Prominent Oak with Stem occlusions. Deadwood. Ivy present. 40+ A2
Pedunculate Oak

T4 Quercus robur 110 50 50 60 50 100  1.00 7.00 E M F G Oak with a branch which has fallen off. Deadwood. 40+ B2
Pedunculate Oak

T47 Quercus robur 110 50 50 50 60 060  1.00 5.00 W EM G G Oak in row. Leans to the west. 40+ B2
Pedunculate Oak

Tagy Frunusavium 00 00 00 00 00 025  1.00 0.00 SM P P Fallen <10 U

Wild Cherry

Note: This survey is based on a brief visual inspection from the ground.

It is not intended as a full arboricultural inspection.

JSL3850_750.xls # - Indicates estimated tree. * - Indicates off site tree.
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Survey date:

Tree Survey Schedule

Camp Field, Havant
JSL3850_750
JSL3850_700 & 701
26/11/2020

Surveyor:
Status:
Revision:

Notes:

A Brown
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Crown spread (m) Height of Estimated Tree
. Height Stem Stemno. crown Dir/ Age Structural Physiological General observations remaining Quality
Species . . ” A . Y
(m) N E s W dia. (m) at1.5m clearance height class condition condition Management recommendations contribution Category
(m) (years) (BS5837)
Tagy Prunus avium 00 00 00 00 00 025  1.00 0.00 - sMm P P Branch fallen from midpoint. <10 u
Wild Cherry
Quercus robur, Acer
W1y Pseudoplatanus,Fraxinus excelsior, See Plan - - 0.50 - Varies G G Offiste woodland. 40+ A2
Pedunculate Oak, Sycamore,
Common Ash
o Acer p§eudoplatanus,FraX|nus 1.0 See Plan ) } 1.50 ) Y-SM G G Row of young/semi-mature Ash and Sycamore.Collective 20+ c2
excelsior, Sycamore, Common Ash landscape value. Southern branches extend past edge of road.
Quercus robur, Acer
G2# pseudoplatanus,Fraxinus excelsior, 9.0 See Plan - - 1.00 - Y-SM G G Row of young/semi-mature trees on boundary. 20+ C2
Pedunculate Oak, Sycamore,
Common Ash
Acer pseudoplatanus, Prunus avium,
G3# Pedunculate Oak, Wild Cherry 10.0 See Plan - - 1.00 - Y G G Row of three young trees. 10+ Cc2
G4# Acer p_seudoplatanus,Fraxmus 10.0 See Plan - - 1.00 - Y-SM G G Row of young/semi-mature trees. 20+ Cc2
excelsior, Sycamore, Common Ash
Acer pseudoplatanus, Prunus avium,
G5# Tilia Sp., Sycamore, Wild Cherry, 12.0 See Plan - - 1.00 - Y-SM G G Group of young/semi-mature trees. 20+ Cc2
Lime
Acer pseudoplatanus, Prunus avium, . . - . .
G6# Pedunculate Oak, Wild Cherry 13.0 See Plan - - 1.00 - Varies G G Attractive group containing a variety of species. 40+ A2
Acer pseudoplatanus, Prunus avium,
Acer campestre, Tilia Sp, ) } ) . Attractive group bordering woodland. Trees are generally semi-
Gr# Pedunculate Oak, Wild Cherry, Field 120 See Plan 1.00 Varies G G mature to early mature. 40+ B2
Maple, Lime
a8 Acer pseudoplatanus', Prunus avium, 120 See Plan ) : 050 ) Varies I G Group primarily consisting of Oak and Cherry. Borders 40+ A2
Pedunculate Oak, Wild Cherry woodland.
Hedge plants, Rosa canina,
H1# Cotoneaster Sp., Dog rose, Teasel, 3.0 See Plan - - 0.00 - Y G G Hedge across southern boundary. <10 Cc2

Cotoneaster

JSL3850_750.xls

It is not intended as a full arboricultural inspection.

# - Indicates estimated tree.

*

- Indicates off site tree.

Note: This survey is based on a brief visual inspection from the ground.
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Appendix B

Tree Constraints Plan JSL3850_700-701
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Notes

1. This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

2. If received electronically it is the recipients responsibility to print to correct scale.
Only written dimensions should be used.

3. Where applicable Ordnance Survey (c) Crown Copyright 2020
All rights reserved. Licence number 0100031673

P Survey boundary.

Tree with numbered reference.
Canopy spread and BS5837:2012 tree
quality category as shown below.

Tree (location estimated) with numbered reference.
Canopy spread and BS5837:2012 tree quality
category.

Tree off-site with numbered reference. Canopy
spread and BS5837:2012 tree quality category.

Vegetation group with numbered reference.
Canopy extents and BS5837:2012 tree quality
category as shown below.

********* —~. | Hedge with numbered reference.
Width and BS5837:2012 tree quality category
as shown below.

BS 5837:2012 Tree Quality Categories - Table 1
() Category A - High quality

. Category B - Moderate quality

. Category C - Low quality
. Category U - Unsuitable for retention

Tree protected by Tree Preservation Order
No.0878:1976, Havant BC. Bracketed
number reference relates to the TPO

Schedule.
T Root protection area (RPA)
\ Calculated in accordance with Section
‘ 4.6 - BS5837:2012
NOTES:

e Refer to RPS Tree Survey Report & Schedule for further details.

e  Survey based on a visual inspection from the ground and is not
intended as a full arboricultural inspection.

. Plan produced in accordance with recommendations set out in BS
5837:2012 - 'Trees in Relation to design, demolition and
construction'.

e Due to the legal protection afforded to breeding birds vegetation
removal should not take place during the bird nesting period;
generally, although not restricted to, March - August inclusive.

e  Survey based upon topographic survey produced by Cube Surveys
Ltd in November 2020.

Scale Bar
om 25m 50m
A |Minor Amends AB [ DC April
2021
Rev |Description By [ CB |Date
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Lakesbury House, Hiltingbury Road, Chandlers Ford,
Hampshire SO53 5SS

T: 02380 810 440 E: rpsso@rpsgroup.com
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Havant
Title Tree Constraints Plan

Sheet 1 of 2
Status Drawn By PM/Checked by
For Information NG DC
Job Ref Scale @ A1 Date Created
JSL3850 1:500 Dec 2020
RPS Drawing / Figure Number Rev
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Notes

1. This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

2. If received electronically it is the recipients responsibility to print to correct scale.
Only written dimensions should be used.

3. Where applicable Ordnance Survey (c) Crown Copyright 2020
All rights reserved. Licence number 0100031673

_ P Survey boundary.

T1| Tree with numbered reference.
o \ Canopy spread and BS5837:2012 tree

quality category as shown below.

Canopy spread and BS5837:2012 tree quality

\T1# Tree (location estimated) with numbered reference.
[
category.

T1*|] Tree off-site with numbered reference. Canopy
° spread and BS5837:2012 tree quality category.

-)

S G1| Vegetation group with numbered reference.
K Canopy extents and BS5837:2012 tree quality
category as shown below.

 —— —_ | Hedge with numbered reference.

T5 - [ HT )| width and BS5837:2012 tree quality category
3 1.5 5 L e N — as shown below.
T5 54 ) BS 5837:2012 Tree Quality Categories - Table 1
T5# . Category A - High quality

. Category B - Moderate quality
>¥T5 . Category C - Low quality
. Category U - Unsuitable for retention

No.0878:1976, Havant BC. Bracketed

\ T1| Tree protected by Tree Preservation Order
(
number reference relates to the TPO

Schedule.
TN Root protection area (RPA)
N\ Calculated in accordance with Section
‘ 4.6 - BS5837:2012
NOTES:

e  Refer to RPS Tree Survey Report & Schedule for further details.

e  Survey based on a visual inspection from the ground and is not
intended as a full arboricultural inspection.

e  Plan produced in accordance with recommendations set out in BS
5837:2012 - 'Trees in Relation to design, demolition and
construction'.

e  Due to the legal protection afforded to breeding birds vegetation
removal should not take place during the bird nesting period;
generally, although not restricted to, March - August inclusive.

e  Survey based upon topographic survey produced by Cube Surveys
Ltd in November 2020.
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Appendix C

Tree Protection and Removal Plan JSL3850_710-711
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Figure 2 Default specification for protective barrier

Standard scaffold poles
Heavy gauge 2 m tall galvanized tube and welded mesh infill panels

Ground level
Uprights driven into the ground until secure (minimum depth 0.6 m)

DETAIL A

Tree protection barrier
(Not to scale)

T39 T45 ,

T# T~

(© 2020 RPS Group

Notes

This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that

appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

1.

2. If received electronically it is the recipients responsibility to print to correct scale.
Only written dimensions should be used.

3. Where applicable Ordnance Survey (c) Crown Copyright 2020
All rights reserved. Licence number 0100031673

Survey boundary.

Tree with numbered reference.
Canopy spread and BS5837:2012 tree
quality category as shown below.

Tree (location estimated) with numbered reference.
Canopy spread and BS5837:2012 tree quality
category.

Tree off-site with numbered reference. Canopy
spread and BS5837:2012 tree quality category.

Vegetation group with numbered reference.
Canopy extents and BS5837:2012 tree quality

Ke
1
2
3 Panels secured to uprights and cross-members with wire ties
4
5
6

standard scaffold clamps Reproduced from BS5837:2012 (Fig:2) category as shown below.

----- —~_| Hedge with numbered reference.
Width and BS5837:2012 tree quality category
as shown below.

BS 5837:2012 Tree Quality Categories - Table 1
. Category A - High quality
‘ Category B - Moderate quality

Figure 3 of above-gi ing systems

I
il

Ul
i
! i

DETAIL B

Tree protection barrier
(Not to scale)

i

i
Il
il

. Category C - Low quality
‘ Category U - Unsuitable for retention

Tree protected by Tree Preservation Order
No.xxx, xx xxxx. Bracketed number
reference relates to the TPO Schedule.

Root protection area (RPA)
Calculated in accordance with Section
L 4.6 - BS5837:2012

[
|
"ﬁlllllllllllll

Above ground construction requiring
"No-dig" design principles in
accordance with APN12.

Iy
I
IIIIIIIIIIIIIIiI’HHI’Hml

I
il T
il

Uil
i)

Excavation to be completed by hand, any
required root pruning to be in accordance
with BS 3998. Pruning of roots over
25mm®@ to be monitored by arboriculturalist,
with ongoing monitoring of trees condition
by an arboriculturalist being recommended.

Tree to be removed with numbered
reference. Canopy spread and
BS5837:2012 tree quality category.

b) Stabilizer strut mounted on block tray

Reproduced from BS5837:2012 (Fig:3) My Vegetation group or hedge to be removed

. with numbered reference. Canopy spread
A and BS5837:2012 tree quality category.

Temporary protective fencing in accordance
with Section 6.2 - BS5837:2012. See inset
details for example barriers.

R I

R
g —mm  — — — NOTES:
* Refer to RPS Tree Survey Report & Schedule for further details.

e Survey based on a visual inspection from the ground and is not
intended as a full arboricultural inspection.

e Plan produced in accordance with recommendations set out in BS
5837:2012 - 'Trees in Relation to design, demolition and
construction'.

* Due to the legal protection afforded to breeding birds vegetation
removal should not take place during the bird nesting period;
generally, although not restricted to, March - August inclusive.

e Survey based upon topographic survey produced by Cube
Surveys Ltd in November 2020.

e Pedestrian/ vehicular emergency access routes to be maintained
at all times.

e Al protective fencing to be completed and approved by LPA / CA
prior to commencment of any site works.

* Al works to conform with requirements of:

BS 3998:2010 - Tree Works
BS 5837:2012 - Trees in relation to design, demolition
and construction
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Figure 2 Default specification for protective barrier

DETAIL A
1 Tree protection barrier

/2 \.lq (Not to scale)
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Key

1 Standard scaffold poles
2 Heavy gauge 2 m tall galvanized tube and welded mesh infill panels
3 Panels secured to uprights and cross-members with wire ties

4 Ground level

5 Uprights driven into the ground until secure (minimum depth 0.6 m)
6

Standard scaffold clamps Reproduced from BS5837:2012 (Fig:2)

Figure 3 of above-ground ing systems DETAIL B
Tree protection barrier
\\ (Not to scale)
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b) Stabilizer strut mounted on block tray Reproduced from BS5837:2012 (Fig:3)
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Notes

This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

1.

Only written dimensions should be used.

Where applicable Ordnance Survey (c) Crown Copyright 2020

All rights reserved. Licence number 0100031673

. If received electronically it is the recipients responsibility to print to correct scale.

P> Survey boundary.

AN
T
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G1] Vegetation group with numbered reference.
Canopy extents and BS5837:2012 tree quality
category as shown below.

Tree with numbered reference.

Canopy spread and BS5837:2012 tree

quality category as shown below.

Tree (location estimated) with numbered reference.
Canopy spread and BS5837:2012 tree quality
category.

Tree off-site with numbered reference. Canopy
spread and BS5837:2012 tree quality category.

Hedge with numbered reference.
Width and BS5837:2012 tree quality category
as shown below.

BS 5837:2012 Tree Quality Categories - Table 1
@ Category A - High quality

@ cCategory B - Moderate quality

' Category C - Low quality
' Category U - Unsuitable for retention

Tree protected by Tree Preservation Order
No.xxx, xx xxxx. Bracketed number
reference relates to the TPO Schedule.

Root protection area (RPA)
\ Calculated in accordance with Section
L 4.6 - BS5837:2012

Above ground construction requiring
"No-dig" design principles in
accordance with APN12.

Excavation to be completed by hand, any
required root pruning to be in accordance
with BS 3998. Pruning of roots over
25mm@ to be monitored by arboriculturalist,
with ongoing monitoring of trees condition
by an arboriculturalist being recommended.

~ \ \ \ Tree to be removed with numbered
° \ l ‘ reference. Canopy spread and
BS5837:2012 tree quality category.
v Vegetation group or hedge to be removed
AW with numbered reference. Canopy spread

A and BS5837:2012 tree quality category.

Temporary protective fencing in accordance
with Section 6.2 - BS5837:2012. See inset
details for example barriers.

"

NOTES:

e Refer to RPS Tree Survey Report & Schedule for further details.

e Survey based on a visual inspection from the ground and is not
intended as a full arboricultural inspection.

e Plan produced in accordance with recommendations set out in BS
5837:2012 - 'Trees in Relation to design, demolition and
construction'.

e Due to the legal protection afforded to breeding birds vegetation
removal should not take place during the bird nesting period;
generally, although not restricted to, March - August inclusive.

e Survey based upon topographic survey produced by Cube
Surveys Ltd in November 2020.

e Pedestrian/ vehicular emergency access routes to be maintained
at all times.

e  All protective fencing to be completed and approved by LPA / CA

prior to commencment of any site works.
e All works to conform with requirements of:

BS 3998:2010 - Tree Works
BS 5837:2012 - Trees in relation to design, demolition
and construction
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TREE SURVEY AND ARBORICULTURAL IMPACT ASSESSMENT
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(Example template only)

ARBORICULTURAL SITE REPORT

Appendix D

Arboricultural site register

PROJECT: SITE CONTACT: REPORT NO:
XXX, XX Street, XXX Town Mr XXX 001
INSPECTION COMPLETED BY: DATE AND TIME: SHEET:
Mr XXX XXX XOF X
1.1 IT | LOCATION NOTES / RECOMMENDATIONS ACTION
EM
1 E.g. Adjacent to | E.g. Damaged fence, materials spilled into RPA, | E.g. Reinstate fencing,
T999, north of | further inspection requirements, damage to tree make good levels with
building topsoil
2
3
CIRCULATION:
Mr XXX
Mr XXX

JSL3850 | Tree Survey and Arboricultural Impact Assessment | 01 | 06 April 2021

rpsgroup.com
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TPO Information
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TR COUNCIL  OF _THE BOROUGH OF HAVANT,

JOWN  AND COUNTRY _PLANNING ACTS 1962 and 1968,

CIVIC AMRNITIRG ACT, 1967,

TRER  PRESERVATION  ORIDER No. .88«

aouiiGIL OF THE BOROUGH OF HAVANT (in this Order called
The ** s ien) in pursuance of the powers conferred by Section 29 of the
thority") in pursuance o - Hsietis: S Gt
mﬁfﬂuunty Planning Act, 1962, end Section 16 of the Civic Amenities
Tgﬁ” and subject to the provisions of the Forestry Act, 1967, hereby
ACM ke Tollowing order:-—

TR T

5 Ik

In this Order =

ifhe Aot" means the Town and Country Plamning Aet, 1962

ngymer" means the owner in fee simple, edther 1n possesaion

sr who has granted a lease or tenanecy of which the unexpired
portion is less than three years; lessee (ineluding a sub-
legsee) or tenant in possession, the unexpired portion of whoae
loase or tenancy is three years or more; and a mortgagee in
posacsslon; and "the Minister" means the Secretary of State for
the Environment.

7, Subject to the provisions of this Order and to the exempiions
specified in the Second Schedule hereto, no perason shall, excepi
with the consent of the Authority and in accordance with the
conditions, if any, imposed on such congent, cut down, top, lop,
uproot, wilfully damage or wilfully deatroy or cause o¥ permit the
cutting down, topping, lopping, uprooting, wilful damage or wilful
deatruction of any tree specified I1n the First Schedule hereto or
comprised in a group of trees or in a woodland therein specifiled,

vhe position of vhichtrees, group of trees and woodlands is defined
in the marmer indicated in the said Firat Schedule on the map anmnexed
hereto, which map shall, for the purpose of such detinition as aforesald,
prevall where any ambiguity arlses between it and the specifieatlon
in the gaid Firet Schedule.

Je An application for cemsent made to the Authority under Article 2 of thia
Order ghall be in writing stating the reasoms for making the applicotion,
emd ghall by reference if necessary fo a plan apecify, the trees to
which the application relates, and the operations fnrﬂﬁurrying o'k
of which consent 1s required. ’

4. (1) Where an application for conzent ismade to the Authority under this
Urder, the Authority may grant such consent either uncemditionally, or
subject to such conditions (including eonditions requiring the replecement
of any tree by ome or more trees on the site or in the immedinfe vicinity
thereof), as the Authority may thinlk fit, or may refuse consent:

Provided that where the application relates to any woodland specified
in the Firet Sehedule to this Order the e':=.='.'|:1mi-i’r:f...=.f

ﬂﬁlﬁ; if it is desired to fell any of the {trees included in this Order,
Wiether inecluded as trees, groups of trees or woodlands, and the trees are
traes for the felling of which a licence iz required under the Foreatry Act,
1967, application should be made not to the Authority (for eomsent under thie
Urﬂ&r] but to the Comservator of Foreasts [fmr a Licence wmder that ﬂﬂt*}.
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shall grant consent so far as accords with the principles of good
forestry, except where, in the opinion of the Authority, it is
necessary in the intereasts of amenity to maintain the special
character of the woodland or the woocdland character of the area,
and shall not impose conditions on such consent requiring
replacement or replanting,

(2) The Authority shall keep a register of all applications
for consent under this Order containing information as to the
nature of the application, the decision of the Authority thereon,
any compensation awarded in consequence of such decision and any
directions as to replanting of woodlands; and every such register
shall be available for inspection by the public at all reasocnable
hours,

Ba Where the Authority refuse consent under this Order or grant
such consent subject to conditions they may when refusing or

granting consent certify in respect of any trees for which they

are so refusing or graniing consent that they are satisfied -

(a) that the refusal or condition is in the interest af' pood

forestry;

or

(b)  in the case of trees other than trees comprised in woodlandas,

that the trees have an outstanding or special amenity valus,

6. (1) Where consent is granted under this Order to fell any part
of a woodland other than consent for silvicultural thinning
then unless -

(a) such consent is granted for the purpose of enabling development
to be carried out in accordance with a permission to davelop
land under Part III of the Act, or

(b)  the Authority with the approval of the Minister dispense with

raplanting,

the Authority shall give to the owner of the land on which that
part of the woodland is situated a direction in writing specifying
the manner in which and the time within which he shall replant such
land and where such a direction is given and the part is felled the
owner shall, subject to the provisions of this Order and Section 25
of the Countryside Act 1968, replant the said land in accordance
with the direction.

(2) Any direction given under paragraph (1) of this Article
may include requirements as to -

(a) species;
(b) number of trees per acre;
(c) the erection and maintenance of fencing necessary for proteection

of the replanting;
(d) the preparation of ground, draining, removal of brushwood , lop

and top:
and
(e) protective measures against fire.
I On dmposing any condition requiring the replacement of any tree

under Article 4 of the Order, or on giving a direction under

Article 6 cof this Order with respect to the replanting of woodlanda, the

Authority shall if such condition or direction reletes to land in

respect of which byelaws made by a river authority or a drainage board,

reatrioct or regulate the planting of treas, notify the applicant or
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to tne recuirenents of the river authority, or drainage board, wder .
thoge byelaws and the condition or direction shall have effoet accordingly.
f The provisions set out in the Third Schedule to this Order, being
o nroviasions of Fart ITI of the Act and of section 80 of the Town and
Country Planning Act, 1968 adapted and modified for the purposes of thia
opder, shall apply in relation thereto.

Subject to the provisions of this Order, any person who has suffered
loas or damage in congequence of any refusal {inﬂludiﬁg revocation or
mgdifiﬂntiﬁnj of sonsent under this Order or of any grant of any such
conasent subject to conditlons, shall, if he mokes a claim on the Authority
within the time and in the menner prescribed by this Order, be entitled to
recover from the Authority compensation in respect of such loss or damage
provided that nocompenantion ghall bepayable in respect of losa o

damage suffered by reason of =such refusal or grant of congent in the case

of any trees the subject of a certificate in accordance with Article 5
of this Order.

I:-Jl

10. Tn apgsessing compensation payable under the leat preceding Article
account shall be taken of:

(a) any compensation or contributien which has been paid whether to the
olgimant or any other persom, in respect of the same trees under the terms
of this or any other Tree Preservation Order under secticn 29 of the Act

or unider the terms of any interim Preservation Order made under section 8
of the Town and Country Planning (Interim Develowment) Act,1943 or any
pompengation which has been paid or which could have been claimed under any
provigion relating to the pregervation of trees or protection of woodlands
contained in an operative scheme under the Torm and Country Planning Act
1932, and

(b) any injurious affection to any land of the owner which would result
Prom the felling of the trees the subject of the elaim,

11, (1) & olaim for compensation under this Order shall be in yriting and
shall be made by serving it on the Authority, auch service to be

effected by delivering the elaim at the office of the Clerls of the Authority

addressed to the Clerk thereof or by sending it be prepaid post so addreased.

(2) The time within which any such claim shall be made as aforesaid

ghall be a pericd of twelve months from the date of the dgeision of
the authority, or of the Minister, as the case may be, or whether an appeal
hns been mede to the Minister agninst the decision of the Mithority, from
the date of the decision of the Minister on the appeal.

2 421k ﬂnE question of disputed compensation sghall be determined in sccordance
with the provisions of section 128 of the Act,

13. (1) It is hereby directed that the provisions of Seection 16 of the
Civie Amenities Aect, 1967, shall apply to this Order and that this

?rﬂEr shall take effect provisionally as from the date on which the Order

is made and shall continue in force provisionally until the expiration of

& period of six months beginning with that date, or until the date on

“hlﬂﬁ the Order is confirmed or, in the case of an Urder which can be

??nflrmed only by the Minister, the date on which the Minister notifies

the Authority that he does not propose to confirm it, whichever firat occurs.

(2) This Order ghall apsly to any tree specified in the First Schedule
. heroto, which is to be planted as mentioned therein, as from the time
when the tree is planted,

ﬂDTEi._ﬁny person contravening the provisions of this Order by outting dowm,
prooting or wilfully destroying a tree, or by wilfully demaging, %topping

CF TANAInS B man dw svah & mevman oe Fa ha T421v 0 dastrow 1% 18 ﬁillw of an of'fence



end linble on summary convietion to & fine not exceeding L400 or ftwice the sum
which anpearsto the court to be the value of the tree, thichever is the greater,

ar on indietment to a fine. The penalty for anyother contravention of thig Order
is a fine not exceeding £200 on summary convictlion and, in the case of a
continuing offence when the contravention is continued affter convietion a
person ig liable on summary conviction to an addltional fine not exceeding L5 for
every day on which the contraventlon is ao econtinued,

If & tree other than one to which an Order applies as part of & woedland is removed,
uprooted or destroyed in contravention of an Order or 1s removed, uprecoted or
deatroyed or dies at a time when ite cutting down or uprooting is authorised only
by section 60 {5] of the Town and Country Planning Aet 1971 relating to trees

which are dying or dead or have become dangeroum, it is the duty of the owmer of the
land, unle=zs on his .'_.1,3'-'_.*1]_1C."_|_::i on the local Planning authority l|if-§{1-.,?1"..'_‘-t-: with the
requirement, to plant another tree of appropriate gize and apecies at the same place
as socon as he reasonably can. DBExcept in emergency, not less than 5 days previous
notice of the removel ete., shonld be glven to the authority to enable the latter
to decide whether or not to dispense with the requirement,

FIRST  SCHEDULE

Treas Specified Individually
[ encireled in black on the map)

o, on map. Dageription, Situation,

Limt =S lat S LLTR 2=

P, 1, 6 T.9, OAK (QUmrcua Hﬂburj On land at Bartonls Ruﬁﬂf
Horndean Hoad, Havant
specifically shown on
drawing No. 3001/6/266,

Treas Specified by Relerences to an Ares.
(within a dotted black line on the map )

No, on manp. Degeription. Situation,

e Ll

Hal. ASH TFrexinus Excelsior On land at Barton's Hoad/
BEECH TPagua Sylvatica. Horndean Road, Havant
OAK Guercua Robur spacifically shown on
drawing No. '_'][J{J_lfiif 266
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Groups of Trees
(within a broken black line on the map)

No, on bap. Description Situation

B R

NONE

Woodlands
. (within a continuous black 1line on the map)

No,_on Map pegeridptdon Sltuation

P

NONE

= e e

ﬂllij_l': {'or Office Use. 8.I. J.]".f’r_'LBGEJ states that every hoading shoudd
be included in. the Schedule, and the word "NONE" written in
wheara naecegsary,
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SHCOND  SCHADULE

This Order ghall not apnly so as to require the consent of the
authority to

[1] the ﬂuTtiﬂg down of any tree on land which is subject +to a
ioreatry dedication covenant where

(a) any peitive covenanta on the part of the owner of the
]wnd contained in the same deed as the forertry dedication
ovenant and at the time of the cutiing down binding on the
ﬁhcn owner of the land are fulfilled;

1 £y . ¥ . 8 s 5
(h; the cutting dowm is in accordance with a plan of operationa

approved by the Forestry Commission under such deed,

If?:'r the eutting down of any tree which is in accordance with a »lan
of operations approved by the Forestry Commigsion under the approved ”Gﬂljdﬂdﬂ
scheme or other grant scheme under section 4 of the Poraatry Act 1967 {n;
axcept a scheme which applies to a forestry dedication covenant;

(3) the cutting dowm, uprooting, topping or lepping of & trese

in pursuanece of the pover conferred on the Postmaaster General
irtue of Section 5 of the Telegraph (Construction) Aet, 1908;

(b) by or at the regueat of

{i] a statutory undertaker wvhere the land on which the tree is
gitueted is operational land as defined by the Act and either
works on such lpnd cannot otherwize be carried ocut or the
cutting down, topping or lopping is for the purpose of
gecuring |lc*y in the operation of the undertaking:

(ii) an electricity board within the meamng of the Electricity
Act 1947, vhere such iroe obstructs the conastruction by the
board of any main trensmisaion line or other electrie line
within the meaning rospectively of the Electricity (Supply)
Act, 1919, snd the Blectric Lighting Act, 1882 or interferea
or would interfoere with the maintenance or working of any

guch line:

(ii1) a river authority astablished under the Water Rogources
Aot 1963, a drainage board conatituted or treated ag having
been constituted wnder the Land Drainage Act, 19350, the
Congorvators of the River Thamea, or the Lee Conaervancy
Catehment Board, where the tree interferes or would interfere
writh the exercilsu vl any of the functions of such river
-CIUL:[lD.T"J-_t:r’, drai n"|.r."3_1b“-:]"d,GLI'I";.‘_?"'_'L“J{'I_"?{_‘I_’-‘_"H of the Hiver Thamas
or Lee Conservancy “atchment Board in relation to the maintensnce,
improvemnent or construction of water courses or of drainage
worka; or

(a)* 18967 .10
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(iv) the Ninister of Defence for the Royal Air Force, the
Minister of Technology or the Board of Trade where in the
opinion of such Minister or Beard the iree obatructa the
approach of aireraft to, or their departure irom, any
qarodrome or hinders the safe and effiocient use of
aviation or defence technical installations;

(¢) where immediately required for the purpoae of carrying out
development authorised by the planming permission granted on
an application made under Part III of the Act, or deemed to
have been so grented for any of the purposaes of that Part;

(d) which is a fruit tree cultivated for fruilt production
growing or standing on land comprised in an orchard or garden;

(e} in pursuance of the powers conferred on the Conservalors
of the River Thames by virtue of Section 105 of the Thames
Conservancy Act, 1932,

THIRD SCHEDULE

Provisions of the following parts of (a) Part III of the Town and
Country Planning Aet, 1962, and (b) Section 80 of the Town and Country
Planning Act, 1968, as adapted and modified to apply to this Order,

{a] Part 1I] of the Town and Country Planning Act, lﬂﬁﬂ.

o1, Effect of consents under the Order, (1) Without prejudice to
the following provisions as to the revocation or modification of
gonsents, any consent under the Order, ineluding any direction as to
replanting given by the authority on the granting of such consent, shall
(except insofar as the consent otherwise provides), enurefur the benefit
of the land and of all peracna for the time being interested therein,

55 Reference of applications to the Miniater, (1) The Minister
may give directions to the authority requiring applications for consent
under the Order to be referred to him instead of being dealt with by
the authority.

{2) A direction under this section may relate eithar to a particular
applieation or to applicatiens of a class specified in the direction.

(3) Any application in respect of which a directicn under this
section has effect shall be referred to the Minister accordingly.

(4) Whera an application for consent under the Order is referred
to the Minister under thias section, the provisions of Articles 4
and 5 of the Order shall apply as they apply to an application
which falls to be determined by the authority.

(5) Before determining an application referred to him under this
section, the Minister shall, if either the applicant or the
authority so desire, afford to each of them an opportunity of
appearing bvefore and being heard by, a person appointed by the
Minigter for the purpose,

(6) The decision of the Minister on any application referred to him
under this gection shall be final,.

23. Appeals against decisions. (1) Where an spplication ias made %o
the authority for comsent under the Order and that consent is refused by
that authority or is grantedby them subject to conditions, or where any
certificate or direction is given by the authority, the applicant, if' he
is aggrieved by their decision on the application, or by any such
certificate, or the peraon directed if' he is aggrieved by the direction,
may by notice under this section appeal to the Minister.

F'™% 3 Bk = IR &
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(&) Where an appeal is brought under this section from a degision, certifi-
pate or direstion of the authority, the Minister, subject to the following provi=-
sions of this section, may allow or dismiss the appeal, or may reverse or vary
any part of the decision of the authority, whether the appeal relates to that part
thereof or not, or may cancel any zertificate or cancel or vary any direction, and
may deal with the application as if' it hed been made to him in the first instance.

[b} Before determining an appeal under this section, the Minister shall, if
elther the appellant or the authority so desire, afford to each of them an
opportunity of appearing before, and being heard by, a person appointed by the
Minister for the purpose.

(7) The decision of the Minister on any appeal under this section shall be
inal,

24. Appeal in default of decision. Where an application for consent under
the Order is made to the authority, then unless within two months from the date of
receipt of the application, or within such extended period as may at any time be
agreed upon in writing between the applicant and the authority, the authority
aither =

(a) give notice to the applicant of their decision on the application; or

(b) give notice to him that the application has been referred to the
Minister in accordance with directions given under Section 22 above;

the provisiona of the last preceding section shall apply in relation to the
application as if the consent to which it relates had been refused by the
authority, and as if notification of their decision had been received by the
applicant at the end of the said pericd of two months, or at the end of the said
extended period, as the case may be,

?7. Power to revoke or modify the consent under the Order. (1) If it
appears to the authority that it is expedient to revoke or modify any consent
under the Order granted on an application made under Article 3 of the Order, the
authority may by Order revoke or modify the consent Lo such extent as they
consider expedient.,

(2) Subject to the provisionas of BSection 16 of the Civic Amenities Act, 1967,
and Section 80 of the Town and Country Planning Act, 1968, an Order under this
section shall not take effect unleass it 1a confirmed by the Minister; and the
Minister may confirm any such Order submitied to him either without modifieation
or subject to such modifications as he considers expedient.

(3) Where an authority submit an Order to the Minister for his confirmation
under this section, the authority shall furnish the Minister with a atatement of
their reason for making the Order and shall serve notice together with a copy of
the aforesaid statement on the owner and on the occupier of the land affected,
and on any other person who in their opinion will be affected by the Order, and
if within the pericd of twenty-eight days from the service thereof any peraon on
whom the notice is served so requires, the Minister, before confirming the Order,
shall afford to that person, and to the authority, an opportunity of appearing
bafore, and being heard by, a peraon appointed by the Miniater for the purpoae,

(4) The power conferred by this sseeticn to reveke or modify a consent may be
exercised at any time before the operations for which consent has been given have
been completed:

Provided that the revocation or modification of consent shall not affect
a0 much of those operations as hasa been previously carried out.

(5) Where a notice has been served in accordance with the provisions of
sub~section (3) of this sectlion, no operations or further operations as the case
may be, in pursuance of the consent granted, shall be carried out pending the
decision of the Minister under sub-section (2) of this section,
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(b) Town and Country Planning Aet, 1968

80. Unopposed revocation or modification of consent, (1) The following
provisions shall have effect where the logal planning authority have mage AR
Order (hereinafter called "such Order") under Section 27 above revoking or
modif'ying any consent granted on an application made under a tree preservation
order but have not submitted such Order to the Minister for confirmation by
him and the owner and the occupier of the land and all peracns wWho in the
authority's opinion will be affected by such Order have notified the authority
in writing that they do not object to such Order,

(2) The Authority shall advertise the fact that such Order has been
made and the advertisement shall specify (a) the period (not less thap twenty-
eight days from the date on which the advertisement first appears) within which
perscns affected by such Order may give notice to the Minister that they wish
for an opportunity of appearing before, and being heard by, a peraon appeinted
by the Minister for the purpose and (b5 the period (not less than 14 days from
the expiration of the period referred to in paragraph (a) above) at the
expiration of which, if no such notice is given to the Minister, such Order may
take effect by virtue of this section and without being confirmed by the Minister,

(3) The Authority shall also serve notices to the same effect cn the
persons mentioned in sub-section (1) above,

(4) The Authority shall send a copy of any advertisement published under
sub-section (2) above to the Minister, not more than thres days after the
publication.

(5) If within the period referred to in sub-section (2) (a) above no
person claiming to be affected by such Opder has given notice to the Minister
as aforesaid and the Minister has not directed that such Urder be submitted to
him for confirmation, such Order shall at the expiration of the periocd referred
to in sub-secticn {25 (b) of this section take effect by virtue of this section
and without being confirmed by the Minister as required by Section 27 (2) of
the Town and Country Flanning Act, 1962,

(6) This section does not apply to such Order revoking or modifying a
consent granted or deemed to have been granted by the Minister under Part III
or Part IV of' the Town and Country Planning Act, 1962, or under Part II or
Part V of the Town and Country Flanning Act, 1968,

THE COMMON SEAL of the 2
Council of the Borough of /
Havant / was hereunto affixed )
this "leoea by - Lf/“-\ ;

day of Ny edwbes . nineteen
hundred and seventy {«L\Ji

Borough Sedretary

Confirmed by the Council of the Borough of Havant
in pursuance of Regulation 6 of the Town and Country
Planning (Tree Preservation Orde ) Regulations, 1969,

thiﬂ -.|I-q_h*"."—'\‘ll"k1 " aante &&&r ﬂ'f 5 ':h,',__,'t-...!-.f.h-'"'-'] 19?'-[.-1

THE COMMON SEAL of the Council )
of the Borough of Havant was
hereuntt affixed

thiﬂ Lol {‘ul . 1""’""""“;"

day of |i...s+{ nineteen

hundred and ge | 9




H, - =
DATE '11 r\ & %'Z'z'.'-n,_l,l VIR b

THE_COUNCILY, OF THE BOROUGH ¢
|||"|.||'- IlI_| '['

Town and Countiry Jr‘*.iln:lhng_l[.It Acts

Sy e

Ulﬁa_ and 1968

s AR A A

TREE PRESERVATION ORDER

o
-]
o

NO .

Land at Barton's Jiﬂ’.—lk-’.,f"
Horndean Road, Havant.

J. FORDER,
TOWN HALL,
HAVANT ,
HANTS .




¥ Pl Pt

Souchieigsh Faric

-—
v
-
]
i
- I.
|

T RE E = S E R AT IO o IDE =

No., B8 .
BART OMNMNS

AD  HORMNDEAM ROAD HAWAMNT




rp’ MAKING
COMPLEX
EASY
TREE SURVEY AND ARBORICULTURAL IMPACT ASSESSMENT ‘

Appendix F

Conservation Area Map
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Appendix G
Example Tree Protection Barriers (BS5837:2012 Fig 2 & 3)

Figure 2  Default specification for protective barrier

§

Standard scaffold poles

Heavy gauge 2 m tall galvanized tube and welded mesh infill panels
Panels secured to uprights and cross-members with wire ties

Ground level

Uprights driven into the ground until secure (minimum depth 0.6 m)
Standard scaffold clamps
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Figure 3 Examples of above-ground stabilizing systems
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b) Stabilizer strut mounted on block tray
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Appendix H

Construction Exclusion Zone (CEZ) Signage

PROTECTIVE FENCING. THIS TREE "::;‘:g'l:::l AREA
FENCING MUST BE (TOWN & COUNTRY PLANNING ACT 1990)

TREES ENCLOSED BY THIS FENCE ARE PROTECTED BY

MAINTAINED IN ACCORDANCE PLANNING CONDITIONS AND/OR ARE THE SUBJECTS OF A
WITH THE APPROVED PLANS CONTRAVENTION OF A TREE PRESERVATION ORDER MAY
AND DRAW' NGS FOR THIS LEAD TO CRIMINAL PROSECUTION

ANY INCURSION INTO THE PROTECTED AREA MUST BE
D EVE Lo P M E NT' WITH THE WRITTEN PERMISSION OF THE LOCAL
PLANNING AUTHORITY
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Appendix |

Site Photographs
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Appendix J

Arboricultural Glossary

Age-class - A general classification of the tree into either - young, semi-mature, early mature, mature, over-

mature, or veteran.

Apical Bud/Shoot — The apical bud, also known as the leading shoot, is responsible for shoot extension
and is dominant.

Apical Dominance — A singular, leading shoot remains dominant.
Arboreal - In connection with, or in relation to, trees.

Arboriculturalist — Person who has, through relevant education, training and experience, gained

recognised qualifications and expertise in the field of trees in relation to construction.

Arboricultural Implications Assessment (AlA) — Study, undertaken by an arboriculturalist, to identify,
evaluate and possibly mitigate the extent of direct and indirect impacts on existing trees that may

arise as a result of the implementation of any site layout proposal.

Arboricultural Method Statement (AMS) — Methodology for the implementation of any aspect of
development that has the potential to result in the loss of or damage to a tree. Note The AMS is

likely to include details of an on-site tree protection monitoring regime.

Asymmetric crown- Crowns that have a morphological bias in a particular direction. This can give the tree
an aesthetically unfavourable appearance, but can also subject the tree to uneven wind- loading

forces and potentially result in failure.
Basal — Referring to the bottom part of a tree’s stem.

Basifugal mortality — A natural process seen in trees in an advanced life stage whereby the trees
extremities die back and the inner crown expresses new growth, in order to conserve energy

reserves.

Bifurcated - A growth characteristic, where two stems of similar size grow from the same point. Can create

an inherent weakness.

Branch union/junction - The point at which a branch joins a larger stem. Can be a point of weakness,

especially in certain species.

Brown Rot- Decay caused by certain species of fungus which results in the affected wood becoming brittle

and liable to suddenly ‘break out’, especially if in key structural areas.
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Buttress flares — Extensions of the basal stem of a tree that provide additional structural support. See

reaction wood.

Bifurcated- A growth characteristic, where two or more stems of similar size grow from the same point.

Can create an inherent weakness.

2 Cable braces — Cable braces used to support the crown of a tree, reduce impacts caused by
wind- throw oscillation.

Canker — A clearly defined area of dead and sunken or malformed bark, caused by bacteria or fungi. Can

have a bearing on structural integrity of infected limb(s) depending on size and location.
Central leader- See apical dominance.

Chalara ash dieback- A disease affecting ash trees caused by the fungus Hymenoscyphus fraxineus.
Usually fatal, the disease causes leaf loss and crown dieback in infected trees. It was first
confirmed in Britain in 2012.

Chlorosis- yellowing of leaves which can be caused by a range of factors, often an indicator of nutrient

deficiency.

Compaction - The compressing & hardening of soil around tree root systems, due to vehicular/pedestrian
use etc. Loss of pore space between soil granules limits water movement and gaseous

exchange, and inhibits root growth.

Companion shelter- Shelter provided by neighbouring trees in groups to one another, factors such as wind
throw are reduced due to supporting branches and interlocking root systems. Removing individual
trees on the peripheries of such groups can expose neighbouring trees to environmental factors

they have not previously been subjected to and can lead to individual failure.

Competent person — Person who has training and experience relevant to the matter being addressed and

an understanding of the requirements of the particular task being approached

Note 1 A competent person understands the hazards and the methods to be implemented to
eliminate or reduce the risks that can arise. For example, when on site, a competent person is able

to recognise at all times whether it is safe to proceed.

Note 2 A competent person is able to advise on the best means by which the recommendations of

this British Standard may be implemented.

Condition — Assessment based on a visual and professional view giving consideration to many factors

such as tree health, structural integrity and suitability of its position.
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Conservation dead- wooding- Removal of deadwood using ‘coronet cuts’ that mimic the way a branch

would naturally break off, maximising deadwood habitat availability for invertebrates.

Coppice - The method of managing trees by cutting the stems at between 1.0 inch and 1.0 foot from the
ground level on a regular cycle, the cut stumps of the trees or shrubs are allowed to re-grow many

new stems.

Crown spread - Gives distances between extreme limits of the crown and the stem, usually along the four

compass points. Helps to show crown symmetry.

Crown Reduction — The removal of branch ends to reduce the extreme limits of a trees branch spread

and height.
Crown Thin — The removal of selected branches within the crown to thin the internal branch structure.

D.B.H. - 'Diameter at Breast Height', an industry standard to gauge tree stem size and development. Within

arboriculture, breast height is taken to be 1.5m above ground level.

Dieback - The reduction in crown vigour and extension growth progressing to death of distal parts; often

associated with decline.

Epicormic growth - New growth from dormant buds that can often form tenuous attachments. Although

some species readily form such shoots, it can be an indication of stress.
Form - A general assessment of the shape and position of the tree within its environment.

Hanger — Term used to describe a branch that has become detached and is being supported by other

branches. Can be a hazard to persons and property below.

Hazard Beam — After the loss of a distal part, a limb concentrates growth upwards creating adverse end

weights that can render the limb susceptible to failure. .

Included bark — Growth characteristic usually caused when two or more stems/branches growing in close
proximity ‘fuse’ together entrapping the bark from when the parts were separate in the middle,

creating a structural weakness.

Invertebrate tower — Pollarding of a (usually dead) tree to a safe height that leaves part of the main stem

as a deadwood habitat for invertebrate species.

Occlusion/Occluded — Normally used to describe the overgrowth of a wound. Also, immoveable foreign
objects in contact with a tree part can become encased or ‘occluded’ by the tree as it grows

incrementally.

Pathogen - An agent that causes disease, especially a living microorganism such as a bacterium or fungus.
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Phototropic growth — Growth responding to a light stimulus i.e. the sun. This can influence the form of a
tree, particularly where other factors e.g. buildings or other trees, affect the amount/ direction light

is received.

Pollard — The removal and subsequent regular re-removal of the crown of a tree above animal browsing
height. Can be an effective method of controlling the size of trees in urban areas. This is ideally

begun in the trees early stages and maintained throughout its life.

Reaction wood - Essentially additional wood laid down by the tree to compensate for structural defects

such as cavities.

Rhizosphere - The rhizosphere is the narrow region of soil that is directly influenced by root secretions and
associated soil microorganismes. In particular, mycorrhizal fungi form a symbiotic relationship with

trees and assist in the assimilation of phosphates essential to the trees health.

Ring barking/Girdling — the removal of bark around the entire circumference of a stem or branch, causing

the death of all distal parts.

Root Protection Area (RPA) — Layout design tool indicating the area surrounding a tree that contains

sufficient rooting volume to ensure the survival of the tree, shown in plan form in m2.
Scaffold limbs - The main structural branches within the crown.

Tree protection plan — scale drawing prepared by an arboriculturalist showing the finalised layout
proposals, tree retention and tree and landscape protection measures detailed within the

arboricultural method statement (AMS), which can be shown graphically.

U.L.E — ‘Useful Life Expectancy’ is an estimate based on currently known factors of the possible remaining

life of the tree as an asset. AKA ‘Estimated remaining contribution’.

Veteran tree — Tree that, by recognised criteria, shows features of biological, cultural or aesthetic value
that are characteristic of, but not exclusive to, individuals surviving beyond the typical age range

for the species concerned.

Vigour - A general classification, as to the present and future potential growth and development of a tree.

A comment regarding the health status of the tree specific to its species.

White Rot - A type of decay caused by certain species of fungi which results in the affected wood becoming

flexible with little compressive strength.
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