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NEW PPC PRESSED
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COLOUR GREY RAL 7016

RAL 5021 FINISH TO
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LIGHTING BOX TO
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SIGNAGE FIXED TO THE CENTRE
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FINISHED IN GREY RAL 7016. CLADDING TO
BE SECURED TO THE FRAMEWORK BEHIND
IN ACCORDANCE WITH THE SPECIALIST
CLADDING SUB-CONTRACTORS DETAILS
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GROCERY COLLECTION - PROPOSED SIDE ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED SIDE ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED ENTRANCE ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED EXIT ELEVATION
Scale 1:50 @ A1
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GROCERY COLLECTION - PROPOSED CANOPY LAYOUT
Scale 1:50 @ A1

- 17/05/21 First Issue MS/SJS

C.D.M :

There are NO SIGNIFICANT risks associated with the
works on this drawing that a competent contractor would
not foresee

LEGEND:

Canopy colour, RAL 5018 (turquoise blue).
60/40% matt finish.

Canopy colour, RAL 7016 (anthracite grey).
60/40%  matt finish.

Indicates canopy steelwork to be have 
exposed galvanised finish.

Pink line indicates extent of proposed glow
line (lighting) to the grocery collections 
canopy.
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GROCERY COLLECTION - CANOPY SECTION B-B
Scale 1:50 @ A1
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Scale 1:50 @ A1
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