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Product Description:__________________________________________________
Featuring  a  loop-in/loop-out  terminal  block  and  a  twist  and  lock
retaining  ring,  the  GU10  IP65  rated  range  of  compact  fire  rated
downlights  provides  a  sharp  scallop  light  effect.  Integrated
intumescent material completely seals the downlight and cut-out in the
event of a fire. Tested in 30, 60 and 90-minute fire rated ceilings, the
FD103 range is acoustic rated to maintain the ability for an internal or
separating floor to provide sound insulation. The IP65 rated range is
available in a white, polished chrome and satin nickel finish and comes
with a 1 year guarantee.

Product Features:__________________________________________________
• IP65 Rated

• Loop-in/loop-out terminal block allows for quick and easy installation

• Push and clip lamp retaining ring

• Integrated intumescent material completely seals the downlight and cut-
out in the event of a fire

• Lamp not included

• Registered Community Design 915509-0001/2/3

• Tested in 30, 60 & 90 minute fire rated ceilings - BS476 Part 21

• Tested to BS EN ISO 140-3:1995 & BS EN ISO 140-6:1998 (Acoustics)
confirming that they maintain the ability for an internal or separating
floor to provide sound insulation

• 1 year guarantee

Compliance & Approvals:__________________________________________________

Product Image:______________________________________________________

Product Specs:______________________________________________________

Input Voltage 240~240V AC

Input Frequency 50/60Hz

Dimensions 130mm (H) x 86mm x 130mm (RD)

SKU Table and Ordering___________________________________________________________________________________________________________

Cat. No. Quantity

EN-FD103W

EN-FD103SN

EN-FD103PC

EN-FD103 Last revised 07/16/15 For warranty information please visit http://enlitelighting.com/

Warranty:__________________________________________________________________________________________________________

This product has a warranty period of 1 Year from the date of purchase.
The warranty is invalid in the case of improper use, installation, tampering,
and removal of the Q.C. date label; installation in an improper working
environment or installation not according to the current edition of the
National Electric Code. Should this product fail during the warranty period it
will be replaced free of charge, subject to the correct installation of the
original product and subsequent return of the faulty unit. Aurora does not
accept responsibility for any installation costs associated with the
replacement of this product and Aurora reserves the right to alter
specifications without prior notice.
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