Erection of 1no Two Bedroomed

Bungalow to Rear

15 Hallett Road, Denvilles

Planning, Design & Access Statement

Introduction
e The site consists of a semi-detached house [15 Hallett Road] and its
garden to the east and south. It is the last house on the south side of
Hallett Road before one enters the new housing site.
e The housing site to the east was established through the grant of a hybrid
planning permission for a total of 191 dwellings.

e An extract of the approved site layout, insofar as it is relevant to this

application scheme is set out below:

e As result of this development was that the owners of 15 Hallett Road were
provided with some additional land which has had the result of making
their side [east] garden wider. This additional land formed the landscape
buffer dividing the new development from the applicants’ property. The
screen wall as built is now on the east side of this buffer, not west as
shown on the approved plan.

e It is the intention to retain the majority of this landscape buffer zone.
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e The site of the proposed bungalow is at the southern end of the rear
garden of the property. The current parking arrangement for the existing
property will be altered so they pull straight into their parking spaces. The
eastern part of the front garden will provide a private drive to the rear
where parking and turning will be provided by way of a ‘Spin It’ turntable.

e The existing garden shed will be split into two parts with the southern half

providing secure cycle and covered bin storage for the new property.

Assessment of physical context
e The detailed introduction above along the the site plan extracts sets out
the context of the site.
e The site comprises the side and rear garden land to 15 Hallett Road,

Denvilles.

Social/economic context and planning context.

e The benefits of this sustainable form of development are to ensure that
maximum use is made of urban land within the Denvilles area - thus
making a valuable contribution to the LPAs housing figures.

e The form of development chosen for this site is conceived within the
framework established by central government policies and advice and
adopted Local Plan policies and Supplementary Planning Guidance. The
site lies within a clear line of dwellings on land within the built up area

wherein there is a presumption in favour of development being permitted.

Involvement of local interests

¢ None

Evaluation

e The above opportunities and constraints have led to the following principle
responses which when applied to this site have produced the proposals
contained on the drawings submitted with the application to which this
document relates.

e The scale and character of the surrounding area and the need to ensure
that the form of the development chosen - ie a low profiled bungalow -
ensures that the development is neither prominent in the streetscene or
when viewed from neighbouring residential properties. Therefore, it does

not give rise to overlooking or overshadowing.
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The ridge height of the proposed bungalow is just 4.23m - only 23cm
higher than what could be constructed as an outbuilding under permitted

development rights.

Design Principles

Having regard to the advice contained within the Framework and the
adopted Local Plan it is considered that a design response, which
incorporates the characteristics of existing developments within this part
of Denvilles, and makes best use of the site and surroundings without
detriment to the amenities of adjoining residential properties represents
the most suitable response.

The principle of the design selected follows three backland developments
a short distance to the west on the north side of Glenleigh Park. These
are illustrated on the google earth photograph below and it is clear that
the application scheme follows this clear well established precedent.

Backland examples Application site

Amount of development

A single low profiled two bedroomed bungalow is proposed.
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Layout

e The proposal lies to the south of 15 Hallett Road, a semi-detached house
with parking spaces to the north, a wide side garden, and a long rear
garden.

e The proposed dwelling reflects the general style of backland dwellings in
the locality, ensuring a low profile in order to safeguard the amenities of
neighbouring properties.

e To ensure that the form of the building as viewed from the new dwellings
to the east, the existing landscaping will be retained; the bungalow has
full hipped roof sloping away from the properties and the low ridge is only
4.23m in height.

e The rear-to-side measurement is in the region of 15m which is more than
sufficient for this type of residential development.

e The aspect of the proposed dwelling is to the south in order to ensure that
there is no overlooking into the habitable rooms of the proposed
bungalow.

e It is considered that the scheme’s design response is an appropriate
design solution, which makes best use of this developable site at a density

appropriate to the character of the area.

Scale
e The building is single storey and very low in profile having a ridge height
of just 4.23m.

Landscaping

e Existing boundaries will remain as they are.

Appearance
e In terms of design the scheme draws on the varied mix of dwellings in the
locality and seeks to ensure that a quality dwelling is constructed.

e Multi stock bricks and plain tiles or slates will be used.

Access
e Pedestrian and vehicular access will be from the east of 15 Hallett Road.
e Two parking spaces are proposed for the dwelling along with secure
parking for 2 cycles.

e There is a highway verge and most of the existing properties in Hallett
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Road reverse onto the road. The same approach is proposed here for the
existing house.

For the proposed bungalow the prosed driveway will be finished with a
solid, but permeable surface. Loose gravel will NOT be used due to the
noise that it generates.

Turning on site will be provided for the proposed bungalow due to the long
nature of the driveway. This is achieved through the use of a ‘Spin It’
manual turntable. The brochure for this turntable is attached along with a
specification sheet. A generic sectional drawing is also attached.

The access point is close to the brick side boundary wall. In order to
provide good pedestrian visibility the first two metres of this wall will be
lowered to 900mm.

In terms of access to the transport network it is confirmed that a good
bus services connects the site to Havant Town Centre to the west and

there is a secondary school within walking distance.

Planning Policy

National Planning Policy Guidance

The Policies of the Development Plan are obliged to closely reflect
Government Planning Guidance.

Paragraph 49 of the NPPF makes it clear that housing applications should
be considered in the context of the presumption in favour of sustainable
development.

Other parts of the NPPF recognize the need to respect the character of

surrounding development.

The Havant Borough Core Strategy
This document was adopted by the Council on 1% March 2011.
Policy CS16 relates to ‘High Quality Design’.
The policy is criterion based and covers numerous issues. Since refusal
reason 1 relates to local context it is presumed that the LPA consider that
criterion 1 is breached. This requires new development to draw inspiration
from, and respect, local context, and:
a) Identifies and responds positively to existing features of natural,
historic or local character within or close to the proposed

development site;
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b) Integrates with existing local landscape features, promotes
wildlife and biodiversity and/or applies characteristics of the local
area into the design of a scheme wherever possible to create
variety and interest;
c) Uses the characteristics of the locality to help inform the design
of the new development including heights, massing, existing
buildings lines, plot widths and depths, materials and proportions of
windows and doors;
d) Is well connected to and integrates with the immediate local area
and the wider area by linking to existing pedestrian and cycle
routes and encouraging people to use public transport where
possible; and
e) The development does not cause unacceptable harm to the
amenity of neighbours through smell, the loss of privacy, outlook,
noise and overlooking.

For the reasons set out above it is considered that the proposed bungalow

complies with this policy and in particular with criteria a), ¢) and e).

Transport Assessment

Relationship of site to shops, entertainment and employment.

The site is within walking distance of a range of facilities. In particular
community facilities, schools and shops are all within walking/cycling or
travel by bus distance.

There is also a railway station at Warblington which is within a short walk.
This provides a connection to Emsworth and Havant and further afield to
Chichester and Portsmouth.

The nearest employment area is approximately 1 mile to the west and can

be reach by bus, walking or cycling.

Proximity to Transport Infrastructure.

It is located within 200m of a local bus route whereby buses provide travel
into Emsworth and Havant.

In addition, and to promote travel by cycle, the dwelling will have a secure
and enclosed cycle shed to store 2 cycles.

I therefore consider that the site is located within a highly sustainable
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location and this will minimize the need to travel by car.

Foul sewerage and utilities assessment

e All services exist in Hallett Road, immediately in front the of the site.
Accordingly, there are no issues with regard to foul sewerage or other

utilities.

Conclusions
e This scheme has been very carefully designed to ensure that a large
parcel of rear garden land is brought forward with an acceptable form of
development that will follow the precedent already set a short distance to
the west and respect the design of, and relationship with, neighbouring
properties of the recently developed housing site.
e It is considered that an appropriate form of development has been

achieved.

© S Jupp MRTPI, Chartered Town Planner. October 2016.
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DETAILS OF
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Mr Atherton of Glasgow wrote: “Afier receiving a number of quotes from a
handful of bespoke manufacturing companies, we found SPIN-IT Car Turntables to be
very competitive. They provided a detailed no obligation quote which we chose to ac-
cept not only because of the competitiveness of the quote, but because the guys who
came to perform the site survey were friendly, courteous and answered all our ques-
tions in an accurate and non-condescending manner.

The installation itself, was quick, seamless and hassle free — The ‘Spin-It’ turntable
has since provided many ‘rotations’ of silent and reliable performance which we are
extremely happy with.

The impressive thing with SPIN-IT Car Turntables is not only the turntable, but the
first rate customer service too! - We received a courtesy call the week of the installa-
tion, the month after the installation and even one year after the installation... I have
recommended SPIN-IT Car Turntables to my friends, family and business colleagues —
it makes such a pleasant difference to find a trustworthy, reliable company who go the
extra mile to ensure customer satisfaction — Great work!!!!”

Mr Cropper - Taunton, Somerset wrote “Our decision to use your Company
to supply and fit our driveway turntable was made due to your phone manner and pro-
fessional approach and confidence in your product, this was also the case when it came
to using you for the installation.

It is difficult to trust many companies now in our ever-changing world but your old
fashioned values go a long way, and I am not easily pleased. Thank you.”

Mr Peter Temple of Norwich wrote “I can't speak highly enough of both the
service and the quality provided by SPIN-IT Car Turntables. The process, from start to
finish, has been both efficient and simple, and I have ended up with exactly the right
product that has solved what, otherwise, would have been a serious problem and, prob-
ably, would have lessened the value of my home.

The SPIN-IT website was informative and instructional and partnered by an excellent
'in-house' service enabling me to buy the right turntable and install it myself following
site preparation. It has functioned faultlessly and saved me both time and frustration as
well as wear and tear on my vehicles. I have no hesitation in recommending SPIN-IT
Car Turntables to both the DIY enthusiasts and the public and trade in general.

A great investment!

Peter Temple

Company Director”



Introduction:

SPIN-IT Ltd are designers, manufacturers, suppliers and installers of
driveway turntables.

Our manufacturing factory base is just outside of Nantwich in Cheshire
with additional C.N.C Machining and administration offices in Tam-
worth Staffordshire.

With a track record of thirty years in the steel fabrication business, the
knowledge, experience and skilled workforce, backed up with the latest
machinery, all go towards re-assuring you that you are in safe hands.

We manufacture vehicle turntables for both the domestic and the
commercial marketplace with many satisfied customers right across
the UK.

We have designed the ‘Spin-it’ range of turntables in such a way that
we can provide ‘individual solutions’ at prices that one would normally
associate with mass production.

We are confident that if a vehicle turntable is what you need, then our
‘Spin-it’ range will provide you with a top quality, cost effective, reliable
solution.

Our goal is 100% customer satisfaction, anything less is simply not
good enough.

We look forward to doing business with you.



The Benefits Of Turntable Ownership

Comply with the Highway Code, no more reversing into
heavy traffic.

Reduce the risk of scratching your pride and joy each time
you use your driveway.

No more Stiff necks trying to reverse down your narrow
driveway.

Park your car at 90 degrees across your drive and enjoy
added security against car theft.

Satisfy your local highways department when submitting
planning applications.

Gardeners win back your garden for what it was meant for.

Car dealers, show off your car of the week, inside your
showroom or outside on your forecourt.

Exhibitors, quick and simple on-site assembly.

Photographers, move the vehicle - not your tripod.
Multi-position facility available.




Our Products:

Our ‘Spin-it’ range of vehicle turntables are specifically designed to
take away the headaches that come with having to manoeuvre vehi-
cles in a tight space.

Starting with our 3.8 metre diameter model suitable for a small hatch-
back, through to our 6 metre model easily capable of turning two large
family 4x4s.

Most are available in either manual or motorised models.

In our experience the large majority of our customers have opted for
the motorised option, having compared the cost differential between
manual and motorised to the many additional benefits that come with
a powered turntable. :

& Range of sizes

& Manual or Motorised

& Fully installed & Guaranteed

& Index switching available

% Available in a variety of colours

45 All models can be stopped in any position.

Motorised Models:

& Emergency kill switch.
& Adjustable rotation speed.
& Built in storm water drainage.

4 Safe ‘Soft Start’ - ‘Stop Stop’ operation.
4 Operated by Key, keypad or remote control.

& Powered by a standard 240 volt plug socket.



Technical Overview:

The ‘Spin-it’ range of vehicle turntables are designed to sit in the
ground in order to provide a non-obtrusive flush fit to the surrounding
area.

The required compacted surface prior to installation is only 135mm
below ground level in almost all cases regardless of whether it is a
manual or motorised installation.

The material makeup of our turntables consists of steel, stainless
steel and aluminium, with all components (with the exception of the
electric control gear) being fabricated at our factories in Staffordshire
and Cheshire.

Our turntables rotate on nylon rollers incorporating sealed for life
bearings ensuring maintenance requirements are kept to a bare mini-
mum.

The visible top surface of the table is capped with non-slip alumin-
ium chequer plate which can be colour coated if required.

Other top surface options such as block paving or resin are also
available.

i

The weight carrying capacities of the ‘Spin-it' range are more than
adequate for the size of vehicle rotated.

Our popular 4.1m table comfortably spins a 3000 Kg Range Rover,
whereas our 6m table will accommodate and spin two of the same with
ease.

Motorised models are powered by a 240 volt
three phase industrial motor, with power be-
ing supplied through an inverter enabling the
supply to come from a domestic household
circuit. The motor drives a friction wheel
against the outer circumference of the table,
maximising both torque and speed control




The standard method of operating a motorised turntable is by a spring
centred key, which depending on which direction it is turned will rotate
the turntable clockwise or anti-clockwise. Let go of the key and the
turntable stops where it is.

A radio controlled option is
available and comes with either,
two key fob remotes or a larger
handheld unit.

The Drive System control cabi-
net is weatherproof and can
therefore be sited inside a ga-
rage or mounted outside in the
vicinity of the turntable.

Automatic motor housing drainage, soft start - soft stop operation, a
palm operated safety kill switch and much more are built in to ensure
that our customers will enjoy a safe and reliable piece of equipment that
will bring huge practical benefits, as well as being a sound investment.

Maintenance - ‘Spin-it’ turntables have been designed with keeping
maintenance checks to a minimum. There are relatively few moving
parts, however those parts that do move have either been intentionally
over-engineered for the tasks they are asked to perform, or they can
boast ‘Sealed for Life’ bearings.

For motorised models we recommend an annual ‘drive wheel tension
check’ which is a simple five minute operation, other than that sit back
and enjoy.



Business Environment:

Where there is a commercial requirement for a turntable there often
can be a need for the turntable to operate in a repetitive and consistent
way. We are familiar with this type of environment and have developed
various ‘proximity switching’ solutions to cater for your individual busi-
ness needs.

Our 6 metre ‘Spin-it’ will comfortable handle a fully loaded Ford Transit
van or equivalent, so weight need not be an issue.

Some of our Projects

Restaurant delivery area Car Dealers Photo Studio
Car Washes Multi Dwellings
Underground Parking Manufacturers Photo Studio
Car Showrooms Car Parks

5 Metre

Motorised

Proximity switching

-

Milton Keynes - “Spinning” up to 150 cars a day - 7 days a week
Service Level Agreements - Maintenance Contracts
Extended Warranties - Switching Upgrades

ALL AVAILABLE
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Installation:
There are a number of options available when it comes to installation.

As with most things practical, the initial preparation and the quality of
that work has a major impact on the finished product.

The preparatory ground work necessary when fitting a quality, perma-
nent turntable is not complicated, however, it is vitally important that the
ground work is smooth and compact.

We offer a ‘one stop shop’ facility for those customers who have no
desire to get involved in anything other than enjoylng the benefits of
turntable ownership. 3

We offer...

% A COMPLETE SOLUTION
We deliver the ‘Spin-it’ kit to site S
and carry out a professional N
Installation and commissioning

service.

In the event that we are going to
provide a full installation service,
we will normally visit the site and carry #8
out a survey with a view to identifying
any potential problems.

It is worth noting that in the event that we have to excavate through
concrete, a surcharge will be applicable.

10.



Our average installation price (with the exception of the two vehicle
tables) is just over £2300 inclusive of VAT. This price is based on what
we would class as a straight forward installation i.e fitting the table into
a tarmac driveway or a new build site.

There will be variations in the installation price in situations where
obstacles have to be overcome, (e.g 240 volt power supply being
some distance from the turntable) this is why we carry out a site survey
prior to finalising a total install price.

We believe it is more beneficial to our customers that we quote these
installation prices up front in order that they can acquire a budget
figure, prior to any site visit taking place.

“EaT ||
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The property pictured above was on the market for over six months.
Feedback from the agents said “vehicular access was a problem”.
The owner contacted us to help in providing a solution.

We installed a 3.8 Meter motorised turntable - the house sold within
the month.
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Frequently Asked Questions

Do | have to get planning permission to have a vehicle turntable?
In most cases, no. However, there are some areas where the local
Planning Officers are very strict about what can be installed on your
property, for example properties in areas of outstanding natural beauty.
If in doubt contact your local planning office and check it out.

How much space do | need to have a turntable?

As a general rule an area of between 4.5 and 5.0 metres in diameter is
sufficient space to turn a family sized vehicle through 360 degrees.
The turntable will be smaller than this in area as it only has to accom-
modate the footprint of the wheels of the vehicle.

Manual Or Motorised?

In 99% of cases we supply motorised versions of our ‘Spin-it’ range of
turntables. Manual turntables tend to be fitted where a developer
merely has to tick the box that says the property being developed has
complied with a requirement to have a turntable. This is the cheapest
option.

From the point of view of someone who will be using the turntable on
a daily basis, then the benefits of pushing a button in the warmth and
comfort of your vehicle in comparison to pushing the car around in all
weathers, far out way the cost difference.

Can I fit the Turntable myself?

We do not recommend this as a first choice, but yes, you can. We have
many customers who have installed their own turntable with no previ-
ous experience whatsoever. If you are practically minded, fit and
healthy, then a self install can be both personally and financially re-
warding.

If cost is the issue then there is an option for you, or your builder, to do
part of the preparatory ground work prior to our installers fitting and
commissioning your new turntable.

Can | have a turntable fitted on a slope?

Yes, provided that it is a ‘motorised model, it can be installed on
anything up to a 1 in 12 gradient.

Manual turntables must be fitted to level areas only.

This is due to the pendulum force experienced if the weight of a vehicle
is unevenly distributed.
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How big does the hole in the ground have to be?

In the case of a standard aluminium topped turntable the majority of
the excavated area needs to be 130mm (just over 5”). This is the
distance between the compacted hardcore that the turntable sits on
and the finish ground level.

There are a couple of areas that are slightly deeper where the centre
bearing is secured and in the case of a motorised model, where the
motor housing sits.

Our block paved model requires excavating down by a further 50mm
If you would like a copy of our ground work specification drawing,
please contact us and we will be happy to email or post one out to you.

How are motorised models powered?

We looked at many options of how to power our turntables before
deciding on an industrial electric motor which could be supplied by a
standard domestic household socket.

This method is safe, reliable, cost effective, clean and importantly
environmentally friendly.

Can | still use my turntable if there is a power cut?

Yes you can. Providing the turntable has been installed on a relatively
level plain thus reducing the risk of a ‘pendulum’ force which can occur
when vehicles have uneven weight distribution (heavy engine at one
end).

There is an option to disconnect the drive mechanism in a quick and
simple way, enabling you to use the turntable until power is restored.

When shopping around for prices | see the ‘Spin-it’ range are
significantly cheaper, does this mean they are of inferior quality.
Absolutely not, we have the distinct advantage that we manufacture in
quantity and then tailor each turntable package to your individual
requirements.

There is no ‘middle man’ here, you are ‘buying British’ at source.
Heavy duty products, at lightweight prices.
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Can | blend the top surface of my turntable into my surroundings?
Yes, you can. There are a number of options available. Our turntables
come with an aluminium chequer plate top surface fitted as standard.
By its very nature it does not rust or corrode and in time weathers down
to a matt silver finish.

If you would like to colour match the turntable to the surrounding area,
then we can coat the top plates to a number of ‘garden environment’
colours (see price list). It is worth noting that regardless of how tough
and resilient the coating is it will not last indefinitely due to the fact that
crushing stones under the tyres of a two ton vehicle onto an alloy
surface is bound to takes its toll.

The other option is to take a block paved model. This type of turntable
is capable of taking not only block pavers, but also other types of stone,
even gravel.

Can I fit a turntable on a gravel drive?

If you fit one of our turntables then certainly you can. In our design we
have catered for the inevitable gravel dropping into the gap between
turntable and outer skirt. With some turntables this would cause a
problem where the table would jam. We have accounted for this as
well as ensuring no debris can end up on the all important running
track(s).

What is a ‘Block Paving Upgrade’?

In order to be able to lay block pavers in the top tray of the turntable. It
is necessary to lower the the whole construction by the depth of the
pavers (50mm). This requires the main construction of the turntable to
be modified to accommodate this extra depth. This is what we class as
a ‘Block Paving Upgrade’.

How reliable are ‘Spin-it’ turntables and what maintenance is
required?

We are that confident about the reliability of our turntables that we
provide a comprehensive 2 year parts and labour warranty on all
turntables that we install.

When we designed the ‘Spin-it' range we placed ‘reliability’ and ‘low
maintenance’ at the top of our priority list. All moving parts have
‘Sealed for Life’ bearings and are intentionally over engineered for the
job that they do, therefore keeping maintenance to a minimum.

We have turntables in car washes, handling 150 vehicles a day, 7 days
a week in a particularly harsh environment, that’s reliability!
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Spin-It Ltd

Unit 1, Brabazon Court,
Lichfield Road Industrial Estate,

Tamworth,
Staffordshire,
B79 7TA.

Tel / Fax - 01827 69438
website - www.carturntables.co.uk

Turntable Model

General Information. 3800 MAN ALI 3800 MOT ALI 3800 MOT BLK 4100 MAN ALI 4100 MOT ALI 4100 MOT BLK 5000 MOT ALI 5000 MOT BLK 6000 MOT ALI 6000 MOT BLK

Turntable diameter (mm) 3800 3800 3800 4100 4100 4100 5000 5000 6000 6000

Depth of Turntable workings (mm) 140 140 140 + BLK* 140 140 140 + BLK* 140 140 + BLK* 140 140 + BLK*

Safe Working Load (Kg) - Evenly spread 12000 12000 12000 12000 12000 12000 25000 25000 35000 35000
2@3000Kgorl@ |2 @3000Kgorl@

Maximum Vehicle Weight (Kg) 3500 Kg 3500 Kg 3500 Kg 3500 Kg 3500 Kg 3500 Kg 3500Kg 3500Kg 2 @ 3500 Kg 2 @ 3500 Kg

Finish

6mm Aluminium

6mm Aluminium

Variable thickness
Landscaping Material

6mm Aluminium

6mm Aluminium

Variable thickness
Landscaping Material

6mm Aluminium

Variable thickness
Landscaping

6mm Aluminium

Variable thickness
Landscaping Material

Chequer Plate Chequer Plate Chequer Plate Chequer Plate Chequer Plate Material Chequer Plate
Drive System
Electrical Supply Requirements. Single Phase Single Phase Single Phase Single Phase Single Phase Single Phase Single Phase
Electrical Power Requirements. n/a 240V 13A 240V 13A n/a 240V 13A n/a 240V 13A 240V 13A 240V 13A 240V 13A
Drive Motor Power n/a 0.75Kw 0.75Kw n/a 0.75Kw n/a 0.75Kw 0.75Kw 0.75Kw 2 off @ 0.75Kw
Type of Motion n/a Variable Speed Variable Speed Variable Speed Variable Speed Variable Speed Variable Speed Variable Speed
Speed of Rotation n/a 2to 5RPM 2to 5RPM n/a 2to 5 RPM n/a 2to 4 RPM 2to 4 RPM 1to 3 RPM 1to 3 RPM
Direction of Motion n/a Both Directions Both Directions Both Directions Both Directions Both Directions Both Directions Both Directions
Support Roller Configuration
Orientation of Running Gear Inverted Inverted Inverted Inverted Inverted Inverted Inverted Inverted Inverted Inverted
Number of Support Rollers. 24 24 24 24 24 24 50 50 70 70
Support Rollers - Material Nylon Nylon Nylon Nylon Nylon Nylon Nylon Nylon Nylon Nylon
Support Rollers - Bearing Type 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed 2 off sealed
Number of Top Frames 10 10 10 10 10 10 12 12 14 14

Top Frame Material

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

40x40x3 RHS

Top Frame finish

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Bright Zinc Plated

Transport Information

Weight of Turntable Kit (Kg)

1750

2000

2100

2250

2500

2600

2750

3100

4500

4750

Dimensions of Shipping Crate (cm)

250x120x90

250x120x90

250x120x90

250x120x90

250x120x90

250x120x90

3000x150x90

3000x150x90

2 off @ 3000x150x90

2 off @ 3000x150x90

NOTES -

* BLK = Depth of landscaping material used to dress off the turntable. E.g 50mm block or 25mm resin)

Specification Sheet 2012

Spin-It Specification Sheet - March 2012
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