
PIR insulation fixed to internal

leaf

100mm blockwork

WINDOW HEAD AND LINTEL

Cavity tray with stop ends

Joint filled with polyethylene

foam

and sealant pointing

Window head - overlapping

insulation at least 25mm to

prevent thermal bridge

Ensure lintel is fully bedded on

bricklaying mortar

Ensure masonry overhang does

not exceed 25mm

Lintel to have a nominal

150mm bearing at each end

Lintel drip to project forward of

the frame

Polyurethane foam insulation

Weep holes (min 2 per lintel

at 450mm centres)

Window frame and glazing to

architects specification

DETAIL 'F'

103mm facing brick or block

PIR insulation fixed to internal

leaf

100mm blockwork

WINDOW SILL

Proprietary insulated cavity

closer

 impregnated foam strip

Dpc

Continuous ribbon of plaster

adhesive

Suitable plasterboard

103mm facing brick or block

Bed window on
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Catnic steel lintels

or similar over all

new openings

BRN

1

BRN

55

CG50/100

USE EX. LINTEL

ABOVE

BRN

10

CAVITIES TO

RUN

CONTINUOUS

WITH EX.

BRN

10

CG50/100

Catnic steel lintels

or similar over all

new openings

BRN

1

BRN

55

563 1012

1800

1012563
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BRN

24

BRN
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EXTRACT

FAN, POS'N

TBC

1
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UTILITY

STEEL UB TO HAVE MIN.

END BEARING OF 150mm

SET INTO EX. CAVITY

REMOVE EX. LOAD BEARING

WALL, REPLACE WITH NEW

STEEL UB, STR. ENG. TO

CONFIRM SIZE
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DETAIL 'B'

DETAIL 'A'
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NEW FRENCH

DOOR TO

REPLACE EX.

WINDOW

PCC LINTEL TO

SWP BELOW

685

DOOR

OBLIQUE

CONNECTION

R
W

P

DETAIL 'A'

DETAIL 'A' - PIER

SUPPORT DESIGN

PROVIDE 400 X 300mm

SOLID PIER IN 20Kn

BRICK TIED TO

EXISTING WALLS

NEW BEAM TO

BEAR ON FULL

400mm LENGTH

OF PIER, PROVIDE

V.DPC/CONTINUOUS

CAVITY

NEW PIER DOWN TO

FOUNDATION DEPTH

285

400

PROVIDE 400 X 300mm

SOLID PIER IN 20Kn

BRICK TIED TO

EXISTING WALLS

NEW BEAM TO

BEAR ON FULL

400mm LENGTH

OF PIER, PROVIDE

V.DPC/CONTINUOUS

CAVITY

NEW PIER DOWN TO

FOUNDATION DEPTH

DETAIL 'B' - PIER

SUPPORT DESIGN

DETAIL 'B'

285

400

ROOFLIGHTS

(SECTION)

NOTE:All roof designs must be

checked and calculated by a

structural engineer

Sarking felt to BS747

Pleated apron flashing

Felt collar

Rooflight installed in accordance with manufactures details
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*
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* TO BE AT SAME

HEIGHT AS BOW

WINDOW

1

2

TILES TO MATCH EXISTING IN

TYPE & COLOUR

BRICK TO MATCH EXISTING IN

TYPE & COLOUR

2

BRICK TO

MATCH EXISTING

IN TYPE &

COLOUR

1

2

TILES TO MATCH EXISTING IN

TYPE & COLOUR

BRICK TO MATCH EXISTING IN

TYPE & COLOUR

1

2

TILES TO

MATCH

EXISTING IN

TYPE & COLOUR

BRICK TO MATCH

EXISTING IN

TYPE & COLOUR

9
5
0

1
5

0

2

BRICK TO

MATCH EXISTING

IN TYPE &

COLOUR

1

2

TILES TO MATCH EXISTING IN

TYPE & COLOUR

BRICK TO MATCH EXISTING IN

TYPE & COLOUR

EX.PRESUMED

FOUNDATIONS

GRD. FLOOR FFL.

600

1
0

0
0

G.L

d.p.c MIN. 150

GRD. FLOOR FFL.

NEW FOUNDATION TO BE

TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY

BUILDING CONTROL

BRN

39B

(0000)

BRN

15

BRN

18

DETAIL 'F'

BRN

41

CAVITY TRAYS TO

BE INSTALLED AT

JUNCTION

BRN

42

BRN

41

1800

GRD. FLOOR FFL.

1
5

0

CODE 4 LEAD

FLASHING

RIDGE

(3440)

EAVES

(2245)
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CONTRACTOR TO

ENSURE NEW

FLOOR LEVEL TO

MATCH EX.

BRN

66

DOUBLE SEAL DOUBLE COVER

TO EXISTING I/C COVER.

ACCESS REQUIRED IN NEW FLOOR

ABOVE

SVP

HOUSED

WITHIN

VOID

BRN

45D

ROOF DETAIL

Cross ventilation to be provided by

a proprietary eaves ventilation

strip equivalent to a 25mm

continuous gap at eaves level

with insect grill and 50mm air

gap between felt and insulation

Eaves ventilator tray

to ensure

a 50mm ventilation

gap

Differential movement gap

Cavity barrier / fire stop (50mm

thick wire reinforced rock mineral wool

Roofing tiles to match existing 

Rafters infilled with

100mm Celotex

GA4000

 insulation and 45mm

Celotex TB4000 under

rafters

A continuous 5mm wide opening or the

equivalent area is required to the length

of the ridge

Sarking felt to BS747

and 5mm skim coat of finishing plaster 

12.5mm foil backed plasterboard (joints staggered)

47 x 150mm grade

C24 rafters at max

400mm centres

rafters to be birdmouthed at

high and low level plates

60mm Celotex CW4000 insulation fixed

to inner skin

PARTIAL FILL CAVITY WALL 

103mm facing brick to match existing 

Provide a 50mm clear residual cavity

Stainless steel retaining wall ties type

suitable for cavity width built  in at

750mm ctrs horizontally, 450mm

vertically and 225mm ctrs at reveals

and corners in staggered rows

BRN

5B

100mm standard block K value 0.15 (Celcon

Standard, Thermalite Shield, Toplite Standard)

Internal finish 13mm lightweight plaster or

plasterboard on dabs

Provide horizontal strip polymer (hyload)

damp proof course to both leafs minimum

150mm above external ground level made

continuous with floor DPM

103mm facing brick. Walls to be built

with 1:1:6 cement mortar

Full Fill cavity with 100mm Dritherm32

insulation as manufactures details

100mm dense block K value 1.13

e.g Lafarge Stancrete

Internal finish to be 12.5mm plasterboard

on dabs

Stainless steel retaining wall ties built

in at 750mm ctrs horizontally, 450mm

vertically and 225mm ctrs at reveals

and corners in staggered rows

FULL FILL CAVITY WALL 

Horizontal strip polymer (hyload) damp

proof course to both leafs minimum

150mm above external ground level

75mm Celotex GA4000 insulation

65mm thick concrete sand cement screed

DPC 150mm above ground level lapped to DPM

150mm sand blinded hardcore

100mm thick concrete slab

1200g damp proof membrane

SOLID GROUND FLOOR

A VCL should be laid over and under the insulation

Lightweight block inner skin

Facing brick to match existing

DPC 150mm above ground level

Depth to be 1000mm deep depending on

ground conditions to be agreed with BCO

50mm residual cavity

750mm x 600mm

concrete trench

foundation

Lean mix cavity fill 225mm below DPC

Concrete mix to conform to BS

EN 206-1

and BS 8500-2

BRN
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2No. JOISTS

BOLTED

TOGETHER

TO

PERIMETER

OF

ROOFLIGHT

AS PER STR.

ENG DETAILS

2No. JOISTS

BOLTED

TOGETHER

TO

PERIMETER

OF

ROOFLIGHT

AS PER STR.

ENG DETAILS

2No. JOISTS

BOLTED

TOGETHER

TO

PERIMETER

OF

ROOFLIGHT

AS PER STR.

ENG DETAILS

JOISTS 145X47 C24 @ 400 C/C

TO STR. ENG. DETAILS

Bed pipe on min

100mm granular

material

COVER FOR RIGID DRAINAGE PIPES

Backfill to be free

placed in layers not

deeper than 300mm

and well compacted

Selected fill to be free from stones

larger than 40mm, lumps of clay

over 100mm, timber, frozen

material and vegetable matter. Min

150mm cover

Granular material

to be taken up to

half depth of pipe

150

100
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Catnic steel lintels

or similar over all

new openings
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WINDOW TO BE

OBSCURED
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PROPOSED SINGLE STOREY SIDE EXTENSION

1 OF 1

NOTE:

DRAWING:FRASER O1A TO BE USED IN CONJUNCTION

WITH ASSOCIATED BUILDING REGULATIONS NOTES

FRASER/BRN.

DIRECTIONAL NORTH ARROW SHOWN ON BLOCK &

LOCATION PLANS FRASER/BLP.
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DENOTES ATTACHED BUILDING REGULATION NOTES

DENOTES ITEM No.

EXISTING GROUND FLOOR PLAN

1:100
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FOUNDATION DETAIL
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FLOOR SECTION

PROPOSED
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PROPOSED DETAIL 'F'
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PROPOSED ROOF SECTION
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PROPOSED SECTION A-A
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EXISTING FIRST FLOOR PLAN

1:100
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PROPOSED GROUND FLOOR PLAN
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WALL SECTION THRU' 

PROPOSED
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PROPOSED PIER DETAIL
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PROPOSED ROOF PLAN
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EXISTING ROOF PLAN

PROPOSED SECTION THRU' ROOFLIGHT
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EXISTING SECOND FLOOR PLAN

1:100
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DETAILS AND DIMENSIONS OF ALL LEVELS OF PROPOSED

PLANS TO BE CHECKED ON SITE BY APPOINTED

CONTRACTOR PRIOR TO ANY

COMMENCEMENT/ORDERING OF MATERIALS OF WORK,

ANY QUERIES, VARIATIONS OR DISCREPENCIES

DIRECTED TO CLIENT - DM DESIGNS ACCEPTS NO

RESPONSIBILITY IN ANY PART ON DRAWINGS UNLESS

OTHERWISE AGREED PRIOR.

PROPOSED ROOF JOIST LAYOUT
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DRAINAGE PIPE DETAIL

PROPOSED
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PROPOSED FIRST FLOOR PLAN
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