PROPOSED LANDSCAPING LAYOUT
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HARD LANDSCAPING NOTES:

DRIVEWAY

outline of tree root protection area

To be permeable concrete pavers to entire driveway to all properties, 70, 70A & 70B. To
include permeable sub—base / concrete pavers laid as per manufacturers recommendations.

Concrete pavers to be Driveline 50 Vintage — Brindle Mix — Available from Marshalls

PATIO / PATHWAYS

Concrete paving size 450x450 laid as per manufacturers recommendations.

Paving to be Saxon Paving — Natural — Available from Marshalls

SOFT LANDSCAPING NOTES:

HEDGEROW TO BOUNDARY OF 72 JUBILEE ROAD

Native hedgerow mix to include:

Hawthorn—Crategaeus Monogyna

Blackthorn—Prunus Spinosa
Hazel—Corylus Avellana
Holly—Illex Aquifolium
Laurel—Prunus Splinosa

Density—hedge spacing 0.5m, species to be mixed, double row 4 plants per linear metre
Planting in quality grade topsoil with planting compost mixed in around the root balls. Beds
to be mulched with amenity bark chippings.

Size— 2/3 Lt pots, size 600—900mm

Planting— Autumn to Spring period. To be carried out during the first planting season after
the works have been completed.

Levels— All planting at existing ground levels

All planting areas to be maintained on a monthly basis & necessary pruning works carried
out at the appropriate time. Any plant losses in the first 5 years will be replaced.

HEDGEROW TO BOUNDARY OF 68 JUBILEE ROAD

Hedgerow mix to include:

Bed A — Yew —Taxus Baccata

Bed B — Photinia Redrobin

Density— spacing of plants 0.6m, species to be planted in a straight line. Planting in quality
grade topsoil with planting compost mixed in around the root balls. Beds to be mulched with

amenity bark chippings.

Planting—Autumn to Spring period. To be carried out during the first planting season after

works have been completed

Levels— All planting at existing ground levels

Size— 2/3 Lt pots, size 600—900mm

All planting areas to be maintained on a monthly basis & necessary pruning works carried
out at the appropriate time. Any plant losses in the first 5 years will be replaced.

NOTES:
The design and construction of this project shall be in
accordance with the current Building Regulations & NHBC
Standards. These notes & drawings have been prepared
solely for the purpose of Planning & Building Regulation
approval.

Do not scale from this drawing unless for Planning
purposes. All dimensions to be checked on-site and any
alterations to be approved by the Architect and/or client
prior to any work commencing.

Ordnance Survey Licence No: 100047591

This drawing to be copyright and to be read in conjunction
with all other drawings
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