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2.  THIS DRAWING SHALL BE READ IN CONJUNCTION WITH ALL

RELEVANT ENGINEER'S DRAWINGS ANY DISCREPANCIES FOUND

BETWEEN INFORMATION SHOWN ON THIS OR ANY OTHER

DRAWING SHALL BE REPORTED TO THE ENGINEER

IMMEDIATELY AND PRIOR TO ANY WORKS COMMENCING ON

SITE.

3.    IT IS THE CONTRACTORS RESPONSIBILITY TO ENSURE THAT

ALL SERVICES THAT ARE LIKELY TO BE AFFECTED BY THE

PROPOSED WORKS ARE LOCATED PRIOR TO WORKS

COMMENCING. TRIAL HOLES ARE TO BE DUG IF NECESSARY.

WHERE NECESSARY SERVICE MAINS SHALL BE DIVERTED

STRICTLY IN ACCORDANCE WITH THE REQUIREMENTS OF THE

RELEVANT UNDERTAKER.

4.  ALL ADOPTABLE HIGHWAY WORKS TO BE CARRIED OUT

STRICTLY IN ACCORDANCE WITH HAMPSHIRE COUNTY

COUNCIL'S SPECIFICATION AND REQUIREMENTS.

5.  ALL ADOPTABLE DRAINAGE WORKS TO BE CARRIED OUT

STRICTLY IN ACCORDANCE WITH SEWERS FOR ADOPTION 6TH

EDITION AND SOUTHERN WATERS REQUIREMENTS.

6. ALL ROAD MARKINGS TO BE REMOVED (WHERE NO

RESURFACING WORKS ARE TAKING PLACE) ARE TO BE

HYDRO-BLASTED OR SIMILAR METHOD.

7. QUALITY OF EXISTING SERVICE COVERS WITHIN THE SECTION

278 AREA TO BE REVIEW AND REPLACED AS NECESSARY IN

AGREEMENT BETWEEN THE CONTRACTOR AND THE HIGHWAYS

INSPECTOR.

8. SOAKED CBR'S SHALL BE CARRIED OUT PRIOR TO

WORKS COMMENCING.

9.   FOR DETAILS OF KERBS TO BE REPLACED ON EXISTING BASE

REFER TO HCC DETAIL DRAWING HCC9/M/010a.

10. FOR DETAILS OF KERBS TO BE REPLACED ON NEW BASE

REFER TO HCC DETAIL HCC9/M/005a.

NOTES

1.  REFERENCE TO 'HCC DETAIL' REFERS TO HAMPSHIRE

COUNTY COUNCIL'S STANDARD DETAIL DRAWING SERIES.

EXISTING FOOTWAY SURFACE COURSE PLANED TO A 20MM

DEPTH AND RE-LAID WITH 20MM, AC 6 DENSE SURF 100/150

IN ACCORDANCE WITH HCC DRAWING HCC9/C/125c (TYPE 5

FOOTWAY CONSTRUCTION).

FOOTWAY REINSTATEMENT AS PER TYPE 5 CONSTRUCTION

ILLUSTRATED ON HCC DRAWING HCC9/C/125.

FULL DEPTH  VEHICULAR VERGE CROSSING CONSTRUCTION

IN ACCORDANCE WITH HCC STANDARD DETAIL DRAWING

HCC9/C/125c.

EXISTING CARRIAGEWAY SURFACE COURSE PLANED AND

REPLACED WITH 40 THICK HRA 55/10F SURF 40/60 PSA 55 IN

ACCORDANCE WITH HCC DETAIL DRAWING HCC9/C/125c.

EXTENT OF EXISTING DITCH.

VERGE CONSTRUCTION.

KEY

TK

EXISTING DROPPED KERBS BROKEN OUT AND REPLACED WITH

FULL HEIGHT HB2 KERBS TO THE EXTENT SHOWN REFER TO

HCC DETAIL HCC9/M/010a FOR REPLACEMENT DETAIL.

EXISTING ACCESS HARDSTANDING BROKEN AND REPLACED

WITH 1.8 FOOTWAY WIDTH AROUND BEND, WITH NEW EDGING

AT BACK EDGE.

EXISTING AREA OF PUBLIC HIGHWAY RETAINED AS VERGE.

1.8 METRE WIDE FOOTWAY REFORMED AROUND BACK OF

EXISTING PLANTER. FOOTWAY TO REINSTATED WITH

EDGING AROUND WALL OF PLANTER AS SHOWN ON

DRAWING 2013/1740/406.

EXISTING HIGHWAY BOUNDARY

SECTION 278 WORKS BOUNDARY.

FULL HEIGHT HB2 (125x255x914) KERB. REFER

TO KERB TYPE PC1 ON HCC STANDARD DETAIL

DRAWING HCC9/C/010.

BULLNOSE DROPPED KERB (125X150X914) TO

KERB TYPE PC3 (25 UPSTAND) ON HCC

STANDARD DETAIL DRAWING HCC9/C/010.

PRECAST CONCRETE EDGING TYPE EF (150x50)

LAID FLUSH. REFER TO HCC STNDARD DETAIL

DRAWING HCC9/C/125.

TRANSITION KERBS.

EXTENT OF NEW DITCH CONSTRUCTION. REFER

TO DRAWING 2013/1740/402 FOR DETAILS.
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