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***NOTE***

LIGHT FITTINGS WILL REDUCE THE CLEAR INTERNAL

HEIGHT OF THE BUILDING BY APPROX. 150mm

E-57

E
M

E
R

G
E

N
C

Y

E-24

E-28

E-29

E-58

E-29

E-58

E-72

E-99

E-20E-20

E-20

E-20

E-3

DB

E-3

DB

E-71E-24

E-28

E-72

E-99

3
1
0
0
 
C

.
I
.
H

.

4
4
5
8
 
A

P
P

R
O

X
 
H

E
I
G

H
T

E
M

E
R

G
E

N
C

Y

F

7
5
0

3200 EXTERNAL

FINISH

COLOUR

REF. CODE

INTERNAL

FINISH AND COLOUR
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PARTS LIST

PANELS WALL PANELS LAM. 4

ROOF ROOF PANEL LAM.

QTY.ITEM DESCRIPTION SOURCE COMMENTS
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2     c/w CAPPINGS

DOUBLE DOOR  C/W.... LAM 1

HEAVY DUTY HINGES - ST-STEEL STORES 4

DOOR DRIP - ST-STEEL STORES 1

DOOR TREAD - ST-STEEL STORES 1

DOOR STAY - STANDARD STORES 2

SPRING TOWER BOLT - STANDARD STORES 2

A 2000W x 2000H

SINGLE DOOR  C/W.... LAM 1

HEAVY DUTY HINGES - ST-STEEL STORES 2

DOOR DRIP - ST-STEEL STORES 1

DOOR TREAD - ST-STEEL STORES 1

DOOR STAY - STANDARD STORES 1

B 1000W x 2000H

BRITON PANIC BAR C/W EXT. OVERRIDEC 2STORES

VENT AXIA 400/4-1 EXTRACT FAN

C/W INTERNAL GUARD, GRAVITY LOUVRE

SHUTTERS AND EXTERNAL GRP COWL

ELEC. 2E-111

SPUR UNIT - SWITCHED 4ELEC.E-99

GRP COWL TO SUIT VENT AXIA 400 FAN 2LAME REF: GX12

HMB VENT C/W VERMIN MESHD 600 x 300mmLAM. 9

E-71

THERMOSTAT - SUNVIC TLM2802 20AELEC. 2

F PARTITION (ENCAPSULATED WHITE)

CONTRUCTION: GRP/11mm CORE/50mm

BATTENS/GRP

1LAM FULL WIDTH x

****mm HEIGHT
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S-5 DURBAR PLATE DECKING

DURBAR DECK PLATE

TO BE FLUSH WITH PERIMETER CHANNEL

FAB

1

FULL SIZE

STEEL BASE c/w DURBAR DECK PLATE, TO BE FLUSH WITH PERIMETER CHANNEL.  2

No M10 EARTH BOSSES AT OPPOSITE DIAGONAL CORNERS.  WELDING TO COMPLY

WITH BS EN 287 PART 1 AND BS EN 288 PART 3. GRIT BLASTED TO BS4232, SECOND

QUALITY. PAINTED 1 COAT ZINC PRIMER, 2 COATS EPOXY ENAMEL.

FINAL COLOUR = BLACK

S-1

200 x 75 x 23 PFC
4FAB

S-6

LIFTING EYES, 3,000KG CAPACITY (EACH)

FAB
4

E-42

FLUORESCENT LIGHT, TWIN 1500mm

ELEC. 2 IP65

FLUORESCENT LIGHT, TWIN 1500mm C/W

EMERGENCY POWER PACK

ELEC. 2

E-57

E-24 ELEC. 2 IP56LIGHT SWITCH - 1 GANG, 1 WAY, 10A

E-28 TEST KEY SWITCH ELEC. 2

308 COMBI JUNCTION BOX 2ELEC.E-29 IP66

E-58 BULKHEAD LIGHT, 100W C/W PIR SENSOR ELEC. 2 IP65

CONVECTOR HEATER - 2KW 2ELEC.

C/W INTEGRAL

THERMOSTAT

E-72

E-20 SOCKET - 2 GANG, 13A 240V

WHEN 1 SOCKET IS INSTALLED, RCD PROTECTION WILL

BE PROVIDED AT SOCKET. FOR MORE THAN 1, RCBO

PROTECTION WILL BE PROVIDED AT DISTRIBUTION BOARD

ELEC. 4 IP56

DISTRIBUTION BOARD - 12 WAY

DORMAN SMITH DA12X, 1 PHASE, 240V, 50Hz. C/W AV2125

125A SWITCH DISCONNECTOR AND MCB's AS APPLICABLE

ELEC. SPARE WAYS

BLANKED.
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INTERNAL SAPELE DOOR VENEER 1981mm

X 838mm C/W

ARCHITRAVE

HINGES

3" MORTICE LATCH

1

1

3

1

STORES

STORES

STORES

STORES

S-4 150 x 75 x 18 PFC FAB 9

9
S-3 180 x 75 x 20 PFC FAB

S-7 FAB 10
152 x 152 x 23 UC

S-8 FAB 875 x 50 x 6 UA

ILLUSTRATION OF WALL VIEWS

(NOT REPRESENTATIVE OF REQUIRED DESIGN)
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THE DRAWING AND DESIGN IS THE PROPERTY OF MORGAN MARINE LTD.

AND WITHOUT THE WRITTEN CONSENT OF MORGAN MARINE LTD.MAY NOT

BE COPIED IN WHOLE OR IN PART OR COMMUNICATED TO A THIRD PARTY

OR USED FOR ANY PURPOSE.
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GENERAL TOLERANCE

AutoCAD

2007 LT.

OVERALL +/- 5mm

DRAWING NUMBERDRAWNREF DATESCHEME

DIMENSIONS IN mm

NOT TO SCALE

GA24891A218/03/14M.WILKINSON

80497

24891

LLAN/ENG/JLN/005

PEAKGEN LLARDARCY

PEAK GEN POWER LTD

M.WISSUED FOR APPROVAL18/03/14A

MANUFACTURING INFORMATION

WALLS:

ROOF:

BASE FLANGE:

BUILD TYPE:

LIFTING EYE

CENTRES:

KIOSK WEIGHT: 8000KG APPROX INC. BASE

(2-3) GRP/35mm FOAM/(2-3)GRP

100mm BATTENS @600 Cntrs

(2-3) GRP/ 35mm FOAM/(2-3)GRP

50mmW BATTENS @ 600 Cntrs

WALL PLATE DEPTH : R1,R2,R3=75 : R6=75

READY BUILT

150mm   STANDARD FLANGE

6500mm

OTHER INFO:

m

STEPPED CONCRETE BASE :

RECOMMENDED.

Morgan Marine Ltd Cannot be held

responsible for sealing on a flat plinth.

(Max Deviation Allowable +/- 5mm)

Any failure in the seal, resulting in

subsequent site visits would be chargable.

The step will affect clear internal height , ie

a 50mm step will reduce the clear internal

height quoted by 50mm.

Gaps between the concrete base and

GRP base flange - In Excess of 10mm

Will NOT be sealed by MML.

FIXED DOWN USING 10mm SLEEVE

ANCHOR BOLT

PERIMETER SEALED WITH

SILICONE SEALANT
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