
FOOTWAY CONSTRUCTION 255X125 HB2 
KERB (x2) 

GEOTEXTILE BROUGHT UP TO TOP OF 
HAUNCHED KERB AND CUT OFF FUUSH 
WITH SURFACE OF AQUAFLOW 13L0CKS 

80mm THICK FORMPAVE POROUS PAVING 
LAID IN HERRINGBONE PATTERN. COLOUR TO 
BE CONFIRMED BY ARCHITECT 

50mm THICK 2-6mm CLEAN STONE AGGEGATE UYING COURSE 

INBITEX GEOTEXTILE 

100mm THICK 20-5mm UPPER SUB-BASE STONE 

250mm THICK 63-10mm LOWER SUB-BASE STONE 

SC INTERGRID 

INBITEX GEOTEXTILE 

COURTYARD & ROADWAY POROUS BLOCK PAVING DETAILS 

FOOTWAY CONSTRUCTION 255X125 HB2 
KERB (x2) 

GEOTEXTILE BROUGHT UP TO TOP OF 
HAUNCHED KERB AND CUT OFF FLIUSH 
WITH SURFACE OF AQUAFLOW liLOCKS 

60mm THICK FORMPAVE POROUS PAVING 
LAID IN HERRINGBONE PATTERN. COLOUR TO 
BE CONFIRMED BY ARCHITECT 

50mm THICK 2-6mm CLEAN STONE AGGEGATE LAYING COURSE 

INBITEX GEOTEXTILE 

lOOmm THICK 20-5mm UPPER SUB-BASE STONE 

250mm THICK 63-10mm LOWER SUB-BASE STONE 

SC INTERGRID 

INBITEX GEOTEXTILE 

PRIVATE DRIVEWAY POROUS BLOCK PAVING DETAILS 

FOOTWAY CONSTRUCTION 255X125 HB2 
KERB (x2) 

GEOTEXTILE BROUGHT UP TO TOP OF 
HAUNCHED KERB AND CUT OFF FUUSH 
WITH SURFACE OF AQUAFLOW BLOCKS 

120mm THICK POROUS TARMAC. 

lOOmm THICK 20-5mm UPPER SUB-BASE STONE 

250mm THICK 63-10mm LOWER SUB-BASE STONE 

SC INTERGRID 

INBITEX GEOTEXTILE 

ROADWAY POROUS TARMAC PAVING DETAILS 

FOOTWAY CONSTRUCTION 255X125 HB2 
KERB (x2) 

GEOTEXTILE BROUGHT UP TO TOP OF 
HAUNCHED KERB AND CUT OFF FLIUSH 
WITH SURFACE OF AQUAFLOW BLOCKS 

800 CRS 

80mm THICK FORMPAVE POROUS PAVING 
LAID IN HERRINGBONE PAHERN. COLOUR TO 
BE CONFIRMED BY ARCHITECT 

50mm THICK 2-6mm CLEAN STONE AGGEGATE LAYING COURSE 

INBITEX GEOTEXTILE 

> 3 7 

80mm THICK DENSE BITUMEN MACADAM 

270mm THICK 63-10mm LOWER SUB-BASE STONE 

SC INTERGRID 

INBITEX/SC IMPERMEABLE MEMBRANE 

ADOPTABLE ROADWAY POROUS BLOCK PAVING DETAILS 
(CONSTRUCTION RUNNING SURFACE) 

60mm AQUAFLOW BLOCKS 

50mm THICK 2-6mm CLEAN STONE AGGEGATE LAYING COURSE 

^ INBITEX GEOTEXTILE 

•—150mm SUB-BASE 5-20mm THICK 

INBITEX/SC MEMBRA.NE ON TANKED SYSTEM 

TYPICAL POROUS FOOTPATH CONSTRUCTION BLOCK PAVING DETAILS 

LAY SC MEMBRANE, INTERGRID, 270mm OF SUB BASE AND SC INTERGRID 

[AY 80mm OF DENSE BASE COURSE DENSE BITUMEN MACADAM (DBM) OVER SUB BASE 
(SEE SPECIFICATION) 

AFTER BUILDING WORK IS COMPLETED 
CLEAN DENSE BITUMEN MACADAM (DBM) SURFACE 

CUT 20/50 DIAMETER HOLES AT 800mm CENTRES THROUGH DBM SURFACE INTO SUB BASE 

FILL HOLES WITH 2-6mm CLEAN STONE 

LAY INBITEX, 50mm LAYING COURSE AND AQUAFLOW BLOCKS OR S[ABS 

CONSTRUCTION RUNNING SURFACE NOTES 

NOTE?; 

1. THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE REPRODUCED WITHOUT 
APPROVAL 

2. THIS DRAWING TO BE READ IN CONJUNCTION WITH THE ARCHITECTS DRAWINGS, 
ANY DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF BOTH PARTIES 
IMMEDIATELY, 

3. ANY DIMENSIONS/LEVELS INDICATED 'ref.' REFER TO ASSUMED/EXISTING 
DIMENSIONS WHICH ARE TO BE SITE CHECKED PRIOR TO THE COMMENCEMENT OF 
ANY WORK. 
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