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 SPREAD OF MUD: FHL OPERATE A PROACTIVE APPROACH 
TO THE AVOIDANCE OF THE SPREAD OF SOIL AND MUD 
ARISING TO OUTSIDE THE SITE BOUNDARIES. ALL 
TEMPORARY SURFACES SHALL BE INSTALLED AT THE 
EARLIEST POSSIBLE STAGE OF CONSTRUCTION AND PRIOR 
TO SUPERSTRUCTURE WORKS, ENSURING THAT ALL 
VEHICLES ARE DIRECTED ONLY OVER CLEAN SURFACES. IT 
IS INEVITABLE THAT A DEGREE OF MUD WILL COME INTO 
CONTACT WITH VEHICLES AND A WASHING FACILITY IN THE 
FORM OF A HOSE PIPE WILL BE PROVIDED FOR THESE 
INSTANCES, HOWEVER THE USE OF THIS SHOULD BE 
AVOIDED AS THE SLURRY PRODUCED BY SUCH ACTIONS 
CAN EXACERBATE THE PROBLEM, WITH THIS IN MIND WE 
SHALL BE VIGILANT AND ENSURE THAT NO MUD WILL GO ON 
THE ROAD 

 We have also employed a Labourer on site, and his sole job is 
to manage the above works.   

 


