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Line indicates Limit of
'Site of Importance' for Nature
Conservation
As identified in Havant Borough
Council's Adopted Local Plan

Existing road raised to
achieve ffl of 4.25.
Width incresed to 4800mm

Coastal treatment:
Clean-up existing bank and

foreshore and remove
rubble/rubbish/tarmac.Stabilise
Footpath.  . As per GPM ecology

recomendations
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YACHTHAVEN COASTAL
MEADOW

SITE OF IMPORTANCE FOR
NATURE CONSERVATION

(SINC) TO BE MANAGED AS A
HIGH TIDE FEEDING AND
ROOSTING STATION FOR

WADERS, PLEASE SEE GPM
ECOLOGY REPORT FOR

INFORMATION.
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GRASSLAND
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Coastal treatment:
Clean-up existing bank and

foreshore and remove
rubble/rubbish/tarmac.

Position of original
sluice pond currently
backfilled with spoil.

Pontoons located to
avoid Intertidal
(Zostera) sea grass
Beds.

Typical 10m Boat
(Bavaria 32)

Typical 8m Boat
(Macwester 26)

No-mooring zone to
avoid zostera.

Ditch dug to drain
into scrape. As per
GPM ecology
recomendations.

Ditch dug to drain
into scrape. As per
GPM ecology
recomendations.

Coastal treatment:
Clean-up existing bank and

foreshore and remove
rubble/rubbish/tarmac.Stabilise
Footpath. As per GPM ecology

recomendations

Soften edge to
natural shingle bank.
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asphalt.
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Plot 4

Housing Area
Landscape design
indicative, to be
subject to full

landscape design
by TGD

Landscapes.

Garage
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Garage

Garage

Garage

Office

All existing gates and
entrances into Richards
Boatyard to be retained
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SITE LAYOUT PROPOSED

Q

SITE LAYOUT PROPOSED

A:- 17.03.11  Site Boundary amended    SWR
B:- 21.03.11  Boats added to pontoon    SWR
C:- 28.03.11  Balancing Pond altered    SWR
D:- 06.04.11  Planning Issue    SWR
E:- 09.03.12  Revised to remove formal commercial boatyard    SAB

F:- 04.05.12  8 x lockable stores added as part of office building, landscaping revised to suit. New boat store added    NS

G:- 08.05.12  Office building amended. New boat storage area added    NS
H:- 10.05.12   Boat store hardstanding extended. Coastal treatments amended.    NS
J:- 16.05.12   Parking layout and moorings amended.    NS
K:- 17.05.12   Boat Store relocated    SAB

L:- 23.05.12   Boat Store and surrounding landscape amended. Gate added to hedge.     NS

M:- 31.05.12   Boat Store surrounding landscape amended.    SAB

N:- 18.07.12   Revised drawing submitted to planning.    SAB

O:- 16.08.12   Gates to Private boatyard marked at to be retained  SAB

P:- 18.03.13  Issued for Planning   PT
Q:- 10.06.13  Surveyed Trees added to East Boundary & Issued for Planning  PT


