
SECTION PLAN VIEW 
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40.900 
BOTTLE GULLY 
FULLY ROODABLE BENDS TO S l i T 

FOOL 
Vy/ATER 

SECTION PLAN VIEW 

ISOmm WIDE « 250mm DEEP 
CONCRETE AROUND GULLY 

40.810 GULLY GRATING & FRAME. 
300nm x 325mm STRAIGHT BAR. 
HINGED. GRADE 8 T08.S.497 

40.800 YARD GUUY 
WITH 110mm OUTLET 

150mm MIN GRANULAR 
MATERIAL 

BEND TO SUIT 

4D.810 GRATING 
ANO FRAME 

ISOnwn WIDE x 250mm DEEP 
CONCRETE AROUND GULLY 

BEND TO SUIT 

Bottle Gully & Yard Gully Detail 
Not to Scale 

SECTION 

FLOOR LEVEL 

PLAN VIEW 
4D.960 SHALLOW INSP. CH 

WrtTH 250mm DIA. SHAFT 

4D.581 
B7'A- LONG 
RADIUS BEND 

4D.581 
a m ' LONG 
RADIUS BEND 

TYPICAL 
DRAINAGE LAYOUT 

STANDARD DRAINAGE LAYOUT 
DRAWING SYMBOLS FOR 
DETAIL 1-SVP TO DRAIN 
(INTERNAL SVP) 

Internal SVP's To Drain 
Not to Scale 

NOTES 
UNDER NO CIRCIA4STANCES 
SHOULD ANY EXTRA FITTINGS 
BE USED FOR THIS STANDARD 
DETAIL OTHER THAN THOSE 
SHOWN ON THIS DETAIL ORAWING 

4 0 937 
NSPECTION CHAMBER SHAFT 

PLEASE SEE NOTE BELOW 

40.581 
87%° LONG 
RADIUS BEND 

DEPTHS FOR THE MULTIBASE INSPECTION CHAMBER-

BASE + COVER + IxSHAFT = 450mm 

BASE • COVER * 2xSHAFT = 600mm 

40 910 

Multibase Inspection Chamber 
Not to Scale 

SECTION 

SURFACE 
WATER DRAIN 

PLAN VIEW 

4D.149 
Sre RAINWATER 
ADAPTOR 

40561 4D.193 
87 1/2' SHORT EQUAL 90° 
RADIUS BEND JUNCTION 

SURFACE 
WATER 
DRAIN 

TYPICAL 
DRAINAGE LAYOUT 

STANDARD DRAINAGE LAYOUT 
DRAWING SYMBOLS FOR 
DETAa 5 - RWP TO DRAW 

NOTES 

UNOER NO CIRCUMSTANCES 
SHOULD ANY EXTRA FITITNGS 
BE USED FOR THIS STANDARD 
DETAIL OTHER THAN THOSE 
SHOWN ON THIS DETAIL DRAWING 

RWP to Drain 
Not to Scale 

SECTION 4D.927 INSPECTION 
CHAMBER COVER 

40.925 INSPECTION 
CHAMBER SHAFT 

150mm SIDEFILL 

110mm 
OSMADRAIN 

4D 922 UNIVERSAL 
INSPECTION CHAMBER BASE 

PLAN VIEW 

4D922 
UNIVERSAL 
INSPECTION 
CHAMBER BASE 

40.163 
45° BEND 

UIC Downstream Change of Direction 
~ Not to Scale 

TYPICAL 
DRAINAGE LAYOUT 

STANDARD DRAINAGE LAYOUT 
DRAWING SYMBOLS FOR 
DETAIL 10 - UIC - DOWNSTREAM 
CHANGE OF DIRECTION 

NOTES 

UNOER NO CIRCUMSTANCES 
SHOULD ANY EXTRA FiTTINGS 
BE USED FOR THIS STANDARD 
DETAIL OTHER THAN THOSE 
SHOWN ON THIS DETAIL DRAWING 

SECTION 

TYPICAL SEMI-DETACHED HOUSE 

NOTES: 
1. Soakaways shoukj be sited at least 5m away 

tram the buikling. (Ref BS8301) 
2 The exact size and sl)ape o( the soakaways 

are lo be detennined once all the necessary 
cakxilatrans have been produced as 
described in BRE Digest 365 - Soakaway Design 

3 Maximum inslallalkxi depth 1 .Sm 
4 Loading Capacity 17.5 tonnes/m' vertically 4.0 

lonnes/m" laterally 

GROUND LEVEL 

FOUL 
WATER 

PLAN VIEW 4D.900 
BOTTLE GULLY 
FULLY RODDABLE 

4D581 
87V4° LONG 
FSADIUS BEND 

Aquacell Lite Detail 
Not to Scale 

V 

/ 

BEND TO 
SUIT 

GROUND LEVEL 

TYPICAL 
DRAINAGE LAYOUT 

STANDARD DRAINAGE LAYOUT 
DRAWING SYMBOLS FOR 
DETAIL 2-SVP TO DRAIN 
(INTERNAL SVP) 

NOTE: 
0.3m MINIMUM COVER.BUT 0.5M 
COVER IS 
RECOMMENDED TO PREVENT 
ACCIDENTAL DAMAGE 

PERMEABLE GEOTEXTILE 
100mm COARSE SAND OR 
NON ANGULAR GRANULAR 
MATERIAL BASE AND SURROUND 

Internal SVP and BIG to Drain 
Not to Scale 

UNDER NO QRCUMSTANCES 
SHOULD ANY EXTRA FITTINGS 
BE USED FOR THIS STANDARD 
DETAIL OTHER THAN THOSE 
SHOWN ON THIS OETAILDRAWING 

SECTION 

PLAN VIEW 

FENCE 
LINE 

TYPICAL 
DRAINAGE LAYOUT 

STANDARD DRAINAGE LAYOUT 
DRAWING SYMBOLS FOR 
DETAIL4-BIGT00RAIN 

NOTES 

UNDER NO CIRCUMSTANCES 
SHOULD ANY EXTRA FITTINGS 
BE USED FOR THIS STANDARD 
DETAIL OTHER THAN THOSE 
SHOWN ON THIS DETAIL ORAWING 

BIG to Drain 
Not lo Scale 

SECTION 

FENCE LINE 

UNOER NO CIRCUMSTANCES 
SHOULD ANY EXTRA FnTlNGS 
BE USED FOR THIS STANDARD 
DETAIL OT}«R THAN THOSE 
SHOWN ON THIS DETAIL DRAWING 

USE 90* JUNCTION (4D.193) AS 
PER DETAIL 5 TO CONNECT TO 
DRAINAGE RUN IF APPLICABLE 

18mm COMPRESSIBLE BOARD 

N-.o.o-°..»o.o*:. ;s 

150mm CONCRETE SURROUND 
PLACED IN ONE OPERATION 

Pipe protection -
Concrete Surround 

Not to Scale 

LESS 
THAN 
1200mm 

w o u o o o <->o„ o o„ o o o„ 
ROAD 
CONSTRUCTION 

200mmJ 

SIDEFILL MATERIAL TO BE PLACED 
EVENLY ON BOTH SIDES OF PIPE 
TAKING CARE TO WORK THE 
MATERIAL UNDER THE LOWER 
QUADRANT OF THE PIPE ENSURING 
THE PIPE IS NOT LIFTED. BOTH 
SIDES OF THE TRENCH SHOULD BE 
FILLED SIMULTANEOUSLY TO 
AVOID HORIZONTAL MOVEMENT OF 
THE PIPE 

FORMATION 
LEVEL 

150mm RE-INFORCED 
CONCRETE SLAB TO 
STRIXTTURAL ENGINEERS 
SPECIFICATION 

MECHANICAL COMPACTION 
OF MAIN BACKFILL MATERIAL 
SHOULD NOT BE COMMENCED 
UNTIL THERE IS A TOTAL 
DEPTH OF COVER OF 300mm 
ABOVE THE CROWN OF THE 
PIPE 

INITIAL BACKFILL 

GRANULAR MATERIAL TO S.H W 
CLAUSE 503.3(1) 

LOWER BEDDING 
MINIMUM 100mm 

TRENCH WIDTH = PIPE DIA. * 300mm 

Pipe Protection - Concrete Slab 
Not to Scale 

BRrcKWORK TO BE 
CORBELLED TO SUIT 

COVER & FRAME 

GULLY GRATING AND 
FRAME TO B.S. 497 

CLASS B ENGINEERING 
BRICKWORK 

C20 CONCRETE SURROUND 
150mm THICK. 

6TW 650 ROAD GULLY 

Twinwall Road GuHy Detail 
Not to Scale 

SUBSOIL 
FLEXIBLE 
DRAINAGE 
TO BS 4962 

Subsoil Drainage Behind Retaining Wall 
Not to Scale 

(wgvTn) 
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STANDARD DETi 

HAVANT EtOROUGH 
COUNCIL 
10 m 
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