
NOTES 

DRAINAGE 
RAINWATER DOWNPIPES IN 
POSITION SHOWN NEW SW RUN 
PARALLELL TO EXTENSION CHANGE 
OF DIRECTION INSPECTION 
CHAMBERS AT CORNERS, 
CONNECTING INTO EXISTING SW 
DRAINAGE WITH INSPECTION 
CHAMBER 

FOUL WATER, EXISTING FWM TO 
HAVE DOUBLE SEALED SCREWED 
DOWN COVER, AND ACCESS 
PANNEL IN FLOOR CONSTRUCTION 
WHERE LOCATED WITHIN NEW 
SINGLE STORY EXTENSION. 
KITCHEN TO CONTINUE USING 
CURRENT CONNECTION TO MAINS 

ALL NEW DRAINAGE TO BE 
INSTALLED IN ACCORDANCE WITH 
GUIDANCE GIVEN IN APPROVED 
DOCUMENT H 2002 EDITION 

KITCHEN: EXTRACT THROUGH 
EXTERNAL WALL TO PROVIDE AIR 
FLOW RATE OF 60L/S 

IG LINTLES TO BE IG Li/S 100 AT  
LENGTH OF OPENING +300MM 
ROUNDED UP TO THE NEAREST 
150MM, AS SHOWN 
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