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1.2

INTRODUCTION
This Technical Note has been prepared by Paul Basham Associates on behalf of BRiCS Development
to support a Reserved Matters Application to Havant Borough Council in relation to Land West of

Hulbert Road, Havant.

This report aims to apply for the discharge of conditions the following conditions from the

approved outline planning application (Ref: APP/20/00441):

14 - No development shall commence until a detailed surface water drainage scheme for the site,
based on the principles within the Flood Risk Assessment ref: WYG Flood Risk & Drainage
Assessment (FRDA) (ref. A096474, dated April 2020), has been submitted to and approved in

writing by the Local Planning Authority.

15 - No development hereby permitted shall commence until plans and particulars specifying the
layout, depth and capacity of all foul and surface water drains and sewers proposed to serve the
same, and details of any other proposed ancillary drainage works/plant (e.g. pumping stations)

have been submitted to and approved in writing by the Local Planning Authority.

30 - Details for the long-term maintenance arrangements for the surface water drainage system
shall be submitted to and approved in writing by the Local Planning Authority prior to the first

occupation of any of the dwellings.
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1.3 The site is located on land to the West of Hulbert Road ~305m north of the B2150/Purbrook

Way/Hulbert Road roundabout. The site location boundary can be seen in Figure 1 below:

Figure 1: Site Location Boundary

2. SITE GEOLOGY

2.1 Site investigation was completed by TetraTech in June 2023 (ref: 874-A096474) and identified that
the underlying geology of the site consists of Made Ground, Weathered London Clay Formation
and London Clay Formation. Infiltration testing was completed in 3no. locations, and all locations
did not reach the required 25% effective depth over a 72hr period to calculate a soil infiltration
rate (as per BRE 365). Therefore, confirming that infiltration is not a viable method of surface water

discharge. An extract of this report can be found in Appendix A.
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SURFACE WATER DRAINAGE STRATEGY (CONDITION 14 & 15)

The surface water runoff generated by the site currently flows overland into a ditch system located
at the North, East and Southern boundaries of the site. The site is currently greenfield and so there

is no existing surface water sewer within the site boundary.

The site is proposed to be split into two catchments, both of which outfall into the existing
watercourse network. In accordance with the approved outline Flood Risk Assessment and Drainage
Strategy produced by WYG (ref: A096474), surface water runoff will be conveyed to attenuation
basin systems via a gravity-led sewer network. The northern network consists of an enhanced swale,
and the southern network consists of an attenuation basin and crates. These systems will then be
discharged, at a rate equal to the existing greenfield runoff, into the existing watercourse system.

The proposed drainage layout can be found in Appendix B.

3.

Existing Drainage
3.1

Proposed Drainage
3.2
3.3

The two catchments are shown indicatively in orange and pink in Figure 2 below. The orange

catchment measures at 0.21Ha, and the pink catchment measures at 2.76Ha.

Figure 2: Drainage Catchments
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3.4 A typical section showing the attenuation basin with underlying crates can be seen in Figure 3, and
typical sections showing an attenuation crates system and an enhanced swale, extracted from the

CIRIA SuDS Manual, can be seen in Figure 4 and Figure 5 respectively.

END OF POND LINER TO BE SECURED
USING A 500mm WIDE x 500mm DEEP
ANCHOR TRENCH FILLED WITH SMALL
STONE LINER TO COME UP TO TOP
WATER LEVEL. TRENCH TO BE SET 500mm
BACK FROM TOP OF SLOPE, MIN 300mm
BURIED DEPTH.

IMPERMEABLE POND LINER ABOVE PERMANENT WATER LEVEL (SHOWN
ORANGE) w/ PROTECTIVE GEOTEXTILE FLEECE LAYERS TOP & BOTTOM,
POND LINER TO BEBUTEK LANDFLEX EP RUBBER MEMBRANE 0.75mm THICK
PROTECTIVE FLEECE TO BE LANDFLEX G3000 GEOTEXTILE.

BUTEK LINER TO BE INSTALLED
IN ACCORDANCE WITH
MANUFACTURERS DETAILS 1:4 MAXIMUM
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Figure 3: Typical Section through Attenuation Basin

Granular backfill material Top hat seals to all Geomembrane Backfill over top of tank to
(eg Class 6N in accordance pipes/vents (and protective suit design assumptions
with Specification for Highway fieece if required) and traffic loads
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Figure 21.4 Schematic of 3D system in storage and attenuation mode
Figure 4: Typical Section through Attenuation Crates

50-100mm drop — Optional filter strip Pea gravel layer Filter 1:4 or 1.3 side Turfor Impermeable
at edge of for pretreatment  with perforated pipe  medium slope grassed  grass layer soil
hard surfspe under drain to outfall to resist erosion

Figure 17.2  Typical dry swale

Figure 5: Typical enhanced (dry) swale section
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Greenfield Runoff Rates
3.5 Greenfield runoff rates for the site have been estimated using the HR Wallingford online calculator.

The Quar for the site is estimated to be 5.3 I/s/Ha. See Appendix C for the full calculations.

3.6 All runoff (up to and including the 1-in-100-year rainfall event (+45% Climate Change)) shall be
restricted to the proposed impermeable area’s Quar (5.31/s/Ha), per section 3.3.1 of The CIRIA SuDS
manual, discharging all run-off at Quar is considered the more conservative approach when
compared to the long-term storage approach (where discharge up to the 1-100-year volume is

discharged at the 1-in-100-year greenfield rate).

3.7 The outfall for the southern catchment is restricted, via a HydroBrake, to 14.6l/s (2.73Ha x 5.3/s).
The greenfield rate for the northern catchment is 1.131/s (0.21Ha x 5.31l/s), however 2I/s has been

used to avoid blockages in accordance with the CIRIA SuDS Manual section 3.3.1.

Peak Rainfall Intensity Allowance
3.8 The “Flood Risk Assessments: Climate Change Allowances Guidance” 2016 (updated in 2022)
published by the EA indicates that climate change is currently expected to result in increased peak

rainfall and rising sea levels.

3.9 Table 1 and Table 2 show anticipated changes in peak rainfall intensity in small and urban

catchments within England for the 1%AEP and the 3.3% AEP, respectively.

3.10  The peak rainfall intensity allowance for the 1% AEP event is 45%

Epoch Central Allowance Upper End Allowance
20% 40%
25% 45%

Table 1: Peak Rainfall Intensity allowance in small and urban catchments. 1%AEP Events*

3.11 The peak rainfall intensity allowance for the 3.3% AEP is 40%

Epoch Central Allowance Upper End Allowance
20% 35%
25% 40%

Table 2: Peak Rainfall Intensity allowance in small and urban catchments. 3.3%AEP Events*
*Source: https://environment.data.gov.uk/hydrology/climate-change-allowances/rainfall
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Hydraulic Calculations

3.12 InfoDrainage calculations were completed for the 1:1-yr, 1:30-yr+40% Climate Change Allowance
and the 1:100-yr+45% Climate Change Allowance return periods. A 10% allowance for urban creep
was added to the residential dwelling catchments. No flooding occurs in either system for any

rainfall event. See Appendix D for the Hydraulic Calculations.
Water Quality

3.13 Figure 6 & Figure 7 are extracted from the SuDS Manual and demonstrate the pollution risks

associated with various discharge situations.

TABLE Pollution hazard indices for different land use classifications
26.2

Residential roofs Very low 0.2 0.2 0.05
0.2 (upto 0.8
. . where there
Other roofs (typically commercial/ ) i
) . Low 0.3 is potential for 0.05
industrial roofs)
metals to leach
from the roof)

Individual property driveways,
residential car parks, low traffic roads
(eqg cul de sacs, homezones and
general access roads) and non- Low 05 04 04
residential car parking with infrequent
change (eg schools, offices) ie < 300
traffic movements/day

Commercial yard and delivery areas,
non-residential car parking with
frequent change (eg hospitals, retail), all Medium 07 0.6 07
roads except low traffic roads and trunk
roads/motorways’

Sites with heavy pollution (eg haulage
yards, lorry parks, highly frequented
lorry approaches to industrial estates,
waste sites), sites where chemicals and
fuels (other than domestic fuel cil) are
to be delivered, handled, stored, used
or manufactured; industrial sites; trunk
roads and motorways'

High 0.82 0.82 0.9

Figure 6: Table 26.2 of the SuDS Manual
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TABLE Indicative SuDS mitigation indices for discharges to surface waters
26.3

Mitigation indices'

Type of SUDS component TSS Metals Hydrocarbons
Filter strip 04 0.4 05
Filter drain 0.42 0.4 04
Swale 0.5 0.6 0.6
Bioretention system 038 038 08
Permeable pavement 07 0.6 o7
Detentioh basin 0.5 0.5 0.6
Pond* 07 0.7 05
Wetland 0.82 08 08
Proprietary treatment These must demonsirate that they can address ea.ch of the con?aminant types to
S acc_eptable Ievels: for frequent eve?ts up to approximately the 1l|n 1 ygar return

period event, for inflow concentrations relevant to the contributing drainage area.

Figure 7: Table 26.3 of the SuDS Manual

3.14 The UKSuDS Water Quality toolkits (based on the Simple Index Assessment method) has been
used to assess water quality improvement for the site. Table 3 and Table 4 below summarises the

results of the toolkit for the southern and northern catchment respectively.

Land Use SuDS Component Water Treatment
Low Traffic Roads Detention Basin
Pollution Indices Mitigation Indices .
Sufficient
TSS Metals | Hydrocarbons TSS Metals | Hydrocarbons
0.5 0.4 0.4 0.5 0.5 0.6

Table 3: Water Quality Summary for Southern Catchment

Land Use SuDS Component Water Treatment
Low Traffic Roads Downstream Defender + Filter
Drain
Pollution Indices Mitigation Indices Sufficient
TSS Metals | Hydrocarbons TSS Metals | Hydrocarbons
0.5 0.4 0.4 0.7 0.6 >0.95

Table 4: Water Quality Summary for Northern Catchment
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4. FOUL WATER DRAINAGE STRATEGY (CONDTION 15)

Existing Drainage

4.1 There is an existing Southern Water foul rising main located within Hulbert Road that connects into

a gravity sewer north of the site. See Appendix C for a copy of the Southern Water Sewer Mapping
Proposed Drainage

4.2 The foul water drainage strategy comprises a gravity-led sewer system that will discharge into an
existing Southern Water sewer located within Hulbert Road. It is proposed that a new manhole is
constructed on the pipe between manholes 5301 and 5302. The foul drainage layout can be seen

within Appendix B.
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5. SUDS MANAGEMENT AND MAINTENANCE STRATEGY (CONDITION 30)

5.1 It is anticipated that the estate management company will maintain the attenuation basins and

crates, and the sewer system will be adopted by Southern Water through the S104 process. The

final agreed management and maintenance responsibilities will be subject to S104 approval.

5.2 The proposed maintenance regime for the attenuation basin, crates and enhanced swale can be

seenin Table 5, Table 6 and Table 7 respectively.

Maintenance
Schedule
Regular Maintenance

Occasional
Maintenance

Remedial actions

Monitoring

Project Name, Location
Drainage Technical Note

Required Action

Remove litter, debris and trash

Cut Grass —for landscaped areas and
access routes.

Cut grass — meadow grass in an around
basin.

Manage other vegetation and remove
nuisance plants.

Reseed area of poor vegetation
growth.

Prune and trim trees and remove
cuttings.

Remove sediment from pre-treatment
system when 50% full.

Repair erosion or other damage by
reseeding or re-turfing.

Rehabilitate infiltration surface using
scarifying and spinking techniques if
performance deteriorates.

Repair or rehabilitate inlets, outlets
and overflows

Relevel uneven surfaces and reinstate
design levels

Inspect inlets, outlets and overflows for
blockages; clear if required

Inspect banksides, structures, pipework
etc, for evidence of physical damage
Inspect silt accumulation rates for
inlets and pre-treatment systems and
establish appropriate silt removal
frequencies.

Inspect infiltration surfaces for
compaction and ponding

Typical Frequency

Monthly

Monthly (during growing season

Half yearly: spring (before nesting season) and

Autumn

Monthly at start, then as required

Annually, or as required
As required
As required
As required

As required

As required.
As required.
Monthly
Monthly

Half yearly

Monthly

Table 5: Proposed Maintenance Regime for Attenuation Basins
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Maintenance Required Action

Schedule
Inspect and identify any areas that are not operating
correctly. If required, take remedial action.
Remove debris from the catchment surface (where it
may cause risks to performance).
Regular For systems where rainfall infiltrates into the tank

Maintenance from above, check surface of filter for blockage by
sediment, algae or other matter; remove and replace
surface infiltration medium as necessary.
Remove sediment from pre-treatment structures
and/or internal forebays.

Repair / rehabilitate inlets, outlet, overflows and
vents.

Inspect / check all inlets, outlets, vents and overflows
to ensure they are in good condition and operating as
designed.

Survey inside of tank for sediment build-up and
remove if necessary

Remedial Actions

Monitoring

paulbasham
associates

Typical Frequency
Monthly for 3 months, then annually
Monthly

Annually

Annually, or as required
As required

Annually

Every 5 years or as required

Table 6: Proposed Maintenance Regime for Crates

Maintenance Required Action Typical Frequency
Schedule

Remove litter (including leaf litter)

Inspect trench and swale surface, outlet pipework and
control systems for blockages, clogging, standing water,
and structural damage.

Cut grass — to retain grass height within specified design
range

Manage other vegetation and remove nuisance plants
Inspect infiltration surfaces for ponding, compaction,
silt accumulation, record areas where water is ponding
for >48 hours

Inspect pre-treatment systems, facility surface and
inlets for silt accumulation, and establish appropriate
silt removal frequencies.

Remove sediment from pre-treatment devices

Remove or control tree roots where they are
encroaching the sides of the infiltration trench, using
recommended methods (eg NJUG, 2007 or BS
3998:2010)

Reseed areas of poor vegetation growth, alter plant
types to better suit conditions, if required

Repair erosion or other damage by re-turfing or
reseeding

Relevel uneven surfaces and reinstate design levels
Scarify and spike topsoil layer to improve infiltration
performance, break up silt deposits and prevent
compaction of the soil surface

Remove and dispose of oils or petrol residues using safe
standard practices

Regular
Maintenance

Occasional
Maintenance

Remedial
Actions

Monthly (or as required)
Monthly

Monthly (during growing seasons) or as
required

Monthly at start, then as required
Monthly or as required

Six monthly

Six monthly (or as required)
As required

As required or if bare soil is exposed over
10% or more of the swale treatment area.
As required

As required
As required

As required

Table 7 : Proposed Maintenance Regime for Enhanced Swales
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Ground investigation indicated infiltration is unfeasible based on BRE 365 testing (see section 2.1),

CONCLUSION AND SUMMARIES

therefore surface water outfalls into the existing watercourse network has been proposed, in
accordance with the approved outline Flood Risk Assessment and Drainage Strategy produced by
WYG (ref: A0O96474), (See section 3.2). The site is divided into two drainage catchments discharging
to existing watercourses at rates restricted to greenfield runoff (5.3 I/s/Ha) using HydroBrakes. (See
section 3.5). Surface water runoff will be attenuated using a basin and crates system for the

southern catchment, and an enhanced swale for the northern catchment. [Conditions 14 & 15]

Hydraulic modelling was completed using InfoDrainage. No flooding occurred in either system
confirms for all storm events up to and including the 1:100+45%CC return period. (See section 6.2).

[Conditions 14& 15]

The proposed foul water drainage includes for a gravity sewer network that connects to and
existing Southern Water sewer within Hulbert Road. A New manhole connection proposed

between existing manholes 5301 and 5302. (See section 4.2). [Condition 15]

Water quality treatment was assessed in based on the Simple Index Assessment method. Both

systems were deemed to have sufficient treatment. (See section 3.14). [Conditions 14 & 15]

It is anticipated that the estate management company will maintain the attenuation basins and
crates, and the sewer system will be adopted by Southern Water through the S104 process. (See

section 5). [Condition 30]

The information provided within this technical note is deemed suitable to allow for discharge of

conditions 14, 15 and 30.
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Hulbert Road — Ground Investigation Report 784-A096474

4.0 GROUND CONDITIONS ENCOUNTERED

4.1 STRATA ENCOUNTERED

The sequence of strata encountered beneath the site was;
e Topsoil
e Made Ground
e Weathered London Clay Formation
¢ London Clay Formation

A summary of each stratum depth is provided in the table below, with descriptions of each stratum detailed in
the subsequent sections. Exploratory hole logs including photographic plates can also be seen in Appendix C.

Table 4-1 — Summary of Ground Conditions Encountered

Location Top and Base Depth of strata (m bgl)
Ground material Clay Formation Formation

BHO1 GL-0.30 0.30-5.90 5.90-13.00*
BHO2 GL-0.30 ne ne 0.30-5.90 5.90-13.00*
BHO3 ne GL-0.30 0.30-0.90 0.90-6.50 6.50-12.50*
BHO4 GL-0.30 ne ne 0.30-5.00 5.00-8.20*
WS01 GL-0.25 ne ne 0.25-5.00* ne
WS02 GL-0.30 ne ne 0.30-5.00* ne
WS03 GL-0.25 ne ne 0.25-5.00* ne
WS04 GL-0.30 ne ne 0.30-5.00* ne
WSO05 ne GL-0.40 ne 0.40-5.00* ne
WSO08 GL-0.25 ne ne 0.25-4.75* 4.75-5.00*
WS09 ne GL-0.30 0.30-1.00 1.00-5.00* ne
WS10 GL-0.30 ne ne 0.30-4.50 ne
WS11 ne GL-0.30 0.30-1.00 1.00-5.00* ne
WS12 GL-0.25 ne ne 0.25-5.00 ne
TPSAO01 GL-0.30 ne ne 0.30-1.10*% ne
TPSA02 GL-0.30 ne ne 0.30-2.10* ne
TPSAO3 GL-0.30 ne ne 0.30-2.50* ne
TPO4 GL-0.30 ne ne 0.30-3.00* ne
TPO5 GL-0.30 ne ne 0.30-3.00* ne
TPO6 GL-0.30 ne ne 0.30-3.00* ne
TPO7 ne GL-0.30 0.30-0.60 0.60-2.50* ne
TPO8 ne GL-0.30 0.30-0.70 0.70-2.50* ne
TPO9 ne GL-0.30 0.30-1.00 1.00-2.50* ne
TP10 ne GL-0.30 0.30-0.90 0.90-2.50* ne
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Location

Top and Base Depth of strata (m bgl)

Topsoil Made Reworked Natural | Weathered London London Clay
Ground material Clay Formation Formation
ne ne ne ne

TP11 GL-0.50*
TP12 ne GL-0.50* ne ne ne
4.1.1 Topsoil

Topsoil was encountered in a total of 17no. locations across the site (excluding the raised platform in the
southwest) to a maximum depth of 0.30m bgl. It is generally described as soft brown slightly sandy to sandy
silt with varying content of roots, where sand is fine to medium. Occasional gravel of chalk and chert was
noted in a small number of locations.

4.1.2 Made Ground

Made Ground was noted in a total of 10no. locations on site. Of these, 7no. were located in the southwest of
the site in the area of the raised platform with Made Ground noted to a maximum depth of 0.30m bgl and
comprised of a layer of grey sandy angular gravel of limestone and chert with occasional brick overlying a
triple membrane of a plastic mesh over a geotextile over a plastic membrane.

The three remaining locations where Made Ground was noted were TP11, TP12 and WSO05. TP11 and TP12
were excavated in the bund of the raised platform and described as slightly gravelly very sandy silt, where
sand is fine to medium and gravel is fine to coarse subangular to subrounded of chert, chalk and rare brick.

WSO05 was excavated adjacent to the platform bund as was described as dark brown and grey mottled slightly
sandy slightly gravelly silty clay, where sand is fine to medium and gravel is fine to medium subangular to
subrounded of siltstone.

4.1.3 Reworked Natural

In the area of the raised platform, in the southwest of the site, a layer of soft orangish brown sandy silty clay
was noted to underly the Made Ground as described above in all 7no. locations in this area. It was noted to
maximum depth of 1.00m bgl in WS09 and WS11. It is assumed that this material has been reworked as part
of the cut and fill exercise during the construction of the platform.

4.1.4 Weathered London Clay Formation

Weathered London Clay Formation was noted in 24no. locations across the site from a minimum depth of 0.30m
bgl to a maximum depth of 6.50m bgl at BHO2. Across the site it is generally noted to comprise two layers,
namely soft to firm orangish brown/ brown sandy silty clay overlying firm brown/ brown and grey friable clayey
silt/ silty clay.

In the east of the site (WS02, WS08, BHO04) deposits of orangish brown/yellowish brown clayey/silty sand were
noted to a maximum depth of 5.00m bgl.

4.1.5 London Clay Formation

London Clay was encountered in 5no. locations (BHO1 to BH04 and WS08) from a minimum depth of 4.75m
bgl (WS08) to a maximum termination depth of 13.00m bgl. It is generally described as brownish grey to dark
grey very silty sand/ very sandy silt, where sand is fine or fine to medium.
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4.2 GROUNDWATER

Groundwater strikes were noted in a number of locations during the ground investigation as indicated in the
table below.

Table 4-2 — Summary of Groundwater strikes during drilling

Location Depth of groundwater strike (m bgl) | Depth of groundwater strike after 20 minutes (m bgl)
BHO1 6.90 5.10
BHO2 6.80 4.40
BHO3 8.20 6.80
BHO4 4.30 4.30
WS02 4.50 3.30
WS04 4.50 3.90
WS08 3.40 1.80
WS10 4.50 4.30

As well as the strikes above, it should be noted that perched water was noted in all locations within the raised
platform within the Made Ground material between ground level and 0.30m bgl. It is assumed that this perched
water is derived from rainwater infiltration and is restricted from vertical infiltration by the presence of the triple
membrane at 0.30m bgl across this area and instead the water migrates to the drainage ditches along the north,
south and east of the site.

4.3 IN SITU TESTING

4.3.1 Soil Infiltration Testing

Soil infiltration tests were carried out at 3no. locations, as shown in Figure 3. The tests were undertaken within
the weathered London Clay Formation as per the table below.

Table 4-3 — Summary of Soil Infiltration Test Locations

Location Depth of test section (m bgl) Strata

TPSAO1 0.66-1.20 Weathered London Clay
TPSA02 1.60-2.10 Weathered London Clay
TPSAO03 1.90-2.50 Weathered London Clay

The testing at TPSAO1 was undertaken over a 72 hr period, with regular manual measurements taken
throughout testing. The results show that the water level rose from 0.66m bgl at the start of the test to 0.36m
bgl by the end of the 72hr test period. As such, the test did not reach the required 25% effective depth to
calculate a soil infiltration rate (as per BRE 365).
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The testing at TPSA02 and TPSAO03 was intended to be undertaken over a 72hr period. However, significant
collapse of the side walls was noted in both locations within the first 24hrs raising the water level in the pit.
Whilst the base of the pit was measured following the side wall collapse the dimension of the pit was no longer
known and as such the test was terminated after 24hrs.

During the first 24hrs the water level was noted to rise from:
e 1.60m bglto 1.18m bgl in TPSAQ2.
e 1.95m bglto 1.10m bgl in

As such, the tests did not reach the required 25% effective depth to calculate a soil infiltration rate (as per BRE
365).

The results of these tests can be found in Appendix D
4.3.2 Dynamic Cone Penetrometer — TRL Probes

DCP probing, via TRL method, to provide California Bearing Ratio values for pavement design was undertaken
in eleven exploratory positions (CBR0O1-CBR11) up to 1.0m bgl across the site or until refusal. Where shallow
refusal was encountered, the test was relocated nearby.

Results are presented in Appendix E
4.4 VISUAL OR OLFACTORY EVIDENCE OF CONTAMINATION

Significant visual or olfactory evidence of contamination was not noted during the ground investigation.
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APPENDIX D = SOIL INFILTRATION TEST RESULTS
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DATE: 27/04/2023
Tetra TeCh PROJECT No: 784-A096474
Longcross Court, Cardiff, CF24 0AD T PROJECT NAME: Hulbert Road
Tel: 029 2082 9200 TETRA TECH CLIENT: Trustees of the GHM Jackson
) 1972 Settlement
Environmental Consultancy TRIAL PIT ID: TPSA01
Ground Engineering Services TEST NUMBER: 1
SOAKAWAY TEST - SOIL INFILTRATION RATE/PERMEABILITY CALCULATION
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Distance to PIT LENGTH (m): 2.00 Pit construction
Time Elapsed | Time I?Iapsed water surface PIT WIDTH (m): 0.60
(s) (mins) from ground
level (m) PIT DEPTH (m): 1.20
0.00 0.660 INPUT PARAMETERS:
3600 60.00 0.645 Total volume of pit (m’) 0.65
10800 180.00 0.646 Pit volume between 75% and 25% depths = L x W x 2D (m3) 0.32
21600 360.00 0.604 Effective depth of Pit|  (m) 0.54
32400 540.00 0.580 Proportion of pit volume occupied by gravel solids| (0-1) 0.00
43200 720.00 0.564 Maximum potential volume of Water| (m®) 0.65
54000 900.00 0.553 Level of water in pit at 75% effective depth (p7s)|  (m) 0.14
64800 1080.00 0.500 Level of water in pit at 25% effective depth (p,s) (m) 0.41
86400 1440.00 0.468
108000 1800.00 0.407 Effective volume between 75% & 25% depth Vprs2s = V x Pg (m’) 0.32
129600 2160.00 0.404 Surface area of pit up to 50% effective depth (Apso) (m?) 2.60
151200 2520.00 0.396
172800 2880.00 0.381 Time at 75% effective depth (p;s) (s)
194400 3240.00 0.401 Time at 25% effective depth (ps)|  (s)
216000 3600.00 0.397 Time for outflow for 75% and 25% effective depth (Tp75-25) (s) #N/A
237600 3960.00 0.373 OUTPUT:
259200 4320.00 0.366 Vp7s- 25
SOIL INFILTRATION RATE (f) (m/s) #N/A
Apso X Tp5- 25
WATER INPUT:| 600 | 17 mins |
GEOLOGY OF TEST SECTION:
Compiled by: KW
Checked by: SR
After BRE Digest 365, Soakaway Design, 2016 Page 1 of 1




DATE: 27/04/2023
Tetra TeCh PROJECT No: 784-A096474
Longcross Court, Cardiff, CF24 0AD T PROJECT NAME: Hulbert Road
Tel: 029 2082 9200 TETRA TECH CLIENT: Trustees of the GHM Jackson
) 1972 Settlement
Environmental Consultancy TRIAL PIT ID: TPSAQ2
Ground Engineering Services TEST NUMBER: 1
SOAKAWAY TEST - SOIL INFILTRATION RATE/PERMEABILITY CALCULATION
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Assumed side wall collapse
. 050 /
= /
= 7
g /
o /
8 ‘ O O > >
(2] v v v V
2 H——
°
/
S 150 /
S ROO—0——o—
®
O i I L e o s e e e e e e T ===
<
ERPI R EEEE BRI TN e K I ===
[
la}
2.50
0 10000 20000 30000 40000 50000 60000 70000 80000 90000 100000
Time from filling to maximum effective depth (seconds)
Distance to PIT LENGTH (m): 3.00 Pit construction
Time Elapsed | Time I?Iapsed water surface PIT WIDTH (m): 0.65
(s) (mins) from ground
level (m) PIT DEPTH (m): 2.10
0.00 1.600 INPUT PARAMETERS:
900 15.00 1.594 Total volume of pit (m’) 0.98
1800 30.00 1.581 Pit volume between 75% and 25% depths = L x W x 2D (m3) 0.49
3600 60.00 1.578 Effective depth of Pit|  (m) 0.50
7200 120.00 1.573 Proportion of pit volume occupied by gravel solids| (0-1) 0.00
10800 180.00 1.602 Maximum potential volume of Water|  (m’) 0.98
14400 240.00 1.606 Level of water in pit at 75% effective depth (p5) (m) 0.13
18000 300.00 1.603 Level of water in pit at 25% effective depth (pys)|  (m) 0.38
21600 360.00 1.308
25200 420.00 1.299 Effective volume between 75% & 25% depth Vpzs-2s = V x Pg (m’) 0.49
28800 480.00 1.294 Surface area of pit up to 50% effective depth (Apso) (m?) 3.78
32400 540.00 1.267
36000 600.00 1.266 Time at 75% effective depth (p;s) (s)
39600 660.00 1.255 Time at 25% effective depth (p,s) (s)
43200 720.00 1.259 Time for outflow for 75% and 25% effective depth (Tp75-25) (s) #N/A
50400 840.00 1.258 OUTPUT:
27600 960.00 1.223 SOIL INFILTRATION RATE (f) Vors - 25 (m/s) #N/A
64800 1080.00 1.184 Apso X Tpz5- 25
72000 1200.00 1.191
79200 1320.00 1.192 WATER INPUT:| 500L | 3mins |
86400 1440.00 1.184 GEOLOGY OF TEST SECTION:
Compiled by: KW
Checked by: SR
After BRE Digest 365, Soakaway Design, 2016 Page 1 of 1




DATE: 27/04/2023
Tetra TeCh PROJECT No: 784-A096474
Longcross Court, Cardiff, CF24 0AD 1‘: PROJECT NAME: Hulbert Road
Tel: 029 2082 9200 TETRA TECH CLIENT: Trustees of the GHM Jackson
) 1972 Settlement
Environmental Consultancy TRIAL PIT ID: TPSAO03
Ground Engineering Services TEST NUMBER: 1
SOAKAWAY TEST - SOIL INFILTRATION RATE/PERMEABILITY CALCULATION
0.00
Assumed side wall collapse
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0 10000 20000 30000 40000 50000 60000 70000 80000 90000 100000
Time from filling to maximum effective depth (seconds)
Distance to PIT LENGTH (m): 3.10 Pit construction
Time Elapsed | Time I?Iapsed water surface PIT WIDTH (m): 0.60
(s) (mins) from ground
level (m) PIT DEPTH (m): 2.50
0.00 1.950 INPUT PARAMETERS:
900 15.00 1.945 Total volume of pit (m’) 1.02
1800 30.00 1.943 Pit volume between 75% and 25% depths = L x W x 2D (m3) 0.51
3600 60.00 1.928 Effective depth of Pit|  (m) 0.55
7200 120.00 1.920 Proportion of pit volume occupied by gravel solids| (0-1) 0.00
10800 180.00 1.709 Maximum potential volume of Water|  (m’) 1.02
14400 240.00 1.642 Level of water in pit at 75% effective depth (p5) (m) 0.14
18000 300.00 1.625 Level of water in pit at 25% effective depth (p,s) (m) 0.41
21600 360.00 1.551
25200 420.00 1.537 Effective volume between 75% & 25% depth Vprs2s = V x Pg (m’) 0.51
28800 480.00 1.516 Surface area of pit up to 50% effective depth (Apso) (mz) 3.90
32400 540.00 1.243
36000 600.00 1.225 Time at 75% effective depth (p;s) (s)
39600 660.00 1.221 Time at 25% effective depth (p,s) (s)
43200 720.00 1.216 Time for outflow for 75% and 25% effective depth (Tp75-25) (s) #N/A
50400 840.00 1.194 OUTPUT:
27600 960.00 L171 SOIL INFILTRATION RATE (f) Vors - 25 (m/s) #N/A
64800 1080.00 1.111 Apso X Tpz5- 25
72000 1200.00 1.101
79200 1320.00 1.110 WATER INPUT:| 500L | 3mins |
86400 1440.00 1.098 GEOLOGY OF TEST SECTION:
Compiled by: KW
Checked by: SR
After BRE Digest 365, Soakaway Design, 2016 Page 1 of 1
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1 SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION KEY TO HEALTH AND SAFETY SYMBOLS —
’ FFL FOR CONTINUATION SEE INSET A
INDICATES A RESIDUAL RISK REQUIRING A 71.750 FINISHED FLOOR LEVEL (m) >0
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GENERAL NOTES this must be treated as indicative only. Third party plans as per
the following: - - - — "
1. All drawings are to be read in conjunction with the project 5.1. Topographical Survey - 26479-200-01-HulbertRoad and inle:ﬁ;ri?,ﬁ"??ssiﬁgfzrr?;gffyn §fngadjt§£§2;?e/fs'sr:;};?;ed;%gedrgc(umnt N LAND WEST OF H U LBERT ROAD
health and safety information, including the project hazard log A096474 - Hulbert Road Topographical Survey - Rev A and the information are solely for the use of the authorised recipient 0 I ‘1::« HAVANT
for any identified potential risks. 5.2.  Site Layout - 23.121.011 Rev F (May 25) and this document may not be used, copied or reproduced in whole or {*”‘ pa u J )
5.3. Tree Protection Plan - SJA TCP NL 25022-011 part for any purposes other than whiph it was supplied by Paul Basham | t
2. Alluors ar o be in accordance with e fllowing T o o AeS0CIales
specifications UON: 6. The main contractor shall be responsible for the setting out and who may use%r rely upoﬁ this docﬁmem or the infognaﬁon‘_) Y DRAI NAGE LAYOUT
2.1. All private external works, including carriageways, shall be accuracy of all dimensions. The Bothy, Cams Hall Estate, Fareham, PO16 8UT
per NHBC Standards Chapter 10 External Works. ) 01329711 000 SH EET 1
2.2.  Private drainage shall be per NHBC Standards 5.3 7. ltis the main contractor’s sole responsibility for ascertaining info@paulbashamassociates.com  www.paulbashamassaciates.com
Drainage below ground. safe disposal of any off-site excavated spoil. no claim resulting
2.3. Adopted highways shall be per the MCHW and adopted from abnormal tip requirements will be entertained.
drainage per SSG Appendix C (DCG). PRELIMINARY
8. The main contractor to provide and fix suitable bracing and
3. Any variations or discrepancies between these drawings in propping for all elements in the temporary condition during
terms of dimensions or details should be drawn to the attention construction stage, such as to ensure structure stability at all 30.05.2025 RRD MDW —
of the Architect and/or the Engineer for clarification. times.
4. All figured dimensions to be taken in preference to scaled 9. This drawing should only be used for construction if the project 020.5923 AS SHOWN (AT A1)
dimensions. do not scale this drawing. phase in the title frame below is shown as “construction”. Paul DEVELOPMENT
Basham Associates take no responsibility for construction
PO1 |FIRST ISSUE 30.05.2025 | RRD | MDW 020 5923 0502 P01

5. Paul Basham Associates accepts no responsibility for the

works undertaken to drawings which are not marked under this

accuracy of background information produced by third parties —

phase.
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The drawings, information and data recorded in this document ("the information") is

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION

Please be aware the Client is a duty holder under CDM 2015. By default, the client assumes
the duties of the principal designer (PD) until such a time a PD is appointed.

In addition to the hazards/risks normally associated with the types of work detailed on this
drawing, note the following significant residual risks. Reference shall also be made to the

Designer Risk Assessment ref:

CONSTRUCTION

1. Former oil drilling pit - appropriate contamination testing to be completed and contractor
RAMS to be in place prior to commencement of works.

2. (Site wide compulsory action) Unknown services - investigation to be undertaken to
determine presence of existing services on site prior to commencement of works.

3. (Site wide compulsory action) Unknown ground conditions - intrusive site investigation to
be undertaken prior to commencement of works.

MAINTENANCE/CLEANING/OPERATION

No abnormal maintenance/cleaning/operation risks.

USE

No abnormal use risks.

DECOMMISSIONING/DEMOLITION

No abnorrmal decommissioning/demolition risks.

B\
KEY TO HEALTH AND SAFETY SYMBOLS

INDICATES A RESIDUAL RISK REQUIRING A
COMPULSORY ACTION.

@
O
A

INDICATES A RESIDUAL RISK FOR INFORMATION.

INDICATES A RESIDUAL RISK REQUIRING A PROHIBITIVE

ACTION. 33

INDICATES A RESIDUAL RISK AS A WARNING.
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the property of Paul Basham Associates.This document and the information are
solely for the use of the authorised recipient and this document may not be used,
copied or reproduced in whole or part for any purposes other than which it was

representation, undertakes no duty and accepts no responsibilities to any third

supplied by Paul Basham Associates. Paul Basham Associates makes no

party who may use or rely upon this document or the information.

GENERAL NOTES

1.

2.

2.1.

2.2

67

2.3.

5.1.

5.2.
5.3.

6.

F LEGEND

All drawings are to be read in conjunction with the project health and
safety information, including the project hazard log for any identified
potential risks.

All works are to be in accordance with the following specifications UON:
All private external works, including carriageways, shall be per
NHBC Standards Chapter 10 External Works.

Private drainage shall be per NHBC Standards 5.3 Drainage below

ground.
Adopted highways shall be per the MCHW and adopted drainage

per SSG Appendix C (DCG).

Any variations or discrepancies between these drawings in terms of
dimensions or details should be drawn to the attention of the Architect

and/or the Engineer for clarification.

All figured dimensions to be taken in preference to scaled dimensions.
do not scale this drawing.

Paul Basham Associates accepts no responsibility for the accuracy of
background information produced by third parties — this must be treated
as indicative only. Third party plans as per the following:
26479-200-01-HulbertRoad and A096474 - Hulbert Road
Topographical Survey - Rev A

Site Layout - 23.121.011 Rev F (May 25)

Tree Protection Plan - SJA TCP NL 25022-011

The main contractor shall be responsible for the setting out and accuracy
of all dimensions.

It is the main contractor’s sole responsibility for ascertaining safe
disposal of any off-site excavated spoil. no claim resulting from abnormal
tip requirements will be entertained.

The main contractor to provide and fix suitable bracing and propping for
all elements in the temporary condition during construction stage, such
as to ensure structure stability at all times.

This drawing should only be used for construction if the project phase in
the title frame below is shown as “construction”. Paul Basham
Associates take no responsibility for construction works undertaken to
drawings which are not marked under this phase.
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MN Greenfield runoff rate estimation tool

hrwa"ingford www.uksuds.com | Greenfield runoff rate estimation tool (https://www.uksuds.com/)

This is an estimation of the greenfield runoff rates that are used to meet normal best practice criteria in line with

Environment Agency guidance “Rainfall runoff management for developments”, SC030219 (2013), the SuDS Manual C753

(CIRIA, 2015) and the non-statutory standards for SuDS (Defra, 2015). This information on greenfield runoff rates may be

the basis for setting consents for the drainage of surface water runoff from sites.

Project details

Date [ 14/05/2025
Calculated by Ryan Diboll
Reference { 020.5923
Model version ’ 2.0.0
Location
Site name Land West of Hulbert Road
Site location Havant
- 3 :_‘-I T
=+ A3 b !
ha
4‘,.00“ M Py iy
Meville's
o, 00K <
% 1h Par
site Lol:atlun s
Emﬂm,“ Coppree [ s p"“"“’ﬂ% % purbrock W
" [
-,‘ -'___l- - =
| ¥
E_ l'- - x he'"l :!‘
3 Purbrook % o %4, - 5
£ . i iﬂ ; L
; i ¢
F.---:-'..;flur‘.' Bedhampte };&t"‘-_- — I .-I“"I--I
- -_:—, piliih arioten %
T ——— — _4 5 2 ; Wag, ¢ :
177 - \ : ooy H
: A /’/ 4
I { e Langstone . .:- i
I || / Brefdimansh ¢ .., -E
pawant RO0SF I j’/ - 2 s oh
| ‘Jf;’,ffu;; 2y © OpenStreetMaps(hﬁpS //www openstreetmap.org/copyright) contributors.
Site easting 469501
Site northing 108165
Site details
Total site area (ha) ha



https://www.uksuds.com/
https://www.uksuds.com/
https://www.openstreetmap.org/copyright
https://www.openstreetmap.org/copyright
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Greenfield runoff

Method

Method H124

IH124

My value Map value
SAAR (mm) 761 mm - O [ 761
How should SPR be derived? WRAP soil type
WRAP soil type 4 O 1 4
SPR 0.47
QBar (IH124) (I/s) 5.3 /s
Growth curve factors
My value Map value
Hydrological region 7 (D) 7
1year growth factor 0.85
2 year growth factor 0.88
10 year growth factor 1.62
30 year growth factor 23
100 year growth factor 319
200 year growth factor 3.74
Results
Method IH124
Flow rate 1year (I/s) 45 I/s
Flow rate 2 year (I/s) 47 /s
Flow rate 10 years (I/s) 8.6 /s
Flow rate 30 years (I/s) 12.2 /s
Flow rate 100 years (I/s) 17 I/s
Flow rate 200 years (I/s) 19.9 /s
Disclaimer

This report was produced using the Greenfield runoff rate estimation tool (2.0.0) developed by HR Wallingford and available at uksuds.com (https://www.uksuds.com/).
The use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which can both be found at uksuds.com/terms-conditions
(https://www.uksuds.com/terms-conditions). The outputs from this tool have been used to estimate Greenfield runoff rates. The use of these results is the
responsibility of the users of this tool. No liability will be accepted by HR Wallingford, the Environment Agency, Centre for Ecology and Hydrology, Wallingford

Hydrosolutions or any other organisation for the use of these data in the design or operational characteristics of any drainage scheme.


https://www.uksuds.com/
https://www.uksuds.com/
https://www.uksuds.com/terms-conditions
https://www.uksuds.com/terms-conditions

020.5923.IDC.1.A:

Date:

Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:

RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate

Fareham

Name Junction Type Easting (m) Northing (m) Cov?rrnlgevel Depth (m) Inve:'tml_)evel ng?pzer Diameter (m)

S2 Manhole 469412.597  108225.997 33.277 1.500 31.777 Circular 1.500
S4 Manhole 469405.623  108174.935 33.236 1.716 31.520 Circular 1.500
S6 Manhole 469397.132  108114.707 33.516 2.300 31.216 Circular 1.500
S8 Manhole 469391.230  108073.431 33.852 2.845 31.007 Circular 1.500
S9 Manhole 469393.153  108065.508 33.718 2.751 30.966 Circular 1.200
S10 Manhole 469398.799  108061.283 33.586 2.655 30.931 Circular 1.200
S11 Manhole 469432.556  108057.097 33.067 2.305 30.761 Circular 1.200
S12 Manhole 469441.212  108049.656 32.656 1.952 30.704 Circular 1.200
S13 Manhole 469452.549  108045.384 32.327 1.684 30.643 Circular 1.350
S14 Manhole 469506.693  108038.194 30.556 1.500 29.056 Circular 1.350
S19 Manhole 469464.259  108213.906 29.919 1.655 28.264 Circular 1.350
S23 Manhole 469457.189  108161.310 31.047 1.425 29.622 Circular 1.350
S29 Manhole 469449.795  108112.008 31.923 1.933 29.990 Circular 1.200
$20 Manhole 469513.197  108207.567 29.300 1.420 27.880 Circular 1.350
S25 Manhole 469509.730  108161.533 29.081 1.431 27.649 Circular 1.350
S26 Manhole 469514.799  108152.935 29.100 1.501 27.600 Circular 1.350
832 Manhole 469507.809  108101.292 30.594 3.330 27.264 Circular 1.350
S34 Manhole 469520.802  108088.086 30.165 2.970 27.195 Circular 1.350
S36 Manhole 469525.413  108057.141 29.200 2.200 27.000 Circular 0.000
S40 Manhole 469481.346  107963.658 23.000 0.275 22.725 Circular 1.350
S7 Manhole 469366.197  108076.879 34.204 1.350 32.854 Circular 1.350
S5 Manhole 469374.240  108117.868 33.991 1.395 32.596 Circular 1.350
S3 Manhole 469375.392  108179.738 34.526 0.965 33.561 Circular 1.350
S1 Manhole 469386.979  108230.067 34.361 1.350 33.011 Circular 1.350
$16 Manhole 469416.910  108214.342 33.048 1.025 32.023 Circular 1.350
S24 Manhole 469463.131 108168.557 30.742 2.442 28.300 Circular 1.350
S31 Manhole 469449412  108109.070 31.974 2.104 29.870 Circular 1.200
S35 Manhole 469517.068  108059.715 29.817 2.792 27.025 Circular 1.200
528 Manhole 469405.526  108118.536 33.202 1.425 31.777 Circular 1.350
S17 Manhole 469461.670  108193.626 30.483 2.092 28.391 Circular 1.200
§22 Manhole 469451.122  108119.809 31.780 1.425 30.355 Circular 1.350
S21 Manhole 469412.475  108167.680 32.846 1.394 31.452 Circular 1.350
S33 Manhole 469517.718  108097.558 30.369 3.141 27.229 Circular 1.350
S30 Manhole 469445.889  108080.486 32.461 1.425 31.036 Circular 1.350
S39 Manhole 469491.189  108033.762 30.000 3.600 26.400 Circular 1.350
S18 Manhole 469463.484  108207.836 30.155 1.853 28.302 Circular 1.200
S15 Manhole 469515.004  108045.313 30.162 1.500 28.662 Circular 1.350
S38 Manhole 469516.988  108030.260 29.200 2.720 26.480 Circular 1.350

Created in InfoDrainage 2025.5 1/41



020.5923.IDC.1.A:

Date:

Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
Name Lock
S2 None
S4 None
S6 None
S8 None
S9 None
S10 None
S11 None
S12 None
S13 None
S14 None
S19 None
S23 None
S29 None
S20 None
S25 None
S26 None
$32 None
S34 None
S36 None
S40 None
S7 None
S5 None
S3 None
S1 None
S16 None
S24 None
S31 None
S35 None
S28 None
S17 None
S22 None
S21 None
S33 None
S30 None
S39 None
S18 None
S15 None
S38 None
[Inlets
Junction Inlet Name Incoming ltem(s) Bypass Destination Capacity Type
80.92m
-1.001
38.73m
-1.001
37.17m
-1.001
37.21m
-1.001
38.71m
-1.001 -
S2 Inlet 56.58m (None) No Restriction
-1.001
56.45m
-1.001
48.71m
-1.001
49.17m
-1.001
450m (1)
$1-82

Created in InfoDrainage 2025.5



0205923.1DC.1 A:
Land West of Hulbert Road

Surface Water Calcs Southern Catchment

Date:
30/05/2025

Designed by: Checked by:
RRD MDW

Approved By:
MDW

Report Details:
Type: Junctions
Storm Phase: Surface Network 1

Paul Basham Associates:
The Bothy
Cams Hall Estate

Fareham

Junction

Inlet Name

Incoming Item(s)

Bypass Destination

Capacity Type

sS4

Inlet

28.75m
-1.002
46.98m
-1.002
47.08m
-1.002
48.70m
-1.002
48.84m
-1.002
46.86m
-1.002
48.81m
-1.002
46.99m
-1.002
450m
S2-S4
$3-S4

(None)

No Restriction

S6

Inlet

$4-S6
44.42m
-1.003

(None)

No Restriction

S8

Inlet

(None)

No Restriction

S9

Inlet

(None)

No Restriction

S10

Inlet

(None)

No Restriction

S11

Inlet

Created in InfoDrainage 2025.5

(None)

No Restriction
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0205923.1DC.1 A: Date:
Land West of Hulbert Road 30/05/2025

Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:
Type: Junctions The Bothy

Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Junction Inlet Name Incoming Item(s) Bypass Destination Capacity Type

48.81m
-1.008
47.01m
-1.008
48.52m

S12 Inlet - 1.008 (None) No Restriction
77.98m
-1.008
98.83m
-1.008
S11-S12
44.62m
-1.009
42.93m
-1.009

S13 Inlet 44.62m (None) No Restriction
-1.009
459.26m
-1.009
S$12-S13

S14 Inlet S13-S14 (None) No Restriction
52.36m
- 5.002
50.75m
-5.002

S19 Inlet 52.89m (None) No Restriction
-5.002
399.25m
- 5.002
S18-S19
S22-S23

S23 Inlet S$21-S23 (None) No Restriction
190m (1)

S29 Inlet $28-S29 (None) No Restriction
S$19-S20
52.96m
- 5.003
52.65m
-5.003

S20 Inlet 56.65m (None) No Restriction
- 5.003
54.65m
- 5.003
56.34m
- 5.003
S$20-S25

S25 Inlet 2_358 gg’ ‘{" (None) No Restriction
Tank-s25
48.66m
-5.005
48.78m

S26 Inlet - 5.005 (None) No Restriction
492.37m
- 5.005
S$25-S26

Inlet S$31-832 (None) No Restriction

Created in InfoDrainage 2025.5 4/41



0205923.1DC.1 A:
Land West of Hulbert Road
Surface Water Calcs Southern Catchment

Date:
30/05/2025

Designed by: Checked by:
RRD MDW

Approved By:
MDW

Report Details:
Type: Junctions
Storm Phase: Surface Network 1

Paul Basham Associates:
The Bothy
Cams Hall Estate

Fareham

Junction Inlet Name

Incoming Item(s)

Bypass Destination

Capacity Type

S32 Inlet (1)

$26-832
56.58m
-5.005
54.56m
-5.005
56.49m
-5.005
48.99m
-5.005
48.81m
- 9.002

(None)

No Restriction

S34 Inlet

61.73m
-5.009
63.60m
-5.009
63.55m
-5.009
63.72m
-5.009
394.53m
-5.009
S33-S34

(None)

No Restriction

S36 Inlet

S$35-S36
61.90m
-1.013
61.48m
-1.013
285.45m
-1.013

(None)

No Restriction

S40 Inlet

S39-S40

(None)

No Restriction

S7 Inlet

237.81m
- 4.000

(None)

No Restriction

S5 Inlet

247.71m
- 3.000

(None)

No Restriction

S3 Inlet

248.41m
-2.000
80.92m
-1.001

(None)

No Restriction

S1 Inlet

235.16m
-1.000

(None)

No Restriction

S16 Inlet

(None)

No Restriction

S24 Inlet

Created in InfoDrainage 2025.5

(None)

No Restriction
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0205923.1DC.1 A:
Land West of Hulbert Road
Surface Water Calcs Southern Catchment

Date:
30/05/2025

Designed by: Checked by:
RRD MDW

Approved By:
MDW

Report Details:
Type: Junctions
Storm Phase: Surface Network 1

Paul Basham Associates:
The Bothy
Cams Hall Estate

Fareham

Junction

Inlet Name

Incoming Item(s)

Bypass Destination

Capacity Type

S31 Inlet

78.79m
-9.002
48.65m
-9.002
48.67m
-9.002
680.35m
-9.002
$30-S31
$29-S31

(None)

No Restriction

S35 Inlet

$34-835
S$15-S35

(None)

No Restriction

S28 Inlet

56.52m
-9.000
56.50m
-9.000
49.34m
-9.000
46.54m
-9.000
48.68m
-9.000
54.37Tm
-9.000
53.90m
-9.000
200m

190m (2)

(None)

No Restriction

S17 Inlet

48.24m
- 6.000
518.94m
- 6.000

(None)

No Restriction

S22 Inlet

46.97m
- 8.000

(None)

No Restriction

S21 Inlet

(None)

No Restriction

S33 Inlet

$32-833

Created in InfoDrainage 2025.5

(None)

No Restriction
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020.5923.IDC.1.A:

Date:

Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
Junction Inlet Name Incoming Item(s) Bypass Destination Capacity Type
48.73m
-10.000
46.94m
S30 Inlet 4_8195?1?0 (None) No Restriction
-10.000
366.56m
- 10.000
S39 Inlet S$38-S39 (None) No Restriction
S$16-S18 .
S18 Inlet S17-S18 (None) No Restriction
S15 Inlet S$14-S15 (None) No Restriction
S38 Inlet S37-S38 (None) No Restriction

Created in InfoDrainage 2025.5
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
|Outlets
Junction Outlet Name Outgoing Connection Qutlet Type
S2 Outlet S2-S4 Free Discharge
S4 Outlet S4-S6 Free Discharge
S6 Outlet S6-S8 Free Discharge
S8 Outlet S8-S9 Free Discharge
S9 Outlet S9-S10 Free Discharge
S10 Outlet S10-S11 Free Discharge
S11 Outlet S11-S12 Free Discharge
S12 Outlet S12-S13 Free Discharge
S13 Outlet S13-S14 Free Discharge
S14 Outlet S14-S15 Free Discharge
S19 Outlet S19-S20 Free Discharge
S23 Outlet S23-S24 Free Discharge
S29 Outlet S$29-S31 Free Discharge
S20 Outlet S20-S25 Free Discharge
S25 Outlet S25-S26 Free Discharge
S26 Outlet S26-S32 Free Discharge
S32 Outlet S32-S33 Free Discharge
S34 Outlet S34-S35 Free Discharge
S36 Outlet S36-S37 Free Discharge
S7 Outlet S7-S8 Free Discharge
S5 Outlet S5-S6 Free Discharge
S3 Outlet S3-S4 Free Discharge
S1 Outlet S1-S2 Free Discharge
S16 Outlet S16-S18 Free Discharge
S24 Outlet S24-Tank Free Discharge
S31 Outlet S31-832 Free Discharge
S35 Outlet S35-S36 Free Discharge
S28 Outlet S$28-S29 Free Discharge
S17 Outlet S17-S18 Free Discharge
S22 Outlet S22-S23 Free Discharge
S21 Outlet S21-S23 Free Discharge
S33 Outlet S33-S34 Free Discharge
S30 Outlet S30-S31 Free Discharge
S39 Outlet S$39-S40 Free Discharge
S18 Outlet S18-S19 Free Discharge
S15 Outlet S15-S35 Free Discharge
Outlet S$38-S39 Hydro-Brake®
Invert Level (m) 26.480
Design Depth (m) 2.720
Design Flow (L/s) 14.6
_— Minimise Upstream Storage
Objective Requirements
Application Surface Water Only
Sump Available O
Unit Reference CHE-0137-1460-2720-1460
3 /
S38
£ 2
=
&
Q1
0 " " 1

Flow (L/s)

Created in InfoDrainage 2025.5
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0205923.1DC.1 A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
d Basin Type : Pond
|Dimensions
Exceedance Level (m) 29.200
Depth (m) 2.200
Base Level (m) 27.000
Freeboard (mm) 300
Initial Depth (m) 0.000
Porosity (%) 100
Average Slope (1:X) 3.212
Total Volume (m?) 462.911
Depth (m) Area (m?) Volume (m?)
0.000 88.86 0.000
0.100 102.96 9.582
0.200 117.67 20.605
0.300 132.72 33.117
0.400 148.10 47.151
0.500 163.81 62.740
0.600 179.86 79.917
0.700 196.24 98.716
0.800 212.95 119.170
0.900 230.00 141.312
1.000 247.38 165.176
1.100 265.09 190.794
1.200 283.14 218.201
1.300 301.52 247.429
1.400 320.23 278.511
1.500 339.28 311.482
1.600 358.65 346.374
1.700 378.37 383.220
1.800 398.41 422.055
1.900 418.79 462.911
2.000 439.50 505.821
2.100 460.55 550.819
2.200 481.92 597.938
[Inlets
|Inlet |
Inlet Type Point Inflow
Incoming Item(s) $36-S37
Bypass Destination (None)
Capacity Type No Restriction
[Outlets ]
[Outlet
Outgoing Connection S37-S38
Outlet Type Free Discharge
Created in InfoDrainage 2025.5 9/41



020.5923.IDC.1.A:

Date:

Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
|Advanced
Perimeter Circular
Length (m) 40.000
Friction Scheme Manning's n
n 0.35
Ly F
— ’ Tank Type : Tank
|Dimensions
Exceedance Level (m) 29.500
Depth (m) 1.800
Base Level (m) 27.700
Freeboard (mm) 0
Initial Depth (m) 0.000
Porosity (%) 95
Average Slope (1:X) 0.00
Total Volume (m?3) 428.100
Depth (m) Area (m?) Volume (m?)
0.000 375.00 0.000
1.200 375.00 427.500
[Inlets
lInlet
Inlet Type Point Inflow
Incoming Item(s) S24-Tank
Bypass Destination (None)
Capacity Type No Restriction
[Outlets ]
|Outlet
Outgoing Connection Tank-s25
Outlet Type Free Discharge
|Advanced |
Perimeter Rectangular
Length (m) 28.000
Created in InfoDrainage 2025.5 10/41



020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Title: Paul Basham Associates:
The Bothy
Rainfall Analysis Criteria Cams Hall Estate
Fareham
Runoff Type Dynamic
QOutput Interval (mins) 5
Time Step Shortest
Urban Creep Use Catchment Values
Junction Flood Risk Margin 0
(mm)

Perform No Discharge Analysis

|Rainfall
|FEH | Type: FEH
Site Location GB 469409 108136 SU 69409
08136
Rainfall Version 2022
Summer [w]
Winter [we]
|Return Period ]
Return Period (years) Increase Rainfall (%)
100.0 45.000
30.0 40.000
2.0 0.000
[Storm Durations |
Duration (mins) Run Time (mins)
15 30
30 60
60 120
120 240
240 480
360 720
480 960
720 1440
960 1920
1440 2880
Created in InfoDrainage 2025.5 11/41



020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

FEH: 100 years: Increase Rainfall (%): +45: Critical Storm Per Item: Rank By: Max. Inflow

ax Total
Inflow Area . Inflow
Inflow Storm Event (ha) Inflow Volume
(L/s) (m?)
FEH: 100 years:
":81'836‘; +45 %: 15 mins:  0.00 44 1.932
. Summer
FEH: 100 years:
4_71'0362 +45 %: 15 mins:  0.00 43 1.860
. Summer
FEH: 100 years:
":31'5562 +45 %: 15 mins:  0.00 44 1.920
. Summer
FEH: 100 years:
":41'6562 +45 %: 15 mins: 0,00 41 1.770
: Summer
FEH: 100 years:
4_21-9363 +45 %: 15 mins: 0,00 39 1.701
. Summer
FEH: 100 years:
44.62m +45 %: 15 mins:  0.00 41 1.770
-1.009
Summer
FEH: 100 years:
Bt +45 %: 15 mins:  0.01 56 2454
-1.013
Summer
FEH: 100 years:
61.48m +45 %: 15 mins:  0.01 56 2436
-1.013
Summer
FEH: 100 years:
SfEzom +45 %: 15 mins:  0.01 56 2.442
- 5.009
Summer
FEH: 100 years:
63.60m +45 %: 15 mins:  0.01 58 2520
- 5.009
Summer
FEH: 100 years:
“135-5563 +45 %: 15 mins:  0.01 538 2517
. Summer
FEH: 100 years:
?35‘702(;3 +45 %: 15 mins:  0.01 58 2.523
. Summer
FEH: 100 years:
4_8973(;‘; +45 %: 15 mins:  0.00 44 1.932
. Summer
FEH: 100 years:
":896056‘2‘ +45 %: 15 mins:  0.00 44 1.929
. Summer
FEH: 100 years:
":81%3&‘)0 +45 %: 15 mins:  0.00 44 1.932
: Summer
FEH: 100 years:
":61%4&‘)0 +45 %: 15 mins: 0,00 43 1.857
: Summer
FEH: 100 years:
“:31%5&‘) 0 +45 %: 15 mins:  0.00 4.4 1.932
: Summer
FEH: 100 years:
“:81'756‘; +45 %: 15 mins:  0.00 4.4 1.932
: Summer
FEH: 100 years:
4_31-7562 +45 %: 15 mins:  0.00 44 1.929
. Summer
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0205923.10C TA. Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 100 years:
5_61»502(;‘(‘3 +45 %: 15 mins:  0.01 52 2.241
. Summer
FEH: 100 years:
o +45 %: 15 mins:  0.01 50 2.160
: Summer
FEH: 100 years:
5_61»6362 +45 %: 15 mins:  0.01 52 2.244
: Summer
FEH: 100 years:
A +45 %: 15 mins:  0.00 45 1.938
. Summer
FEH: 100 years:
“:81'7562 +45 %: 15 mins:  0.00 44 1.932
: Summer
FEH: 100 years:
6_31'633“ +45 %: 15 mins:  0.01 58 2.520
. Summer
FEH: 100 years:
‘331»6&’)2 +45 %: 15 mins:  0.01 58 2.520
: Summer
FEH: 100 years:
8_01-9562 +45 %: 15 mins:  0.01 6.7 2913
. Summer
FEH: 100 years:
4_41-4§£ +45 %: 15 mins:  0.00 40 1.758
: Summer
FEH: 100 years:
oo +45 %: 15 mins:  0.00 41 1.776
-1.003
Summer
FEH: 100 years:
56.44m +45 %: 15 mins:  0.01 5.1 2238
-1.003
Summer
FEH: 100 years:
20 +45 %: 15 mins:  0.01 52 2.241
-1.003
Summer
FEH: 100 years:
56.52m +45 %: 15 mins:  0.01 52 2.241
-9.000
Summer
FEH: 100 years:
S6.o0 +45 %: 15 mins:  0.01 52 2.241
. Summer
FEH: 100 years:
":9933(;8 +45 %: 15 mins:  0.00 45 1.953
: Summer
FEH: 100 years:
":695:(;8 +45 %: 15 mins:  0.00 4.2 1.842
. Summer
FEH: 100 years:
Y +45%; 15 mins: 0.0 44 1.929
: Summer
FEH: 100 years:
5_4935&‘) +45 %: 15 mins:  0.01 50 2.151
. Summer
FEH: 100 years:
5.399863 +45 %: 15 mins:  0.01 49 2.133
: Summer
FEH: 100 years:
“:%ﬁggz‘ +45 %: 15 mins:  0.00 4.4 1.929
. Summer
FEH: 100 years:
“:898(;6‘2‘ +45 %: 15 mins:  0.00 4.4 1.932
. Summer
FEH: 100 years:
4_35-9362 +45 %: 15 mins:  0.00 45 1.938
. Summer
FEH: 100 years:
5165',4362 +45 %: 15 mins:  0.01 5.2 2.241

Summer

Created in InfoDrainage 2025.5
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0205923 1DC T A Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 100 years:
5_455(§3(;2 +45 %: 15 mins:  0.01 5.0 2.163
. Summer
FEH: 100 years:
5_6553(;2 +45 %: 15 mins:  0.01 52 2.241
. Summer
FEH: 100 years:
4_856(?6‘;_) +45 %: 15 mins:  0.00 44 1.929
. Summer
FEH: 100 years:
":857g£ +45 %: 15 mins:  0.00 44 1.932
: Summer
FEH: 100 years:
“:689563 +45 %: 15 mins:  0.00 43 1.857
. Summer
FEH: 100 years:
17;863 +45 %: 15 mins:  0.00 43 1.872
: Summer
FEH: 100 years:
“:338563 +45 %: 15 mins:  0.00 45 1.935
. Summer
FEH: 100 years:
4_45363 +45 %: 15 mins:  0.00 4.1 1.770
: Summer
FEH: 100 years:
4_3é°§gc‘) +45 %: 15 mins:  0.00 39 1.704
. Summer
FEH: 100 years:
43.00m +45 %: 15 mins:  0.00 3.9 1.701
- 8.000
Summer
FEH: 100 years:
o2l +45 %: 15 mins:  0.00 41 1.761
- 8.000
Summer
FEH: 100 years:
52.96m +45 %: 15 mins:  0.01 48 2.094
- 5.003
Summer
FEH: 100 years:
D201 +45 %: 15 mins:  0.01 48 2.085
- 5.003
Summer
FEH: 100 years:
5165-6562 +45 %: 15 mins:  0.01 52 2.244
. Summer
FEH: 100 years:
5_45605(;7:; +45 %: 15 mins:  0.01 5.0 2.166
. Summer
FEH: 100 years:
5_65‘3362 +45 %: 15 mins:  0.01 5.1 2.229
. Summer
FEH: 100 years:
":87'786‘2‘ +45 %: 15 mins:  0.00 44 1.929
. Summer
FEH: 100 years:
":87'436‘2‘ +45 %: 15 mins:  0.00 44 1.917
. Summer
FEH: 100 years:
5_253&;'2‘ +45 %: 15 mins:  0.01 48 2.073
. Summer
FEH: 100 years:
5_05756‘2‘ +45 %: 15 mins:  0.01 46 2,010
. Summer
FEH: 100 years:
5_2588672‘ +45 %: 15 mins:  0.01 48 2.094
. Summer
FEH: 100 years:
4_35-7563 +45 %: 15 mins:  0.00 44 1.932
: Summer
FEH: 100 years:
4_85-7563 +45 %: 15 mins:  0.00 4.4 1.929

Summer

Created in InfoDrainage 2025.5
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0205923 1DC T A Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 100 years:
5_2583(;3 +45 %: 15 mins:  0.01 438 2.001
. Summer
FEH: 100 years:
5_150()3(;'(; +45 %: 15 mins:  0.01 47 2.025
. Summer
FEH: 100 years:
5_258363 +45 %: 15 mins:  0.01 438 2.091
: Summer
FEH: 100 years:
":857563 +45 %: 15 mins:  0.00 44 1.929
. Summer
FEH: 100 years:
4_857563 +45 %: 15 mins:  0.00 44 1.932
: Summer
FEH: 100 years:
8_01»9026'1‘ +45 %: 15 mins:  0.01 6.7 2913
. Summer
FEH: 100 years:
3_81»756‘1‘ +45 %: 15 mins:  0.00 35 1.536
. Summer
FEH: 100 years:
3171-1076'1‘ +45 %: 15 mins:  0.00 34 1.470
. Summer
FEH: 100 years:
9171-236‘} +45 %: 15 mins: 0,00 34 1.476
. Summer
FEH: 100 years:
38.71m +45 %: 15 mins:  0.00 35 1.536
-1.001
Summer
FEH: 100 years:
56.58m +45 %: 15 mins:  0.01 52 2.241
-1.001
Summer
FEH: 100 years:
esor +45 %: 15 mins:  0.01 5.1 2.238
-1.001
Summer
FEH: 100 years:
80.92m +45 %: 15 mins:  0.01 6.7 2913
-1.001
Summer
FEH: 100 years:
a8 +45 %: 15 mins:  0.00 4.4 1.929
. Summer
FEH: 100 years:
":91'107(;2‘ +45 %: 15 mins:  0.00 4.5 1.850
. Summer
FEH: 100 years:
":81'8381 +45 %: 15 mins:  0.00 4.5 1.935
. Summer
FEH: 100 years:
":81'8026‘2‘ +45 %: 15 mins:  0.00 44 1.932
. Summer
FEH: 100 years:
":07'9363 +45 %: 15 mins:  0.00 37 1.623
. Summer
FEH: 100 years:
3_970(?63 +45 %: 15 mins:  0.00 36 1.545
: Summer
FEH: 100 years:
4_07»636‘2) +45 %: 15 mins:  0.00 37 1.614
. Summer
FEH: 100 years:
4_87»85‘63 +45 %: 15 mins:  0.00 45 1.935
: Summer
FEH: 100 years:
4_37-686'(‘) +45 %: 15 mins:  0.00 44 1.926
. Summer
FEH: 100 years:
48.24m X e
6,000 +45 %: 15 mins:  0.00 4.4 1.911

Summer

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 100 years:
o +45 %: 15 mins: 0,00 44 1932
. Summer
FEH: 100 years:
46980 +45 %: 15 mins: 0,00 43 1860
’ Summer
FEH: 100 years:
‘1:71'()(?8; +45 %: 15 mins:  0.00 4.3 1.869
: Summer
FEH: 100 years:
A +45 %: 15 mins:  0.00 44 1929
: Summer
FEH: 100 years:
A +45 %: 15 mins:  0.00 45 1.935
’ Summer
FEH: 100 years:
A +45 %: 15 mins:  0.00 43 1857
’ Summer
FEH: 100 years:
A +45 %: 15 mins:  0.00 44 1.932
. Summer
FEH: 100 years:
4_61'930"2‘ +45 %: 15 mins:  0.00 43 1.860
. Summer
FEH: 100 years:
80 +45 %: 15 mins: 0,01 6.7 2.913
. Summer
FEH: 100 years:
?:9590205; +45 %: 15 mins:  0.04 33.1 14.379
. Summer
FEH: 100 years:
2_315(;(?(;71 +45 %: 15 mins:  0.02 19.5 8.469
. Summer
FEH: 100 years:
450m (1) +45 %: 15 mins:  0.05 37.6 16.341
Summer
FEH: 100 years:
A 45%: 15mins: 0.02 206 8943
. Summer
FEH: 100 years:
450m +45 %: 15 mins:  0.04 371 16.122
Summer
FEH: 100 years:
190m +45 %: 15 mins:  0.02 15.5 6.753
Summer
FEH: 100 years:
190m (1) +45 %: 15 mins:  0.02 15.6 6.795
Summer
FEH: 100 years:
O e +45%: 15 mins: 0,05 430 18.684
) Summer
FEH: 100 years:
S0 T +45%: 15 mins: 0,05 422 18.327
’ Summer
FEH: 100 years:
2O +45%: 15 mins: 0,02 19.8 8.604
) Summer
FEH: 100 years:
AR +45%: 15 mins: 0,05 408 17.727
' Summer
FEH: 100 years:
o o +45%: 15 mins: 0,04 208 12.921
) Summer
FEH: 100 years:
200m +45 %: 15 mins:  0.02 16.3 7.083
Summer
FEH: 100 years:
190m (2) +45 %: 15 mins:  0.02 15.4 6.675

Summer

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 100 years:
OO0 oM +45%: 15 mins: 0,07 564 24499
. Summer
FEH: 100 years:
30800 +45%: 15 mins: 0,04 327 14.208
’ Summer
FEH: 100 years:
2_815315;1 +45 %: 15 mins:  0.03 23.2 10.068
’ Summer
FEH: 100 years:
AODZOM  445%: 15 mins: 0,05 38.7 16.809
. Summer
FEH: 100 years:
O +45%: 15 mins: 0,04 304 13.197
’ Summer
FEH: 100 years:
A +45 %: 15 mins: 0,01 6.5 2.808
: Summer
FEH: 100 years:
A +45 %: 15 mins: 001 8.2 3.558
. Summer
FEH: 100 years:
%Bfggén +45 %: 15 mins:  0.04 32.5 14.118
. Summer
FEH: 100 years:
MOT +45%: 15 mins: 0,01 124 5391
’ Summer
FEH: 100 years:
370m +45 %: 15 mins:  0.04 30.7 13.344
Summer
FEH: 100 years:
237.81m +45 %: 15 mins:  0.02 19.7 8.565
-4.000
Summer
FEH: 100 years:
2T 5% 15 mins: 0.02 205 8919

Summer

Created in InfoDrainage 2025.5
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Inflow

48.81m

-1.008

47.01m
-1.008

48.52m
-1.008

44.62m
-1.009

42.93m
-1.009

44.62m
-1.009

61.90m
-1.013

61.48m
-1.013

61.73m
- 5.009

63.60m
- 5.009

63.55m
- 5.009

63.72m
- 5.009

48.79m
-9.002

48.65m
-9.002

48.73m
-10.000

46.94m
-10.000

48.75m
-10.000

48.72m
-1.007

48.72m
-1.006

Storm Event

FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer
FEH: 30 years:

+40 %: 15 mins:

Summer

Inflow Area I’r\:lf?;(\)\/
(ha) (Us)
0.00 3.4
0.00 3.3
0.00 3.4
0.00 3.1
0.00 3.0
0.00 3.1
0.01 4.3
0.01 4.3
0.01 4.3
0.01 4.5
0.01 4.5
0.01 4.5
0.00 3.4
0.00 3.4
0.00 3.4
0.00 3.3
0.00 3.4
0.00 3.4
0.00 3.4

Total

Inflow

Volume

(m?)

1.488

1.431

1.482

1.362

1.308

1.362

1.890

1.875

1.881

1.938

1.935

1.947

1.488

1.482

1.485

1.428

1.485

1.485

1.485

Created in InfoDrainage 2025.5
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0205923 1DC T A Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 30 years:
5.6i5()2(;2 +40 %: 15 mins:  0.01 40 1.722
. Summer
FEH: 30 years:
5_41'53(;2 +40 %: 15 mins:  0.01 38 1.662
: Summer
FEH: 30 years:
5_61»6362 +40 %: 15 mins:  0.01 40 1.725
: Summer
FEH: 30 years:
":81'956‘; +40 %: 15 mins:  0.00 34 1.497
. Summer
FEH: 30 years:
4_81»7562 +40 %: 15 mins:  0.00 34 1.485
: Summer
FEH: 30 years:
6_31»6362 +40 %: 15 mins:  0.01 45 1.938
. Summer
FEH: 30 years:
‘331»6?(’)2 +40 %: 15 mins:  0.01 45 1.938
: Summer
FEH: 30 years:
8_01-9562 +40 %: 15 mins:  0.01 52 2.244
. Summer
FEH: 30 years:
4.41'4583, +40 %: 15 mins:  0.00 31 1.353
: Summer
FEH: 30 years:
44.83m +40 %: 15 mins:  0.00 3.2 1.368
-1.003
Summer
FEH: 30 years:
56.44m +40 %: 15 mins:  0.01 40 1.719
-1.003
Summer
FEH: 30 years:
SESIn) +40 %: 15 mins:  0.01 40 1.722
-1.003
Summer
FEH: 30 years:
56.52m +40 %: 15 mins:  0.01 40 1.722
-9.000
Summer
FEH: 30 years:
fieéf’g(;g +40 %: 15 mins:  0.01 40 1.722
. Summer
FEH: 30 years:
":9936‘(;3 +40 %: 15 mins:  0.00 35 1.503
: Summer
FEH: 30 years:
":6955‘(;‘8 +40 %: 15 mins:  0.00 33 1.422
. Summer
FEH: 30 years:
":Bésgc’)g +40 %: 15 mins:  0.00 34 1.485
: Summer
FEH: 30 years:
5_493563 +40 %: 15 mins:  0.01 38 1.659
. Summer
FEH: 30 years:
5_?863 +40 %: 15 mins:  0.01 38 1.641
: Summer
FEH: 30 years:
4_89656‘; +40 %: 15 mins:  0.00 34 1.485
. Summer
FEH: 30 years:
4_89836‘2‘ +40 %: 15 mins:  0.00 34 1.488
. Summer
FEH: 30 years:
“_3593(@) +40 %: 15 mins:  0.00 34 1.497
. Summer
FEH: 30 years:
51654&')‘; +40 %: 15 mins:  0.01 40 1.722

Summer

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 30 years:
Saoon +40 %: 15 mins: 0,01 38 1662
. Summer
FEH: 30 years:
o6 +40 %: 15 mins: 0,01 40 1722
) Summer
FEH: 30 years:
1856g£ +40 %: 15 mins:  0.00 3.4 1.485
. Summer
FEH: 30 years:
e +40 %: 15 mins:  0.00 34 1.485
’ Summer
FEH: 30 years:
Ry +40 %: 15 mins:  0.00 33 1.431
’ Summer
FEH: 30 years:
e +40 %: 15 mins:  0.00 33 1.440
) Summer
FEH: 30 years:
D +40 %: 15 mins:  0.00 34 1.488
: Summer
FEH: 30 years:
4_45363 +40 %: 15 mins:  0.00 3.1 1.362
’ Summer
FEH: 30 years:
RN +40 %: 15 mins: 0,00 3.0 1311
: Summer
FEH: 30 years:
43.00m +40 %: 15 mins:  0.00 3.0 1.311
- 8.000
Summer
FEH: 30 years:
o2l +40 %: 15 mins:  0.00 3.1 1.359
- 8.000
Summer
FEH: 30 years:
52.96m +40 %; 15 mins:  0.01 3.7 1617
-5.003
Summer
FEH: 30 years:
S265m +40 %; 15 mins; 001 3.7 1,605
- 5.003
Summer
FEH: 30 years:
S6eonm +40 %: 15 mins: 0,01 40 1.731
) Summer
FEH: 30 years:
S +40 %: 15 mins: 0,01 38 1665
’ Summer
FEH: 30 years:
00 S +40%: 15 mins: 0,01 40 1719
) Summer
FEH: 30 years:
sy +40 %: 15 mins:  0.00 34 1.485
’ Summer
FEH: 30 years:
Ry +40 %: 15 mins:  0.00 34 1479
’ Summer
FEH: 30 years:
Ry +40 %: 15 mins:  0.01 37 1,599
’ Summer
FEH: 30 years:
oo +40 %: 15 mins: 001 36 1545
) Summer
FEH: 30 years:
R +40 %: 15 mins: 001 37 1614
’ Summer
FEH: 30 years:
o +40 %: 15 mins: 0,00 34 1.485
’ Summer
FEH: 30 years:
e +40 %: 15 mins:  0.00 34 1.485

Summer

Created in InfoDrainage 2025.5
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0205923 1DC T A Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 30 years:
5_25»8(;(;3 +40 %: 15 mins:  0.01 37 1.614
. Summer
FEH: 30 years:
5_150()3(;‘(; +40 %: 15 mins:  0.01 36 1.557
. Summer
FEH: 30 years:
5_258363 +40 %: 15 mins:  0.01 37 1.614
: Summer
FEH: 30 years:
":85756‘2) +40 %: 15 mins:  0.00 34 1.485
. Summer
FEH: 30 years:
4_857563 +40 %: 15 mins:  0.00 34 1.485
: Summer
FEH: 30 years:
8_01»95(;'1‘ +40 %: 15 mins:  0.01 52 2.244
. Summer
FEH: 30 years:
3_81»756'1‘ +40 %: 15 mins:  0.00 27 1.185
. Summer
FEH: 30 years:
3171-1076'1‘ +40 %: 15 mins:  0.00 26 1.134
. Summer
FEH: 30 years:
9171-236‘} +40 %: 15 mins:  0.00 26 1.134
. Summer
FEH: 30 years:
38.71m +40 %: 15 mins:  0.00 27 1.179
-1.001
Summer
FEH: 30 years:
56.58m +40 %: 15 mins:  0.01 40 1.722
-1.001
Summer
FEH: 30 years:
SEom +40 %: 15 mins:  0.01 40 1.719
-1.001
Summer
FEH: 30 years:
80.92m +40 %: 15 mins:  0.01 52 2.244
-1.001
Summer
FEH: 30 years:
4_81-7(;(;'1‘ +40 %: 15 mins:  0.00 34 1.485
. Summer
FEH: 30 years:
4_91'107(;‘1‘ +40 %: 15 mins:  0.00 35 1.500
. Summer
FEH: 30 years:
4_81'803(;‘; +40 %: 15 mins:  0.00 34 1.488
. Summer
FEH: 30 years:
":81'8026‘2‘ +40 %: 15 mins:  0.00 34 1.488
. Summer
FEH: 30 years:
":07'9&‘(‘) +40 %: 15 mins:  0.00 29 1.248
. Summer
FEH: 30 years:
3_970(?(’)3 +40 %: 15 mins:  0.00 27 1.191
: Summer
FEH: 30 years:
4_07»636‘2) +40 %: 15 mins:  0.00 29 1.242
. Summer
FEH: 30 years:
4_87»85‘63 +40 %: 15 mins:  0.00 34 1.488
: Summer
FEH: 30 years:
4_37-686'(‘) +40 %: 15 mins:  0.00 34 1.482
. Summer
FEH: 30 years:
4.8623(?3 +40 %: 15 mins:  0.00 34 1.470

Summer

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 30 years:
o +40 %: 15 mins: 0,00 34 1485
. Summer
FEH: 30 years:
46980 +40 %: 15 mins: 0,00 33 1431
’ Summer
FEH: 30 years:
‘1:71'0&?21 +40 %: 15 mins:  0.00 3.3 1.437
: Summer
FEH: 30 years:
A +40 %: 15 mins:  0.00 34 1.485
: Summer
FEH: 30 years:
A +40 %: 15 mins:  0.00 34 1.488
’ Summer
FEH: 30 years:
A +40 %: 15 mins:  0.00 33 1.428
’ Summer
FEH: 30 years:
A +40 %: 15 mins:  0.00 34 1.488
. Summer
FEH: 30 years:
4_61'930"2‘ +40 %: 15 mins:  0.00 33 1.431
. Summer
FEH: 30 years:
80 +40 %: 15 mins: 0,01 5.2 2.244
. Summer
FEH: 30 years:
?:959()2()5;" +40 %: 15 mins:  0.04 255 11.067
. Summer
FEH: 30 years:
2_353(?(;“ +40 %: 15 mins:  0.02 15.0 6.519
. Summer
FEH: 30 years:
450m (1) +40 %: 15 mins:  0.05 29.0 12.582
Summer
FEH: 30 years:
A +40%: 15 mins:  0.02 159 6888
. Summer
FEH: 30 years:
450m +40 %: 15 mins:  0.04 28.6 12.411
Summer
FEH: 30 years:
190m +40 %: 15 mins:  0.02 12.0 5.196
Summer
FEH: 30 years:
190m (1) +40 %: 15 mins:  0.02 12.0 5.232
Summer
FEH: 30 years:
O S +40%: 15 mins:  0.05 33.1 14.385
) Summer
FEH: 30 years:
OO " +40%: 15 mins: 0,05 325 14.100
’ Summer
FEH: 30 years:
o +40%: 15 mins: 0,02 15.3 6.621
) Summer
FEH: 30 years:
AR +40%: 15 mins: 0,05 314 13.647
' Summer
FEH: 30 years:
O o +40%: 15 mins: 0,04 229 9.951
) Summer
FEH: 30 years:
200m +40 %: 15 mins:  0.02 12.6 5.451
Summer
FEH: 30 years:
190m (2) +40 %: 15 mins:  0.02 11.8 5.139

Summer

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 30 years:
O oM 440 %: 15 mins: 0,07 434 18.858
. Summer
FEH: 30 years:
S0 o 440 %: 15 mins:  0.04 252 10.935
’ Summer
FEH: 30 years:
2_815315;1 +40 %: 15 mins:  0.03 17.8 7.749
’ Summer
FEH: 30 years:
AODZOM 440 %: 15 mins: 0,05 208 12.942
. Summer
FEH: 30 years:
O +40%: 15 mins: 0,04 234 10.164
’ Summer
FEH: 30 years:
A +40 %: 15 mins: 0,01 50 2.163
: Summer
FEH: 30 years:
A +40 %: 15 mins: 001 6.3 2.739
. Summer
FEH: 30 years:
%Bfggén +40 %: 15 mins:  0.04 25.0 10.872
. Summer
FEH: 30 years:
MOT +40%: 15 mins: 0,01 9.6 4152
’ Summer
FEH: 30 years:
370m +40 %: 15 mins:  0.04 23.7 10.272
Summer
FEH: 30 years:
237.81m +40 %: 15 mins:  0.02 156.2 6.594
-4.000
Summer
FEH: 30 years:
2T +40%: 15 mins: 0,02 158 6.867

Summer
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

y: FEH: 2 years: Increase Rainfall (%): +0: Critical Storm Per Item: Rank By: Max. Inflow
- 4

ax Total
Inflow Storm Event Inflcznva/)\rea Inflow \}glflljc:;ve
(Lis) (m)
FEH: 2 years: +0
":81'838; %: 15 mins: 0.00 1.1 0.495
. Summer
FEH: 2 years: +0
A %: 15 mins: 0.00 11 0.483
. Summer
FEH: 2 years: +0
4_81'556‘; %: 15 mins: 0.00 1.1 0.492
. Summer
FEH: 2 years: +0
4_41'6562 %: 15 mins: 0.00 1.0 0.453
: Summer
FEH: 2 years: +0
e %: 15 mins: 0.00 1.0 0.435
. Summer
FEH: 2 years: +0
aa oo %: 15 mins: 0.00 1.0 0.453
. Summer
FEH: 2 years: +0
61.90m %: 15 mins: 0.01 15 0.630
. Summer
FEH: 2 years: +0
61.48m %: 15 mins: 0.01 14 0.627
. Summer
FEH: 2 years: +0
o1.ram %: 15 mins: 0.01 14 0.627
. Summer
FEH: 2 years: +0
6_35'68(;2) %: 15 mins: 0.01 1.5 0.648
. Summer
FEH: 2 years: +0
6_355568 %: 15 mins: 0.01 1.5 0.648
. Summer
FEH: 2 years: +0
‘3357()2(;3 %: 15 mins: 0.01 15 0.648
. Summer
FEH: 2 years: +0
R %: 15 mins: 0.00 1.1 0.495
. Summer
FEH: 2 years: +0
M %: 15 mins: 0.00 11 0.492
. Summer
FEH: 2 years: +0
W e %: 15 mins: 0.00 1.1 0.495
: Summer
FEH: 2 years: +0
0o %: 15 mins: 0.00 14 0.480
: Summer
FEH: 2 years: +0
4_81%5&‘)0 %: 15 mins: 0.00 1.1 0.495
: Summer
FEH: 2 years: +0
4_81'756‘; %: 15 mins: 0.00 1.1 0.495
: Summer
FEH: 2 years: +0
4_31-7562 %: 15 mins: 0.00 1.1 0.495
. Summer
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 2 years: +0
S6.02 %: 15mins:  0.01 13 0.579
. Summer
FEH: 2 years: +0
o %: 15mins:  0.01 13 0.552
: Summer
FEH: 2 years: +0
5_61’6362 %: 15 mins: 0.01 1.3 0.579
’ Summer
FEH: 2 years: +0
A %: 15mins:  0.00 11 0.501
. Summer
FEH: 2 years: +0
o %:15mins:  0.00 1.1 0.495
’ Summer
FEH: 2 years: +0
o %: 15mins:  0.01 15 0.648
: Summer
FEH: 2 years: +0
o %: 15mins:  0.01 15 0.648
’ Summer
FEH: 2 years: +0
8_01'9562 %: 15 mins: 0.01 1.7 0.747
. Summer
FEH: 2 years: +0
o %: 15mins: 0,00 10 0.453
’ Summer
FEH: 2 years: +0
4_41'83(;2 %: 15 mins: 0.00 1.0 0.453
. Summer
FEH: 2 years: +0
5161'4362 %: 15 mins: 0.01 1.3 0.573
. Summer
FEH: 2 years: +0
5659 %: 15mins:  0.01 13 0.579
. Summer
FEH: 2 years: +0
Ry %: 15mins:  0.01 13 0.579
. Summer
FEH: 2 years: +0
S6.o0 %: 15mins:  0.01 13 0.579
’ Summer
FEH: 2 years: +0
My %:15mins: 0.0 12 0.504
) Summer
FEH: 2 years: +0
Ry %:15mins:  0.00 11 0.474
: Summer
FEH: 2 years: +0
Y %: 15mins:  0.00 11 0.495
' Summer
FEH: 2 years: +0
ey %: 15mins:  0.01 13 0.552
) Summer
FEH: 2 years: +0
Ry %: 15mins:  0.01 13 0.549
' Summer
FEH: 2 years: +0
o %:15mins:  0.00 1.1 0.495
’ Summer
FEH: 2 years: +0
A %:15mins:  0.00 1.1 0.495
’ Summer
FEH: 2 years: +0
R %: 15mins:  0.00 11 0.501
. Summer
FEH: 2 years: +0
Ry %: 15 mins: 0.01 13 0.579
’ Summer

Created in InfoDrainage 2025.5

25/41



020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 2 years: +0
Saoon %:15mins:  0.01 13 0.552
. Summer
FEH: 2 years: +0
o6 %: 15mins:  0.01 13 0.579
) Summer
FEH: 2 years: +0
4‘:85653& %: 15 mins: 0.00 1.1 0.495
. Summer
FEH: 2 years: +0
e % 15mins:  0.00 11 0.495
’ Summer
FEH: 2 years: +0
Ry %:15mins:  0.00 1.1 0.483
’ Summer
FEH: 2 years: +0
e %:15mins:  0.00 1.1 0.483
) Summer
FEH: 2 years: +0
D %: 15 mins: 0.00 11 0.501
: Summer
FEH: 2 years: +0
4_45;63 %: 15 mins: 0.00 1.0 0.453
’ Summer
FEH: 2 years: +0
RN %: 15mins: 0,00 10 0.435
: Summer
FEH: 2 years: +0
4_32'308(;8 %: 15 mins: 0.00 1.0 0.435
. Summer
FEH: 2 years: +0
4-48'502(;8 %: 15 mins: 0.00 1.0 0.453
. Summer
FEH: 2 years: +0
sz %: 15mins:  0.01 12 0.543
. Summer
FEH: 2 years: +0
szeom %:15mins:  0.01 12 0.540
. Summer
FEH: 2 years: +0
S6eonm %: 15mins:  0.01 13 0.579
) Summer
FEH: 2 years: +0
S %: 15mins:  0.01 13 0.561
’ Summer
FEH: 2 years: +0
00 S %: 15mins:  0.01 13 0573
) Summer
FEH: 2 years: +0
sy %: 15 mins:  0.00 11 0.495
’ Summer
FEH: 2 years: +0
Ry % 15mins:  0.00 11 0.492
’ Summer
FEH: 2 years: +0
Ry %: 15mins:  0.01 12 0.531
’ Summer
FEH: 2 years: +0
oo %: 15 mins: 0.01 12 0.519
) Summer
FEH: 2 years: +0
R %: 15mins:  0.01 12 0.540
’ Summer
FEH: 2 years: +0
o %: 15mins: 0,00 11 0.495
’ Summer
FEH: 2 years: +0
e %:15mins:  0.00 1.1 0.495
. Summer
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 2 years: +0
sze %: 15mins:  0.01 12 0.540
. Summer
FEH: 2 years: +0
o108 %: 15mins:  0.01 12 0.522
’ Summer
FEH: 2 years: +0
5_258363 %: 15 mins: 0.01 1.2 0.540
’ Summer
FEH: 2 years: +0
i %: 15mins:  0.00 11 0.495
. Summer
FEH: 2 years: +0
g %:15mins:  0.00 1.1 0.495
) Summer
FEH: 2 years: +0
808 %: 15mins:  0.01 17 0.747
: Summer
FEH: 2 years: +0
8 %: 15 mins: 0.00 09 0.393
. Summer
FEH: 2 years: +0
3171'10731‘ %: 15 mins: 0.00 09 0.375
. Summer
FEH: 2 years: +0
s %:15mins:  0.00 09 0.378
. Summer
FEH: 2 years: +0
3:81'7(;(?1] %: 15 mins: 0.00 0.9 0.393
. Summer
FEH: 2 years: +0
5161'50831 %: 15 mins: 0.01 1.3 0.579
. Summer
FEH: 2 years: +0
56 4o %: 15mins:  0.01 13 0573
. Summer
FEH: 2 years: +0
80.92m %: 15mins:  0.01 17 0.747
. Summer
FEH: 2 years: +0
a8 %: 15mins:  0.00 11 0.495
’ Summer
FEH: 2 years: +0
o %:15mins: 0.0 12 0.504
’ Summer
FEH: 2 years: +0
Ay %:15mins:  0.00 11 0.501
’ Summer
FEH: 2 years: +0
A %: 15mins:  0.00 11 0.495
’ Summer
FEH: 2 years: +0
0 %: 15mins:  0.00 10 0.414
’ Summer
FEH: 2 years: +0
iy % 15mins:  0.00 09 0.396
’ Summer
FEH: 2 years: +0
o %:15mins:  0.00 10 0.414
: Summer
FEH: 2 years: +0
R %: 15 mins: 0.00 11 0.501
) Summer
FEH: 2 years: +0
R %: 15mins: 0,00 11 0.492
. Summer
FEH: 2 years: +0
e %:15mins:  0.00 1.1 0.492
’ Summer
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 2 years: +0
o %: 15mins: 0.0 11 0.495
. Summer
FEH: 2 years: +0
46980 %: 15mins: 0,00 11 0.483
’ Summer
FEH: 2 years: +0
‘1:71'0562 %: 15 mins: 0.00 1.1 0.483
: Summer
FEH: 2 years: +0
A % 15mins:  0.00 11 0.495
: Summer
FEH: 2 years: +0
A %: 15 mins: 0.00 11 0.501
’ Summer
FEH: 2 years: +0
A %:15mins:  0.00 1.1 0.474
’ Summer
FEH: 2 years: +0
A %:15mins:  0.00 1.1 0.495
. Summer
FEH: 2 years: +0
4_61'930"2‘ %: 15 mins: 0.00 1.1 0.483
. Summer
FEH: 2 years: +0
80 %: 15 mins:  0.01 17 0.747
. Summer
FEH: 2 years: +0
?:9590205? %: 15 mins: 0.04 8.5 3.702
. Summer
FEH: 2 years: +0
2_315(;(?(;71 %: 15 mins: 0.02 5.0 2.181
. Summer
FEH: 2 years: +0
450m (1) %: 15 mins: 0.05 9.7 4.203
Summer
FEH: 2 years: +0
A % i5mins 002 53 2.301
. Summer
FEH: 2 years: +0
450m %: 15 mins: 0.04 9.6 4.152
Summer
FEH: 2 years: +0
190m %: 15 mins: 0.02 4.0 1.737
Summer
FEH: 2 years: +0
190m (1) %: 15 mins: 0.02 4.0 1.752
Summer
FEH: 2 years: +0
O e %:i5mins. 005 11.1 4.806
) Summer
FEH: 2 years: +0
O %:i5mins 005 109 4719
’ Summer
FEH: 2 years: +0
2N % ismins 002 5.1 2211
) Summer
FEH: 2 years: +0
AR %: 15 mins: 0.05 105 4563
' Summer
FEH: 2 years: +0
e %:i5mins. 004 77 3.324
) Summer
FEH: 2 years: +0
200m %: 15 mins: 0.02 4.2 1.821
Summer
FEH: 2 years: +0
190m (2) %: 15 mins: 0.02 4.0 1.719
Summer
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
FEH: 2 years: +0
B0Som % ismins: 007 145 6306
. Summer
FEH: 2 years: +0
3aoIM % i5mins. 004 8.4 3.654
’ Summer
FEH: 2 years: +0
2_815315;1 %: 15 mins: 0.03 6.0 2.592
’ Summer
FEH: 2 years: +0
WX % i5mins: 005 100 4329
. Summer
FEH: 2 years: +0
O %:i5mins 0,04 78 3.396
’ Summer
FEH: 2 years: +0
A %: 15 mins: 0.01 17 0.723
: Summer
FEH: 2 years: +0
A %: 15 mins: 0.01 2.1 0.915
. Summer
FEH: 2 years: +0
%Bfggé" %: 15 mins: 0.04 8.4 3.633
. Summer
FEH: 2 years: +0
MO % tsmins. 001 32 1386
’ Summer
FEH: 2 years: +0
370m %: 15 mins: 0.04 7.9 3.435
Summer
FEH: 2 years: +0
2_34708(;(;" %: 15 mins: 0.02 5.1 2.205
. Summer
FEH: 2 years: +0
AT % ismins 002 53 2.298
. Summer
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

M|

e

Junction

S2

S4

S6

S8

S9

S10
S11
S12
S13
S14
S19
S23
S29
S20
S25
526
S32
S34
S36
S40
S7

S5

S3

S1

S16
S24
S31
S35
S28
S17

Storm Event

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

30 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

480 mins: Winter

FEH: 100 years: +45 %:

15 mins: Summer

FEH: 100 years: +45 %:

15 mins: Summer

Cover
Level
(m)
33.277

33.236
33.516
33.852
33.718
33.586
33.067
32.656
32.327
30.556
29.919
31.047
31.923
29.300
29.081
29.100
30.594
30.165
29.200
23.000
34.204
33.991
34.526
34.361
33.048
30.742
31.974
29.817
33.202

30.483

FEH: 100 years: Increase Rainfall (%): +45:

Invert

Level
(m)

31.777

31.520
31.216
31.007
30.966
30.931
30.761
30.704
30.643
29.056
28.264
29.622
29.990
27.880
27.649
27.600
27.264
27.195
27.000
22.725
32.854
32.596
33.561
33.011
32.023
28.300
29.870
27.025
31.777

28.391

Critical Storm Per Item: Rank By: Max. Depth

Max.

Level
(m)

32.783

32.756
32.339
31.884
31.716
31.555
31.270
31.104
30.908
29.375
29.437
29.738
31.658
29.114
29.070
29.069
29.069
29.069
29.068
22.777
32.920
32.668
33.599
33.085
32.095
29.070
31.636
29.068
31.963

29.613

Max.
Depth
(m)
1.006

1.237
1.123
0.877
0.750
0.624
0.509
0.400
0.265
0.320
1.173
0.115
1.668
1.234
1.421
1.469
1.805
1.873
2.068
0.052
0.066
0.072
0.038
0.075
0.072
0.770
1.766
2.043
0.186

1.221

Max.
Inflow
(L/s)

96.6

1721
215.1
214.7
209.3
267.2
264.2
286.0
332.9

306.6

14.0

132.4
55.5
65.1

47.4

Max. Max.
Resident Flooded
Volume (m*®) Volume (m?)
1.777 0.000
2.185 0.000
1.985 0.000
1.550 0.000
0.848 0.000
0.706 0.000
0.576 0.000
0.453 0.000
0.379 0.000
0.457 0.000
1.679 0.000
0.165 0.000
1.886 0.000
1.765 0.000
2.033 0.000
2.103 0.000
2.583 0.000
2.681 0.000
0.000 0.000
0.000 0.000
0.095 0.000
0.103 0.000
0.054 0.000
0.107 0.000
0.103 0.000
1.101 0.000
1.998 0.000
2.311 0.000
0.267 0.000
1.381 0.000

Created in InfoDrainage 2025.5

Max.
Outflow
(L/s)

72.9

138.9
178.3
199.1
202.5
259.7
258.2
282.1
320.5

309.4

115.8

Total
Discharge
Volume (m?)

42.345
85.282
118.303
134.064
138.474
166.467
168.289
180.231
202.055
270.831
54.960
51.572
28.303
61.864
523.025
417.571
497.798
439.805
1000.316
684.496
8.553
8.907
11.813
8.446
13.742
195.187
77.223
965.099
28.133

20.594

Status

Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
OK
OK
OK
Surcharged
OK
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
OK
OK
OK
OK
OK
OK
Surcharged
Surcharged
Surcharged
OK

Surcharged
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
. —
S22 fgﬁi;gosfnﬁ:;;“s %' 31780 30355 30.528 0173 58.8 0.248 0.000 56.6 25.527 OK
’ T
s21 fgt:]‘i:gosfnﬁ:ﬁé:“ %' 32846 31452 31554 0102  44.4 0.145 0.000 433 19.265 OK
’ o
33 555'&133@?;&?45 % 30369 27.229 20068 1840 227 2,633 0.000 228 385.721  Surcharged
30 fgkr:;i:gosy:;:z;:% % 30461 31.036 31.765 0729 436 1.043 0.000 323 18.867 Surcharged
: A o
S39 P00 years: *45%: 30000 26400 26452 0052 140 0075 0.000 14.0 684496  OK
f TeTe
18 fg:i:gosfnﬁ;i‘e:“ %' 30155 28302 20535 1233 653 1.395 0.000 51.8 34.631 Surcharged
! o
15 ggﬁiggos’fnﬁ;ﬁ'e:"s % 30162 28662 20173 0511 3094  0.732 0.000 295.3 270.703  Surcharged
: e
s38 FEM: 100 years: +45%: 59200 26.480 20065 2585 140  3.700 0.000 140 685148  Surcharged

480 mins: Winter

Created in InfoDrainage 2025.5
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

SUMN FEH: 30 years: Increase Rainfall (%): +40: Critical Storm Per Item: Rank By: Max. Depth

-{/\€
Cover Invert
Junction Storm Event Level Level

(m) (m)
s2 forid0yoars +40%: 33277 31.777
sS4 '1:5':“:2 ’gjﬁqgfo %' 33236 31.520
S6 ':Et:w?g ?fnrf&l;fo % 33516 31.216
S8 fg:ﬁg Vsejnrfr:n;fo %' 33852 31.007
s9 for: S0 yoars: +40%: 33718 30.966
$10 oS0 ysars 40 %: 33586 30.931
s11 oS0 ysars 40 %: 33,067 30.761
s12 foH: S0 yoars: +40%: 32656 30.704
S13 fgt:m?g Vselfnrfr:n;fo %' 32327 30643
S14 '1:5':“:2 ’gjﬁqgfo %' 30.556 29.056
S19 ':Et:w?g ?fnrf&l;fo % 29919 28.264
523 ot S0 years “40%: 31047 20622
529 ot S0yoars +40%: 31.923 29.990
520 oS0 yoars *40%: 29300 27.880
: e
S25 ggg‘ﬁggﬁﬁi e+r4° j’ 29.081 27.649
526 o0 years: +40 f 20100 27.600
32 o e OA’ 30594 27.264
S34 ggg‘h?r?s’:’ﬁﬁt' e+r4° % 30.165 27.195
S36 ggg'm?gsyﬁﬁ‘ e+r4° %' 29200 27.000
540 Fap o0 years: +40%: 23,000 22.725
s7 foriS0yoars +40%: 34204 32854
S5 '1:5':“:2 ’gjﬁqgfo %' 33901 32596
s3 FEH:_30 years: +40 %: 34526 33.561
15 mins: Summer

st for: S0 yoars “40%: 34361 33.011
s16 fen-oovears: +40%: 33048 32023
S24 :Eg(l)—'m?r?syﬁrsn e+r4° % 30742 28.300
s31 FoH S0years: +40%: 31.974 20870
s35 o o0 years: +40%: 20817 27.025
S28 1F5E:'“:£ ySe:nrqsn;;tO % 33202 31.777
S17 FEH: 30 years: +40 %: 30483 28.391

15 mins: Summer

Max. Max. Max.

Level Depth Inflow

(m) (m) (Lis)
31.964 0.187 74.3
31.893 0.373 1471
31.752 0.537 139.9
31.546 0.539 161.0
31.448 0.482 167.7
31.347 0.416 216.8
31.162  0.401 217.4

31.044 0.340 23

30.870  0.227 26.

29.295 0.239 25

28.885 0.621 7

29.720  0.098 89.

30.646 0.656 49.

28.693 0.813 82.

28.668 1.018 42.

28.667 1.067 29.

28.667 1.403 25.

28.667 1.471 24.

28.666 1.666 54.

22775 0.050 12.

32911 0.057 15.

32.658 0.062 15.

33.593 0.032 21.

33.074 0.063 15.

32.087 0.064 24

0.3

3.4

3.2

.5

1

4

9

9

8

8

3

3

0

7

28.667 0.367 16.8

30.621 0.751 11

28.666 1.641 51

6.8

2

31.886 0.109 50.1

28.994 0.603 36.5
Created in InfoDrainage 2025.5

Max. Max.
Resident Flooded
Volume (m*®) Volume (m?)
0.330 0.000
0.659 0.000
0.948 0.000
0.953 0.000
0.545 0.000
0.471 0.000
0.453 0.000
0.384 0.000
0.325 0.000
0.343 0.000
0.889 0.000
0.141 0.000
0.742 0.000
1.164 0.000
1.457 0.000
1.527 0.000
2.007 0.000
2.105 0.000
0.000 0.000
0.000 0.000
0.081 0.000
0.088 0.000
0.046 0.000
0.091 0.000
0.091 0.000
0.526 0.000
0.850 0.000
1.856 0.000
0.156 0.000
0.682 0.000

Max.
Outflow
(L/s)

71.0

96.7

133.0
159.8
167.0
214.0
208.9
2243
253.2

2451

Total
Discharge
Volume (m?)

32.551
65.611
90.979
103.078
106.467
128.004
129.363
138.546
155.477
155.345
42.420
39.701
21.760
47.932
402.436
323.190
377.052
325.389
727.907
478.113
6.583
6.854
9.107
6.503
10.619
144.185
59.337
704.751
21.667

15.857

Status

OK
OK
Surcharged
Surcharged
Surcharged
OK
OK
OK
OK
OK
Surcharged
OK
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
Surcharged
OK
OK
OK
OK
OK
OK
OK
Surcharged
Surcharged
OK

Surcharged
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham
. —
S22 fgt:“s’g yseuar;srh;fO % 31780 30.355 30498 0.143 453 0.204 0.000 437 19.658 OK
’ TRy
S21 fg:ﬁg yselfr;srh;w % 32846 31452 31539 0088 341 0.125 0.000 333 14.825 OK
’ TR
33 ggg‘ﬁggﬁﬁt’;“o % 30369 27.220 28.666 1438  21.6 2.057 0.000 213 289.658  Surcharged
830 fgt:“:g ysejsr:n;fo % 32461 31.036 31122 0086 335 0.123 0.000 332 14.524 OK
: N o
$39 ggoH ;n?,?s?'e\,?,:ﬁt'e?4° % 30000 26.400 26450 0050  12.9 0.072 0.000 12.9 478113 OK
! TRy
s18 fgt:“:g ysefﬁh;fo % 30155 28302 28929 0627 549 0.710 0.000 35.1 26.657 Surcharged
! o
$15 '1:5':“22 ‘gﬂsﬁ;;‘o % 30162 28.662 28.807 0.145 2451  0.207 0.000 2438 155.171 OK
' o
s38 FEM: 30 years: *40%: 59200 26480 28664 2184 129 3125 0.000 126 478742 Surcharged

360 mins: Winter

Created in InfoDrainage 2025.5
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020.5923.IDC.1.A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
Report Details: ] Fr’\,a'ﬁlDBasham Associates: MDW VPW
'ggfm J;:ac:::n gf;an;: ;reytwork 1 22?1120}:?; Estate

Fareham
 SUM| FEH: 2 years: Increase Rainfall (%): +0: Critical Storm Per Item: Rank By: Max. Depth
'{»\€

Cover Invert Max. Max. Max. Max. Max. Max. Total
Junction Storm Event Level Level Level Depth Inflow Resident Flooded Outflow Discharge Status
(m) (m) (m) (m) (L/s) Volume (m*®) Volume (m?) (L/s) Volume (m?)

s2 FLii2yoars *0%:15 33277 31777 31879 0102 248  0.180 0.000 229 10.840 oK
S4 Eq'f;::ézﬁqa;qsér+0%:15 33236 31.520 31.659 0.139  48.3 0.246 0.000 39.6 21811 OK
S6 ;'f;:éz;arf;r"c’%: 15 33516 31216 31379 0.164  50.2 0.290 0.000 51.2 30.221 OK
S8 fn'frziszsxfnar;z*()%:w 33.852 31.007 31.205 0198 605 0.349 0.000 5338 34.199 OK
s9 FEH:2yoars: 10%:15 33718 30.966 31161 0194 565 0220 0.000 54.4 35.305 oK
$10 FLiiZyoars 10%15 33586 30931 31113 0182 710 0205 0.000 66.5 42.472 oK
s11 FLil-2yoars 10%:15 33067 30761 30944 0183 676 0207 0.000 62.1 42.853 oK
s12 FLi:2yoars 10%:30 32656 30704 30874 0470 693 0193 0.000 60.3 60.175 oK
S13 fj&igﬁ:&i:oww 32.327 30643 30.759 0115 797 0.165 0.000 756 51.491 OK
S14 Eq'f;::%zﬁqa;qir“()%: 30 30556 20056 20178 0.122  77.7 0.175 0.000 775 67.487 OK
$19 ;'f;:éz;arf;r"c’%: 15 20019 28264 28379 0.115  31.0 0.165 0.000 292 14.170 OK
523 FLii2yoars 10%:15 31047 20622 20675 0053 296 0075 0.000 28.8 13.262 oK
529 FLH:2yoars *0%15 31923 20990 30062 0072 163 0.081 0.000 15.5 7.268 oK
520 FLilZyoars 10%:15 29300 27.880 28020 0140 357  0.200 0.000 314 16.937 oK
S25 ggg'mfnéeagjm+rg;f’ 20081 27.649 27.895 0245  16.9 0.351 0.000 15.1 156.893 OK
526 Caonayears s0%%: 29100 27600 27.804 0294 181 0421 0.000 17.8 156729  OK
$32 Canayears s0%: 30504 27.264 27804 0630 300  0.901 0.000 26.9 214367  Surcharged
S34 ggg‘ﬁ%ﬁjgg;ﬁ 30165 27.195 27.804 0699  29.7 1.000 0.000 28.9 222723 Surcharged
S36 ggg'mfnéeagjm+rg;f’ 29200 27.000 27.893 0893  57.8 0.000 0.000 57.5 391.302 Surcharged
540 gayears: *0%: 23000 22725 22772 0.047 114 0,000 0.000 1.4 482099  OK
s7 FLi:2yoars *0%:15 34204 32854 32885 0031 5.1 0.044 0.000 5.0 2.208 oK
S5 Eq'iz;::%ﬁqa;ir“o %:15 33901 32506 32629 0033 53 0.047 0.000 5.2 2.301 OK
S3 Eii?sfnarfgr"o %:15 34526 33561 33.580 0.019 7.0 0.027 0.000 6.8 3.064 OK
st FLi:Zyoars 10%:15 34361 33011 33.046 0035 50 0.051 0.000 49 2.181 oK
s16 FLil2years 10%:15 33048 32023 32059 0037 83 0.052 0.000 7.8 3.581 oK
S24 Eq'f;::%zﬁqa;qir+0%:15 30.742 28.300 28.383 0083  41.9 0.118 0.000 415 18.978 OK
s31 FEH 2years *0%:15 31974 20870 20967 0007 443 0.110 0.000 429 19.779 oK
S35 Capnayears s0%: 29817 27025 27893 0868 565 0982 0.000 55.7 381035  Surcharged
S28 ;'izgéx;ar;i;:o %1% 33200 31.777 31837 0060 168 0.086 0.000 16.3 7.277 OK
s17 Eq'iz;::%ﬁqa;ir“o %:15 30483 28391 28478 0086 122 0.097 0.000 11.8 5.299 OK

Created in InfoDrainage 2025.5 34/41



020.5923.IDC.1.A: Date:

Land West of Hulbert Road 30/05/2025

Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:

RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Junctions Summary The Bothy

Storm Phase: Surface Network 1 Cams Hall Estate

Fareham

- o

S22 an';:r: zsﬁfna,LZfo %15 31780 30355 30430 0075 151 0.107 0.000 14.5 6.569 OK
g 0o

S21 an:E:'s, zsxfnar;;*o %15 32846 31452 31501 0.049 114 0.070 0.000 11.0 4.951 OK

FEH: 2 years: +0 %:

S33 DN G 30.369 27.229 27.893 0.665  26.9 0.951 0.000 263 204986  Surcharged

S30 an'IErZ zszfnar;sé:o %15 35461 31.036 31.084 0049 11.2 0.070 0.000 10.9 4.867 oK
: TIETX

S39 szEg'}nzin?avrvsih;e % 30000 26400 26.447 0.047 114 0.067 0.000 11.4 482999  OK
: 0 o

S18 E:IE:; éﬁa’; r+° %15 30155 28302 28.425 0123 196 0.140 0.000 18.9 8.872 OK
g X

S15 Efn': ?Sz;arf; r+° %15 30162 28662 28739 0078 709 0.111 0.000 70.1 51.343 oK
- X

s38 FEH:2years: +0%: o9 500 25480 27.802 1412 119 2020 0.000 13 368.848  Surcharged

360 mins: Summer

Created in InfoDrainage 2025.5
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Max. Max. Max.
Stormwater us DS us
Control Storm Event Level Level Depth
(m) (m) (m)
FEH: 100 years:
Basin +45 %: 480 29.066 29.066 2.066
mins: Winter
FEH: 100 years:
Tank +45 %: 480 29.070 29.070 1.370
mins: Winter

FEH: 100 years: Increase Rainfall (%): +45: Critical Storm Per Item: Rank By: Max. Avg. Depth

Max.
l\/é)asx. Max Rgls?c;(ént Floode Total Lost Max.
Depth Inflo Volume Volume = Outflo
(n‘])) (L/s) (m?) Volum m3  w(l/s)
e (m?)
2.066 58.5 535.410 0.000 0.000 14.0
1.370 555 427.785 0.000 0.000 7.8

Created in InfoDrainage 2025.5

Total DF:—EIL
Discharg
e Volume PI.?::
3
(m?) (mins)
688.770 341
184.445

Percentage
Available
(%)

-15.662

0.074
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020.5923.1DC.T A: Date:

Land West of Hulbert Road 30/05/2025

Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Status
Flood Risk
OK

Created in InfoDrainage 2025.5 37/41



020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Max. Max. Max.
Stormwater us DS us
Control Storm Event Level Level Depth
(m) (m) (m)
FEH: 30 years:
Basin +40 %: 360 28.664 28.664 1.664
mins: Winter
FEH: 30 years:
Tank +40 %: 360 28.667 28.667 0.967
mins: Winter

FEH: 30 years: Increase Rainfall (%): +40: Critical Storm Per Item: Rank By: Max. Avg. Depth

Max. Half
l\/é)asx. Max Rgls?c;(ént Floode Total Lost Max. Di-sl:g:irg Drain
Inflo Volume = Outflo Down
D(en‘]’;h (Us) V‘("m“?)"e Volum  (mY)  w(Lfs) e\:‘r’r']‘j)me Time
e (m?) (mins)
1.664 54.1 369.827 0.000 0.000 12.9  482.066 260
0.967 57.6 344.587 0.000 0.000 6.2 144.844

Created in InfoDrainage 2025.5

Percentage
Available
(%)

20.108

19.508
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020.5923.1DC.T A: Date:

Land West of Hulbert Road 30/05/2025

Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Status

OK

OK

Created in InfoDrainage 2025.5
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020.5923.1DC.T A: Date:
Land West of Hulbert Road 30/05/2025
Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Max. Max. Max.
Stormwater us DS us
Control Storm Event Level Level Depth
(m) (m) (m)
FEH: 2 years:
Basin +0 %: 360 mins: 27.892 27.892 0.892
Summer
FEH: 2 years:
Tank +0 %: 360 mins: 27.894 27.894 0.194
Summer

FEH: 2 years: Increase Rainfall (%): +0: Critical Storm Per Item: Rank By: Max. Avg. Depth

Max.
l\/é)asx. Max. Rgls?c;(ént Floode Total Lost Max. Di-sl:g:irg
Inflow Volume = Outflo
D(en‘]’;h (Us) V‘("m“?)"e Volum  (mY)  w(Lfs) e\:‘r’r']‘j)me
e (m?)
0.892 575 139.494 0.000 0.000 11.9  370.579
0.194 2238 69.201 0.000 0.000 5.8 83.203

Created in InfoDrainage 2025.5

Half
Drain
Down

118

Percentage
Available
(%)

69.866

83.835
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020.5923.1DC.T A: Date:

Land West of Hulbert Road 30/05/2025

Surface Water Calcs Southern Catchment Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 1 Cams Hall Estate
Fareham

Status

OK

OK

Created in InfoDrainage 2025.5
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
_nE' ' ] 290m Type : Catchment Area
Area (ha) 0.029

[Dynamic Sizing

Runoff Method

Summer Volumetric Runoff
Winter Volumetric Runoff
Time of Concentration (mins)
Percentage Impervious (%)
Urban Creep (%)

j' 7 119.77m
-0.000

Area (ha)

[Dynamic Sizing

Time of Concentration
1.000

1.000

5

100

0

Type : Catchment Area

0.012

Runoff Method

Summer Volumetric Runoff
Winter Volumetric Runoff
Time of Concentration (mins)
Percentage Impervious (%)
Urban Creep (%)

&) 7 728.27m
-0.000

Area (ha)

[Dynamic Sizing

Time of Concentration
1.000

1.000

5

100

0

Type : Catchment Area

0.073

Runoff Method

Summer Volumetric Runoff
Winter Volumetric Runoff
Time of Concentration (mins)
Percentage Impervious (%)
Urban Creep (%)

Time of Concentration
1.000

1.000

5

100

0

Created in InfoDrainage 2025.5 114



020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Inflows The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
__Ef ' ] 130m Type : Catchment Area
Area (ha) 0.013

[Dynamic Sizing

Runoff Method Time of Concentration
Summer Volumetric Runoff 1.000
Winter Volumetric Runoff 1.000
Time of Concentration (mins) 5
Percentage Impervious (%) 100
Urban Creep (%) 10
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
Junction . Northin: Cover Level Invert Level Chamber Diameter
Name Type Easting (m) (m) 9 (m) Depth (m) (m) Shape (m)
S41 Manhole 469424.082 108236.620 32.135 1.424 30.712 Circular 1.350
S42 Manhole 469454.701 108232.714 30.157 1.777 28.380 Circular 1.350
S43 Manhole 469489.306 108228.614 28.147 0.920 27.227 Circular 1.350
S46 Manhole 469467.166 108228.862 29.279 1.299 27.980 Circular 1.350
S48 Manhole 469481.591 108235.564 28.500 1.615 26.885 Circular 1.200
S49 Manhole 469481.591 108243.332 29.324 2.494 26.830 Circular 0.000
Inlet Manhole 469489.277 108233.911 29.284 2.084 27.200 Circular 1.200
Name Lock
S41 None
S42 None
S43 None
S46 None
S48 None
S49 None
Inlet None
[Inlets
Junction Inlet Name Incoming ltem(s) Bypass Destination Capacity Type
728.27m
S41 Inlet - 0.000 (None) No Restriction
130m
119.77m
S42 Inlet -0.000 (None) No Restriction
S41-S42
S43 Inlet 2;3:43 (None) No Restriction
S46 Inlet S42-S46 (None) No Restriction
S48 Inlet Outlet-S48 (None) No Restriction
S49 Inlet S48-S49 (None) No Restriction
Inlet Inlet S43-Inlet (None) No Restriction
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
|Outlets
Junction Outlet Name Outgoing Connection QOutlet Type
S41 Outlet S41-S42 Free Discharge
S42 QOutlet S42-S46 Free Discharge
S43 QOutlet S43-Inlet Free Discharge
S46 Outlet S46-S43 Free Discharge
Outlet S48-S49 Hydro-Brake®
Invert Level (m) 26.885
Design Depth (m) 0.800
Design Flow (L/s) 2.0
- Minimise Upstream Storage
Objective Requirements
Application Surface Water Only
Sump Available N
Unit Reference CHE-0068-2000-0800-2000
1
S48 0.8 /
E o6
=
2
S 04
(=}
0.2
o PRI NS N S N S TS A
0 0.5 1 1.5 2
Flow (L/s)
Inlet QOutlet Inlet-Outlet Free Discharge
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0205923 DC 2 A. Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
7 o
el Enhanced Swale Type : Swale
[Swale
Exceedance Level (m) 28.200
Depth (m) 0.300
Base Level (m) 27.900
Top Width (m) 6.500
Side Slope (1:X) 3.00
Base Width (m) 4.700
Freeboard (mm) 0
Length (m) 30.000
Long. Slope (1:X) 300.00
Filtration Rate (m/hr) 50.0
Friction Scheme Manning's n
n 0.35
Total Volume (m?) 92.700
[Trench |
Trench Depth (m) 1.000
Trench Porosity (%) 30
[Inlets |
[Inlet
Inlet Type Point Inflow
Incoming Item(s) Inlet-Outlet
Bypass Destination (None)
Inlet Destination Subsurface Area
Capacity Type No Restriction
[Outlets |
|Outlet
Outgoing Connection Outlet-S48
Outlet Type Free Discharge
[Advanced |
[Swale |
Porosity (%) 100
|Trench |
Trench Conductivity (m/hr) 500.0
Created in InfoDrainage 2025.5 5/14



020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

FEH: 100 years: Increase Rainfall (%): +45: Critical Storm Per Item: Rank By: Max. Depth

Cover Invert Max Max Max Max. Max. Max Total
Junction Storm Event Level Level Level Depth Inflow T/?)denfgt '\:/Igfj ?:g Outflow D\l;soc;:z:ge Status
m momm s TR TERE s T

FEH: 100 years:

S41 +45 %: 15 mins: 22'13 20'71 30.824 0.112 720 0.161 0.000 71.4 31.229 OK
Summer
FEH: 100 years: 30.15 28.38

S42 +45 %: 15 mins: 7 0 28.828 0.448 81.3 0.642 0.000 69.5 35.543 Surcharged
Summer
FEH: 100 years: 2814 27.22

S43 +45 %: 15 mins: 7 7 28.132 0.905 86.7 1.295 0.000 85.1 44.258 Surcharged
Summer
FEH: 100 years:

S46 +45 %: 15 mins: 59'27 57'98 28.515 0.535 69.5 0.765 0.000 62.5 35.314 Surcharged
Summer
FEH: 100 years:

S48 +45 %: 720 mins: 38'50 §6'88 27.900 1.015 28 1.148 0.000 2.2 127.582 Surcharged
Summer
FEH: 100 years:

549 +45%: 360 mins: 2097 2083 25869 0039 22 0000 0000 22 74698  OK
Summer
FEH: 100 years:

Inlet +a5%: 15mins: 228 2120 28064 0864 851 0978 0000 845 42983  Surcharged
Summer
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

Junction Storm Event

FEH: 30 years: +40
%: 15 mins:
Summer

FEH: 30 years:
%: 15 mins:
Summer

FEH: 30 years:
%: 15 mins:
Summer

FEH: 30 years:
%: 15 mins:
Summer

FEH: 30 years:
%: 960 mins:
Summer

FEH: 30 years:
%: 60 mins:
Summer

FEH: 30 years:
%: 15 mins:
Summer

S41

+40

S42

S43

S46

S48

S49

Inlet

Cover
Level

(m)

32.13

30.15

28.14

29.27

28.50

29.32

29.28
4

Invert
Level

(m)

30.71
2

28.38
0

27.22
7

27.98
0

26.88
5

26.83
0

27.20
0

Max. Max.
Max.  Max. Max. N
Level Depth Inflow Resident  Flooded
(m) m) (Us) Volume Volume
(m?) (m?)
30.808 0.096 55.4 0.138 0.000
28.530 0.150 62.4 0.214 0.000
28.079 0.853 63.4 1.220 0.000
28.311 0.331 66.9 0.474 0.000
27900 1.015 24 1.148 0.000
26.869 0.039 2.2 0.000 0.000
28.038 0.838 60.8 0.948 0.000

Created in InfoDrainage 2025.5

FEH: 30 years: Increase Rainfall (%): +40: Critical Storm Per Item: Rank By: Max. Depth

Max.
Outflow
(L/s)

54.7

66.9

60.8

447

22

22

59.7

Total
Discharge
Volume Status
(m?)
24.068 OK
27.357 OK
33.593 Surcharged
27117 Surcharged
110.678  Surcharged
10.093 OK
32.315 Surcharged
7114



020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Junctions Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

SUMN FEH: 2 years: Increase Rainfall (%): +0: Critical Storm Per Item: Rank By: Max. Depth

3
Max. Max. Total
Junction Storm Event E(gn\z;;lr IL:%\;la)enl I'_\:é:\ql));l Igﬂ(er?]))gh IE\EE\)& R\’;j'lijdnfgt '\:/Igfj ?\?g O:%;Lciw D\iz)c;:i]rge Status
(m?) (m?) (m?)
S41 fori2years: v0%: 3213 907! 30765 0054 185 0077 0000 182 8046  OK
s42 fori-2years: +0%: 30.15 2838 s5456 0076 208 0409 0000 201 91452  OK
$43 fog-ayears: +0 %: 28.14 2722 57801 0664 121 0950 0000 112 25024  Surcharged
S46 ':E':\Ir?syesaur;n:gr% 59'27 37'98 28053 0073 201  0.104 0.000 199  9.026 OK
S48 58Eg|m2|n);easrjm+nc1)eof 38'50 §6'88 27.262 0377 20 0.426 0.000 19 36400  Surcharged
S49 Pagayears: +0%: 29.92 2083 26866 0036 19 0000 0000 19 24017 OK
Inlet og-ayears: +0 %: 2928 2720 27801 0691 112 0781 0000 106 24585  Surcharged
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
=T
===== FEH: 100 years: Increase Rainfall (%): +45: Critical Storm Per Item: Rank By:
.ii,.ii Max. Avg. Depth
Max. Half

Max.  Max. Max. Max R'\g:i);e Flood Total Max. D-i?éﬁlar Drain Percentag
Stormwat Storm Event us InfloW nt ed Lost  Outflo Down e
er Control Level Level Depth Depth (Us) Volume Volu Volume w Volume Time Available

(m) (m) S- me  (m) (Us) o (mins (%)

(m?) 3 (m?)
(m®) )
FEH: 100
Enhanced years: +45 %:
Surl 240 mins: 28.199 28.199 1.199 1.299 18.3 83.100 0.000 0.000 34 50.366 256 10.356
Winter
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020.5923 IDC 2 A: Date:

Land West of Hulbert Road, Havant 30/05/2025

Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

Status

OK

Created in InfoDrainage 2025.5
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020.5923.IDC.2.A:

Date:

Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

o = Avg. Depth
Max.  Max.
Stormwat us
er Control Storm Event Level Level
(m)
FEH: 30

Enhanced years: +40 %: 28105 28.077 1.105

Swale 360 mins:
Summer

Depth Depth

FEH: 30 vears: Increase Rainfall (%): +40: Critical Storm Per Item: Rank By: Max.

Max. Half
Max. Max R'\g:i);e Flood Total Max. D-i?éﬁlar Drain Percentag
Inl oW nt ed Lost  Outflo Dpwn e
(Us) Volume Volu Volume w Volume Tlme Available
(m) . m)  (Us) oo (mins (%)
™) o m)

1.177 159 61.762 0.000 0.000 29 68.197 251 33.375
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020.5923 IDC 2 A: Date:

Land West of Hulbert Road, Havant 30/05/2025

Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

Status

OK

Created in InfoDrainage 2025.5
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020.5923 IDC 2 A: Date:
Land West of Hulbert Road, Havant 30/05/2025
Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW
Report Details: Paul Basham Associates:
Type: Stormwater Controls Summary The Bothy
Storm Phase: Surface Network 2 Cams Hall Estate
Fareham
=T

==== FEH: 2 years: Increase Rainfall (%): +0: Critical Storm Per Item: Rank By: Max.

ﬁ Avg. Depth

Max. Half
Max. Max. Max. Max. Max R'\g:i);e Flood Total Max. D-i?éﬁlar Drain Percentag
Stormwat Storm Event us DS us InfloW nt ed Lost  Outflo Down e
er Control Level Level Depth Depth (Us) Volume Volu Volume w Volume Time Available
m (m (m (m S- me  (m) (Us) o (mins (%)
™) o m)
FEH: 2 years:
Enhanced +0 %: 360
Swale ! 27.869 27.256 0.869 0.356 5.9 23.167 0.000 0.000 2.0 31419 180 75.009
Summer
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020.5923 IDC 2 A: Date:

Land West of Hulbert Road, Havant 30/05/2025

Northern SW system Designed by: Checked by: Approved By:
RRD MDW MDW

Report Details: Paul Basham Associates:

Type: Stormwater Controls Summary The Bothy

Storm Phase: Surface Network 2 Cams Hall Estate
Fareham

Status

OK

Created in InfoDrainage 2025.5
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	020.5923.DTN
	1. INTRODUCTION
	1.1 This Technical Note has been prepared by Paul Basham Associates on behalf of BRiCS Development to support a Reserved Matters Application to Havant Borough Council in relation to Land West of Hulbert Road, Havant.
	1.2 This report aims to apply for the discharge of conditions the following conditions from the approved outline planning application (Ref: APP/20/00441):
	 14 - No development shall commence until a detailed surface water drainage scheme for the site, based on the principles within the Flood Risk Assessment ref: WYG Flood Risk & Drainage Assessment (FRDA) (ref. A096474, dated April 2020), has been subm...
	 15 - No development hereby permitted shall commence until plans and particulars specifying the layout, depth and capacity of all foul and surface water drains and sewers proposed to serve the same, and details of any other proposed ancillary drainag...
	 30 - Details for the long-term maintenance arrangements for the surface water drainage system shall be submitted to and approved in writing by the Local Planning Authority prior to the first occupation of any of the dwellings.
	1.3 The site is located on land to the West of Hulbert Road ~305m north of the B2150/Purbrook Way/Hulbert Road roundabout. The site location boundary can be seen in Figure 1 below:

	2. Site Geology
	2.1 Site investigation was completed by TetraTech in June 2023 (ref: 874-A096474) and identified that the underlying geology of the site consists of Made Ground, Weathered London Clay Formation and London Clay Formation. Infiltration testing was compl...

	3. Surface water drainage strategy (Condition 14 & 15)
	Existing Drainage
	3.1 The surface water runoff generated by the site currently flows overland into a ditch system located at the North, East and Southern boundaries of the site. The site is currently greenfield and so there is no existing surface water sewer within the...
	Proposed Drainage
	3.2 The site is proposed to be split into two catchments, both of which outfall into the existing watercourse network. In accordance with the approved outline Flood Risk Assessment and Drainage Strategy produced by WYG (ref: A096474), surface water ru...
	3.3 The two catchments are shown indicatively in orange and pink in Figure 2 below. The orange catchment measures at 0.21Ha, and the pink catchment measures at 2.76Ha.
	3.4 A typical section showing the attenuation basin with underlying crates can be seen in Figure 3, and typical sections showing an attenuation crates system and an enhanced swale, extracted from the CIRIA SuDS Manual, can be seen in Figure 4 and Figu...
	3.5 Greenfield runoff rates for the site have been estimated using the HR Wallingford online calculator. The Qbar for the site is estimated to be 5.3 l/s/Ha. See Appendix C for the full calculations.
	3.6 All runoff (up to and including the 1-in-100-year rainfall event (+45% Climate Change)) shall be restricted to the proposed impermeable area’s Qbar (5.3l/s/Ha), per section 3.3.1 of The CIRIA SuDS manual, discharging all run-off at Qbar is conside...
	3.7 The outfall for the southern catchment is restricted, via a HydroBrake, to 14.6l/s (2.73Ha x 5.3l/s). The greenfield rate for the northern catchment is 1.13l/s (0.21Ha x 5.31l/s), however 2l/s has been used to avoid blockages  in accordance with t...
	3.8 The “Flood Risk Assessments: Climate Change Allowances Guidance” 2016 (updated in 2022) published by the EA indicates that climate change is currently expected to result in increased peak rainfall and rising sea levels.
	3.9 Table 1 and Table 2 show anticipated changes in peak rainfall intensity in small and urban catchments within England for the 1%AEP and the 3.3% AEP, respectively.
	3.10 The peak rainfall intensity allowance for the 1% AEP event is 45%
	3.11 The peak rainfall intensity allowance for the 3.3% AEP is 40%
	Hydraulic Calculations
	3.12 InfoDrainage calculations were completed for the 1:1-yr, 1:30-yr+40% Climate Change Allowance and the 1:100-yr+45% Climate Change Allowance return periods. A 10% allowance for urban creep was added to the residential dwelling catchments. No flood...
	Water Quality
	3.13 Figure 6 & Figure 7 are extracted from the SuDS Manual and demonstrate the pollution risks associated with various discharge situations.
	3.14 The UKSuDS Water Quality toolkits (based on the Simple Index Assessment method) has been used to assess water quality improvement for the site. Table 3 and Table 4 below summarises the results of the toolkit for the southern and northern catchmen...

	4. FOUL WATER DRAINAGE STRATEGY (CONDTION 15)
	Existing Drainage
	4.1 There is an existing Southern Water foul rising main located within Hulbert Road that connects into a gravity sewer north of the site. See Appendix C for a copy of the Southern Water Sewer Mapping
	Proposed Drainage
	4.2 The foul water drainage strategy comprises a gravity-led sewer system that will discharge into an existing Southern Water sewer located within Hulbert Road. It is proposed that a new manhole is constructed on the pipe between manholes 5301 and 530...

	5. Suds management and maintenance strategy (condition 30)
	5.1 It is anticipated that the estate management company will maintain the attenuation basins and crates, and the sewer system will be adopted by Southern Water through the S104 process. The final agreed management and maintenance responsibilities wil...
	5.2 The proposed maintenance regime for the attenuation basin, crates and enhanced swale can be seen in Table 5, Table 6 and Table 7 respectively.

	6. CONCLUSION AND SUMMARIES
	6.1 Ground investigation indicated infiltration is unfeasible based on BRE 365 testing (see section 2.1), therefore surface water outfalls into the existing watercourse network has been proposed, in accordance with the approved outline Flood Risk Asse...
	6.2 Hydraulic modelling was completed using InfoDrainage. No flooding occurred in either system confirms for all storm events up to and including the 1:100+45%CC return period. (See section 6.2). [Conditions 14& 15]
	6.3 The proposed foul water drainage includes for a gravity sewer network that connects to and existing Southern Water sewer within Hulbert Road. A New manhole connection proposed between existing manholes 5301 and 5302. (See section 4.2). [Condition 15]
	6.4 Water quality treatment was assessed in based on the Simple Index Assessment method. Both systems were deemed to have sufficient treatment. (See section 3.14). [Conditions 14 & 15]
	6.5 It is anticipated that the estate management company will maintain the attenuation basins and crates, and the sewer system will be adopted by Southern Water through the S104 process. (See section 5). [Condition 30]
	6.6 The information provided within this technical note is deemed suitable to allow for discharge of conditions 14, 15 and 30.
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