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BRN
65

DETAIL
D

Fix top tiling batten 40mm down from wall.
Turn underlay not less than 50mm up abutment.
CODE 5 LEAD FLASHING AT
ABUTMENT AND DRESSED
ACCORDINGLY

CODE 5 LEADWORK
AROUND NEW DORMER
WINDOW

BRN
8

Window cill 1050mm maximum above finished
floor level to loft Bedroom
For Emergency escape specification purposes

(EX. F.F.L)

(EX. F.C.L)

(RIDGE)
(TO MATCH EX.)

NEW WALL BUILT
ON INNER
LOADBEARING
WALL

20
00

STAIRWELL TO
MAINTAIN MIN
2000 mm
CLEARANCE INTO
SKILLING AREA

Stone chippings on three

BRN
43D

WARM FLAT ROOF

Ceilings of 12.5mm plasterboard over vapour
barrier with skim plaster finish

125mm Celotex TA4000 insulation

12.5mm spa solar reflective chippings to achieve
aa designated fire rating for surface spread of flame
bedded in bitumen on three layer felt to BS 747 on
22mm exterior grade plywood

47 x 220mm grade C24 joists at 400 ctrs
(see engineers details for sizes)

22mm external quality plywood decking or similar
approved on sw firings to minimum 1 in 80 fall

PITCHED ROOF

Roofing tiles

25 x 38mm tanalised sw treated battens

Breathable sarking felt to BS747 or relevant BBA
Certificate

Minimum 25mm thick treated vertical counter battens

150mm Celotex XR4000 between rafters and 25mm
TB4000 under

47 x 195mm grade C24 rafters at max 400mm
centres

12.5mm foil backed plasterboard and 3mm skim coat
of finishing plaster

U-value 0.15 W/m²K

CONSERVATORY

GARAGE

DINING
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Catnic steel lintels
or similar over all
new openings
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2128

(B
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M
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)

UTILITY

LOUNGE

EX. CHIMNEY
SHOWN DOTTED
TO BE REMOVED

EX. WALL SHOWN
DOTTED TO BE
REMOVED

EX. BEAM OVER
(TO BE EXPOSED ON SITE)

BRN
55

BRN
56A

Catnic steel lintels
or similar over all
new openings

CG50/100

EXTRACT FAN
POS'N TBC.

57
BRN

EXTRACT FAN
POS'N TBC.

57
BRN

BRN
55

BRN
56A

Catnic steel lintels
or similar over all
new openings

CG50/100

BRN
55

BRN
56A

Catnic steel lintels
or similar over all
new openings

BIG

POS'N TBC.

NEW SVP TO
CONNECT TO
EXISTING

49
BRN

50
BRN

W.C

778 665 685
2128

30
BRN

8462

BRN
57

EXTRACT
FAN TO
CONNECT
TO
UTILITY
ROOM
DUCTING

A
A

GARAGE

1500
P.C.C LINTEL
OVER. 150Min.
END BEARINGS

COATS

890

Catnic steel lintels
or similar over all
new openings

BRN
1

BRN
2

CG50/100

30
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UP

STAIRS
12No. RISERS
GOING 225
RISE 200
PITCH 41.5

28
BRN

LANDING

BATHROOM

STORE

BEDROOM

BEDROOM

BEDROOM

BEDROOM

C C

DN

Depth to be 1000mm deep depending
on
ground conditions to be agreed with
BCO

TRENCH FOUNDATION WITH
FULL FILL CAVITY WALL

Lean mix cavity fill 225mm below DPC

750mm thick trench fill concrete
foundation with a minimum width equal
to the width of the wall plus 300mm.
Concrete mix to conform to BS EN
206-1 and BS 8500-2

Cavity fully filled with 175mm Rockwool
cavity insulation

Horizontal strip polymer (hyload) damp proof
course to both leafs minimum 150mm above
external ground level

Walls to be built with 1:1:6 cement mortar

Inner leaf -100mm lightweight block,
Aircrete 0.15 W/mK

U-value 0.18 W/m²K

103mm facing brick Specialist wall ties suitable for cavity width,
centres as wall ties manufacturer's details

Cross ventilation to be provided by
a proprietary eaves ventilation
strip equivalent to a 25mm
continuous gap at eaves level
with insect grill and 50mm air
gap between felt and insulation

EAVES DETAIL FOR TIMBER FRAME
 (PROJECTING - BOXED EAVES)

Eaves ventilator tray to ensure
a 50mm ventilation gap

Differential movement gap

Cavity barrier / fire stop (50mm
thick wire reinforced rock mineral
wool

Structural timber frame. Provide
a layer of PIR insulation over
studs to prevent thermal
bridging

STRUCTURE TO ENGINEERS DETAILS
AND CALCULATIONS

External brick fnish

LANDING

BATHROOM

EN-SUITE

BEDROOM

BEDROOM

BEDROOM

BEDROOM

C

BRN
30

EX. DOOR TO
BE BLOCKED
UP

778 665 685
2128

BRN
55

BRN
56A

Catnic steel lintels
or similar over all
new openings

CG50/100

SVP TO
CONNECT TO
GRD FLOOR SVP

A
A

43
78

EX. SHOWN
DOTTED TO BE
REMOVED

30
BRN

1300 650 1238 650 1037 650

EX. SHOWN
DOTTED TO BE
REMOVED

REDUCE EX. WINDOW

650

WARDROBE

EN-SUITE

EXTRACT FAN
POS'N TBC.

57
BRN

DN

STAIRS
12No. RISERS
GOING 225
RISE 200
PITCH 41.5

28
BRN

BRN
10

6410
671 650 665 650

3313

BRN
24

750

BRICKS TO
MATCH
EX.

TILES TO
MATCH
EX.

GREY
CEDERAL
WEATHERBOARDGREY

CEDERAL
WEATHERBOARD

BRICKS TO
MATCH
EX.

BRICKS TO
MATCH
EX.

GREY
CEDERAL
WEATHERBOARD

GREY
CEDERAL
WEATHERBOARD

BRN
5A

Cavity fully filled with 150mm Dritherm 32
cavity insulation

Internal finish to be 12.5mm plasterboard on
dabs

Stainless steel retaining wall ties built
in at 750mm ctrs horizontally, 450mm
vertically and 225mm ctrs at reveals
and corners in staggered rows

FULL FILL CAVITY WALL 

Horizontal strip polymer (hyload) damp proof
course to both leafs minimum 150mm above
external ground level

Walls to be built with 1:1:6 cement mortar
Cavity wall skins -100mm lightweight block,
Aircrete 0.15 W/mK

U-value 0.18 W/m²K

103mm facing brick 

Internal finish to be 12.5mm plasterboard on
dabs

Stainless steel retaining wall ties built
in at 750mm ctrs horizontally, 450mm
vertically and 225mm ctrs at reveals
and corners in staggered rows

Horizontal strip polymer (hyload) damp proof
course to both leafs minimum 150mm above
external ground level

Walls to be built with 1:1:6 cement mortar

103mm facing brick 

50mm clear residual cavity, 85mm Celotex
CW4000 fixed to innerleaf

355

365

150

150

PARTIAL FILL CAVITY WALL 
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Construction & Site conditions Summary

Site Verification:
Contractors are mandated to verify all details on-site prior to commencing work or ordering
materials. Any discrepancies must be reported to the client immediately. DM Designs
assumes no liability for errors unless an agreement is made in writing and duly signed by both
parties.
Ground Assessment:
A Structural Engineer must evaluate ground conditions and tree locations before work
initiation and design foundations as per Building Control requirements. Clients and builders
are obligated to consult the British Geological Survey for detailed ground information. DM
Designs disclaims any responsibility for ground or tree assessments.
Structural Details Approval:
All structural details must be reviewed and approved by qualified engineers and subsequently
signed off by the building control officer. DM Designs accepts no responsibility for these
structural details without written approval from a certified engineer.
Load-Bearing Elements:
Foundations, beams, and lintels bearing additional loads must be inspected and, if necessary,
upgraded by the building control officer. DM Designs did not assess these elements during
the survey and does not assume any liability for such inspections.
U-Values Compliance:
All U-values must comply with current legislation and be verified by a qualified thermal
engineer. Non-compliance will void any responsibility from DM Designs.
Structural Sizes:
The dimensions of structural steel and joists must be checked and approved by a structural
engineer or Building Control and signed off accordingly. Contractors must strictly adhere to
approved structural calculations. DM Designs accepts no responsibility for inaccuracies in the
sizes depicted in drawings unless verified by an authorised engineer.
Site dimensions:
The contractor must verify all site details and dimensions before starting work or ordering
materials. Direct any queries or discrepancies to the client. DM Designs is not liable for
drawings unless explicitly agreed otherwise.

Brickwork Openings:

Verification of the sizes of brickwork openings on-site is required before ordering or
manufacturing structures. Failure to do so will absolve DM Designs of any related liability
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BRN
1

DENOTES ATTACHED BUILDING REGULATION NOTES

DENOTES ITEM No.

NOTE:
DRAWING:POULTON_04A TO BE USED IN CONJUNCTION WITH ASSOCIATED
BUILDING REGULATIONS NOTES POULTON/BRN.
DIRECTIONAL NORTH ARROW SHOWN ON BLOCK & LOCATION PLANS
POULTON/BLP.

DOUBLE STOREY SIDE EXTENSION AND
NEW DORMER TO FRONT ELEVATION

2 CHRISTOPHER WAY, EMSWORTH, PO10 7QZ

15.04.2025

POULTON 04A

AMENDED DORMER FOR PLANNING APPLICATION                                          B - 09.09.2025
AMENDED DORMER FOR PLANNING APPLICATION                                          B - 12.09.2025
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