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1 INTRODUCTION

Remada Ltd was commissioned by Lidl Great Britain Ltd (‘the client’) to prepare a Remediation Strategy
for a proposed Lidl retail store on land off Purbrook Way, Havant, PO9 3QJ. This report was prepared
with regards to Havant Borough Council’s planning application APP/20/0 1221

This Remediation Strategy has been prepared to address the condition relating to land quality
(Condition 12) and to present suitable mitigative measures were required. The proposed site layout is
presented on Figure 1

11, Proposed Development

The proposed development is to erect a new Lidl foodstore with associated access, car parking,
servicing area and landscaping. The store will comprise a large single-storey retail unit, located on the
eastern side of the development site. The proposed development layout is shown in Figure 1 and
proposed levels are shown on Figure 4. The proposed store Finished Floor Level of 41.95m AOD and
proposed car park Finished Road Level of 41.80m AOD (approximately) necessitate a cut depth of
approximately 1.5m in the existing fill material. Consequently, the supplementary investigation
assesses fill material at depth as it will remain in-situ.

1.2. Objectives

The objectives of this assessment are as follows:

Summarise historic investigation reporting and recent ground investigation work.

Define the works require to remediate the site to a suitable condition for a commercial/retail
development.

Detail the method of work to be adopted for the remediation of the site.

1.3. Scope of Work

The scope and layout of this document has been designed in mind of the Environment Agency’s Land
Contamination Risk Management guidance for land contamination reports.

The scope of the work com prised:
An assessment of previous site investigation work on-site.
A review of regulatory correspondence pertaining to the proposed development.
An update of earlier Conceptual Site Model.
Defining the extent of contamination requiring remediation.
An appraisal of the appropriate remediation technology.

Detailing the scope of environmental and geotechnical remediation works to be implemented,;
and

Defining verification and reporting requirements.
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14. Summary of Previous Investigations

A summary of the available reports is tabulated below:

2020 Phase 1 Site Investigation and Preliminary Risk Assessment — Purbrook Way,
Havant — Ref: 770.0102 (Remada) issued in October 2020.

Phase 2 Ground Investigation— Purbrook Way, Havant — Ref: 770.02.02 (Remada)
/ssued in October 2020.

Phase 2 Ground Investigation— Purbrook Way, Havant — Ref: 770.03.01 (Remada)
issued in December 2020, superseding report 770.02.01.

15. Regulatory Requirements

Condition 12 of Planning Consent APP/20/01221requires a site investigation based on the proposals
outlined in report 770.02.02. Comments from the Environmental Health CONS/27/00305 notes that
770.02.02 recommends additional intrusive works to ‘improve spatial coverage ..t1o improve
confidence in relatively limited geoenvironmental results/assessment’.

It would appear that Remada’s update to 770.02.02 which was issued as 770.03.0 1 had not been
reviewed by the Planning Authority and EHO. Consequently, Remada supplied the Environmental
Health Officer (EHO) with report 770.03.0 1 by email dated 6" February 2023 and proposed to carry-
out an additional contamination assessment as described below.

16. Limitations

The comments given in this report and the opinions expressed are based on the information reviewed
and observations during site work. However, there may be conditions pertaining to the site that have
not been disclosed by this assessment and therefore could not be taken into account.
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2. BACKGROUND

2.1. Review of Previous Reports

A review of previous reports pertaining to the study site has been undertaken by Remada and is
summarised in this section.

2.11. Remada Phase 1Report (2020)

Remada was commissioned by the Client to undertake a Phase 1 Site Investigation & Preliminary Risk
Assessm ent, requiring a search of historical mapping, regulatory records and published geological
information pertaining to the site.

Site Setting

The site is irregular in shape and with boundaries that are parallel with Purbrook Way the south and
the adjacent B&Q store to the east. The western and northern boundary is curved and formed by the
access road to B&Q. The topography of the site is obscured by impenetrable dense vegetation in central
and southern parts however the northern is grassy and slopes down to the access road that serves
B&Q. The boundary to B&Q is formed by a retaining wall that retains the site at approximately 3m
above the adjacent car park. The southern boundary of the site also reduces in level to form a low-
lying abandoned track adjacent to Purbrook Way.

Site History

The site has not been previously developed but its present-day topography and historic maps indicated
that is formed of a spoil heap of surplus soils. The source of spoil heap (made ground) is not known
but may be due to construction of either the B&Q store or adjacent roads (Purbrook Way and/or A3(M))

Geological Mapping

Published geological maps indicate that the site is directly underlain by London Clay of thickness 77 to
120m which is designhated as unproductive strata.

Mining
The site is not located within an area which may be affected by coal mining activity.
Radon

The site is located in Lower Probability Radon Area as less than 1% of properties are above the Action
Level but no radon protective measures are necessary.

Actions
The following actions were recommended in order to permit further risk assessment to be undertaken:

Intrusive ground investigation to investigate the lateral and vertical extent of made ground/fill
on-site;

Collection of soil samples to test for contaminants of concern;

Determination of the depth to bedrock for foundation design purposes;
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Geotechnical testing to determine the subgrade CBR and pavement construction thickness for
the proposed HGV access;

Review and assessment of the data attained above, with cognisance to any existing recent
ground investigation data and a commercial end use.

2.12. Remada Phase 2 Report (2020)

Ground Investigation

In August 2020, the investigation comprised 3 No cable tool boreholes to target 10m depth and 5 No
window sample holes to 5m depth. Due to dense vegetation and restraints imposed by the ecologist,
it was not possible to access all window sample locations with the proposed car park. Made Ground
was observed at all exploratory locations as firm to stiff orange/brown grey slightly gravelly clay to a
maximum depth of 5.0m in CP1 and CP2 beneath the store footprint. At CP3A and CP3B the fill material
contained concrete boulders and concrete kerbstones that were removed by excavator and the
exploratory hole was advanced as a trial pit. WS2 was also obstructed by a concrete boulder within
the fill material that was subsequently removed by excavator and the exploratory hole was advanced
as a trial pit.

Bedrock was encountered in all of the exploratory holes as stiff to very stiff micaceous blue grey CLAY
considered to be representative of London Clay. Due to the change in topographical elevation between
the perimeter of the site and central area beneath the proposed store footprint, the depth to bedrock
varied from 0.25m at WS1 to 5.0m in CP1 and CP2.

In November 2020, the additional investigation comprised a 5m x 5m grid of dynamic probes to identify
potential obstructions to piles and potential soft spots or pockets of waste within the fill material. In
addition, previously inaccessible WS4 was excavated as trial pit TP1, whilst a second pit (TP2) was also
excavated. The Dynamic Probe n100 data provide greater confidence that the fill material is formed
from compacted or engineered clay and that no zones or pockets of soft waste are present beneath
the proposed store footprint.

Human Health Assessment

The results of soil chemical analysis were compared to Human Health Generic Assessment Criteria for
commercial land use. None of the analytes tested were detected at concentrations that exceeded the
human health GAC protective of on-site workers.

Water Resources Assessiment

The results of the soil chemical analysis undertaken has identified that concentrations of metals and
inorganic contaminants are within the range of typical made ground. Detectable concentrations of TPH
and PAHs were encountered WS2; however, BGS Sheet 316 indicates that the London Clay extends to
a minimum of 77m and it is therefore considered to be protective of the underlying groundwater
source protection zone. There are no watercourses within close proximity of site.

Waste Classification

Additional sampling and analyses were undertaken on the made ground fill at between 0.5m and 3.5m
bgl to enable an assessment of potential waste disposal classification as it was anticipated that ground
would be reduced to enable the development. The concentrations of metals and organic contaminants
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were generally in the range of inert soils and in general, the results of the chemical analysis indicate
that the material would generally be classified as inert however due to concentration of Total Organic
Carbon it may be necessary to discuss the results with potential receive site to ensure that the surplus
is removed as an inert material.

Ground Gas

The results of four rounds of gas monitoring visits placed the site into Characteristic Situation 2 and
therefore ground gas protection measures will be required within the proposed store.




Remediation Strategy y
Purbrook Way, Havant
770.04.02, January 2024 GEO 7 CONSULTANTS

3. SUPPLEMENTARY INVESTIGATION (2023)

Following the Environmental Health Officer’'s comments on Havant Borough Council’s Planning
Permission APP/20/01221, Remada returned to site in order to an additional five (5 No.) window sample
boreholes (WS101-WSI105) across the site on 14th February 2023. All holes were advanced until refusal
(N value >50) or 5m depth (which was greater), resulting in the boreholes reaching depths of between
2.8m and 5.0m bgl. The positions of these boreholes are shown on Figure 2 and the exploratory hole
logs presented at Appendix A.

Eight (8 No) soil samples were scheduled at depths > 2m for the same chemical analysis as previously
undertaken by Remada. The results of these additional laboratory chemical analyses are presented at
Appendix B.

Asbestos was not detected in the samples analysed. Detectable concentrations of metals were
identified, although these are generally within the range that would typically be expected for made
ground. Concentrations of Total Petroleum Hydrocarbons (TPH), Polyaromatic Hydrocarbons (PAHS) &
BTEX were not detected above the laboratory’s method detection limit (MDL)

The results of soil chemical analysis were compared to Human Health Generic Assessment Criteria for
commercial land use. None of the analytes tested were detected at concentrations that exceeded the
human health GAC protective of on-site workers, as shown in Table 1

3.1 Pre-Remediation Conceptual Site Model

The Conceptual Site Model presented in the Desk Study Report and subsequent Phase 2 report has
been updated to form the Pre-Remediation Conceptual Model tabulated below in Table 2.
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Potential Source Potential Pathways Potential Exposure Route Potential Findings of Risk Proposed Residual Risk
Areas Contaminant of Receptor (Human unless Identified Ground (Un-mitigated) Rem ediation Estimation
Concern otherwise stated) Linkage investigation (Mitigation)
(unmitigated) Measures
On-site Sources Direct Soil Ingestion Yes <GAC N/A N/A Negligible
Disturbance due to
Earthworks spoil construction plant Indoor Dust Yes <GAC N/A N/A Negiigibie
heap causing direct ingestion
contact, dusts, Skin Contact with Yes <GAC N/A N/A Negligible
vapours. Occupants of Soils
Asbestos / the Skin Contact with Yes <GAC N/A N/A Negligible
Metals As, Be, Cd, development Dust
) Cu, Cr(VI), Cr(ll)) | Direct Contact with | / building Inhalation of Yes <GAC N/A N/A Negligible
Off-site Sources Hg, Ni, Se, Va, Zn, | occupants of the fabric Outdoor Dust
Adi Bg. Boron, TPH /P# proposed Inhalation of Yes <GAC N/A N/A Negligible
jacent B&Q store development Outdoor Vapours
Inhalation of Indooi Yes <GAC N/A N/A Negligible
Highways Inhalation of fibres Vapours
/bvapours / gas;es Ad]f:jcem Inhalation of ground Yes cs2 Potential risk Protection Negligible
. y occupants o residents
) gas Measures to
Nearby Petrol station proposed during o84TS
development construction Inhalation of rado No N/A Negligible Negligible Negligible
gas
Ingestion via Yes <GAC N/A N/A Negligible
. permeated  water
Permeation of )
ater s | supply pipework
Wi u - - P -
. pply Direct contact wit No As above Negligible None Negligible
pipework Bedrock -
Unproductive Strata
Leachate N/A Groundwater No N/A Negligible None Negligible
Source  Protection
Zone (Beneath
London Clay)

Table 2: Pre-Remediation Conceptual Model

Direct contact with subsurface soil and/or groundwater during redevelopment works are not assessed as part of the CSM. It is considered that risks to workers will be
managed as part of any the redevelopment works at the site through the application of health and safety procedures, where required.
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4. REMEDIATION OPTIONS & OBJECTIVES

4.1. Sampling Strategy & Methodology

An appraisal of remediation options has not been considered on a site-wide basis because construction
of the proposed store building necessitates the removal of specific features or obstructions associated
with the existing relict foundations.

4.2. Objectives
4 .2 1. Environmental Remediation Objectives

The principal environmental remediation objectives are to:

Identify, manage and assess unforeseen contamination;

Assess cut soil prior to placement as fill material to ensure that it is suitable for use.
Construct hard — cover surfacing beneath car park and external to store footprint;
Provide clean cover of fill to the proposed landscaped areas; and

Install basic gas protection measures.

4.2.2. Geotechnical Remediation Objectives
The principal geotechnical remediation objectives are to:

Remove existing earthworks fill material beneath the proposed store footprint and car park
to a depth of approximately 1.5m to enable construction of capping and subbase layers
beneath the proposed store and car par levels as indicated on Figure 4.

Rem ove buried obstructions beneath proposed store footprint in their entirety;

Rem ove buried obstructions beneath proposed car park;

Crush, screen and emplace existing hard dig obstructions for re-use as engineered fill or
capping materials.
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5. REMEDIATION OUTLINE METHOD STATEMENT

5.1 General

A summary of remediation activities with cognisance to the proposed site layout is shown in Figure
3.

5.1.1. Remediation Formation Level

Formation levels for the remediation works are to be advised by the structural engineer in order to
produce the development finished levels for the proposed site layout as per Figure 1. In order to
achieve the proposed Finished Floor Level (FFL) of 4195m AOD and proposed car park Finished Road
Level of 41.80m AOD (approximately)it is anticipated that a cut depth of approximately 1.5m in the
existing fill material will be required. A cut-fill exercise will be required and the construction of a new
retaining wall (circa 2.5m high) along the northern and north-western boundary, as well as circa 1.0m
high retaining walls in the south-west and south-east. The changes required in the topographic levels
to achieve the proposed development level is indicated in Figure 4.

5.1.2. Materials Management Plan (MMP)

The purpose of the MMP is to detail how the earthworks materials would be managed by the appointed
contractor. The materials would be managed in such a way that, wherever possible, they would not
become a waste, thereby complying with the principles of the CL:AIRE Definition of Waste Development
Industry Code of Practice, but at the present time it is not known if cut to fill is necessary.

CL:AIRE state that Definition of Waste Development Industry Code of Practice enables:
the direct transfer and reuse of clean naturally occurring soil materials between sites.
the conditions to support the establishment/operation of fixed soil treatment facilities.

the reuse of both contaminated/uncontaminated materials on their site of origin and
between sites within defined Custer projects.

The Code of Practice sets out a mechanism for compliance with the waste legislation framework in
regard to the use of excavated materials, applicable to both greenfield and brownfield sites. The CoP,
which was introduced in September 2008, revised in March 2011 and is widely used as a means of
managing and controlling the movement of materials both on and off site.

The CoP includes Direct Transfer of clean naturally occurring soils and mineral materials from one site
to another development site for use, without the need for waste legislation to be applied. These
materials can include topsoil, subsoil, clays, silts, sands and gravels, and the underlying geology. It can
also include Made Ground, provided it is suitable for use without processing.

The Materials Management Plan will require a Declaration to the Environment Agency via CL:AIRE but
this can only take place when the contractor is appointed and all required details are made available.
The MMP can be prepared by Remada & issued to a third party for Declaration to the Environment
Agency, if required.

5.1.3. Utilities

Statutory service bodies should be consulted at an early stage with respect to the ground conditions
within which the developer will install buried services in order to enable them to assess at an early

10
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stage any potential abnormal costs. It is possible that special water supply protective measures will
be necessary but this should be confirmed with United Utilities at the earliest opportunity. Further
advice is contained in UKWIR Report 10/WM/03/21- ‘Guidance for the Selection of Water Supply Pipes
to be used in Brownfield Sites’.

5.2. Sequence of Operations
5.2.1. Public Access

No public access is required to or through the site. However, the site requires full perimeter security
fencing to be maintained throughout the remediation works to prevent public access.

5.2.2.Removal of Buried Concrete

Remada’s cable tool and window sample boreholes were obstructed by large boulders of concrete
during the intrusive investigations. All concrete rubble is to be excavated and crushed to produce 6F2
material to be used to achieve formation levels or stockpiled for later use in construction by Lidl.

5.2.3.Groundwater in Excavations

Any perched or shallow groundwater water that may collect in excavations is to be pumped out and
either disposed at a suitably permitted facility or treated on- site and discharged to the public sewer
system under licence / consent from the owner / operator of the public sewer system.

5.2.4.Drainage

All abandoned drainage runs encountered on-site during development works including those below
the proposed footprint of the new store must be chased out, excavated and removed from site. Water
and sludges are to be pumped from the drainage system where necessary and disposed at a suitably
licensed facility. United Utilities and / or the appropriate utility owner should be consulted with regards
to any modifications to existing site drainage.

5.3. Soil Acceptance Criteria
5.3.1. General Fill Geotechnical Requirements

Site won soils shall conform to either Class 1, Class 2 or Class 3 fill as appropriate and be placed and
compacted in layers in accordance with the Specification for Highway Works 600 series. No general
fill should be placed beneath structures. The designer will provide further details on which materials
are deemed to be geotechnically suitable for reuse and testing requirements to demonstra
compliance.

5.3.2. Structural Fill Geotechnical Requirements

Any on-site produced 6F2 material will be used as a structural fill beneath proposed buildings and
structures. The designer will provide further details on testing requirements to demonsti
compliance. However, as a minimum this will include the following:

Particle size distribution testing.

Plate bearing tests.

11
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5.3.3. Reuse of Cut Soil as Fill

The upper limits for general and engineering fill material being produced from the reduction in
formation levels shall not exceed the LQM/CIEH S4ULs for Commercial Land Use presented in Table 3
below.

5.3.4.Unforeseen Contamination

In the event that unforeseen contamination is encountered during the works, the suspected material
will be quarantined for analysis and results compared with assessment criteria prior to selection for
re-use, treatment or disposal. Advice should be sought from an environmental / contamination
specialist on such occasions to prevent unnecessary delays or misuse of soil materials.

5.4. Ground Obstructions

Further advice should also be sought if ground obstructions are encountered during the preparatory
works; such obstructions might necessitate revised foundation design. Any grubbed-out ground
obstructions will need to be replaced with suitably compacted fill material such as 6F2 to
engineered specification.

5.5. Stockpile Management

It should be ensured that the groundworker understands the need for good materials management.
Most notably the importance of not mixing different materials within a given stockpile; i.e. there should
be separate marked stockpiles of: Topsoil; made ground; demolition crush, excess clean, natural soil
arisings; general construction waste etc.

5.6. Post Remediation Constraints

In accordance with BS 8485:2015 for a Type C building placed within CS2, a minimum of 2.5 points is
required. The gas protection system should consist of at least 2 separate elements including a
structural barrier, ventilation measures and/or a gas resistant membrane.

If a Type C building is considered to fall into CS2, one of the following gas protection measures is an
option in line with BS 8485:2015+A12019:

1 a) A castin situ monolithic reinforced ground bearing raft or reinforced cast in-situ suspended
floor slab with minimal penetrations (1.0 or 1.5 score depending on construction quality) and a
passive subfloor dispersal layer with good performance (1.5 score).

2. b) A pressure relief pathway (0.5 score) with a gas resistant membrane impervious to carbon
dioxide (2.0 score).

The site is located in Lower Probability Radon Area as less than 1% of properties are above the Action
Level, therefore no radon protective measures are necessary.

12
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>EC16EC21 28000 28000 28000 LOM/CIEH S4UL
>EC21ECH 28000 28000 28000 LQMCIEH S4UL
>EC35EC4 2800 28000 28000 LOM/CIEH S4UL
[AEOIEECH) s+ am) 2900 280m. o pOWGEHSAE, )
PAH LOM/CIEH S4UL
[Nachthsiene 190 (76 4) AR (1R 110" (437 LOM/CIEH S4UL
Jpcmachiiviens RIM (88 1) 7m0 217 100000 LOM/CIEH S4LL
Acenaphthane A400N™ (5TY ™ (141 100000 LOM/CIEH S4UL
Fluaene £3mn™ (309 68000 71000 LOM/GIEH S4UL
Phenanthrens 2200 22000 23000 LOM/CIEH S4UL
Anthracens 520000 540000 540000 LQMCIEH S4UL
Flucranthene 2300 23000 23000 LOM/CIEH S4UL
Pyrene 54000 54000 54000 LOM/CIEH S4UL
Berzo(alanthracens 1 170 180 LQM/CIEH S4UL
Chrysene 3D 350 350 LOM/CIEH S4UL
|Bereoibifiuaarihene 2 45 45 LOM/GIEH S4UL
1200 1200 1200 LOM/CIEH S4UL
Rervoiaiovmns! ® 35 3% LOM/CIEH S4UL
Indeno( 1.2. 3c.dipvrene 50 510 510 LOM/CIEH S4UL
Dibenzofa. janthracens as 36 36 LOM/CIEH S4UL
Berzo(g h.ipenyiene 390 4000 4000 LOM/CIEH S4UL
Cod T 15 15 15 LOM/CIEH S4UL
Chioroalkanes & alkenes LOM/GIEH S4UL
1,2-Dichiorgethane (DCA) 087 0.97 1.7 LOM/CIEH S4UL
1.1.1-Trichiorosthane (TCA) 6680 1300 3000 LOM/GIEH S4LL
1,1.2,2-T etrachioroethane (PCA) m 550 1100 LOM/CIEH S4UL
1.1,1.2-Tetrachioroethane (PCA) 10 250 560 LOM/CIEH S4UL
Tetractioroethene (PCE) 19 4z 3 LOM/CIEH S4UL
Tetmchioromethane (PCM) 28 63 " LOM/CIEH S4UL
Trichiorosthens (TCE) 12 26 57 LQMCIEH S4UL
Trichioramethane (Chiomform) ® 170 350 LOM/CIEH S4UL
Chicrosthens (Vinyl Chioride) 0.069. 0.077 0.12 JlomcieH seu
Explosives LOM/CIEH S4UL
2.4.6-Trndrotokene (TNT) 1000 1000 1000 LOM/GIEH S4UL
RDX 210000 210000 210000 LOM/CIEH S4UL
franax 110000 110000 110000 LOMICIEH S4UL
Pesticides LOM/CIEH S4UL
i 1m 170 170 LOM/CIEH S4UL
Diekrin 17 170 170 LOM/CIEH S4UL
|Atrazine 930 2400 2400 LQM/CIEH S4UL
Drctiorvos 140 140 140 LOM/CIEH S4UL
aipha-Endosulfan 56007 (0.003) 7400° (0.007) 8400 10.016)  JLOMCIEH S4UL
betaEndosufan /™ in o7 7800 in bm? 8700 LOM/CIEH S4UL
alpta-Hexachiomcvciohexane (HCH) 1 180 180 LOM/GIEH S4UL
betaHexachorocycbhexans (HCH) & 85 85 LQM/CIEH S4UL
2 Hesc) cichexans (HCH) &7 63 70 LOMICIEH S4UL
[chiorobenzenes LOM/CIEH S4UL
(Chicrobenzene (MCB) £ 130 290 LOM/CIEH S4UL
1.2-Dichiorcbenzene (DCB) 2m0™ (571} AROO (13T 10n™ (32400 LOM/CIEH S4UL
1, 3-Dichlorcbenzene (DCB) k] 73 LOM/CIEH S4UL
1,4-Dichiorcbenzene (DCB) 44007 (224) 10000 (540} 250007° (12801  JLOMYCIEH S4LL
1.2.3-Tnchiorobenzene (TGB) 12 250 590 LOM/CIEH S4UL
1,2.4-Trichirobenzens (TCB) 20 530 1300 LOM/CIEH S4UL
1.2.5-Trichiorobenzene (TCB) B 55 130 LOM/GIEH S4UL
1,2.3, 4T etractiorobenzena (TeCB) 1700 (12} 3080 (3041 44007 (728) LOM/CIEH S4LL
1,2.3,5-Tetrachiorobenzene (TeCB) 497 (39.4) 120™ (98.1) 240 (235 LOM/CIEH S4UL
1.2.4,5T etrachiorobenzene (TeCB) 42% (197 frad” A1l % LOM/CIEH S4UL
[Pertachiorcbenzene (PeCB) &40 (4300 70 (0 830 LOM/CIEH S4LL
Hexachibrobenzens (HCB) 140" (D 20) 120 120 LOM/CIEH S4UL
Phenols & Chiorophenols LOM/CIEH S4UL
Phenols 440% 260001 6907 {30000 1300 (34000} LOM/CIEH S$UL
Chirophends 3500 4000 430 LOM/CIEH S4UL
P (PCP) 400 400 400 LOM/CIEH S4UL
Other LOM/GIEH S4UL
(Carbon Disuphide " 2 LQM/CIEH S4UL
Hexachbrobutadene (HCB / HCBD) 31 86 LOM/CIEH S4UL
et tegl b atter I900 1300 EIGAGS/GAIRE 2010

NC: No putiished criena

vap: Scresning criteria resented exceed the vapour saturation Bmit. which is presenfed in brackets
sol: Screening critera presented excoad the solibify saturation mi. which is presented in brackats

dir: Screening oiferia based on thresholl protedive of dred skin contact (quideine in brackets based on heatth effects following iong term exposure provided for dustration o

(1): For assessment based on the use of the surrogate marker apmroach the GAC for Codl Tar must be used instead of benzo(a)pyrene.

Table 3: Imported Fill Acceptance Criteria
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6. MONITORING & VERIFICATION PLAN

6.1. Main Remediation Works
6.1.1. General

A photographic record of all excavations and backfill operations will be maintained and compiled within
a Verification Report. A photographic will be prepared by the Main Contractor for use by Remada in
preparation of the Verification Report.

6.1.2. Engineered Ground & Imported Fill

Engineered fill placed beneath the proposed store car park should be inspected to ensure that it is of
the correct layer and total thickness and has been correctly placed and suitably compacted. CBR or
Plate load tests will be necessary on the compacted fill immediately after placement and this should
be directed / supervised by a geotechnical engineer.

Imported fill material and cut to fill material shall not contain concentration of contaminants greater
than the suitability for reuse criteria detailed in Table 3 shall be tested at rate of one per 1000m?3.
Records are to be provided to Remada for compilation in the Verification Report.

6.1.3. Soft Landscaping Areas

Topsoil imported for landscape shall not contain concentration of contaminants greater than Table 3
and shall be tested at rate of 1 /1000m3. Records are to be provided to Remada for compilation in the
Verification Report.

6.1.4. Capping Material

Site won and imported capping material shall not contain concentration of contaminants greater than
Table 3 shall be tested at rate of one per 1000m*Records are to be provided to Remada for compilation
in the Verification Report.

6.1.5. Unforeseen Contamination

In the event that unforeseen contamination is encountered during the works, samples of the suspected
soil or groundwater contamination shall be taken and submitted for laboratory analysis. The results
will be assessed by Remada.

6.1.6. Sampling & Analysis

All verification sampling will be conducted by suitably qualified and experienced geo-environmental
engineer. Samples are to be tested at a UKAS and MCERTS accredited laboratory.

6.1.7. Waste Disposal Records

Any contaminated materials (including unforeseen contaminated soils) requiring removal from the
site must be recorded and copies of Consignment notes or Duty of Care transfer notes must be
retained by the Main Contractor for incorporation in the Verification Report.

6.2. Final Verification Report

On completion of the works a Verification Report will be compiled by Remada and submitted to Havant
Borough Council to demonstrate that the remediation criteria have been met and to discharge relevant
planning conditions. The report will as a minimum include the following:

Description of the works that have taken place.

14
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Present photographic records of the work undertaken.

Provide material tracking forms.

Provide results of laboratory analysis undertaken during earthworks.
Provide records of off-site disposal of soil and groundwater.

Document variations due to unforeseen contamination; and

Provide details and results of laboratory analysis for imported materials.
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STUDY LIMITATIONS

IMPORTANT. This section should be read before reliance
placed on any of the information, opinions, advice,
recommendations or conclusions contained in this report

1. This report has been prepared by Remada, Ltd witt
reasonable skill, care and diligence within the terms of
Appointment and with the resources and manpower agree
with (the ‘Client’). Remada does not accept responsibility fo
any matters outside the agreed scope.

2. This report has been prepared for the sole benefit of the
Client unless agreed otherwise in writing.

3. Unless stated otherwise, no consultations with authoritie
or funders or other interested third parties hax

carried out. Remada is unable to give categorical assuranc
that the findings will be accepted by these third parties as
such bodies may have published, more stringent objective:
Further work may be required by these parties.

4. All work carried out in preparing this report has used, an
is based on, Remada’ professional knowledge and
understanding of current relevant legislation. Change
legislation or regulatory guidance may cause the opinion «
advice contained in this report to become inappropriate ¢
incorrect. In giving opinions and advice pending changes
legislation, of which Remada is aware, have been considered.
Following delivery of the report Remada has no obligat

to advise the Client or any other party of such changes or
their repercussions.

5. This report is only valid when used in its entirety
information or advice included in the report should nc
relied upon until considered in the context of the
report.

6. Whilst this report and the opinions made are to the b«
of Remada’ belief, Remada cannot guarantee the accurac
or completeness of any information provided
parties.

7. This report has been prepared based on the informati
reasonably available during the project programm
information relevant to the scope may not have received

8. This report refers, within the limitations stated, to
condition of the site at the time of the inspection
warranty is given as to the possibility of changes in
condition of the site since the time of the investigation.

9. The content of this report represents the professiol
opinion of experienced environmental consultants.
Remada does not provide specialist legal or other
professional advice. The advice of other professic
may be required.

10. Where intrusive investigation techniques have be
employed they have been designed to provide a
reasonable level of assurance on the conditions. Given the
discrete nature of sampling, no investigation technique
capable of identifying all conditions present in all areas. In
some cases the investigation is further limited b
operations, underground obstructions and above groui
structures. Unless otherwise stated, areas beyont
boundary of the site have not been investigated.

11. If below ground intrusive investigations have t
conducted as part of the scope, service tracing for ¢
location of exploratory holes has been carried out.
location of underground services shown on any drawi

in this report has been determined by visual observations
and electromagnetic techniques. No guarantee cal
given that all services have been identified. Additi
services, structures or other below ground obstructia
not indicated on the drawing, may be present on site.

12. Unless otherwise stated the report prov
comment on the nature of building materials, operation
integrity of the facility or on any regulatory complii
issues.

13. Unless otherwise stated, samples from the site (s
groundwater, building fabric or other samples) have NC
been analysed or assessed for waste classification
purposes.
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Table 1: Comparison of Soil Chemical Analyses with GAC

Laboratory ID 2305566 23.05566 23.05566 2305566 23.05566 23.05566 23.05566 2305566 20-21350 20-21350 20-21350 20-21350 20-22074 20-22074) 20-22074, 20-22074 20-22074) 20-22074, 20-22074
Sample ID Client Sample 1D 1502622 1502623 1502624 1502626 1502627 1502628 1502629 1502630 1048003 1048004 1048005 1048006 1051524 1051525 1051526 1051527 1051528 1051529 1051530
Borehole. Sample Location| LQM / CIEH Commercial Wsi101 Ws102 Ws102 WS103 WS WS104 WS105 WS105 WSt Ws?, WS3 WS5 CP3B cP3s cPL
Depth Top Depth (m) GAC 1% SOM 21 2 28 38 2 3 23 31 000 150 050 050 050 150 050 150 300 050 200
Bottom Depth (m) 25 215 3 4 22 32 25 33 020 200 100 100 070 200 070 200 350 070 250
[Sample Dae Date Sampled (3) 14-Feb2023 | 14Feb2023 | 14-Feb2023 | 1aFeb-2023 | 14-Feb2023 | 1a-Feb-2023 | 14-Feb2023 | 14-Feb2023 | 11-Aug-2020 | 11-Aug-2020 | 11-Aug-2020 | 11-Aug-2020 | 17-Aug-2020 | 17-Aug-2020 | 17-Aug-2020 [ 17-Aug-2020 | 17-Aug-2020 | 17-Aug-2020 | 17-Aug-2020
Accred. | SOP | Units | LOD | [mg/kg uniess stated]
[Acw Type U 2102 NiA - - - - - - - - - - - - - - - - - - -
rsbestos identification 5 o | % | oot NOAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NOAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbestos | NoAsbesios | NoAsbestos | NoAsbestos | NoAsbestos
Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected Detected
[ACW Detection Stage U 2192 NA - - - - - - - -
Moisture N 2090 | % | o020 15 16 14 12 20 16 19 19 %0 18 94 ) 80 13 1 1 15 85 o3
pH M| 2010 NIA 69 77 73 81 58 82 85 80 57 77 86 62 85 84 85 82 64 80 63
[Arsenic M| 2450 [ mgkg | 10 640 38 34 a5 63 71 57 34 72 87 85 1 76 13 92 13 10 12 10 63
Berylium U 2450 [ mgkg | 10 2 <05 <05 <05 <05 <05 <05 <05 07 <10 <10 <10 <10 <10 <10 <10 <10 13 <10 <10
[Cadmium M| 2450 [ mgikg | _0.10 190 <010 <010 <010 013 <010 <010 <010 <010 <010 <010 <010 <010 036 010 017 <010 <010 014 <010
[Copper M| 2450 | mgkg | 050 68000 36 30 48 66 80 84 36 84 1 63 14 85 13 12 14 [ 2 12 [
Mercury M [ 2450 [ mgkg | 010 58" (25.8) <005 <005 <005 <005 <005 <005 <005 <005 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Nickel M| 2450 | mgkg | 050 980 <050 <050 <050 58 43 38 14 1 1 [ 19 18 20 2 2 e a ) 62
Lead M| 2450 [ mgikg | 050 2300 51 43 65 13 1 1 63 94 1 46 17 85 27 18 2 16 a1 20 66
Selenium M| 2450 [ mgikg | 020 12000 15 16 16 18 19 15 15 21 064 041 060 043 030 042 041 041 060 033 031
[Vanadium U 2450 [ mgkg | 50 9000 13 11 16 23 28 21 12 27 28 23 ) 2% 0 35 3 30 33 36 20
Zinc M ]2450 [mgkg [ 050 730000 7 1 2 35 29 % 16 3 58 28 57 6 57 49 66 a2 89 54 29
[Chromium (Trivalent) N 2490 [ mgkg | 10 8600 82 64 10 18 18 14 80 21 23 15 B 21 28 2 20 2 30 25 13
[Chromium (Hexavalent) N 2490 | mgkg | 050 33 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050 <050
Fraction of Organic Carbon M| 2625 0.0010 00010 00010 00010 0.0060 00010 00086 0011 00032 00049 00025 0,004 00034 0015 00057 00010 00010 00010 00073 00076
Calculated SOM from FOC 0172 0172 0172 1034 0172 1483 1897 0552 0845 0431 0759 0586 2586 0983 0172 0172 0172 1265 1304
Calculated TOC from FOC 0.100 0.100 0.100 0,600 0.100 0.850 1100 0320 0490 0250 0.440 0340 1500 0570 0.100 0.100 0.100 0734 0.756
[Aiphatic TPH >C5-C6 N 2680 [ mgkg | 10 320050l (304) <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C6-C8 N 2680 [ mgkg | 10 780050l (144) <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C8-C10 M| 2680 [ mgkg| 10 2000501 (76) <10 <10 <10 <10 <10 <10 <10 <10 <10 2 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C10-C12 M| 2680 | mgkg [ 10 9700501 (48) <10 <10 <10 <10 <10 <10 <10 <10 <10 85 <10 <10 <10 <10 <10 <10 <10 <10 <10
Aliphatic TPH >C12-C16 M 2680 | mgkg [ 10 5900050l (24) <10 <10 <10 <10 <10 <10 <10 <10 <10 24 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C16-C21 M| 2680 | mgkg | 10 1600000 <10 <10 <10 <10 <10 <10 <10 <10 <10 21 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C21-C35 M| 2680 | mgkg | 10 <10 <10 <10 <10 <10 <10 <10 <10 <10 36 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aliphatic TPH >C35 Ca N 2680 [ mgkg | 10 1600000 <10 <10 <10 <10 <10 <10 <10 <10 <10 a1 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Total Aliphatic N 2680 | mgka |50 <50 <50 <50 <50 <50 <50 <50 <50 <50 130 <50 <50 <50 <50 <50 <50 <50 <50 <50
[Aromatc TPH >C5C7 N 2680 [ mgkg |10 26000501 (1220) <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C7-C8 N 2680 [ mgkg | 10 56000vap (869) <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C8-C10 M| 2680 | mgkg | L0 3500vap (613) <10 <10 <10 <10 <10 <10 <10 <10 <10 30 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C10-C12 M| 2680 [mgkg | 10 16000501 (364) <10 <10 <10 <10 <10 <10 <10 <10 <10 54 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C12.C16 M| 2680 [ mgkg | 10 36000501 (169) <10 <10 <10 <10 <10 <10 <10 <10 <10 20 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C16-C21 U 2680 [ mokg | 10 28000 <10 <10 <10 <10 <10 <10 <10 <10 <10 2 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C21.C35 M| 2680 | mgkg | 10 28000 <10 <10 <10 <10 <10 <10 <10 <10 <10 120 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Aromatic TPH >C35-Caa N 2680 | mgkg | 10 28000 <10 <10 <10 <10 <10 <10 <10 <10 <10 75 <10 <10 <10 <10 <10 <10 <10 <10 <10
Total Aromatic N 2680 [ mgkg | 50 <50 <50 <50 <50 <50 <50 <50 <50 <50 190 <50 <50 <50 <50 <50 <50 <50 <50 <50
[Total Petroleum Hydrocarbons N 2680 | mgkg | 100 <10 <10 <10 <10 <10 <10 <10 <10 <10 310 <10 <10 <10 <10 <10 <10 <10 <10 <10
M| 2700 [mgkg [ o1 190501 (76.4) <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
[Acenaphinylene v | 2700 [ mgkg | 01 83000501 (86.1) <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
[Acenaphthene M| 2700 [ mgkg | o1 8400050l (57) <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Fluorene M| 2700 [mgkg | 01 6300050l (30.9) <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Phenanttene. M| 2700 [ mgkg | 01 22000 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
[Anthracene M| 2700 [ mgkg | o1 520000 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Fluoranthene M| 2700 [mgkg | o1 23000 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 055 <010 <010
Pyrene M| 2700 [mgkg | 01 54000 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 0.44 <010 <010
M 2700 [mgkg | 01 170 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
[Chrysene M| 2700 [ mgkg | 0.1 350 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
M| 2700 [ mgkg | o1 ) <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
M| 2700 [mgkg | o1 1200 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
M 2700 [ mgkg | 01 35 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
indeno(1.2.3-¢ @)Pyrene M 2700 [ mgkg | 01 500 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Dibenz (a.h)Anthracene M| 2700 [mgkg | 01 35 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
Benzojg hilperylene M| 2700 [ mgkg [ o1 3900 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010 <010
[Total of 16 PAH'S M| 2100 [mgkg| 2 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20 <20
Benzene M 2760 | ok | 1 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Toluene M| 2760 | ugkg | 1 56000vap (869)" <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
M 2760 [ugkg | 1 5700vap (518)° <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[m- &p-xylene M| 2760 | pokg |1 5900501 (576)" <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
o xytene M| 2760 [ugko [ 1t 6600501 (478)° <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10 <10
[Total Phenols M 2920 [mgkg | o1 440dir 26000) <010 <010 <010 <010 <010 <010 <010 <010 <030 <030 <030 <030 <030 <030 <030 <030 <030 <030 <030

NG: No pusised ciria

Determinand concentration below the GAC
Determinand concentration in exceedance of GAC

Determinand concentration in exceedance of the vapour/solubility saturation limit.

v satuatn mi, brackets
5ot Screening crtei presented exceed the scluity sauraton i, which & preseried i brackets.
o arect skin contact ” tcts folowing org for straton o).

(0 For assessment

for Goal Tar must

the surtogate marker

*Value preserved 1 molky

benzo(eypyrene.
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Project: 770.04 Havant

Results - Soil

Client: Remada Ltd Chemtest Job No.: 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566
Quotation No.: Chemtest Sample ID.: 1592622 1592623 1592624 1592626 1592627 1592628 1592629 1592630
Sample Location: WS101 WS102 WS102 WS103 WS104 WS104 WS105 WS105
Sample Type: SOIL SOIL SOIL SOIL SOIL SOIL SOIL SOIL
Top Depth (m): 2.1 2 2.8 3.8 2 3 2.3 3.1
Bottom Depth (m): 2.5 2.15 3 4 2.2 3.2 2.5 3.3
Date Sampled:] 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023
Asbestos Lab:] DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM
Determinand Accred. | SOP ] Units | LOD
ACM Type U 2192 N/A - - - - - - - -
Asbestos Identification U 2192 N/A No Asbestos | No Asbestos | No Asbestos | No Asbestos | No Asbestos | No Asbestos | No Asbestos | No Asbestos
Detected Detected Detected Detected Detected Detected Detected Detected
Moisture N 2030 % 0.020 15 16 14 12 20 16 19 19
Chromatogram (TPH) N N/A See Attached | See Attached | See Attached | See Attached | See Attached | See Attached | See Attached | See Attached
pH U 2010 4.0 6.9 7.7 7.3 8.1 5.8 8.2 8.5 8.0
Boron (Hot Water Soluble) U 2120 | mg/kg| 0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 1.3 <0.40
Arsenic U 2455 mg/kg| 0.5 3.8 3.4 4.6 6.3 7.1 5.7 3.4 7.2
Beryllium U 2455 | mg/kg| 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 0.7
Cadmium U 2455 | mg/kg| 0.10 <0.10 <0.10 <0.10 0.13 <0.10 <0.10 <0.10 <0.10
Copper U 2455 | mg/kg| 0.50 3.6 3.0 4.8 6.6 8.0 8.4 3.6 8.4
Mercury U 2455 | mg/kg| 0.05 < 0.05 < 0.05 < 0.05 < 0.05 < 0.05 < 0.05 < 0.05 < 0.05
Nickel U 2455 | mg/kg| 0.50 < 0.50 < 0.50 < 0.50 5.8 4.3 3.8 1.4 17
Lead U 2455 | mg/kg| 0.50 5.1 4.3 6.5 13 11 11 6.3 9.4
Selenium U 2455 | mg/kg| 0.25 1.5 1.6 1.6 1.8 1.9 1.5 1.5 2.1
Vanadium U 2455 mg/kg| 0.5 13 11 16 23 28 21 12 27
Zinc U 2455 | mg/kg| 0.50 17 14 24 35 29 26 16 43
Chromium (Trivalent) N 2490 | mg/kg| 1.0 8.2 6.4 10 18 18 14 8.0 21
Chromium (Hexavalent) N 2490 | mg/kg| 0.50 <0.50 < 0.50 <0.50 < 0.50 < 0.50 < 0.50 < 0.50 < 0.50
Fraction of Organic Carbon U 2625 0.0010 < 0.0010 < 0.0010 < 0.0010 0.0060 0.0010 0.0086 0.011 0.0032
Aliphatic TPH >C5-C6 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C6-C8 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C8-C10 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C10-C12 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C12-C16 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C16-C21 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C21-C35 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aliphatic TPH >C35-C44 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Total Aliphatic Hydrocarbons N 2680 | mg/kg| 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0
Aromatic TPH >C5-C7 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C7-C8 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C8-C10 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C10-C12 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C12-C16 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C16-C21 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C21-C35 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Aromatic TPH >C35-C44 N 2680 | mg/kg| 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Total Aromatic Hydrocarbons N 2680 | mg/kg| 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0
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Project: 770.04 Havant

Results - Soil

Client: Remada Ltd Chemtest Job No.: 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566 23-05566
Quotation No.: Chemtest Sample ID.: 1592622 1592623 1592624 1592626 1592627 1592628 1592629 1592630
Sample Location: WS101 WS102 WS102 WS103 WS104 WS104 WS105 WS105
Sample Type: SOIL SOIL SOIL SOIL SOIL SOIL SOIL SOIL
Top Depth (m): 2.1 2 2.8 3.8 2 3 2.3 3.1
Bottom Depth (m): 2.5 2.15 3 4 2.2 3.2 2.5 3.3
Date Sampled:] 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023 | 14-Feb-2023
Asbestos Lab:] DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM DURHAM
Determinand Accred. | SOP ] Units | LOD
Total Petroleum Hydrocarbons N 2680 | mg/kg| 10.0 <10 <10 <10 <10 <10 <10 <10 <10
Naphthalene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Acenaphthylene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Acenaphthene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Fluorene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Phenanthrene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Anthracene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Fluoranthene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Pyrene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Benzo[a]anthracene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Chrysene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Benzo[b]fluoranthene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Benzolk]fluoranthene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Benzo[a]pyrene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Indeno(1,2,3-c,d)Pyrene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Dibenz(a,h)Anthracene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Benzo[g,h,ilperylene U 2700 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
Total Of 16 PAH's U 2700 | mg/kg| 2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0 <2.0
Benzene U 2760 | pg/kg 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Toluene U 2760 | pg/kg 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Ethylbenzene U 2760 | pg/kg 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
m & p-Xylene U 2760 | pg/kg 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
0-Xylene U 2760 | pg/kg 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Total Phenols U 2920 | mg/kg| 0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10 <0.10
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TPH Chromatogram on Soil Sample: 1592622

<Sample Information>

[ L. -
23w f

Sample Name : Back 1502822 23055605 .‘:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1592622 23-05566_040.god
Method Fiename : TPH 12m Fast OSv2.goem
Sample # 85
Date Acquired - 20002/2023 18:56:15
Date Processed : 2002023

<Chromatogram=

ul
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TPH Chromatogram on Soil Sample: 1592623

<Sample Information>

[ L. -
23w f

Sample Name : Back 15020823 23-D55608 .'I:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1582623 23-05566_[42.ged
Method Fiename : TPH 12m Fast OSv2.goem
Sample # i}
Date Acquired - 200022023 10:00:00
Date Processed : 2002023

<Chromatogram=

ul
50000
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15000+
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TPH Chromatogram on Soil Sample: 1592624

<Sample Information>

Sample Name : Back 1502824 23055605 .".:; eu rofl nS

Data Filename - 2023-02-20_20022023 Back 1592624 23-D5566_044 god
Method Fiename : TPH 12m Fast OSv2.goem

Sample # 87

Date Acquired - 2000242023 16:21:50

Date Processed : 2002023

<Chromatogram=

ul
50000

T FILx

45000+

40000+

25000+

20000

15000+
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5000+

olo os 1 15 2o 2’5 3l s 4o 45 s 55 8D 65
min
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TPH Chromatogram on Soil Sample: 1592626

<Sample Information>

[ L. -
23w f

Sample Name : Back 15020826 23-D55605 .'I:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1592628 23-D5566_046.god
Method Filename : TPH 12m Fast OSv2.gem
Sample # 88
Date Acquired - 200022023 10:34:42
Date Processed : 2002023

<Chromatogram=

ul
50000
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20000

15000+

100004

5000+

olo os 1 15 2o 2’5 3l s 4o 45 s 55 8D 65
min
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TPH Chromatogram on Soil Sample: 1592627

<Sample Information>

[ L. -
23w f

Sample Name : Back 1502827 23-D55608 .'I:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1592627 23-05566_048.god
Method Fiename : TPH 12m Fast OSv2.gem
Sample # el
Date Acquired - 20/022023 10:47:23
Date Processed : 2002023

<Chromatogram=

ul
50000

T FILx

45000+

40000+

25000+

20000

15000+

100004

5000+

olo os 1 15 2o 2’5 3l s 4o 45 s 55 8D 65
min
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TPH Chromatogram on Soil Sample: 1592628

<Sample Information>

[ L. -
23w f

Sample Name : Back 15020828 23-D55608 .'I:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1592628 23-D5566_050.god
Method Fiename : TPH 12m Fast OSv2.goem
Sample # 100
Date Acquired - 200022023 10:50:55
Date Processed : 2002023

<Chromatogram=

ul
50000

T FILx

45000+

40000+

25000+

20000

15000+
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5000+

olo os 1 15 2o 2’5 3l s 4o 45 s 55 8D 65
min
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TPH Chromatogram on Soil Sample: 1592629

<Sample Information>

[ L. -
23w f

Sample Name : Back 15020820 23-D55608 .'I:. euro Ins
Data Filename - 2023-02-20_20022023 Back 1592620 23-D5566_054. god
Method Fiename : TPH 12m Fast OSv2.goem
Sample # o102
Date Acquired - 200022023 20:25:27
Date Processed : 2002023

<Chromatogram=

ul
50000

T FILx

45000+

40000+

25000+

20000

15000+

100004

5000+
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TPH Chromatogram on Soil Sample: 1592630

<Sample Information>

[ L. -
23w f

Sample Name : Back 1502830 23-D55605 .'I:. eu ro I ns
Data Filename - 2023-02-20_20022023 Back 1582630 23-D5566_056.god
Method Fiename : TPH 12m Fast OSv2.gem
Sample # 2103
Date Acquired - 200022023 20:38:12
Date Processed : 2002023

<Chromatogram=

ul
50000

T FILx
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40000+
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20000

15000+
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5000+
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Test Methods

SOP

Title

Parameters included

Method summary

2010

pH Value of Soils

pH

pH Meter

2030

Moisture and Stone Content of
Soils(Requirement of
MCERTS)

Moisture content

Determination of moisture content of soil as a
percentage of its as received mass obtained at
<37°C.

2040

Soil Description(Requirement of
MCERTS)

Soil description

As received soil is described based upon
BS5930

2120

Water Soluble Boron, Sulphate,
Magnesium & Chromium

Boron; Sulphate; Magnesium; Chromium

Aqueous extraction / ICP-OES

2192 |Asbestos Asbestos Polarised light microscopy / Gravimetry
Metals, including: Arsenic; Barium; Beryllium;
2455 | Acid Soluble Metals in Soils Cadmium; Chromium; Cobalt; Copper; Lead; |Acid digestion followed by determination of

Manganese; Mercury; Molybdenum; Nickel,
Selenium; Vanadium; Zinc

metals in extract by ICP-MS.

2490

Hexavalent Chromium in Soils

Chromium [VI]

Soil extracts are prepared by extracting dried
and ground soil samples into boiling water.
Chromium [VI] is determined by ‘Aquakem 600’
Discrete Analyser using 1,5-diphenylcarbazide.

2625

Total Organic Carbon in Soils

Total organic Carbon (TOC)

Determined by high temperature combustion
under oxygen, using an Eltra elemental
analyser.

2680

TPH A/A Split

Aliphatics: >C5-C6, >C6-C8,>C8-C10,
>C10-C12, >C12-C16, >C16-C21, >C21-
C35, >C35- C44Aromatics: >C5-C7, >C7-C8,
>C8- C10, >C10-C12, >C12-C16, >C16- C21,
>C21- C35, >C35- C44

Dichloromethane extraction / GCxGC FID
detection

2700

Speciated Polynuclear
Aromatic Hydrocarbons (PAH)
in Soil by GC-FID

Acenaphthene; Acenaphthylene; Anthracene;
Benzo[a]Anthracene; Benzo[a]Pyrene;
Benzo[b]Fluoranthene; Benzo[ghi]Perylene;
Benzo[k]Fluoranthene; Chrysene;
Dibenz[ah]Anthracene; Fluoranthene; Fluorene;
Indeno[123cd]Pyrene; Naphthalene;
Phenanthrene; Pyrene

Dichloromethane extraction / GC-FID (GC-FID
detection is non-selective and can be subject to
interference from co-eluting compounds)

2760

Volatile Organic Compounds
(VOCs) in Soils by Headspace
GC-Ms

Volatile organic compounds, including BTEX
and halogenated Aliphatic/Aromatics.(cf.
USEPA Method 8260)*please refer to UKAS
schedule

Automated headspace gas chromatographic
(GC) analysis of a soil sample, as received,
with mass spectrometric (MS) detection of
volatile organic compounds.

2920

Phenols in Soils by HPLC

Phenolic compounds including Resorcinol,
Phenol, Methylphenols, Dimethylphenols, 1-
Naphthol and TrimethylphenolsNote:
chlorophenols are excluded.

60:40 methanol/water mixture extraction,
followed by HPLC determination using
electrochemical detection.
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Report Information

Key
U  UKAS accredited
M MCERTS and UKAS accredited
N  Unaccredited
S This analysis has been subcontracted to a UKAS accredited laboratory that is accredited for
this analysis
SN This analysis has been subcontracted to a UKAS accredited laboratory that is not accredited

for this analysis

T  This analysis has been subcontracted to an unaccredited laboratory
I/S Insufficient Sample
U/S Unsuitable Sample
N/E  not evaluated
< "less than"
>  "greater than"
SOP Standard operating procedure
LOD Limit of detection

Comments or interpretations are beyond the scope of UKAS accreditation

The results relate only to the items tested

Uncertainty of measurement for the determinands tested are available upon request
None of the results in this report have been recovery corrected

All results are expressed on a dry weight basis

The following tests were analysed on samples as received and the results subsequently
corrected to a dry weight basis TPH, BTEX, VOCs, SVOCs, PCBs, Phenols

For all other tests the samples were dried at < 37°C prior to analysis
All Asbestos testing is performed at the indicated laboratory
Issue numbers are sequential starting with 1 all subsequent reports are incremented by 1

Sample Deviation Codes

A - Date of sampling not supplied

B - Sample age exceeds stability time (sampling to extraction)
C - Sample not received in appropriate containers

D - Broken Container

E - Insufficient Sample (Applies to LOI in Trommel Fines Only)

Sample Retention and Disposal

All soil samples will be retained for a period of 30 days from the date of receipt
All water samples will be retained for 14 days from the date of receipt
Charges may apply to extended sample storage

If you require extended retention of samples, please email your requirements to:
customerservices@chemtest.com
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