


Document Title: Tree Survey & Arboricultural Im pact Assessm ent

Document
Author:

Peter Haine FDSc Arb, M ArborA

Project Title: Seacourt Tennis Club, 20 Victoria Avenue, Hayling Island,
PO119AJ

Revision History.

Date: Version
number:

Sum m ary of changes:

03/07/2023 1.0 First Draft

04/07/2023 1.0 First Issue

Distribu tion .

Approved by: Signature Date: Version:

Matt Harm sworth MWH 04/07/2023 1.0

Jonathan
M cDerm ott

JM 04/07/2023 1.0

Reviewed before
issue.

Re-Survey Date.

SurveyType: Lifecycle: Re-surveyDate:

BS5837:2012 Planning Only n/a

FAO: Jonathan M cDerm ott

eM ail: jonm cderm ott@ tpexpert.co.uk

2

ROAVR | Group all rights reserved.



Sum m ary:

This is a BS5837 compliant arboricultural assessm ent report providing detailed
and sufficient information for the Local Planning Authority to be able to consider
theeffect of theproposed development on local character and am enity from a
tree perspective.

Our brief has been to obtain details of the tree population on site w ith a view to
assessing any arboricultural constraints.

This report w as comm issioned in relation to theproposed development at
Seacourt Tennis Club, 20 Victoria Avenue, Hayling Island, PO119AJ.

The report details all trees over 75m m at 1.5m above ground level that are relevant
to thesiting of theproposed development . The position of the trees on thesite is
illustrated on the tree constraints plan and information about the tree
stock and itscurrent condition is given w ithin thearboricultural data tables.

It w ill assist theplanning process by discussing the im pact that theproposals w ill
have on theexisting tree stock.

An Arboricultural Im pact Assessm ent is included at Section 4 w hich details the
constraints placed on theproposed development from therooting area of the
trees below ground and above ground by virtue of their size and position.

ReportAuthor.

ROAVR (ROAVR Group)wasform ed in 2010 and sincethen hascarried outarboriculturalconsultancyNationwidewith di rectlyem pl oyed consultants.
Ourconsultantsarealli ndividualm em bersoftheArboriculturalAssociation and thereportauthorisl isted in thedocum entcontrolsheet.
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Validation Statement for the Local Planning Authority.

This report includes the following for LPA validation purposes:

● A tree survey and tree constraints plan showing theexisting trees, their
category rating and above and below ground constraints shown on an OS
extract OR a topographical survey

● An arboricultural im pact assessm ent w hich describes how the
development w ill affect local character from a tree perspective

● An appendices h ig h lighting tree related in formation in clu d in g th e
arboricultural data tables

Customer Action Points.

Reporting Com plete - ready to submit w ith planning application
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Tree Survey & Arboricultural Im pact Assessm ent to BS 5837 2012
of t rees at :

Seacourt Tennis Club, 20 Victoria Avenue, Hayling Island, PO119AJ.

1 Scope

1.1 W e h ave re ce n t ly b e e n in st ru c te d to u n d e rt ak e an ap p raisal o f m at u re t re e
cover at Seacourt Tennis Club, 20 Victoria Avenue, Hayling Island, PO119AJ.

1.2 The data w as collected to theBritish Standard BS5837 ‘Trees in Relation to
Design, Demolition and Construction - Recom m endations’ 2012.

1.3 The survey has been comm issioned to offer guidance on thearboricultural
constraints w ith a view to the future development of thesite.

1.4 The trees w ere inspected on the 3rd July 2023 following theguidance in the
British Standard by ROAVR. The crowns and stem s w ere inspected from the
ground using the ‘Visual Tree Assessm ent (VTA)’ m ethod;non invasive
techniques w ere used at thisstage. Although a sounding hamm er w as used
to determine thepresence of any decay.

1.5 The site w as assessed and data w as collected on all w oody vegetation falling
w ithin the scope of theBritish Standard. Trees w ere grouped or designated
w oodlands as per the allowance in theBritish Standard w hen the area in
question w as uniform in terms of species, age or geography.
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Photographic Plates.

Photographic plate showing proposed new court area to t he w est of t he exist ing courts.

Photographic plate showing exist ing petanque court as w ell as linear feature of t rees adjacent to
t he southern boundary T1(left ) to T8 (right )
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Photographic plate showing general condit ion of T9-T11.

Photographic plate showing Northern boundary.
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2. Site Condit ions & Site Surroundings

2.1 Th e site is situ ated in H aylin g Islan d in th e H avan t Co u n cil co n tro l area. Th e
site is located on thesouth side of the town and has a suburban feel.

2.2 The site is home to a tennis club w ith associated hard and soft landscape.

2.3 The w ider locality is predominantly suburban. The site is accessed via a
private entrance.

2.4 A desktop assessm ent has failed to establish w hether thesite is w ithin a
Conservation Area or w hether there are any areas of TPO protected trees on
or adjacent to theplot .

2.5 All desktop assessm ent data w as cross checked and validated on the
04 /07/2023 using the w eb portal provided by the local planning authority.

2.6 Works to protected trees require consent from the local planning authority.
In the case of TPO’s an application m ust be m ade. In the case of
conservation areas a notification m ust be m ade. TPO applications take up to
eight w eeks, conservation area notifications take six w eeks.

2.7 Certain exem ptions apply; for exam ple the rem oval of deadwood. In the case
of dangerous trees 5-days w ritten notice should be given to the local
authority (in the cases of im m ediate danger the w ork should proceed, but
the local authority contacted as soon as possible afterwards) w ith the w orks
evidenced by photographs and video w here possible. You should also
check to ensure the w orks are exem pt from the requirements of a felling
licence.

https://ww w.legislation.gov.uk/uksi/2012/605/regulation/14/made

2.8 It should be noted that planning consent overrides protected trees, w here
the w orks or rem oval are necessary for development to proceed and have
been highlighted in the tree survey documents.

2.9 Bats. Under current legislation it is an offence to ‘intentionally or recklessly
disturb a bat’ or ‘dam age, destroy or block access to the resting place of any
bat’. For further details consultation m ust be m ade w ith theStatutory
Nature Conservancy Organisation. W here relevant any current ecological
surveys for thesite w ill take precedence in thism atter. Trees provide
numerous ‘potential roosting features’ for a w ide range of bat species. It is
therefore crucial that any trees proposed for rem oval are checked by an
appropriately competent person before any felling or ivy stripping w orks
comm ence.

https://ww w.bats.org.uk/advice/bats-and-the-law
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2.10 B ird s. It is an o ffe n ce to k ill, in ju re o r t ak e an y w ild b ird ; o r t ak e , d am ag e o r
destroy the nest of any w ild bird w hile it is in use or being built . Therefore
w ork likely to disturb nesting birds m ust be avoided from late March to
August . All birds, their nest and eggs are protected by law.

https://ww w.rspb.org.uk/birds-and-wildlife/advice/wildlife-and-the-law/w ildlife-an
d-countryside-act/
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3. Draw in gs

3.1 A p p en d ed to th is rep o rt is a tree co n strain ts p lan an d a tree assessm en t
plan.

3.2 The tree constraints plan has been produced using an OS supplied .dwg
(AutoCAD) base plan as no topographical survey w as available. Tree positions
and data have been applied using our survey handset as an onsite exercise
w ith theconstraints plan being produced as a PDF through Auto CAD.

3.3 An autoCAD .dwg fi le of the tree constraints is available on request for
project stakeholders to utilise.

3.4 The Tree Constraints Plan shows the existing layout . For each tree the stem
location is indicated and scaled according to itsdiameter, thecanopy is
indicated according to m easurem ents taken along the four cardinal points
of thecompass. Root protection areas (RPAs) are indicated w hich are
calculated according to theguidelines w ithin BS 5837 (2012).

3.5 W here appropriate, the shapes of the RPAs have been am ended to reflect
actual site conditions or w here trees have been heavily pruned. The ‘original’
RPAs are indicated as a dashed line w hereas the am ended RPAs are
indicated as a solid line. Any variation to thisapproach w ill be highlighted on
theappropriate plans.

3.6 The Tree Assessm ent Plan / Arboricultural Im pact Assessm ent indicates the
tree constraints w ith theproposals overlaid. W here applicable, thisplan
shows w here w orks are proposed in Root Protection Areas and w hich trees
are to be pruned or removed. This plan accom panies the Im pact Assessm ent
w hich is to be found in Section 4.

3.7 The Tree Protection Plan (if applicable) shows the protection m easures that
are to be installed during theconstruction phase.
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4. Arboricultural Im pact Assessm ent - Site Specific

Tree Quality Statement .

The tree cover w ithin the scope of survey largely consists of young, early m ature,
and sem i m ature trees w ith som e potential but rather constrained by their
environment .

4.1 Description of The Proposed Development

The drawings listed in the table below w ere used by ROAVR to produce theArboricultural drawings referenced in thisreport . If
your plans change (either before or after planning submission), then thetree drawings w ill require updating. This report cannot
be submitted in support of a schem e that varies from the drawing reference number shown in box one below as the Im pact
Assessm ent (Section 4) w ill not be valid.

Drawing Nam e / No. Date Issued To ROAVR ROAVR Drawings Issue Date:

Proposed Plan -
23014-401

27/06/2023 04/07/2023

4.1.1. It is proposed to rem ove the existing petanque court and construct tw o new
enclosed padel courts w ith lighting.

4.1.2. The table below sum m arises the potential im pact on trees due to various
activities.

Trees Potentially Affected:

Tree or Tree Group Im pacts

Tree T1 No direct im pacts, can be retained and protected

Tree T2 Proposed hard court surface and light ing w ill encroach into t he Root
Protect ion Area. Proposed court enclosure w ill conflict w it h the
canopy.

Tree T3 Tolerable m inor Root Protect ion Area and canopy conflict .

Tree T4 Proposed hard court surface and light ing w ill encroach into t he Root
Protect ion Area. Proposed court enclosure w ill conflict w it h the
canopy.

Tree T5 Off site t ree, no direct im pacts, can be retained and protected

Trees T6-T11 Proposed hard court surface w ill encroach into t he Root Protect ion
Area. Proposed court enclosure w ill conflict w it h t he canopy. Trees
likely to require removal due to t he ext remely const rained area to the
w est of proposed courts.
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T 12 Proposed court close to t he stem and canopy, recomm end removal
due to poor condit ion.

T13 Proposed hard court surface and light ing w ill encroach into t he Root
Protect ion Area. Proposed court enclosure w ill conflict w it h the
canopy.

T14 Very close to t he proposed court . Proposed hard court surface and
light ing w ill encroach into t he Root Protect ion Area. Proposed court
enclosure w ill conflict w it h t he canopy.

T15 No direct im pacts, can be retained and protected

4.2. Tree Rem oval.

4.2.1. It is recom m ended that the following trees be removed:

Tree Cause For Rem oval

T6 Close to proposed court , remove to facilitate development

T7 Close to proposed court , remove to facilitate development

T8 Category U t ree in poor condit ion

T9 Category U t ree in poor condit ion

T10 Close to proposed court , remove to facilitate development

T11 Close to proposed court , remove to facilitate development

T14 Close to proposed court , remove to facilitate development

4.2.2. Details specific to each tree can also be found in the Tree Data Schedule.

4.3. M itigation Planting.

4.3.1. Trees to be rem oved to facilitate development should ideally be replaced on
a 2:1basis, however suitable locations w ithin the site are restricted and it m ay not
be possible to achieve thisratio.

4.4. Im pact on Tree Canopies.

4.4.1. Pruning w orks are required to T2, T3, T4, and T13 to facilitate the proposed
development . They w ill need to be crown lifted to a m inimum of 4.5 m etres to
ease encroachment on thecourt enclosure and facilitate construction.
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4.5. Im pact on Tree Roots.

4.5.1. The proposed hard surface w ill encroach into the rooting areas of tw elve
trees. Seven of these trees are recom m ended for rem oval due to their poor
condition, or due to the level of encroachment from the proposed. T2, T3, T4, and
T13 m ay be retained provided the new surface is constructed using a no dig
m ethod, and a porous surface is used to construct the new courts. This w ill allow
air and w ater to reach the trees rooting areas below the new hard surface, and
protect theground from compaction from pedestrian activity w ithin thecourts.

4.5.2. New court enclosures are proposed w ithin the Root Protection Areas of four
retained trees. The post holes for these m ust be dug by hand to avoid damage to
tree roots, and the holes lined w ith thick im permeable plastic sheeting prior to
pouring concrete to prevent cem ent leachate entering the soil.

4.6. New Surfaces.

4.6.1. New hard surfaces are proposed w ithin the Root Protection Areas of any
trees, see section 4.5

4.7. Underground Services.

4.7.1. New underground services are to be installed through the Root Protection
Areas of T2 and T13. The excavation required to install these m ust be carried out
by hand to ensure tree roots are not damaged during the excavation process.

4.8 Changes in Ground Levels.

4.8.1 No details of ground level changes have been submitted for assessm ent ,
however changes in ground level w ithin the Root Protection AReas of retained
trees w ill not be permissible.

4.9 Soil Com paction.

4.9.1 The m ajority of tree roots lie w ithin the upper soil horizons. This is because
the availability of oxygen decreases w ith depth and roots need to breathe to stay
alive. In addition,nutrientsare m ore readily available in the form of organic m atter
close to the soil surface.
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4.9.2. Healthy soils contain about 25% air space between solid particles. Increased
loading of the soils caused by construction activity causes air to be squeezed out
as the soil becomes compacted preventing roots from breathing. Even an
increase in pedestrian activity m ay cause som e soil compaction.

4.9.3 It is im portant therefore that ground compaction and soil disturbance over
Root Protection Areas should be avoided during theconstruction phase. This m ay
be done by installing protective fencing and ground protection m easures as
recom m ended w ithin a tree protection plan.

4.10 Demolition Activities.

4.10.1 The tree protection m easures specified w ithin a TPP should be installed
prior to thecomm encement of all demolition activities (including soil stripping) to
prevent any detrimental im pact on tree health. W here this is not practicable,
demolition of structures w ithin Construction Exclusion Zones shall be undertaken
very early on in the demolition phase and the protective barriers installed
im m ediately thereafter.

4.11. Hazardous Materials.

4.11.1All hazardous m aterials (including cem ent and petrochemical products) w ill
need to be controlled according to COSHH regulations in order to ensure there is
no detrimental im pact on tree health. Provision shall need to be m ade to ensure
that cem ent and cem ent run-off are contained outside of all Root Protection
Areas.

4.12. Cabins and Site Facilities.

4.12.1. Consideration should be given to the location of any site w elfare facilities in
terms of potential im pact on trees. W here it is proposed to install cabins or site
facilities in Root Protection Areas, theappointed arborist should be consulted and
approval obtained from the local authority.

4.13. Boundary Treatm ents.

4.13.1. No changes are proposed to the existing boundary features that m ight
im pact on trees.

4.14. Im pact of Retained Trees on theDevelopment .

4.14.1. The new courts are close to thecanopies of retained trees, ongoing pruning
is likely to be required to ease encroachment , and leaf fall into the courts m ay
cause problems to users in autumn.
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4 .15. Su m m ary.

4 .15.1. Th e p ro p o sals fo r t h e site in clu d e t h e re m o val o f an exist in g p e t an q u e co u rt ,
and the construction of tw o new enclosed padel courts, w ith hard surfaces and
lighting. It is recom m ended that seven trees in total be rem oved to facilitate the
proposals, as these trees are heavily im pacted by the proposals and w ould be
extremely constrained if retained. Mitigation m easures w ill be required, although
planting enough new trees to m itigate their loss m ay be difficult to achieve w ithin
thesite.

Four of the remaining trees w ill require pruning to facilitate construction and ease
encroachment , and are likely to require ongoing pruning. The new hard surface,
enclosure, and lighting w ill im pact on the trees’ roots, som e of these im pacts can
be m itigated by the use of hand digging and avoiding reduction in ground levels,
and by constructing thenew hard surface using permeable m aterials.

There is no alternative layout w ithin the area proposed for development w hich
w ould permit tw o courts to be constructed w hile reducing the im pacts to trees
significantly.
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Appendix: BS 5837: 2012 –Guidance Notes

This Standard prescribes the principles to be applied to achieve a satisfactory
juxtaposition of trees and structures. It sets out to assist those concerned w ith
trees in relation to design, demolition and construction to form balanced
judgements.

It acknowledges the positive contribution trees m ay offer to a site, as w ell as the
negative aspects of retaining inappropriate trees. It addresses the negative
im pacts that construction activity m ay have upon trees and offers m itigation
strategies to m inimise these im pacts.

The Standard suggests a three stage approach to ensure best practice is followed
w hen developing close to trees:

St a g e 1: Su rve y D e t a ils a n d N o t e s

A ground level visual survey w as undertaken. No climbing inspections or specialist
decay detection w ere undertaken. Only trees w ith a stem diameter over 75m m ,
w hich lie w ithin thesite boundary or relatively close to it , w ere included.

W here applicable, trees w ith significant defects have been highlighted and
appropriate remedial w orks have been recom m ended. However, this report
should not be seen as a substitute for a full Safety Survey or Management Plan
w hich are specifically designed to m inimise risk and liability associated w ith
responsibility for trees.

W herever practicable dimensions w ere obtained using diameter tapes, logger’s
tapes, distometers and clinometers. W here obstacles prevent accurate
m easurem ent , dimensions are estimated. Trees of privately ow ned third parties
are surveyed from the best available vantage point and observations relating to
the condition of these trees should be treated accordingly. All height
m easurem entsshould be regarded as approximate.
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Stag e 2: Arboricultural Im pact Assessm ent

After the initial survey and theproduction of the Tree Constraints Plan, arborists
and designers are encouraged to w ork together to establish a design proposal
w ith m inimal im pact on thehigh quality trees. An assessm ent should be m ade of
all possible im pacts including the im pact that the trees m ay have upon the
proposal.

The arborist m ay recom m end m itigation strategies to m inimise these im pacts
and help achieve a m ore harmonious juxtaposition between buildingsand trees
and w ill offer advice in relation to the best chances of success at planning.

Stag e 3: Arboricultural Method Statement (Sect ion 5 -10 w here
applicable and comm issioned)

Thistypeofreportspecifiesthem easuresnecessarytoprotecttreesagainst
dam agefrom construction activity.TheM ethod Statem entshould bewritten in a
m annerthatitm aybeconditi oned and enforced bythelocalauthorityupon
granting ofplanning perm ission.M anytreesgetdam aged on developm entsites
duetotheAM Sbeing overlycom pl icated orunreadablefrom theperspectiveof
practicalim pl em entation.

Thesitem anagerm ustbefam iliarwith allaspectsoftheM ethod Statem entand
should ensurethatallpersonsworking on thesiteareawareofthoseaspects
which arerelevanttotheirwork.Thisi ncludesserviceinstallation engineersand
operatorsofplantm achinery.

Appendix: Survey Methodology

Ground levelvisualsurveys are carried out using the VisualTree Assessm ent
technique described by Mattheck and Broeler (1994) and endorsed by the
ArboriculturalAssociation (LANTRA ProfessionalTreeInspection course,2007).

Structuralconditi on is assessed by inspecting the stem and scaffold branches
from all angles looking for weak branch junctions or sym ptom s of decay.
Particularattention ispaid to the stem -base.Caviti esare explored using am etal
probe in orderto assess the extentofany decay.Ifthis is notpossibl e further
inspection is recom m ended in the form of a cl im bi ng inspection or using
specialistdecaydetection equipm ent.
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The physiological condition is assessed by inspecting the stem , branches and
foliage for sym ptoms of disease. The overall vigour of the tree is also taken into
account .

W here significant defects are observed, recom m endations are m ade according to
a scale of priority in order to reduce the likelihood of structural failure. The position
of the tree and itspotential targets are taken into account .

M easurem ents are obtained using a diameter tape, clinometer, distometer and
loggers tape.

W here this is not practical m easurem entsare estimated.

Som e trees are surveyed as groups, though this is usually avoided close to areas
likely to be developed.

19

ROAVR | Group all rights reserved.





Appen d ix 1– SiteLocation
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Appendix 2 –Arboricultural Data Tables
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Tree
Number Species

Age
Class DBH

Height
(crown
height)

N E S W Condition
Life

Expectancy Physical Description Comments
Managment

Recommendations
RPA offset
from stem.

Category
Rating

T1 Sambucus nigra
(Elder)

SM 150 5(0.5) 2 2 2 2 Fair 10+ Stem divides above 1.5m. Mechanical
Damage.

/ / 1.8 C1

T2 Quercus ilex (Holm
Oak)

EM 273 7(2) 3 2 3 3 Good 20+ Leaning North. Stem divides below 1.5m.
Mechanical Damage.

/ / 4.63 B1

T3 Quercus ilex (Holm
Oak)

Y 100 5(2) 2 1 2 1 Fair 10+ Stem divides at ground level. Mechanical
Damage.

/ / 1.69 C1

T4 Quercus ilex (Holm
Oak)

EM 268 7.5(2) 3 3 3 3 Good 20+ Leaning North. Stem divides below 1.5m.
Mechanical Damage.

/ / 4.55 B1

T5 Sambucus nigra
(Elder)

SM 150 5(0.5) 2 2 2 2 Fair 10+ Stem divides below 1.5m. Mechanical
Damage.

/ / 2.54 C1

T6 Betula pendula
(Silver Birch)

EM 180 7(0.5) 1 2.5 2.5 2.5 Fair 10+ / / / 2.16 C1

T7 Betula pendula
(Silver Birch)

EM 175 8(2) 1 2 2 2 Fair 10+ / / / 2.1 C1

T8 Prunus avium (Wild
Cherry)

M 245 8.5(1) 2.5 2.5 1.5 2.5 Poor <10

Poor shape & form. Declining. Tree
located within hard surface area. Major
bark wounding on stem. Mechanical

Damage.

/ / 2.94 U

T9 Prunus avium (Wild
Cherry)

EM 165 8(1) 2 2 1 2 Poor <10

Poor shape & form. Declining. Tree
located within hard surface area. Leaning

North. Major bark wounding on stem.
Mechanical Damage.

/ / 1.98 U

T10 Betula pendula
(Silver Birch)

Y 90 8(4) 1 1 1 1 Fair 10+ / / / 1.08 C1

T11 Betula pendula
(Silver Birch)

Y 120 8(4) 1.5 1.5 1 1.5 Fair 10+ / / / 1.44 C1

T12
Betula pendula

(Silver Birch) SM 150 6.5(4) 1.5 1.5 1.5 0.5 Poor <10
Poor shape & form. Low vitality.

Declining. Broken branches in crown.
Major deadwood in crown.

/ / 1.8 U

H1
Chamaecyparis

lawsoniana
(Lawson Cypress)

SM 100 3(0.5) 1 1 1 1 Fair 10+ / / / 1.2 C3

T13 Betula pendula
(Silver Birch)

SM 150 7(2) 2 1.5 2 2 Fair 10+ / / / 1.8 C1

T14 Betula pendula
(Silver Birch)

EM 220 7.5(2) 1.5 2 2 1.5 Fair 10+ / / / 2.64 C1

T15 Betula pendula
(Silver Birch)

Y 120 6.5(4) 1.5 1.5 1.5 1.5 Fair 10+ / / / 1.44 C1



Arboricultural Data Tables Terms.

Tree ID Reference no. T1, T2 etc. for trees; H for hedgerows; G for Groups and W for woodlands.

Tag Number If the tree has been tagged with an ‘arbo’ tag then the physical tag number is listed in this column.

TPO Number If the tree is subject to a TPO and it is known to us this will be recorded here.

In Conservation Area Y/N - If the tree is located within a Conservation Area we may confirm that here.

Tree Type Beech, Oak etc.

Common Name Common Beech, Evergreen Oak etc.

Latin Name Fagus sylvatica; Quercus robur - Latin names.

Maturity The estimated age class of the tree (relative to species)
o Y - Young
o SM - Semi-mature
o EM - Early-mature
o M - Mature
o OM - Over-mature or V - Veteran

Potential for Bat Habitat Y/N - if the tree has cracks, cavities or suitable bat habitat it may require further ecological surveys and
form a constraint on development.

Measurements
Estimated (Y/N)

Y/N - if the tree is off site, covered with ivy, or some other restriction the British Standard allows for
measurements to be estimated.

Height Height of the tree in metres.

Height & Direction of
1st Significant Branch

Recorded to consider access.

Number of Stems Number of clear stems.

Diameter at Breast
Height

Diameter of stem (mm) at breast height (1.5 metres above ground).

Crown Spread The maximum spread of the tree's canopy measured from the stem in four directions (North, East, South,
West).

Canopy Height The height between ground level and the lowest part of the canopy when considering access.

Crown / stem / Basal
Condition

Good, Fair, Poor condition comments.

Category Tree categorisation based on section 4.5 of BS 5837 (2012) Trees in relation to design, demolition and
construction – Recommendations. Four categories are used (A, B, C, U) with categories A, B & C being
assigned
one of three separate sub categories (1, 2 or 3):

A – Trees of high quality with an estimated remaining life expectancy of at least 40 years.
B – Trees of moderate quality with an estimated remaining life expectancy of at least 20 years.
C – Trees of low quality with an estimated remaining life expectancy of at least 10 years, or young
trees with a stem diameter below 150mm

Life Expectancy Estimated safe, usable life expectancy.



Sub-Category Subcategories:

1: Mainly arboricultural & aesthetic qualities
2: Mainly landscape qualities
3: Mainly cultural values, including conservation
U – Trees in such a condition that they cannot realistically be retained as living trees in the context of the
current land use for longer than 10 years

Physical Condition Good, Fair, Poor condition considering the tree structure, form and vitality.

Management
Recommendations

Recommendations (regardless of  the development proposals if available) for removal, retention and/or
remedial arboricultural works.

Comments A brief description of the tree which refers to tree form, condition, health and significant defects. Comments
regarding environmental conditions affecting the tree (e.g. ground conditions) will also be included where
relevant.

Arboricultural data tables are essentially an asset register of the trees and tree
cover on and adjacent to a development site.  The information included within the
tables is used to produce a tree constraints plan (TCP) which shows in 2D the
constraints and opportunities on a particular site.



Appendix 3 –Arboricultural Plans
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T1-C1
T2-B1

T3-C1
T4-B1T5-C1

T6-C1
T7-C1

T8-U

T9-U
T10-C1

T11-C1 T12-U

H1-C3

T13-C1

T14-C1 T15-C1

General Notes
Do not scale off drawing - refer to the tree data schedule
for accurate crown spread measurements.
Depictions of tree canopies are based on measurements
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