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Customer Name:             Date: 6th July 2023
The Blackburn Partnership
175 London Road
Waterlooville
Hampshire
PO7 7RJ

Site Address:
Additional 2 x dwellings – 2nd floor
Fernwood House
45 London Road
Cowplain
Waterlooville
Hampshire
PO8 8DH

Acoustic Engineer:
Mr. Michael Vine

Measurement Procedure:

The purpose of this report is to assist with releasing a condition for an approved planning application
APP/21/00543 for the erection of 2 x additional dwellings at 2nd floor level.

An application for 8 x dwellings at 1st floor level was granted in 2020 with another approval for 8 x more
dwellings at 2nd floor level also approved in 2020.

This report will include the proposed construction methods to be adopted for the new dwellings (in line
with the approved permissions) and also list the proposed mitigation measures to be installed to the plant located
at the rear of the building.
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Executive Summary:

Airtight & Noisecheck Ltd were instructed by The Blackburn Partnership Ltd to undertake a desktop
assessment of the proposed measures to be implemented to the building façade in order to ensure the future
occupants will ensure a suitable internal acoustic environment. The proposed measures will ensure the
recommended values as listed in BS8233: 2014 will be achieved.

For the previous approved schemes, detailed desktop Noise Impact Assessment (NIA) at Fernwood House, 45
London Road, Complain. Previous planning applications have been made and approved to erect 8 x purpose-built
dwellings at 2nd floor level. The new application APP/21/00543 approves an additional 2 x dwellings at 2nd floor
level, providing suitable mitigation measures are applied to the dwellings.

The noise levels & calculations (using the data from the original assessment) indicate that if the mitigation
measures are implemented then there is no reason to suggest that the future residents of the proposed dwellings
will be adversely affected by the noise emissions created by the commercial external sources. The mitigation
measures will have to be implemented to the glazing and ventilation of the proposed development and they show
that the criteria for internal noise can be met. The noise levels have been measured at all noise sensitive facades.

There is no reason to suggest that the future residents of the proposed residential development will be adversely
affected by the noise emissions providing the mitigation measures are implemented to the noise sensitive rooms.
The detailed mitigation measures are listed within this report.

The final ventilation scheme has not been decided so a variety of options have been included within the report. The
roof top plant will be set back form the façade line and thus screened from the road noise a little more. In addition,
the client has indicated the measures that they will implement to the scheme to reduce the noise break in and
ensure a suitable acoustic & thermal comfort for the residents.

The external noise levels are higher at the front of the site for obvious reasons, the rear aspect is screened from the
vehicular traffic and any street level activity. The plant is located at the rear of the building, and it is clear that, even
with the addition of acoustic feature corrections, suitable mitigation measures will be able to protect the future
residents of the proposed scheme. The road traffic noise was also measured to ensure this could be mitigated
accordingly from the other external noise sources. The proposed dwellings will be located at the rear of the
building, but for robustness the same level of sound reduction for the glazing will be applied to the whole scheme.

Discussions with the local authority have indicated that they were under the impression that there were multiple
sources of plant in operation. This is not the case. The only plant in operation at the site now is:

1. Single extraction duct serving Koop & Craft restaurant.
2. All other plant has either been removed or switched off
3. There are no other restaurants or take away venues at the site location any longer

The client has also taken measures to reduce the impact of the plant on the proposed dwellings at 2nd floor level,
these include:

1. Enclosing the extraction unit with sound reduction material – see site plan for location & specification
2. Relocating the stairs and corridor at the Northern end of the proposed building to screen the dwellings
3. No windows will be located on the rear elevation facing the plant

All of the above measures will ensure the plant will not have an adverse impact on the proposed dwellings at 2nd

floor level.
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Acoustic Design Statement:

It is clear that the site is situated near to a busy area with a variety of activity to the front & side of the building and
will be exposed to higher external noise levels, however the client will take steps and implement robust mitigation
measures to ensure the impact of the external & internal noise should not have an adverse impact on the future
residential dwellings. These steps include:

1. Careful configuration of dwellings – dwellings located at the rear of the site and thus screened from road noise
2. A MVHR or alternative ventilation system to ventilate the dwellings thus maintaining the integrity of the façade &

glazing
3. Install a robust glazing system to the building to protect the residents from the external noise emissions
4. Plant motor located internally at ground floor level
5. Mitigation measures applied to the extraction unit

The above measures are a clear indication of the steps taken by the client to reduce the potential impact of the
noise sources in operation.  The initial risk assessment has indicated that both the day time & night time noise
levels to the front fall into the low to medium category, the rear levels fall into the negligible to low category for
the day time & the night time LAeq 8hour value for the rear falls into the low risk category. This indicates that a good
acoustic design process should ensure that the internal criteria can be achieved. If the mitigation measures are
implemented, then there is no reason to suggest that the future occupants of the scheme cannot be adequately
protected from the external noise emissions.

The client has taken steps to reduce the impact of the noise on the proposed dwellings.

It is the opinion of the author that based on the location of the plant, screening offered by the building and
mitigation measures adopted to the plant that the main noise source in operation is the road traffic noise. No
windows will face the rear elevation where the plant is located, but the majority of dwellings will face the road
network. The dwellings located to the rear will be located further South and thus be screened from the plant noise
to an extent that it will be inaudible at the receptor location.

The sound reduction measures, including the acoustic feature corrections applied to the noise levels will ensure a
suitable level of sound reduction is applied to all dwellings.

The local authority required a cumulative assessment for all plant located to the rear, but as explained earlier in the
report the majority of the previous plant has been removed or switched off due to a change of the business in
operation at ground floor level. The only piece of plant in operation will be the extraction system serving Koop  &
Craft and based on the points listed above it is clear that this noise should not have an adverse impact on the
proposed dwellings at 2nd floor level.

Based on the relatively high noise levels at the front of the site, knowledge of the local area and the road networks
being busy during the assessment period it is apparent that the 24hour assessment was a fair reflection of the
typical noise levels in this location.
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Assessment Criteria:

The National Planning Policy Framework (NPPF) came into effect in March 2012 and was updated in July 2021. It
replaced other documents such as PPG24. The NPPF  and provides a number of objectives and aims that are
directed towards avoiding significant adverse impacts and reducing others on quality of life and health. This
document states that:

Paragraph 174 states Planning policies and decisions should contribute to and enhance the natural and local
environment by:

e) preventing new and existing development from contributing to, being put at unacceptable risk from, or being
adversely affected by, unacceptable levels of soil, air, water or noise pollution or land instability. Development
should, wherever possible, help to improve local environmental conditions such as air and water quality,
considering relevant information such as river basin management plans;

Paragraph 185. Planning policies and decisions should also ensure that new development is appropriate for its
location considering the likely effects (including cumulative effects) of pollution on health, living conditions and the
natural environment, as well as the potential sensitivity of the site or the wider area to impacts that could arise
from the development. In doing so they should:

(a) mitigate and reduce to a minimum potential adverse impacts resulting from noise from new development
– and avoid noise giving rise to significant adverse impacts on health and the quality of life 65 ;

(b) identify and protect tranquil areas which have remained relatively undisturbed by noise and are prized for
their recreational and amenity value for this reason;

187. Planning policies and decisions should ensure that new development can be integrated effectively with
existing businesses and community facilities (such as places of worship, pubs, music venues and sports clubs).
Existing businesses and facilities should not have unreasonable restrictions placed on them as a result of
development permitted after they were established. Where the operation of an existing business or community
facility could have a significant adverse effect on new development (including changes of use) in its vicinity, the
applicant (or ‘agent of change’) should be required to provide suitable mitigation before the development has been
completed.

The Planning Practice Guidance has guidance on noise, date 22nd July 2019 and also has the noise hierarchy table as
shown below. Paragraphs 009 & 011 are referenced later in this report.
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NOEL – No Observed Effect Level This is the level below which no effect can be detected. In simple terms, below
this level, there is no detectable effect on health and quality of life due to noise.

LOAEL – Lowest Observed Adverse Effect Level This is the level above which adverse effects on health and quality
of life can be detected.

SOAEL – Significant Observed Adverse Effect Level This is the level above which significant adverse effects on health
and quality of life occur.

The NPSE (Noise Policy Statement for England) states the following aims with respect to noise policy:

Through the effective management and control of environmental, neighbour and neighbourhood noise within the
context of the Government policy on sustainable development:

avoid significant adverse impacts on health and quality of life;
mitigate and minimise adverse impacts on health and quality of life; and

where possible, contribute to the improvement of health and quality of life.



Fernwood House – July 2023

Airtight & Noisecheck Ltd Acoustic Testing                       Page 8 of 27

AIRTIGHT & NOISECHECK LIMITED ACOUSTICS TESTING

PROPG: PLANNING & NOISE (2017) NEW RESIDENTIAL DEVELOPMENT [PROPG 2017]
The ProPG Planning & Noise document was published in 2017, its development supported by the Institute of
Acoustics, the Association of Noise Consultants, and the Chartered Institute of Environmental Health. The aim of
the document is to provide practitioners with guidance on a recommended approach to the management of noise
within the planning system in England.

ProPG advocates a systematic, proportionate risk-based, 2 stage approach which:

1. Encourages early consideration of noise issues;
2. Facilitates straightforward accelerated decision making for lower risk sites;

3. Assists proper consideration of noise issues where the acoustic environment is challenging.

A summary of the overall ProPG approach is included in Appendix B. The two sequential stages of the overall
approach are:

1. Stage 1 – an initial noise risk assessment of the proposed development site; and
2. Stage 2 – a systematic consideration of four key elements.

The four key elements to be undertaken in parallel during Stage 2 are:

1. Element 1 – demonstrating a “Good Acoustic Design Process”;
2. Element 2 – observing internal “Noise Level Guidelines”;

3. Element 3 – undertaking an “External Amenity Area Noise Assessment”; and
4. Element 4 – consideration of “Other Relevant Issues”.

The approach is underpinned by the preparation and delivery of an “Acoustic Design Statement” [ADS]. The ADS is
intended to conclude in the provision of one of the following four recommendations to the decision maker:

1. Planning consent may be granted without any need for noise conditions;
2. Planning consent may be granted subject to the inclusion of suitable noise conditions;

3. Planning consent should be refused on noise grounds in order to avoid significant adverse effects (“avoid”); or
4. Planning consent should be refused on noise grounds in order to prevent unacceptable adverse effects (“prevent”).

The overall ProPG 2017 approach is intended for implementation with projects at an earlier stage than the subject
of this report. This report provides a full noise mitigation strategy for the site, rather than an initial
recommendation to the decision maker.

ProPG 2017 contains the most up to date guidance available on industry-wide adopted best-practise interpretation
of relevant guidance regarding acceptable internal and external noise levels i.e. BS8233:2014 and WHO Guidelines.

WHO GUIDELINES FOR COMMUNITY NOISE (1999)
The guidance in this document recommends design criteria for internal noise levels within residential and
commercial buildings. A summary of the recommended guidance is shown in Table 2.1. Table 2.1 – Excerpt from
WHO [dB ref. 20μPa]

Criterion Environment Design range LAeq,T dB
Maintain speech intelligibility, avoid moderate

annoyance, daytime & evening
Living Rooms 35

Prevent sleep disturbance, night time Bedrooms 30

This guidance also states:

For a good sleep, it is believed that indoor sound pressure levels should not exceed approximately 45dB LAmax more
than 10-15 times a night (Vallet & Vernet 1991)
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For outdoor living areas, it is stated that:

To protect the majority of people from being seriously annoyed during the daytime, the outdoor sound level from
steady, continuous noise should not exceed 55dB LAeq on balconies, terraces and in outdoor living areas. To protect
the majority of people from being moderately annoyed during the daytime, the outdoor sound level should not
exceed 50dB LAeq. Where it is practical and feasible, the lower outdoor sound level should be considered the
maximum desirable sound level for new development.

BS8233:2014 GUIDANCE ON SOUND INSULATION AND NOISE REDUCTION FOR BUILDINGS

The guidance in this document indicates acceptable noise levels for various activities within residential dwellings. A
summary of the recommended guidance is shown in the following table as listed in BS8233: 2014

Activity Location 07:00 to 23:00 23:00 to 07:00
Resting Living Room 35 dB LAeq, 16 hour -
Dining Dining Room 40 dB LAeq, 16 hour -

Sleeping (daytime
resting)

Bedroom 35 dB LAeq, 16 hour 30 dB LAeq, 8 hour



Fernwood House – July 2023

Airtight & Noisecheck Ltd Acoustic Testing                       Page 10 of 27

AIRTIGHT & NOISECHECK LIMITED ACOUSTICS TESTING

1 Objective:

1.1 To use the measured noise levels from a previous, granted application associated over a 24hour period at
the proposed facades of the development. The noise levels associated with all facades were measured to ensure
that the future residents of the proposed scheme will not be adversely affected by the noise emissions created in
the immediate area. The site currently comprises of the recently converted residential dwellings at first floor level
with a restaurant at ground floor. A planning application has recently been approved to erect 8 x purpose-built
residential dwellings at 2nd floor with the dwellings at 1st floor and restaurant at ground floor level. Further to these
approved schemes, an approval for an additional 2 x dwellings at 2nd floor level has been approved, and the
mitigation measures listed in this report are to be implemented to these dwellings.

1.2 The data was used from the previous assessment as this has recently been approved by the Local
Authority. The same mitigation measures will be applied to the proposed dwellings even though the impact will be
less due to the extra distance between the dwellings and the noise source and screening offered at 2nd floor due to
the dwellings being located at the rear of the development.

2 Calibration:
2.1 The measurement microphones were calibrated before and after testing in each measurement location
and there were no drifts recorded during the assessments.

3 Site Layout & Microphone Position:

3.1 The proposed site is located on the corner of London Road to the East & Kings Road to the North, with
London Road being a main through fare for traffic in Cowplain. It is a very busy road network with numerous mixed-
use buildings apparent. The majority of the buildings located at ground floor are shops rather than restaurants and
take away venues. The only business with plant associated is Koop & Craft, this has a single extract system located
at the rear of the building. This will be the only plant in operation and will have severe mitigation measures
installed to it. The motor is located internally with only the extraction duct located externally.

3.2 The ground floor is currently used as a restaurant, the anticipated noise levels within such a venue would
be between 75dBA. The plant associated with the building is located to the rear of the site. The area is very busy
with high levels of people and vehicles using the immediate area. The immediate area is predominantly of mixed-
use buildings, although the dominant noise source in this location is the high levels of vehicular traffic using the
local road network. A recently submitted and granted application for 8 x residential dwellings at 1st floor level & 2nd

floor level has been implemented to the building.

3.3 The proposed residential layout is shown later in the report. The microphones were located:

1- Western façade (rear) of the site with the microphone approximately 6metres from ground floor level.
It was positioned circa 1m from the façade so a -3dB reduction has been applied for reflection.

2- Eastern façade (side) of the building with the microphone approximately 6m from the ground. It was
circa 1m from the building façade so a -3dB correction has been applied for reflection.

4 Weather Conditions:

4.1 The weather was predominantly dry during the measurement procedures, the temperatures ranged
between 4 - 10degrees. There was no wind and a little rain during the measurement procedure.
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5 External Results:
5.1 The purpose of this measurement procedure was to calculate the noise levels apparent at the noise
sensitive facades and ensure suitable mitigation measures are implemented so that the requirements of BS8233 &
WHO can be met. The night time LAmax values have also been derived so that they can be mitigated against.

Table 1 - LAeq & LAmax Values – Front & Rear of building:

Mic Location LAeq 16hour Value Reduction
needed for

BS8233
compliance

LAeq 8hour

Value
Reduction for

BS8233
compliance

LAmax value –
night time

Reduction
for WHO

compliance

ML 1 – Western
Façade – Rear

56dBA 21dB 51dBA 21dB 69dBA 24dBA

ML 2 – Eastern
Façade - Front

62dBA 27dB 54dBA 24dB 70dBA 25dBA

Further to the reduction applied for the reflection values (as listed in report for 1st floor application) a further -2dB
have been applied to the levels for the extra distance from the road (line source) and a further -3dB (for the
Eastern façade only) has been applied to take the screening offered by the building façade into account (2nd floor
will be set back from existing façade). Therefore a -5dB correction has been applied for the front façade.

6 Results Conclusion:

6.1 The levels of reduction apparent for the road traffic noise & plant noise is listed in the table above.

6.2 The WHO guidelines for community noise - 2000 state that the internal LAmax level (night time) should not
exceed 45dB(A). If it exceeds this level on a regular basis then sleep disturbance may be caused. This is the internal
level that should be achieved. The Pro PG document states that the internal level of 45dB should not be exceeded
more than 10 times a night. This is the value listed above.

6.3 The plant noise was measured whilst in operation and thus the levels are a fair representation of the
apparent noise at each façade, however the following acoustic feature corrections will be applied to the levels.

6.4 The proposed dwellings will be located at the rear of the site and therefore screened from the dominant
noise source. In addition to this, the plant will be mitigated to reduce the impact of this noise source further.
However, the proposed mitigation measures will ensure compliance with the higher level of sound reduction
measures on site to ensure a suitable acoustic environment for the future occupants.

6.5 Due to the measures taken by the client (orientation of dwellings & mitigation measures to extraction) it is
anticipated that the above sound reduction values will adequately mitigate against the plant noise. Some bespoke
measurements are shown later in the report.

6.6 The levels were measured over a Friday evening when the ground floor restaurant/bar is open. The hours
of operation for the restaurant is Monday – Closed, Tuesday to Thursday – 1700hrs to 2230hrs, Friday & Saturday –
1700hrs to 2330hrs and Sunday – 1200hrs to 2000hrs. These hours were used as part of the plant assessment to
determine the rating level of the plant even though the plant is not the dominant noise source.

6.7 The above measures can be implemented to the proposed dwellings at roof top level, the client has stated
the robust measures to which they are prepared to install to ensure a suitable acoustic criterion for the future
residents.
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7 Building Specifications:

7.1 Some possible building specifications are listed below, including, façade, glazing, roof & ventilation. Due to
the status of the building the final ventilation scheme is unknown so various options have been included.

7.2 All of the rooms can be ventilated either by using an MVHR whole house system, such a system could
ventilate the rooms accordingly. The unit can be stored in a suitable location and vented through the roof/facade at
the rear as this is not exposed to high levels of noise, then a duct is run into each room to ensure that the rooms
can be adequately ventilated without having to open a window and thus diminishing the integrity of the
facade/glazing specification.

7.3 The detailed calculations for each façade are listed later in this report and these calculations may show a
slightly different sound reduction value is applicable due to the variety of specifications.

Make Model Type
Vent-Axia Sentinel Kinetic Plus Whole House Ventilation

7.4 If an MVHR system is to be installed then it will have to be located in a location that will not impact on the
noise sensitive bedrooms. It could be located in the loft area above a communal staircase for instance. It will need
regular maintenance, so an access panel will be required. It is recommended that the system is located away from
the noise sensitive bedrooms and situated above or inside a purpose-built area within the communal area.

7.5 There are alternative solutions, and these could include a Passive Stack Ventilation system, a natural
ventilation heat recovery (NVHR) system or one of the products listed below.

Location Product Sound Reduction - open Sound reduction -
closed

All windows RW Simon Acoustic EHA trickle vent 36dB 38dB
All windows RW Simon Acoustic EHAS trickle vent 38dB 41dB

8 Façade Detail – The proposed façade is believed to be something similar to: - cavity brick wall
construction. This system should achieve a sound reduction of between 50-52dB DnT,w + Ctr  ‘Code of Practice
BS8233: 2014, Page 60 – Table E.1B – Airborne sound insulation of walls and partitions’.

9 Roof Detail – The proposed roof detail is believed to be similar to: Flat roof construction, with a minimum
of 150mm insulation placed on top of rafters, an independent internal plasterboard ceiling. Such a systems should
achieve a sound reduction in excess of 45dB ‘Table 8 – The sound insulation of roofs, Page 41 – BS8233: 2014’

10 Windows - The proposed windows to be used is unknown. The specifications listed below should ensure a
suitable levels of sound reduction for this scheme.

Possible Units Thickness 125Hz 250Hz 500Hz 1KHz 2KHz 4KHz Overall reduction (DnT,w + Ctr)
SG 6-12-10 28mm 27 26 33 39 39 47 36-3=33dB

SG solaglass 4-6-8.4 18.4mm 27 26 29 39 45 46 36-4=32dB

10.1 This glazing specification could easily be installed throughout the site. There are many other suitable
products and the client will have to show compliance for the windows before installation, the manufacturer will
have the acoustic data for the windows.
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11 Results Summary - External:

11.1 This report has used data from a previous, approved application at the same site. It includes suitable
mitigation measures that can be applied to the dwellings to ensure a suitable acoustic environment. In addition, it
is essential to strike a balance between the thermal comfort of the dwellings and the acoustic criteria. The
measures listed within the report offers a suitable way of doing that. It is apparent that the dwellings can be purged
ventilated via opening of windows, increasing the internal noise levels but only for a short period of time, which is
ideal.

11.2 Based on the measured and calculated levels, the dwellings to the rear will still be within the reasonable
standard of living with windows open. An open window offers a sound reduction of 13dB, therefore indicating the
levels to the rear with windows open of 43dBA for the day time and 38dBA for the night time. The tables below
indicate the thresholds at which behaviour may change due to noise levels.

11.3 Table 3.3 – Guidance for level 2 assessment of noise from transport services in the ANC AVO guide states
that ‘Noise causes a material change in behaviour e.g., having to keep windows closed most of the time’ if the
following levels are exceeded for longer periods of time:

Internal ambient noise levels
LAeq 16hour 0700-2300 LAeq 8hour 2300-0700 Individual noise events 2300-0700

>50dB >42dB Normally exceeds 65dB LAmaxT

11.4 Using the above guidance (sliding scale as shown in the diagram below) the calculated internal levels at
the front façade with the windows open are also shown above. It is anticipated that the future occupants will
accept an increase in the noise levels for periods of time to ensure good thermal comfort for the dwellings. They
will not be exposed to these levels for prolonged periods of time as they will be able to open and close the
windows at their own discretion and the rear elevations can be open as they wish. For prolonged periods of the
week this will lead to the rear elevations being ventilated via open windows, but they will be closed during the
periods whereby the noise levels are increased.
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11.5 Based on the measured levels and anticipated internal levels offered by natural ventilation, it is
recommended that the dwellings are fitted with an alternative ventilation system such as an MVHR system. This
will ensure the dwellings can be ventilated during times whereby the windows are closed, during some periods
whereby the noise levels are increased. It is not anticipated that the dwellings will suffer from overheating.

11.6 The mitigation measures listed within this report are very robust and comprehensive. If they are
implemented throughout the site then the future residents should be able to enjoy a reasonable standard of living.
Upon implementation of the comprehensive mitigation measures, the internal criteria of BS8233: 2014 should be
met within the noise sensitive bedrooms at the proposed development.

11.7 It is clear that the noise emissions associated with the front & side of the development is the dominant
noise source. However, if the necessary mitigation measures are implemented to the building fabric then there is
no reason to suggest that the future residents will be adversely affected by the external noise emissions. It is also
clear to see that the noise emissions to the rear of the building are a lot less than those at the front, however
suitable acoustic feature corrections have been applied to the rear façade also.

11.8 Planning Pro PG states that a good acoustic design process is a vital part of new developments. The client
has taken great steps to ensure that the future occupants are protected from the dominant noise source, these
steps include:

1- Careful configuration of dwellings – dwellings located at the rear of the site and thus screened from road noise
2- A MVHR or alternative ventilation system to ventilate the dwellings thus maintaining the integrity of the façade &

glazing
3- Install a robust glazing system to the building to protect the residents from the external noise emissions
4- Plant motor located internally at ground floor level
5- Mitigation measures applied to the extraction unit

11.9 The above-named document also states that the internal LAmax value of 45dB should not be exceeded more
than 10 times per night, and this criterion has been used for the site.

11.10 Careful implementation of this scheme and control of the site should ensure that the future residents of
the proposed scheme will be adequately protected from the external noise sources in operation at the front and
rear of the site.
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12 Measures taken by the client:

12.1 MVHR units with summer bypass installed:

A Vent-Axia Sentinel Kinetic Plus system will be installed to all required units, these units will be fitted with summer
bypass mode to help with cooling in the summer months. MVHR units are an effective measure to ensure the
dwellings can be adequately ventilated without having to open the windows.

12.2 Internal Window Blinds fitted to all required windows:

The client has stated that blinds will be fitted to all necessary windows and will form an integral part of the
ventilation strategy. These will ensure the dwellings can remain shaded during the summer months and reduce the
amount of sunlight penetrating the dwellings.

12.3 Glazing Installed:

The client will install a suitable glazing system that will meet the requirements for the LAeq & LAmax values as shown
in the noise assessment. The literature for the glazing can be supplied directly by the client for the glazing.

12.4 External ducting acoustically encased:

All external ducting will be encased to reduce the noise breakout of these elements. It must be stated that the
glazing was listed to ensure protection from the noise emissions of the plant so this will also help to ensure it will
not have an adverse impact on the proposed dwellings. It is recommended that the following detail be use.

 Fix 70-100mm timber frame to building using anti-vibration mounts (similar to EP anti-vibration wall
mounts from Custom Audio Designs).

 Place RW3 mineral wool between timber studs
 Fix siniat weatherboard (or similar) to the timber studs
 Fix Tecsound SY50 membrane to boards
 Apply cladding to match existing to the outer layer of the system

12.5 Acoustic sealant can be applied to each layer during the installation and great care must be taken when
fixing the above system. It is anticipated that the extraction system will require regular maintenance and cleaning
so this needs to be factored into the design.

12.6 Reduction in glazing surface area:

The client has specifically kept the glazing surface area as low as possible to try and reduce the solar inlet through
the glazed element. This in conjunction with the internal blinds & shading offered by the soffit will help to reduce
overheating.
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13 Plant Noise Levels:

13.1 The plant is in operation until 2330hrs on Friday and Saturday. Looking at the data it is clear that the noise
levels only drop off at circa 0100hrs therefore indicating that the plant is not the dominant noise source. The tables
below and trying to establish the rating levels of the plant and the reduction needed by the plant to ensue the
lowest LA90 can be achieved.

13.2 It can be seen that the LAeq levels are relatively steady until 2330hrs, they then reduce slightly which would
be in line with the plant switching off, but the larger decrease comes at circa 0100hrs, indicating other dominant
noise sources in operation. If we compare the LAeq values with the LA90 values to see what level of reduction will be
required. It would not be fair to compare the rating level with the lowest LA90 15min value throughout the night time
period as there are other noise sources in operation so it is fairer to compare it to the lowest LA90 value at 0100hrs.
This level is shown below. The lowest LA90 15minute value was 25dBA at 0330hrs.

Night Time LA90 – 1hour 2330-0100

30dB(A)

Results Commentary

Ambient Sound Level Sound Pressure Level = 81dBA Measured at receptor

Residual Sound Level 53dBA Measured at receptor
Specific Sound Level 58dB

Acoustic Feature Correction 0 Negligible at receptor
Reductions due to screening of
building & distance to window

-10dB for building screening

-32dB for glazing
attenuation

The dwellings are completely screened form
the plant.

Rating Level 16dBA External level of plant at window
Background Sound level 30dBA Lowest LA90 at 0100hrs

Excess of rating over background (16-30) = -14dB
Assessment indicates no impact at

receptor
The figures shown have tried to show the

internal level with a window closed.

13.3 The above table shows that the plant should not have an adverse Impact inside the nearest residential
dwellings with a window closed. In addition, the lowest LA90 value was 25dBA and therefore the plant noise would
still be -9dB below this value.

13.4 Further calculations show that the external levels from the plant would be 40dBA at the nearest window,
this is determined using:

58dBA at 2m
Dwelling is at least 5m

Therefore -8dB for a point source propagation
-10dB for building screening

= 40dBA at the façade.

13.5 The level of 40dBA is clearly below the values shown for the night time period, again indicating that the
plant will not be the dominant noise source in this location and that there are other noise sources that will be. The
mitigation measures listed in this report will ensure the noise form the plant does not have an adverse impact on
the proposed residential dwellings at 2nd floor level. An open window offers a sound reduction of -13dB and
therefore it is clear that this would satisfy the sound reduction required from the plant at the nearest receptor
location. All dwellings will be completely screened from the plant as part of the scheme.
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14 Site Plans:
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APPENDIX

Continuous equivalent noise level, LAeq — The steady noise level (usually in dBA) which, over the period
of time under consideration, contains the same amount of sound energy as the time varying noise.

LAmax - The maximum value that the A-weighted sound pressure level reaches during a measurement
period.

dB (A) — The A-weighted sound pressure level.

Decibel (dB) — A unit used for many acoustic qualities to indicate the level of sound with respect to a
reference level.

A-weighting — A frequency weighting that relates to the response of the human ear.

Background noise level — Prevailing noise level in a specified environment measured in the absence of
the noise being studied.

Habitable Room – A room used for sleeping or recreation/relaxation

Dne,w Weighted element normalised level difference – A single-number quantity which characterises
the airborne sound insulation of a small building elements.

EPU – Environmental Protection Unit

Rw Weighted sound reduction index – A single-number quantity which characterises the airborne sound
insulation of a material or building element measured in the laboratory.

LA10 – The A-weighted noise level exceeded for 10% of the measurement duration.

LA90 - The A-weighted noise level exceeded for 90% of the measurement duration.

British Standards & associated documents:

Code of Practice: BS8233: 2014 - Sound Insulation and noise reduction for buildings.

World Health Organization (WHO) - Guidelines for Community Noise.

ProPG: Planning & Noise - Professional Practice Guidance on Planning & Noise
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15 Google Earth:
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1hour values in ML 1

Column1 LAeq LAmax LA90
(2019-06-15 07:00:01.060) 49.6 74.9 40.3
(2019-06-15 08:00:01.060) 54.1 76.1 42.8
(2019-06-15 09:00:01.060) 62.7 99.7 56.4
(2019-06-14 10:00:01.060) 51.7 75.2 45.9
(2019-06-14 11:00:01.060) 51.9 68 46.2
(2019-06-14 12:00:01.060) 56.1 75.7 46.8
(2019-06-14 13:00:01.060) 54.4 77 45.5
(2019-06-14 14:00:01.060) 57 76.1 47.3
(2019-06-14 15:00:01.060) 57.7 74.8 56.5
(2019-06-14 16:00:01.060) 59 81.2 56.5
(2019-06-14 17:00:01.060) 58.8 81.7 57.3
(2019-06-14 18:00:01.060) 59.6 85.3 58.2
(2019-06-14 19:00:01.060) 59.2 78.4 58.3
(2019-06-14 20:00:01.060) 60 79.6 58.2
(2019-06-14 21:00:01.060) 59.3 84.5 58
(2019-06-14 22:00:01.060) 65 92.7 57.9
(2019-06-14 23:00:01.060) 61.7 95.4 53
(2019-06-15 00:00:01.060) 52.5 72.9 51.4
(2019-06-15 01:00:01.060) 41.9 76 27.7
(2019-06-15 02:00:01.060) 34.6 59.5 25.7
(2019-06-15 03:00:01.060) 37.3 61.8 26.1
(2019-06-15 04:00:01.060) 47.1 64.1 34.7
(2019-06-15 05:00:01.060) 51.2 83.1 35.5
(2019-06-15 06:00:01.060) 48.4 71.7 36.7
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15minute values in ML 1

Time Period LAeq LAmax LA90
(2019-06-15 07:00:01.060) 65.4 78.9 50.9
(2019-06-15 08:00:01.060) 69.1 100.8 57.2
(2019-06-15 09:00:01.060) 73.2 101.4 61.5
(2019-06-14 10:00:01.060) 73.1 104.9 63.8
(2019-06-14 11:00:01.060) 69.8 89.5 64
(2019-06-14 12:00:01.060) 68.7 87.4 63.1
(2019-06-14 13:00:01.060) 67.7 76.4 61.6
(2019-06-14 14:00:01.060) 67.7 86.6 60.1
(2019-06-14 15:00:01.060) 70.7 103.5 59.1
(2019-06-14 16:00:01.060) 67 82.7 60
(2019-06-14 17:00:01.060) 68.7 90.6 61.1
(2019-06-14 18:00:01.060) 70.3 100.9 62.1
(2019-06-14 19:00:01.060) 69.9 100.1 60.2
(2019-06-14 20:00:01.060) 67.2 88 54.9
(2019-06-14 21:00:01.060) 65.3 78.8 52.4
(2019-06-14 22:00:01.060) 64.5 84.1 47.7
(2019-06-14 23:00:01.060) 65.6 94 44.9
(2019-06-15 00:00:01.060) 65.1 95.8 40.7
(2019-06-15 01:00:01.060) 58.9 77.8 33.4
(2019-06-15 02:00:01.060) 57.5 84.4 30.1
(2019-06-15 03:00:01.060) 56 74.5 30.3
(2019-06-15 04:00:01.060) 57.2 75.1 42.8
(2019-06-15 05:00:01.060) 59.5 75.4 39.7
(2019-06-15 06:00:01.060) 61.8 83.9 41.7
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15minute values in ML 1

Time Period LAeq LAmax LA90
(2019-06-15 07:00:01.060) 52.2 74.9 40.1
(2019-06-15 07:15:01.060) 47.6 65 39.6
(2019-06-15 07:30:01.060) 48.8 72 40.2
(2019-06-15 07:45:01.060) 48.1 66.7 41.5
(2019-06-15 08:00:01.060) 47.8 64 41.7
(2019-06-15 08:15:01.060) 46.8 66.3 42.2
(2019-06-15 08:30:01.060) 55.9 76.1 45
(2019-06-15 08:45:01.060) 57.2 70.5 56.4
(2019-06-15 09:00:01.060) 57.2 67.3 56.3
(2019-06-15 09:15:01.060) 57.2 67.9 56.4
(2019-06-15 09:30:01.060) 67.6 99.7 56.4
(2019-06-15 09:45:01.060) 57.4 73.3 56.4
(2019-06-14 10:00:01.060) 51.4 72.1 45.9
(2019-06-14 10:15:01.060) 49.2 62.5 45.2
(2019-06-14 10:30:01.060) 53.3 75.2 45.8
(2019-06-14 10:45:01.060) 52 67 47.3
(2019-06-14 11:00:01.060) 50.9 65.6 45.8
(2019-06-14 11:15:01.060) 50.6 68 46
(2019-06-14 11:30:01.060) 51.8 64.7 46.6
(2019-06-14 11:45:01.060) 53.5 65.1 46.7
(2019-06-14 12:00:01.060) 57.3 69 53.4
(2019-06-14 12:15:01.060) 57.8 65.1 52.7
(2019-06-14 12:30:01.060) 54.9 75.7 46.1
(2019-06-14 12:45:01.060) 52.2 69 46
(2019-06-14 13:00:01.060) 49.8 63 44.9
(2019-06-14 13:15:01.060) 50.9 71.6 45
(2019-06-14 13:30:01.060) 57.3 77 47.9
(2019-06-14 13:45:01.060) 55.4 76.6 46.1
(2019-06-14 14:00:01.060) 57.6 70.6 46.5
(2019-06-14 14:15:01.060) 53.6 70.5 45.8
(2019-06-14 14:30:01.060) 57.9 69.1 56.7
(2019-06-14 14:45:01.060) 57.6 76.1 56.4
(2019-06-14 15:00:01.060) 58.3 74.8 56.5
(2019-06-14 15:15:01.060) 57.8 67.6 56.7
(2019-06-14 15:30:01.060) 57.5 71.9 56.6
(2019-06-14 15:45:01.060) 57.2 69.7 56.5
(2019-06-14 16:00:01.060) 59.8 80.1 56.6
(2019-06-14 16:15:01.060) 60 81.2 56.3
(2019-06-14 16:30:01.060) 57.8 80.7 56.6
(2019-06-14 16:45:01.060) 58.2 80.6 56.9
(2019-06-14 17:00:01.060) 58.1 70.9 57.1
(2019-06-14 17:15:01.060) 59.2 81.7 57.1
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(2019-06-14 17:30:01.060) 59 68.7 58.2
(2019-06-14 17:45:01.060) 58.9 68 58.1
(2019-06-14 18:00:01.060) 60.3 85.3 58.2
(2019-06-14 18:15:01.060) 59.2 73.5 58.1
(2019-06-14 18:30:01.060) 59.2 71.4 58.2
(2019-06-14 18:45:01.060) 59.4 73.9 58.2
(2019-06-14 19:00:01.060) 59.1 69.5 58.2
(2019-06-14 19:15:01.060) 59.2 69.6 58.3
(2019-06-14 19:30:01.060) 59.5 78.4 58.4
(2019-06-14 19:45:01.060) 59.2 73.5 58.3
(2019-06-14 20:00:01.060) 60.2 72.1 58.4
(2019-06-14 20:15:01.060) 60.3 78.6 58.5
(2019-06-14 20:30:01.060) 60.2 79.6 58.1
(2019-06-14 20:45:01.060) 59.2 74.1 58.1
(2019-06-14 21:00:01.060) 58.9 66.2 58
(2019-06-14 21:15:01.060) 59.1 70.7 58.1
(2019-06-14 21:30:01.060) 59.5 84.5 58
(2019-06-14 21:45:01.060) 59.7 73.3 58.2
(2019-06-14 22:00:01.060) 70.1 92.7 58.3
(2019-06-14 22:15:01.060) 59.6 75.6 58
(2019-06-14 22:30:01.060) 58.5 73.8 57.7
(2019-06-14 22:45:01.060) 58.8 70.6 57.8
(2019-06-14 23:00:01.060) 59 77.1 57.8
(2019-06-14 23:15:01.060) 59.6 87.4 57.8
(2019-06-14 23:30:01.060) 65.9 95.4 53.2
(2019-06-14 23:45:01.060) 54.3 68.8 52.4
(2019-06-15 00:00:01.060) 53.3 72.9 51.9
(2019-06-15 00:15:01.060) 52.6 66 51.8
(2019-06-15 00:30:01.060) 52.6 57.3 51.8
(2019-06-15 00:45:01.060) 50.9 65.1 34.4
(2019-06-15 01:00:01.060) 45.9 76 30.1
(2019-06-15 01:15:01.060) 35.9 57.8 27.9
(2019-06-15 01:30:01.060) 35.3 52.9 28.1
(2019-06-15 01:45:01.060) 42.1 68 26.6
(2019-06-15 02:00:01.060) 36.8 59.5 26.6
(2019-06-15 02:15:01.060) 33.6 47.6 25.9
(2019-06-15 02:30:01.060) 32.9 51.6 25.6
(2019-06-15 02:45:01.060) 33.9 56.7 25.3
(2019-06-15 03:00:01.060) 32.6 50.5 26.4
(2019-06-15 03:15:01.060) 35 54.6 25.4
(2019-06-15 03:30:01.060) 37.8 60.5 25.9
(2019-06-15 03:45:01.060) 40.3 61.8 26.8
(2019-06-15 04:00:01.060) 48.3 64.1 33.5
(2019-06-15 04:15:01.060) 45.3 62.4 35.5
(2019-06-15 04:30:01.060) 48.1 63.5 34.7
(2019-06-15 04:45:01.060) 45.7 62.3 35.3
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(2019-06-15 05:00:01.060) 51.1 71.7 36.4
(2019-06-15 05:15:01.060) 43.3 57.8 34.7
(2019-06-15 05:30:01.060) 50.1 73.3 35.4
(2019-06-15 05:45:01.060) 54.3 83.1 36.4
(2019-06-15 06:00:01.060) 48 70.9 34.7
(2019-06-15 06:15:01.060) 46.6 65.9 36.3
(2019-06-15 06:30:01.060) 48.6 65.8 37.6
(2019-06-15 06:45:01.060) 49.8 71.7 39

15minute values for ML 2

Time: LAeq LAmax LA90
(2019-06-15 07:00:01.060) 63.8 72.7 48.4
(2019-06-15 07:15:01.060) 64.3 74.3 50.4
(2019-06-15 07:30:01.060) 66.3 78.9 53.5
(2019-06-15 07:45:01.060) 66.7 76 51.9
(2019-06-15 08:00:01.060) 66.5 76 55.3
(2019-06-15 08:15:01.060) 67.1 78.4 57.8
(2019-06-15 08:30:01.060) 67.2 79.2 56.3
(2019-06-15 08:45:01.060) 72.5 100.8 61.2
(2019-06-15 09:00:01.060) 67.9 78.3 59.5
(2019-06-15 09:15:01.060) 68.3 77.8 60.6
(2019-06-15 09:30:01.060) 78 101.4 62.7
(2019-06-15 09:45:01.060) 68.5 74.3 63.6
(2019-06-14 10:00:01.060) 77.3 104.9 64.5
(2019-06-14 10:15:01.060) 69.1 80.4 61.8
(2019-06-14 10:30:01.060) 69.6 79 63.3
(2019-06-14 10:45:01.060) 70.3 76.5 65.2
(2019-06-14 11:00:01.060) 69.8 77.2 64.4
(2019-06-14 11:15:01.060) 69.5 76 64
(2019-06-14 11:30:01.060) 70.6 89.5 63.4
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A graph showing the LAeq, LAmax & LA90 15min
values in ML 1
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(2019-06-14 11:45:01.060) 69.1 76.8 64.3
(2019-06-14 12:00:01.060) 68.3 76.7 62.9
(2019-06-14 12:15:01.060) 68.9 84.8 63.5
(2019-06-14 12:30:01.060) 68.9 79.8 62.7
(2019-06-14 12:45:01.060) 68.6 87.4 63
(2019-06-14 13:00:01.060) 67.3 73.5 61.5
(2019-06-14 13:15:01.060) 68.3 76.4 61.5
(2019-06-14 13:30:01.060) 68.3 74.5 63
(2019-06-14 13:45:01.060) 66.9 73.4 61
(2019-06-14 14:00:01.060) 67.7 86.3 59.9
(2019-06-14 14:15:01.060) 68.9 84.8 62.7
(2019-06-14 14:30:01.060) 66.9 77.2 59.4
(2019-06-14 14:45:01.060) 67.2 86.6 59.6
(2019-06-14 15:00:01.060) 75.4 103.5 62.4
(2019-06-14 15:15:01.060) 67 78 60.5
(2019-06-14 15:30:01.060) 65.7 77.7 57.8
(2019-06-14 15:45:01.060) 66.1 83.2 58
(2019-06-14 16:00:01.060) 66.2 82.7 58.3
(2019-06-14 16:15:01.060) 66.6 80.5 60
(2019-06-14 16:30:01.060) 67.6 81.8 61.3
(2019-06-14 16:45:01.060) 67.6 74.5 61.9
(2019-06-14 17:00:01.060) 67.9 82.8 62.1
(2019-06-14 17:15:01.060) 67 80.2 59.2
(2019-06-14 17:30:01.060) 69.7 90.6 62.1
(2019-06-14 17:45:01.060) 69.5 86.7 61.8
(2019-06-14 18:00:01.060) 67.2 77.8 60.6
(2019-06-14 18:15:01.060) 73.7 100.9 63.8
(2019-06-14 18:30:01.060) 68.5 86 62.8
(2019-06-14 18:45:01.060) 68.1 75.6 62.1
(2019-06-14 19:00:01.060) 73.3 100.1 61.1
(2019-06-14 19:15:01.060) 68.1 83.3 61.4
(2019-06-14 19:30:01.060) 67.8 82.5 60
(2019-06-14 19:45:01.060) 67 79.6 57.9
(2019-06-14 20:00:01.060) 68 85.3 56.7
(2019-06-14 20:15:01.060) 66.5 77.4 55.3
(2019-06-14 20:30:01.060) 67.5 88 53.7
(2019-06-14 20:45:01.060) 66.7 87.6 54.4
(2019-06-14 21:00:01.060) 64.9 75.4 51.5
(2019-06-14 21:15:01.060) 65.4 75.6 53.6
(2019-06-14 21:30:01.060) 65.6 74.8 53.6
(2019-06-14 21:45:01.060) 65.3 78.8 51
(2019-06-14 22:00:01.060) 63.4 73.6 48.2
(2019-06-14 22:15:01.060) 65.8 84.1 50.8
(2019-06-14 22:30:01.060) 64.5 80.4 45.9
(2019-06-14 22:45:01.060) 64 83.4 47.3
(2019-06-14 23:00:01.060) 63.9 75.1 47.6
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(2019-06-14 23:15:01.060) 63.9 74.1 43.7
(2019-06-14 23:30:01.060) 62.5 74.8 44
(2019-06-14 23:45:01.060) 68.9 94 44.5
(2019-06-15 00:00:01.060) 69.2 95.8 43.7
(2019-06-15 00:15:01.060) 62.5 74.7 41.3
(2019-06-15 00:30:01.060) 61.9 80.4 40.7
(2019-06-15 00:45:01.060) 61.1 76.4 37.5
(2019-06-15 01:00:01.060) 60 74.5 38.1
(2019-06-15 01:15:01.060) 57.6 72.9 33.3
(2019-06-15 01:30:01.060) 58.8 72.7 33.1
(2019-06-15 01:45:01.060) 59 77.8 31.9
(2019-06-15 02:00:01.060) 56.8 73 30.7
(2019-06-15 02:15:01.060) 58.4 75.6 30.7
(2019-06-15 02:30:01.060) 57.3 78.7 30
(2019-06-15 02:45:01.060) 57.3 84.4 29.1
(2019-06-15 03:00:01.060) 55.4 74.2 30.7
(2019-06-15 03:15:01.060) 56.6 71.6 29.9
(2019-06-15 03:30:01.060) 56.3 73.9 30
(2019-06-15 03:45:01.060) 55.8 74.5 31.8
(2019-06-15 04:00:01.060) 55.9 72.9 44.1
(2019-06-15 04:15:01.060) 58.2 73.5 45.6
(2019-06-15 04:30:01.060) 59.1 75.1 43.3
(2019-06-15 04:45:01.060) 53.8 73.1 40.2
(2019-06-15 05:00:01.060) 57.9 74.1 39.5
(2019-06-15 05:15:01.060) 58.6 73.9 39.4
(2019-06-15 05:30:01.060) 60.8 75.4 40.3
(2019-06-15 05:45:01.060) 60 75.1 40
(2019-06-15 06:00:01.060) 58.4 74.2 39.9
(2019-06-15 06:15:01.060) 61.1 83.9 40.9
(2019-06-15 06:30:01.060) 62.5 78.6 43.3
(2019-06-15 06:45:01.060) 63.7 78.7 45.5
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A graph showing the LAeq, LAmax & LA90
15minute values in ML 2

LAeq LAmax LA90


