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NOTES

GENERAL NOTES

1.  THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DOCUMENTATION.

2. DO NOT SCALE FROM THIS DRAWING, USE ONLY
PRINTED DIMENSIONS.

3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,
LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
EXACT EXTENT OF THE TYPICAL CROSS SECTION IS TO
BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000106)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:

GENERAL ARRANGEMENT - #011101
MODEL CROSS SECTIONS- #031102
TYPICAL DETAILS - #051103

DRAWING SPECIFIC NOTES:

8. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F1A-DR-ZZ-011102
FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.

IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

13. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

14. WHERE POSSIBLE, THE CONTRACTOR SHOULD AVOID
CLEARANCE WORKS IN VICINITY OF ROOT PROTECTION
AREAS.
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P01 21/11/23 100% Detailed Design
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NOTES

GENERAL NOTES:

1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DOCUMENTATION.

2. DO NOT SCALE FROM THIS DRAWING, USE ONLY
PRINTED DIMENSIONS.

3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,
LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTH/EXTENT SHOWN ARE APPROXIMATE.
THE EXACT EXTENT OF THE TYPICAL CROSS SECTION IS
TO BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000106)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:

GENERAL ARRANGEMENT - #011201
MODEL CROSS SECTIONS - #031202 TO #031203
TYPICAL DETAILS - #051204 TO #051206

DRAWING SPECIFIC NOTES:

8. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F2-DR-2Z-031202, AND
LANG-ACM-ZZ-ZZ-DR-ZZ-031202 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.

IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. AREAS OF INVASIVE SPECIES ARE INDICATIVE ONLY.
CONTRACTOR TO UNDERTAKE SURVEYS AHEAD OF
SITE CLEARANCE WORKS.

14. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

15. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

16. WHERE POSSIBLE, THE CONTRACTOR SHOULD AVOID
CLEARANCE WORKS IN VICINITY OF ROOT PROTECTION
AREAS.

ISSUE/REVISION

PO1| 21/11/23 100% Detailed Design

P02| 08/02/24 Construction Issue

Co 08/02/24

RN

Construction Issue

I/IR DATE DESCRIPTION

ISSUE PURPOSE / SUITABILITY

Detail Design Authorised/Accepted
KEY PLAN
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TREE PROTECTION PLAN

SHEET NUMBER
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NOTES

GENERAL NOTES:

1.  THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DOCUMENTATION.

2. DO NOT SCALE FROM THIS DRAWING, USE ONLY
PRINTED DIMENSIONS.

3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,
LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
EXACT EXTENT OF THE TYPICAL CROSS SECTION IS TO
BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000001)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:

GENERAL ARRANGEMENT - #011301
MODEL CROSS SECTIONS- #031302 & #031303
TYPICAL DETAILS - #051304 TO #051306

DRAWING SPECIFIC NOTES:

8. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F3-DR-ZZ-031302 &
#031303 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.

IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

15. ALL ACCESS ROUTES ALONG THE FORESHORE SHALL
BE KEPT TO A MINIMUM TO REDUCE IMPACT OF
COMPACTION ON THE FORESHORE.
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4. DEFENCE LENGTH/EXTENT SHOWN ARE APPROXIMATE.
THE EXACT EXTENT OF THE TYPICAL CROSS SECTION IS

TO BE CONFIRMED ON SITE WITH THE SUPERVISOR.
5. EXISTING PATH LEVELS VARIES ALONG DEFENCE

LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
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REQUIRED OR RETURNED TO THE PROPERTY OWNER.
12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE

FORESHORE THAT PREVENT ACCESS AS REQUIRED.
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14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
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BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

15. ALL ACCESS ROUTES ALONG THE FORESHORE SHALL
BE KEPT TO A MINIMUM TO REDUCE IMPACT OF
COMPACTION ON THE FORESHORE.
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NOTES

GENERAL NOTES:

1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DOCUMENTATION.

2. DO NOT SCALE FROM THIS DRAWING, USE ONLY
PRINTED DIMENSIONS.

3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,
LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
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BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000001)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:

GENERAL ARRANGEMENT - #011501

MODEL CROSS SECTIONS - #031502 AND #031503
TYPICAL DETAILS - #051504 TO #051506
DRAINAGE DETAILS - ##1051 TO ##1054

DRAWING SPECIFIC NOTES:

8. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F5-DR-ZZ-031502 AND
#031503 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
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COMPLETION.IF REMOVAL NOT REQUIRED, THE
CONTRACTOR SHOULD TAKE NECESSARY
PRECAUTIONS TO ENSURE CONSTRUCTION WORKS DO
NOT DAMAGE THE STREET FURNITURES.
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BELONGING TO THE PROPERTY OWNER SHALL BE
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REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.
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