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TREES MAY BE
RETAINED WITH
MITIGATING
MEASURES SUCH
AS COPPICING AT
GROUND LEVEL VEGETATION CLEARANCE. 6m

FROM EXISTING CENTRELINE ON
LANDWARDS SIDE. SEE NOTE 14.TEMPORARY DIVERSION OF

OVERGROUND TELECOMMS
POTENTIALLY REQUIRED FOR
CLEARANCE WORKS

FENCELINE RETAINED. SEE
NOTES 11 AND 12.

TREE IMPLICATIONS DETERMINED WITH INPUT
FROM PROJECT ARBORICULTURIST.

EXISTING GATE TO BE
RETAINED. SEE NOTE 11

EXISTING GATE TO BE
RETAINED. SEE NOTE 11

EXISTING GATE TO BE
RETAINED. SEE NOTE 11

BOLLARDS TO BE CAREFULLY
REMOVED AND REINSTATED UPON
COMPLETION. SEE NOTE 10.
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VEGETATION CLEARANCE. 3.5m
FROM EXISTING PATH CENTRELINE
ON SEAWARDS SIDE. SEE NOTE 14.
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GENERAL NOTES
1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT DOCUMENTATION.
2. DO NOT SCALE FROM THIS DRAWING, USE ONLY

PRINTED DIMENSIONS.
3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,

LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
EXACT EXTENT OF THE TYPICAL CROSS SECTION IS TO
BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000106)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:
GENERAL ARRANGEMENT - #011101
MODEL CROSS SECTIONS- #031102
TYPICAL DETAILS -  #051103

DRAWING SPECIFIC NOTES:
8. SITE CLEARANCE PLANS SHOULD BE READ IN 

CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F1A-DR-ZZ-011102
FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.
IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

13. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

14. WHERE POSSIBLE, THE CONTRACTOR SHOULD AVOID
CLEARANCE WORKS IN VICINITY OF ROOT PROTECTION
AREAS.

INSET A - SITE CLEARANCE EXTENTS

ACCESS ROUTE SUGGESTED BY ECI
CONTRACTOR. SEE INSET A

CLEARANCE EITHER SIDE OF EXISTING
FOOTPATH FOR SITE ACCESS.
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SAFETY HEALTH AND ENVIRONMENT
INFORMATION

PLEASE REFER TO LANG-ACM-ZZ-F1A-DR-ZZ-011101 FOR
SHE INFORMATION.

Tree Canopy

Trees of A (high) grading

Trees of B (moderate) grading

Trees of C (low) grading

Trees of U (fell) grading

EXISTING TREE SURVEY:

Root protection area (RPA)

FOR TREE SURVEY DETAILS REFER TO
DRAWINGS 1241.BJH.01.02-SHEETS 1-4

TPO Point - Tree

TPO Area

TPO Woodland

TREE PROTECTION ORDER:

KEY

Trees that will be unaffected by
the development proposals.

Trees that may be retained with
mitigating measures applied -
Arboricultural expert supervised
'hand dig' trenching works and
root severance exercise.
Trees that would not survive the
development works and will
need to be removed.

TREE CLEARANCE:

General Site Clearance

General Vegetation Clearance

Breaking Out - Structures

Breaking Out -
Footpath/Carpark Surfacing

Foreshore Access

Vegetation Clearance -
Schedule 9 Plants

SITE CLEARANCE:
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SHEET PILE WALL

EXISTING FENCELINES ON SITE
BOUNDARY. SEE NOTES 11 AND
14.

EXISTING GATE ON SITE
BOUNDARY. SEE NOTES 11 AND
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EXISTING GATE ON SITE
BOUNDARY. SEE NOTES 11 AND
14.

EXISTING GATE ON SITE
BOUNDARY. SEE NOTES 11 AND
14.

JAPANESE ROSE (ROSA
RUGOSA). SEE NOTE 13.

TREE IMPLICATIONS DETERMINED
WITH INPUT FROM PROJECT
ARBORICULTURIST.

FRONTAGE 1A

FRONTAGE 3
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GENERAL NOTES:
1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT DOCUMENTATION.
2. DO NOT SCALE FROM THIS DRAWING, USE ONLY

PRINTED DIMENSIONS.
3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,

LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTH/EXTENT SHOWN ARE APPROXIMATE.
THE EXACT EXTENT OF THE TYPICAL CROSS SECTION IS
TO BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000106)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:
GENERAL ARRANGEMENT - #011201
MODEL CROSS SECTIONS - #031202 TO #031203
TYPICAL DETAILS - #051204 TO #051206

DRAWING SPECIFIC NOTES:
8. SITE CLEARANCE PLANS SHOULD BE READ IN 

CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F2-DR-ZZ-031202, AND
LANG-ACM-ZZ-ZZ-DR-ZZ-031202 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.
IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. AREAS OF INVASIVE SPECIES ARE INDICATIVE ONLY.
CONTRACTOR TO UNDERTAKE SURVEYS AHEAD OF
SITE CLEARANCE WORKS.

14. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

15. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

16. WHERE POSSIBLE, THE CONTRACTOR SHOULD AVOID
CLEARANCE WORKS IN VICINITY OF ROOT PROTECTION
AREAS.

SAFETY HEALTH AND ENVIRONMENT
INFORMATION

PLEASE REFER TO LANG-ACM-ZZ-F2-DR-ZZ-011201 FOR
SHE INFORMATION.

Tree Canopy

Trees of A (high) grading

Trees of B (moderate) grading

Trees of C (low) grading

Trees of U (fell) grading

EXISTING TREE SURVEY:

Root protection area (RPA)

FOR TREE SURVEY DETAILS REFER TO
DRAWINGS 1241.BJH.01.02-SHEETS 1-4

TPO Point - Tree

TPO Area

TPO Woodland

TREE PROTECTION ORDER:

KEY

Trees that will be unaffected by
the development proposals.

Trees that may be retained with
mitigating measures applied -
Arboricultural expert supervised
'hand dig' trenching works and
root severance exercise.
Trees that would not survive the
development works and will
need to be removed.

TREE CLEARANCE:

General Site Clearance

General Vegetation Clearance

Breaking Out - Structures

Breaking Out -
Footpath/Carpark Surfacing

Vegetation Clearance -
Schedule 9 Plants

SITE CLEARANCE:

Saltmarsh location
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VEGETATION CLEARANCE ON
EMBANKMENT

FRONTAGE 3

GENERAL SITE CLEARANCE FOR SITE
COMPOUND. COMPOUND INDICATED BY ECI
CONTRACTOR. SEE NOTE 13.

BREAKOUT OF EXISTING CAR PARK FOR NEW
CAR PARK MOUND AND RETAINING STRUCTURE
AS PER TYPICAL DETAILS. SEE NOTE 7.

BREAKOUT OF SHIP INN COURTYARD FOR
DRAINAGE AS PER TYPICAL DETAILS. SEE
NOTE 7. EXISTING PAVING TO BE REINSTATED.

VEGETATION CLEARANCE

WORKS TO BE COMPLETED FROM
FORESHORE. SEE NOTES 12, 14 AND
15. EXISTING SALTMARSH ALONG
THE FORESHORE SHOULD BE
TRANSPLANTED AND REINSTATED
UNDER DIRECTION AND
SUPERVISION OF COASTAL
PARTNERS ENVIRONMENTAL TEAM.
REFER TO CONSTRUCTION SCOPE
FOR FURTHER DETAILS

FRONTAGE 4

REMOVE GATE
AND FENCING AND
REINSTATE ON
COMPLETION.

BREAKOUT OF EXISTING
CONCRETE REVETMENT.

BREAKOUT EXISTING SHIP
INN BLOCK WORK WALL

SITE CLEARANCE IN SAILING
CLUB FOR ACCESS ONLY

EXISTING BOLLARDS
TO BE REMOVED. SEE
NOTE 10.

FENCE TO BE REMOVED AND
REINSTATED UPON
COMPLETION. SEE NOTE 11.

EXISTING STREET FURNITURE TO
BE CAREFULLY REMOVED, STORED
AND REINSTATED UPON
COMPLETION. SEE NOTE 11.

EXISTING STREET LIGHTING
TO BE RETAINED.

LV AND GAS SERVICES IN SHIP
INN CAR PARK TO BE
DIVERTED AHEAD OF WORKS.
SEE NOTE 9.

BREAKOUT EXISTING STEPS.

FOR CLEARANCE IN SAILING
CLUB SEE INSET A.

CONTRACTOR TO ESTABLISH
WORKING SITE BOUNDARIES AND
SAFE ACCESS ROUTE TO THE SHIP
INN DURING WORKS.
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GENERAL NOTES:
1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT DOCUMENTATION.
2. DO NOT SCALE FROM THIS DRAWING, USE ONLY

PRINTED DIMENSIONS.
3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,

LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
EXACT EXTENT OF THE TYPICAL CROSS SECTION IS TO
BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000001)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:
GENERAL ARRANGEMENT - #011301
MODEL CROSS SECTIONS- #031302 & #031303
TYPICAL DETAILS -  #051304 TO #051306

DRAWING SPECIFIC NOTES:
8. SITE CLEARANCE PLANS SHOULD BE READ IN 

CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F3-DR-ZZ-031302 &
#031303 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.
IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

15. ALL ACCESS ROUTES ALONG THE FORESHORE SHALL
BE KEPT TO A MINIMUM TO REDUCE IMPACT OF
COMPACTION ON THE FORESHORE.

Tree Canopy

Trees of A (high) grading

Trees of B (moderate) grading

Trees of C (low) grading

Trees of U (fell) grading

EXISTING TREE SURVEY:

Root protection area (RPA)

FOR TREE SURVEY DETAILS REFER TO
DRAWINGS 1241.BJH.01.02-SHEETS 1-4

TPO Point - Tree

TPO Area

TPO Woodland

TREE PROTECTION ORDER:

KEY

Trees that will be unaffected by
the development proposals.

Trees that may be retained with
mitigating measures applied -
Arboricultural expert supervised
'hand dig' trenching works and
root severance exercise.
Trees that would not survive the
development works and will
need to be removed.

TREE CLEARANCE:

General Site Clearance

General Vegetation Clearance

Breaking Out - Structures

Breaking Out -
Footpath/Carpark Surfacing

Foreshore Access

Vegetation Clearance -
Schedule 9 Plants
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FRONTAGE 4

WORKS TO BE COMPLETED FROM FORESHORE.

TREE IMPLICATIONS DETERMINED WITH
INPUT FROM PROJECT
ARBORICULTURIST.

FRONTAGE 3

CLEAR EXISTING GARDEN VEGETATION.

EXISTING FOOTPATH TO BE BROKEN OUT.
SEE TYPICAL DETAIL DRAWINGS (NOTE 7)

EXISTING FOOTPATH TO BE BROKEN OUT.
SEE TYPICAL DETAIL DRAWINGS (NOTE 7)

EXISTING QUAY WALL TO BE BROKEN OUT
AT WINKLEMARKET. SEE TYPICAL DETAIL
DRAWINGS (NOTE 7)

EXISTING QUAY WALL TO BE BROKEN OUT
AT GREEN COTTAGE TO ALLOW FOR
INSERTION OF DRAWPIT. SEE TYPICAL
DETAIL DRAWINGS (NOTE 7).

EXISTING BUTTRESSES IN QUAY
WALL TO BE BROKEN OUT.

FRONTAGE 5

EXISTING BT TELEGRAPH POLE
RETAINED.

EXISTING TIMBER GATE TO BE
REMOVED, SAFELY STOWED
AND REINSTATED UPON
COMPLETION OF THE WORKS.

EXISTING GARDEN WALLS TO BE
RETAINED. SEE NOTE 13.

EXISTING QUAY WALL TO BE RETAINED.

THIS TREE HAS BEEN REMOVED
- BY THE OWNERS

EXISTING OUTFALL.

REMOVE EXISTING GARDEN WALLS (SHOWN
INDICATIVELY) AS INSTRUCTED BY THE
PROPERTY OWNER. THE CONTRACTOR
SHALL ASSESS AND CONFIRM REMOVAL OF
THE WALL WILL NOT AFFECT THE INTEGRITY
OF ADJACENT STRUCTURES AND BUILDING.

THE SILT CURTAIN AND TEMPORARY
WORKING AREA BOUNDARY SHALL BE
SET OUT TO ENSURE THAT AREAS OF
SALTMARSH VEGETATION (SPARTINA
SWARDS) ARE PROTECTED AND
EXCLUDED FROM THE HAUL ROUTE /
WORKING AREAS (I.E. OUTSIDE OF THE
SILT CURTAIN) TO ENSURE THIS HABITAT
IS NOT DAMAGED DURING THE WORKS.
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GENERAL NOTES
1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT DOCUMENTATION.
2. DO NOT SCALE FROM THIS DRAWING, USE ONLY

PRINTED DIMENSIONS.
3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,

LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTH/EXTENT SHOWN ARE APPROXIMATE.
THE EXACT EXTENT OF THE TYPICAL CROSS SECTION IS
TO BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000106)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:
GENERAL ARRANGEMENT - #011401
MODEL CROSS SECTIONS - #031402
TYPICAL DETAILS - ##1403 TO ##1412

DRAWING SPECIFIC NOTES:
8. SITE CLEARANCE PLANS SHOULD BE READ IN 

CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F4-DR-ZZ-031402 FOR
BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED SAFELY AND EITHER
REINSTATED OR DISPOSED OF ON COMPLETION.
IF REMOVAL NOT REQUIRED, THE CONTRACTOR
SHOULD TAKE NECESSARY PRECAUTIONS TO ENSURE
CONSTRUCTION WORKS DO NOT DAMAGE THE STREET
FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

15. ALL ACCESS ROUTES ALONG THE FORESHORE SHALL
BE KEPT TO A MINIMUM TO REDUCE IMPACT OF
COMPACTION ON THE FORESHORE.

SAFETY HEALTH AND ENVIRONMENT
INFORMATION

PLEASE REFER TO LANG-ACM-ZZ-F4-DR-ZZ-011401 FOR
SHE INFORMATION.

Tree Canopy

Trees of A (high) grading

Trees of B (moderate) grading

Trees of C (low) grading

Trees of U (fell) grading

EXISTING TREE SURVEY:

Root protection area (RPA)

FOR TREE SURVEY DETAILS REFER TO
DRAWINGS 1241.BJH.01.02-SHEETS 1-4

TPO Point - Tree

TPO Area

TPO Woodland

TREE PROTECTION ORDER:

KEY

Trees that will be unaffected by
the development proposals.

Trees that may be retained with
mitigating measures applied -
Arboricultural expert supervised
'hand dig' trenching works and
root severance exercise.
Trees that would not survive the
development works and will
need to be removed.

TREE CLEARANCE:

General Site Clearance

General Vegetation Clearance

Breaking Out - Structures

Breaking Out -
Footpath/Carpark Surfacing

Vegetation Clearance -
Schedule 9 Plants

SITE CLEARANCE:

Saltmarsh location

C04 17/12/25 CP amendments
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Frontage 5

GENERAL NOTES:
1. THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT DOCUMENTATION.
2. DO NOT SCALE FROM THIS DRAWING, USE ONLY

PRINTED DIMENSIONS.
3. ALL DIMENSIONS IN MILLIMETRES, ALL CHAINAGES,

LEVELS AND COORDINATES ARE IN METRES, UNLESS
DEFINED OTHERWISE.

4. DEFENCE LENGTHS SHOWN ARE APPROXIMATE. THE
EXACT EXTENT OF THE TYPICAL CROSS SECTION IS TO
BE CONFIRMED ON SITE WITH THE SUPERVISOR.

5. EXISTING PATH LEVELS VARIES ALONG DEFENCE
LENGTH, AND BEACH LEVEL VARY SPATIALLY AND WITH
TIME.

6. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
THE RISK REGISTER (LANG-ACM-ZZ-ZZ-RK-ZZ-000001)
FOR ANY IDENTIFIED POTENTIAL RISKS.

7. ALSO REFER TO DRAWINGS:
GENERAL ARRANGEMENT - #011501
MODEL CROSS SECTIONS - #031502 AND #031503
TYPICAL DETAILS - #051504 TO #051506
DRAINAGE DETAILS - ##1051 TO ##1054

DRAWING SPECIFIC NOTES:
8. SITE CLEARANCE PLANS SHOULD BE READ IN 

CONJUCTION WITH THE DESIGN DRAWINGS FOR ANY
SPECIFIC REQUIREMENTS FOR THE REMOVAL OF
SPECIFIC STRUCTURES AND STREET FURNITURES.

9. SITE CLEARANCE PLANS SHOULD BE READ IN
CONJUCTION WITH LANG-ACM-ZZ-F5-DR-ZZ-031502 AND
#031503 FOR BURIED UTILITIES.

10. CONTRACTOR SHOULD REMOVE STREET FURNITURES,
INCLUDING SIGNAGE, AS NECESSARY TO CONTRACTOR
METHODOLOGY. IF REMOVAL REQUIRED, IT SHALL BE
CAREFULLY REMOVED STORED AND REINSTATED ON
COMPLETION.IF REMOVAL NOT REQUIRED, THE
CONTRACTOR SHOULD TAKE NECESSARY
PRECAUTIONS TO ENSURE CONSTRUCTION WORKS DO
NOT DAMAGE THE STREET FURNITURES.

11. PRIVATE ASSETS, e.g. GATES, HANDRAILS, FENCINGS,
BELONGING TO THE PROPERTY OWNER SHALL BE
CAREFULLY REMOVED, STORED, AND REINSTATED IF
REQUIRED OR RETURNED TO THE PROPERTY OWNER.

12. CONTRACTOR SHALL REMOVE OBSTACLES ALONG THE
FORESHORE THAT PREVENT ACCESS AS REQUIRED.

13. CONTRACTOR TO ESTABLISH SITE BOUNDARIES,
DIVERSION ROUTES AND MANAGE PUBLIC INTERFACES
WITH THE WORKS.

14. REFER TO LOCATION PLAN FOR FULL EXTENTS OF
COMPOUNDS AND ACCESS ROUTES.

15. ALL ACCESS ROUTES ALONG THE FORESHORE SHALL
BE KEPT TO A MINIMUM TO REDUCE IMPACT OF
COMPACTION ON THE FORESHORE.

ALL TREES/SAPLINGS
ALONGSIDE PATH
WILL BE LOST

Tree Canopy

Trees of A (high) grading

Trees of B (moderate) grading

Trees of C (low) grading

Trees of U (fell) grading

EXISTING TREE SURVEY:

Root protection area (RPA)

FOR TREE SURVEY DETAILS REFER TO
DRAWINGS 1241.BJH.01.02-SHEETS 1-4

TPO Point - Tree

TPO Area

TPO Woodland

TREE PROTECTION ORDER:

KEY

Trees that will be unaffected by
the development proposals.

Trees that may be retained with
mitigating measures applied -
Arboricultural expert supervised
'hand dig' trenching works and
root severance exercise.
Trees that would not survive the
development works and will
need to be removed.

TREE CLEARANCE:

General Site Clearance

General Vegetation Clearance

Breaking Out - Structures

Breaking Out -
Footpath/Carpark Surfacing

Vegetation Clearance -
Schedule 9 Plants

SITE CLEARANCE:

Saltmarsh location

VEGETATION CLEARANCE FOR
SITE COMPOUND. COMPOUND
INDICATED BY THE ECI
CONTRACTOR. SEE NOTES 13
AND 14.

CONTINUATION - REFER TO INSET

TREE IMPLICATIONS DETERMINED
WITH INPUT FROM PROJECT
ARBORICULTURIST..
ALL TREES/SAPLINGS ALONGSIDE
PATH WILL BE LOST

SAFETY HEALTH AND ENVIRONMENT
INFORMATION

PLEASE REFER TO LANG-ACM-ZZ-F5-DR-ZZ-011501 FOR
SHE INFORMATION.

FRONTAGE 4

WORKS TO BE COMPLETED FROM FORESHORE. SEE
NOTES 12, 14, AND 15. THE CLIENT'S ECOLOGISTS
WILL SURVEY THE SITE PRIOR TO THE SILT CURTAIN
INSTALLATION AND IDENTIFY ANY AREAS OF
SALTMARSH THAT REQUIRE PROTECTING.  IF DURING
THE WORKS ANY POTENTIAL SALTMARSH IS
IDENTIFIED THE CONTRACTOR MUST INFORM THE
CLIENT.

BREAKOUT EXISTING SLIPWAY AND
REPLACE WITH NEW REINFORCED
CONCRETE SLIPWAY. SEE NOTE 8.

BREAKOUT EXISTING PAVEMENT FOR
DRAINAGE. SEE NOTE 8. REINSTATE
PAVING POST WORKS .

GENERAL SITE CLEARANCE. SEE
NOTES 10, 11 AND 13.

BREAKOUT PAVEMENT FOR GATE
FOUNDATION.

SECTION OF EXISTING ALLOTMENT WALL
BROKEN OUT. REST OF ALLOTMENT WALL
TO BE RETAINED. SEE TYPICAL DETAIL
DRAWINGS (NOTE 7).

CLEAR EXISTING ALLOTMENT
VEGETATION

QUAY WALL TO BE RETAINED.

REMOVE EXISTING GATE AND REPLACE
WITH FLOOD GATE. EXISTING
PAVEMENT TO BE BROKEN OUT FOR
GATE FOUNDATIONS.

REMOVE EXISTING BREEZE BLOCK
WALL AND REPLACE WITH FLOOD
WALL. SEE TYPICAL DETAIL DRAWINGS
(NOTE 7)

CONSTRUCTION WORKS FROM GARDEN
SIDE. VEGETATION TO BE CLEARED.
EXISTING GARDEN FURNITURE TO BE
REMOVED AND REINSTATED FOLLOWING
THE WORKS SEE NOTES 10 AND 13.

CONSTRUCTION WORKS FROM  MILL
POND SIDE. VEGETATION TO BE
CLEARED. WORKS ARE IN CLOSE
PROXIMITY TO WATERCOURSE. SEE
NOTE 13.

LV DIVERSION TO OCCUR
PRIOR TO WORKS
COMMENCING SEE NOTE 9.

FRONTAGE 5

VEGETATION
CLEARANCE FOR
NEW GATE

INSET A

POTENTIAL FOR ACCESS ROUTE TO ALLOTMENT FROM FIELD
BEHIND. ACCESS TO THE FORESHORE THROUGH THE
ALLOTMENT IS NOT YET CONFIRMED WITH THE LANDOWNER
AND WILL BE PROGRESSED BY THE CLIENT. THE CONTRACTOR
TO ASSUME THERE IS NO ACCESS TO FORESHORE THROUGH
THIS ROUTE. IF PERMISSION IS GAINED. ACCESS WILL BE
INVESTIGATED VIA A PROPOSED INSTRUCTION. 

NN

EXISTING FIELD ACCESS TO BE
USED AS ACCESS ROUTE BETWEEN
FIELDS. TRIM AND WIDEN EXISTING
GAP IN HEDGE AS NECESSARY.

THE SILT CURTAIN AND TEMPORARY
WORKING AREA BOUNDARY SHALL BE
SET OUT TO ENSURE THAT AREAS OF
SALTMARSH VEGETATION (SPARTINA
SWARDS) ARE PROTECTED AND
EXCLUDED FROM THE HAUL ROUTE /
WORKING AREAS (I.E. OUTSIDE OF THE
SILT CURTAIN) TO ENSURE THIS HABITAT
IS NOT DAMAGED DURING THE WORKS.

Any voids, if encountered, within the existing quay
when lifting surface paving stones, are to be backfilled
with concrete.

C03     17/12/25       CP amendments
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