Method statement for phasing of the construction Works.
Phase One:- Initial Site set up j

The first operation on site will be the establishment and demarcation
of the contractors area with solid hoarding/Heras fencing. Next will be
the demarcation of the first and second contractor compound. It is
proposed that the First offload compound will be situated on the
existing carpark, alongside wellfair and office space. The wheel
washing space will be situated to the west of the entrance (shown in
orange). At such a time as the ground floor of the proposed
develoment has been constructed, the wellfair and office will be
moved to said area. The materials storage Compound will be to the
east of the new develpment and this will be used for the storage of : : S ——
materials and placing of all of the builders materials. Materials will be
moved by forklift from the first offload compound to the Materials
storage compound. All of the vegetaion will be cleared, on the
materials storage compound and a temporary crushed stone surface
introduced to provide a stable and clean surface for building
operations. Tree protection measures neccesary for the preservation
of trees will be put into place during this site set up stage.
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Phase Two:- Construction of the Main building
Once the link corridoor superstructure has been established
operations on the main building will begin.

The construction operations will follow a fairly conventional processs.
There will be a reduced level dig to strip off any top soil and this will
again be disposed of off site by an appropriately licenced contractor.

Again a site area will be established by using solid hoarding/Heras (| N L A 53 g3 ¢
fencing and all appropriate tree protection measures put into place in ; / = e au 48 Tt 2f— 4&6\7 ) y [
line with guidance given in the arboricultural method statement. Al wn] T @% AN T —— G\ 0
construction operations will be contained within the designated area . Staff and visitor parking N [B i p— mw“o+51 - 5 proosacaEtone & a \ =
seperated from contractor 51.27 e 0
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in a manner which safegaurds the helath of trees and vegetation on
the site. All trenches will be reinstated so that the surface conditions
remain the same as they were before operations started.
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Contractors Materials Compound

Contractors Parking, wellfair office and

We are proposing that the establishment of the car park will be the last first offload site 08

major activity that occurs and would be predicated by the removal of
the site compound infrastructure.
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As this part of the building involves digging into the bank to \ —— o = i

accomodate the groung floor there will be the requirement for is H " @ 5 Rewbmed = % l 3 =

quantities of subsoil to be removed from site. : S . € ccg:iar:d ol & 3 i % i

Work will proceed on the substructure and superstructre of this ; 2 et | : 8y | LS ]

element in the usual manner. I | : 1Rk N i 0

Phase Three:- External works . E B “ (] ] =

Once the building work to the main building is completed external Ui’ ) & A s 0

works will be carried out including hard landscaping. All tree protection & v w%i EU%; B e 0

measure will remain in place whilst this occurs. Although most of the PP Pl Gp=S gt I SR i ) 0
building activity will occur in clearly defined construction areas there ; 2 fE g 7 N | i :
will be a need to bring service through the site. These will be installed . T am wm B | T 0 g

with reference to the services schemeatic and operations carried out 8% g 5 ] (0
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Finally any remaining soft lanscaping and tree planting will be carried , & 5 S : P "
out. Tree protection methods would be removed, the completion of | | A e { 2 g 7 r S BT
these and any work within RPZ's would be carried out in accordance : e | S v
with arboricultural guidance.

Tree protections as described by: Arboricultural Implications
®@®®&®® A\ssessment and Method Statement Within Application:
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0. Ground Floor Constructon Management Plan 1:200
Contractors area protected with a solid hoarding/Heras fencing
seperated from staff and visitors of the care home.
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Note: All dimensions to be checked on site by the contractor before fabrication and erection. Figured dimensions to be taken in preference to scaled dimensions. This drawing is the copyright of the architects and must not be reproduced or used without their express consent, except for the purposes of a planning application. Electronic issue of this drawing to be confirmed by paper hard copy only.
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